
OWNER’S MANUAL
Operation
Maintenance
Specifications

All information in this Owner’s Manual is current at the time of 
publication. However, HYUNDAI reserves the right to make 
changes at any time so that our policy of continual product 
improvement may be carried out.

This manual applies to all models of this vehicle and includes 
descriptions and explanations of optional as well as standard 
equipment.
As a result, you may find material in this manual that does not 
apply to your specific vehicle.
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CAUTION: MODIFICATIONS TO YOUR
HYUNDAI

Your HYUNDAI should not be modified in any way. Such modifications may adversely 
affect the performance, safety or durability of your HYUNDAI and may, in addition, 
violate conditions of the limited warranties covering the vehicle. Certain modifications 
may also be in violation of regulations established by the Department of Transportation 
and other government agencies in your country.

TWO-WAY RADIO OR CELLULAR
Your vehicle is equipped with a Tire Pressure Monitoring System, Passenger Occupant 
Classification System and other CAN bus systems. It is possible for an improperly 
installed/adjusted high powered two-way radio to adversely affect electronic systems. 
For this reason, we recommend that you carefully follow the radio manufacturer’s 
instructions if you choose to install one of these devices.
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HYUNDAI VEHICLE OWNER PRIVACY POLICY
Your Hyundai vehicle may be equipped with technologies and services that use 
information collected, generated, recorded or stored by the vehicle. Hyundai has created 
a Vehicle Owner Privacy Policy to explain how these technologies and services collect 
use and share this information.

You may read our Vehicle Owner Privacy Policy on the Hyundaiusa.com website at: 
https://www.hyundaiusa.com/owner-privacy-policy.aspx
If you would like to receive a hard copy of our Vehicle Owner Privacy Policy, please 
contact the Hyundai Customer Care Center at:

Hyundai Customer Care
P.O. Box 20850
Fountain Valley, CA 92728
800-633-5151
consumeraffairs@hmausa.com

Hyundai’s Customer Care representatives are available Monday through Friday, between 
the hours of 6:00 AM and 5:00 PM PST and Saturday between 6:30 AM and 3:00 PM PST 
(English).
For Customer Care assistance in Spanish or Korean, representatives are available 
Monday through Friday between 6:30 AM and 3:00 PM PST.
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Introduction
Congratulations, and thank you for choosing HYUNDAI. We are pleased to welcome you 
to the growing number of discerning people who drive HYUNDAI. We are very proud of 
the advanced engineering and high-quality construction of each HYUNDAI we build.
Your Owner's Manual will introduce you to the features and operation of your new 
HYUNDAI. To become familiar with your new HYUNDAI, so that you can fully enjoy it, 
read this Owner's Manual carefully before driving your new vehicle.
This manual contains important safety information and instructions intended to 
familiarize you with your vehicle's controls and safety features so you can safely operate 
your vehicle.
This manual also contains information on maintenance designed to enhance safe 
operation of the vehicle. It is recommended that all service and maintenance on your car 
be performed by an authorized HYUNDAI dealer. HYUNDAI dealers are prepared to 
provide high-quality service, maintenance and any other assistance that may be 
required.
This Owner's Manual should be considered a permanent part of your vehicle, and should 
be kept in the vehicle so you can refer to it at any time. The manual should stay with the 
vehicle if you sell it to provide the next owner with important operating, safety and 
maintenance information.

HYUNDAI Motor America
 CAUTION

 

Severe engine and transmission damage may result from the use of poor quality fuels and 
lubricants that do not meet HYUNDAI specifications. You must always use high quality 
fuels and lubricants that meet the specifications listed in the "Recommended lubricants 
and capacities" section of the Owner's Manual.
 

Copyright 2024 HYUNDAI Motor America. All rights reserved. No part of this publication 
may be reproduced, stored in any retrieval system or transmitted in any form or by any 
means without the prior written permission of HYUNDAI Motor America.
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Safety messages
Your safety, and the safety of others are very important. This Owner's Manual provides 
you with many safety precautions and operating procedures. This information alerts you 
to potential hazards that may hurt you or others, and may damage your vehicle.
Safety messages found on vehicle labels and in this manual describe these hazards and 
what to do to avoid or reduce the risks.
Warnings and instructions contained in this manual are for your safety. Failure to follow 
safety warnings and instructions can lead to serious injury or death.
Throughout this manual DANGER, WARNING, CAUTION, NOTICE and the SAFETY ALERT 
SYMBOL will be used.

This is the safety alert symbol. It is used to alert you to potential physical injury hazards. 
Obey all safety messages that follow this symbol to avoid possible injury or death. The 
safety alert symbol precedes the signal words DANGER, WARNING and CAUTION.

 DANGER
 

DANGER indicates a hazardous situation which, if not avoided, will result in death or 
serious injury.
 

 WARNING
 

WARNING indicates a hazardous situation which, if not avoided, could result in death or 
serious injury.
 

 CAUTION
 

CAUTION indicates a hazardous situation which, if not avoided, could result in minor or 
moderate injury.
 

NOTICE
 

NOTICE indicates a situation which, if not avoided, could result in vehicle damage.
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Vehicle break-in process
By following a few simple precautions for the first 600 mi. (1,000 km), you may add to the 
performance, economy, and life of your vehicle.
• Do not race the engine.
• While driving, keep your engine speed (RPM, or revolutions per minute) between 2,000 

RPM and 4,000 RPM.
• Do not maintain a single speed for long periods of time, either fast or slow. Varying 

engine speed is needed to properly break-in the engine.
• Avoid hard stops, except in emergencies, to allow the brakes to seat properly.
• Fuel economy and engine performance may vary depending on vehicle break-in 

process and be stabilized after 4,000 mi. (6,000 km). New engines may consume more 
oil during the vehicle break-in period.

NOTICE
 

CALIFORNIA PROPOSITION 65 WARNING
Items contained in motor vehicles or emitted from them are known to the State of 
California to cause cancer and birth defects or reproductive harm. These include:
• Gasoline and its vapors
• Engine exhaust
• Used engine oil
• Interior passenger compartment components and materials
• Component parts which are subject to heat and wear
In addition, battery posts, terminals and related accessories contain lead, lead 
compounds and other chemicals known to the State of California to cause cancer and 
reproductive harm.
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Hybrid Electric Vehicle (HEV) system

1C_HybridDriveSystem

The HYUNDAI Hybrid Electric Vehicle (HEV) uses both the gasoline engine and the 
electric motor for power. The electric motor is run by a high voltage hybrid battery.
Depending on the driving conditions, the HEV computer selectively operates between 
the engine and the electric motor or even both at the same time.
fuel economy increases when the vehicle is driven by the electric motor with the HEV 
battery.
The hybrid battery charge must be maintained, so at times the engine will come on even 
at idle to act as a generator. Charging also occurs when decelerating or by regenerative 
braking.

(1) Startup/Low speed cruise - Electric motor

(2) Acceleration - Electric motor + Engine

(3) High speed cruise - Electric motor or Engine

(4) Deceleration - Charging

(5) Stop
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 WARNING
 

• Never touch orange colored or high voltage labeled components, including wires, 
cables, and connections. When the insulators or covers are damaged or removed, 
severe injury or death from electrocution may occur.

• While replacing the fuses in the engine compartment, never touch the HPCU. The 
HPCU carries high voltage. Touching the HPCU may result in electrocution, serious 
injury, or death.

• In the hybrid system, the hybrid battery uses high voltage to operate the motor and 
other components. This high voltage hybrid battery system can be very dangerous.
Never touch the hybrid system. When you touch the hybrid battery system, serious 
injury or death may occur.

 

 WARNING
 

• Do not disassemble or assemble the high voltage battery system. Doing so may result 
in electric shock,causing death or serious injury.

• If you disassemble or assemble hybrid system components improperly, it may damage 
the performance and reliability of your vehicle.

• If electrolyte comes in contact with your body, clothes or eyes, immediately flush with 
a large quantity of fresh tap water. Have your eyes examined by a doctor as soon as 
possible.

 

 WARNING
 

Never assemble or disassemble the high voltage battery system.
• If you assemble or disassemble the high voltage battery system, the durability and 

performance of the vehicle may be damaged.
• When you want to check the high voltage battery system, we recommend that your 

vehicle be inspected by an authorized HYUNDAI dealer.
• Do not touch the high voltage battery and high voltage cable connected to motor 

(orange color). Severe burns and electric shock may occur. For your safety, do not 
touch the cover of electronic components and electronic cable. Do not remove the 
cover of electronic components and electronic cable. In particular, never touch the 
high voltage battery system when the hybrid system in operation. It may result in death 
or serious injury.
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When the hybrid vehicle shuts off
When the high voltage battery or 12 V battery is discharged, or when the fuel tank is 
empty, the hybrid system may not operate while driving. When the Hybrid system does 
not operate, do the followings:
1. Gradually reduce the vehicle speed. Pull over your engine off the road in a safe area.
2. Make sure the gear is in P (Park).
3. Turn on the hazard warning flashers.
4. Turn off the vehicle and try to start the hybrid system again, while depressing the brake 

pedal and turning on the Engine Start/Stop button.
5. When the hybrid system still does not operate, refer to the "Jump starting" section in 

chapter 8.
Before jump starting the vehicle,check the fuel level and the exact procedure to jump 
start. For more information, refer to the "Jump starting" section in chapter 8. When the 
fuel level is low, do not attempt to drive the vehicle only with the battery power. The 
high voltage battery may be discharged, and the hybrid system may turn off.

Countermeasures for accidents or fire
When an accident occurs while driving the hybrid vehicle, turn on the hazard warning 
flasher, move the vehicle to a safe place, and do not let other people approach the site.

 WARNING
 

When an accident occurs, and the high voltage battery is damaged, harmful gas and 
electrolytes may leak.
• Be careful not to touch the leaked liquid.
• When you suspect leakage of inflammable gas and other harmful gases, open the 

windows and immediately evacuate to a safe location.
• If any leaked fluid comes in contact with your eyes or skin, immediately clean the 

affected area thoroughly with tap water or saline solution and have doctors inspect it 
as soon as possible.
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Hazard warning flasher

2C_HazardWarningLamp

The hazard warning flasher warns other 
drivers to exercise extreme caution when 
approaching, overtaking, or passing your 
vehicle.
It should be used whenever making 
emergency repairs or when stopped near 
the edge of a roadway.
To turn on or off the hazard warning 
flasher, press the hazard warning flasher 
button with the Engine Start/Stop button 
in any position. The hazard warning 
flasher button is located in the center 
fascia panel. All turn signal lights flash 
simultaneously.
• The hazard warning flasher operates 

regardless of whether your vehicle is 
running or not.

• The turn signals do not work when the 
hazard flasher is on.

In case of an emergency 
while driving

If the engine stalls while 
driving
• Reduce the vehicle speed gradually, 

keeping a straight line. Move cautiously 
off the road to a safe place.

• Turn on your hazard warning flasher.
• Try to start the engine again. If your 

vehicle does not start, contact an 
authorized HYUNDAI dealer.

If the engine stalls at a 
crossroad or crossing
If the engine stalls at a crossroads or 
crossing, if safe to do so, shift the gear to 
N (Neutral) and then push the vehicle to a 
safe location.
To stay N (Neutral) while the vehicle is off, 
refer to the "To stay in N (Neutral) when 
vehicle is OFF" section in chapter 6.
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Tire Pressure Monitoring 
System (TPMS)

2C_TPMSWarningLampOverview

2C_TireLowPressureInfo
(1) Low Tire Pressure Telltale/TPMS 

Malfunction Indicator
(2) Low Tire Pressure Position Telltale and 

Tire Pressure Telltale (Shown on the 
cluster display)

Check tire pressure

2C_TireLowPressureWarning

• You can check the tire pressure in the 
Utility view mode on the cluster.
Refer to the "Cluster display control" 
section in chapter 4.

• Tire pressure appears after a few 
minutes of driving. If the tire pressure 
does not appear when the vehicle is 
stopped, the message, "Drive to 
display" appears.

• The displayed tire pressure values may 
differ from those measured with a tire 
pressure gauge.

• You can change the tire pressure unit 
from the Settings menu in the 
infotainment system. Select:
- Setup > General > Unit > Tire 

Pressure Unit > psi/kPa/bar
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You may not be able to identify a tire with 
low pressure by simply looking at it. 
Always use a good quality tire pressure 
gauge to measure. Please note that a tire 
that is hot (from being driven) has a 
higher pressure measurement than a tire 
that is cold.
A cold tire means the vehicle has been 
sitting for 3 hours and driven for less than 
1 mi. (1.6 km) in that 3 hour period.
Allow the tire to cool before measuring 
the inflation pressure. Always make sure 
the tire is cold before inflating to the 
recommended pressure.

 WARNING
 

• The TPMS cannot alert you to severe 
and sudden tire damage caused by 
external factors such as nails or road 
debris.

• If you feel any vehicle instability, 
immediately take your foot off the 
accelerator pedal, apply the brakes 
gradually with light force, and slowly 
move to a safe position off the road.

 

 WARNING
 

Tampering with, modifying, or disabling 
the Tire Pressure Monitoring System 
(TPMS) components may interfere with 
the system's ability to warn the driver of 
low tire pressure conditions and/or TPMS 
malfunctions and may void the warranty.
 

 WARNING
 

This device complies with Part 15 of the 
FCC rules.
Operation is subject to the following three 
conditions:
1. This device may not cause harmful 

interference.
2. This device must accept any 

interference received, including 
interference that may cause undesired 
operation of the device.

3. Changes or modifications not expressly 
approved by the party responsible for 
compliance could void the user's 
authority to operate the device.
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Notes on the safe use of the 
Tire Mobility Kit
• Park your vehicle at the side of the road 

so that you can work with the Tire 
Mobility Kit away from moving traffic.

• To be sure your vehicle does not move, 
even when you are on level ground, 
always apply your parking brake.

• Only use the Tire Mobility Kit for 
sealing/inflation passenger car tires. 
Only punctured areas located within 
the tread region of the tire can be 
sealed using the tire mobility kit.

• Do not use on motorcycles, bicycles or 
any other type of tires.

• When the tire and wheel are damaged, 
do not use Tire Mobility Kit.

• Use of the Tire Mobility Kit may not be 
effective for tire damage larger than 
about 0.16 inches (4 mm).
Contact an authorized HYUNDAI dealer 
if the tire cannot be made roadworthy 
with the Tire Mobility Kit.

• Do not use the Tire Mobility Kit if a tire 
is severely damaged by driving run flat 
or with insufficient air pressure.

• Only punctured areas located within 
the tread region of the tire can be 
sealed using the Tire Mobility Kit.

• Do not remove any foreign objects such 
as nails or screws that have penetrated 
the tire.

• Provided the vehicle is outdoors, leave 
the vehicle running. Otherwise 
operating the compressor may 
eventually drain the car battery.

• Never leave the Tire Mobility Kit 
unattended while it is being used.

• Do not leave the compressor running 
for more than 10 minutes at a time or it 
may overheat.

• Do not use the Tire Mobility Kit if the 
ambient temperature is below -22 °F 
(-30 °C).

• In case of skin contact with the sealant, 
wash the area thoroughly with plenty of 
water. If the irritation persists, seek 
medical attention.

• In case of eye contact with the sealant, 
flush your eyes for at least 15 minutes. If 
the irritation persists, seek medical 
attention.

• In case of swallowing the sealant, rinse 
the mouth and drink plenty of water. 
However, never give anything to an 
unconscious person and seek medical 
attention immediately.

• Long time exposure to the sealant may 
cause damage to bodily tissue such as 
kidney, etc.

_DN8HEV_en_US.book  Page 16  





Emergency Situations

8-18

 WARNING
 

Do not use the tire sealant after the 
sealant has expired (the expiration date is 
pasted on the sealant container). This can 
increase the risk of tire failure.
 

 WARNING
 

Sealant
• Keep out of reach of children.
• Avoid contact with eyes.
• Do not swallow.
 

Using the Tire Mobility Kit 
when a tire is flat

 CAUTION
 

2C_HowToUseTMK

Detach the speed restriction label (1) from 
the sealant bottle (2), and place it in a 
highly visible place inside the vehicle 
such as on the steering wheel to remind 
the driver not to drive too fast.
 

 CAUTION
 

If only the tire pressure needs to be 
adjusted, refer to the "How to adjust tire 
pressure" section in this chapter.
Before using the Tire Mobility Kit, be fully 
aware of the explanation on the sealant.
 

1. Shake the sealant bottle (2).
2. Secure the sealant bottle connection 

hose (10) to the sealant bottle.
3. Make sure the tire pressure adjustment 

(9) button is not depressed.

2C_TMKPrecedure

4. Connect the sealant bottle to the 
compressor.

2C_TMKPrecedure_2

 CAUTION
 

Securely install the sealant filling hose 
to the valve. If not, sealant may flow 
backward, possibly clogging the filling 
hose.
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10.After driving about 4-6 mi (7-10 km or 
about 10 minutes), stop at a safety 
location.

11.Connect the compressor and tire 
connecting hose (10) directly to the tire 
wheel air filling.

2C_TMKPrecedure_6

12.Plug the compressor power cord (4) 
into the vehicle power outlet.

13.Adjust the tire inflation pressure to the 
recommended tire inflation.
With the engine running, proceed as 
follows:
• To increase the inflation pressure: 

Switch on the compressor. To check 
the current inflation pressure setting, 
briefly switch off the compressor.

• To reduce the inflation pressure: 
Press the button (9) on the 
compressor.

NOTICE
 

Do not let the compressor run for more 
than 10 minutes, otherwise the device 
may overheat and may be damaged.
 

 Information
 

The pressure gauge may show higher 
than actual reading when the compressor 
is running. To get an accurate tire 
pressure, the compressor needs to be 
turned off.
 

 CAUTION
 

• If the tire inflation pressure is not 
maintained, drive the vehicle a second 
time, refer to step 9. Then repeat steps 
10 to 13.

• Use of the Tire Mobility Kit may not be 
effective for tire damage larger than 
about 0.16 inches (4 mm).

Contact an authorized HYUNDAI dealer if 
the tire cannot be made roadworthy with 
the Tire Mobility Kit.
 

 WARNING
 

The tire inflation pressure must be 
inflated to the proper pressure, refer to 
the "Tires and wheels" section in chapter 
2. If it is not inflated, do not continue to 
drive.
Call for road side service or towing.
 

 CAUTION
 

Tire pressure sensor
The sealant on the tire pressure sensor 
and wheel should be removed when you 
replace the tire with a new one and 
inspect the tire pressure sensors. Have 
this done at an authorized HYUNDAI 
dealer.
 

 Information
 

When reinstalling the repaired or 
replaced tire and wheel on the vehicle, 
tighten the wheel nut to 79-94 lbf·ft (11-13 
kgf·m).
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Towing

Towing service
Flatbed Towing

2C_TowingGood

Wheel lift Towing

2C_TowingGood_2
(1) Dollies
If towing is necessary, contact an 
authorized HYUNDAI dealer or a 
commercial tow-truck service.
2WD vehicles can be towed with the rear 
wheels on the ground (without dollies) 
and the front wheels off the ground.
The use of wheel dollies or flatbed is 
recommended. If any of the loaded 
wheels or suspension components are 
damaged or the vehicle is towed with the 
front wheels on the ground, use a towing 
dolly under the front wheels.

NOTICE
 

To prevent damage when towing:
• Do not lift using the trailer hitch or body 

and chassis parts.
• Do not tow the vehicle with the front 

wheels on the ground.

2C_TowingBad

• Do not tow vehicles with sling-type 
equipment. Only use wheel lift or 
flatbed equipment.

2C_TowingBad_2
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 CAUTION
 

Make sure the towing hook is tighten 
properly. If not, during towing the towing 
hook may be thrown off the vehicle 
resulting in serious injury or accident.
 

Emergency towing
Front

2C_TowingHookWithGeneralVehicle

Rear

2C_TowingHookWithGeneralVehicle_2

If emergency towing is necessary, 
contact an authorized HYUNDAI dealer or 
a commercial tow-truck service.
If tow-truck service is not available in an 
emergency, your vehicle can be 
temporarily towed using a cable or chain 
secured to the removable towing hook at 
the front (or rear) of the vehicle.
Perform emergency towing using cables 
or chains on hard-surfaced roads for a 
short distance and at low speeds. The 
wheels, axles, powertrain, steering, and 
brakes must all be in good working 
condition.

 WARNING
 

Use extreme caution when towing the 
vehicle with a cable or chain. A driver 
must be in the vehicle to steer it and 
operate the brakes. Passengers other 
than the driver must not be in the vehicle.
 

Always follow these emergency towing 
precautions:
• Press the Engine Start/Stop button to 

the ACC position so the steering wheel 
is not locked.

• Shift the gear in N (Neutral).
• Release the parking brake.
• Depress the brake pedal with more 

force than normal because you have 
reduced braking performance.

• More steering effort is required 
because the power steering system will 
be disabled.

• Use a vehicle heavier than your own to 
tow your vehicle.

• The drivers of both vehicles must 
communicate with each other 
frequently.

• Before emergency towing, check that 
the removable hook is not broken or 
damaged.

• Fasten the towing cable or chain 
securely to the hook.

• Do not jerk the cables, chains, or 
removable hook. Apply steady and 
even force.

• Use a towing cable or chain less than 16 
ft. (5 m) long. Attach a white or red cloth 
(about 12 inches (30 cm) wide) in the 
middle of the cable or chain for easy 
visibility.
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Engine compartment
Smartstream G2.0 GDI HEV

1C_EngineRoom
The actual engine compartment in the vehicle may differ from the illustration.

(1) Windshield washer fluid reservoir
(2) Air cleaner
(3) Engine oil filler cap
(4) Engine oil dipstick
(5) Brake fluid reservoir
(6) Engine coolant reservoir/Engine coolant cap
(7) Fuse box
(8) Inverter coolant reservoir

_DN8HEV_en_US.book  Page 4  









Maintenance

9-8

Scheduled maintenance 
services
Follow Normal Maintenance Schedule if 
the vehicle is usually operated where 
none of the following conditions apply. If 
any of the following conditions apply, you 
must follow the Maintenance Under 
Severe Usage Conditions.
• Repeated driving short distance of less 

than 5 mi. (8 km) in normal temperature 
or less than 10 mi. (16 km) in freezing 
temperature

• Extensive engine idling or low speed 
driving for long distances

• Driving on rough, dusty, muddy, 
unpaved, graveled or salt-spread roads

• Driving in areas using salt or other 
corrosive materials or in very cold 
weather

• Driving in heavy dust conditions
• Driving in heavy traffic area
• Driving on uphill, downhill, or mountain 

road repeatedly
• Towing a trailer or using a camper, or 

driving with loads on the roof
• Driving as a patrol car, taxi, other 

commercial use of vehicle towing
• Frequently driving under high speed or 

rapid acceleration/deceleration
• Frequently driving in stop-and-go 

condition
• Engine oil usage which is not 

recommended (Mineral type, 
Semi-synthetic, Lower grade spec, etc.)

If your vehicle is operated under the 
above conditions, you should inspect, 
replace or refill more frequently than the 
following Normal Maintenance Schedule. 
After the periods or distance shown in the 
chart, continue to follow the prescribed 
maintenance intervals.

NOTICE
 

After driving more than 10 years or 
100,000 mi., use severe maintenance 
schedule.
 

 Information
 

• As it is normal for engine oil to be 
consumed during driving, the engine oil 
level should be checked on regular basis.

• The engine oil change interval for normal 
operating conditions is based on the use 
of the recommended engine 
specification. If the recommended 
engine oil specification is not used, then 
replace the engine oil according to the 
maintenance schedule under severe 
operating conditions.

• The vehicle may be equipped with the Oil 
Life Management System that predicts 
engine oil life based on the driver's driving 
history and alerts the driver to change 
engine oil.
- If the deterioration of the engine oil 

increases depending on the driver's 
driving severity, the remaining oil life 
alert appears on the instrument cluster 
before the normal engine oil 
replacement interval. Have the engine 
oil and filter changed by an authorized 
HYUNDAI dealer.

- Oil Life Management System works 
when the recommended engine oil is 
used. So, if recommended engine oil is 
not used, replace the engine oil 
according to the maintenance 
schedule under severe usage 
condition. Also, check the amount of 
engine oil regularly as this system 
assumes that the engine oil is being 
filled normally.

- Always reset the remaining engine oil 
life whenever the engine oil is changed. 
Otherwise, the indication of remaining 
Oil life in the Oil Life Management 
System may not be accurate. To reset 
the Oil Change Reminder, select 
"RESET" from the infotainment system. 
Then, select "Yes" when the message 
"Has the engine oil been changed? 
Press [Yes] to reset the oil life." appears 
on the screen.

- If there is no alert until the maximum 
maintenance interval, have your 
vehicle inspected by an authorized 
HYUNDAI dealer.
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I: Inspect and if necessary, adjust, correct, clean or replace.
R: Replace or change.

*1 For your convenience, it can be replaced prior to it's interval when you do maintenance of other items.

MAINTENANCE 
INTERVALS

Number of months or driving distance, whichever comes first

Months 12 24 36 48 60 72 84 96 108 120 132 144 156 168 180

mi. × 
1,000 8 16 24 32 40 48 56 64 72 80 88 96 104 112 120

Km × 
1,000 13 26 39 52 65 78 91 104 117 130 143 156 169 182 195

MAINTENANCE ITEM

Battery condition I I I I I I I I I I I I I I I

Brake lines, hoses 
and connections I I I I I I I I I I I I I I I

Brake hoses and 
lines I I I I I I I I I I I I I I I

Disc brakes and pads I I I I I I I I I I I I I I I

Steering gear rack, 
linkage and boots I I I I I I I I I I I I I I I

Driveshaft and boots I I I I I I I

Suspension 
mounting bolts I I I I I I I I I I I I I I I

Air conditioner 
refrigerant I I I I I I I I I I I I I I I

Air conditioner 
compressor I I I I I I I I I I I I I I I

Exhaust pipe and 
muffler I I I I I I I

Automatic 
transmission fluid No check, No service required

Vapor hose, fuel filler 
cap and fuel tank I I I
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Maintenance under severe usage and low mileage conditions
The following items must be serviced more frequently on the vehicles mainly used under 
severe and low mileage driving conditions. Refer to the chart below for the appropriate 
maintenance intervals.
I: Inspect and if necessary, adjust, correct, clean or replace
R: Replace

*1 Requires <API SN PLUS (or above) Full synthetic> grade engine oil. If a lower grade engine oil (mineral oil 
including Semi-synthetic) is used, then the engine oil and engine oil filter must be replaced as indicated for 
severe maintenance condition.

Maintenance item Maintenance 
operation Maintenance intervals Driving 

condition

HSG (Hybrid Starter & 
Generator) belt

R Every 30,000 miles (48,000 
km) or 24 months B, C, D, E, I, K

I Every 5,000 miles (8,000 
km) or 6 months B, C, D, E, I, K

Engine oil and filter *1 R Replace every 3,000 miles 
(5,000 km) or 6 months

A, B, C, D, E, F, 
G, H, I, J, K, L

Air cleaner filter R
Replace more frequently 

depending on the 
condition

C, E

Spark plugs R
Replace more frequently 

depending on the 
condition

A, B, F, G, H, 
I, K

Climate control air filter (for 
evaporator and blower unit) R

Replace more frequently 
depending on the 

condition
C, E, G

Disc brakes and pads, 
calipers and rotors I

Inspect more frequently 
depending on the 

condition
C, D, E, G, H

Steering gear box, linkage & 
boots/ lower arm ball joint, 
upper arm ball joint

I
Inspect more frequently 

depending on the 
condition

C, D, E, F, G, 
H, I

Drive shafts and boots I
Inspect more frequently 

depending on the 
condition

C, D, E, F, G, 
H, I

Automatic transmission 
fluid R Every 62,000 miles 

(100,000 km)
A, C, F, G, H, I, 

J, K

Parking brake I
Inspect more frequently 

depending on the 
condition

C, D, G, H
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Explanation of scheduled 
maintenance items

Engine oil and filter
The engine oil and filter should be 
changed at the intervals specified in the 
maintenance schedule. If the vehicle is 
being driven in severe conditions, more 
frequent oil and filter changes are 
required.

Drive belts
Inspect all drive belts for evidence of cuts, 
cracks, excessive wear or oil saturation. 
Replace them if necessary.
Check the drive belts periodically for 
proper tension and adjusted as 
necessary.

 Information
 

Always turn off the engine before 
inspecting the drive belts.
 

Fuel lines, fuel hoses and 
connections
Check the fuel lines, fuel hoses and 
connections for leakage and damage. 
Have any damaged or leaking parts 
replaced by an authorized HYUNDAI 
dealer immediately.

Fuel filter
The fuel filter is considered to be 
maintenance free but periodic inspection 
is recommended depending on the fuel 
quality. If there is fuel flow restriction, 
surging, loss of power, or hard starting, 
contact an authorized HYUNDAI dealer to 
have the fuel filter replaced immediately.

Vapor hose and fuel filler cap
The vapor hose and fuel filler cap should 
be inspected at those intervals specified 
in the maintenance schedule. Make sure a 
new vapor hose or fuel filler cap is 
correctly replaced.

Vacuum crankcase ventilation 
hoses
Visually check for proper installation, 
chafing, cracks, deterioration, and any 
leakage. Replace any deteriorated or 
damaged parts immediately.

Air cleaner filter
A genuine HYUNDAI air cleaner filter is 
recommended when the filter is replaced.

Spark plugs
Be sure to install new spark plugs of the 
correct heat range.
When installing new spark plugs, make 
sure the ignition coils are clean and free of 
any oil or debris. Clean and wipe off the 
bottom portion of the ignition coil to 
prevent any contamination with the spark 
plug during installation.

 WARNING
 

Do not remove spark plugs from the 
vehicle when the engine is hot. You may 
damage the engine and may also risk 
burn injury.
 

Valve clearance
Inspect excessive valve noise and/or 
engine vibration and adjust if necessary.
Have the system serviced by an 
authorized HYUNDAI dealer.
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Steering gear box, linkage & 
boots/lower arm ball joint
With the vehicle stopped and the engine 
off, check for excessive free-play in the 
steering wheel. Check the linkage for 
bends or damage. Check the dust boots 
and ball joints for deterioration, cracks, or 
damage.
Replace any damaged parts.

Drive shafts and related
Check the drive shafts, boots and clamps 
for cracks, deterioration, or damage. 
Replace any damaged parts and, if 
necessary, repack the grease.

Air conditioning refrigerant
Check the air conditioning lines and 
connections for leakage and damage.

Engine oil

Checking the engine oil level
Engine oil is used for lubricating, cooling, 
and operating various hydraulic 
components in the engine. Engine oil 
consumption while driving is normal, and 
it is necessary to check and refill the 
engine oil regularly. Also, check and refill 
the oil level within the recommended 
maintenance schedule to prevent 
deterioration of oil performance.
Check the engine oil following the below 
procedure.
1. Follow all of the oil manufacturer's 

precautions.
2. Make sure the vehicle is on the level 

ground in P (Park) with the parking 
brake applied.

3. Turn on the engine and warm the 
engine up until the coolant 
temperature reaches a constant normal 
temperature.

4. Turn off the engine, remove the oil filler 
cap and pull the dipstick out. Wait for 15 
minutes for the oil to return to the oil 
pan.

5. Wipe the dipstick clean and re-insert it 
fully.

6. Pull the dipstick out again and check 
the level. The level should be between F 
(Full) and L (Low).

2C_EngineOilGaugeGasoline_1
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 WARNING
 

2C_RadiatorFANWarning

The electric motor for the cooling fan may 
continue to operate or start up when the 
engine is not running and can cause 
serious injury. Keep hands, clothing and 
tools away from the rotating fan blades of 
the cooling fan.
Always turn off the vehicle unless the 
vehicle has to be inspected with the 
engine on. Be cautious as the cooling fan 
may operate if the negative (-) battery 
terminal is not disconnected.
 

 WARNING
 

Make sure the coolant cap is properly 
closed after refilling coolant. Otherwise 
the engine could be overheated while 
driving.
1. Check if the coolant cap label is straight 

in front.

2C_CheckCoolantCapLocked

2. Make sure that the tiny protrusions 
inside the coolant cap is securely 
interlocked.
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Brake fluid

Checking the brake fluid level

2C_BreakOilLevel

Check the fluid level in the reservoir 
periodically. The fluid level should be 
between MAX and MIN marks on the side 
of the reservoir.
Before removing the reservoir cap and 
adding brake fluid, clean the area around 
the reservoir cap thoroughly to prevent 
brake fluid contamination.
If the level is low, add fluid to the MAX 
level. The level will fall with accumulated 
mileage. This is a normal condition 
associated with the wear of the brake 
linings.
If the fluid level is excessively low, have 
your vehicle inspected by an authorized 
HYUNDAI dealer.

 WARNING
 

If the brake system requires frequent 
additions of fluid this could indicate a leak 
in the brake system. Have your vehicle 
inspected by an authorized HYUNDAI 
dealer.
 

 WARNING
 

Do not let brake fluid into your eyes. If 
brake fluid gets in your eyes, flush your 
eyes with clean water for at least 15 
minutes and get immediate medical 
attention.
 

NOTICE
 

• Do not allow brake fluid to contact the 
vehicle's body paint, as it will result in 
paint damage.

• NEVER use brake fluid which has been 
exposed to open air for an extended 
time, as its quality cannot be 
guaranteed.

• Do not use the wrong type of brake 
fluid. A few drops of mineral based oil, 
such as engine oil in your brake system 
can damage brake system parts.

 

 Information
 

Use only the specified brake fluid (Refer 
to the "Recommended lubricants and 
capacities" section in chapter 2).
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2. Pull up the air cleaner cover (2) and 
open it.

2C_AirCleanerReplacementProcedure_2

3. Rotate the fixed lever (3) on the filter 
and loosen the lock.

2C_AirCleanerReplacementProcedure_3

4. Replace the air cleaner filter.

2C_AirCleanerReplacementProcedure_4

5. Reassemble the air cleaner cover in the 
reverse order.

6.Check that the cover is firmly installed.

 Information
 

If the vehicle is operated in extremely 
dusty or sandy areas, replace the air 
cleaner filter more often than the usual 
recommended intervals (Refer to the 
"Maintenance under severe usage and 
low mileage conditions" section in this 
chapter).
 

NOTICE
 

• Do not drive with the air cleaner filter 
removed. This will result in excessive 
engine wear.

• When removing the air cleaner filter, be 
careful that dust or dirt does not enter 
the air intake, or damage may result.

• Use parts for replacement from an 
authorized HYUNDAI dealer. Use of 
non-genuine parts could damage the 
engine.

• Do not blow the inner part of the air 
filter with compressed air. Dust or dirt 
may enter the air intake.

• Check that the replaced filter is firmly 
fixed when reassembling the air cleaner 
filter, and that the levers are firmly 
assembled.
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Tire care
For proper maintenance, safety, and 
maximum fuel economy, always 
maintain recommended tire inflation 
pressures and stay within the load 
limits and weight distribution 
recommended for your vehicle.

2C_TireLabel

All specifications (sizes and 
pressures) can be found on a label 
attached to the driver's side center 
pillar.

Recommended cold tire 
inflation pressures
Check all tire pressures (including the 
spare) when the tires are cold. "Cold 
tires" mean the vehicle has not been 
driven for at least three hours or 
driven less than 1 mi. (1.6 km).
Warm tires normally exceed the 
recommended cold tire pressures by 
4 to 6 psi (28 to 41 kPa). Do not 
release air from warm tires to adjust 
the pressure. The tires are 
under-inflated. For recommended 
inflation pressure, refer to the "Tires 
and wheels" section in chapter 2.

 WARNING
 

• Recommended pressures must be 
maintained for the best ride, 
vehicle handling, and minimum tire 
wear.

• Over-inflation or under-inflation 
can reduce tire life, adversely affect 
vehicle handling, and lead to 
sudden tire failure that may result 
in loss of vehicle control resulting in 
a collision.

• Severe under-inflation may lead to 
severe heat build-up, causing 
blowouts, tread separation, and 
other tire failures that may result in 
loss of vehicle control resulting in a 
collision. This risk is much higher on 
hot days and when driving for a 
long time at high speeds.

• Under-inflation may cause 
excessive wear, poor handling, and 
reduced fuel economy. Wheel 
deformation is also possible. Keep 
your tire pressures at the proper 
levels. If a tire frequently needs 
refilling, have your vehicle 
inspected by an authorized 
HYUNDAI dealer.

• Over-inflation produces a harsh 
ride, excessive wear at the center of 
the tire tread, and a greater 
possibility of damage from road 
hazards.
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 WARNING
 

• Do not use the compact spare tire 
for tire rotation.

• Do not mix bias ply and radial ply 
tires under any circumstances. This 
may cause unusual handling 
characteristics that may cause loss 
of vehicle control and result in a 
collision.

 

Wheel alignment and tire 
balance
The wheels on your vehicle were 
aligned and balanced carefully at the 
factory, and you may not need to 
have your wheels aligned again. If 
you notice unusual tire wear or your 
vehicle pulling to one side, the 
alignment may need to be adjusted.
If you notice your vehicle vibrating 
when driving on a smooth road, your 
wheels may need to be rebalanced.

NOTICE
 

Only use approved wheel weights or 
your vehicle's aluminum wheels may 
be damaged.
 

Tire replacement

2C_TireWareIndicator

[A]Tread wear indicator

If the tire is worn evenly, a tread wear 
indicator appears as a solid band 
across the tread. This shows there is 
less than 1/16 inches (1.6 mm) of tread 
left on the tire. Replace the tire when 
this happens.
Do not wait for the band to appear 
across the entire tread before 
replacing the tire.

 WARNING
 

To reduce the risk of death or serious 
injury:
• Replace tires that are worn, show 

uneven wear, or are damaged. 
Worn tires may cause loss of 
braking effectiveness, steering 
control, and traction.

• Always replace tires with the same 
size as each tire that was originally 
supplied with this vehicle. Using 
tires and wheels other than the 
recommended sizes may cause 
unusual handling characteristics, 
poor vehicle control, or negatively 
affect your vehicle's Anti-Lock 
Brake System (ABS).

• When replacing tires (or wheels), it 
is recommended to replace the two 
front or two rear tires (or wheels) as 
a pair. Replacing just one tire may 
seriously affect your vehicle's 
handling.

• Tires degrade over time, even when 
they are not being used. Regardless 
of the remaining tread, have the 
tires replaced after 6 years of 
normal service.

• Driving in hot climates or excessive 
loading may accelerate the tire 
aging process.
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Radial-Ply Tires
Radial-ply tires provide improved 
tread life, road hazard resistance and 
smoother high speed ride. The 
radial-ply tires used on this vehicle 
are of belted construction, and are 
selected to complement the ride and 
handling characteristics of your 
vehicle. Radial-ply tires have the 
same load carrying capacity, as 
bias-ply or bias belted tires of the 
same size, and use the same 
recommended inflation pressure. 
Mixing of radial-ply tires with bias-ply 
or bias belted tires is not 
recommended. Any combinations of 
radial-ply and bias-ply or bias belted 
tires when used on the same vehicle 
will seriously deteriorate vehicle 
handling. The best rule to follow is: 
Identical pairs of radial-ply tires 
should always be used as a set for the 
front tires and a set for the rear tires.
Longer wearing tires can be more 
susceptible to irregular tread wear. It 
is very important to follow the tire 
rotation interval in this chapter to 
achieve the tread life potential of 
these tires. Cuts and punctures in 
radial-ply tires are repairable only in 
the tread area, because of sidewall 
flexing. Consult your tire dealer for 
radial-ply tire repairs.

 WARNING
 

Do not mix bias ply and radial ply tires 
under any circumstances. This may 
cause unusual handling 
characteristics that may cause loss of 
vehicle control resulting in an 
accident.
 

Low aspect ratio tires
The aspect ratio is lower than 50 on 
low aspect ratio tires.
Because low aspect ratio tires are 
optimized for handling and braking, 
their sidewall is a little stiffer than a 
standard tire. Also low aspect ratio 
tires tend to be wider and 
consequently have a greater contact 
patch with the road surface. In some 
instances they may generate more 
road noise compared with standard 
tires.

 CAUTION
 

Low aspect wheels and tires are 
easily damaged. To reduce the risk of 
damage:
• When driving on rough roads, 

passing over a pothole, speed 
bump, manhole, or curb stone, 
drive the vehicle slowly not to 
damage the tires and wheels. 
Damage is not covered by your 
vehicle warranty.

• Inspect the tire condition and 
pressure every 1,800 mi. (3,000 
km).

• It is difficult to visually inspect for 
tire damage with your eyes. If any 
damage is found, contact your 
authorized HYUNDAI dealer to 
replace the tire.
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Front light replacement

2C_FrontLampOverview
(1) Turn signal light/Parking 

light/Daytime Running Light (DRL)
(2) Parking light
(3) Headlight (High, Sub Low)
(4) Headlight (Low)
(5) Front side marker
If the LED light does not operate, have the 
system inspected by an authorized 
HYUNDAI dealer.
The LED light cannot be replaced as a 
single unit. A skilled technician should 
check or repair the LED light, for it may 
damage related parts of the vehicle.

Side repeater light 

if equipped

replacement

2C_SideRepeaterLamp

If the side repeater light (1) does not 
operate, have the system inspected by an 
authorized HYUNDAI dealer.
The LED light cannot be replaced as a 
single unit. A skilled technician should 
check or repair the LED light, for it may 
damage related parts of the vehicle.

Rear combination light 
replacement

2C_RearLampOverview_1
(1) Tail light
(2) Turn signal/stop/parking light
(3) Turn signal/stop light
(4) Reverse light
(5) Rear side marker
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