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For your safety, read carefully and keep in this vehicle.



The information contained within this supplement revises or adds to the “Tire Pressure” section of
the “WHEELS AND TIRES” section in the “Do-it-yourself ” section in the 2020 NISSAN PATHFINDER
Owner’s Manual.

Read carefully and keep in the vehicle.
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If you have a flat tire, refer to “Flat tire” in
the “In case of emergency” section of
this manual.

TIRE PRESSURE

Tire Pressure Monitoring System
(TPMS)

WARNING

Radio waves could aversely ef-
fect electric medical equipment.
Those who use a pacemaker
should contact the electric medi-
cal equipment manufacturer for
the possible influences before
use.

This vehicle is equipped with the Tire
Pressure Monitoring System (TPMS).
It monitors tire pressure of all tires
except the spare. When the low tire
pressure warning light is lit and the
“Tire Pressure Low - Add Air” warning
appears in the vehicle information
display, one or more of your tires is

significantly under-inflated. If
equipped, the system also displays
pressure of all tires (except the spare
tire) on the display screen by send-
ing a signal from a sensor that is
installed in each wheel.

The TPMS will activate only when the
vehicle is driven at speeds above 16
mph (25 km/h). Also, this system
may not detect a sudden drop in tire
pressure (for example a flat tire while
driving).
For additional information, refer to
“Low tire pressure warning light” in
the “Instruments and controls” sec-
tion, “Tire Pressure Monitoring Sys-
tem (TPMS)” in the “Starting and driv-
ing” section and “Flat tire” in the “In
case of emergency” section of this
manual.

Tire inflation pressure
Check the tire pressures (including
the spare) often and always prior to
long distance trips. The recom-
mended tire pressure specifications
are shown on the F.M.V.S.S./C.M.V.S.S.
certification label or the Tire and
Loading Information label under the
“Cold Tire Pressure” heading. The Tire
and Loading Information label is af-
fixed to the driver side center pillar.
Tire pressures should be checked
regularly because:
• Most tires naturally lose air over

time.
• Tires can lose air suddenly when

driven over potholes or other ob-
jects or if the vehicle strikes a curb
while parking.

WHEELS AND TIRES
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The tire pressures should be
checked when the tires are cold. The
tires are considered COLD after the
vehicle has been parked for 3 or
more hours, or driven less than 1 mile
(1.6 km) at moderate speeds.
The TPMS with Easy-Fill Tire Alert
provides visual and audible signals
outside the vehicle for inflating tires
to the recommended COLD tire
pressure. For additional information,
refer to “TPMS with Easy-Fill Tire
Alert” in the “Starting and driving”
section of this manual.
Incorrect tire pressure, including
under inflation, may adversely af-
fect tire life and vehicle handling.

WARNING

• Improperly inflated tires can
fail suddenly and cause an
accident.

• The Gross Vehicle Weight Rat-
ing (GVWR) is located on the
F.M.V.S.S./C.M.V.S.S. certifica-
tion label. The vehicle weight
capacity is indicated on the Tire
and Loading Information label.
Do not load your vehicle be-
yond this capacity. Overload-
ing your vehicle may result in
reduced tire life, unsafe operat-
ing conditions due to prema-
ture tire failure, or unfavorable
handling characteristics and
could also lead to a serious ac-
cident. Loading beyond the
specified capacity may also re-
sult in failure of other vehicle
components.

• Before taking a long trip, or
whenever you heavily load
your vehicle, use a tire pressure
gauge to ensure that the tire
pressures are at the specified
level.

• For additional information re-
garding tires, refer to “Impor-
tant Tire Safety Information”
(US) or “Tire Safety Informa-
tion” (Canada) in the Warranty
Information Booklet.
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Tire and Loading Information
label
�1 Seating capacity: The maximum

number of occupants that can
be seated in the vehicle.

�2 Original tire size: The size of the
tires originally installed on the ve-
hicle at the factory.

�3 Cold tire pressure: Inflate the tires
to this pressure when the tires
are cold. Tires are considered

COLD after the vehicle has been
parked for 3 or more hours, or
driven less than 1 mile (1.6 km) at
moderate speeds. The recom-
mended cold tire inflation is set
by the manufacturer to provide
the best balance of tire wear, ve-
hicle handling, driveability, tire
noise, etc., up to the vehicle's
GVWR.

�4 Tire size - refer to “Tire labeling” in
this section.

�5 Spare tire size.

�6 Vehicle load limit: Refer to “Ve-
hicle loading information” in the
“Technical and consumer infor-
mation” section of this manual.

LDI2737
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Checking tire pressure

WARNING

• Driving at high speeds, 100
mph (160 km/h) or higher sus-
tained where it is legal to do so,
can cause tires to have exces-
sive heat build up, which may
result in a tire failure causing
loss of control, crash, injuries or
even death. Some high-speed
rated tires require inflation
pressure adjustment for high-
speed operation. When speed
limits and road conditions al-
low vehicle driving at high
speeds, make sure tires are
rated to support high speed
operation, tires are in optimal
conditions and pressure is ad-
justed to correct cold inflation
pressure for high speed
operation.

• If your vehicle is equipped with
P235/55R20 tire sizes, tires re-
quire adjustment to the infla-
tion pressure when driving the
vehicle at speeds of 100 mph
(160 km/h) or higher where it is
legal to do so. See recom-
mended tire inflation chart for
correct operating pressure.

• After vehicle high speed opera-
tion has ended, readjust the
tire pressure to the recom-
mended cold inflation pres-
sure. For additional informa-
tion please refer to the
"Checking tire pressure" sec-
tion of this manual.

1. Remove the valve stem cap from
the tire.

LDI0393
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2. Press the pressure gauge
squarely onto the valve stem. Do
not press too hard or force the
valve stem sideways, or air will es-
cape. If the hissing sound of air
escaping from the tire is heard
while checking the pressure, re-
position the gauge to eliminate
this leakage.

3. Remove the gauge.

4. Read the tire pressure on the
gauge stem and compare to the
specification shown on the Tire
and Loading Information label.

5. Add air to the tire as needed. If too
much air is added, press the core
of the valve stem briefly with the
tip of the gauge stem to release
pressure. Recheck the pressure
and add or release air as needed.

6. Install the valve stem cap.

7. Check the pressure of all other
tires, including the spare.

8. Check the pressure when driving
the vehicle at speeds of 100 mph
(160 km/h) or higher where it is
legal to do so.

Size Cold Tire
Inflation
Pressure

Front and Rear
Original Tire:
235/65R18

33 psi, 230 kPa

Front and Rear
Original Tire:
235/55R20

35 psi, 240 kPa

Front and Rear
Original Tire:
255/60R18

36 psi, 250 kPa

Spare Tire:
T165/90D18 60 psi, 420 kPa

Recommended tire inflation pres-
sures at speeds of 100 mph (160
km/h) or higher where it is legal to
do so.

Size Cold Tire
Inflation
Pressure

Front and Rear
Original Tire:
235/55R20

38 psi, 260 kPa
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CALIFORNIA PROPOSITION 65 WARNING
WARNING

Operating, servicing and maintaining a passenger
vehicle or off-highway motor vehicle can expose you to
chemicals including engine exhaust, carbon monoxide,
phthalates, and lead, which are known to the State of
California to cause cancer and birth defects or other
reproductive harm. To minimize exposure, avoid
breathing exhaust, do not idle the engine except as
necessary, service your vehicle in a well-ventilated area
and wear gloves or wash your hands frequently when
servicing your vehicle. For more information go to
www.P65Warnings.ca.gov/passenger-vehicle.



This manual was prepared to help you un-
derstand the operation and maintenance
of your vehicle so that youmay enjoymany
miles (kilometers) of driving pleasure.
Please read through this manual before
operating your vehicle.

A separate Warranty Information Book-
let explains details about the warranties
covering your vehicle. The “Maintenance
and schedules” section of this manual
explains details about maintaining and
servicing your vehicle. Additionally, a
separate Customer Care/Lemon Law
Booklet (U.S. only) will explain how to re-
solve any concerns you may have with
your vehicle, and clarify your rights un-
der your state’s lemon law.

When you require any service or have any
questions, a NISSAN dealer will be glad to
assist you with the extensive resources
available to them.

In addition to factory-installed options,
your vehicle may also be equipped with
additional accessories installedprior tode-
livery. It is recommended that you visit a
NISSAN dealer for details concerning the
particular accessories with which your ve-
hicle is equipped. It is important that you
familiarize yourself with all disclosures,

warnings, cautions and instructions con-
cerning proper use of such accessories
prior to operating the vehicle and/or ac-
cessory. It is recommended that you visit a
NISSAN dealer for details concerning the
particular accessories with which your ve-
hicle is equipped.

Before driving your vehicle, please read this
Owner’s Manual carefully. This will ensure
familiarity with controls and maintenance
requirements, assisting you in the safe op-
eration of your vehicle.

WARNING
IMPORTANT SAFETY INFORMATION
REMINDERS!

Follow these important driving rules to
help ensure a safe and comfortable trip
for you and your passengers!

∙ NEVER drive under the influence of al-
cohol or drugs.

∙ ALWAYS observe posted speed limits
and never drive too fast for
conditions.

∙ ALWAYS give your full attention to
driving and avoid using vehicle fea-
tures or taking other actions that
could distract you.

∙ ALWAYS use your seat belts and ap-
propriate child restraint systems. Pre-
teen children should be seated in the
rear seat.

FOREWORD READ FIRST—THEN DRIVE SAFELY



∙ ALWAYS provide information about
the proper use of vehicle safety fea-
tures to all occupants of the vehicle.

∙ ALWAYS review this Owner’s Manual
for important safety information.

For descriptions specified for 4-wheel drive
models, a4WDmark is placedat thebegin-
ning of the applicable sections/items.

As with other vehicles with features for
off-road use, failure to operate 4-wheel
drivemodels correctly may result in loss
of control or an accident. For additional
information, refer to “Driving safety pre-
cautions” in the “Starting and driving”
section of this manual.

ON-PAVEMENT AND OFF-ROAD DRIVING
This vehicle will handle andmaneuver
differently from an ordinary passen-
ger car because it has a higher center
of gravity for off-road use. As with
other vehicles with features of this
type, failure to operate this vehicle
correctly may result in loss of control
or an accident.

For additional information, refer to
“On-pavement and off-road driving
precautions”, “Avoiding collision and
rollover” and “Driving safety precau-
tions” in the “Starting and driving”
section of this manual.

MODIFICATION OF YOUR VEHICLE
This vehicle should not be modified.
Modification could affect its
performance, safety, emissions or du-
rability and may even violate govern-
mental regulations. In addition, dam-
age or performance problems
resulting from modifications may not
be covered under NISSAN warranties.

WARNING
Installing an aftermarket On-Board Di-
agnostic (OBD) plug-in device that uses
the port during normal driving, for ex-
ample remote insurance company
monitoring, remotevehiclediagnostics,
telematics or engine reprogramming,
may cause interference or damage to
vehicle systems.We do not recommend
or endorse the use of any aftermarket
OBD plug-in devices, unless specifically
approved by NISSAN. The vehicle war-
rantymay not cover damage caused by
any aftermarket plug-in device.



This manual includes information for all
features and equipment available on this
model. Features and equipment in your ve-
hicle may vary depending on model, trim
level, options selected, order, date of pro-
duction, region or availability. Therefore,
youmay find information about features or
equipment that are not included or in-
stalled on your vehicle.

All information, specifications and illustra-
tions in this manual are those in effect at
the time of printing. NISSAN reserves the
right to change specifications, perfor-
mance, design or component suppliers
without notice and without obligation.
From time to time, NISSAN may update or
revise this manual to provide Owners with
the most accurate information currently
available. Please carefully read and retain
with this manual all revision updates sent
to you by NISSAN to ensure you have ac-
cess to accurate and up-to-date informa-
tion regarding your vehicle. Current ver-
sions of vehicle Owner’s Manuals and any
updates can also be found in the Owner
section of the NISSAN website at
https://owners.nissanusa.com/nowners/
navigation/manualsGuide. If you have
questions concerning any information in
yourOwner’sManual, contact NISSANCon-

sumer Affairs. Refer to NISSAN CUSTOMER
CARE PROGRAM page in this Owner’s
Manual for contact information.

IMPORTANT INFORMATION ABOUT
THIS MANUAL
Youwill see various symbols in thismanual.
They are used in the following ways:

WARNING
This is used to indicate the presence of
a hazard that could cause death or seri-
ous personal injury. To avoid or reduce
the risk, the procedures must be fol-
lowed precisely.

CAUTION
This is used to indicate the presence of
a hazard that could cause minor or
moderate personal injury or damage to
your vehicle. To avoid or reduce the risk,
the procedures must be followed
carefully.

If you see this symbol, it means “Do not do
this” or “Do not let this happen.”

If you see a symbol similar to these in an
illustration, it means the arrow points to
the front of the vehicle.

Arrows in an illustration that are similar to
these indicate movement or action.

Arrows in an illustration that are similar to these
call attention to an item in the illustration.

APD1005

WHEN READING THE MANUAL



CALIFORNIA PERCHLORATE
ADVISORY
Some vehicle parts, such as lithium bat-
teries,may containperchloratematerial.
The following advisory is provided: “Per-
chlorateMaterial – special handlingmay
apply. For additional information, refer
to www.dtsc.ca.gov/hazardouswaste/
perchlorate/”.

© 2019 NISSAN NORTH AMERICA, INC.

All rights reserved. No part of this Owner’s
Manual may be reproduced or stored in a
retrieval system, or transmitted in any
form, or by any means, electronic, me-
chanical, photocopying, recording or oth-
erwise, without the prior written permis-
sion of Nissan North America, Inc.



NISSAN CARES . . .

Both NISSAN and your NISSAN dealer are dedicated to serving all your automotive needs. Your satisfaction with your vehicle and your
NISSAN dealer are our primary concerns. Your NISSAN dealer is always available to assist you with all your automobile sales and service
needs.
However, if there is something that your
NISSAN dealer cannot assist you with or
you would like to provide NISSAN directly
with comments or questions, please con-
tact the NISSAN Consumer Affairs Depart-
ment using our toll-free number:

For U.S. customers
1-800-NISSAN-1
(1-800-647-7261)

For Canadian customers
1-800-387-0122

The Consumer Affairs Department will ask
for the following information:

– Your name, address, and telephone
number

– Vehicle identification number (attached
to the top of the instrument panel on the
driver’s side)

– Date of purchase

– Current odometer reading

– Your NISSAN dealer’s name

– Your comments or questions

OR

You can write to NISSAN with the informa-
tion at:

For U.S. customers
Nissan North America, Inc.
Consumer Affairs Department
P.O. Box 685003
Franklin, TN 37068-5003
or via e-mail at:
nnaconsumeraffairs@nissan-usa.com

For Canadian customers
Nissan Canada Inc.
5290 Orbitor Drive
Mississauga, Ontario L4W 4Z5
or via e-mail at:
information.centre@nissancanada.com

If you prefer, visit us at:
www.nissanusa.com (for U.S. customers)
or
www.nissan.ca (for Canadian customers)

We appreciate your interest in NISSAN and thank you for buying a quality NISSAN vehicle.

NISSAN CUSTOMER CARE PROGRAM
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0 Illustrated table of contents

Air bags, seat belts and child restraints . . . . . . . . . . 0-2
Exterior front . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-3
Exterior rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-4
Passenger compartment. . . . . . . . . . . . . . . . . . . . . . . . 0-5

Instrument panel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-6
Engine compartment check locations . . . . . . . . . . . 0-8
Warning and indicator lights . . . . . . . . . . . . . . . . . . . . . 0-9



1. Folding 3rd row bench (P. 1-2)
2. Folding 2nd row bench (P. 1-2)
3. Roof-mounted curtain side-impact

and rollover supplemental air bag
(P. 1-53)

4. Head restraints/headrests (P. 1-12)
5. Seat belts with pretensioner(s) and

shoulder height adjuster (P. 1-18,
1-53)

6. Supplemental air bags (P. 1-53)
7. Occupant classification sensor

(weight sensor) (P. 1-53)
8. Seats (P. 1-2)
9. Front seat-mounted side-impact

supplemental air bag (P. 1-53)
10. LATCH (Lower Anchors and Tethers

for CHildren) (P. 1-30)
11. Second row seat top tether strap

anchor (located on bottom of
seatback) (P. 1-30)

Refer to the page number indicated in
parentheses for operating details.

LII2466

AIR BAGS, SEAT BELTS AND CHILD
RESTRAINTS
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1. Front view camera (if so equipped)
(P. 4-11)

2. Engine hood (P. 3-23)
3. Wiper and washer switch (P. 2-37)
4. Windshield-washer fluid (P. 8-12)
5. Power windows (P. 2-66)
6. Door locks (P. 3-5)

NISSAN Intelligent Key® (P. 3-2)
Keys (P. 3-2)

7. Mirrors (P. 3-36)
Side view camera (if so equipped)
(P. 4-11)

8. Tire pressure (P. 8-28)
Flat tire (P. 6-3)
Tire chains (P. 8-28)

9. Fog light switch (if so equipped)
(P. 2-40)

10. Replacing bulbs (P. 8-25)
Headlight and turn signal switch
(P. 2-40)
LED Daytime Running Lights (DRL)
system (P. 2-40)

Refer to the page number indicated in
parentheses for operating details.

LII2560

EXTERIOR FRONT
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1. Rear window wiper and washer
switch (P. 2-37)

2. Towing (P. 10-17)
3. Liftgate release (P. 3-23)

Rearview camera (P. 4-3, 4-11)
4. Rear sonar sensors (P. 5-79)
5. Replacing bulbs (P. 8-25)
6. Fuel-filler cap (P. 3-30)

Fuel recommendation (P. 10-2)
Fuel-filler door (P. 3-30)

7. Child safety rear door lock (P. 3-5)
Refer to the page number indicated in
parentheses for operating details.

LII2561

EXTERIOR REAR
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1. Glove box (P. 2-58)
2. Sun visors (P. 3-34)
3. Map lights (P. 2-72)
4. Power moonroof (if so equipped)

(P. 2-69)
5. Luggage hooks (P. 2-58)
6. Cup holders (P. 2-58)
7. Console box (P. 2-58)
Refer to the page number indicated in
parentheses for operating details.

LII2458

PASSENGER COMPARTMENT
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1. Vents (P. 4-32)
2. Headlight/fog light (if so

equipped)/turn signal switch
(P. 2-40)

3. Instrument brightness control
(P. 2-43)

4. Driver supplemental air bag (P.1-53)
Horn (P. 2-45)

5. Meters and gauges (P. 2-4)
Warning and indicator lights
(P. 2-11)
Vehicle information display (P. 2-19)

6. Twin trip odometer reset switch
(P. 2-5)

7. Wiper and washer switch (P. 2-37)
Rear window wiper and washer
switch (P. 2-37)

8. Control panel*
9. Center display*

Navigation system*
(if so equipped)

10. Front passenger air bag status
light (P. 1-53)

11. Front passenger supplemental air
bag (P. 1-53)

12. Glove box (P. 2-58)
13. Automatic heater and air

conditioning controls (P. 4-33)
LII2409

INSTRUMENT PANEL
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14. Audio system controls*
15. Hazard warning flasher switch

(P. 6-2)
16. Push-button ignition switch

(P. 5-11)
17. Cruise control switches

(if so equipped) (P. 5-41)
Intelligent Cruise Control (ICC)
switches (if so equipped) (P. 5-43)

18. Tilt and telescopic steering wheel
control (P. 3-33)

19. Control panel and vehicle informa-
tion display switches (P. 2-20)
Bluetooth® Hands-Free Phone
System*

20. Hood release (P. 3-23)
21. Vehicle Dynamic Control (VDC) OFF

switch (P. 2-50)
TOWmode switch (P. 2-53)
Liftgate instrument panel switch
(if so equipped) (P. 3-23)
Warning systems switch
(if so equipped) (P. 2-51)
Heated steering wheel switch
(if so equipped) (P. 2-48)
Power inverter switch
(if so equipped) (P. 2-52)

*: Refer to the separate NissanConnect®
Owner’s Manual.

Refer to the page number indicated in
parenthesis for operating details.
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VQ35DD engine
1. Power steering fluid reservoir

(P. 8-11)
2. Engine coolant reservoir (P. 8-5)
3. Drive belt location (P.8-16)
4. Fuse box (P. 8-21)
5. Engine oil filler cap (P. 8-7)
6. Brake fluid reservoir (P. 8-12)
7. Air cleaner (P. 8-17)
8. Fuse box (P. 8-21)
9. Fuse/Fusible link box (P. 8-21)
10. Battery (P. 8-14)
11. Engine oil dipstick (P. 8-7)
12. Radiator cap (P. 8-5)
13. Windshield-washer fluid reservoir

(P. 8-12)
Refer to the page number indicated in
parentheses for operating details.

LDI3291

ENGINE COMPARTMENT CHECK
LOCATIONS
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Warning
light

Name Page

or

Anti-lock Braking
System (ABS)
warning light

2-12

Automatic Emer-
gency Braking
(AEB) system
warning light

2-12

or

Brake warning
light

2-12

Charge warning
light

2-13

Low tire pressure
warning light

2-13

Master warning
light

2-15

Warning
light

Name Page

Power steering
warning light

2-15

Seat belt warning
light and chime

2-15

Supplemental air
bag warning light

2-16

Indicator
light

Name Page

Front fog light in-
dicator light (if so
equipped)

2-16

Front passenger
air bag status
light

2-16

High beam indi-
cator light (blue)

2-16

Indicator
light

Name Page

Hill descent con-
trol system ON
indicator light (if
so equipped)

2-16

Malfunction Indi-
cator Light (MIL)

2-17

Overdrive OFF
indicator light

2-18

Security indicator
light

2-18

Side light and
headlight indica-
tor light (green)

2-18

Slip indicator light 2-18

TOWmode ON
indicator light

2-18

WARNING AND INDICATOR LIGHTS

Illustrated table of contents 0-9



Indicator
light

Name Page

Turn signal/
hazard indicator
lights

2-18

Vehicle Dynamic
Control (VDC) OFF
indicator light

2-18

0-10 Illustrated table of contents
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1 Safety—Seats, seat belts and
supplemental restraint system

Seats . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-2
Front manual seat adjustment
(if so equipped) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-3
Front power seat adjustment
(if so equipped) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-5
2nd row bench seat adjustment. . . . . . . . . . . . . . .1-7
3rd row bench seat adjustment . . . . . . . . . . . . . . 1-9
Armrests . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-10
Flexible seating . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-10

Head restraints/headrests . . . . . . . . . . . . . . . . . . . . . .1-12
Adjustable head restraint/headrest
components . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-13
Non-adjustable head restraint/
headrest components. . . . . . . . . . . . . . . . . . . . . . . .1-14
Remove . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-14
Removable (without Dual Head
Restraint/Headrest Rear Seat Mobile
Entertainment System (MES) only) . . . . . . . . . . . .1-15
Install. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-15
Adjust . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-15
Folding head restraint/headrest . . . . . . . . . . . . . . 1-17

Seat belts . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-18
Precautions on seat belt usage. . . . . . . . . . . . . . .1-18
Seat belt warning light. . . . . . . . . . . . . . . . . . . . . . . .1-21

Pregnant women. . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-21
Injured persons. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-21
Three-point type seat belt with
retractor . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-21
Seat belt extenders. . . . . . . . . . . . . . . . . . . . . . . . . . 1-26
Seat belt maintenance . . . . . . . . . . . . . . . . . . . . . . 1-27

Child safety. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-27
Infants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-28
Small children . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-28
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WARNING
∙ Do not ride in a moving vehicle when
the seatback is reclined. This can be
dangerous. The shoulder belt will not
be against your body. In an accident,
you could be thrown into it and re-
ceive neck or other serious injuries.
You could also slide under the lap belt
and receive serious internal injuries.

∙ For the most effective protection
when the vehicle is inmotion, the seat
should be upright. Always sit well
back andupright in the seatwith both
feet on the floor and adjust the seat
properly. For additional information,
refer to “Precautions on seat belt us-
age” in this section.

∙ After adjustment, gently rock in the
seat tomake sure it is securely locked.

∙ Do not leave children unattended in-
side the vehicle. They could unknow-
ingly activate switches or controls or
make the vehicle move. Unattended
children could become involved in se-
rious accidents.

∙ To help avoid risk of injury or death
through unintended operation of the
vehicle and/or its systems, do not
leave children, peoplewho require the
assistance of others or pets unat-
tended in your vehicle. Additionally,
the temperature inside a closed ve-
hicle on a warm day can quickly be-
come high enough to cause a signifi-
cant risk of injury or death to people
and pets.

∙ Do not adjust the driver’s seat while
driving so full attention may be given
to vehicle operation. The seat may
move suddenly and could cause loss
of control of the vehicle.

∙ The seatback should not be reclined
any more than needed for comfort.
Seatbeltsaremosteffectivewhen the
passenger sits well back and straight
up in the seat. If the seatback is re-
clined, the risk of sliding under the lap
belt and being injured is increased.

ARS1152
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CAUTION
When adjusting the seat positions, be
sure not to contact anymoving parts to
avoid possible injuries and/or damage.

FRONT MANUAL SEAT
ADJUSTMENT (if so equipped)
Your vehicle seats can be adjusted manu-
ally. For additional information about ad-
justing the seats, refer to the steps outlined
in this section.

Forward and backward
Pull the center of the bar up and hold it
while you slide the seat forward or back-
ward to the desired position. Release the
bar to lock the seat in position.

Reclining
To recline the seatback, pull the lever up
and lean back. To bring the seatback for-
ward, pull the lever up and lean your body
forward. Release the lever to lock the seat-
back in position.

The reclining feature allows adjustment of
the seatback for occupants of different
sizes for added comfort and to help obtain
proper seat belt fit. For additional informa-
tion, refer to “Precautions on seat belt us-
age” in this section. Also, the seatback can
be reclined to allow occupants to rest
when the vehicle is stopped and the shift
lever is in the P (Park) position.

LRS2160 LRS2161
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Seat lifter (driver’s seat)
Pull up or push down the adjusting lever to
adjust the seat height until the desired po-
sition is achieved.

Lumbar support (driver’s seat)
The lumbar support feature provides ad-
justable lower back support to the driver.
Move the lever as shown to adjust the seat
lumbar area.

LRS2202 LRS2132
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FRONT POWER SEAT ADJUSTMENT
(if so equipped)
Operating tips
∙ The power seat motor has an auto-
reset overload protection circuit. If the
motor stops during operation, wait
30 seconds then reactivate the switch.

∙ Do not operate the power seat switch
for a long period of time when the en-
gine is off. This will discharge the bat-
tery.

For additional information, refer to “Auto-
matic drive positioner” in the “Pre-driving
checks and adjustments” section of this
manual.

Forward and backward
Moving the switch as shown will slide the
seat forward or backward to the desired
position.

Reclining
Move the recline switch as shown until the
desired angle is obtained.

The reclining feature allows adjustment of
the seatback for occupants of different
sizes for added comfort and to help obtain
proper seat belt fit. For additional informa-
tion, refer to “Precautions on seat belt us-
age” in this section. Also, the seatback can
be reclined to allow occupants to rest
when the vehicle is stopped and the shift
lever is in P (Park).

LRS2662
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Seat lifter (driver’s seat)
Move the switch as shown to adjust the
angle and height of the seat cushion.

Lumbar support (driver’s seat)
The lumbar support feature provides ad-
justable lower back support to the driver.
Move the lever as shown (manual) or push
the switch as shown (power) to adjust the
seat lumbar area.

LRS2636
Manual (if so equipped)

LRS2132
Power (if so equipped)

LRS2270
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2ND ROW BENCH SEAT
ADJUSTMENT
Forward and backward
Pull the center of the bar �1 up and hold it
while you slide the seat forward or back-
ward to the desired position. Release the
bar to lock the seat in position.

Reclining
To recline the seatback, pull up on the lever
�2 and lean back. To bring the seatback
forward, pull the lever �2 up and lean your
body forward. Release the lever to lock the
seatback in position.

The recline feature allows adjustment of
the seatback for occupants of different
sizes for added comfort and to help obtain
proper seat belt fit. For additional informa-
tion, refer to “Precautions on seat belt us-
age” in this section. Also, the seatback can
be reclined to allow occupants to rest
when the vehicle is stopped and the shift
lever is in P (Park).

WARNING
∙ After adjustment, gently rock in the
seat tomake sure it is securely locked.

∙ Do not ride in a moving vehicle when
the seatback is reclined. This can be
dangerous. The shoulder belt will not
be against your body. In an accident,
you could be thrown into it and re-
ceive neck or other serious injuries.
You could also slide under the lap belt
and receive serious internal injuries.

∙ For the most effective protection
when the vehicle is inmotion, the seat
should be upright. Always sit well
back and upright in the seat and ad-
just the seat belt properly. For addi-
tional information, refer to “Precau-
tions on seat belt usage” in this
section.

Outboard seats
LRS2143

Safety—Seats, seat belts and supplemental restraint system 1-7



One touch walk-in function
The 3rd row can be accessed from outside
the vehicle by using the seatback release
lever locatedon theupper outboard sideof
the seatback on the 2nd row bench seat. If
a child safety seat is installed on the pas-
senger’s side of the 2nd row seat, the 3rd
rowcanbeaccessedwithout removing the
child safety seat.

Multi-mode

WARNING
When returning the seat to its original
position, confirm that the seat and
seatback are locked properly.

CAUTION
∙ Be careful not to pinch your hand or
foot or bump your headwhen operat-
ing the walk-in seat.

∙ Do not drive with the 2nd row seat
tipped up.

∙ Be careful not to allow the 2nd row
seat topinch,hit anypartof yourbody
or other people when operating the
2nd row seat.Make sure the seat path
is clear of all objects before moving
the seat.

To enter the 3rd row from outside the ve-
hicle, lift up on the seatback lever located
on the upper outboard side of the seat-
back on the 2nd row bench seat. This will
release the back of the seat and fold up the
seat cushion. This will also release the seat
tracks so you will be able to slide the seat
forward or backward.

Slide the entire seat forward for access to
the 3rd row.

To return the seat to a locked position,
push the upper seatback rearward until
the seatback and tracks are locked. Push
the seat cushion down.

Child seat access mode

The passenger’s side of the 2nd row seat
can be slid forward for easy entry or exit
fromthe3rd rowbenchseatwithout achild
safety seat being removed.

To enter the 3rd row from outside the ve-
hicle, lift up on the seatback lever located
on the upper outboard side of the seat-
back on the 2nd row bench seat. This will
release the seatback. Then tilt the seat and
release the tracks so you will be able to
slide the seat forward or backward.

Slide the entire seat forward for access to
the rear seats.

To return the seat to a locked position,
push the upper seatback rearward until
the seatback and track are locked.

LRS2142
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WARNING
∙ Do not leave a child in the child safety
seatwhenoperating thechild seatac-
cess mode.

∙ When returning the seat to its original
position, confirm that the seat and
seatback are locked properly.

CAUTION
∙ Be careful not to pinch your hand or
foot or bump your headwhen operat-
ing the walk-in seat.

∙ Do not drive with the 2nd row seat
tipped up.

∙ Be careful not to allow the 2nd row
seat topinch,hit anypartof yourbody
or other people when operating the
2nd row seat.Make sure the seat path
is clear of all objects before moving
the seat.

Exiting the 3rd row

To exit the 3rd row from either seating po-
sition, lift the upper seatback release lever
to the uppermost position. This will release
the back of the seat, then fold the seat
cushion up and release the tracks.

Slide the entire seat forward.

To return the seat to a locked position,
push the upper seatback rearward until
the seatback and track are locked.

WARNING
When returning the seat to its original
position, confirm that the seat and
seatback are locked properly.

CAUTION
Be careful not to pinch your hand or
foot or bump your head when operat-
ing the walk-in seat.

3RD ROW BENCH SEAT
ADJUSTMENT
Reclining
To recline the seatback, pull up on the latch
locatedon theoutside corner of each seat-
back. Lean back until the desired angle is
obtained.

To bring the seatback forward again, pull
up on the latch and pull the seatback up-
right until the desired angle is obtained.

The recline feature allows adjustment of
the seatback for occupants of different
sizes for added comfort and to help obtain

LRS2913
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proper seat belt fit. For additional informa-
tion, refer to “Precautions on seat belt us-
age” in this section. Also, the seatback can
be reclined to allow occupants to rest
when the vehicle is stopped and the shift
lever is in P (Park).

WARNING
∙ After adjustment, gently rock in the
seat tomake sure it is securely locked.

∙ Do not ride in a moving vehicle when
the seatback is reclined. This can be
dangerous. The shoulder belt will not
be against your body. In an accident,
you could be thrown into it and re-
ceive neck or other serious injuries.
You could also slide under the lap belt
and receive serious internal injuries.

∙ For the most effective protection
when the vehicle is inmotion, the seat
should be upright. Always sit well
back and upright in the seat and ad-
just the seat belt properly. For addi-
tional information, refer to “Precau-
tions on seat belt usage” in this
section.

ARMRESTS
The 2nd row bench seat comes equipped
with an armrest. Pull the armrest down as
shown.

FLEXIBLE SEATING

WARNING
∙ Never allow anyone to ride in the
cargo area or on the rear seats when
theyare in the fold-downposition. Ina
collision, people riding in these areas
without proper restraints are more
likely to be seriously injured or killed.

∙ Do not allowpeople to ride in any area
of your vehicle that is not equipped
with seats and seat belts. Be sure ev-
eryone in your vehicle is in a seat and
using a seat belt properly.

∙ Do not allowmore than one person to
use the same seat belt.

∙ Do not fold down the rear seats when
occupants are in the rear seat area or
any luggage is on the rear seats.

– Make sure that the seat path is
clear before moving the seat.

– Be careful not to allow hands or
feet to get caught or pinched in the
seat.

∙ Head restraints/headrests should be
adjusted properly as they may pro-
vide significant protection against in-
jury in an accident. Always replace
and adjust them properly if they have
been removed for any reason.

∙ If the head restraints/headrests are
removed for any reason, they should
be securely stored to prevent them
from causing injury to passengers or
damage to the vehicle in case of sud-
den braking or an accident.

LRS2924
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∙ When returning the seatbacks to the
upright position, be certain they are
completely secured in the latched po-
sition. If they are not completely se-
cured, passengers may be injured in
an accident or sudden stop.

∙ Properly secure all cargo to help pre-
vent it from sliding or shifting. Do not
place cargo higher than the seat-
backs. In a sudden stop or collision,
unsecured cargo could cause per-
sonal injury.

Folding the 2nd row bench seat
To fold the 2nd row bench seat flat for
maximum cargo hauling:

1. Make sure that the head
restraints/headrests are lowered or re-
moved. To remove the head
restraint/headrest, push and hold the
lock knob while moving the head
restraint/headrest in an upward direc-
tion. Store the head restraint/headrest
properly so it is not loose in the vehicle.

2. Stow the 2nd row seat belts in the seat
belt hooks found on the sides of the
vehicle.

3. Lift upon the recline lever on the side of
the outboard seats to fold the seat-
backs flat.

4. To return the 2nd row bench seats to a
seating position, push up on the seat-
back until it latches in place.

LRS2144
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Folding the 3rd row seats
To fold the 3rd row seats flat for maximum
cargo capacity:

1. Pull the strap �A to release the head
restraint/headrest forward.

2. Stow the 3rd row seat belts in the seat
belt hooks�D found on the sides of the
cargo area.

3. Pull up on the latch �B located in the
upper corner of each seatback and
lower the seatback forward over the
seat base.

To return the 3rd row seats to a seating
position:

1. Use the pull straps �C to raise each
seatback. Pull back until the seatback
latches into position. Make sure to
properly raise each seatback to an
upright and secured position.

2. Do not use the pull strap to return the
head restraint/headrest to the upright
position. Pull back on the head
restraint/headrest until it latches in the
upright position.

WARNING
When the seat is returned to the normal
seating position, the head
restraints/headrests must be returned
to the upright position to properly pro-
tect vehicle occupants.

WARNING
Head restraints/headrests supplement
the other vehicle safety systems. They
may provide additional protection
against injury in certain rear end colli-
sions. Adjustable head
restraints/headrests must be adjusted
properly, as specified in this section.
Check the adjustment after someone
else uses the seat. Do not attach any-
thing to the head restraint/headrest
stalk, except for Genuine NISSAN acces-
sories specifically tested for use with
the vehicle’s head restraint/headrest
stalk. Do not remove the head
restraint/headrest. Do not use the seat
if the head restraint/headrest has been
removed. If thehead restraint/headrest
was removed, reinstall andproperly ad-
just the head restraint/headrest before
an occupant uses the seating position.
Failure to follow these instructions can
reduce the effectiveness of the head
restraints/headrests. This may in-
crease the riskof serious injuryordeath
in a collision.

LRS2915
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The illustration shows the seating
positions equipped with head restraints/
headrests.

� Indicates the seating position is
equipped with a head restraint.

� Indicates the seatingposition is equipped
with a headrest.

+ Indicates the seating position is not
equippedwith a head restraint or headrest
(if applicable).

∙ Your vehicle is equipped with a head
restraint/headrest that may be inte-
grated, adjustable or non-adjustable.

∙ Adjustable head restraints/headrests
havemultiple notches along the stalk(s)
to lock them in a desired adjustment
position.

∙ The non-adjustable head restraints/
headrests have a single locking notch
to secure them to the seat frame.

∙ Proper Adjustment:

– For the adjustable type, align the
head restraint/headrest so the cen-
ter of your ear is approximately level
with the center of the head
restraint/headrest.

– If your ear position is still higher than
the recommended alignment, place
the head restraint/headrest at the
highest position.

∙ If the head restraint/headrest has been
removed, ensure that it is reinstalled
and locked in place before riding in that
designated seating position.

ADJUSTABLE HEAD RESTRAINT/
HEADREST COMPONENTS
1. Removable head restraint/headrest

2. Multiple notches

3. Lock knob

4. Stalks

LRS2308 LRS2300
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NON-ADJUSTABLE HEAD
RESTRAINT/HEADREST
COMPONENTS
1. Removable head restraint/headrest

2. Single notch

3. Lock knob

4. Stalks

REMOVE
Use the following procedure to remove the
head restraint/headrest:

1. Pull the head restraint/headrest up to
the highest position.

2. Push and hold the lock knob.

3. Remove the head restraint/headrest
from the seat.

4. Store the head restraint/headrest
properly in a secure place so it is not
loose in the vehicle.

5. Reinstall and properly adjust the head
restraint/headrest before an occupant
uses the seating position.

LRS2299 LRS2302
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REMOVABLE (without Dual Head
Restraint/Headrest Rear Seat
Mobile Entertainment System
(MES) only)

CAUTION
Do not remove head restraint/headrest
from vehicles equipped with Dual Head
Restraint/Headrest Rear Seat Mobile
Entertainment System (MES). Removal
may damage the systemwiring.

INSTALL
1. Align the head restraint/headrest

stalks with the holes in the seat. Make
sure that thehead restraint/headrest is
facing the correct direction. The stalk
with the notch (notches) �1 must be
installed in the hole with the lock knob
�2 .

2. Push and hold the lock knob and push
the head restraint/headrest down.

3. Properly adjust the head restraint/
headrest before an occupant uses the
seating position.

ADJUST
For adjustable head restraint/headrest

Adjust the head restraint/headrest so the
center is level with the center of your ears. If
your ear position is still higher than the
recommended alignment, place the head
restraint/headrest at the highest position.

LRS2302 LRS2303 WRS0134
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For non-adjustable head restraint/headrest

Make sure the head restraint/headrest is
positioned so the lock knob is engaged in
the notch before riding in that designated
seating position.

Raise
To raise the head restraint/headrest, pull it
up.

Make sure the head restraint/headrest is
positioned so the lock knob is engaged in
the notch before riding in that designated
seating position.

Lower
To lower, push and hold the lock knob and
push the head restraint/headrest down.

Make sure the head restraint/headrest is
positioned so the lock knob is engaged in
the notch before riding in that designated
seating position.

LRS2351 LRS2305 LRS2306
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FOLDING HEAD RESTRAINT/
HEADREST
To fold thehead restraint/headrest, pull the
strap located on the rear of the head
restraint/headrest.

If the head restraint/headrest has been
folded, make sure that it is returned to the
upright position.

Make sure the head restraint/headrest is
positioned so the lock knobs are engaged
in the notches before riding in that desig-
nated seating position.

WARNING
When the seat is returned to the normal
seating position, the head
restraint/headrest must be returned to
the upright position to properly protect
vehicle occupants.

LRS2307
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PRECAUTIONS ON SEAT BELT
USAGE
If you are wearing your seat belt properly
adjusted and you are sitting upright and
well back in your seat with both feet on the
floor, your chances of being injured or killed
in a collision and/or the severity of injury
may be greatly reduced. NISSAN strongly
encourages you and all of your passengers
to buckle up every time you drive, even if
your seating position includes a supple-
mental air bag.

Most U.S. states and Canadian provinces
or territories specify that seat belts be
worn at all times when a vehicle is being
driven.

SSS0136

SEAT BELTS
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WARNING
∙ Every person who drives or rides in
this vehicle should use a seat belt at
all times. Children should be in the
rear seats and in an appropriate
restraint.

WARNING
∙ The seat belt should be properly ad-
justed to a snug fit. Failure to do so
may reduce the effectiveness of the
entire restraint system and increase
the chance or severity of injury in an
accident. Serious injury or death can
occur if the seat belt is not worn
properly.

SSS0134 SSS0016
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WARNING
∙ Always route the shoulder belt over
your shoulder and across your chest.
Never put the belt behind your back,
under your arm or across your neck.
The belt should be away from your
face and neck, but not falling off your
shoulder.

∙ Position the lap belt as low and snug
as possible AROUND THE HIPS, NOT
THE WAIST. A lap belt worn too high
could increase the riskof internal inju-
ries in an accident.

∙ Be sure the seat belt tongue is se-
curely fastened to the proper buckle.

∙ Do notwear the seat belt inside out or
twisted. Doing so may reduce its
effectiveness.

∙ Do not allowmore than one person to
use the same seat belt.

∙ Never carrymorepeople in thevehicle
than there are seat belts.

∙ If the seat belt warning light glows
continuously while the ignition is
turnedONwithall doors closedandall
seat belts fastened, it may indicate a
malfunction in the system. Have the
system checked. It is recommended
that you visit a NISSAN dealer for this
service.

∙ No changes should be made to the
seat belt system. For example, do not
modify the seat belt, add material, or
install devices that may change the
seat belt routing or tension. Doing so
may affect the operation of the seat
belt system. Modifying or tampering
with the seat belt system may result
in serious personal injury.

∙ Once seat belt pretensioner(s) have
activated, they cannot be reused and
must be replaced together with the
retractor. It is recommended that you
visit a NISSAN dealer for this service.

∙ All seat belt assemblies, including re-
tractors and attaching hardware,
should be inspected after any colli-
sion. It is recommended that you visit
a NISSAN dealer for this service.
NISSAN recommends that all seat belt
assemblies inuseduringacollisionbe
replaced unless the collision was mi-
nor and the belts show no damage
and continue to operate properly.
Seat belt assemblies not in useduring
a collision should also be inspected
and replaced if either damage or im-
proper operation is noted.

∙ All child restraints and attaching
hardware should be inspected after
any collision. Always follow the re-
straint manufacturer’s inspection in-
structions and replacement recom-
mendations. The child restraints
should be replaced if they are
damaged.

SSS0014
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SEAT BELT WARNING LIGHT
Both the driver’s and passenger’s front
seats are equipped with a seat belt warn-
ing light. The warning light, located on the
instrument panel, will show the status of
the driver and passenger seat belt.

NOTE:

The front passenger seat belt warning
light will not light up if the seat is not
occupied.

For additional information, refer to “Warn-
ing lights, indicator lights and audible re-
minders” in the “Instruments and controls”
section of this manual.

PREGNANTWOMEN
NISSAN recommends that pregnant
womenuse seat belts. The seat belt should
be worn snug and always position the lap
belt as low as possible around the hips, not
the waist. Place the shoulder belt over your
shoulder and across your chest. Never run
the lap/shoulder belt over your abdominal
area. Contact your doctor for specific rec-
ommendations.

INJURED PERSONS
NISSAN recommends that injured persons
use seat belts. Check with your doctor for
specific recommendations.

THREE-POINT TYPE SEAT BELT
WITH RETRACTOR

WARNING
∙ Every person who drives or rides in
this vehicle should use a seat belt at
all times. Children should be in the
rear seats and in an appropriate
restraint.

∙ Do not ride in a moving vehicle when
the seatback is reclined. This can be
dangerous. The shoulder belt will not
be against your body. In an accident,
you could be thrown into it and re-
ceive neck or other serious injuries.
You could also slide under the lap belt
and receive serious internal injuries.

∙ For the most effective protection
when the vehicle is inmotion, the seat
should be upright. Always sit well
back andupright in the seatwith both
feet on the floor and adjust the seat
belt properly.

LRS0786
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∙ Do not allow children to play with the
seat belts. Most seating positions are
equippedwith Automatic Locking Re-
tractor (ALR) mode seat belts. If the
seat belt becomes wrapped around a
child’s neck with the ALR mode acti-
vated, the child can be seriously in-
jured or killed if the seat belt retracts
and becomes tight. This can occur
even if the vehicle is parked.Unbuckle
the seat belt to release the child. If the
seat belt cannot be unbuckled or is
already unbuckled, release the child
by cutting the seat beltwith a suitable
tool (such as a knife or scissors) to
release the seat belt.

Fastening the seat belts
1. Adjust the seat. For additional informa-

tion, refer to “Seats” in this section.

Manual front seat shown (if so equipped)
LRS2160
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2. Slowly pull the seat belt out of the re-
tractor and insert the tongue into the
buckle �A until you hear and feel the
latch engage.

∙ The retractor is designed to lock
during a sudden stop or on impact.
A slow pulling motion permits the
seat belt to move and allows you
some freedom ofmovement in the
seat.

∙ If the seat belt cannot be pulled
from its fully retracted position,
firmly pull the belt and release it.
Then smoothly pull the belt out of
the retractor.

Power front seat shown (if so equipped)
LRS2662 LRS2674
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3. Position the lap belt portion low and
snug on the hips �B as shown.

4. Pull the shoulder belt portion toward
the retractor to take up extra slack �C .
Be sure the shoulder belt is routed over
your shoulder and across your chest.

The front passenger seat and the rear
seating positions’ three-point seat belts
have two modes of operation:

∙ Emergency Locking Retractor (ELR)

∙ Automatic Locking Retractor (ALR)

The ELR mode allows the seat belt to ex-
tend and retract to allow the driver and
passengers some freedom of movement
in the seat. The ELR locks the seat belt
when the vehicle slows down rapidly or
during certain impacts.

The ALR mode (child restraint mode) locks
the seat belt for child restraint installation.

When the ALR mode is activated, the seat
belt cannot be extended again until the
seat belt tongue is detached from the
buckle and fully retracted. The seat belt re-
turns to the ELR mode after the seat belt
fully retracts. For additional information, re-
fer to “Child restraints” in this section.

The ALR mode should be used only for
child restraint installation. During nor-
mal seatbelt usebyanoccupant, theALR
mode should not be activated. If it is ac-
tivated, itmaycauseuncomfortable seat
belt tension. It can also change the op-
eration of the front passenger air bag.
For additional information, refer to
“Front passenger air bag and status
light” in this section.

WARNING
When fastening the seat belts, be cer-
tain that the seatbacks are completely
secured in the latched position. If they
arenotcompletely secured,passengers
maybe injured in anaccident or sudden
stop.

LRS2675
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Unfastening the seat belts
To unfasten the seat belt, press the button
on the buckle �1 . The seat belt automati-
cally retracts.

Checking seat belt operation
Seat belt retractors are designed to lock
seat belt movement by two separate
methods:

∙ When the seat belt is pulledquickly from
the retractor

∙ When the vehicle slows down rapidly

To increase your confidence in the seat
belts, check the operation as follows:

∙ Grasp the shoulder belt and pull for-
ward quickly. The retractor should lock
and restrict further belt movement.

If the retractor does not lock during this
check, get the systemchecked. It is recom-
mended that you visit a NISSAN dealer for
this service, or to learn more about seat
belt operation.

�A Shoulder belt height adjust button

Shoulder belt height adjustment
(front and 2nd row outboard
seats)
The shoulder belt anchor height should be
adjusted to the position best for you. For
additional information, refer to “Precau-
tions on seat belt usage” in this section.

To adjust, press the button �A and then
move the shoulder belt anchor to the de-
sired position so that the belt passes over
the center of the shoulder. The belt should
be away from your face and neck, but not

WRS0139 SSS0896
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falling off of your shoulder. Release the ad-
justment button to lock the shoulder belt
anchor into position.

WARNING
∙ After adjustment, release the adjust-
ment button and try to move the
shoulder belt anchor up and down to
make sure it is securely fixed in
position.

∙ The shoulder belt anchor height
should be adjusted to the position
best for you. Failure to do so may re-
duce the effectiveness of the entire
restraint system and increase the
chance or severity of injury in an
accident.

∙ The shoulder belt should rest on the
middle of the shoulder. It must not
rest against the neck.

∙ Be sure that the seat belt is not
twisted in any way.

∙ Be sure that the shoulder belt anchor
is secured by trying to move the
shoulder belt anchor up and down af-
ter adjustment.

Seat belt hook
When the seat belt is not in use and when
folding down the rear seats, hook the rear
seat belts on the seat belt hooks.

SEAT BELT EXTENDERS
If, because of body size or driving position, it
is not possible to properly fit the
lap/shoulder belt and fasten it, an extender
that is compatible with the installed seat
belts is available for purchase. The ex-
tender adds approximately 8 in (200 mm)
of length and are available for the:

∙ Driver and front passenger seating po-
sition

∙ 2nd and 3rd row seating position

It is recommended that you visit a NISSAN
dealer for assistance with purchasing an
extender if an extender is required.

WARNING
∙ Only NISSAN seat belt extenders,
made by the same company which
made the original equipment seat
belts, should be used with NISSAN
seat belts.

∙ Adults and children who can use the
standard seat belt should not use an
extender. Such unnecessary use
could result in serious personal injury
in the event of an accident.

∙ Never use seat belt extenders to in-
stall child restraints. If the child re-
straint is not secured properly, the
child could be seriously injured or
killed in a collision or a sudden stop.

3rd row shown; 2nd row similar
LRS2157
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SEAT BELT MAINTENANCE
∙ To clean the seat belt webbing, apply
amild soap solutionor any solution rec-
ommended for cleaning upholstery or
carpet. Thenwipewith a cloth andallow
the seat belts to dry in the shade.Donot
allow the seat belts to retract until they
are completely dry.

∙ If dirt builds up in the shoulder belt
guide of the seat belt anchors, the
seat belts may retract slowly. Wipe the
shoulder belt guide with a clean, dry
cloth.

∙ Periodically check to see that the seat
belt and themetal components, such
as buckles, tongues, retractors, flexible
wires and anchors, work properly. If
loose parts, deterioration, cuts or other
damage on the webbing is found, the
entire seat belt assembly should be re-
placed.

WARNING
Do not allow children to play with the
seat belts. Most seating positions are
equipped with Automatic Locking Re-
tractor (ALR)mode seat belts. If the seat
belt becomes wrapped around a child’s
neck with the ALR mode activated, the
child can be seriously injured or killed if
the seat belt retracts and becomes
tight. This can occur even if the vehicle
is parked. Unbuckle the seat belt to re-
lease the child. If the seat belt cannotbe
unbuckled or is already unbuckled, re-
lease the child by cutting the seat belt
with a suitable tool (such as a knife or
scissors) to release the seat belt.

Children need adults to help protect
them. They need to be properly re-
strained.

In addition to the general information in
this manual, child safety information is
available frommany other sources, includ-
ing doctors, teachers, government traffic
safety offices, and community organiza-
tions. Every child is different, so be sure to
learn the best way to transport your child.

There are three basic types of child re-
straint systems:

∙ Rear-facing child restraints

∙ Forward-facing child restraints

∙ Booster seats

The proper restraint depends on the child’s
size. Generally, infants up to about 1 year
and less than 20 lbs. (9 kg) should beplaced
in rear-facing child restraints. Forward-
facing child restraints are available for chil-
dren who outgrow rear-facing child re-
straints and are at least 1 year old. Booster
seats are used to help position a vehicle
lap/shoulder belt on a child who can no
longer use a forward-facing child restraint.

WARNING
Infants and children need special pro-
tection. The vehicle’s seat beltsmaynot
fit themproperly.Theshoulderbeltmay
come too close to the face or neck. The
lap belt may not fit over their small hip
bones. In an accident, an improperly fit-
ting seat belt could cause serious or fa-
tal injury. Always use appropriate child
restraints.

CHILD SAFETY
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All U.S. states and Canadian provinces or
territories require the useof approved child
restraints for infants and small children. For
additional information, refer to “Child re-
straints” in this section.

A child restraint may be secured in the ve-
hicle by using either the LATCH (Lower An-
chors and Tethers for CHildren) system or
with the vehicle seat belt. For additional
information, refer to “Child restraints” in this
section.

NISSAN recommends that all pre-teens
and children be restrained in the rear
seat. Studies show that children are
safer when properly restrained in the
rear seat than in the front seat.

This is especially important because
your vehicle has a supplemental re-
straint system (air bag system) for the
front passenger. For additional informa-
tion, refer to “Supplemental Restraint
System (SRS)” in this section.

INFANTS
Infants up to at least 1 year old should be
placed in a rear-facing child restraint.
NISSAN recommends that infants be
placed in child restraints that comply with
Federal Motor Vehicle Safety Standards or

Canadian Motor Vehicle Safety Standards.
You should choose a child restraint that fits
your vehicle and always follow the manu-
facturer’s instructions for installation and
use.

SMALL CHILDREN
Children that are over 1 year old and weigh
at least 20 lbs. (9 kg) should remain in a
rear-facing child restraint as long as pos-
sible up to the height or weight limit of the
child restraint. Children who outgrow the
height or weight limit of the rear-facing
child restraint and are at least 1 year old
shouldbe secured in a forward-facing child
restraintwithaharness.Refer to themanu-
facturer’s instructions for minimum and
maximum weight and height recommen-
dations. NISSAN recommends that small
children be placed in child restraints that
comply with Federal Motor Vehicle Safety
Standards or Canadian Motor Vehicle
Safety Standards. You should choose a
child restraint that fits your vehicle and al-
ways follow the manufacturer’s instruc-
tions for installation and use.

LARGER CHILDREN
Children should remain in a forward-facing
child restraint with a harness until they
reach the maximum height or weight limit
allowed by the child restraint manufac-
turer.

Once a child outgrows the height orweight
limit of the harness-equipped forward-
facing child restraint, NISSAN recommends
that the child be placed in a commercially
available booster seat to obtain proper
seat belt fit. For a seat belt to fit properly, the
booster seat should raise the child so that
the shoulder belt is properly positioned
across the chest and the top, middle por-
tion of the shoulder. The shoulder belt
should not cross the neck or face and
should not fall off the shoulder. The lap belt
should lie snugly across the lower hips or
upper thighs, not the abdomen. A booster
seat can only be used in seating positions
that have a three-point type seat belt. The
booster seat should fit the vehicle seat and
have a label certifying that it complies with
Federal Motor Vehicle Safety Standards or
Canadian Motor Vehicle Safety Standards.
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A booster seat should be used until the
child can pass the seat belt fit test below:

∙ Are the child’s backandhips against the
vehicle seatback?

∙ Is the child able to sit without slouch-
ing?

∙ Do the child’s knees bend easily over
the front edge of the seat with feet flat
on the floor?

∙ Can the child safely wear the seat belt
(lap belt low and snug across the hips
and shoulder belt across mid-chest
and shoulder)?

∙ Is the child able to use the properly ad-
justed head restraint/headrest?

∙ Will the child be able to stay in position
for the entire ride?

If you answered no to any of these ques-
tions, the child should remain in a booster
seat using a three-point type seat belt.

NOTE:

Laws in some communities may follow
different guidelines. Check local and
state regulations to confirm your child is
using thecorrect restraint systembefore
traveling.

WARNING
Never let a child stand or kneel on any
seat and do not allow a child in the
cargo area. The child could be seriously
injured or killed in a sudden stop or
collision.

LRS2690
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PRECAUTIONS ON CHILD
RESTRAINTS

WARNING
∙ Failure to follow the warnings and in-
structions for proper use and installa-
tion of child restraints could result in
serious injury or death of a child or
other passengers in a sudden stop or
collision:

– The child restraint must be used
and installed properly. Always fol-
low all of the child restraint manu-
facturer’s instructions for installa-
tion and use.

– Infants and children should never
be held on anyone’s lap. Even the
strongest adult cannot resist the
forces of a collision.

– Do not put a seat belt around both
a child and another passenger.

– NISSAN recommends that all child
restraints be installed in the rear
seat. Studies show that children
are safer when properly restrained
in the rear seat than in the front
seat. If you must install a forward-
facing child restraint in the front
seat, refer to “Forward-facing child
restraint installationusing the seat
belts” in this section.

– Evenwith theNISSANAdvancedAir
Bag System, never install a rear-
facing child restraint in the front
seat. An inflating air bag could se-
riously injure or kill a child. A rear-
facing child restraint must only be
used in the rear seat.

– Be sure to purchase a child re-
straint that will fit the child and ve-
hicle. Some child restraints may
not fit properly in your vehicle.

ARS1098 WRS0256

CHILD RESTRAINTS
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– Child restraint anchorages are de-
signed to withstand only those
loads imposed by correctly fitted
child restraints. Under no circum-
stances are they to be used to at-
tach adult seat belts, or other items
or equipment to the vehicle. Doing
so could damage the child restraint
anchorages. The child restraint will
not be properly installed using the
damaged anchorage, and a child
could be seriously injured or killed in
a collision.

– Never use the anchor points for
adult seat belts, or other items.

– A child restraint with a top tether
strap should not be used in the
front passenger seat.

– Keep seatbacks as upright as pos-
sible after fitting the child restraint.

– Infants and children should always
be placed in an appropriate child
restraint while in the vehicle.

∙ When the child restraint is not in use,
keep it securedwith theLATCHsystem
or a seat belt. In a sudden stop or col-
lision, loose objects can injure occu-
pants or damage the vehicle.

CAUTION
A child restraint in a closed vehicle can
become very hot. Check the seating
surface and buckles before placing a
child in the child restraint.

This vehicle is equipped with a universal
child restraint anchor system, referred to
as the LATCH (Lower Anchors and Tethers
for CHildren) system. Some child restraints
include rigid or webbing-mounted attach-
ments that can be connected to these an-
chors. For additional information, refer to
“LATCH (Lower Anchors and Tethers for
CHildren) system” in this section.

If you do not have a LATCH compatible
child restraint, the vehicle seat belts can be
used.

Several manufacturers offer child re-
straints for infants and children of various
sizes. When selecting any child restraint,
keep the following points in mind:

∙ Choose only a restraint with a label cer-
tifying that it complies with Federal Mo-
torVehicle Safety Standard 213 or Cana-
dian Motor Vehicle Safety Standard 213.

∙ Check the child restraint in your vehicle
to be sure it is compatible with the vehi-
cle’s seat and seat belt system.

∙ If the child restraint is compatible with
your vehicle, place your child in the child
restraint and check the various adjust-
ments to be sure the child restraint is
compatible with your child. Choose a
child restraint that is designed for your
child’s height and weight. Always follow
all recommended procedures.

∙ If the combined weight of the child and
child restraint is less than 65 lbs.
(29.5 kg), you may use either the LATCH
anchors or the seat belt to install the
child restraint (not both at the same
time).

∙ If the combined weight of the child and
child restraint is greater than 65 lbs.
(29.5 kg), use the vehicle’s seat belt (not
the lower anchors) to install the child
restraint.

∙ Be sure to follow the child restraint
manufacturer’s instructions for installa-
tion.
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All U.S. states and Canadian provinces or
territories require that infants and small
children be restrained in an approved
child restraint at all times while the ve-
hicle is being operated. Canadian law re-
quires the top tether strap on forward-
facing child restraints be secured to the
designated anchor point on the vehicle.

LATCH (Lower Anchors and
Tethers for CHildren) SYSTEM
Your vehicle is equipped with special an-
chor points that are used with LATCH sys-
tem compatible child restraints. This sys-
tem may also be referred to as the ISOFIX
or ISOFIX compatible system.With this sys-
tem, you do not have to use a vehicle seat
belt to secure the child restraint unless the
combined weight of the child and child re-
straint exceeds 65 lbs. (29.5 kg). If the com-
binedweight of the child and child restraint
is greater than 65 lbs. (29.5 kg), use the ve-

hicle’s seat belt (not the lower anchors) to
install the child restraint. Be sure to follow
the child restraint manufacturer’s instruc-
tions for installation.

The LATCH lower anchor points are pro-
vided to install child restraints in the follow-
ing positions only:

∙ 2nd row bench seat – outboard seating
positions

LATCH lower anchor

WARNING
Failure to follow the warnings and in-
structions for proper use and installa-
tion of child restraints could result in
serious injury or death of a child or
other passengers in a sudden stop or
collision:

– Attach LATCH system compatible
child restraints only at the loca-
tions shown in the illustration.

– Do not secure a child restraint in
the 2nd row center position using
the LATCH system anchors. The
child restraint will not be secured
properly.

LATCH system lower anchor locations -
bench seat

LRS2922
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– Inspect the lower anchors by in-
serting your fingers into the lower
anchor area. Feel to make sure
there are no obstructions over the
anchors such as seat belt webbing
or seat cushion material. The child
restraint will not be secured prop-
erly if the lower anchors are
obstructed.

– Child restraint anchorages are de-
signed to withstand only those
loads imposed by correctly fitted
child restraints. Under no circum-
stances are they to be used to at-
tachadult seatbelts,orother items
or equipment to the vehicle. Doing
so could damage the child re-
straint anchorages. The child re-
straint will not be properly in-
stalled using the damaged
anchorages, and a child could be
seriously injured or killed in a
collision.

LATCH lower anchor location
The LATCH lower anchors are located as
shown. A label is attached to the seatback
to help you locate the LATCH lower an-
chors.

LATCH lower anchor location
LRS3036

LATCH label locations 2nd row bench
LRS2930
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Installing child restraint LATCH
lower anchor attachments
LATCH compatible child restraints include
two rigid or webbing-mounted attach-
ments that can be connected to two an-
chors located at certain seating positions
in your vehicle.With this system, you do not
have tousea vehicle seat belt to secure the
child restraint. Check your child restraint for
a label stating that it is compatible with
LATCH. This informationmay also be in the
instructions provided by the child restraint
manufacturer.

When installing a child restraint, carefully
read and follow the instructions in this
manual and those supplied with the child
restraint.

Top tether anchor

WARNING
∙ Do not allow cargo to contact the top
tether strapwhen it is attached to the
top tether anchor. Properly secure the
cargo so it does not contact the top
tether strap.Cargo that isnotproperly
securedor cargo that contacts the top
tether strap may damage it during a
collision. A child could be seriously in-
jured or killed in a collision if the top
tether strap is damaged.

∙ Child restraint anchorages are de-
signed to withstand only those loads
imposed by correctly fitted child re-
straints. Under no circumstances are
they to be used to attach adult seat
belts, or other items or equipment to
the vehicle. Doing so could damage
the child restraint anchorages. The
child restraint will not be properly in-
stalled using the damaged anchor-
ages, and a child could be seriously
injured or killed in a collision.

LATCH webbing-mounted attachment
LRS0661

LATCH rigid-mounted attachment
LRS0662
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�1 Top tether strap

�2 Anchor point

Top tether anchor point locations
Anchor points are located in the following
locations:

∙ 2nd row bench on the bottom of the
seatback in the seating positions
shown.

∙ 3rd row bench on the bottom of the
seatback on the passenger side seat-
ing position as shown.

If you have any questions when installing a
top tether strap, it is recommended that
you visit a NISSAN dealer for this service.

REAR-FACING CHILD RESTRAINT
INSTALLATION USING LATCH
Foradditional information, refer to allWarn-
ings and Cautions in the “Child safety” and
“Child restraints” sections of this manual
before installing a child restraint.

Do not use the lower anchors if the com-
bined weight of the child and the child re-
straint exceeds 65 lbs. (29.5 kg). If the com-
bined weight of the child and the child
restraint is greater than 65 lbs. (29.5 kg), use
the vehicle’s seat belt (not the lower an-
chors) to install the child restraint. Be sure
to follow the child restraint manufacturer’s
instructions for installation.

Follow these steps to install a rear-facing
child restraint in the 2nd row seats using
the LATCH system:

1. Position the child restraint on the seat.
Always follow the child restraint manu-
facturer’s instructions.2nd row bench seat

LRS2553
3rd row bench seat

LRS2916

Safety—Seats, seat belts and supplemental restraint system 1-35



2. Secure the child restraint anchor at-
tachments to the LATCH lower an-
chors. Check to make sure the LATCH
attachment is properly attached to the
lower anchors.

3. For child restraints that are equipped
with webbing-mounted attachments,
remove any additional slack from the
anchor attachments. Press downward
and rearward firmly in the center of the
child restraint with your hand to com-
press the vehicle seat cushion and
seatbackwhile tightening thewebbing
of the anchor attachments.

Rear-facing webbing-mounted – step 2
LRS2997

Rear-facing rigid-mounted – step 2
LRS2996

Rear-facing – step 3
LRS0673
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4. After attaching the child restraint, test
it before you place the child in it. Push it
fromside to sidewhile holding thechild
restraint near the LATCH attachment
path. The child restraint should not
move more than 1 inch (25 mm), from
side to side. Try to tug it forward and
check to see if the LATCH attachment
holds the restraint in place. If the re-
straint is not secure, tighten the LATCH
attachment as necessary, or put the
restraint in another seat and test it
again. You may need to try a different
child restraint or try installing by using

the vehicle seat belt (if applicable). Not
all child restraints fit in all types of ve-
hicles.

5. Check to make sure the child restraint
is properly secured prior to each use. If
the child restraint is loose, repeat
steps 1 through 4.

REAR-FACING CHILD RESTRAINT
INSTALLATION USING THE SEAT
BELTS

WARNING
The three-point seat belt with Auto-
matic Locking Retractor (ALR) must be
used when installing a child restraint.
Failure touse theALRmodewill result in
the child restraint not being properly
secured. The restraint could tip over or
be loose and cause injury to a child in a
sudden stop or collision.

For additional information, refer to allWarn-
ings and Cautions in the “Child safety” and
“Child restraints” sections of this manual
before installing a child restraint.

Do not use the lower anchors if the com-
bined weight of the child and the child re-
straint exceeds 65 lbs. (29.5 kg). If the com-
bined weight of the child and the child
restraint is greater than 65 lbs. (29.5 kg), use
the vehicle’s seat belt (not the lower an-
chors) to install the child restraint. Be sure
to follow the child restraint manufacturer’s
instructions for installation.

Follow these steps to install a rear-facing
child restraint using the vehicle seatbelts in
the rear seats:

Rear-facing – step 4
LRS0674
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1. Child restraints for infants must be
used in the rear-facing direction and
therefore must not be used in the
front seat. Position the child restraint
on the seat. Always follow the child re-
straint manufacturer’s instructions.

2. Route the seat belt tongue through the
child restraint and insert it into the
buckle until you hear and feel the latch
engage. Be sure to follow the child re-
straint manufacturer’s instructions for
belt routing.

3. Pull the shoulder belt until the belt is
fully extended. At this time, the seat belt
retractor is in the ALR mode (child re-
straint mode). It reverts to the ELR
mode when the seat belt is fully re-
tracted.

Rear-facing – step 1
WRS0256

Rear-facing – step 2
WRS0761

Rear-facing – step 3
LRS2395
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4. Allow the seat belt to retract. Pull up on
the shoulder belt to remove any slack
in the belt.

5. Remove any additional slack from the
seat belt; press downward and rear-
ward firmly in the center of the child
restraint to compress the vehicle seat
cushion and seatback while pulling up
on the seat belt.

6. After attaching the child restraint, test
it before you place the child in it. Push it
fromside to sidewhile holding the child
restraint near the seat belt path. The
child restraint should not move more
than 1 inch (25 mm), from side to side.
Try to tug it forward and check to see if
the belt holds the restraint in place. If
the restraint is not secure, tighten the
seat belt as necessary, or put the re-
straint in another seat and test it again.
You may need to try a different child
restraint. Not all child restraints fit in all
types of vehicles.

Rear-facing – step 4
LRS2396

Rear-facing – step 5
WRS0762

Rear-facing – step 6
LRS2397
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7. Check to make sure that the child re-
straint is properly secured prior to each
use. If the seat belt is not locked, repeat
steps 3 through 6.

After the child restraint is removed and the
seat belt fully retracted, the ALR mode
(child restraint mode) is canceled.

FORWARD-FACING CHILD
RESTRAINT INSTALLATION USING
LATCH
Foradditional information, refer to allWarn-
ings and Cautions in the “Child safety” and
“Child restraints” sections of this manual
before installing a child restraint.

Do not use the lower anchors if the com-
bined weight of the child and the child re-
straint exceeds 65 lbs. (29.5 kg). If the com-
bined weight of the child and the child
restraint is greater than 65 lbs. (29.5 kg), use
the vehicle’s seat belt (not the lower an-
chors) to install the child restraint. Be sure
to follow the child restraint manufacturer’s
instructions for installation.

Follow these steps to install a forward-
facing child restraint in the 2nd row seats
using the LATCH system:

1. Position the child restraint on the seat.
Always follow the child restraint manu-
facturer’s instructions.

2. Secure the child restraint anchor at-
tachments to the LATCH lower an-
chors. Check to make sure the LATCH
attachment is properly attached to the
lower anchors.

If the child restraint is equipped with a
top tether strap, route the top tether
strap and secure the tether strap to
the tether anchor point. For additional
information, refer to “Installing top
tether strap” in this section.

Forward-facing webbing-mounted –
step 2

LRS2995
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Do not install child restraints that re-
quire the use of a top tether strap in
seating positions that do not have a
top tether anchor.

3. The back of the child restraint should
be secured against the vehicle seat-
back.

If necessary, adjust or remove thehead
restraint/headrest to obtain the cor-
rect child restraint fit. If the head
restraint/headrest is removed, store it
in a secure place. Be sure to reinstall
the head restraint/headrest when
thechild restraint is removed.For ad-

ditional information, refer to “Head
restraints/headrests” in this section.

If the seating position does not have
an adjustable head restraint/headrest
and it is interfering with the proper
child restraint fit, try another seating
position or a different child restraint.

4. For child restraints that are equipped
with webbing-mounted attachments,
remove any additional slack from the
anchor attachments. Press downward
and rearward firmly in the center of the
child restraint with your knee to com-
press the vehicle seat cushion and
seatbackwhile tightening thewebbing
of the anchor attachments.

5. Tighten the tether strap according to
the manufacturer’s instructions to re-
move any slack.

Forward-facing rigid-mounted – step 2
LRS2994

Forward-facing – step 4
LRS0671
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6. After attaching the child restraint, test
it before you place the child in it. Push it
fromside to sidewhile holding the child
restraint near the LATCH attachment
path. The child restraint should not
move more than 1 inch (25 mm), from
side to side. Try to tug it forward and
check to see if the LATCH attachment
holds the restraint in place. If the re-
straint is not secure, tighten the LATCH
attachment as necessary, or put the
restraint in another seat and test it
again. You may need to try a different
child restraint. Not all child restraints fit
in all types of vehicles.

7. Check to make sure the child restraint
is properly secured prior to each use. If
the child restraint is loose, repeat
steps 1 through 6.

�1 Top tether strap

�2 Anchor point

Installing top tether strap
The child restraint top tether strapmust be
usedwhen installing thechild restraintwith
the LATCH lower anchor attachments.

First, secure the child restraint with the
LATCH lower anchors (2nd row bench out-
board seating positions only).

Forward-facing – step 6
WRS0697

2nd row bench seat
LRS2553
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2nd row bench seat

OUTBOARD SEATING POSITIONS

1. Remove the head restraint/headrest
and store it in a secure place. Be sure to
reinstall the head restraint/headrest
when the child restraint is removed. For
additional information about head
restraint/headrest adjustment, re-
moval and installation, refer to “Head
restraints/headrests” in this section.

2. Position the top tether strap �1 over
the seatback.

3. Secure the tether strap to the tether
anchor point �2 as shown.

4. Tighten the tether strap according to
the manufacturer’s instructions to re-
move any slack.

If you have any questions when install-
ing a top tether strap, it is recommended
that you visit a NISSAN dealer for this
service.

WARNING
Child restraint anchorages are de-
signed to withstand only those loads
imposed by correctly fitted child re-
straints. Under no circumstances are
they to be used to attach adult seat
belts, or other items or equipment to
the vehicle. Doing so could damage the
child restraint anchorages. The child re-
straint will not be properly installed us-
ing the damaged anchorage, and a
child could be seriously injured or killed
in a collision.

FORWARD-FACING CHILD
RESTRAINT INSTALLATION USING
THE SEAT BELTS

WARNING
The three-point seat belt with Auto-
matic Locking Retractor (ALR) must be
used when installing a child restraint.
Failure touse theALRmodewill result in
the child restraint not being properly
secured. The restraint could tip over or
be loose and cause injury to a child in a
sudden stop or collision. Also, it can
change the operation of the front pas-
senger air bag. For additional informa-
tion, refer to “Front passenger air bag
and status light” in this section.
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For additional information, refer to allWarn-
ings and Cautions in the “Child safety” and
“Child restraints” sections of this manual
before installing a child restraint.

Do not use the lower anchors if the com-
bined weight of the child and the child re-
straint exceeds 65 lbs. (29.5 kg). If the com-
bined weight of the child and the child
restraint is greater than 65 lbs. (29.5 kg), use
the vehicle’s seat belt (not the lower an-
chors) to install the child restraint. Be sure
to follow the child restraint manufacturer’s
instructions for installation.

Follow these steps to install a forward-
facing child restraint using the vehicle seat
belt in the rear seats or in the front passen-
ger seat:

1. If you must install a child restraint in
the front seat, it should be placed in a
forward-facing direction only. Move
the seat to the rearmost position.
Child restraints for infants must be
used in the rear-facing direction and,
therefore, must not be used in the
front seat.

2. Position the child restraint on the seat.
Always follow the child restraint manu-
facturer’s instructions.

The back of the child restraint should
be secured against the vehicle seat-
back.

If necessary, adjust or remove thehead
restraint/headrest to obtain the cor-
rect child restraint fit. If the head
restraint/headrest is removed, store it
in a secure place. Be sure to reinstall
the head restraint/headrest when
thechild restraint is removed.For ad-
ditional information about head
restraint/headrest adjustment, re-
moval and installation, refer to “Head
restraints/headrests” in this section.

If the seating position does not have
an adjustable head restraint/headrest
and it is interfering with the proper
child restraint fit, try another seating
position or a different child restraint.

Forward-facing (front passenger seat) –
step 1

WRS0699
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3. Route the seat belt tongue through the
child restraint and insert it into the
buckle until you hear and feel the latch
engage. Be sure to follow the child re-
straint manufacturer’s instructions for
belt routing.

If the child restraint is equipped with a
top tether strap, route the top tether
strap and secure the tether strap to
the tether anchor point (2nd row in-
stallation only). For additional informa-
tion, refer to “Installing top tether strap”
in this section.

Do not install child restraints that re-
quire the use of a top tether strap in
seating positions that do not have a
top tether anchor.

4. Pull the shoulder belt until the belt is
fully extended.At this time, the seat belt
retractor is in the ALR mode (child re-
straint mode). It reverts to ELR mode
when the seat belt is fully retracted.

Forward-facing – step 3
WRS0680

Forward-facing – step 4
LRS2394
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5. Allow the seat belt to retract. Pull up on
the shoulder belt to remove any slack
in the belt.

6. Remove any additional slack from the
seat belt; press downward and rear-
ward firmly in the center of the child
restraint with your knee to compress
the vehicle seat cushion and seatback
while pulling up on the seat belt.

7. Tighten the tether strap according to
the manufacturer’s instructions to re-
move any slack.

8. After attaching the child restraint, test
it before you place the child in it. Push it
fromside to sidewhile holding thechild
restraint near the seat belt path. The
child restraint should not move more
than 1 inch (25 mm), from side to side.
Try to tug it forward and check to see if
the belt holds the restraint in place. If
the restraint is not secure, tighten the
seat belt as necessary, or put the re-
straint in another seat and test it again.
You may need to try a different child
restraint. Not all child restraints fit in all
types of vehicles.

Forward-facing – step 5
LRS0668

Forward-facing – step 6
WRS0681

Forward-facing – step 8
WRS0698
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9. Check to make sure the child restraint
is properly secured prior to each use. If
the seat belt is not locked, repeat
steps 4 through 8.

10. If the child restraint is installed in the
front passenger seat, place the ignition
switch in the ON position. The front
passenger air bag status light
should illuminate. If this light is not illu-
minated, refer to “Front passenger air
bag and status light” in this section.
Move the child restraint to another
seating position. Have the system
checked. It is recommended that you
visit a NISSAN dealer for this service.

After the child restraint is removed and the
seat belt is fully retracted, the ALR mode
(child restraint mode) is canceled.

�1 Top tether strap

�2 Anchor point

Installing top tether strap
The child restraint top tether strapmust be
usedwhen installing thechild restraintwith
seat belts.

First, secure the child restraintwith the seat
belt.

Forward-facing – step 10
LRS0865

2nd row bench seat
LRS2553
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2nd row bench seat

OUTBOARD SEATING POSITIONS

1. Remove the head restraint/headrest
and store it in a secure place. Be sure to
reinstall the head restraint/headrest
when the child restraint is removed. For
additional information about head
restraint/headrest adjustment, re-
moval and installation, refer to “Head
restraints/headrests” in this section.

2. Position the top tether strap �1 as
shown.

3. Secure the tether strap to the tether
anchor point �2 as shown.

4. Tighten the tether strap according to
the manufacturer’s instructions to re-
move any slack.

CENTER SEATING POSITION

1. Position the top tether strap �1 as
shown.

2. Secure the tether strap to the tether
anchor point �2 as shown.

3. Tighten the tether strap according to
the manufacturer’s instructions to re-
move any slack. Make sure the head
restraint/headrest does not contact
the top tether strap.

If you have any questions when install-
ing a top tether strap, it is recommended
that you visit a NISSAN dealer for this
service.

WARNING
Child restraint anchorages are de-
signed to withstand only those loads
imposed by correctly fitted child re-
straints. Under no circumstances are
they to be used to attach adult seat
belts, or other items or equipment to
the vehicle. Doing so could damage the
child restraint anchorages. The child re-
straint will not be properly installed us-
ing the damaged anchorage, and a
child could be seriously injured or killed
in a collision.

�1 Top tether strap

�2 Anchor point

3rd row bench seat

WARNING
In the 3rd row bench seat, a child re-
straint with a top tether strap can only
be used on the passenger side seating
position.Donotplace in thedriver’s side
seating position and attempt to angle
the tether strap to the passenger side
seating position.

3rd row bench seat
LRS2916
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The passenger side of the 3rd row bench
seat is the seating position that can use a
top tether strap. First, secure the child re-
straint with the seat belt, as applicable.

1. Position the top tether strap �1 as
shown.

2. Secure the tether strap to the tether
anchor point �2 as shown.

3. Tighten the tether strap according to
the manufacturer’s instructions to re-
move any slack. Make sure the head
restraint/headrest does not contact
the top tether strap.

If you have any questions when install-
ing a top tether strap, it is recommended
that you visit a NISSAN dealer for this
service.

WARNING
Child restraint anchorages are de-
signed to withstand only those loads
imposed by correctly fitted child re-
straints. Under no circumstances are
they to be used to attach adult seat
belts, or other items or equipment to
the vehicle. Doing so could damage the
child restraint anchorages. The child re-
straint will not be properly installed us-
ing the damaged anchorage, and a
child could be seriously injured or killed
in a collision.

BOOSTER SEATS
For additional information on installing a
booster seat in your vehicle, follow the in-
structions outlined in this section.

Precautions on booster seats

WARNING
If a booster seat and seat belt are not
used properly, the risk of a child being
injured or killed in a sudden stop or col-
lision greatly increases:

– Make sure the shoulder portion of
the belt is away from the child’s
face and neck and the lap portion
of the belt does not cross the
stomach.

– Make sure the shoulder belt is not
behind the child or under the
child’s arm.

– A booster seat must only be in-
stalled in a seating position that
has a lap/shoulder belt.
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A. Low back booster seat
B. High back booster seat

Booster seats of various sizes are offered
by several manufacturers. When selecting
any booster seat, keep the following points
in mind:

∙ Choose only a booster seat with a label
certifying that it complies with Federal
Motor Vehicle Safety Standard 213 or
Canadian Motor Vehicle Safety Stan-
dard 213.

∙ Check the booster seat in your vehicle
to be sure it is compatible with the vehi-
cle’s seat and seat belt system.

∙ Make sure the child’s head will be prop-
erly supported by the booster seat or
vehicle seat. The seatback must be at
or above the center of the child’s ears.
For example, if a low back booster seat
is chosen, the vehicle seatbackmust be
ator above thecenter of thechild’s ears.
If the seatback is lower than the center
of the child’s ears, a high back booster
seat should be used.

LRS2479 LRS0453 LRS0464
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∙ If the booster seat is compatible with
your vehicle, place the child in the
booster seat and check the various ad-
justments to be sure the booster seat is
compatible with the child. Always follow
all recommended procedures.

All U.S. states and Canadian provinces or
territories require that infants and small
children be restrained in an approved
child restraint at all times while the ve-
hicle is being operated.

The instructions in this section apply to
booster seat installation in the rear seats
or the front passenger seat.

Booster seat installation

WARNING
To avoid injury to child, do not use the
lap/shoulder belt in the Automatic
Locking Retractor (ALR)modewhen us-
ing a booster seat with the seat belts.

For additional information, refer to allWarn-
ings and Cautions in the “Child safety,”
“Child restraints” and “Booster seats” sec-
tions of thismanual before installing a child
restraint.

Follow these steps to install a booster seat
in the 2nd or 3rd rows or in the front pas-
senger seat:

1. If you must install a booster seat in
the front seat, move the seat to the
rearmost position.

2. Position the booster seat on the seat.
Only place it in a front-facing direction.
Always follow the booster seat manu-
facturer’s instructions.

WRS0699
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3. The booster seat should be positioned
on the vehicle seat so that it is stable.

If necessary, adjust or remove thehead
restraint/headrest to obtain the cor-
rect booster seat fit. If the head
restraint/headrest is removed, store it
in a secure place. Be sure to reinstall
the head restraint/headrest when
the booster seat is removed. For ad-
ditional information, refer to “Head
restraints/headrests” in this section.

Front passenger position
LRS0454

2nd row center position
LRS0451

2nd row outboard position
LRS0452
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If the seating position does not have
an adjustable head restraint/headrest
and it is interfering with the proper
booster seat fit, try another seating
position or a different booster seat.

4. Position the lap portion of the seat belt
low and snug on the child’s hips. Be
sure to follow the booster seat manu-
facturer’s instructions for adjusting the
seat belt routing.

5. Pull the shoulder belt portion of the
seat belt toward the retractor to take
up extra slack. Be sure the shoulder
belt is positioned across the top,
middle portion of the child’s shoulder.
Be sure to follow the booster seat
manufacturer’s instructions for adjust-
ing the seat belt routing.

6. Follow the warnings, cautions and in-
structions for properly fastening a seat
belt shown in “Three-point type seat
belt with retractor” in this section.

7. If the booster seat is installed in the
front passenger seat, place the ignition
switch in theONposition.The front pas-
senger air bag status light may or
may not illuminate, depending on the
size of the child and the type of booster
seat being used. For additional infor-
mation, refer to “Front passenger air
bag and status light” in this section.

PRECAUTIONS ON SRS
This SRS section contains important infor-
mation concerning the following systems:

∙ Driver and front passenger supplemen-
tal front-impact air bag (NISSAN Ad-
vanced Air Bag System)

∙ Front seat-mounted side-impact
supplemental air bag

∙ Roof-mounted curtain side-impact and
rollover supplemental air bag

∙ Seat belt with pretensioner(s) (front
seats)

Supplemental front-impact air bag sys-
tem

The NISSAN Advanced Air Bag System can
help cushion the impact force to the head
andchestof thedriver and frontpassenger
in certain frontal collisions.

Front seat-mounted side-impact
supplemental air bag system

This system can help cushion the impact
force to the chest area of the driver and
front passenger in certain side-impact col-
lisions. The side air bags are designed to
inflate on the side where the vehicle is im-
pacted.

LRS0865

SUPPLEMENTAL RESTRAINT SYSTEM
(SRS)
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Roof-mounted curtain side-impact and
rollover supplemental air bag system

This system can help cushion the impact
force to the head of occupants in front and
rear outboard seating positions in certain
side-impact collisions. The curtain air bags
are designed to inflate on the side where
the vehicle is impacted. In a rollover, the
curtain air bags are designed to inflate and
remain inflated for a short time.

The SRS is designed to supplement the
crashprotectionprovidedby thedriver and
front passenger seat belts and is not a
substitute for them. Seat belts should al-
ways be correctly worn and the occupant
seated a suitable distance away from the
steering wheel, instrument panel and door
finishers. For additional information, refer
to “Seat belts” in this section.

The supplemental air bags operate only
when the ignition switch is placed in the
ON position.

After placing the ignition switch in the
ON position, the supplemental air bag
warning light illuminates. The supple-
mental air bag warning light will turn off
after about 7 seconds if the system is
operational.

WARNING
∙ The front air bags ordinarily will not
inflate in the event of a side impact,
rear impact, rollover, or lower severity
frontal collision. Always wear your
seat belts to help reduce the risk or
severity of injury in various kinds of
accidents

∙ The front passenger air bag will not
inflate if the passenger air bag status
light is lit. For additional information,
refer to “Front passenger air bag and
status light” in this section.

WRS0031
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∙ The seat belts and the front air bags
are most effective when you are sit-
ting well back and upright in the seat.
The front air bags inflate with great
force. Evenwith the NISSAN Advanced
Air Bag System, if you are unre-
strained, leaning forward,sittingside-
waysoroutofposition inanyway,you
are at greater risk of injury or death in
a crash. You may also receive serious
or fatal injuries from the front air bag
if youareupagainst itwhen it inflates.
Always sit back against the seatback
and as far away as practical from the
steering wheel or instrument panel.
Always properly use the seat belts.

∙ The driver and front passenger seat
belt buckles are equipped with sen-
sors that detect if the seat belts are
fastened. The NISSAN Advanced Air
BagSystemmonitors the severity of a
collision and seat belt usage, then in-
flates the air bags as needed. Failure
to properly wear seat belts can in-
crease the risk or severity of injury in
an accident.

∙ The front passenger seat is equipped
with an occupant classification sen-
sor (weight sensor) that turns the
front passenger air bag OFF under
some conditions. This sensor is only
used in this seat.Failure tobeproperly
seated and wearing the seat belt can
increase the riskorseverityof injury in
an accident. For additional informa-
tion, refer to “Front passenger air bag
and status light” in this section.

∙ Keep hands on the outside of the
steering wheel. Placing them inside
the steering wheel rim could increase
the risk that they are injuredwhen the
front air bag inflates.
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WARNING
∙ Never let children ride unrestrained or
extend their hands or face out of the
window. Do not attempt to hold them
in your lapor arms.Someexamples of
dangerous ridingpositions are shown
in the illustrations.

ARS1133 ARS1041
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WARNING
∙ Children may be severely injured or
killed when the front air bags, side air
bags or curtain air bags inflate if they
are not properly restrained. Pre-teens
and children should be properly re-
strained in the rear seat, if possible.

ARS1042 ARS1043 ARS1044
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WARNING
∙ Even with the NISSAN Advanced Air
Bag System, never install a rear-
facing child restraint in the front seat.
An inflating front air bag could seri-
ously injure or kill your child. For addi-
tional information, refer to “Child re-
straints” in this section.

WARNING
Front seat-mounted side-impact
supplemental air bags and roof-
mounted curtain side-impact and roll-
over supplemental air bags:

∙ The side air bags and curtain air bags
ordinarily will not inflate in the event
of a frontal impact, rear impact, or
lower severity side collision. Always
wear your seat belts to help reduce
the risk or severity of injury in various
kinds of accidents.

ARS1045 ARS1046 WRS0431
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WARNING
∙ The seat belts, the side air bags and
curtain air bags are most effective
when you are sitting well back and
upright in the seat with both feet on
the floor. The side air bag and curtain
air bag inflate with great force. Do not
allow anyone to place their hand, leg
or face near the side air bag on the
side of the seatback of the front seat
or near the side roof rails. Donot allow
anyone sitting in the front seats or
rear outboard seats to extend their
hand out of the window or lean
against the door. Some examples of
dangerous ridingpositions are shown
in the previous illustrations.

WARNING
∙ When sitting in the rear seat, do not
hold onto the seatback of the front
seat. If the side air bag inflates, you
may be seriously injured. Be espe-
cially careful with children, who
should always be properly restrained.
Some examples of dangerous riding
positions are shown in the
illustrations.

∙ Do not use seat covers on the front
seatbacks. They may interfere with
side air bag inflation.

LRS3119 WRS0032
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NISSAN Advanced Air Bag System
(front seats)
1. Supplemental front-impact air bag

modules

2. Air bag Control Unit (ACU)

3. Occupant classification sensor (weight
sensor)

4. Seat belt with pretensioner(s) (front
seats)

5. Front seat-mounted side-impact
supplemental air bag modules

6. Roof-mounted curtain side-impact
and rollover supplemental air bags

7. Roof-mounted curtain side-impact
and rollover supplemental air bag infla-
tors

8. Satellite sensors (driver’s side shown;
passenger side similar)

9. Pressure sensors in door (driver’s side
shown; front passenger side similar)

10. Crash zone sensor

LRS3059
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WARNING
To ensure proper operation of the pas-
senger’s NISSAN Advanced Air Bag Sys-
tem, please observe the following
items.

∙ Do not allow a passenger in the rear
bench seats to push or pull on the
seatback pocket.

∙ Do not place heavy loads heavier than
9.1 lbs. (4 kg) on the seatback, head
restraint/headrest or in the seatback
pocket.

∙ Make sure that there is nothingpress-
ing against the rear of the seatback,
such as a child restraint installed in
the rear seat or an object stored on
the floor.

∙ Make sure that there is no object
placed under the front passenger
seat.

∙ Make sure that there is no object
placed between the seat cushion and
center console or between the seat
cushion and the door.

∙ If a forward-facing child restraint is
installed in the front passenger seat,
do not position the front passenger
seat so thechild restraint contacts the
instrument panel. If the child restraint
does contact the instrument panel,
the systemmay determine the seat is
occupied and the passenger air bag
may deploy in a collision. Also the
front passenger air bag status light
may not illuminate. For additional in-
formation about installing and using
child restraints, refer to “Child re-
straints” in this section.

∙ Confirm the operating condition with
the front passenger air bag status
light.

∙ If you notice that the front passenger
air bag status light is not operating as
described in this section, get the oc-
cupantclassificationsystemchecked.
It is recommended that you visit a
NISSAN dealer for this service.

∙ Until you have confirmed with a
dealer that your passenger seat occu-
pant classification system is working
properly, position the occupants in
the rear seating positions.

∙ Do not position the front passenger
seat so it contacts the rear seat. If the
front seat does contact the rear seat,
the air bag system may determine a
sensor malfunction has occurred and
the front passenger air bag status
light may illuminate and the supple-
mental air bag warning light may
flash.

This vehicle is equipped with the NISSAN
AdvancedAir BagSystem for thedriver and
front passenger seats. This system is de-
signed to meet certification requirements
underU.S. regulations. It is alsopermitted in
Canada. However, all of the information,
cautions and warnings in this manual
still apply andmust be followed.

The driver supplemental front-impact air
bag is located in the center of the steering
wheel. The front passenger supplemental
front-impact air bag is mounted in the
dashboard above the glove box. The front
air bags are designed to inflate in higher
severity frontal collisions, although they
may inflate if the forces in another type of
collision are similar to those of a higher
severity frontal impact. They may not in-
flate in certain frontal collisions. Vehicle
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damage (or lack of it) is not always an indi-
cation of proper front air bag system op-
eration.

The NISSAN Advanced Air Bag System
monitors information from the crash zone
sensor, the Air bag Control Unit (ACU), seat
belt buckle sensors and occupation classi-
fication sensor (weight sensor). Inflator op-
eration is based on the severity of a colli-
sion and seat belt usage for the driver. For
the front passenger, the occupant classifi-
cation sensor is also monitored. Based on
information from the sensor, only one front
air bagmay inflate in a crash, dependingon
the crash severity and whether the front
occupants are belted or unbelted. Addi-
tionally, the front passenger air bagmay be
automatically turned off under some con-
ditions, depending on the weight detected
on the front passenger seat and how the
seat belt is used. If the front passenger air
bag is OFF, the front passenger air bag sta-
tus light will be illuminated. For additional
information, refer to “Front passenger air
bag and status light” in this section. One
front air bag inflating does not indicate im-
proper performance of the system.

If you have any questions about your air
bag system, it is recommended that you
visit a NISSAN dealer to obtain information

about the system. If you are considering
modification of your vehicle due to a dis-
ability, you may also contact NISSAN. Con-
tact information is contained in the front of
this Owner’s Manual.

When a front air bag inflates, a fairly loud
noise may be heard, followed by the re-
lease of smoke. This smoke is not harmful
and does not indicate a fire. Care should be
taken to not inhale it, as it may cause irrita-
tion and choking. Those with a history of a
breathing condition should get fresh air
promptly.

Front air bags, along with the use of seat
belts, help to cushion the impact force on
the face and chest of the front occupants.
They can help save lives and reduce seri-
ous injuries. However, an inflating front air
bag may cause facial abrasions or other
injuries. Front air bags do not provide re-
straint to the lower body.

Even with NISSAN Advanced Air Bags, seat
belts should be correctly worn and the
driver and front passenger seated upright
as far as practical away from the steering
wheel or instrument panel. The front air
bags inflate quickly in order to help protect
the front occupants. Because of this, the
force of the front air bag inflating can in-

crease the risk of injury if the occupant is
too close to, or is against, the front air bag
module during inflation.

The front air bags deflate quickly after a
collision.

The front air bags operate onlywhen the
ignition switch is in the ON position.

After placing the ignition switch in the
ON position, the supplemental air bag
warning light illuminates. The supple-
mental air bag warning light will turn off
after about 7 seconds if the system is
operational.
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Front passenger air bag and status light

WARNING
The front passenger air bag is designed
to automatically turn OFF under some
conditions. Read this section carefully
to learn how it operates. Proper use of
the seat, seat belt and child restraints is
necessary for most effective protec-
tion. Failure to follow all instructions in
this manual concerning the use of
seats, seatbelts andchild restraints can
increase the risk or severity of injury in
an accident.

Status light

The front passenger seat is equipped with
an occupant classification sensor (weight
sensor) that turns the front passenger air
bag on or off depending on the weight ap-
plied to the front passenger seat. The sta-
tus of the front passenger air bag (ON or
OFF) is indicated by the front passenger air
bag status light which is located on
the instrument panel.
After the ignition switch is placed in the
"ON" position, the front passenger air bag
status light on the instrument panel illumi-
nates for about 7 seconds and then turns
off or remains illuminated depending on
the front passenger seat occupied status.
The light operates as follows:

CONDITION DESCRIPTION
PASSENGER AIR BAG
STATUS LIGHT ( )

FRONT PASSENGER AIR BAG STATUS

Empty Empty front passenger seat ON (illuminated) INHIBITED

Nobody/Somebody Bag or Child or Child Restraint or
Small Adult in front passenger seat ON (illuminated) INHIBITED

Adult Adult in the front passenger seat OFF (dark) ACTIVATED

In addition to the above, certain objects
placed on the front passenger seat may
also cause the light to operate as de-
scribed above depending on their weight.

For additional information related to the
normal operation and troubleshooting of
this occupant classification sensor system,
please refer to “Normal operation” and
“Troubleshooting” in this section.

LRS0865
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Front passenger air bag

The front passenger air bag is designed to
automatically turn OFF when the vehicle is
operated under some conditions as de-
scribedbelow inaccordancewithU.S. regu-
lations. If the front passenger air bag is OFF,
itwill not inflate in a crash.Thedriver air bag
and other air bags in your vehicle are not
part of this system.

The purpose of the regulation is to help
reduce the risk of injury or death from an
inflating air bag to certain front passenger
seat occupants, such as children, by requir-
ing the air bag to be automatically turned
OFF. Certain sensors are used to meet the
requirements.

The occupant classification sensor in this
vehicle is a weight sensor. It is designed to
detect an occupant and objects on the
seat by weight. For example, if a child is in
the front passenger seat, the NISSAN Ad-
vanced Air Bag System is designed to turn
the front passenger air bag OFF in accor-
dance with the regulations. Also, if a child
restraint of the type specified in the regula-
tions is on the seat, its weight and the
child’s weight can be detected and cause
the air bag to turn OFF.

Front passenger seat adult occupantswho
are properly seated and using the seat belt
as outlined in this manual should not
cause the front passenger air bag to be
automatically turned OFF. For small adults
it may be turned OFF, however if the occu-
pant takes his/her weight off the seat
cushion (for example, by not sitting upright,
by sitting on an edge of the seat, or by
otherwise being out of position), this could
cause the sensor to turn the air bag OFF.
Always be sure to be seated and wearing
the seat belt properly for themost effective
protection by the seat belt and supple-
mental air bag.

NISSAN recommends that pre-teens and
children be properly restrained in a rear
seat. NISSAN also recommends that ap-
propriate child restraints and booster
seats be properly installed in a rear seat. If
this is not possible, the occupant classifica-
tion sensor is designed to operate as de-
scribed above to turn the front passenger
air bag OFF for specified child restraints as
required by the regulations. Failing to prop-
erly secure child restraints and to use the
ALR mode may allow the restraint to tip or
move in a collision or sudden stop. This can
also result in the passenger air bag inflat-
ing in a crash instead of being OFF. For

additional information about proper use
and installation, refer to “Child restraints” in
this section.

If the front passenger seat is not occupied,
the front passenger air bag is designed not
to inflate in a crash. However, heavy objects
placed on the seat could result in air bag
inflation, becauseof theobject’sweight de-
tected by the occupant classification sen-
sor. Other conditions could also result in air
bag inflation, such as if a child is standing
on the seat, or if two children are on the
seat, contrary to the instructions in this
manual. Always be sure that you and all
vehicle occupants are seated and re-
strained properly.

Using the front passenger air bag status
light, you can monitor when the front pas-
senger air bag is automatically turned OFF.

If an adult occupant is in the seat but the
front passenger air bag status light is illu-
minated (indicating that the air bag is OFF),
it could be that the person is a small adult,
or is not sitting on the seat properly or not
using the seat belt properly.

If a child restraintmust be used in the front
seat, the front passenger air bag status
light may or may not be illuminated, de-
pending on the size of the child and the
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type of child restraint being used. If the air
bag status light is not illuminated (indicat-
ing that the air bagmight inflate in a crash),
it could be that the child restraint or seat
belt is not being used properly. Make sure
that the child restraint is installed properly,
the seat belt is usedproperly and the occu-
pant is positioned properly. If the air bag
status light is still not illuminated, reposi-
tion the occupant or child restraint in a rear
seat.

If the front passenger air bag status light
will not illuminate even though you believe
that the child restraint, the seat belts and
the occupant are properly positioned, it is
recommended that you take your vehicle
to a NISSAN dealer. A NISSAN dealer can
check system status by using a special
tool. However, until you have confirmed
with a dealer that your air bag is working
properly, reposition the occupant or child
restraint in a rear seat.

The NISSAN Advanced Air Bag System and
front passenger air bag status light will
take a few seconds to register a change in
the front passenger seat status.This is nor-
mal system operation and does not indi-
cate a malfunction.

If amalfunction occurs in the front passen-
ger air bag system, the supplemental air
bag warning light , located in the me-
ter and gauges area of the instrument
panel, will be illuminated (blinking or
steadily lit). Have the system checked. It is
recommended that you visit a NISSAN
dealer for this service.

Normal operation
In order for the occupant classification
sensor system to classify the front passen-
ger based onweight, please follow the pre-
cautions and steps outlined below:

Precautions

∙ Make sure that there are no objects
weighing over 9.1 lbs. (4 kg) hanging on
the seat or placed in the seatback
pocket.

∙ Make sure that a child restraint or other
object is not pressing against the rear
of the seatback.

∙ Make sure that a rear passenger is not
pushing or pulling on the back of the
front passenger seat.

∙ Make sure that the front passenger
seat or seatback is not forced back
against an object on the seat or floor
behind it.

∙ Make sure that there is no object placed
under the front passenger seat.

Steps

1. Adjust the seat asoutlined in the “Seats”
section of thismanual. Sit upright, lean-
ing against the seatback, and centered
on the seat cushionwith your feet com-
fortably extended to the floor.

2. Make sure there are no objects on your
lap.

3. Fasten the seat belt as outlined in the
“Seat belts” section of this manual.
Front passenger seat belt buckle sta-
tus is monitored by the occupant clas-
sification system, and is used as an in-
put to determine occupancy status. So,
it is highly recommended that the front
passenger fasten their seat belt.

4. Remain in this position for 30 seconds
allowing the system to classify the
front passenger before the vehicle is
put into motion.

5. Ensure proper classification by check-
ing the front passenger air bag status
light.
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NOTE:

This vehicle’s occupant classification
sensor system generally keeps the clas-
sification locked during driving, so it is
important that you confirm that the
front passenger is properly classified
prior to driving. However, the occupant
classification sensormay recalculate the
weight of the occupant under some con-
ditions (both while driving and when
stopped), so front passenger seat occu-
pants should continue to remain seated
as outlined above.

Troubleshooting

If you think the front passenger air bag
status light is incorrect:

1. If the light isONwith anadult occupying
the front passenger seat:

∙ Occupant is a small adult — the air bag
light is functioning as intended. The
front passenger air bag is suppressed.

However, if the occupant is not a small
adult, then thismay be due to the following
conditions thatmay be interfering with the
weight sensors:

∙ Occupant is not sitting upright, leaning
against the seatback, and centered on
the seat cushionwith his/her feet com-
fortably extended to the floor.

∙ A child restraint or otherobject pressing
against the rear of the seatback.

∙ A rear passenger pushing or pulling on
the back of the front passenger seat.

∙ Forcing the front seat or seatback
against an object on the seat or floor
behind it.

∙ An object placed under the front pas-
senger seat.

∙ An object placed between the seat
cushion and center console or between
the seat cushion and the door.

If the vehicle is moving, please come to a
stop when it is safe to do so. Check and
correct any of the above conditions. Re-
start the vehicle and wait 1 minute.

NOTE:

A systemcheckwill beperformedduring
which the front passenger air bag status
light will remain lit for about 7 seconds
initially.

If the light is still ON after this, the person
should be advised not to ride in the front
passenger seat and the vehicle should be
checked as soon as possible. It is recom-
mended that you visit a NISSAN dealer for
this service.

2. If the light is OFF with a small adult,
child or child restraint occupying the
front passenger seat.

This may be due to the following con-
ditions thatmaybe interferingwith the
weight sensors:

∙ Small adult or child is not sitting upright,
leaning against the seatback, and cen-
tered on the seat cushion with his/her
feet comfortably extended to the floor.

∙ The child restraint is not properly in-
stalled, as outlined in the “Child re-
straints” section of this manual.

∙ An object weighing over 9.1 lbs. (4 kg)
hanging on the seat or placed in the
seatback pocket.
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∙ A child restraint or otherobject pressing
against the rear of the seatback.

∙ A rear passenger pushing or pulling on
the back of the front passenger seat.

∙ Forcing the front seat or seatback
against an object on the seat or floor
behind it.

∙ An object placed under the front pas-
senger seat.

∙ An object placed between the seat
cushion and center console.

If the vehicle is moving, please come to a
stop when it is safe to do so. Check and
correct any of the above conditions. Re-
start the vehicle and wait 1 minute.

NOTE:

A systemcheckwill beperformedduring
which the front passenger air bag status
light will remain lit for about 7 seconds
initially.

If the light is still OFF after this, the small
adult, child or child restraint should be re-
positioned in the rear seat and the vehicle
should be checked as soon as possible. It is
recommended that you visit a NISSAN
dealer for this service.

3. If the light is OFF with no front passen-
ger and no objects on the front pas-
senger seat, the vehicle should be
checked. It is recommended that you
visit a NISSAN dealer as soon as pos-
sible.

Other supplemental front-impact air
bag precautions

WARNING
∙ Do not place any objects on the steer-
ing wheel pad or on the instrument
panel. Also, do not place any objects
between any occupant and the steer-
ing wheel or instrument panel. Such
objects may become dangerous pro-
jectiles and cause injury if the front air
bags inflate.

∙ Immediately after inflation, several
front air bag system components will
be hot. Do not touch them; you may
severely burn yourself.

∙ No unauthorized changes should be
made to any components or wiring of
the supplemental air bag system.This
is to prevent accidental inflation of
the supplemental air bag or damage
to the supplemental air bag system.

∙ Do not make unauthorized changes
to your vehicle’s electrical system,
suspensionsystemor frontendstruc-
ture. This could affect proper opera-
tion of the front air bag system.

∙ Tampering with the front air bag sys-
temmay result in serious personal in-
jury. Tampering includes changes to
the steering wheel and the instru-
ment panel assembly by placing ma-
terial over the steeringwheel pad and
above the instrument panel or by in-
stalling additional trim material
around the air bag system.

∙ Removingormodifying the front pas-
senger seatmayaffect the functionof
the air bag system and result in seri-
ous personal injury.
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∙ Modifyingor tamperingwith the front
passenger seat may result in serious
personal injury. For example, do not
change the front seats byplacingma-
terial on the seat cushionorby install-
ing additional trim material, such as
seat covers, on the seat that are not
specifically designed to assureproper
air bag operation. Additionally, do not
stow any objects under the front pas-
senger seat or the seat cushion and
seatback. Such objects may interfere
with theproperoperationof theoccu-
pant classification sensor (weight
sensor).

∙ No unauthorized changes should be
made to any components or wiring of
the seat belt system. This may affect
the front air bag system. Tampering
with the seat belt system may result
in serious personal injury.

∙ It is recommended that you visit a
NISSANdealer forworkonandaround
the front air bag. It is also recom-
mended that youvisit aNISSANdealer
for installation of electrical equip-
ment. The Supplemental Restraint
System (SRS) wiring harnesses*
should not be modified or discon-
nected. Unauthorized electrical test
equipment and probing devices
should not be used on the air bag
system.

∙ A cracked windshield should be re-
placed immediately by a qualified re-
pair facility. A cracked windshield
could affect the function of the
supplemental air bag system.

*The SRS wiring harness connectors are
yellow and orange for easy identifica-
tion.

When selling your vehicle, we request that
you inform the buyer about the front air
bag system and guide the buyer to the
appropriate sections in this Owner’s
Manual.

Front seat-mounted side-impact
supplemental air bag and
roof-mounted curtain side-
impact and rollover supplemental
air bag systems
The side air bags are located in the outside
of the seatback of the front seats. The cur-
tain air bags are located in the side roof
rails in all three rows. All of the informa-
tion, cautions and warnings in this
manual must be followed. The side air
bags and curtain air bags are designed to
inflate in higher severity side collisions, al-
though they may inflate if the forces in an-
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other typeof collisionare similar to thoseof
a higher severity impact. They are de-
signed to inflate on the side where the ve-
hicle is impacted. They may not inflate in
certain side collisions.

Curtainair bagsarealsodesigned to inflate
in certain types of rollover collisions or near
rollovers. As a result, certain vehicle move-
ments (for example, during severe off-
roading) may cause the curtain air bags to
inflate.

Vehicle damage (or lack of it) is not always
an indication of proper side air bag and
curtain air bag operation.

When the side air bags and curtain air bags
inflate, a fairly loud noise may be heard,
followedby releaseof smoke.This smoke is
not harmful and does not indicate a fire.
Care should be taken not to inhale it, as it
may cause irritation and choking. Those
with a history of a breathing condition
should get fresh air promptly.

Side air bags, along with the use of seat
belts, help to cushion the impact force on
the chest of the front occupants. Curtain
air bagshelp to cushion the impact force to
the head of occupants in the front and rear
outboard seating positions in all rows. They
can help save lives and reduce serious in-

juries. However, an inflating side air bag or
curtain air bag may cause abrasions or
other injuries. Side air bags and curtain air
bags do not provide restraint to the lower
body.

The seat belts should be correctly worn
and the driver and passenger seated up-
right as far as practical away from the side
air bag. Rear seat passengers should be
seated as far away as practical from the
door finishers and side roof rails. The side
air bags and curtain air bags inflate quickly
in order to help protect the occupants. Be-
cause of this, the force of the side air bags
and curtain air bags inflating can increase
the risk of injury if the occupant is too close
to, or is against, these air bagmodules dur-
ing inflation. The side air bag will deflate
quickly after the collision is over.

The curtain air bagwill remain inflated for a
short time.

The side air bags and curtain air bags
operate only when the ignition switch is
placed in the ON position.

After placing the ignition switch in the
ON position, the supplemental air bag
warning light illuminates. The supple-

mental air bag warning light will turn off
after about 7 seconds if the system is
operational.

WARNING
∙ Do not place any objects near the
seatback of the front seats. Also, do
not place any objects (an umbrella,
bag, etc.) between the front door fin-
isher and the front seat. Such objects
may become dangerous projectiles
and cause injury if a side air bag
inflates.

∙ Right after inflation, several side air
bag and curtain air bag system com-
ponents will be hot. Do not touch
them;youmay severely burn yourself.

∙ No unauthorized changes should be
made to any components or wiring of
the side air bag and curtain air bag
systems. This is to prevent damage to
or accidental inflation of the side air
bag and curtain air bag systems.

∙ Do not make unauthorized changes
to your vehicle’s electrical system,
suspension systemor side panel. This
could affect proper operation of the
curtain air bag systems.
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∙ Tampering with the side air bag sys-
temmay result in serious personal in-
jury. For example, do not change the
front seats by placing material near
the seatbacks or by installing addi-
tional trimmaterial, such as seat cov-
ers, around the side air bag.

∙ It is recommended that you visit a
NISSANdealer forworkonandaround
the side air bag and curtain air bag. It
is also recommended that you visit a
NISSAN dealer for installation of elec-
trical equipment. The SRS wiring har-
nesses* shouldnotbemodifiedordis-
connected. Unauthorized electrical
test equipment and probing devices
should not be used on the side air bag
or curtain air bag systems.

*The SRS wiring harness or connectors
are yellow or orange for easy identifica-
tion.

When selling your vehicle, we request that
you inform the buyer about the side air
bags and curtain air bag systemand guide
the buyer to the appropriate sections in
this Owner’s Manual.

Seat belt with pretensioner(s)
(front seats)

WARNING
∙ The pretensioner(s) cannot be reused
after activation. They must be re-
placed together with the retractor
and buckle as a unit.

∙ If the vehicle becomes involved in a
collision but pretensioner(s) are not
activated, be sure to have the preten-
sioner system checked and, if neces-
sary, replaced. It is recommended that
you visit a NISSAN dealer for this
service.

∙ No unauthorized changes should be
made to any components or wiring of
the pretensioner system. This is to
prevent damage to or accidental acti-
vationof thepretensioner(s). Tamper-
ingwith thepretensioner systemmay
result in serious personal injury.

∙ It is recommended that you visit a
NISSANdealer forworkonandaround
thepretensioner system. It is also rec-
ommended that you visit a NISSAN
dealer for installation of electrical
equipment. Unauthorized electrical
test equipment and probing devices
should not be used on the preten-
sioner system.

∙ If you need to dispose of the preten-
sioner(s) or scrap the vehicle, it is rec-
ommended that you visit a NISSAN
dealer for this service. Incorrect dis-
posal procedures could cause per-
sonal injury.

The pretensioner system may activate
with the supplemental air bag system in
certain types of collisions.Working with the
seat belt retractor, the pretensioner(s) help
tighten the seat belt when the vehicle be-
comes involved in certain types of colli-
sions, helping to restrain front seat occu-
pants.

The pretensioner(s) are encasedwithin the
seat belt retractor and to the seat belt an-
chor affixed to the floor of the vehicle.
These seat belts are used the sameway as
conventional seat belts.
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Whenpretensioner(s) activate, smoke is re-
leased and a loud noisemay be heard. This
smoke is not harmful and does not indi-
cate a fire. Care should be taken not to
inhale it, as it may cause irritation and
choking. Those with a history of a breath-
ing condition should get fresh air promptly.
After the pretensioner(s’) activation, load
limiters allow the seat belt to release web-
bing (if necessary) to reduce forces against
the chest.

The supplemental air bag warning
light is used to indicate malfunctions
in the pretensioner system. For additional
information, refer to "Supplemental air bag
warning light" in this section. If the opera-
tion of the supplemental air bag warning
light indicates there is a malfunction, have
the system checked. It is recommended
that you visit a NISSAN dealer for this ser-
vice.
When selling your vehicle, we request that
you inform the buyer about the preten-
sioner system and guide the buyer to the
appropriate sections in this Owner’s
Manual.

1. SRS Air bag warning labels

The warning labels are located on the
surface of the sun visor.

SUPPLEMENTAL AIR BAG WARNING
LABELS
Warning labels about the supplemental
front-impact air bag system are placed in
the vehicle as shown in the illustration.

WARNING
Do not use a rear-facing child restraint
on a seat protected by an air bag in
front of it. If the air bag deploys, it may
cause serious injury or death.

WRS0885
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SUPPLEMENTAL AIR BAG WARNING
LIGHT
The supplemental air bag warning light,
displaying in the instrument panel,
monitors the circuits for the air bag sys-
tems, pretensioner(s) and all relatedwiring.
When the ignition switch is placed in theON
position, the supplemental air bagwarning
light illuminates for about 7 seconds and
then turns off. This means the system is
operational.

If any of the following conditions occur, the
front air bag, side air bag, curtain air bag
and pretensioner systems need servicing:

∙ The supplemental air bag warning light
remains on after approximately 7 sec-
onds.

∙ The supplemental air bag warning light
flashes intermittently.

∙ The supplemental air bag warning light
does not come on at all.

Under these conditions, the front air bag,
side air bag, curtain air bag or pretensioner
systems may not operate properly. They
must be checked and repaired. It is recom-
mended that you visit a NISSAN dealer for
this service.

WARNING
If the supplemental air bag warning
light is on, it could mean that the front
air bag, side air bag, curtain air bag
and/or pretensioner systems will not
operate in an accident. To help avoid
injury to yourself or others, have your
vehicle checkedassoonaspossible. It is
recommended that you visit a NISSAN
dealer for this service.

Repair and replacement
procedure
The front air bags, side air bags, curtain air
bags and pretensioner(s) are designed to
inflate on a one-time-only basis. As a re-
minder, unless it is damaged, the supple-
mental air bag warning light remains illu-
minatedafter inflationhasoccurred.These
systems should be repaired and/or re-
placed as soon as possible. It is recom-
mended that you visit a NISSAN dealer for
this service.

Whenmaintenancework is required on the
vehicle, the front air bags, side air bags,
curtain air bags, pretensioner(s) and re-
lated parts should be pointed out to the
person performing the maintenance. The
ignition switch should always be placed in
the LOCK positionwhenworking under the
hood or inside the vehicle.
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WARNING
∙ Once a front air bag, side air bag, or
curtain air bag has inflated, the air
bag module will not function again
and must be replaced. Additionally,
the activated pretensioner(s) must
also be replaced. The air bag module
and pretensioner(s) should be re-
placed. It is recommended that you
visit a NISSAN dealer for this service.
However, the air bagmodule and pre-
tensioner(s) cannot be repaired.

∙ The front air bag, side air bag, curtain
air bag systems and the pretensioner
system should be inspected if there is
any damage to the front end or side
portion of the vehicle. It is recom-
mended that youvisit aNISSANdealer
for this service.

∙ If you need to dispose of the supple-
mental air bag or pretensioner sys-
tems or scrap the vehicle, it is recom-
mended that you visit a NISSAN
dealer. Incorrect disposal procedures
could cause personal injury.

∙ If there is an impact to your vehicle
from any direction, your Occupant
Classification Sensor (OCS) should be
checked to verify it is still functioning
correctly. It is recommended that you
visit a NISSAN dealer for this service.
The OCS should be checked even if no
air bags deploy as a result of the im-
pact. Failure to verify proper OCS
functionmay result in an improper air
bag deployment resulting in injury or
death.
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1. Vents (P. 4-32)
2. Headlight/fog light (if so

equipped)/turn signal switch
(P. 2-40)

3. Instrument brightness control
(P. 2-43)

4. Driver supplemental air bag (P.1-53)
Horn (P. 2-45)

5. Meters and gauges (P. 2-4)
Warning and indicator lights
(P. 2-11)
Vehicle information display (P. 2-19)

6. Twin trip odometer reset switch
(P. 2-5)

7. Wiper and washer switch (P. 2-37)
Rear window wiper and washer
switch (P. 2-37)

8. Control panel*
9. Center display*

Navigation system*
(if so equipped)

10. Front passenger air bag status
light (P. 1-53)

11. Front passenger supplemental air
bag (P. 1-53)

12. Glove box (P. 2-58)
13. Automatic heater and air

conditioning controls (P. 4-33)
LII2409

INSTRUMENT PANEL
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14. Audio system controls*
15. Hazard warning flasher switch

(P. 6-2)
16. Push-button ignition switch

(P. 5-11)
17. Cruise control switches

(if so equipped) (P. 5-41)
Intelligent Cruise Control (ICC)
switches (if so equipped) (P. 5-43)

18. Tilt and telescopic steering wheel
control (P. 3-33)

19. Control panel and vehicle informa-
tion display switches (P. 2-20)
Bluetooth® Hands-Free Phone
System*

20. Hood release (P. 3-23)
21. Vehicle Dynamic Control (VDC) OFF

switch (P. 2-50)
TOWmode switch (P. 2-53)
Liftgate instrument panel switch
(if so equipped) (P. 3-23)
Warning systems switch
(if so equipped) (P. 2-51)
Heated steering wheel switch
(if so equipped) (P. 2-48)
Power inverter switch
(if so equipped) (P. 2-52)

*: Refer to the separate NissanConnect®
Owner’s Manual.

Refer to the page number indicated in
parenthesis for operating details.
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1. Tachometer
2. Warning and indicator lights
3. Vehicle information display

Odometer
Twin trip odometer

4. Speedometer
5. Fuel gauge
6. Engine coolant temperature gauge

SPEEDOMETER AND ODOMETER
This vehicle is equipped with a speedom-
eter and odometer. The speedometer is
located on the right side of themeter clus-
ter. The odometer is located within the ve-
hicle information display.

LIC3597

METERS AND GAUGES
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Speedometer
The speedometer indicates vehicle speed.

Odometer/Twin trip odometer
The odometer and the twin trip odometer
�1 are displayed in the vehicle information
display when the ignition switch is placed
in the ON position.

The odometer records the total distance
the vehicle has been driven.

The twin trip odometer records the dis-
tance of individual trips.

Changing the display

Push the TRIP RESET switch�2 on the right
side of the instrument panel to change the
display as follows:

Trip � Trip � Odometer Mile-
age � Trip

Resetting the trip odometer
Pushing the TRIP RESET switch�2 formore
than 1 second resets the currently dis-
played trip odometer to zero.

Average fuel economy and distance to
empty information is also available. For ad-
ditional information, refer to “Vehicle infor-
mation display” in this section.

LIC2218 LIC3460
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TACHOMETER
The tachometer indicates engine speed in
revolutions per minute (rpm). Do not rev
the engine into the red zone �1 .

CAUTION
Whenengine speed approaches the red
zone, reduce engine speed. Operating
the engine in the red zone may cause
serious engine damage.

ENGINE COOLANT TEMPERATURE
GAUGE
The gauge indicates the engine coolant
temperature.Theengine coolant tempera-
ture is within the normal range �1 when
the gauge needle points within the zone
shown in the illustration.

The engine coolant temperature varies
with the outside air temperature and driv-
ing conditions.

CAUTION
If the gauge indicates coolant tempera-
ture near the hot (H) end of the normal
range, reducevehicle speed todecrease
temperature. If the gauge is over the
normal range, stop the vehicle as soon
as safely possible. If the engine is over-
heated, continued operation of the ve-
hiclemay seriously damage the engine.
For additional information, refer to “If
your vehicle overheats” in the “In case
of emergency” section of this manual
for immediate action required.

LIC2219 LIC2220
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FUEL GAUGE
The gauge indicates the approximate fuel
level in the tank.

The gauge may move slightly during brak-
ing, turning, acceleration, or going up or
down hills.

The gauge needle returns to 0 (Empty) af-
ter the ignition switch is placed in the OFF
position.

The low fuel warning message shows in
the vehicle information display when the
amount of fuel in the tank is getting low.

Refill the fuel tank before the gauge reg-
isters 0 (Empty).
The indicates that the fuel-filler
door is located on the driver’s side of the
vehicle.

CAUTION

∙ If the vehicle runs out of fuel, the
Malfunction Indicator Light (MIL) may
come on. Refuel as soon as possible.
Aftera fewdriving trips, the light
should turn off. If the light remains on
after a few driving trips, have the ve-
hicle inspected. It is recommended
that you visit a NISSAN dealer for this
service.

∙ For additional information, refer to
“Malfunction Indicator Light (MIL)” in
this section.

DISTANCE TO EMPTY (DTE)
Displays the estimated distance the ve-
hicle can be driven before refueling. The
value is calculated based on recent fuel
economy, the amount of fuel remaining in
the fuel tank, and the actual fuel consump-
tion.

Changes in driving patterns or conditions
can cause the DTE value to vary. As a result,
the value displayedmay differ from the ac-
tual distance that can be driven.

DTE display will change to “---” when the
fuel level in the tank is getting low, prior to
the fuel gauge reaching 0 (Empty).

NOTE:

∙ The DTE value after refill is estimated
based on recent fuel economy and
amount of fuel added.

∙ If a small amount of fuel is added, or
the ignition is on during refueling, the
display may not be updated.

∙ Conditions that affect the fuel
economy will also affect the esti-
mated DTE value (city/highway driv-
ing, idle time, remote start time, ter-
rain, seasonal weather, added vehicle
weight, added deflectors, roof racks,
etc.).

LIC2222
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This unit measures terrestrial magnetism
and indicates the heading direction of the
vehicle.

With the ignition placed in the ON position,
press the button as described in the
charts below toactivate various featuresof
the automatic anti-glare rearview mirror.

Press and hold
the
button for
about:

Feature:
(Push button again for about
1 second to change settings)

1 second Compass display toggles on/off

8 seconds
Compass zone can be changed
to correct false compass read-
ings

10 seconds Compass enters calibration
mode

For additional information, refer to “Auto-
matic anti-glare rearview mirror” in the
“Pre-driving checks and adjustments” sec-
tion of this manual.

COMPASS DISPLAY
Press the button for about one sec-
ond when the ignition switch is placed in
the ON position to toggle the compass di-
rection display �1 on or off. The display will
indicate the direction that the vehicle is
heading.
N: North
E: East
S: South
W: West

If the display reads “C”, calibrate the com-
pass by driving the vehicle in three com-
plete circles at less than 5 mph (8 km/h).

Youcanalso calibrate the compassbydriv-
ing your vehicle on your everyday route.
The compass will be calibrated once it has
tracked three complete circles.

LIC1487

COMPASS (if so equipped)
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Zone variation change procedure
The difference between magnetic north
and geographical north is known as vari-
ance. In some areas, this difference can
sometimes be great enough to cause false
compass readings. Follow these instruc-
tions to set the variance for your particular
location if this happens:

1. Press and hold the button for
about 8 seconds. The current zone
number will appear in the display. Re-
lease the button.

2. Find your current location on the zone
map. Refer to the illustration.

3. Press the button repeatedly to
toggle through the zone numbers until
the desired number appears in the dis-
play. Once you have selected a zone
number, the display will show a com-
pass direction within a few seconds.

NOTE:

Use zone number 5 for Hawaii.

Inaccurate compass direction
The compass display is equipped with au-
tomatic correction function. If the correct
direction is not shown, follow this proce-
dure.WIC0355
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1. With the display turned on, press and
hold the button for about 9 sec-
onds. The display will read “C.”

2. Calibrate the compass by driving the
vehicle in three complete circles at a
maximum speed of 5 mph (8 km/h).

3. After completing the circles the display
should return to normal.

∙ If the compass deviates from the cor-
rect indication soon after repeated ad-
justment, have the systemchecked. It is
recommended that you visit a NISSAN
dealer for this service.

∙ The compassmay not indicate the cor-
rect compass point in tunnels or while
driving up or down a steep hill. (The
compass returns to the correct com-
pass point when the vehicle moves to
an area where the geomagnetism is
stabilized.)

CAUTION
∙ Do not install a ski rack, antenna, etc.,
which are attached to the vehicle by
means of a magnet. They affect the
operation of the compass.

∙ When cleaning themirror, use a paper
towel or similar material dampened
with glass cleaner. Do not spray glass
cleaner directly on the mirror as it
may cause the liquid cleaner to enter
themirror housing.
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or Anti-lock Braking System (ABS)
warning light

Seat belt warning light and chime Overdrive OFF indicator light

Automatic Emergency Braking (AEB) system
warning light

Supplemental air bag warning light Security indicator light

or Brake warning light Front fog light indicator light
(if so equipped)

Side light and headlight indicator light
(green)

Charge warning light Front passenger air bag status light Slip indicator light

Low tire pressure warning light High beam indicator light (blue) TOWmode ON indicator light

Master warning light Hill descent control system ON
indicator light (if so equipped)

Turn signal/hazard indicator lights

Power steering warning light Malfunction Indicator Light (MIL) Vehicle Dynamic Control (VDC) OFF
indicator light

CHECKING LIGHTS
With all doors closed, apply the parking
brake, fasten the seat belts and place the
ignition switch in the ON position without
starting the engine. The following lights (if
so equipped) will come on:

, or , ,

The following lights (if so equipped) will
come on briefly and then go off:

or , , , , ,

, ,
If any light does not come on or operate in
away other than described, it may indicate
a burned-out bulb and/or a system mal-

function. Have the system checked. It is
recommended that you visit a NISSAN
dealer for this service.

Some indicators andwarningsarealsodis-
played on the vehicle information display
between the speedometer and tachom-
eter. For additional information, refer to “Ve-
hicle information display” in this section.

WARNING LIGHTS, INDICATOR LIGHTS
AND AUDIBLE REMINDERS
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WARNING LIGHTS
For additional information on warnings
and indicators, refer to “Vehicle information
display” in this section.

or Anti-lock Braking
System (ABS)
warning light

When the ignition switch is placed in theON
position, the ABS warning light illuminates
and then turns off. This indicates the ABS is
operational.

If the ABS warning light illuminates while
the engine is running or while driving, it
may indicate the ABS is not functioning
properly. Have the system checked. It is
recommended that you visit a NISSAN
dealer for this service.

If an ABS malfunction occurs, the anti-lock
function is turned off. The brake system
then operates normally but without anti-
lock assistance. For additional information,
refer to “Brake system” in the “Starting and
driving” section of this manual.

Automatic Emergency
Braking (AEB) system
warning light

This light comes on when the ignition
switch is placed in the ON position. It illumi-
nates briefly and then turns off.

This light illuminates when the AEB system
is set to OFF in the vehicle information dis-
play.

If the light illuminates when the AEB sys-
tem is on, itmay indicate that the system is
unavailable. For additional information, re-
fer to “Automatic EmergencyBraking (AEB)”
in the “Starting and driving” section of this
manual.

or Brake warning
light

This light functions for both the parking
brake and the foot brake systems.

Parking brake indicator

When the ignition switch is placed in theON
position, this light comes on when the
parking brake is applied.

Low brake fluid warning light

When the ignition switch is placed in theON
position, the light warns of a low brake fluid
level. If the light comes on while the engine
is running with the parking brake not ap-
plied, stop the vehicle and perform the fol-
lowing:

1. Check the brake fluid level. Add brake
fluid as necessary. For additional infor-
mation, refer to “Brake fluid” in the “Do-
it-yourself ” section of this manual.

2. If the brake fluid level is correct, have
the warning system checked. It is rec-
ommended that you visit a NISSAN
dealer for this service.

WARNING
∙ Your brake system may not be work-
ing properly if the warning light is on.
Driving could be dangerous. If you
judge it to be safe, drive carefully to
the nearest service station for repairs.
Otherwise, have your vehicle towed
because driving it could be
dangerous.
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∙ Pressing the brake pedal with the en-
gine stopped and/or a low brake fluid
level may increase your stopping dis-
tance and braking will require greater
pedal effort as well as pedal travel.

∙ If the brake fluid level is below the
MINIMUM or MIN mark on the brake
fluid reservoir, do not drive until the
brake system has been checked. It is
recommended that you visit a NISSAN
dealer for this service.

Charge warning light

If this light comes on while the engine is
running, it may indicate the charging sys-
tem is not functioning properly. Turn the
engine off and check the generator belt. If
the belt is loose, broken, ormissing, or if the
light remains on, have the systemchecked.
It is recommended that you visit a NISSAN
dealer for this service.

CAUTION
Do not continue driving if the generator
belt is loose, broken or missing.

Low tire pressure warning
light

Your vehicle is equipped with a Tire Pres-
sure Monitoring System (TPMS) that moni-
tors the tire pressure of all tires except the
spare.

The low tire pressure warning light warns
of low tire pressure or indicates that the
TPMS is not functioning properly.

After the ignition switch is placed in the ON
position, this light illuminates for about
1 second and turns off.

Low tire pressure warning

If the vehicle is being drivenwith low tire
pressure, the warning light will illumi-
nate. A “Tire Pressure Low - Add Air”
warning also appears in the vehicle in-
formation display.

When the low tire pressure warning light
illuminates, you should stop and adjust
the tire pressure of all four tires to the
recommendedCOLDtirepressureshown
on the Tire and Loading Information la-
bel located in the driver’s door opening.
The low tire pressure warning light does
not automatically turn off when the tire
pressure is adjusted. After the tire is in-
flated to the recommended pressure,

the vehicle must be driven at speeds
above 16 mph (25 km/h) to activate the
TPMS and turn off the low tire pressure
warning light. Use a tire pressure gauge
to check the tire pressure.

The “Tire Pressure Low - Add Air” warning
appears each time the ignition switch is
placed in theONposition as longas the low
tire pressure warning light remains illumi-
nated.

For additional information, refer to “Vehicle
information display” in this section, “Tire
Pressure Monitoring System (TPMS)” in the
“Starting and driving” and “In case of emer-
gency” sections of this manual.

TPMSmalfunction

If the TPMS is not functioning properly, the
low tire pressure warning light will flash for
approximately 1 minute when the ignition
switch is placed in the ON position. The
light will remain on after 1minute. Have the
system checked. It is recommended that
you visit a NISSAN dealer for this service.
The "Tire Pressure Low — Add Air" warning
does not appear if the low tire pressure
warning light illuminates to indicate a
TPMS malfunction.
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For additional information, refer to “Tire
Pressure Monitoring System (TPMS)” in the
“Starting and driving” section and “Tire
pressure” in the “Do-it-yourself ” section of
this manual.

WARNING
∙ Radio waves could adversely affect
electric medical equipment. Those
who use a pacemaker should contact
the electric medical equipment
manufacturer for the possible influ-
ences before use.

∙ If the light does not illuminate with
the ignition switch placed in the ON
position, have the vehicle checked as
soon as possible. It is recommended
that you visit a NISSAN dealer for this
service.

∙ If the light illuminates while driving,
avoid sudden steering maneuvers or
abrupt braking, reduce vehicle speed,
pull off the road to a safe location and
stop the vehicle as soon as possible.
Driving with under-inflated tires may
permanentlydamage the tires and in-
crease the likelihoodof tire failure.Se-
rious vehicle damage could occur and
may lead to an accident and could re-
sult in serious personal injury or
death. Check the tire pressure for all
four tires. Adjust the tire pressure to
the recommended COLD tire pressure
shown on the Tire and Loading Infor-
mation label located in the driver’s
dooropening to turn the low tirepres-
sure warning light off. If the light still
illuminates while driving after adjust-
ing the tire pressure, a tiremay be flat
or theTPMSmaybemalfunctioning. If
you have a flat tire, replace it with a
spare tireas soonaspossible. If no tire
is flat and all tires are properly in-
flated, have the vehicle checked. It is
recommended that you visit a NISSAN
dealer for this service.

∙ When replacing a wheel without the
TPMS such as the spare tire, the TPMS
will not function and the low tire pres-
sure warning light will flash for ap-
proximately 1minute. The lightwill re-
main on after 1 minute. Have your
tires replaced and/or TPMS system
reset as soon as possible. It is recom-
mended that youvisit aNISSANdealer
for these services.

∙ Replacing tires with those not origi-
nally specified by NISSAN could affect
the proper operation of the TPMS.

CAUTION
∙ The TPMS is not a substitute for the
regular tire pressure check. Be sure to
check the tire pressure regularly.

∙ If the vehicle is being driven at speeds
of less than 16 mph (25 km/h), the
TPMSmay not operate correctly.

∙ Be sure to install the specified size of
tires to the four wheels correctly.
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Master warning light

When the ignition is in the ON position, the
master warning light illuminates if any of
the following are displayed on the vehicle
information display.

∙ No key warning

∙ Low fuel warning

∙ Low windshield-washer fluid warning

∙ Parking brake release

∙ Door open warning

∙ Low tire pressure warning

For additional information, refer to “Vehicle
information display” in this section.

Power steering warning
light

WARNING
∙ If the engine is not running or is
turnedoffwhile driving, thepower as-
sist for the steering will not work.
Steering will be harder to operate.

∙ When the power steering warning
light illuminates with the engine run-
ning, there will be no power assist for
the steering. You will still have control
of the vehicle, but the steering will be
harder to operate. Have the power
steering system checked. It is recom-
mended that youvisit aNISSANdealer
for this service.

When the ignition switch is placed in theON
position, the power steering warning light
illuminates. After starting the engine, the
power steering warning light turns off. This
indicates thepower steering is operational.

If the power steering warning light illumi-
nates while the engine is running, it may
indicate thepower steering is not function-
ing properly and may need servicing. Have
the power steering checked. It is recom-
mended that you visit a NISSAN dealer for
this service.

When the power steering warning light illu-
minates with the engine running, there will
be no power assist for the steering, but you
will still have control of the vehicle. At this
time, greater steering effort is required to
operate the steering wheel, especially in
sharp turns and at low speeds.

For additional information, refer to “Power
steering” in the “Starting and driving” sec-
tion of this manual.

Seat belt warning light and
chime

The light and chime remind you to fasten
your seat belts. The light illuminates when-
ever the ignition switch is placed in the ON
or START position and remains illuminated
until the driver’s seat belt is fastened. At the
same time, the chime sounds for about
6 seconds unless the driver’s seat belt is
securely fastened.

The seat belt warning lightmay also illumi-
nate if the front passenger’s seat belt is not
fastened when the front passenger’s seat
is occupied. For 7 seconds after the ignition
switch is placed in theON position, the sys-
tem does not activate the warning light for
the front passenger.

For additional information, refer to “Seat
belts” in the “Safety—Seats, seat belts and
supplemental restraint system” section of
this manual.
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Supplemental air bag
warning light

When the ignition switch is placed in theON
or START position, the supplemental air
bag warning light illuminates for about
7 seconds and then turns off. This means
the system is operational.

If any of the following conditions occur, the
front air bag, side air bag, curtain air bag,
and pretensioner seat belt systems need
servicing:

∙ The supplemental air bag warning light
remains on after approximately 7 sec-
onds.

∙ The supplemental air bag warning light
flashes intermittently.

∙ The supplemental air bag warning light
does not come on at all.

It is recommended that you visit a NISSAN
dealer for these services.

Unless checked and repaired, the supple-
mental restraint system (air bag system)
and/or the pretensioner(s) may not func-
tionproperly. For additional information, re-
fer to “Supplemental Restraint System

(SRS)” in the “Safety—Seats, seat belts and
supplemental restraint system” section of
this manual.

WARNING
If the supplemental air bag warning
light is on, it could mean that the front
air bag, side air bag, curtain air bag
and/or pretensioner systems will not
operate in an accident. To help avoid
injury to yourself or others, have your
vehicle checkedassoonaspossible. It is
recommended that you visit a NISSAN
dealer for this service.

INDICATOR LIGHTS
For additional information, refer to “Vehicle
information display” in this section.

Front fog light indicator
light (if so equipped)

The front fog light indicator light illumi-
nates when the front fog lights are on. For
additional information, refer to “Fog light
switch” in this section.

Front passenger air bag
status light

The front passenger air bag status lightwill
be lit and thepassenger front air bagwill be
off depending on how the front passenger
seat is being used.

For additional information, refer to “Front
passenger air bag and status light” in the
“Safety — Seats, seat belts and supplemen-
tal restraint system” section of thismanual.

High beam indicator light
(blue)

This blue light comes on when the head-
light highbeamsareonandgoesoutwhen
the low beams are selected.

The high beam indicator light also comes
on when the passing signal is activated.

Hill descent control system
ON indicator light (if so
equipped)

When the ignition switch is placed in theON
position, this light comes on briefly and
then turns off.

The light comes on when the hill descent
control system is activated.

2-16 Instruments and controls



If the hill descent control switch is on and
the indicator light blinks, the system is not
engaged.

If the indicator light does not come on
when the hill descent switch is on, the sys-
temmay not be functioning properly. Have
the system checked. It is recommended
that you visit a NISSAN dealer for this ser-
vice.

For additional information, refer to “Hill de-
scent control switch” in this sectionand “Hill
descent control system” in the “Starting
and driving” section of this manual.

Malfunction Indicator Light
(MIL)

If this indicator light comes on steady or
blinks while the engine is running, it may
indicate a potential emission control mal-
function.

The MIL may also come on steady if the
fuel-filler cap is loose or missing, or if the
vehicle runs out of fuel. Check tomake sure
the fuel-filler cap is installed and closed
tightly, and that the vehicle has at least
3 gallons (11.4 liters) of fuel in the fuel tank.

After a few driving trips, the light
should turn off if no other potential emis-
sion control system malfunction exists.
If this indicator light comes on steady for
20 seconds and then blinks for 10 seconds
when the engine is not running, it indicates
that the vehicle is not ready for anemission
control system inspection/maintenance
test. For additional information, refer to
“Readiness for Inspection/Maintenance
(I/M) test” in the “Technical and consumer
information” section of this manual.

Operation

The MIL will come on in one of two ways:

∙ MIL on steady — An emission control
system malfunction has been de-
tected. Check the fuel-filler cap if the
Loose Fuel Cap warning appears in the
vehicle information display. If the fuel-
filler cap is loose or missing, tighten or
install the cap and continue to drive the
vehicle. The light should turn off
after a few driving trips. If the light
does not turn off after a few driving
trips, have the vehicle inspected. It is
recommended that you visit a NISSAN
dealer for this service. You do not need
to have your vehicle towed to the
dealer.

∙ MIL blinking — An engine misfire has
been detected which may damage the
emission control system. To reduce or
avoid emission control system dam-
age:

– do not drive at speeds above
45 mph (72 km/h).

– avoid hard acceleration or decelera-
tion.

– avoid steep uphill grades.

– if possible, reduce the amount of
cargo being hauled or towed.

The MIL may stop blinking and come on
steady. Have the vehicle inspected. It is rec-
ommended that you visit a NISSAN dealer
for this service. You do not need to have
your vehicle towed to the dealer.

CAUTION
Continued vehicle operation without
having the emission control system
checked and repaired as necessary
could lead to poor driveability, reduced
fuel economy, and possible damage to
the emission control system.
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Overdrive OFF indicator
light

The overdrive OFF indicator light illuminates
when the overdrive OFF mode is selected.

For additional information, refer to “Driving
the vehicle” in the “Startinganddriving” sec-
tion of this manual.

Security indicator light

This light blinks when the ignition switch is
placed in the OFF, LOCK or ACC position.

The blinking security indicator light indi-
cates that the security systems equipped
on the vehicle are operational.

For additional information, refer to “Security
systems” in this section.

Side light and headlight
indicator light (green)

The side light and headlight indicator light
illuminates when the side light or head-
lights are on (not including the Daytime
Running Lights system or signature lights).
If the headlight switch is in the AUTO posi-
tion, the side light and headlight indicator
light will illuminate when the headlights

turn on. For additional information, refer to
“Headlight and turn signal switch” in this
section.

Slip indicator light

This indicator light will blink when the Ve-
hicle Dynamic Control (VDC) system is op-
erating, thus alerting the driver to the fact
that the road surface is slippery and the
vehicle is nearing its traction limits.

You may feel or hear the system working;
this is normal.

The light will blink for a few seconds after
the VDC system stops limiting wheel spin.

The indicator light also comes on
when you place the ignition switch in the
ON position. The light will turn off after ap-
proximately 2 seconds if the system is op-
erational. If the light does not come on
have the system checked. It is recom-
mended that you visit a NISSAN dealer for
this service.

TOWmode ON indicator
light

This light comes on when the tow mode
function is on.

For additional information, refer to “Tow
mode switch” in this section.

Turn signal/hazard
indicator lights

Theappropriate light flasheswhen the turn
signal switch is activated.

Both lights flash when the hazard switch is
turned on.

Vehicle Dynamic Control
(VDC) OFF indicator light

This indicator light comes on when the
VDC OFF switch is pushed to off. This indi-
cates the VDC system has been turned off.

Push theVDCOFF switch again or restart the
engine and the systemwill operate normally.
For additional information, refer to “Vehicle
Dynamic Control (VDC) system” in the “Start-
ing and driving” section of this manual.

The VDC OFF indicator light also comes on
when you place the ignition switch in the
ON position. The light will turn off after
about 2 seconds if the system is opera-
tional. If the light stays on or comes on
along with the indicator light while
you are driving, have the VDC system
checked. It is recommended that you visit a
NISSAN dealer for this service.
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While the VDC system is operating, you
might feel a slight vibration or hear the sys-
tem working when starting the vehicle or
accelerating, but this is normal.

AUDIBLE REMINDERS
Brake pad wear warning
The disc brake pads have audible wear
warnings. When a disc brake pad requires
replacement, it makes a high pitched
scraping sound when the vehicle is in mo-
tion, whether or not the brake pedal is de-
pressed. Have the brakes checked as soon
as possible if the warning sound is heard. It
is recommended that you visit a NISSAN
dealer for this service.

Key reminder chime (if so
equipped)
A chime sounds if the driver’s door is
opened while the ignition switch is placed
in the ACC or OFF position or placed in the
OFF or LOCK position with the Intelligent
Key left in the vehicle. Make sure the igni-
tion switch is placed in the LOCK position,
and take the Intelligent Key with you when
leaving the vehicle.

Light reminder chime
With the ignition switch placed in the OFF
position, a chime sounds when the driver’s
door is opened if the headlights or parking
lights are on.

Turn the headlight control switch off or to
AUTO before leaving the vehicle.

NISSAN Intelligent Key® door
buzzer
The Intelligent Key door buzzer sounds if
any one of the following improper opera-
tions is found.

∙ The Intelligent Key is left inside the ve-
hicle when locking the doors.

∙ The Intelligent Key is taken outside the
vehicle when operating the vehicle.

When the buzzer sounds, be sure to check
both the vehicle and the Intelligent Key. For
additional information, refer to “NISSAN In-
telligent Key®” in the “Pre-driving checks
and adjustments” section of this manual.

The vehicle information display is located
to the left of the speedometer. It displays
such items as:

∙ Vehicle settings

∙ Trip computer information

∙ Drive system warnings and settings (if
so equipped)

∙ Blind SpotWarning (BSW) information (if
so equipped)

∙ Rear Cross Traffic Alert (RCTA) (if so
equipped)

LIC2205

VEHICLE INFORMATION DISPLAY

Instruments and controls 2-19



∙ Cruise control system information (if so
equipped)

∙ Intelligent Cruise Control (ICC) system
information (if so equipped)

∙ NISSAN Intelligent Key® (if so equipped)
operation information

∙ Indicators and warnings

∙ Tire Pressure information

HOW TO USE THE VEHICLE
INFORMATION DISPLAY
The vehicle information display can be
navigated using the , , ENTER ,
and buttons located on the steering
wheel.
1. — select/enter the vehicle infor-

mation display menu items or to
change from one display screen to the
next (i.e. trip, settings, fuel economy)

2. — navigate through the items in
the vehicle information display

ENTER — change or select an item in
the vehicle information display

3. — go back to the previous menu
The ENTER and buttons also control
audio and control panel functions. For ad-
ditional information, refer to the separate
NissanConnect® Owner’s Manual.

STARTUP DISPLAY
When the vehicle in placed in theONor ACC
position the screens that display in the ve-
hicle information include:

∙ Active system status (if so equipped)

∙ Trip computer

∙ Fuel economy

∙ Distance to empty

∙ Tire pressure information

∙ 4WD (if so equipped)

∙ Navigation (if so equipped)

∙ Audio

∙ Warnings

Warnings will only display if there are any
present. For additional information on
warnings and indicators refer to “Vehicle
information display warnings and indica-
tors” in this section.
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To control what items display in the vehicle
informationdisplay, refer to “Mainmenu se-
lection” in this section.

RESETTING THE TRIP COMPUTER

1. Press the button until you reach
the trip computer mode.

2. Press the button again for more
than 1.5 seconds to reset average fuel
consumption, average speed, distance
to empty, and journey time.

SETTINGS
The settingmodeallows you to change the
information displayed in the vehicle infor-
mation display:

∙ Driver Assistance

∙ Vehicle Settings

∙ Main Menu Selection

∙ Body Color

∙ Maintenance

∙ Alarms

∙ Language

∙ Unit

∙ Welcome Effect

∙ Factory Reset

Driver Assistance
Thedriver assistancemenuallows theuser
to change the various driving aids, parking
aids and braking features.

Menu item Result
Driving Aids (if so equipped) Displays available driving aids.

Blind Spot Allows user to turn Blind Spot Warning (BSW) and Rear Cross Traffic Alert (RCTA) systems on or off. For additional
information, refer to “Blind Spot Warning (BSW)” and “Rear Cross Traffic Alert (RCTA)” in the “Starting and driving”
section of this manual.

Parking Aids Displays available parking aids.
Sensor Allows user to turn the parking sensor on or off.
Display Allows user to turn the parking sensor display on or off.
Volume Allows user to change the volume of the parking aid chimes.
Range Allows user to select the range in which the parking sensors will activate.

Emergency Braking Displays the available emergency braking options.
System Allows user to turn the emergency braking system on or off.
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Vehicle Settings
The vehicle settings menu allows the user
to change the settings for lights, wipers,
locking, keys, and other vehicle settings.

Menu item Result
Rear Door Alert Displays the available Rear Door Alert options.

Off When selected, no alert or horn will be active.
Alert & Horn When selected, the alert is displayed; and the horn sounds.
Alert Only When selected, only the alert is displayed.

Welcome Light (if so equipped) Allows user to turn the welcome light on or off.
Auto Room Lamp Allows user to turn the auto room lamp on or off.
Light Sensitivity Allows user to change when the lights illuminate based on the brightness outside the vehicle.
Light Off Delay (if so equipped) Allows user to change the duration of time that the automatic headlights stay on after the vehicle is shut off.
Wiper with Speed (if so equipped) Allows user to turn the wiper with speed feature on or off.
I-Key Door Lock (if so equipped) Allows user to turn I-key door lock on or off. When turned on, the request switch on the door is activated.
Selective Unlock Allows user to turn selective unlock feature on or off. When this item is turned on, only the driver’s door is un-

locked first after the door unlock operation. When the door handle request switch on the driver’s or front passen-
ger’s side door is pushed to be unlocked, only the corresponding door is unlocked first. All the doors can be un-
locked if the door unlock operation is performed again within 1 minute. When this item is turned off, all the doors
will be unlocked after the door unlock operation is performed once.

Auto Door Unlock Displays the available door unlock options.
Off When selected, doors will have to be manually unlocked.
IGN Off When selected, doors will unlock when the ignition is off.
Shift into P When selected, doors will unlock when the vehicle is shifted into P (Park).

Answer Back Horn Allows user to turn the answer back horn feature on or off.
Remote Start (if so equipped) Allows user to turn the Remote Engine Start feature on or off. When turned off, the vehicle cannot be started

remotely.
Battery Saver Allows user to turn the battery saver feature on or off.
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Menu item Result
Exit Seat Slide (if so equipped) When the exit seat slide is on the driver’s seat will move backward for easy exit when the ignition switch is placed

in the OFF position and the driver’s door is opened. After getting into the vehicle and placing the ignition switch in
the ACC position, the driver’s seat will move to the previous set position.
For additional information, refer to “Automatic drive positioner” in the “Pre-driving checks and adjustments” sec-
tion of this manual.

Exit Steering Up (if so equipped) When the exit steering up feature is turned on, the steering wheel moves upward for easy exit when the ignition
switch is in the OFF position and the driver’s door is opened. After getting into the vehicle and placing the ignition
switch in the ACC position, the steering wheel moves to the previous position.
For additional information, refer to “Automatic drive positioner” in the “Pre-driving checks and adjustments” sec-
tion of this manual.

Main Menu Selection
Themainmenu selectionmenu allows the
user to customize the information that ap-
pears in the vehicle information display
when the ignition is placed in the ON posi-
tion.

Menu item Result
Tire Pressures Allows user to turn the tire pressures display on or off.
Audio Allows user to turn the audio display on or off.
Navigation (if so equipped) Allows user to turn the navigation display on or off.
Driver Assistance Allows user to turn the driver assistance display on or off.
Trip Computer Allows user to turn the trip computer display on or off.
4WD (if so equipped) Allows user to turn the 4WD display on or off.
Fuel Economy Allows user to turn the fuel economy display on or off.
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Body Color
The body color menu allows the user to
select the color of vehicle that appears in
the vehicle information display.

Menu item Result
Body Color Displays the available colors for the vehicle in the vehicle information display.
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Maintenance
Themaintenance menu allows the user to
set reminders for various vehicle mainte-
nance items.

WARNING
The tire replacement indicator is not a
substitute for regular tire checks, in-
cluding tire pressure checks. For addi-
tional information, refer to “Changing
wheels and tires” in the “Do-it-yourself”
section of thismanual.Many factors in-
cluding tire inflation, alignment, driving
habits and road conditions affect tire
wear and when tires should be re-
placed. Setting the tire replacement in-
dicator for a certain driving distance

does not mean your tires will last that
long. Use the tire replacement indicator
as a guide only and always perform
regular tire checks. Failure to perform
regular tire checks, including tire pres-
sure checks could result in tire failure.
Serious vehicle damage could occur
andmay lead to a collision, which could
result in serious personal injury or
death.

Menu item Result
Service This indicator appears when the customer set distance is reached for checking or replacing maintenance items

other than the engine oil, oil filter and tires. Other maintenance items can include such things as air filter or tire
rotation. You can set or reset the distance for checking or replacing the items. You can set or reset the distance
for service type items.
For scheduled maintenance items and intervals, refer to the “Maintenance and schedules” section of this manual.

Tire This indicator appears when the customer set distance is reached for replacing tires. You can set or reset the dis-
tance for replacing tires.

Other This indicator appears when the customer set distance is reached for checking or replacing maintenance items
other than the engine oil, oil filter and tires. Other maintenance items can include such things as air filter or tire
rotation. The distance for checking or replacing the items can be set or reset.
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Alarms
The alarms menu allows the user to set
various alerts.

Menu item Result
Outside Temp. Allows user to turn the outside temp. alarm on or off.
Timer Alert Allows user to set the timer alert for a specific interval.

Language
The language menu allows the user to
change the languages displayed in the ve-
hicle information display.

Menu item Result
Language Displays available language options for the vehicle information display.

Unit
The unit menu allows the user to custom-
ize the information that appears in the ve-
hicle information display.

Menu item Result
Mileage Displays available mileage options shown in the vehicle information display.
Tire Pressures (if so equipped) Displays available tire pressures options shown in the vehicle information display.
Temperature Displays available temperature options shown in the vehicle information display.

2-26 Instruments and controls



Welcome Effect
The welcome effect menu allows the user
to control the welcome effect feature.

Menu item Result
Welcome Effect Allows user to turn the welcome effect feature on or off.

Factory Reset
The factory reset menu allows the user to
restore the vehicle information display set-
tings to factory status.

Menu item Result
Factory Reset Allows user to reset the vehicle information display settings to the original factory settings. Once selected,

the user can confirm or cancel the reset.
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VEHICLE INFORMATION DISPLAY
WARNINGS AND INDICATORS
1. No Key Detected

2. Key ID Incorrect

3. Key low battery

4. I-Key System Error: See Owner’s
Manual

5. Key Registration Complete

6. Shift to Park

7. Push ignition to OFF

8. Push brake and start switch to drive

9. Engine start operation for Intelligent
Key system (if I-Key battery is low)

10. Release Parking Brake

11. Low Fuel

12. Loose Fuel Cap

13. Low Oil Pressure: See Owner’s Manual

14. LowWasher Fluid

15. Tire Pressure Low - Add Air

16. TPMS Error: See Owner’s Manual

17. Intelligent 4x4 indicators (if so equipped)

18. 4WD Error: See Owner’s Manual (if so
equipped)

19. Door Open

20. Liftgate Open

21. Timer Alert – Have a break?

22. Low Outside Temperature

23. Power will turn off to save the battery

24. Power turned off to save the battery

25. Reminder: Turn OFF headlights

26. Headlight System Error: See Owner’s
Manual (if so equipped)

27. Parking Sensor Error: See Owner’s
Manual

28. Blind Spot Warning (BSW) and Rear
Cross Traffic Alert (RCTA) indicator (if so
equipped)

29. Malfunction: See Owner’s Manual (if so
equipped)

30. Side RadarObstruction (if so equipped)

31. Cruise control indicator (if so equipped)

32. Intelligent Cruise Control (ICC) indicator
(if so equipped)

33. Shipping Mode On Push Storage Fuse

34. Transmission Shift Position indicator

35. CVT Error: See Owner’s Manual

36. Unavailable: Front Radar Obstruction (if
so equipped)

37. Rear Door Alert is activated

38. Check Back Seat For All Articles

39. Automatic Emergency Braking (AEB)
indicator

No Key Detected

This warning appears when the Intelligent
Key is left outside the vehicle with the igni-
tion switch in the ON position. Make sure
the Intelligent Key is inside the vehicle.

For additional information, refer to “NISSAN
Intelligent Key®” in the “Pre-driving checks
and adjustments” section of this manual.

Key ID Incorrect

This warning appears when the ignition
switch is placed from the OFF position and
the Intelligent Key is not recognized by the
system. You cannot start the engine with
an unregistered key.

For additional information, refer to “NISSAN
Intelligent Key®” in the “Pre-driving checks
and adjustments” section of this manual.
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Key low battery

This indicator illuminates when the Intelli-
gent Key battery is running out of power.

If this indicator illuminates, replace the bat-
tery with a new one. For additional infor-
mation, refer to “Battery replacement” in
the “Do-it-yourself ” section of this manual.

I-Key System Error: See Owner’s Manual

After the ignition switch is pushed to the
ONposition, this light comeson for aperiod
of time and then turns off.

The I-Key System Error message warns of
a malfunction with the Intelligent Key sys-
tem. If the light comes on while the engine
is stopped, it may be impossible to start
the engine.

If the light comes on while the engine is
running, you candrive the vehicle. However,
in these cases, have the system checked. It
is recommended that you visit a NISSAN
dealer for this service.

Key Registration Complete

This appears when a new Intelligent Key is
registered to the vehicle.

Shift to Park

This warning illuminates when the ignition
switch is in the ACCorOFF position and the
shift lever is not in theP (Park) position. Also,
a chime soundswhen the ignition switch is
in the ACC or OFF position.

If this warning illuminates, move the shift
lever to the P (Park) position and start the
engine.

Push ignition to OFF

After the Push ignition to OFF warning illu-
minates, the warning will illuminate if the
ignition switch is placed in the ACCposition
when the shift lever ismoved to the P (Park)
position.

To turn off the Push warning, place the ig-
nition switch in the ON position and then in
the LOCK position.

Push brake and start switch to drive

This indicator appears when the shift lever
is in the P (Park) position.

This indicator also appears when the ve-
hicle has been started using the Remote
Engine Start (if so equipped) function.

This indicator means that the engine will
start by pushing the ignition switch with

the brake pedal depressed. You can start
the engine fromany position of the ignition
switch.

Engine start operation for Intelligent
Key system (if I-Key battery level is low)

This indicator appears when the battery of
the Intelligent Key is low and when the In-
telligent Key systemand the vehicle are not
communicating normally.

If this appears, touch the ignition switch
with the Intelligent Key while depressing
the brake pedal. For additional information,
refer to “NISSAN Intelligent Key®battery dis-
charge” in the “Starting and driving” section
of this manual.

Release Parking Brake

This warning illuminates in the message
area of the vehicle information display
when the parking brake is set and the ve-
hicle is driven.

Low Fuel

This warning illuminates when the fuel level
in the fuel tank is getting low. Refuel as soon
as it is convenient, preferably before the fuel
gauge reaches 0 (Empty). There will be a
small reserve of fuel in the tank when the
fuel gauge needle reaches 0 (Empty).
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Loose Fuel Cap

This warning appears when the fuel-filler
cap is not tightened correctly after the ve-
hicle has been refueled. For additional in-
formation, refer to “Fuel-filler cap” in the
“Pre-driving checks and adjustments” sec-
tion of this manual.

Low Oil Pressure: See Owner’s Manual

This warning appears in themessage area
of the vehicle information display if low oil
pressure is detected. This gauge is not de-
signed to indicate low oil level. The low oil
pressurewarning isnotdesigned to indi-
cate a low oil level. Use the dipstick to
check the oil level. For additional informa-
tion, refer to “Engine oil” in the “Do-it-
yourself ” section of this manual.

LowWasher Fluid

This warning illuminates when the
windshield-washer fluid is at a low level.
Add windshield-washer fluid as necessary.
For additional information, refer to
“Windshield-washer fluid” in the “Do-it-
yourself ” section of this manual.

Tire Pressure Low - Add Air

This warning appears when the low tire
pressure warning light in the meter illumi-

natesand low tirepressure is detected.The
warning appears each time the ignition
switch is placed in the ON position as long
as the low tire pressure warning light re-
mains illuminated. If this warning appears,
stop the vehicle and adjust the tire pres-
sures of all four tires to the recommended
COLD tire pressure shown on the Tire and
Loading Information label. For additional
information, refer to “Low tire pressure
warning light” in this section and “Tire Pres-
sure Monitoring System (TPMS)” in the
“Starting and driving” section of this
manual.

TPMS Error: See Owner’s Manual

This warning appears when there is an er-
ror with your TPMS. If this warning comes
on, have the system checked. It is recom-
mended that you visit a NISSAN dealer for
this service.

Intelligent 4x4 indicators (if so
equipped)

These indicators show the Intelligent 4x4
system status while the engine is running.

For additional information, refer to “Intelli-
gent 4x4 (I-4x4)” in the “Starting and driving”
section of this manual.

4WD Error: See Owner’s Manual (if so
equipped)

This warning appears when the 4-wheel
drive system is not functioning properly.
For additional information, refer to “Intelli-
gent 4x4 (I-4x4)” in the “Starting and driving”
section of this manual.

Door Open

This warning illuminates when a door has
been opened.

Liftgate Open

This warning illuminates when the liftgate
has been opened.

Timer Alert — Have a break?

This indicator appearswhen the set time is
reached. The time can be set up to six
hours. For additional information, refer to
“Settings” in this section.

Low Outside Temperature

This warning appears if the outside tem-
perature is below 37°F (3°C). The tempera-
ture canbe changed todisplay inCelsius or
Fahrenheit. For additional information, re-
fer to “Settings” in this section.
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Power will turn off to save the battery

This message appears in the vehicle infor-
mation display after a period of time if the
ignition switch is in the ACC or the ON posi-
tion and if the vehicle is in P (Park). For addi-
tional information, refer to “Push-button igni-
tion switch positions” in the “Starting and
driving” section of this manual.

Power turned off to save the battery

This message appears after the ignition
switch is automatically turned off. For addi-
tional information, refer to “Push-button ig-
nition switch positions” in the “Starting and
driving” section of this manual.

Reminder: Turn OFF headlights

This warning appears when the headlights
are left in the ON position when exiting the
vehicle. Place the headlight switch in the
OFF or AUTO position. For additional infor-
mation, refer to “Headlight and turn signal
switch” in this section.

Headlight System Error: See Owner’s
Manual (if so equipped)

This warning illuminates when there is an
error with the system. For additional infor-
mation, refer to “Headlight and turn signal
switch” in this section.

Parking Sensor Error: See Owner’s
Manual

This warning illuminates when there is an
error with the system. For additional infor-
mation, refer to “Rear Sonar System (RSS)”
in the “Starting and driving” section of this
manual.

Blind Spot Warning (BSW) and Rear
Cross Traffic Alert (RCTA) indicator (if so
equipped)

This indicator shows when the BSW and
RCTA systems are engaged.

For additional information, refer to “Blind
SpotWarning (BSW)” and “Rear Cross Traffic
Alert (RCTA)” in the “Starting and driving”
section of this manual.

Malfunction: See Owner’s Manual (if so
equipped)

Thiswarning appearswhenoneormore of
the following systems (if so equipped) is
not functioning properly:

∙ Automatic Emergency Braking (AEB)

∙ Blind Spot Warning (BSW)

∙ Rear Cross Traffic Alert (RCTA)

If one or more of these warning appears,
have the system checked. It is recom-
mended that you visit a NISSAN dealer for
this service.

Side Radar Obstruction (if so equipped)

This message appears when the Blind
Spot Warning (BSW) or Rear Cross Traffic
Alert (RCTA) systems become unavailable
because a radar blockage is detected. For
additional information, refer to “Blind Spot
Warning (BSW)” or “Rear Cross Traffic Alert
(RCTA)” in the “Starting and driving” section
of this manual.

Cruise control indicator (if so equipped)

This indicator shows the cruise control sys-
tem status.

When cruise control is activated, a green
circle will illuminate to indicate it is set. The
vehicle information display will also display
the speed the cruise control was set at. If
you accelerate past the set speed, the
speed will blink until you either cancel
cruise control or goback to the set speed. If
cruise control is on and canceled, the
speed will be displayed to show the speed
the vehicle will return to if the resume but-
ton is activated.
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Intelligent Cruise Control (ICC) indicator
(if so equipped)

This indicator shows the Intelligent Cruise
Control (ICC) system status. The status is
shown by the color. For additional informa-
tion, refer to “Intelligent Cruise Control (ICC)”
in the “Starting and driving” section of this
manual.

Shipping Mode On Push Storage Fuse

This warning may appear if the extended
storage switch is not pushed in. When this
warning appears, push in the extended
storage switch to turn off the warning. For
additional information, refer to “Extended
storage switch” in this section.

Transmission Shift Position indicator

This indicator shows the transmission shift
position.

CVT Error: See Owner’s Manual

This warning illuminates when there is a
problem with the CVT system. If this warn-
ing comes on, have the system checked. It
is recommended that you visit a NISSAN
dealer for this service.

Unavailable: Front Radar Obstruction (if
so equipped)

This warning appears when the Intelligent
Cruise Control (ICC) system becomes un-
available because the front radar is ob-
structed. For additional information, refer
to “Intelligent Cruise Control (ICC)” or “Auto-
matic Emergency Braking ” in the “Starting
and driving” section of this manual.

Rear Door Alert is activated

When the system is enabled, this message
appears when the Rear Door Alert system
is active andcan remind thedriver to check
the back seat.

∙ Using the steeringwheel switch, a driver
can select “Dismiss Message” to clear
the display for a period of time. If no
selection is made, this message auto-
matically turns off after a period of time.

∙ Using the steeringwheel switch, a driver
can select “Disable Alert” to disable the
horn alert for the remainder of the cur-
rent trip.

WARNING
Selecting “Dismiss Message” during a
stopwithin a trip temporarily dismisses
themessage for that stopwithout turn-
ing the system off. Alerts can be pro-
vided forother stopsduring the trip.Se-
lecting “Disable Alert” turns off the Rear
Door Alert system for the remainder of
a trip and no audible alert will be
provided.

NOTE:

This system is disabled until a driver en-
ables it using the vehicle information
display. For additional information, refer
to “How to use the vehicle information
display” in this section.

For additional information, refer to “Rear
Door Alert” in this section.

Check Back Seat For All Articles

When the system is enabled, this message
appearswhen the vehicle comes toacom-
plete stop, the vehicle is transitioned from
the D (Drive) position to P (Park) position,
and the driver exits the vehicle. This mes-
sage alerts the driver, after a period of time,
to check for items in the rear seat after the
audible alert has been provided.
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NOTE:

This system is disabled until a driver en-
ables it using the vehicle information
display. For additional information, refer
to “How to use the vehicle information
display” in this section.

For additional information, refer to “Rear
Door Alert” in this section.

Automatic Emergency Braking (AEB)
indicator

This indicator showswhen the AEB system
is engaged.

Your vehicle has two types of security sys-
tems:

∙ Vehicle security system

∙ NISSAN Vehicle Immobilizer System

VEHICLE SECURITY SYSTEM
The vehicle security systemprovides visual
and audible alarm signals if someone
opens the doors, hood or liftgate when the
system is armed. It is not, however, a mo-
tion detection type system that activates
when a vehicle is moved or when a vibra-
tion occurs.

The system helps deter vehicle theft but
cannot prevent it, nor can it prevent the
theft of interior or exterior vehicle compo-
nents in all situations. Always secure your
vehicle even if parking for a brief period.
Never leave your keys in the vehicle, and
always lock the vehicle when unattended.
Be aware of your surroundings, and park in
secure, well-lit areas whenever possible.

Many devices offering additional protec-
tion, such as component locks, identifica-
tion markers, and tracking systems, are
available at auto supply stores and spe-
cialty shops.ANISSANdealermayalsooffer
such equipment. Check with your insur-
ance company to see if youmay be eligible
for discounts for various theft protection
features.

How to arm the vehicle security
system
1. Close all windows and the moonroof (if

so equipped). The system can be
armed even if the windows and
moonroof are open.

2. Remove the key from the vehicle.
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3. Close all doors, hood and liftgate. Lock
all doors. The doors can be locked with
the key, door handle request switch (if
so equipped) or power door lock
switch.

4. Confirm that the indicator light
comes on. The indicator light
stays illuminated for a period of time
indicating that the system is in the pre-
armed phase.
The indicator light will blink every
3 seconds once the security system is
armed.
If during the pre-armed phase one of
the following occurs, the system will
not arm:

∙ Any door is unlocked with the key or
door request switch (if so equipped).

∙ The ignition switch is placed in the
ACC or ON position.

∙ Even when the driver and/or passen-
gers are in the vehicle, the systemwill
activatewhen all the doors, hood and
trunk are locked with the ignition
switch placed in the LOCK position.
When placing the ignition switch in
the ACC or ON position, the system
will be released.

Vehicle security system activation
The vehicle security system will give the
following alarm:

∙ The headlights blink and the horn
sounds intermittently.

∙ The alarm automatically turns off after
a period of time. However, the alarm
reactivates if the vehicle is tampered
with again. The alarm can be shut off by
unlocking the driver’s door by pressing
the button on the Intelligent Key
or placing the ignition switch in the ON
or ACC position.

The alarm is activated by:

∙ opening a door without using the Intel-
ligent Key (even if the door is unlocked
by using the inside lock knob or the
power door lock switch).

How to stop an activated alarm
The alarm stops only by unlocking the driv-
er’s door or the liftgate by pressing
the button on the Intelligent Key or
pushing the request switch (if so equipped)
on thedriver’s or passenger’s doorwith the
Intelligent Key in range of the door handle.

NISSAN VEHICLE IMMOBILIZER
SYSTEM
The NISSAN Vehicle Immobilizer System
will not allow the engine to start without
the use of a registered key.

If the engine fails to start using a registered
key (for example, when interference is
caused by another registered key, an auto-
mated toll road device or automatic pay-
ment device on the key ring), restart the
engine using the following procedures:

1. Leave the ignition switch in the ON po-
sition for approximately 5 seconds.

2. Place the ignition switch in the OFF or
LOCK position and wait approximately
10 seconds.

3. Repeat steps 1 and 2.

4. Restart the engine while holding the
device (whichmay have caused the in-
terference) separate from the regis-
tered key.

If the no start condition reoccurs, NISSAN
recommendsplacing the registered keyon
a separate key ring to avoid interference
from other devices.
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Never leave these keys in the vehicle.

FCC Notice:

For USA:

This device complies with Part 15 of the
FCCRules.Operation is subject to the fol-
lowing two conditions: (1) This device
maynot causeharmful interference, and
(2) this device must accept any interfer-
ence received, including interference
that may cause undesired operation.

NOTE:

Changes or modifications not expressly
approved by the party responsible for
compliance could void theuser’s author-
ity to operate the equipment.

For Canada:

This device complies with Industry
Canada licence-exempt RSS standard(s).
Operation is subject to the following two
conditions: (1) this device may not cause
interference, and (2) this devicemust ac-
cept any interference received, including
interference that may cause undesired
operation of the device.

Security indicator light
Thesecurity indicator lightblinkswhenever
the ignition switch is placed in the OFF,
LOCK or ACC position.

This function indicates the NISSAN Vehicle
Immobilizer System is operational.

If the NISSANVehicle Immobilizer System is
malfunctioning, the light will remain on
while the ignition switch is placed in theON
position.

If the light still remains on and/or the
engine will not start, seek service for the
NISSAN Vehicle Immobilizer System as
soon as possible. Please bring all regis-
tered keys that you have. It is recom-
mended that you visit a NISSAN dealer
for this service.

LIC0474
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SWITCH OPERATION

WARNING
In freezing temperatures the washer
solution may freeze on the windshield
andobscureyour visionwhichmay lead
to an accident. Warm the windshield
with the defroster before you wash the
windshield.

CAUTION
∙ Do not operate the washer continu-
ously for more than 30 seconds.

∙ Do not operate the washer if the
windshield-washer fluid reservoir is
empty.

∙ Donot fill thewindshield-washer fluid
reservoir with windshield-washer
fluid concentrates at full strength.
Some methyl alcohol based
windshield-washer fluid concen-
trates may permanently stain the
grille if spilled while filling the
windshield-washer fluid reservoir.

∙ Pre-mixwindshield-washer fluid con-
centrates with water to the manufac-
turer’s recommended levels before
pouring the fluid into the windshield-
washer fluid reservoir. Do not use the
windshield-washer fluid reservoir to
mix the windshield-washer fluid con-
centrate and water.

NOTE:

If the windshield wiper operation is in-
terrupted by snow or ice, the wiper may
stop moving to protect its motor. If this
occurs, turn the wiper switch to the OFF
position and remove the snowor ice that
is on and around the wiper arms. After
approximately 1 minute, turn the switch
on again to operate the wiper.

Thewindshieldwiper andwasher operates
when the ignition switch is in the ON posi-
tion.

Push the lever down to operate the wiper
at the following speed:

�1 Intermittent (INT) — intermittent op-
eration can be adjusted by turning the
knob toward �A (Slower) or �B (Faster).
Also, the intermittent operation speed
varies in accordance with the vehicle
speed (if so equipped). (For example,
when the vehicle speed is high, the in-
termittent operation speed will be
faster.)

�2 Low (LO) — continuous low speed op-
eration

�3 High (HI) — continuous high speed op-
eration

LIC3028

WIPER ANDWASHER SWITCH
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Push the lever up �4 to have one sweep
operation (MIST) of the wiper.
Pull the lever toward you �5 to operate the
washer. The wiper will also operate several
times.

NOTE:

The Wiper with Speed feature may be
disabled. For additional information, re-
fer to “Vehicle information display” in
this section.

REAR SWITCH OPERATION

WARNING
In freezing temperatures the washer
solutionmay freeze on the rearwindow
andobscureyour visionwhichmay lead
to an accident. Warm the rear window
with the defroster before you wash the
rear window.

CAUTION
∙ Do not operate the washer continu-
ously for more than 30 seconds.

∙ Do not operate the washer if the
windshield-washer fluid reservoir is
empty.

∙ Donot fill thewindshield-washer fluid
reservoir with windshield-washer
fluid concentrates at full strength.
Some methyl alcohol based
windshield-washer fluid concen-
trates may permanently stain the
grille if spilled while filling the
windshield-washer fluid reservoir.

∙ Pre-mixwindshield-washer fluid con-
centrates with water to the manufac-
turer’s recommended levels before
pouring the fluid into the windshield-
washer fluid reservoir. Do not use the
windshield-washer fluid reservoir to
mix the windshield-washer fluid con-
centrate and water.

If the rear window wiper operation is inter-
rupted by snow, etc., the wiper may stop
moving to protect its motor. If this occurs,
turn the wiper switch to OFF and remove
the snow, etc. on and around the wiper
arms. After about 1 minute, turn the switch
on again to operate the wiper.

LIC3101
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The rear window wiper and washer oper-
ate when the ignition switch is in the ON
position. Turn the switch clockwise from
the OFF position to operate the wiper.

�1 Intermittent (INT) — intermittent op-
eration (not adjustable)

�2 Low (ON) — continuous low speed op-
eration

Push the switch forward �3 to operate the
washer. The wiper will also operate several
times.

To defrost the rear window glass and out-
side mirrors (if so equipped), start the en-
gine and push the rear window defroster
switch on. The rear window defroster indi-
cator light on the switch comes on. Push
the switch again to turn the defroster off.

The rear window defroster automatically
turns off after approximately 15 minutes.

CAUTION
When cleaning the inner side of the rear
window, be careful not to scratch or
damage the rear window defroster.

NOTE:

The topandbottom few rowsofwires on
the rear window are not part of the rear
window defroster system. These wires
make up the antenna for the audio sys-
tem.

LIC1388

REARWINDOWAND OUTSIDE
MIRROR (if so equipped)
DEFROSTER SWITCH
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HEADLIGHT CONTROL SWITCH
Lighting

�1 Rotate the switch to the position,
and the front parking, tail, license plate,
and instrument panel lights will come
on.

�2 Rotate the switch to the position,
and the headlightswill come on and all
the other lights remain on.

CAUTION
Use the headlightswith the engine run-
ning to avoid discharging the vehicle
battery.

Type A (if so equipped)
LIC3240

Type B (if so equipped)
LIC3237

Type C (if so equipped)
LIC4251

HEADLIGHT AND TURN SIGNAL
SWITCH
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Autolight system (if so equipped)
The autolight systemallows the headlights
to turn on and off automatically. The auto-
light system can:

∙ Turn on the headlights, front parking,
tail, license plate and instrument panel
lights automatically when it is dark.

∙ Turn off all the lights when it is light.

∙ Keep all the lights on for a period of time
after you place the ignition switch in the
OFF position and all doors are closed.

∙ Turn on the headlights if the windshield
wipers make multiple continuous
passes within approximately one min-
ute of the first pass (if so equipped). The
headlights remain on until the wipers
are turned off for a short period of time.

NOTE:

Autolight activation sensitivity and the
time delay for autolight shutoff can be
adjusted. For additional information, re-
fer to “Vehicle information display” in
this section.

To turn on the autolight system:

∙ Place the headlight switch in the AUTO
position �1 .

∙ Place the ignition switch in the ON posi-
tion.

∙ The autolight system automatically
turns the headlights on and off.

Initially, if the ignition switch is turned OFF
and a door is opened and left open, the
headlights remainON for a periodof time. If
another door is opened while the head-
lights are on, then the timer is reset.

To turn the autolight system off, place the
switch in the OFF, , or position.

Type A (if so equipped)
LIC3188

Type B (if so equipped)
LIC4252
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Be sure you do not put anything on top
of the autolight sensor located in the top
side of the instrument panel �1 . The au-
tolight sensor controls the autolight; if it
is covered, the autolight sensor reacts as
if it is dark out and the headlights will
illuminate. If this occurs while parked
with the engine off and the ignition
switch placed in the ON position, your
vehicle’s battery could become dis-
charged.

Headlight beam select
�1 To select the high beam function, push

the lever forward while the low beams
are on. The high beam lights come on
and the indicator light illumi-
nates.

�2 Pull the lever back to return to the low
beam.

�3 Pulling and releasing the lever flashes
the headlight high beams on and off.
The low beams do not need to be on
for this to function.

Battery saver system
If the ignition switch is placed in the OFF
position while the headlight switch is in
the or position, the headlights
will turn off after a period of time.

NOTE:

The Battery Saver system may be dis-
abled. For additional information, refer
to “Vehicle information display” in this
section.

CAUTION
Even though the battery saver feature
automatically turns off the headlights
after a period of time, you should turn
theheadlight switch to theOFFposition
when the engine is not running to avoid
discharging the vehicle battery.

LIC2237 LIC3250
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LED DAYTIME RUNNING LIGHTS
(DRL) SYSTEM
The LED portion of the headlights auto-
matically illuminate at 100% intensity when
the engine is started and the parking brake
is released. The LED Daytime Running
Lights (DRL) operate with the headlight
switch in the OFF position. When you turn
the headlight switch to the position
for full illumination, the LED lights switch
from LED DRL to the park function.
If the parking brake is applied before the
engine is started, the LEDDRLdonot illumi-
nate. The LED DRL illuminate when the
parking brake is released. The LED DRL re-
main on until the ignition is placed in the
OFF position.

It is necessary at dusk to turn the headlight
switchon for interior controls and switches
to illuminate, as those remain off while the
switch is in the OFF position.

WARNING
When the LED DRL system is active, tail
lights on your vehicle are not on. It is
necessary at dusk to turnonyourhead-
lights. Failure to do so could cause an
accident injuring yourself and others.

INSTRUMENT BRIGHTNESS
CONTROL
Press the “+” button �A to increase the
brightness of instrument panel lights.

Press the “-” button �B to decrease the
brightness of instrument panel lights.

TURN SIGNAL SWITCH
Turn signal

�1 Move the lever upor down to signal the
turning direction. When the turn is
completed, the turn signal cancels au-
tomatically.

Lane change signal

�2 Move the lever up or down until the
turn signal begins to flash, but the lever
does not latch, to signal a lane change.
Hold the lever until the lane change is
completed.

LIC2389 LIC3252
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Move the lever up or down until the
turn signal begins to flash, but the lever
does not latch, and release the lever.
The turn signal will automatically flash
three times.

Choose the appropriate method to signal
a lane change based on road and traffic
conditions.

FOG LIGHT SWITCH (if so
equipped)
To turn the fog lights on, rotate the head-
light switch to the position, then ro-
tate the fog light switch to the posi-
tion.
To turn the fog lights on with the headlight
switch in the AUTO position, the headlights
must be on, then rotate the fog light switch
to the position.
To turn the fog lights off, rotate the fog light
switch to the OFF position.

The headlights must be on and the low
beams selected for the fog lights to oper-
ate. The fog lights automatically turn off
when the high beam headlights are se-
lected.

LIC3256
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To sound the horn, push the center pad
area of the steering wheel. WARNING

Do not use or allow occupants to use
theclimatecontrolledseats if youor the
occupants can not monitor seat tem-
peratures or have an inability to feel
pain in those body parts in contactwith
the seat. Use of the climate controlled
seats by such people could result in se-
rious injury.

CAUTION
∙ The battery could run down if the cli-
mate control seat is operated while
the engine is not running.

∙ Donot use the climate control seat for
extended periods or when no one is
using the seat.

∙ Donot put anythingon the seatwhich
insulates heat, such as a blanket,
cushion, seat cover, etc. Otherwise,
the seat may become overheated.

∙ Do not place anything hard or heavy on
the seat or pierce it with a pin or similar
objects. This may result in damage to
the climate controlled seat.

∙ Any liquid spilled on the seat should
be removed immediately with a dry
cloth

∙ When cleaning the seat, never use
gasoline, benzine, thinner, or any
similar materials.

∙ If any malfunctions are found or the
climatecontrolledseatdoesnotoper-
ate, turn the switch off and have the
system checked. It is recommended
that you visit a NISSAN dealer for this
service.

The climate controlled seat warms up or
cools down the front seat by a built-in
heater or ventilates air into the seat. The
climate control switch is located on the
center console.

LIC2227 LIC4078

HORN CLIMATE CONTROLLED SEAT
SWITCHES (if so equipped)
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The climate controlled seat can be oper-
ated as follows:

1. Start the engine.

2. Turn the control knob �A to the heat
side �1 or the cool side �2 . The indica-
tor light �B on the control knob will illu-
minate.

3. Adjust the desired intensity using the
control knob.

4. When the vehicle’s interior is warmed
or cooled, or before you leave the ve-
hicle, be sure to turn the control knob
to theOFF (center) position. The indica-
tor light�B on the control knobgoesoff
with the switch in the OFF (center) po-
sition.

WARNING
Do not use or allow occupants to use
the seat heater if you or the occupants
cannotmonitor elevated seat tempera-
tures or have an inability to feel pain in
body parts that contact the seat. Use of
the seat heater by such people could
result in serious injury.

CAUTION
∙ Thebattery could rundown if the seat
heater is operated while the engine is
not running.

∙ Do not use the seat heater for ex-
tended periods or when no one is us-
ing the seat.

∙ Donot put anythingon the seatwhich
insulates heat, such as a blanket,
cushion, seat cover, etc. Otherwise,
the seat may become overheated.

∙ Do not place anything hard or heavy
on the seat or pierce it with a pin or
similar object. Thismay result in dam-
age to the heater.

∙ Any liquid spilled on the heated seat
should be removed immediately with
a dry cloth.

∙ When cleaning the seat, never use
gasoline, benzine, thinner, or any
similar materials.

∙ If any malfunctions are found or the
heated seat does not operate, turn
the switch off and have the system
checked. It is recommended that you
visit a NISSAN dealer for this service.

LIC3037

HEATED SEAT SWITCHES (if so
equipped)
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The front seats are warmed by built-in
heaters.

1. Start the engine.

2. Push the LOorHI position of the switch,
as desired. The indicator light in the
switch will illuminate.

The heater is controlled by a thermo-
stat, automatically turning the heater
on and off. The indicator light will re-
main on as long as the switch is on.

3. When the seat is warmed or before you
leave the vehicle, be sure to push the
switch to turn it off.

WARNING
Do not use or allow occupants to use
the seat heater if you or the occupants
cannotmonitor elevated seat tempera-
tures or have an inability to feel pain in
body parts that contact the seat. Use of
the seat heater by such people could
result in serious injury.

CAUTION
∙ Thebattery could rundown if the seat
heater is operated while the engine is
not running.

∙ Do not use the seat heater for ex-
tended periods or when no one is us-
ing the seat.

∙ Donot put anythingon the seatwhich
insulates heat, such as a blanket,
cushion, seat cover, etc. Otherwise,
the seat may become overheated.

∙ Do not place anything hard or heavy
on the seat or pierce it with a pin or
similar object. Thismay result in dam-
age to the heater.

∙ Any liquid spilled on the heated seat
should be removed immediately with
a dry cloth.

∙ When cleaning the seat, never use
gasoline, benzine, thinner, or any
similar materials.

∙ If any malfunctions are found or the
heated seat does not operate, turn
the switch off and have the system
checked. It is recommended that you
visit a NISSAN dealer for this service.

HEATED 2ND ROWSEAT SWITCHES (if
so equipped)
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The 2nd row seats are warmed by built-in
heaters. The switches are located on the
rear of the front center console and can be
operated independently of each other.

1. Start the engine.

2. Push the LOorHI position of the switch,
as desired. The indicator light in the
switch will illuminate.

The heater is controlled by a thermo-
stat, automatically turning the heater
on and off. The indicator light will re-
main on as long as the switch is on.

3. When the seat is warmed or before you
leave the vehicle, be sure to turn the
switch off.

The heated steering wheel system is de-
signed to operate only when the surface
temperature of the steeringwheel is below
68°F (20°C).

Push the heated steering wheel switch to
warm the steering wheel after the engine
starts. The indicator light will come on.

If the surface temperature of the steering
wheel is below 68°F (20°C), the system will
heat the steering wheel and cycle off and
on to maintain a temperature above 68°F
(20°C). The indicator light will remain on as
long as the system is on.

LIC3037 LIC0421

HEATED STEERINGWHEEL SWITCH
TYPE A (if so equipped)
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Push the switch again to turn the heated
steering wheel system off manually. The
indicator light will go off.

NOTE:

If the surface temperature of the steer-
ing wheel is above 68°F (20°C) when the
switch is turned on, the system will not
heat the steering wheel. This is not a
malfunction.

The heated steering wheel system is de-
signed to operate only when the surface
temperature of the steeringwheel is below
68°F (20°C).

Press the CLIMATE button to access the
heated steering wheel key. Touch the
“Steering Heater” key�1 towarm the steer-
ing wheel after the engine starts. The indi-
cator light will come on.

If the surface temperature of the steering
wheel is below 68°F (20°C), the system will
heat the steering wheel and cycle off and
on to maintain a temperature above 68°F
(20°C). The indicator light will remain on as
long as the system is on.

Touch the key again to turn the heated
steering wheel system off manually. The
indicator light will go off.

NOTE:

If the surface temperature of the steer-
ing wheel is above 68°F (20°C) when the
key is touched, the system will not heat
the steeringwheel.This is not amalfunc-
tion.

LIC4178

HEATED STEERINGWHEEL TYPE B (if
so equipped)
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The vehicle should be driven with the VDC
system on for most driving conditions.

If the vehicle is stuck in mud or snow, the
VDC system reduces the engine output to
reduce wheel spin. The engine speed will
be reduced even if the accelerator is de-
pressed to the floor. If maximum engine
power is needed to free a stuck vehicle,
turn the VDC system off.

To turn off the VDC system, push the VDC
OFF switch. The indicator light and
the Automatic Emergency Braking (AEB)
system warning light will come on.

Push the VDC OFF switch again or restart
the engine to turn on the system. For addi-
tional information, refer to “Vehicle Dy-
namic Control (VDC) system” in the “Start-
ing and driving” section of this manual.

WARNING
∙ Never rely solely on the hill descent
control system to control vehicle
speedwhendriving on steepdownhill
grades. Always drive carefully when
using the hill descent control system
and decelerate the vehicle speed by
depressing the brake pedal if neces-
sary. Be especially careful when driv-
ing on frozen, muddy or extremely
steep downhill roads. Failure to con-
trol vehicle speed may result in a loss
of control of the vehicle and possible
serious injury or death.

LIC3344 LIC3435

VEHICLE DYNAMIC CONTROL (VDC)
OFF SWITCH

HILL DESCENT CONTROL SWITCH (if
so equipped)
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∙ The hill descent control may not con-
trol the vehicle speed on a hill under
all load or road conditions. Always be
prepared to depress the brake pedal
to control vehicle speed. Failure to do
so may result in a collision or serious
personal injury.

CAUTION
When the hill descent control system
operates continuously for a long time,
the temperature of the brake padsmay
increase and the hill descent control
system may be temporarily disabled
(the indicator light will blink). If the indi-
cator light does not come on continu-
ously after blinking, stop using the
system.

The hill descent control system is designed
to reduce driver workload when going
down steep hills. The hill descent control
system helps to control vehicle speed so
the driver can concentrate on steering the
vehicle.

To activate the hill descent control system:

∙ the 4WD switch must be in the LOCK
position and the vehicle speedmust be
under 15 mph (25 km/h)

∙ the hill descent control system switch
must be ON.

The hill descent control system ON indica-
tor light will come on when the system is
activated. Also, the stop/tail lights illumi-
nate while the hill descent control system
applies the brakes to control vehicle speed.

If the accelerator or brake pedal is de-
pressed while the hill descent control sys-
tem is on, the system will stop operating
temporarily. As soon as the accelerator or
brake pedal is released, the hill descent
control system begins to function again if
the hill descent control operating condi-
tions are fulfilled.

The hill descent control system ON indica-
tor light blinks if the switch is on and all
conditions for system activation are not
met or if the system becomes disengaged
for any reason.

To turn off the hill descent control system,
push the switch to the OFF position.

For additional information, refer to “Hill de-
scent control system ON indicator light” in
this section and “Hill descent control sys-
tem” in the “Starting and driving” section of
this manual.

WARNING
When this switch is activated the fol-
lowing Warning Systems (if so
equipped) are turned off and will not
work.

∙ Blind Spot Warning (BSW)

∙ Rear Cross Traffic Alert (RCTA)

Thewarning systemsswitch is used to turn
on and off the warning systems Blind Spot
Warning (BSW) and Rear Cross Traffic Alert
(RCTA)) that are activated (if so equipped)
using the settings menu on the vehicle in-
formation display.

LSD2208

WARNING SYSTEMS SWITCH (if so
equipped)
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When the warning systems switch is
turned off, the indicator �1 on the switch is
off. The indicator will also be off if the warn-
ing system is deactivated using the set-
tings menu.

The BSW system will turn on the side indi-
cator light, located next to the outsidemir-
rors, if the radar detects a vehicle in the
detection zone. If the turn signal is acti-
vated in the direction of the detected ve-
hicle, a chime sounds twice and the side
indicator lightwill flash. For additional infor-
mation, refer to “Blind Spot Warning (BSW)”
in the “Starting and driving” section of this
manual.

The RCTA system can help alert the driver
of an approaching vehicle when the driver
is backing out of a parking space. If the
system detects an approaching vehicle
from either side, the system chimes (once)
and the side BSW/RCTA indicator light
flashes on the side the vehicle is approach-
ing from. For additional information, refer
to “Rear Cross Traffic Alert (RCTA)” in the
“Starting and driving” section of this
manual.

To use the outlets for devices that require
120v power, place the ignition in the ON
position and push the power inverter
switch.

The switch will illuminate when enabled.

CAUTION
∙ Use power outlets with the engine
running to avoid discharging the ve-
hicle battery.

∙ Do not attempt to use this while
driving.

∙ Do not use double adapters or more
than one electrical accessory, doing
so could significantly drain the bat-
tery of your vehicle.

LIC2231

POWER INVERTER SWITCH (if so
equipped)
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TOW mode should be used when pulling a
heavy trailer or hauling a heavy load. Driv-
ing the vehicle in the TOW mode with no
trailer/load or light trailer/light load will not
cause any damage. However, fuel
economy may be reduced, and the
transmission/engine driving characteris-
tics may feel unusual.

Push the TOW mode switch to activate
TOW mode. The indicator light on the in-
strument panel illuminates when TOW
mode is selected. Push the TOW mode
switch again to turn TOWmode OFF.

TOWmode is automatically canceledwhen
the ignition switch is placed in the OFF po-
sition.

The E-call (SOS) button is used in combina-
tion with a NissanConnect® Services sub-
scription to call for assistance in case of an
emergency.

Pressing the button will (with a paid sub-
scription) reach a response specialist that
will provide assistance based on the situa-
tion described by the vehicle’s occupant. For
additional information, or to enroll your ve-
hicle, refer to www.NissanUSA.com/connect
or call 855–426–6628.

LIC3343 LIC3357

TOWMODE SWITCH E-CALL (SOS) BUTTON (if so
equipped)
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The Rear Door Alert system functions un-
der certain conditions to indicate there
may be an object or passenger in the rear
seat(s). Check the seat(s) before exiting the
vehicle.

The Rear Door Alert system is initially dis-
abled. The driver can enable the system
using the vehicle information display. For
additional information, refer to “Vehicle in-
formation displaywarnings and indicators”
in this section.

When the system is enabled:

∙ The system is activated when a rear
door is opened and closed within
10 minutes of the vehicle being driven.
When the driver door is closed and the
system is activated, a visual message
appears in the vehicle information dis-
play. For additional information, refer to
“Rear Door Alert is activated” in this sec-
tion.

∙ If a rear door is opened and closed but
the vehicle is not driven within approxi-
mately 10 minutes, the system will not
be activated. A rear door must be
opened and closed and the car driven
within 10 minutes for the system to ac-
tivate.

When the Rear Door Alert system is acti-
vated:

∙ When the driver puts the vehicle in the P
(Park) position, a notification message
appears in the vehicle information dis-
play with the options to “Dismiss Mes-
sage” or “Disable Alert” if desired.

∙ Select “Disable Alert” to temporarily
disable for that stop.

∙ No selection or ‘DismissMessage”will
keep the alert enabled for that stop.

∙ If the alert is enabledwhen a driver exits
the vehicle, amessagewill appear in the
vehicle information display that states
“Check Back Seat For All Articles.”

If “Horn & Alert” setting is selected:

∙ An audible horn sound will occur af-
ter a short time unless a rear door is
opened and closed within a short
time to deactivate the alert.

∙ If the doors are locked before the
alert is deactivated by opening a rear
door, the horn will sound.

∙ If the trunk is opened before a rear
door is opened, the horn will be de-
layed until after the trunk is closed.

NOTE:

If “Alert Only” setting is selected, the
message alert will still be shown in the
vehicle information display but the horn
will not sound.

WARNING
∙ If the driver selects “Disable Alert”, no
audible alert will be provided regard-
less of rear door open/close status.

∙ There may be times when there is an
object or passenger in the rear seat(s)
but the audible alert does not sound.
For example, this may occur if rear
seat passengers enter or exit the ve-
hicle during a trip.

∙ The system does not directly detect
objects or passengers in the rear
seat(s). Instead, it can detect when a
rear door is opened and closed, indi-
cating that theremaybesomething in
the rear seat(s).

REAR DOOR ALERT
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NOTE:

There may be times when the horn
sounds but there are no objects or pas-
sengers in the rear seat(s).

For additional information, refer to “Rear
Door Alert is activated” in this section.

12V OUTLETS
The power outlets are for powering electri-
cal accessories such as cellular tele-
phones. They are rated at 12 volt, 120W (10A)
maximum.

The instrument panel and center console
power outlets are powered only when the
ignition switch is in the ACC or ON position.

CAUTION
∙ Theoutlet andplugmaybehotduring
or immediately after use.

∙ Only certain power outlets are de-
signed for use with a cigarette lighter
unit. Do not use any other power out-
let for an accessory lighter. It is rec-
ommended that you visit a NISSAN
dealer for additional information.

∙ Do not use with accessories that ex-
ceed a 12 volt, 120W (10A) power draw.

Instrument Panel
LIC3345

Center Console (if so equipped)
LIC3737

POWER OUTLETS
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∙ Do not use double adapters or more
than one electrical accessory.

∙ Use power outlets with the engine
running to avoid discharging the ve-
hicle battery.

∙ Avoid using power outlets when the
air conditioner, headlights, or rear
window defroster is on.

∙ Before inserting or disconnecting a
plug, be sure the electrical accessory
being used is turned off.

∙ Push the plug in as far as it will go. If
good contact is not made, the plug
may overheat or the internal tem-
perature fusemay open.

∙ When not in use, be sure to close the
cap. Do not allow water or any other
liquid to contact the outlet.

120V OUTLET (if so equipped)

CAUTION
∙ Theoutlet andplugmaybehotduring
or immediately after use.

∙ Use power outlets with the engine
running to avoid discharging the ve-
hicle battery.

∙ Do not use accessories that exceed a
120V, 150W power draw. Do not use
double adaptors or more than one
electrical accessory.

Cargo Area (if so equipped)
LIC2236

2nd Row
LIC2407
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∙ Avoid using power outlets when the
air conditioner,headlightsor rearwin-
dow defroster is on.

∙ Before inserting or disconnecting a
plug, be sure the electrical accessory
being used is turned OFF.

∙ Push the plug in as far as it will go. If
good contact is not made, the plug
may overheat or the internal tem-
perature fusemay open.

∙ When not in use, be sure to close the
cap. Do not allow water or any other
liquid to contact the outlet.

The extended storage switch is usedwhen
the vehicle is in transit from the factory. It is
located in the fuse panel to the left of the
steering wheel on the instrument panel. If
any electrical equipment does not operate,
ensure the extended storage switch is
pushed fully in place, as shown.

LDI2758
Pulled position

LIC3266

EXTENDED STORAGE SWITCH
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FRONT-DOOR POCKETS CONSOLE SIDE POCKETSPushed position
LIC3268 LIC3546 LIC2392

STORAGE
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SEATBACK POCKETS
There is one seatback pocket located on
the back of the driver andpassenger seats.
The pockets can be used to store maps.

WARNING
To ensure proper operation of the pas-
senger’s NISSAN Advanced Air Bag Sys-
tem, please observe the following
items:

∙ Do not allow a passenger in the 2nd
row to push or pull on the seatback
pocket or head restraint.

∙ Do not place heavy loads heavier than
9.1 lbs. (4 kg) on the seatback, head
restraint or in the seatback pocket.

STORAGE TRAYS

WARNING
Do not place sharp objects in the trays
to help prevent injury in an accident or
sudden stop.

LIC2618
Front console

LIC3282

Instruments and controls 2-59



GLOVE BOX
Open the glove box by pulling the handle.
Use the master key when locking or un-
locking the glove box.

WARNING
Keep theglovebox lid closedwhile driv-
ing to help prevent injury in an accident
or a sudden stop.

CONSOLE BOX
To open the console box, press in on the
lever �1 and raise the lid �2 .

To close, push the lid down until the lock
latches.

Upper half
Pull up on the driver’s side latch to open the
upper half of the console box.

The upper half of the console box may be
used for storage of cellular phones. An ac-
cess hole is provided at the front of the
upper half of the consolebox for aphoneor
iPod® cord routing to the power outlet.

Rear armrest
LIC2214 LIC3003 LIC1026
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Lower half
Pull up on the passenger’s side latch to
open the lower half of the console box. A
power outlet is located inside the console
box and there is storage for compact discs.

OVERHEAD SUNGLASSES
STORAGE
To open the sunglasses holder, push and
release.

Only store one pair of sunglasses in the
holder.

WARNING
Keep the sunglasses holder closed
while driving to avoid obstructing the
driver’s view and to help prevent an
accident.

CAUTION
∙ Do not use for anything other than
sunglasses.

∙ Do not leave sunglasses in the sun-
glasses holder while parking in direct
sunlight. The heat may damage the
sunglasses.

LIC0702 LIC2312
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CUP HOLDERS WARNING
Do not recline the rear seatback when
you use the cup holders on the rear
armrest. Doing somay cause thebever-
ages to spill over, and if they are hot,
theymay scald the passengers.

Front console
LIC3486

Rear door
LIC2395

2nd row
LIC2212
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WARNING
Avoid abrupt starting and braking
when the cup holder is being used to
prevent spilling the drink. If the liquid is
hot, it can scald you or your passenger.

CAUTION
Use only soft cups in the cup holder.
Hard objects can injure you in an
accident.

CAUTION
∙ Do not use the bottle holder for any
other objects that could be thrown
about in the vehicle and possibly in-
jure people during sudden braking or
an accident.

∙ Do not use the bottle holder for open
liquid containers.

3rd row
LIC2242

Bottle holder — front
LIC2393

Bottle holder — rear
LIC2394
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CARGO AREA STORAGE BIN
To access the floor storage area (Type A),
push down�1 to raise the handle, then pull
up on the handle to lift the luggage board.

To access the floor storage area (Type B),
raise the handle.

LUGGAGE HOOKS
When securing items using luggage hooks
located on the side finisher do not apply a
load over more than 6.5 lbs. (29 N) to a
single hook.

The luggage hooks that are located on the
floor should have loads less than 110 lbs.
(490 N) to a single hook.

The luggage hooks can be used to secure
cargo with ropes or other types of straps.

Type A (if so equipped)
LIC2244

Type B (if so equipped)
LIC3513 LIC3684
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WARNING
∙ Properly secureall cargowith ropesor
straps to help prevent it from sliding
or shifting. Do not place cargo higher
than the seatbacks. In a sudden stop
or collision, unsecured cargo could
cause personal injury.

∙ Use suitable ropes and hooks to se-
cure cargo.

∙ Never allow anyone to ride in the lug-
gage area. It is extremely dangerous
to ride in a cargo area inside of a ve-
hicle. In a collision, people riding in
these areas are more likely to be seri-
ously injured or killed.

∙ Do not allowpeople to ride in any area
of your vehicle that is not equipped
with seats and seat belts.

∙ The child restraint top tether strap
may be damaged by contact with
items in the cargo area. Secure any
items in the cargo area. Your child
could be seriously injured or killed in a
collision if the top tether strap is
damaged.

∙ Be sure everyone in your vehicle is in a
seat and using a seat belt properly.

ROOF RACK

WARNING
∙ Always install the crossbars onto the
roof side rails before loading cargo of
any kind. Loading cargo directly onto
the roof side rails or the vehicle’s roof
may cause vehicle damage.

∙ Roof rack cross bars should be evenly
distributed.

∙ Do not exceed maximum roof rack
crossbars load capacity and always
distribute the load uniformly.

∙ Heavy loading of the crossbars has
the potential to affect the vehicle sta-
bility and handling during sudden or
unusual handlingmaneuvers.

∙ Properly secureall cargowith ropesor
straps to help prevent it from sliding
or shifting. In a sudden stop or colli-
sion, unsecured cargo could cause
personal injury.

∙ Drive extra carefully when the vehicle
is loaded at or near the cargo carrying
capacity, especially if the significant
portion of that load is carried on the
crossbars.

CAUTION
∙ Use care when placing or removing
items from the roof rack. If you cannot
comfortably lift the items onto the
roof rack from the ground, use a lad-
der or a stool.

Donot apply any loaddirectly to the roof side
rails �A . Crossbars �B must be installed be-
fore applying load/cargo/luggage to the
roof of the vehicle.

LIC4202
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Genuine NISSAN accessory crossbars may
be available through a NISSAN dealer. It is
recommended that you visit a NISSAN
dealer for additional information.

The service load capacity for the roof side
rails is 165 lbs. (74 kg.), however do not ex-
ceed the crossbars load capacity.

Be careful that your vehicle does not ex-
ceed the Gross Vehicle Weight Rating
(GVWR) or its Gross Axle Weight Rating
(GAWR front and rear).

For additional information regarding GVWR
and GAWR, refer to:

∙ F.M.V.S.S. or C.M.V.S.S. certification label
(located on the driver’s door pillar).

POWER WINDOWS

WARNING
∙ Make sure that all passengers have
their hands, etc., inside the vehicle
while it is inmotionandbefore closing
the windows. Use the window lock
switch to prevent unexpected use of
the power windows.

∙ To help avoid risk of injury or death
through unintended operation of the
vehicle and/or its systems, including
entrapment in windows or inadver-
tent door lock activation, do not leave
children, people who require the as-
sistance of others or pets unattended
in your vehicle. Additionally, the tem-
perature inside a closed vehicle on a
warm day can quickly become high
enough to cause a significant risk of
injury or death to people and pets.

The power windows operate when the ig-
nition switch is placed in theON position or
for a period of time after the ignition switch
is placed in the OFF position. If the driver’s
or passenger’s door is opened during this
period of time, the power to thewindows is
canceled.

1. Window lock button
2. Power door lock switch
3. Front passenger side switch
4. Right rear passenger side switch
5. Left rear passenger side switch
6. Driver’s side automatic switch

LIC3208

WINDOWS
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Driver’s side power window
switch
The driver’s side control panel is equipped
with switches to open or close all of the
windows.

To open a window, push the switch to the
detent and continue to hold down until the
desired window position is reached. To
close a window, pull the switch to the de-
tent and continue to hold up until the de-
sired window position is reached.

Locking passengers’ windows
When thewindow lock switch is depressed,
only the driver’s side window can be
opened or closed. Push it again to cancel
the window lock function.

Front passenger’s power window
switch
The passenger’s window switch operates
only the corresponding passenger’s win-
dow.Toopen thewindowpartially, push the
switch down �1 lightly until the desired
window position is reached. To close the
window partially, pull the switch up �2 until
the desired window position is reached.

Rear power window switch
The rear power window switches open or
close only the corresponding windows. To
open thewindow,push the switchandhold
it down �1 . To close the window, pull the
switch up �2 .

LIC2309 LIC2663
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Automatic operation (if so
equipped)
To fully open a window equipped with au-
tomatic operation, push the window
switch down to the second detent and re-
lease it; it need not be held. The window
automatically opens all the way. To stop
thewindow, lift the switch upwhile thewin-
dow is opening.

Auto-reverse function (if so
equipped)
The auto-reverse function can be acti-
vated when a window is closed by auto-
matic operation.

Depending on the environment or driv-
ing conditions, the auto-reverse func-
tion may be activated if an impact or
load similar to something being caught
in the window occurs.

WARNING
There are some small distances imme-
diatelybefore theclosedpositionwhich
cannot be detected. Make sure that all
passengers have their hands, etc., in-
side the vehicle before closing the
window.

If the vehicle’s battery is disconnected, re-
placed, or jump started, the power window
auto-reverse function may not operate
properly. If this occurs, please contact the
dealer to re-initialize the power window
auto-reverse system.

If the control unit detects something
caught in a window equipped with auto-
matic operation, as it is closing, thewindow
will be immediately lowered.

When power window switch does
not operate
If the power window automatic function
(closing only) does not operate properly,
perform the following procedure to initial-
ize the power window system:
1. Place the ignition switch in the ON po-

sition.
2. Open the window more than halfway

byoperating thepowerwindowswitch.
3. Pull the power window switch and hold

it to close the window, and then hold
the switch more than 3 seconds after
the window is closed.

4. Release the power window switch. Op-
erate the window by the automatic
function to confirm the initialization is
complete. The power window auto-
matically opens or closes depending
on if the automatic down or up func-
tion is selected.

5. Perform steps 2 through 4 above for
other windows.

If the power window function does not op-
erate properly after performing the above
procedure have the system checked and
repaired. It is recommended that you visit a
NISSAN dealer for this service.

LIC0410
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POWER MOONROOF
The moonroof will only operate when the
ignition switch is in the ON position. The
powermoonroof is operational for a period
of time, even if the ignition switch is placed
in the ACC or OFF position. If the driver’s
door or the front passenger’s door is
opened during this period of time, the
power to the moonroof is canceled.

Sliding the moonroof
To fully open or close the moonroof, push
the switch to the open �1 or close �2 posi-
tion and release it; it need not be held. The
roof will automatically open or close all the

way. To stop the roof, push the switch once
more while it is opening or closing.

Tilting the moonroof
To tilt up, first close the moonroof, then
push the switch to the tilt up position �1
and release it; it need not be held. To tilt
down themoonroof, push the switch to the
tilt down position �2 .

Resetting the moonroof switch
If the moonroof does not operate properly,
perform the following procedure to initial-
ize the moonroof operation system.

1. Place the ignition switch in the ON po-
sition.

2. Press andhold themoonroof tilt switch
forward until the moonroof stops.

3. Release the moonroof switch.

4. Press and hold the tilt up switch within
6 seconds.

5. The roof glasswill tilt-down, slide-close,
slide-open, slide-close, tilt-up, tilt-
down.

6. Release the switch; initialization is
complete if the moonroof operates
normally.

If the moonroof does not operate properly
after performing the procedure above,
have your vehicle checked. It is recom-
mended that you visit a NISSAN dealer for
this service.

Auto-reverse function (when
closing or tilting down the
moonroof)
The auto-reverse function can be acti-
vated when the moonroof is closed or
tilted down by automatic operation when
the ignition switch is placed in the ON po-
sition or for a period of time after the igni-
tion switch is placed in the OFF position.
Depending on the environment or driv-
ing conditions, the auto-reverse func-
tion may be activated if an impact or
load similar to something being caught
in themoonroof occurs.

WARNING
There are some small distances imme-
diatelybefore theclosedpositionwhich
cannot be detected. Make sure that all
passengers have their hands, etc., in-
side the vehicle before closing the
moonroof.

LIC2313

DUAL PANEL MOONROOF (if so
equipped)
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When closing

If the control unit detects something
caught in the moonroof as it moves to the
front, the moonroof will immediately open
backward.

When tilting down

If the control unit detects something
caught in themoonroof as it tilts down, the
moonroof will immediately tilt up.

If the auto-reverse function malfunctions
and repeats opening or tilting up the
moonroof, keep pushing the tilt down
switch within 5 seconds after it happens;
the moonroof will fully close gradually.
Make sure nothing is caught in the moon-
roof.

WARNING
∙ In an accident you could be thrown
from the vehicle through an open
moonroof. Always use seat belts and
child restraints.

∙ Do not allow anyone to stand up or
extend any portion of their body out
of the moonroof opening while the
vehicle is in motion or while the
moonroof is closing.

CAUTION
∙ Remove water drops, snow, ice or
sand from the moonroof before
opening.

∙ Do not place heavy objects on the
moonroof or surrounding area.

Sunshade
Open and close the sunshade by sliding it
forward or backward.

If the moonroof does not close
Have your moonroof checked and re-
paired. It is recommended that you visit a
NISSAN dealer for this service. Panoramic sunshade

The panoramic sunshade operates when
the ignition switch is in theONposition. The
sunshade switch is located near the roof
console. When opening or closing the sun-
shade the switch need not be held.

To open the sunshade:

∙ To fully open the sunshade, push the
switch �1 toward the open position.

To close the sunshade:

∙ To fully close the sunshade, push the
switch �2 toward the close position.

LIC2228
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WARNING
∙ To avoid personal injury, keep your
hands, fingers and head away from
the sunshade arm, the arm rail and
sunshade inlet port.

∙ Do not allow children near the rear
sunshade system. They could be
injured.

∙ Do not place objects on or near the
rear sunshade. This could cause im-
proper operation or damage it.

∙ Do not pull or push the rear sunshade.
This could cause improper operation
or damage it.

CAUTION
∙ Donotplaceobjects (suchasnewspa-
pers, handkerchiefs, etc.) on the sun-
shade inlet port. Doing so may en-
tangle these objects in the sunshade
when it is extending or retracting,
causing improper operation or dam-
age to the sunshade.

∙ Do not push the sunshade arm with
yourhands, etc., as thismaydeform it.
Improper operation or damage to the
sunshademay result.

∙ Do not put any object into the sun-
shade inlet port as this may result in
improper operation or damage the
sunshade.

∙ Donot hanganyobject on the arm rail
as this may result in improper opera-
tion or damage the sunshade.

∙ Do not forcefully pull the sunshade.
Doing somay elongate the sunshade.
Improper operation or damage to the
sunshademay result.

Restarting the sunshade switch

If the sunshade does not operate properly,
perform the following procedure to initial-
ize the sunshade operation system.

1. Place the ignition switch in the ACC or
ON position.

2. Push and hold the sunshade close
switch.

3. Sunshade will begin moving towards
the close position only while the switch
is continually held. (this disables theob-
stacle detection).

4. Sunshade will stop for about 4 sec-
onds.

5. Sunshade drive cable will travel in the
open direction for .394 in. (10 mm) then
reverse direction and stop at the nor-
mal close position.

6. Release the sunshade close switch. Ini-
tialization procedure is complete.

If the moonroof does not operate properly
after performing the procedure above,
have your vehicle serviced. It is recom-
mended that you visit a NISSAN dealer for
this service.

Auto-reverse function (when closing
the sunshade)

The auto-reverse function can be acti-
vated when the sunshade is closed by au-
tomatic operationwhen the ignition switch
is placed in the ON position or for a period
of time after the ignition switch is placed in
the OFF position.

Depending on the environment or driv-
ing conditions, the auto-reverse func-
tion may be activated if an impact or
load similar to something being caught
in the sunshade occurs.
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WARNING
There are some small distances imme-
diatelybefore theclosedpositionwhich
cannot be detected. Make sure that all
of the passengers have their hands,
etc., inside the vehicle before closing
the sunshade.

When theONswitch�1 is pressed, the foot-
well lights (if so equipped), step lights (if so
equipped), map lights and rear personal
lightswill automatically turn onand stay on
for a period of time when:

∙ The doors are unlocked by the Intelli-
gent Key or the request switch (if so
equipped) while all doors are closed
and the ignition switch is in the OFF
position.

∙ When individually pushed.

When the OFF switch �2 is pushed, the in-
terior lights do not illuminate.

NOTE:

The footwell lights (if so equipped) and
step lights (if so equipped) illuminate
when the driver and passenger doors
are open regardless of the interior light
switch position. These lights will turn off
automatically after a period of time
while doors are open to prevent the bat-
tery from becoming discharged.

CAUTION
Donot use for extended periods of time
with the engine stopped. This could re-
sult in a discharged battery.LIC2302

INTERIOR LIGHTS
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CONSOLE LIGHT
The console light will turn on whenever the
parking lights or headlights are illuminated.

The console light brightness can be ad-
justed with the illumination brightness
control.

MAP LIGHTS
Press the button to turn themap lights on.
To turn them off, press the button again.

CAUTION
Donot use for extended periods of time
with the engine stopped. This could re-
sult in a discharged battery.

PERSONAL LIGHTS
To turn on the personal lights, push and
release the switch �1 .

To turn off the personal lights, push and
release the switch �1 .

LIC2303 LIC2304 LIC1413
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CARGO LIGHT
The cargo light on the overhead trim has a
three-position switch. To operate, push the
switch to the desired position.

�1 ON: The light is illuminated.

�2 DOOR: The light illuminates when the
liftgate is opened. The light turns off
when the liftgate is closed.

�3 OFF: The light does not illuminate re-
gardless of liftgate position or lock sta-
tus.

CAUTION
Donot use for extended periods of time
with the engine stopped. This could re-
sult in a discharged battery.

The HomeLink® Universal Transceiver pro-
vides a convenient way to consolidate the
functions of up to three individual hand-
held transmitters into one built-in device.

HomeLink® Universal Transceiver:

∙ Will operate most radio frequency de-
vices such as garage doors, gates,
home and office lighting, entry door
locks and security systems.

∙ Is powered by your vehicle’s battery. No
separate batteries are required. If the
vehicle’s battery is discharged or is dis-
connected, HomeLink® will retain all
programming.

When the HomeLink® Universal Trans-
ceiver is programmed, retain the original
transmitter for futureprogrammingpro-
cedures (Example: new vehicle pur-
chases). Upon sale of the vehicle, the
programmed HomeLink® Universal
Transceiverbuttonsshouldbeerased for
security purposes. For additional infor-
mation, refer to “Programming
HomeLink®” in this section.

SIC2063A

HOMELINK® UNIVERSAL
TRANSCEIVER (if so equipped)
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WARNING
∙ Your vehicle’s engine should be
turned off while programming the
HomeLink® Universal Transceiver. For
additional information, refer to
“Push-button ignition switch” in the
“Starting and driving” section of this
manual. Do not breathe exhaust
gases; they contain colorless and
odorless carbon monoxide. Carbon
monoxide is dangerous. It can cause
unconsciousness or death.

∙ Do not use the HomeLink® Universal
Transceiver with any garage door
opener that lacks safety stop and re-
verse features as required by federal
safety standards. (These standards
became effective for opener models
manufactured after April 1, 1982.) A
garage door openerwhich cannot de-
tect an object in the path of a closing
garage door and then automatically
stop and reverse does not meet cur-
rent federal safety standards. Using a
garage door opener without these
features increases the risk of serious
injury or death.

∙ During the programming procedure
your garage door or security gate will
open and close (if the transmitter is
within range). Make sure that people
orobjectsareclearof thegaragedoor,
gate, etc., that you are programming.

PROGRAMMING HOMELINK®
If you have any questions or are having
difficulty programming your HomeLink®
buttons, refer to theHomeLink®website at:
www.homelink.com or call 1-800-355-3515.

NOTE:

Place the ignition switch in theONorACC
position (without starting the engine)
whenprogrammingHomeLink®. It is also
recommended that a new battery be
placed in the hand-held transmitter of
the device being programmed to
HomeLink® for quicker programming
and accurate transmission of the radio
frequency.

1. Position the end of your hand-held
transmitter 1–3 in (2–8 cm) away from
the HomeLink® surface, keeping the
HomeLink® indicator light �1 in view.

LIC2365
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2. Using both hands, simultaneously
press and hold the desired HomeLink®
button and hand-held transmitter but-
ton. DO NOT release until the
HomeLink® indicator light �1 flashes
slowly and then rapidly. When the indi-
cator light flashes rapidly, both buttons
may be released. (The rapid flashing
indicates successful programming.)

NOTE:

Somedevicesmay require you to replace
Step 2 with the cycling procedure noted
in “Programming HomeLink® for gate
openers” in this section.

3. Press and hold the programmed
HomeLink® button and observe the in-
dicator light.

∙ If the indicator light �1 is
solid/continuous, programming is
complete and your device should
activatewhen theHomeLink® button
is pressed and released.

∙ If the indicator light �1 blinks rapidly
for 2 seconds and then turns to a
solid/continuous light, continue
with Steps 4-6 for a rolling code de-
vice. A second person may make the
following steps easier. Use a ladder or
other device. Do not stand on your
vehicle to perform the next steps.

4. At the receiver located on the garage
door opener motor in the garage, lo-
cate the “learn” or “smart” button (the
nameand color of the buttonmay vary
by manufacturer but it is usually lo-
cated near where the hanging an-
tenna wire is attached to the unit). If
there is difficulty locating the button,
reference the garage door opener’s
manual.

5. Press and release the “learn” or “smart”
button.

NOTE:

Once the button is pressed, you have ap-
proximately 30 seconds to initiate the
next step.

6. Return to the vehicle and firmly press
and hold the trained HomeLink® but-
ton for 2 seconds and release. Repeat
the “press/hold/release” sequence up
to three times to complete the training
process. HomeLink® should now acti-
vate your rolling code equipped device.

7. If you have any questions or are having
difficulty programming your HomeLink®
buttons, refer to theHomeLink®web site
at: www.homelink.comor call 1-800-355-
3515.

LIC2366
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PROGRAMMING HOMELINK® FOR
CANADIAN CUSTOMERS AND GATE
OPENERS
Canadian radio-frequency laws require
transmitter signals to “time-out” (or quit)
after several seconds of transmission –
which may not be long enough for
HomeLink® to pick up the signal during
training. Similar to this Canadian law, some
U.S. gate operators are designed to “tim-
eout” in the same manner.

If you live in Canada or you are having diffi-
culties training a gate operator or garage
door opener by using the “Training” proce-
dures, replace “Programming HomeLink®”
step 2with the following:

NOTE:

When programming a garage door
opener, etc., unplug the device during
the “cycling” process to prevent possible
damage to thegaragedooropener com-
ponents.

1. For additional information, refer to “Pro-
gramming HomeLink®” step 1 in this
section.

2. Using both hands, simultaneously
press and hold the desired HomeLink®
button and the hand-held transmitter
button. During training, your hand-held
transmitter may automatically stop
transmitting. Continue to press and
hold the desired HomeLink® button
while you press and re-press (“cycle”)
your hand-held transmitter every
2 seconds until the frequency signal
has been learned. The HomeLink® indi-
cator light will flash slowly and then
rapidly after several seconds upon
successful training.DONOTreleaseun-
til theHomeLink® indicator light flashes
slowly and then rapidly. When the indi-
cator light flashes rapidly, both buttons
may be released. The rapid flashing in-
dicates successful training.
Proceed with “Programming
HomeLink®” step 3 to complete.
If the device was unplugged during the
programming procedure, remember
to plug it back inwhen programming is
completed.

OPERATING THE HOMELINK®
UNIVERSAL TRANSCEIVER
TheHomeLink® Universal Transceiver, after
it is programmed, can be used to activate
the programmed device. To operate, sim-
ply press and release the appropriate pro-
grammed HomeLink® Universal Trans-
ceiver button. The amber indicator lightwill
illuminate while the signal is being trans-
mitted.

For convenience, the hand-held transmit-
ter of the device may also be used at any
time.

PROGRAMMING TROUBLE-
DIAGNOSIS
If the HomeLink® does not quickly learn the
hand-held transmitter information:

∙ replace the hand-held transmitter bat-
teries with new batteries.

∙ position the hand-held transmitter with
its battery area facing away from the
HomeLink® surface.

∙ press and hold both the HomeLink®
and hand-held transmitter buttons
without interruption.
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∙ position the hand-held transmitter 1 -
3 in (26 - 76 mm) away from the
HomeLink® surface. Hold the transmit-
ter in that position for up to 15 seconds.
If HomeLink® is not programmedwithin
that time, try holding the transmitter in
anotherposition – keeping the indicator
light in view at all times.

If you have any questions or are having
difficulty programming your HomeLink®
buttons, refer to theHomeLink®website at:
www.homelink.com or call 1-800-355-3515.

CLEARING THE PROGRAMMED
INFORMATION
The following procedure clears the pro-
grammed information from both buttons.
Individual buttons cannot be cleared. How-
ever, individual buttons can be repro-
grammed. For additional information, refer
to “Reprogramming a single HomeLink®
button” in this section.

To clear all programming:

1. Press and hold the two outer
HomeLink® buttons until the indicator
light begins to flash in approximately
10 seconds. Do not hold for longer than
20 seconds.

2. Release both buttons.

HomeLink® is now in the programming
mode and can be programmed at any
time beginning with “Programming
HomeLink®” - Step 1.

REPROGRAMMING A SINGLE
HOMELINK® BUTTON
To reprogram a HomeLink® Universal
Transceiver button, complete the following:

1. Press and hold the desired HomeLink®
button. DO NOT release the button.

2. The indicator light will begin to flash
after 20 seconds.Without releasing the
HomeLink® button, proceed with “Pro-
gramming HomeLink®” - Step 1.

For questions or comments, contact
HomeLink® at: www.homelink.com or
1–800–355–3515 (except Mexico).

The HomeLink® Universal Transceiver but-
ton has now been reprogrammed. The
new device can be activated by pressing
the HomeLink® button that was just pro-
grammed. This procedure will not affect
any other programmed HomeLink® but-
tons.

IF YOUR VEHICLE IS STOLEN
If your vehicle is stolen, you should change
the codes of any non-rolling code device
that has been programmed into
HomeLink®. Consult the Owner’s Manual of
each device or call the manufacturer or
dealer of those devices for additional infor-
mation.

When your vehicle is recovered, you will
need to reprogram the HomeLink® Uni-
versal Transceiver with your new trans-
mitter information.

FCC Notice:

For USA:

This device complies with Part 15 of the
FCCRules.Operation is subject to the fol-
lowing two conditions: (1) This device
maynot causeharmful interference, and
(2) this device must accept any interfer-
ence received, including interference
that may cause undesired operation.
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NOTE:

Changes or modifications not expressly
approved by the party responsible for
compliance could void theuser’s author-
ity to operate the equipment.

For Canada:

This device complies with Industry
Canada licence-exempt RSS standard(s).
Operation is subject to the following two
conditions: (1) this device may not cause
interference, and (2) this devicemust ac-
cept any received, including interference
that may cause undesired operation of
the device.
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1. Two Intelligent Keys
2. Mechanical key
3. Key number plate

NISSAN INTELLIGENT KEY®
Your vehicle can only be driven with the
Intelligent Keys which are registered to
your vehicle’s Intelligent Key system com-
ponents and NISSAN Vehicle Immobilizer
System components.

Never leave these keys in the vehicle.

As many as four Intelligent Keys can be
registered and used with one vehicle. The
new keys must be registered by a NISSAN
dealer prior to use with the Intelligent Key
system and NISSAN Vehicle Immobilizer
System of your vehicle. Since the registra-

Type A (if so equipped)
LPD2842

Type B (if so equipped)
LPD2844

Type C (if so equipped)
LPD2941

KEYS
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tion process requires erasing allmemory in
the Intelligent Key components when reg-
istering new keys, be sure to take all Intelli-
gent Keys that you have to the NISSAN
dealer.

A key number plate is supplied with your
keys. Record the key number and keep it in
a safe place (such as your wallet), not in the
vehicle. If you lose your keys, it is recom-
mended that you visit a NISSAN dealer for
duplicates by using the key number.
NISSAN does not record key numbers so it
is very important to keep track of your key
number plate.

A key number is only necessary when you
have lost all keys and do not have one to
duplicate from. If you still have a key, it can
be duplicated without knowing the key
number.

CAUTION
Listed below are conditions or occur-
rences which will damage the Intelli-
gent Key:

∙ Do not allow the Intelligent Key,which
contains electrical components, to
come into contact with water or salt
water. This could affect the system
function.

∙ Do not drop the Intelligent Key.

∙ Do not strike the Intelligent Key
sharply against another object.

∙ Do not change or modify the Intelli-
gent Key.

∙ Wetting may damage the Intelligent
Key. If the Intelligent Key getswet, im-
mediately wipe until it is completely
dry.

∙ Do not place the Intelligent Key for an
extended period in an area where
temperatures exceed 140°F (60°C).

∙ Do not attach the Intelligent Key with
a key holder that contains amagnet.

∙ Do not place the Intelligent Key near
equipment that produces a magnetic
field, such as a TV, audio equipment
and personal computers.

If an Intelligent Key is lost or stolen, NISSAN
recommends erasing the ID code of that
Intelligent Key from the vehicle. This may
prevent the unauthorized use of the Intelli-
gent Key to operate the vehicle. For infor-
mation regarding the erasing procedure, it
is recommended that you visit a NISSAN
dealer.

Mechanical key
The Intelligent Key contains the mechani-
cal key.

To remove the mechanical key, release the
lock knob on the back of the Intelligent Key.

To install themechanical key, firmly insert it
into the Intelligent Key until the lock knob
returns to the lock position.

Use the mechanical key to lock or unlock
the driver’s door and glove box.

SPA1951
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CAUTION
Always carry the mechanical key in-
stalled in the Intelligent Key slot.

For additional information, refer to “Doors”
in this section and “Storage” in the “Instru-
mentsandcontrols” sectionof thismanual.

Valet hand-off
When you have to leave a key with a valet,
give them the Intelligent Key itself and keep
the mechanical key with you to protect
your belongings.

To prevent the glove box from being
opened during valet hand-off, follow the
procedure below.

1. Remove the mechanical key from the
Intelligent Key.

2. Lock the glove box with the mechani-
cal key.

3. Hand the Intelligent Key to the valet
and keep themechanical key with you.

For additional information, refer to “Stor-
age” in the “Instruments and controls” sec-
tion of this manual.

NISSAN VEHICLE IMMOBILIZER
SYSTEM KEYS
You can only drive your vehicle using the
master or valet keys which are registered
to the NISSAN Vehicle Immobilizer System
components in your vehicle. These keys
have a transponder chip in the key head.

The master key can be used for all the
locks.

To protect your belongingswhen you leave
a key with someone, give them the Intelli-
gent Key only, not the mechanical key.

Never leave these keys in the vehicle.

Additional or replacement keys:

If you still have a key, the key number is not
necessary when you need extra NISSAN
Vehicle Immobilizer System keys. Your ex-
isting key can be duplicatedwithout know-
ing the key number. As many as four
NISSAN Vehicle Immobilizer System keys
can be used with one vehicle. You should
bring all NISSAN Vehicle Immobilizer Sys-
tem keys that you have to the NISSAN
dealer for registration. This is because the
registration processwill erase thememory
of all key codes previously registered into
the NISSANVehicle Immobilizer System. Af-

ter the registration process, these compo-
nents will only recognize keys coded into
the NISSAN Vehicle Immobilizer System
during registration. Any key that is not
given to the dealer at the time of registra-
tion will no longer be able to start your
vehicle.

CAUTION
Do not allow the immobilizer system
key, which contains an electrical tran-
sponder, to come into contact with wa-
ter or salt water. This could affect sys-
tem function.
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When thedoors are lockedusingoneof the
following methods, the front doors cannot
be opened using the outside door handles,
and the back doors cannot be opened us-
ing the inside or outside door handles. The
doorsmust beunlocked toopen thedoors.

WARNING
∙ Always have the doors locked while
driving. Along with the use of seat
belts, this provides greater safety in
the event of an accident by helping to
prevent persons from being thrown
from the vehicle. This also helps keep
childrenandothers fromunintention-
ally opening the doors, and will help
keep out intruders.

∙ Before opening any door, always look
for and avoid oncoming traffic.

∙ To help avoid risk of injury or death
through unintended operation of the
vehicle and/or its systems, including
entrapment in windows or inadver-
tent door lock activation, do not leave
children, people who require the as-
sistance of others or pets unattended
in your vehicle. Additionally, the tem-
perature inside a closed vehicle on a
warm day can quickly become high
enough to cause a significant risk of
injury or death to people and pets.

LOCKING WITH KEY
To lock the door using the mechanical key,
turn the key toward the front of the vehicle
�1 . This will only lock the corresponding
door and will not activate the security sys-
tem. To arm the security system, press
the button on the Intelligent Key.
To unlock the corresponding door using
the mechanical key, turn the key toward
the rear of the vehicle. This will only unlock
the corresponding door and will not dis-
arm the security system.�2 .

Driver’s side
LPD2129

DOORS
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Foradditional information, refer to “Security
systems” in the “Instruments and controls”
section of this manual

LOCKING WITH INSIDE LOCK KNOB
To lock the door without the key, move the
inside lock knob to the lock position �1 ,
then close the door.

To unlock the door without the key, move
the inside lock knob to the unlock position
�2 .

For front doors, the door can also be un-
locked by pulling on the inside handle lever
one time �3 .

LOCKING WITH POWER DOOR
LOCK SWITCH
To lock all the doorswithout a key, push the
door lock switch (driver’s or front passen-
ger’s side) to the lock position �1 . When
locking the door this way, be certain not to
leave the key inside the vehicle.

To unlock all the doors without a key, push
the door lock switch (driver’s or front pas-
senger’s side) to the unlock position �2 .

Inside lock
LPD2641 LPD2309
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Lockout protection
When the power door lock switch ismoved
to the lockpositionandanydoor is open, all
doorswill lock.With the Intelligent Key left in
the vehicle and any door open, all doorswill
unlock automatically and a chime will
sound after the door is closed.

These functions help to prevent the Intelli-
gent Key from being accidentally locked
inside the vehicle.

AUTOMATIC DOOR LOCKS
∙ All doors lock automatically when the
vehicle speed reaches 15 mph
(24 km/h).

∙ All doorsunlockautomaticallywhen the
transmission is placed in the P (Park)
position or when the ignition switch is
placed in the OFF position.

CHILD SAFETY REAR DOOR LOCK
Child safety locks help prevent the rear
doors from being opened accidentally, es-
pecially when small children are in the ve-
hicle.

The child safety lock levers are located on
the edge of the rear doors.

When the lever is in the LOCK position,
the door can be opened only from the
outside.

WARNING
∙ Radio waves could adversely affect
electric medical equipment. Those
who use a pacemaker should contact
the electric medical equipment
manufacturer for the possible influ-
ences before use.

∙ The Intelligent Key transmits radio
waves when the buttons are pressed.
The FAA advises the radio waves may
affect aircraft navigation and com-
munication systems. Do not operate
the Intelligent Key while on an air-
plane. Make sure the buttons are not
operated unintentionally when the
unit is stored for a flight.

The Intelligent Key can operate all the door
locks using the remote control function or
pushing the request switch (if so equipped)
on the vehicle without taking the key out
from a pocket or purse. The operating en-
vironment and/or conditions may affect
the Intelligent Key operation.

Be sure to read the following before using
the Intelligent Key.

LPD2374

NISSAN INTELLIGENT KEY®
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CAUTION
∙ Be sure to carry the Intelligent Key
with you when operating the vehicle.

∙ Never leave the Intelligent Key in the
vehicle when you leave the vehicle.

The Intelligent Key is always communicat-
ing with the vehicle as it receives radio
waves. The Intelligent Key transmits weak
radio waves. Environmental conditions
may interfere with the operation of the In-
telligent Key under the following operating
conditions:

∙ When operating near a location where
strong radio waves are transmitted,
such as a TV tower, power station and
broadcasting station.

∙ When in possession of wireless equip-
ment, such as a cellular telephone,
transceiver, or a CB radio.

∙ When the Intelligent Key is in contact
with or covered by metallic materials.

∙ When any type of radio wave remote
control is used nearby.

∙ When the Intelligent Key is placed near
anelectric appliance suchasapersonal
computer.

∙ When the vehicle is parked near a park-
ing meter.

In such cases, correct the operating condi-
tions before using the Intelligent Key func-
tion or use the mechanical key.

Although the life of the battery varies de-
pending on the operating conditions, the
battery’s life is approximately two years. If
the battery is discharged, replace it with a
new one.

When the Intelligent Key battery is low, the
NISSAN Intelligent Key® warning light (if so
equipped) will blink green for about 30 sec-
onds after the ignition switch is placed in
the ON position.

Since the Intelligent Key is continuously re-
ceiving radio waves, if the key is left near
equipment which transmits strong radio
waves, such as signals from a TV and per-
sonal computer, the battery life may be-
come shorter.

When the battery is discharged, firmly ap-
ply the foot brake and touch the ignition
switch with the Intelligent Key. Then push
the ignition switch while depressing the
brake pedal within 10 seconds after the
chime sound. For additional information,

refer to “Push-button ignition switch” in the
“Starting and driving” section of this
manual.

For additional information, refer to “Battery
replacement” in the “Do-it-yourself ” section
of this manual.

As many as four Intelligent Keys can be
registered and used with one vehicle. For
information about the purchase anduseof
additional Intelligent Keys, it is recom-
mended that you visit a NISSAN dealer.

CAUTION
Listed below are conditions or occur-
rences which will damage the Intelli-
gent Key:

∙ Do not allow the Intelligent Key,which
contains electrical components, to
come into contact with water or salt
water. This could affect the system
function.

∙ Do not drop the Intelligent Key.

∙ Do not strike the Intelligent Key
sharply against another object.

∙ Do not change or modify the Intelli-
gent Key.
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∙ Wetting may damage the Intelligent
Key. If the Intelligent Key getswet, im-
mediately wipe until it is completely
dry.

∙ Do not place the Intelligent Key for an
extended period in an area where
temperatures exceed 140°F (60°C).

∙ Do not attach the Intelligent Key with
a key holder that contains amagnet.

∙ Do not place the Intelligent Key near
equipment that produces a magnetic
field, such as a TV, audio equipment
and personal computers.

If an Intelligent Key is lost or stolen, NISSAN
recommends erasing the ID code of that
Intelligent Key from the vehicle. This may
prevent the unauthorized use of the Intelli-
gent Key to operate the vehicle. For infor-
mation regarding the erasing procedure, it
is recommended that you visit a NISSAN
dealer.

OPERATING RANGE
The Intelligent Key functions can only be
used when the Intelligent Key is within the
specified operating range from the request
switch (if so equipped) �1 .

When the Intelligent Key battery is dis-
charged or strong radio waves are present
near the operating location, the Intelligent
Key operating range becomes narrower,
and the Intelligent Key may not function
properly.

The operating range iswithin 31.5 in (80 cm)
from each request switch (if so equipped)
�1 .

If the Intelligent Key is too close to the door
glass, handle or rear bumper, the request
switches (if so equipped)may not function.

When the Intelligent Key is within the oper-
ating range, it is possible for anyone, even
someone who does not carry the Intelli-
gent Key, to push the request switch (if so
equipped) to lock/unlock the doors.

LPD2929
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DOOR LOCKS/UNLOCKS
PRECAUTION
∙ Do not push the door handle request
switch (if so equipped) with the Intelli-
gent Keyheld in your handas illustrated.
The close distance to the door handle
will cause the Intelligent Key system to
have difficulty recognizing that the In-
telligent Key is outside the vehicle.

∙ After locking with the door handle re-
quest switch (if so equipped), verify the
doors are securely locked by testing
them.

∙ To prevent the Intelligent Key from be-
ing left inside the vehicle,make sure you
carry the Intelligent Key with you and
then lock the doors.

∙ Do not pull the door handle before
pushing the door handle request
switch (if so equipped). The door will be
unlocked but will not open. Release the
door handle once and pull it again to
open the door.

NISSAN INTELLIGENT KEY®
OPERATION
You can lock or unlock the doors without
taking the Intelligent Key out of your pocket
or bag.

When you carry the Intelligent Keywith you,
you can lock or unlock all doors by pushing
the door handle request switch (if so
equipped) within the range of operation.

LPD2554 LPD2905
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Locking doors
1. Move the shift lever to the P (Park) posi-

tion, place the ignition switch in the
LOCK position andmake sure you carry
the Intelligent Key with you.

2. Close all doors.

3. Push anydoor handle request switch (if
so equipped) while carrying the Intelli-
gent Key with you.

4. All doors will lock.

5. The hazard warning lights flash twice
and the outside buzzer sounds twice.

NOTE:

∙ Doors lock with the door handle re-
quest switch (if so equipped) while
the ignition switch is not in the LOCK
position.

∙ Doors lock by pushing the driver’s
sidedoorhandle request switchwhile
any door is open. However, the corre-
sponding door locks with the me-
chanical key even if any door is open.

∙ Request switches (if so equipped) for
all doors canbedeactivatedwhen the
I-Key Door Lock setting is switched to
OFF using the “Vehicle Settings”
menu in the vehicle information dis-
play. For additional information, refer
to “Vehicle informationdisplay” in the
“Instruments and controls” section of
this manual.

∙ Doors do not lock with the door
handle request switch (if so
equipped) with the Intelligent Key in-
side the vehicle and a beep sounds to
warn you. However, when an Intelli-
gent Key is inside the vehicle, doors
canbe lockedwithanother Intelligent
Key.

WARNING
After locking the doors using the re-
quest switch, make sure that the doors
have been securely lockedby operating
thedoorhandles.Failure to followthese
instructionsmay result in inadvertently
unlocking the doors, which may de-
crease the safety and security of your
vehicle.

LPD2943 LPD2614
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CAUTION
∙ When locking the doors using the re-
quest switch (if so equipped), make
sure tohave the IntelligentKey in your
possession before operating the re-
quest switch (if so equipped) to pre-
vent the Intelligent Key from being
left in the vehicle.

∙ The request switch (if so equipped) is
operational only when the Intelligent
Key has been detected by the Intelli-
gent Key system.

Lockout protection

To prevent the Intelligent Key from being
accidentally locked in the vehicle, lockout
protection is equipped with the Intelligent
Key.

When the driver’s side door is open, the
doors are locked, and then the Intelligent
Key is put inside the vehicle and all the
doors are closed; the lock will automati-
cally unlock and a beep will sound to warn
you.

NOTE:

The doorsmay not lock when the Intelli-
gent Key is in the same hand that is op-
erating the request switch (if so
equipped) to lock the door. Put the Intel-
ligent Key in a purse, pocket or your
other hand.

CAUTION
The lockout protection may not func-
tion under the following conditions:

∙ When the Intelligent Key is placed on
top of the instrument panel.

∙ When the Intelligent Key is placed in-
side the glove box or a storage bin.

∙ When the Intelligent Key is placed in-
side the door pockets.

∙ When the Intelligent Key is placed in-
side or near metallic materials.

Unlocking doors
1. Carry the Intelligent Key.

2. Push the door handle request switch (if
so equipped) or power liftgate request
switch.

3. The hazard indicator lights flash once
and the outside chime sounds once.

4. Push the door handle request switch (if
so equipped) again within 1 minute to
unlock all doors.

LPD2943
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NOTE:

Request switches for all doors and lift-
gate can be deactivated when the I-Key
Door Lock setting is switched to OFF in
the “Vehicle Settings” of the vehicle in-
formation display. For additional infor-
mation, refer to “Vehicle informationdis-
play” in the “Instruments and controls”
section of this manual.

If a door handle is pulled while unlocking
the doors, that door may not be unlocked.
Returning the door handle to its original
position will unlock the door. If the door
does not unlock after returning the door
handle, push the door handle request
switch (if so equipped) to unlock the door.

All doors will be locked automatically un-
less one of the following operations is per-
formed within 1 minute after pushing the
request switch (if so equipped).

∙ Opening any door.

∙ Pushing the ignition switch.

The interior light timer illuminates for a pe-
riod of time when a door is unlocked and
the room light switch is in the DOOR posi-
tion.

The interior light can be turned off without
waiting by performing one of the following
operations:

∙ Placing the ignition switch in theONpo-
sition.

∙ Locking the doorswith the remote con-
trol.

∙ Switching the room light switch to the
OFF position.

∙ Switching the Auto Room Lamp to the
OFF position in “Vehicle Settings” of the
vehicle information display. For addi-
tional information, refer to “Vehicle in-
formation display” in the “Instruments
and controls” section of this manual.

HOW TO USE THE REMOTE
KEYLESS ENTRY FUNCTION
The remote keyless entry function can op-
erate all door locks using the remote key-
less function of the Intelligent Key. The re-
mote keyless function can operate at a
distance of 33 ft (10 m) away from the ve-
hicle. The operating distance depends
upon the conditions around the vehicle.

The remote keyless entry function will not
function under the following conditions:

∙ When the Intelligent Key is notwithin the
operational range.

∙ When the doors or the rear liftgate are
open or not closed securely.

∙ When the Intelligent Key battery is dis-
charged.

LPD2614
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CAUTION
When locking the doors using the Intel-
ligentKey,besurenot to leave thekey in
the vehicle.

TYPE A (if so equipped)
1. (lock) button

2. (unlock) button

3. (panic) button

TYPE B (if so equipped)
1. (remote engine start)

2. (lock) button

3. (unlock) button

4. (panic) button

LPD3600 LPD3602
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TYPE C (if so equipped)

1. (remote engine start)

2. (lock) button

3. (unlock) button

4. (liftgate) button

5. (panic) button

Locking doors
1. Place the ignition switch in the LOCK

position.

2. Close all doors.

3. Press the button on the Intelli-
gent Key.

4. The hazard indicator lights flash twice
and the horn beeps once.

5. All doors will be locked.

WARNING
After locking the doors using the Intel-
ligent Key, be sure that the doors have
been securely locked by operating the
door handles. Failure to follow these in-
structions may result in inadvertently
unlocking the doors, which may de-
crease the safety and security of your
vehicle.

Unlocking doors

1. Press the buttonon the Intelligent
Key to unlock the driver’s door.

2. The hazard indicator lights flash once
and the driver’s door unlocks.

3. Press the button again within
60 seconds to unlock all doors.

NOTE:

The Selective Unlock feature can be
changed using the “Vehicle Settings”
menuon thevehicle informationdisplay.
For additional information, refer to “Ve-
hicle information display” in the “Instru-
ments and controls” section of this
manual.

All doors will be locked automatically un-
less one of the following operations is per-
formed within 1 minute after pressing
the button:

∙ Opening any doors.

∙ Pushing the ignition switch.
The interior light illuminates for a period of
timewhen a door is unlocked and the inte-
rior light switch is in the ON position.

The light can be turned off without waiting
by performing one of the following opera-
tions:

∙ Placing the ignition switch in theONpo-
sition.

∙ Locking the doors with the Intelligent
Key.

∙ Switching the interior light switch to the
OFF position.

LPD3026
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∙ Switching the Auto Room Lamp feature
to the OFF position using the “Vehicle
Settings” menu on the vehicle informa-
tion display. For additional information,
refer to “Vehicle information display” in
the “Instruments and controls” section
of this manual.

For additional information, refer to “Interior
lights” in the “Instrument and controls” sec-
tion of this manual.

Opening windows
The Intelligent Key allows you to simultane-
ously open windows equipped with auto-
matic operation.

To open the windows, press the but-
ton on the Intelligent Key for longer than
3 seconds after all doors are unlocked.
The door windowswill open while pressing
the button on the Intelligent Key.
The door windows cannot be closed by
using the Intelligent Key.

Releasing the rear liftgate (if so
equipped)
The rear liftgate can be opened and closed
by performing the following:

∙ Press the button for longer than
1 second to open the rear liftgate.

∙ Press the button again for longer
than 1 second to close the rear liftgate.

When the button is pressed during
the open or close process the liftgate will
stop. When pressed again, the liftgate will
reverse and go in the opposite direction.

Using the panic alarm
If you are near your vehicle and feel threat-
ened, you may activate the panic alarm to
call attention by pressing and holding
the button on the Intelligent Key for
longer than 0.5 seconds.
Thepanic alarmandheadlightswill stay on
for a period of time.

The panic alarm stops when:

∙ It has run for a period of time, or

∙ Any button is pressed on the Intelligent
Key.

∙ The request switch on the driver or pas-
senger door is pushed and the Intelli-
gent Key is in range of the door handle.

Answer back horn feature
If desired, the answer back horn feature
can be deactivated using the Intelligent
Key. When it is deactivated and the
button is pressed, the hazard indicator
lights flash twice. When the button is
pressed, neither the hazard indicator lights
nor the horn operates.

NOTE:

If you change the Answer Back Horn fea-
ture with the Intelligent Key, the vehicle
information display screenwill show the
current mode after the ignition switch
has been cycled from the OFF to the ON
position. The vehicle information display
screen can also be used to change the
answer back hornmode.
For additional information, refer to “Ve-
hicle settings” in the “Instruments and
controls” section of this manual.
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To deactivate:
Press and hold the and but-
tons for at least 2 seconds. The hazard
indicator lightswill flash three times tocon-
firm that the answer back horn feature has
been deactivated.
To activate:
Press and hold the and but-
tons for at least 2 seconds once more.
The hazard indicator lights will flash once
and the horn will sound once to confirm
that the horn beep feature has been reac-
tivated.
Deactivating the horn beep feature does
not silence the horn if the alarm is trig-
gered. Intelligent Key button operation

light
The light blinks only when you press any
button on the Intelligent Key. The light illu-
mination only signifies that the key fob has
transmitted a signal. You may look and/or
listen to verify that the vehicle has per-
formed the intended operation. The num-
ber of blinks identifies each registered key
(i.e. 1 blink = 1st key,...,4 blinks = 4th key) for
your own identification purposes.

If the light does not blink, your battery may
be too weak to communicate to the ve-
hicle. If this occurs, the batterymay need to
be replaced. For additional information re-
garding the replacement of a battery, refer
to “Battery replacement” in the “Do-it-
yourself ” section of this manual.

WARNING SIGNALS
To help prevent the vehicle from moving
unexpectedly by erroneous operation of
the Intelligent Key or to help prevent the
vehicle from being stolen, a chime or
buzzer sounds from inside and outside the
vehicle and a warning is displayed in the
instrument panel.

Whenachimeorbeepsoundsor awarning
is displayed, be sure to check the vehicle
and the Intelligent Key.

For additional information, refer to the
“Troubleshooting guide” in this section and
“Vehicle information display” in the “Instru-
mentsandcontrols” sectionof thismanual.

LPD2836
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TROUBLESHOOTING GUIDE
Verify the location of all Intelligent Keys that
are programmed for the vehicle. If another
Intelligent Key is in range or inside the ve-
hicle, the vehicle system may respond dif-
ferently than expected.

Symptom Possible Cause Remedy

When stopping the engine
The Shift to Park warning appears on
the display and the inside warning
chime sounds continuously.

The shift lever is not in the P (Park)
position.

Move the shift lever to the P (Park)
position.

When shifting the shift lever to the P
(Park) position

The Push ignition to OFF warning ap-
pears in the display.

The ignition switch is in the ACC or ON
position.

Place the ignition switch in the OFF
position.

When opening the driver’s door to get
out of the vehicle

The Door Open warning appears on
the display and the inside warning
chime sounds continuously.

The ignition switch is in the ACC or ON
position.

Place the ignition switch in the OFF
position.

When closing the door after getting
out of the vehicle

The No Key Detected warning appears
on the display, the outside chime
sounds three times and the inside
warning chime sounds for approxi-
mately 3 seconds.

The ignition switch is in the ACC or ON
position.

Place the ignition switch in the OFF
position.

The Rear Door Alert warning message
appears on the display, the horn
sounds three times twice, or a “Check
Back Seat for all Articles” warning ap-
pears on the display.

The Rear Door Alert is activated.
Check the back seat for all articles,
press the ENTER button to clear the
Rear Door Alert warning message.

The Shift to Park warning appears on
the display and the outside chime
sounds continuously.

The ignition switch is in the ACC posi-
tion and the shift lever is not in the P
(Park) position.

Move the shift lever to the P (Park) po-
sition and place the ignition switch in
the OFF position.
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Symptom Possible Cause Remedy

When closing the door with the inside
lock knob in the lock position

The outside chime sounds for approxi-
mately 3 seconds and all the doors
unlock.

The Intelligent Key is inside the vehicle. Carry the Intelligent Key with you.

When pushing the door handle re-
quest switch or the button on
the Intelligent Key to lock the door

The outside chime sounds for approxi-
mately 2 seconds. The Intelligent Key is inside the vehicle. Carry the Intelligent Key with you.

When pushing the ignition switch to
start the engine

The Key low battery warning appears
on the display. The battery charge is low.

Replace the battery with a new one.
For additional information, refer to
“Battery replacement” in the “Do-it-
yourself ” section of this manual.

The No Key Detected warning appears
on the display, the outside chime
sounds three times and the inside
warning chime sounds for approxi-
mately 3 seconds.

The Intelligent Key is not in the vehicle. Carry the Intelligent Key with you.

When pushing the ignition switch
The I-Key System Error warning mes-
sage in the vehicle information display
appears.

It warns of a malfunction with the In-
telligent Key system.

It is recommended that you visit a
NISSAN dealer.
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The button will be on the NISSAN In-
telligent Key® if the vehicle has Remote En-
gine Start. This feature allows the engine to
start from outside the vehicle.
The following feature may be affected
when Remote Engine Start is used:

∙ Vehicles with an automatic climate
control system will default to either a
heating or cooling mode depending on
outside and cabin temperatures. For
additional information, refer to “Remote
Engine Start with Intelligent Climate
Control” in the “Monitor, climate, audio,
phone and voice recognition systems”
section of this manual.

Laws in some local communities may re-
strict the use of remote starters. For ex-
ample, some laws require a person using
Remote Engine Start to have the vehicle in
view. Check local regulations for any re-
quirements.

Other conditionsmayaffect the function of
the Remote Engine Start feature. For addi-
tional information, refer to “Conditions the
Remote Engine Start will not work” in this
section.

Other conditions can affect the perfor-
mance of the Intelligent Key transmitter.
For additional information, refer to “NISSAN
Intelligent Key®” in this section.

REMOTE ENGINE START
OPERATING RANGE

WARNING
To help avoid risk of injury or death
through unintended operation of the
vehicle and/or its systems, including
entrapment in windows or inadvertent
door lock activation, do not leave chil-
dren,peoplewho require theassistance
of others or pets unattended in your ve-
hicle. Additionally, the temperature in-
side a closed vehicle on awarmday can
quickly becomehigh enough to cause a
significant risk of injury or death to
people and pets.

CAUTION
When the Intelligent Key battery is dis-
charged or other strong radio wave
sources are present near the operating
location, the Intelligent Key operating
range becomes narrower, and the Intel-
ligent Keymay not function properly.

The Remote Engine Start function can only
be used when the Intelligent Key is within
the specified operating range from the ve-
hicle.

LPD2995

REMOTE ENGINE START (if so
equipped)
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The Remote Engine Start operating range
is approximately 197 ft (60 m) from the ve-
hicle.

REMOTE STARTING THE VEHICLE
To use the Remote Engine Start feature
perform the following:

1. Aim the Intelligent Key at the vehicle.

2. Press the button to lock all
doors.

3. Within 5 seconds press and hold
the button until the turn signal
lights flash and the tail lamps turn on. If
the vehicle is not within view press and
hold the button for at least 2 sec-
onds.

The following events will occur when the
engine starts:

∙ The parking lightswill turn on and remain
on as long as the engine is running.

∙ Thedoorswill be lockedand theclimate
control system may come on.

∙ The engine will continue to run for
10 minutes. Repeat the steps to extend
the time for an additional 10 minutes.
For additional information, refer to “Ex-
tending engine run time” in this section.

Press and hold the brake pedal while
switching the ignition to the ON position
before driving. For additional information,
refer to “Driving the vehicle” in the “Starting
and driving” section of this manual.

EXTENDING ENGINE RUN TIME
The Remote Engine Start feature can be
extended one time by performing the
steps listed in “Remote starting the vehicle”
in this section. Run time will be calculated
as follows:

∙ The first 10 minute run time will start
when the Remote Engine Start function
is performed.

∙ The second 10minutes will start imme-
diately when the Remote Engine Start
function is performed again. For ex-
ample, if the engine has been running
for 5 minutes, and 10 minutes are
added, the engine will run for a total of
15 minutes.

∙ Extendingengine run timewill bring you
to the two Remote Engine Start limit.

A maximum of two Remote Engine Starts,
or a single Remote Engine Start with an
extension, are allowed between ignition
cycles. The ignition switch must be cycled
to the ON position and then back to the

OFF position before the Remote Engine
Start procedure can be used again.

CANCELING A REMOTE ENGINE
START
To cancel a Remote Engine Start, perform
one of the following:

∙ Aim the Intelligent Key at the vehicle
and press until the parking lights
turn off.

∙ Turn on the hazard warning flashers.
∙ Cycle the ignition switch on and then
off.

∙ The extended engine run time has ex-
pired.

∙ The first 10 minute timer has expired.
∙ Opening the engine hood.
∙ Shifting the vehicle out of P (Park).
∙ The alarm sounds due to illegal entry
into the vehicle.

∙ Pushing the ignition switch without the
Intelligent Key in the vehicle.

∙ Not pressing the brake pedal while
pressing the ignition switch with the In-
telligent Key in the vehicle.
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CONDITIONS THE REMOTE ENGINE
STARTWILL NOTWORK
The Remote Engine Start will not operate if
any of the following conditions are present:

∙ The ignition switch is placed in the ON
position.

∙ The hood is not securely closed.

∙ The hazard indicator lights are on.

∙ The engine is still running. The engine
must be completely stopped. Wait at
least 6 seconds if the engine goes from
running to off. This is not applicable
when extending engine run time.

∙ The button is not pressed and
held for at least 2 seconds.

∙ The button is not pressed and
held within 5 seconds of pressing the
lock button.

∙ The brake is pressed.

∙ The doors are not closed and locked.

∙ The liftgate (if so equipped) or trunk (if
so equipped) is open.

∙ The I–Key Indicator Light remains solid
in the vehicle information display.

∙ The alarm sounds due to illegal entry
into the vehicle.

∙ Two Remote Engine Starts, or a single
Remote Engine Start with an extension,
have already been used.

∙ The vehicle is not in P (Park).

∙ There is a detected registered key al-
ready inside of the vehicle.

∙ The Remote Engine Start feature has
been switched toOFF using the “Vehicle
Settings”menu on the “Vehicle informa-
tion display” in the “Instruments and
controls” section of this manual.

The Remote Engine Start may display a
warning or indicator in the vehicle informa-
tion display. For additional information, re-
fer to “Vehicle information display” in the
“Instruments and controls” section of this
manual.
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1. Pull the hood lock release handle �1
located below the driver side instru-
ment panel. The hood will spring up
slightly.

2. Push the lever �2 at the front of the
hood to the side as illustratedwith your
fingertips

3. Raise the hood �3 .

4. Remove the support rod and insert
into the slot �4 .

When closing the hood, lower it slowly and
make sure it locks into place.

WARNING
∙ Make sure the hood is completely
closed and latched before driving.
Failure to do so could cause the hood
to fly open and result in an accident.

∙ If you see steam or smoke coming
from the engine compartment, to
avoid injury do not open the hood.

WARNING
∙ Always be sure the liftgate has been
closed securely to prevent it from
opening while driving.

∙ Do not drive with the liftgate open.
This could allow dangerous exhaust
gases tobedrawn into thevehicle. For
additional information, refer to “Ex-
haust gas (carbon monoxide)” in the
“Starting and driving” section of this
manual.

∙ To help avoid risk of injury or death
through unintended operation of the
vehicle and/or its systems, including
entrapment in windows or inadver-
tent door lock activation, do not leave
children, people who require the as-
sistance of others or pets unattended
in your vehicle. Additionally, the tem-
perature inside a closed vehicle on a
warm day can quickly become high
enough to cause a significant risk of
injury or death to people and pets.

∙ Always be sure that hands and feet
are clear of the door frame to avoid
injury while closing the liftgate.

LPD3064

HOOD LIFTGATE
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OPERATING THE MANUAL
LIFTGATE (if so equipped)
The power door lock system allows you to
lock or unlock all doors including the lift-
gate simultaneously.

To open the liftgate, push the liftgate
opener switch �A and pull up on the
handle.

To close, lower and push the liftgate down
securely.

OPERATING THE POWER LIFTGATE
(if so equipped)

WARNING
∙ Make sure that all passengers have
their hands, etc., inside the vehicle be-
fore closing the liftgate.

∙ Do not leave children unattended in-
side the vehicle. They could unknow-
ingly activate switches or controls.
Unattended children could become
involved in serious accidents.

NOTE:

To open, close or reverse the power lift-
gate, the shift lever must be in P (Park).
Also, thepower liftgatewill not operate if
battery voltage is low.

Power Open:
The power liftgate automatically moves
from the fully closed position to the fully
open position in approximately 5 – 8 sec-
onds. The power open feature can be acti-
vatedby the switchon the key fob, the instru-
ment panel switch or the liftgate open
switch. A chime sounds to indicate the
power open sequence has been started.

LPD2274 LPD2108
Liftgate Instrument Panel Switch

LPD2212
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∙ When the vehicle is locked, the liftgate
can be opened by the instrument panel
switch, key fob or liftgate opener switch
�A (with key fob in liftgate range). The
liftgatewill individually unlock andopen.
Once the liftgate is closed, the vehicle
will remain in the unlock status.

∙ The key fob button must be held for
1 second before the liftgate opens.

∙ The liftgatemust beunlocked to open it
with the liftgate opener switch �A and
without key fob in liftgate range.

A warning chimewill sound if the shift lever
is moved out of P (Park) and the vehicle is
beginning to move, during a power open
operation.

Power Close:
The power liftgate automatically moves
from the fully open position to the second-
ary position. When the liftgate reaches the
secondaryposition, the cinchingmotor en-
gages and pulls the liftgate to its primary
latch position. Power close takes approxi-
mately 7 – 10 seconds. The power close
feature can be activated by the switch on
the key fob, the instrument panel or the
liftgate switch �B . A chime sounds to indi-
cate the power close sequence has been
started.

Liftgate opener switch
LPD2109 LPD2275
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∙ If the liftgate opener switch �A is acti-
vated while the cinching motor is en-
gaged, the cinching motor will disen-
gage, and the liftgate will enter the
poweropen function initiatedby the lift-
gate opener switch.

∙ The key fob button must be held for
1 second before the liftgate closes.

Stop - Reverse:
During an open/close movement, the lift-
gate can be stopped, if the Intelligent Key,
instrument panel or liftgate switch (�A or
�B ) is pressed. The liftgate can be reversed
if the Intelligent Key, instrument panel or
liftgate switch (�A or �B ) is pressed again.

Auto Reverse:
If an obstacle is detected during power
open or power close, a warning chime will
sound and the liftgatewill reverse direction
and return to the full open or full close po-
sition. If a second obstacle is detected, the
liftgatemotionwill stop and the liftgatewill
enter manual mode.

A pinch strip is mounted on each side of
the liftgate. If an obstacle is detected by a
pinch strip during power close, the liftgate
will reverse direction and return to the full
open position.

NOTE:

If thepinch strip is damagedor removed,
the power close function will not oper-
ate.

WARNING
There are some small distances imme-
diatelybefore theclosedpositionwhich
cannot be detected. Make sure that all
passengers have their hands, etc., in-
side the vehicle before closing the
liftgate.

Manual Mode:
If power operation is not available, the lift-
gatemaybeoperatedmanually. Power op-
erationmay not be available if multiple ob-
stacles have been detected in a single
power cycle, or if battery voltage is low.

If the power liftgate opener switch �A is
pushed during power open or close, the
power operation will be canceled and the
liftgate can be operated manually.

To open the liftgatemanually, push the lift-
gate opener switch �A and lift the liftgate.

To close, lower and push the liftgate down
securely.

LPD2274
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MOTION-ACTIVATED LIFTGATE (if
so equipped)
The liftgate can be operated using a quick
kickingmotion under the center of the rear
bumper.

To operate, the Intelligent Key must be
within 31.5 in (80 cm) of the liftgate.

Proper operation technique
∙ While at the rear of the vehicle, begin
making a quick forward kickingmotion.

∙ Raise your foot straight under the cen-
ter of the rear bumper then immedi-
ately return your foot to the ground in a
continuous motion.

∙ The kicking motion should be straight,
smooth and consistent.

∙ After your kickmotion is complete, step
back and allow the liftgate to
open/close.

∙ Three beeps will sound and the liftgate
will begin moving within two seconds
after the kick.

CAUTION
Before performing the kicking motion,
steady your stance to prevent any loss
of balance. Also, while making the kick-
ingmotion, take caution around hot ex-
haust system parts. Otherwise, there
may be danger of injury.

Activation zone
LPD2768

DO: Quick forward kick and return while
the key fob is within range

LPD2873
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WARNING
Prevent unintentional liftgate
opening/closing. There may be condi-
tionswhenopening/closing the liftgate
is not desired. Keep the Intelligent Key
out of range of the liftgate, (31.5 in or
80 cm), when washing or working
around the back of the vehicle.

CAUTION
∙ Interference or malfunction can be
caused by parking in close proximity
to radio or satellite towers.

∙ Intelligent Key interference could be
caused if youhaveyourkey fobstored
next to your cell phone or any RF-
enabled smart card. For additional in-
formation, refer to “NISSAN Intelligent
Key®” in this section.

LIFTGATE RELEASE

WARNING
∙ Always be sure the liftgate has been
closed securely to prevent it from
opening while driving.

∙ Do not drive with the liftgate open.
This could allow dangerous exhaust
gases tobedrawn into thevehicle. For
additional information, refer to “Ex-
haust gas (carbon monoxide)” in the
“Starting and driving” section of this
manual.

∙ To avoid personal injury, do not at-
tempt to activate the power liftgate if
one or both of the liftgate struts are
removed.

CAUTION
∙ If the power liftgate does not stay
open or if the liftgate unexpectedly
closes at any time while a continuous
warning chime sounds, do not oper-
ate the liftgate. There may be a pres-
sure loss in one or both of the liftgate
struts. It is recommended that you
have the liftgate inspected. It is rec-
ommended that you visit a NISSAN
dealer for this service.

∙ Do not activate the power liftgate if
one or both of the liftgate struts are
removed. Damage to the liftgate or
power liftgate mechanisms may
occur.

DO NOT: Swing foot side to side or pause
during kick

LPD2764
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Manual liftgate release (if so
equipped)
If the liftgate cannot be locked or unlocked
with the door lock switch or the Intelligent
Key due to a discharged battery, follow
these steps:

1. Remove the cover �A on the inside of
the liftgate.

2. Move the lever�B as illustrated to open
the liftgate.

It is recommended that you visit a NISSAN
dealer as soon as possible for repair.

Power liftgate release (if so
equipped)
If the liftgate cannot be opened with the
instrument panel switch, liftgate opener
switch or key fob due to a discharged bat-
tery, follow these steps:

1. Remove the cover �A on the inside of
the liftgate.

2. Move the lever�B as illustrated to open
the liftgate.

It is recommended that you visit a NISSAN
dealer as soon as possible for repair.

LIFTGATE POSITION SETTING (if so
equipped)
The liftgate can be set to open to a specific
height by performing the following:

1. Open the liftgate using the request
switch or the Intelligent Key.

2. Pull the liftgate down to the desired
position and hold the liftgate (the lift-
gate will have some resistance when
being manually adjusted).

LPD2646 SPA2778 LPD3012
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3. While holding the liftgate in position,
push and hold the liftgate switch
located on the liftgate for approxi-
mately 5 seconds or until two beeps
are heard.

The liftgate will open to the selected posi-
tion setting. To change the position of the
liftgate, repeat steps 1-3 for setting the po-
sition of the liftgate.

OPENING THE FUEL-FILLER DOOR
To open the fuel-filler door, push the right
side of the fuel-filler door to release.

FUEL-FILLER CAP

WARNING
∙ Gasoline is extremely flammable and
highly explosive under certain condi-
tions. You could be burned or seri-
ously injured if it is misused or mis-
handled. Always stop the engine and
do not smoke or allow open flames or
sparks near the vehicle when
refueling.

∙ Donot attempt to topoff the fuel tank
after the fuel pump nozzle shuts off
automatically. Continued refueling
may cause fuel overflow, resulting in
fuel spray and possibly a fire.

∙ Use only an original equipment type
fuel-filler cap as a replacement. It has
a built-in safety valve needed for
proper operation of the fuel system
and emission control system. An in-
correct capcan result inaseriousmal-
function and possible injury. It could
also cause the Malfunction Indi-
cator Light (MIL) to come on.

∙ Never pour fuel into the throttle body
to attempt to start your vehicle.

LPD2110

FUEL-FILLER DOOR
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∙ Do not fill a portable fuel container in
the vehicle or trailer. Static electricity
can cause an explosion of flammable
liquid, vapor or gas in any vehicle or
trailer. To reduce the risk of serious
injury or death when filling portable
fuel containers:

– Always place the container on the
ground when filling.

– Donotuseelectronic deviceswhen
filling.

– Keep the pump nozzle in contact
with the container while you are
filling it.

– Use only approved portable fuel
containers for flammable liquid.

CAUTION
∙ Do not use a fuel containing more
than 15% ethanol in your vehicle. For
additional information, refer to “Fuel
recommendation” in the “Technical
andconsumer information” sectionof
this manual.

∙ The Loose Fuel Cap warningmessage
will be displayed/warning will appear
if the fuel-filler cap is not properly
tightened. It may take a few driving
trips for themessage to be displayed.
Failure to tighten the fuel-filler cap
properly after the Loose Fuel Cap
warning message is
displayed/warning appears may
cause the Malfunction Indicator
Light (MIL) to illuminate.

∙ Failure to tighten the fuel-filler cap
properly may cause the Mal-
function Indicator Light (MIL) to illumi-
nate. If the light illuminates be-
cause the fuel-filler cap is loose or
missing, tighten or install the cap and
continue to drive the vehicle.
The light should turn off after a
fewdriving trips. If the lightdoes
not turn off after a few driving trips,
have the vehicle inspected. It is rec-
ommended that you visit a NISSAN
dealer for this service.

∙ For additional information, refer to
“Malfunction Indicator Light (MIL)” in
the “Instruments and controls” sec-
tion of this manual.

∙ If fuel is spilled on the vehicle body,
flush it awaywithwater to avoid paint
damage.
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To remove the fuel-filler cap:

1. Turn the fuel-filler cap counterclock-
wise to remove.

2. Put the fuel-filler cap on the cap holder
�1 while refueling.

To install the fuel-filler cap:

1. Insert the fuel-filler cap straight into the
fuel-filler tube.

2. Turn the fuel-filler cap clockwise until a
single click is heard.

Loose Fuel Cap warning
The Loose Fuel Capwarning appears in the
vehicle information display when the fuel-
filler cap is not tightened correctly after the
vehicle has been refueled. Itmay take a few
driving trips for the message to be dis-
played. To turn off thewarning, perform the
following:

1. Remove and install the fuel-filler cap as
soon as possible. For additional infor-
mation, refer to “Fuel-filler cap” in this
section.

2. Tighten the fuel-filler cap until it clicks.

3. Press the button on the steering
wheel for about 1 second to turn off the
Loose Fuel Cap warning after tighten-
ing the fuel-filler cap.

LPD2621 LPD3029
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WARNING
∙ Donotadjust thesteeringwheelwhile
driving. You could lose control of your
vehicle and cause an accident.

∙ Do not adjust the steering wheel any
closer to you than is necessary for
proper steering operation and com-
fort. The driver’s air bag inflates with
great force. If you are unrestrained,
leaning forward, sitting sideways or
out of position in any way, you are at
greater risk of injury or death in a
crash. Youmay also receive serious or
fatal injuries from the air bag if you
are up against it when it inflates. Al-
ways sit back against the seatback
and as far away as practical from the
steering wheel. Always use the seat
belts.

MANUAL OPERATION (if so
equipped)
Tilt and telescopic operation
Pull the lock lever �1 down:

∙ Adjust the steering wheel up or down in
direction �2 to the desired position.

∙ Adjust the steering wheel forward or
backward in direction �3 to the desired
position.

Push the lock lever �1 up firmly to lock the
steering wheel in place.

AUTOMATIC OPERATION (if so
equipped)
Tilt and telescopic operation
To adjust the steering wheel move the
switch �1 in the following directions:

∙ Adjust the steering wheel up or down in
direction �2 to the desired tilt position.

∙ Adjust the steering wheel forward or
backward in direction �3 to the desired
telescopic position.

LPD2111 LPD2410

STEERINGWHEEL
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CAUTION
For vehicles with automatic drive posi-
tioner: Failure to reset the tilt and tele-
scoping functions of the steering
wheel, after the vehicle’s battery has
been discharged, may prevent the
steering wheel position from being
adjusted.

For vehicles with automatic drive posi-
tioner: Both the tilt and telescopic steering
operation must be reset after the vehicle’s
battery has been discharged in order to
prevent the tilt and telescopic operation
from locking in one position.When the bat-
tery has been recharged or replaced, per-
form the following:

∙ For tilt operation, adjust the switch �1
so the steering wheel moves to the
highest position �2 that can be
reached.

∙ For telescopic operation, adjust the
switch �1 so the steering wheel moves
to the most forward and backward po-
sition �3 that can be reached.

Performing these operations resets the
range of the steering wheel’s tilt and tele-
scopic function.

Entry/Exit function (if so
equipped)
The automatic drive positioner system (if
so equipped) will make the steering wheel
move up automatically when the driver’s
door is opened and the ignition switch is in
the LOCK position. This lets the driver get
into and out of the seat more easily. The
steering wheel moves back into position
when the driver’s door is closed and the
ignition switch is pushed.

For additional information, refer to “Auto-
matic drive positioner” in this section.

1. To block glare from the front, swing
down the main sun visor �1 .

2. To block glare from the side, remove
the main sun visor from the center
mount and swing the visor to the side
�2 .

LPD2154

SUN VISORS
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3. To extend the sun visor, slide in or out
as needed �3 .

CAUTION
∙ Do not store the sun visor before re-
turning the extension to its original
position.

∙ Do not pull the extension sun visor
forcedly downward.

VANITY MIRRORS
To access the vanity mirror, pull the sun
visor down and flip open the mirror cover.
Some vanity mirrors are illuminated (if so
equipped) and turn on when the mirror
cover is open.

CARD HOLDER
To access the card holder located on the
ceiling, pull the driver’s side sun visor down
and slide the card into the card holder �1 .
Do not view information while operating
the vehicle.

LPD2067
Driver’s side

LPD2644

Pre-driving checks and adjustments 3-35



MANUAL ANTI-GLARE REARVIEW
MIRROR (if so equipped)
Use the night position �1 to reduce glare
from the headlights of vehicles behind you
at night.

Use the day position �2 when driving in
daylight hours.

WARNING
Use thenightpositiononlywhenneces-
sary, because it reduces rear view
clarity.

AUTOMATIC ANTI-GLARE
REARVIEW MIRROR (if so equipped)
The inside mirror is designed so that it au-
tomatically dims during night time condi-
tions and according to the intensity of the
headlights of the vehicle following you. The
automatic anti-glare feature is activated
when the ignition switch is in the ON posi-
tion.

The indicator light �2 will illuminate when
the automatic anti-glare feature is operat-
ing.

NOTE:

Do not hang any objects over the sen-
sors�1 or apply glass cleaner to the sen-
sors. Doing so will reduce the sensitivity
of the sensors, resulting in improper op-
eration.

Type A and Type B (if so equipped)
The indicator light �2 will illuminate when
the automatic anti-glare feature is operat-
ing.

To turnoff the automatic anti-glare feature,
press:

∙ The O button for insidemirrorswith-
out compass.

∙ The button for insidemirrors with
compass.

The indicator light will turn off.

WPD0126
Type A - Without compass (if so

equipped)

LPD0469

MIRRORS
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To turn on the automatic anti-glare feature
again, press:

∙ The | button for inside mirrors with-
out compass.

∙ The button for insidemirrors with
compass.

The indicator light will turn on.

For additional information on HomeLink®
Universal Transceiver (if so equipped) op-
eration, refer to “HomeLink® Universal
Transceiver” in the “Instruments and con-
trols” section of this manual.

For additional information on the compass
display �3 (if so equipped), refer to “Com-
pass display” in the “Instruments and con-
trols” section of this manual.

OUTSIDE MIRRORS
The outside mirror remote control will op-
erate only when the ignition switch is in the
ACC or ON position.

Move the small switch �1 to select the left
or right mirror. Adjust each mirror to the
desired position using the large switch �2 .
Move the small switch �1 to the center
(neutral) position to prevent accidentally
moving the mirror.

Type B -With compass (if so equipped)
LPD2660 LPD2452
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WARNING
∙ Objects viewed in the outside mirror
on the passenger side are closer than
they appear. Be careful when moving
to the right. Using only this mirror
could cause an accident. Use the in-
sidemirror or glance over your shoul-
der to properly judge distances to
other objects.

∙ Do not adjust the mirrors while driv-
ing. You could lose control of your ve-
hicle and cause an accident.

Manual folding outside mirrors
Pull the outside mirror toward the door to
fold it.

Heated mirrors (if so equipped)
Some outside mirrors can be heated to
defrost, defog, or de-ice for improved vis-
ibility. For additional information, refer to
“Rear window and outside mirror (if so
equipped) defroster switch” in the “Instru-
mentsandcontrols” sectionof thismanual.

Reverse tilt-down feature (if so
equipped)
The reverse tilt-down feature will turn both
outside mirror surfaces downward to pro-
vide better rear visibility close to the vehicle
when the mirror control switch is in either
the L or R position.

The mirrors automatically return to their
original position when you shift out of R
(Reverse).

The outside mirror surfaces will return to
their original position when one of the fol-
lowing conditions has occurred:

∙ The shift lever is moved to any position
other than R (Reverse).

∙ The outside mirror control switch is set
to the neutral or center position.

∙ The ignition switch is placed in the OFF
position.

LPD2112
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NOTE:

If the outside mirror control switch is in
the center position, the mirror surface
will NOT turn downward when the shift
lever is moved to R (Reverse).
For additional information, refer to “Auto-
matic drive positioner” in this section.

The automatic drive positioner systemhas
two features:

∙ Memory storage function

∙ Entry/exit function

MEMORY STORAGE FUNCTION
Two positions for the driver’s seat, outside
mirrors and steering wheel (if so equipped)
can be stored in the automatic drive posi-
tionermemory. Follow theseprocedures to
use the memory system.

NOTE:

The vehicle should be stoppedwhile set-
ting thememory.

LPD2508

AUTOMATIC DRIVE POSITIONER (if so
equipped)
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1. Adjust the driver’s seat, outside mirrors
and steering wheel (if so equipped) to
thedesiredpositionsbymanually oper-
ating each adjusting switch. For addi-
tional information, refer to “Seats” in the
“Safety—Seats, seat belts and supple-
mental restraint system” section of this
manual and “Outside mirrors” in this
section.

2. Push the SET switch and, within 5 sec-
onds, push the memory switch (1 or 2).
The indicator light for the pushed
memory switch will come on and stay
on for approximately 5 seconds.

The chime will sound when the memory is
stored.

NOTE:

If a newmemory position is stored in the
same memory switch, the previous
memory position will be overwritten by
the new stored position.

Confirming memory storage
∙ Push the SET switch.

∙ If amemory position has been stored in
the switch (1 or 2) then the indicator light
for the respective switch will stay on for
approximately 5 seconds.

Linking a key fob to a stored
memory position
Each key fob can be linked to a stored
memory position (memory switch 1 or 2)
with the following procedure.

1. Follow steps 1-2 in the “Memory storage
function” section for storing the
memory position.

2. While the indicator light is on, press
the button on the key fob. The
hazard lights will flash twice. The indi-
cator light of the linkedmemory switch
will blink and click twice. After the indi-
cator light goes off, the key fob is linked
to that memory setting.

Once it is linked, when the ignition switch is
in the OFF position, pressing the but-
ton on the key fob will move the driver’s
seat, steering wheel and outsidemirrors to
the linked memory switch position.

NOTE:

If a newmemory position is stored in the
linked memory switch, then the key fob
will link the new position and overwrites
the previous position.

ENTRY/EXIT FUNCTION
This system is designed so that the driver’s
seat, steering column and steering wheel
(if so equipped) will automatically move
when the shift lever is in the P (Park) posi-
tion. This allows the driver to easily get in
and out of the driver’s seat.

The driver’s seat will slide backward and
the steering column will move up:

∙ When the ignition is switched to OFF
and the driver’s door is opened.

The driver’s seat and steering wheel will
return to the previous position:

∙ When the ignition is switched to ON.
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The entry/exit function can be enabled or
disabled through “Vehicle Settings” in the
vehicle information display by performing
the following:

∙ Switch the Exit Seat Slide from on to off.

∙ Switch the Exit Steering UP from on to
off.

Restarting the entry/exit function
If the battery cable is disconnected, or if the
fuse opens, the stored memory positions
will be lost and some of the functions will
be restricted:

1. Drive the vehicle over 25mph (40 km/h).

OR

2. Open and close the driver’s door more
than two times with the ignition switch
in the OFF position.

The entry/exit function should now work
properly.

SETTING MEMORY FUNCTION
The position of the following settings can
be linked to the Intelligent Key and the
memorized settings can be available for
each Intelligent Key.

∙ Climate control system

∙ Navigation system (if so equipped)

∙ Audio system
To use the memory function, set the cli-
mate, navigation and audio systems to the
driver’s preferred settings. Lock the doors
with the Intelligent Key. Each Intelligent Key
may be set with the driver’s individual pref-
erences.Whenanew Intelligent Key is used,
“Connection with the key has been done”
will be displayed on the screen and the
memorized settings are available.

To engage the memorized settings, per-
form the following:

1. Carry the Intelligent Key that is linked to
the memorized settings.

2. Unlock the doors by pushing the driv-
er’s door handle request switch or
the button on the Intelligent Key.

3. Place the ignition switch in the “ON” po-
sition. The settings linked to the Intelli-
gent Key will start.

For additional information, refer to “Heater
and air conditioner (automatic)” in the
“Monitor, climate, audio, phone and voice
recognition systems” section of this
manual.

For additional information on using the
navigation system (if so equipped), refer to
the separate NissanConnect® Owner’s
Manual.

SYSTEM OPERATION
The automatic drive positioner system will
not work or will stop operating under the
following conditions:

∙ When the vehicle speed is above 4mph
(7 km/h).

∙ When any of the memory switches are
pushed while the automatic drive posi-
tioner is operating.

∙ When the switch for the driver’s seat
and steering column is pushed while
the automatic drive positioner is oper-
ating.

∙ When the seat has already beenmoved
to the memorized position.

∙ When no seat position is stored in the
memory switch.

∙ When the shift lever is moved from P
(Park) to any other position.
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Refer to the NissanConnect® Owner’s
Manual that includes the following infor-
mation.

∙ NissanConnect® Services (if so
equipped)

∙ Navigation system (if so equipped)

∙ Audio system

∙ Bluetooth® Hands-Free Phone system

∙ Viewing information

∙ Other settings

∙ Voice recognition

∙ General system information

NISSANCONNECT® OWNER’S
MANUAL
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REARVIEWMONITOR (if so
equipped)
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WARNING
∙ Failure to follow the warnings and in-
structions for proper use of the Rear-
View Monitor system could result in
serious injury or death.

∙ RearView Monitor is a convenience
feature and is not a substitute for
proper backing. Always turn and look
out thewindows and checkmirrors to
be sure that it is safe to move before
operating the vehicle. Always back up
slowly.

∙ The system is designed as an aid to
the driver in showing large stationary
objects directly behind the vehicle, to
help avoid damaging the vehicle.

∙ The distance guide line and the ve-
hicle width line should be used as a
referenceonlywhenthevehicle isona
level paved surface. The distance
viewedon themonitor is for reference
only and may be different than the
actual distance between the vehicle
and displayed objects.

CAUTION
Do not scratch the camera lens when
cleaning dirt or snow from the front of
the camera.

The RearView Monitor system automati-
cally shows a rear view of the vehicle when
the shift lever is shifted into the R (Reverse)
position. When activating the RearView
Monitor, the guide lines, the icons and the
messages may not be displayed immedi-
ately. The radio can still be heard while the
RearView Monitor is active.

Todisplay the rear view, theRearViewMoni-
tor system uses a camera located just
above the vehicle’s license plate �1 .

REARVIEW MONITOR SYSTEM
OPERATION
With the ignition switch in the ON position,
move the shift lever to the R (Reverse) po-
sition to operate the RearView Monitor.
When activating the RearView Monitor, the
guide lines, the icons and the messages
may not be displayed immediately.

LHA3757
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HOW TO READ THE DISPLAYED
LINES
Guiding lines which indicate the vehicle
width and distances to objects with refer-
ence to the vehicle body line �A are dis-
played on the monitor.

Distance guide lines

Indicate distances from the vehicle body.

∙ Red line �1 : approx. 1.5 ft (0.5 m)

∙ Yellow line �2 : approx. 3 ft (1 m)

∙ Green line �3 : approx. 7 ft (2 m)

Vehicle width guide lines �4

Indicate the vehicle width when backing
up.

Predicted course lines �5

Indicate the predicted course when back-
ing up. The predicted course lines will be
displayed on the monitor when the shift
lever is in the R (Reverse) position and the
steering wheel is turned. When activating
the RearView Monitor, the guide lines, the
icons and the messages may not be dis-
played immediately. The predicted course
lines will move depending on how much
the steering wheel is turned andwill not be
displayed while the steering wheel is in the
straight-ahead position.

The vehicle width guide lines and thewidth
of thepredicted course lines arewider than
the actual width and course.

DIFFERENCE BETWEEN PREDICTED
AND ACTUAL DISTANCES
The displayed guidelines and their loca-
tions on the ground are for approximate
referenceonly.Objects onuphill or downhill
surfaces or projecting objects will be actu-
ally located at distances different from
those displayed in the monitor relative to
the guidelines (refer to illustrations). When
in doubt, turn around and view the objects
as you are backing up, or park and exit the
vehicle to view the positioning of objects
behind the vehicle.

LHA4805
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Backing up on a steep uphill
When backing up the vehicle up a hill, the
distance guide lines and the vehicle width
guide lines are shown closer than the actual
distance. Note that any object on the hill is
further than it appears on the monitor.

Backing up on a steep downhill
When backing up the vehicle down a hill, the
distance guide lines and the vehicle width
guide lines are shown farther than theactual
distance. Note that any object on the hill is
closer than it appears on the monitor.

Backing up near a projecting
object
The predicted course lines�A do not touch
the object in the display. However, the ve-
hicle may hit the object if it projects over
the actual backing up course.

LHA5002 LHA5003 LHA4995
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Backing up behind a projecting
object
The position �C is shown farther than the
position �B in the display. However, the po-
sition�C is actually at the samedistance as
the position �A . The vehicle may hit the

object when backing up to the position �A
if the object projects over the actual back-
ing up course.

HOW TO PARK WITH PREDICTED
COURSE LINES

WARNING
∙ If the tires are replaced with different
sized tires, the predicted course lines
may be displayed incorrectly.

∙ On a snow-covered or slippery road,
there may be a difference between
the predicted course line and the ac-
tual course line.

∙ If the battery is disconnected or be-
comes discharged, the predicted
course lines may be displayed incor-
rectly. If this occurs, please perform
the following procedures:

– Turn the steering wheel from lock
to lock while the engine is running.

– Drive the vehicle on a straight road
for more than 5minutes.

∙ When the steering wheel is turned
with the ignition switch in the ACC po-
sition, the predicted course lines may
be displayed incorrectly.

1. Visually check that the parking space is
safe before parking your vehicle.

2. The rear viewof the vehicle is displayed
on the screen�A when the shift lever is
moved to the R (Reverse) position.
When activating the RearView Monitor,

LHA5004 LHA5043
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the guide lines, the icons and themes-
sages may not be displayed immedi-
ately.

3. Slowly back up the vehicle adjusting
the steering wheel so that the pre-
dicted course lines �B enter the park-
ing space �C .

4. Maneuver the steering wheel to make
the vehicle width guide lines�D parallel
to the parking space �C while referring
to the predicted course lines.

5. When the vehicle is parked in the space
completely, move the shift lever to the
P (Park) position and apply the parking
brake.

LHA4770
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ADJUSTING THE SCREEN
To adjust the Display ON/OFF, Brightness,
Contrast, Black Level, Tint, and Color of the
RearView Monitor, press the SETTING but-
ton with the RearView Monitor on. Select
one of the items and change the value by
touching the “+” or “-” key or by turning the
multi-function controller.

NOTE:

Do not adjust the Brightness, Contrast,
Black Level,Tint, andColorof theRearView
Monitor while the vehicle is moving. Make
sure the parking brake is firmly applied.

HOW TO TURN ON AND OFF
PREDICTED COURSE LINES
To toggle on and off the predicted course
lines while in the P (Park) position:

1. Press the SETTING button.

2. Touch the “Camera” or “Camera/Sonar”
key.

3. Touch the “Camera” key.

4. Touch the “Predicted Course Lines” key
to turn the feature on or off.

REARVIEW MONITOR SYSTEM
LIMITATIONS

WARNING
Listed below are the system limitations
for RearViewMonitor. Failure to operate
the vehicle in accordance with these
system limitations could result in seri-
ous injury or death.

∙ The system cannot completely elimi-
nate blind spots and may not show
every object.

∙ Underneath the bumper and the cor-
ner areas of the bumper cannot be
viewed on the RearView Monitor be-
cause of its monitoring range limita-
tion. The system will not show small
objects below the bumper, and may
not show objects close to the bumper
or on the ground.

∙ Objects viewed in the RearViewMoni-
tor differ from actual distance be-
cause a wide-angle lens is used.

∙ Objects in the RearView Monitor will
appear visually opposite compared to
when viewed in the rearview and out-
side mirrors.

∙ Use the displayed lines as a reference.
The lines are highly affected by the
number of occupants, fuel level, ve-
hicle position, road conditions and
road grade.

∙ Make sure that the liftgate is securely
closed when backing up.

∙ Do not put anything on the rearview
camera. The rearview camera is in-
stalled above the license plate.

LHA4243
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∙ When washing the vehicle with high
pressure water, be sure not to spray it
around the camera. Otherwise, water
may enter the camera unit causing
water condensation on the lens, a
malfunction, fire or an electric shock.

∙ Do not strike the camera. It is a preci-
sion instrument. Otherwise, it may
malfunction or cause damage result-
ing in a fire or an electric shock.

The following are operating limitations and
do not represent a system malfunction:

∙ When the temperature is extremely
high or low, the screen may not clearly
display objects.

∙ When strong light directly shines on the
camera, objects may not be displayed
clearly.

∙ Vertical lines may be seen in objects on
the screen. This is due to strong re-
flected light from the bumper.

∙ The screen may flicker under fluores-
cent light.

∙ The colors of objects on the RearView
Monitor may differ somewhat from the
actual color of objects.

∙ Objects on the monitor may not be
clear in a dark environment.

∙ There may be a delay when switching
between views.

∙ If dirt, rain or snow accumulate on the
camera, the RearView Monitor may not
display objects clearly. Clean the cam-
era.

∙ Do not use wax on the camera lens.
Wipe off any wax with a clean cloth
dampened with a diluted mild cleaning
agent, then wipe with a dry cloth.

SYSTEM MAINTENANCE

CAUTION
∙ Do not use alcohol, benzine or thinner
to clean the camera. This will cause
discoloration.

∙ Do not damage the camera as the
monitor screen may be adversely
affected.

If dirt, rain or snow accumulates on the
camera �1 , the RearView Monitor may not
display objects clearly. Clean the camera
by wiping it with a cloth dampened with a
diluted mild cleaning agent and then wip-
ing it with a dry cloth.

LHA3757
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1. CAMERA button or CAMERA but-
ton

LHA4816

INTELLIGENT AROUND VIEW
MONITOR (if so equipped)
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WARNING
∙ Failure to follow the warnings and in-
structions for the proper use of the
Intelligent Around View Monitor sys-
tem could result in serious injury or
death.

∙ The Intelligent AroundViewMonitor is
a convenience feature and is not a
substitute for proper vehicle opera-
tion because it has areas where ob-
jects cannot be viewed. The four cor-
ners of the vehicle in particular, are
areas where objects do not always
appear in the bird’s-eye, front, or rear
views. Always check your surround-
ings to be sure that it is safe to move
before operating the vehicle. Always
operate the vehicle slowly.

∙ The driver is always responsible for
safety during parking and other
maneuvers.

CAUTION
Do not scratch the camera lens when
cleaning dirt or snow from the front of
the camera.

The Intelligent Around View Monitor sys-
tem is designed as an aid to the driver in
situations such as slot parking or parallel
parking.

The monitor displays various views of the
position of the vehicle in a split screen for-
mat. Not all views are available at all times.

Available views:

∙ Front View
An approximately 150–degree view of
the front of the vehicle.

∙ Rear View
An approximately 150–degree view of
the rear of the vehicle.

∙ Bird’s-Eye View
The surrounding views of the vehicle
from above.

∙ Front-Side View
The view around and ahead of the front
passenger’s side wheel.

To display themultiple views, the Intelligent
Around View Monitor system uses cam-
eras located in the front grille, on the vehi-
cle’s outside mirrors and one just above
the vehicle’s license plate �1 .

INTELLIGENT AROUND VIEW
MONITOR SYSTEM OPERATION
With the ignition switch in the ON position,
move the shift lever to the R (Reverse) po-
sition or press the CAMERA or
CAMERA button to operate the Intelli-
gent AroundViewMonitor.When activating

LHA3759
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the Intelligent Around View Monitor, the
icons and the messages may not be dis-
played immediately.
When the camera is first activated with the
bird’s-eye view in thedisplay, a red icon (if so
equipped) will flash on the screen. This in-
dicates that the sonar system is activated.
For additional information on the rear so-
nar system, refer to “Rear Sonar System
(RSS)” in the “Starting anddriving” section of
this manual.

The screen displayed on the Intelligent
Around View Monitor will automatically re-
turn to the previous screen 3minutes after
the CAMERA or CAMERA button has
been pressed with the shift lever in a posi-
tion other than the R (Reverse) position.

Available views

WARNING
∙ The distance guide lines and the ve-
hicle width lines should be used as a
referenceonlywhenthevehicle isona
paved, level surface. The apparent
distance viewed on the monitor may
be different than the actual distance
between the vehicle and displayed
objects.

∙ Use the displayed lines and the bird’s-
eye view as a reference. The lines and
the bird’s-eye view are greatly af-
fected by the number of occupants,
cargo, fuel level, vehicle position, road
condition and road grade.

∙ If the tires are replaced with different
sized tires, the predicted course lines
and the bird’s-eye view may be dis-
played incorrectly.

∙ When driving the vehicle up a hill, ob-
jects viewed in the monitor are fur-
ther than they appear. When driving
the vehicle downahill, objects viewed
in the monitor are closer than they
appear.

∙ Objects in the rear view will appear
visually opposite compared to when
viewed in the monitor and outside
mirrors.

∙ Use the mirrors or actually look to
properly judge distances to other
objects.

∙ On a snow-covered or slippery road,
there may be a difference between
the predicted course lines and the ac-
tual course line.

∙ The vehicle width and predicted
course lines are wider than the actual
width and course.

∙ The displayed lines will appear
slightly off to the right, because the
rearview camera is not installed in the
rear center of the vehicle.
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Front and rear view
Guiding lines that indicate theapproximate
vehicle width and distance to objects with
reference to the vehicle body line �A are
displayed on the monitor.

Distance guide lines

Indicate distances from the vehicle body:

∙ Red line �1 : approximately 1.5 ft (0.5 m)

∙ Yellow line �2 : approximately 3 ft (1 m)

∙ Green line �3 : approximately 7 ft (2 m)

∙ Green line �4 : approximately 10 ft (3 m)
(if so equipped)

Vehicle width guide lines �5 :

Indicate the approximate vehicle width
when backing up.

Predicted course lines �6 :

Indicate the predicted course when oper-
ating the vehicle. The predicted course
lineswill be displayed on themonitor when
the steering wheel is turned. The predicted
course lines will move depending on how
much the steering wheel is turned and

might not be displayed while the steering
wheel is in the straight-ahead position.

The front view will not be displayed when
the vehicle speed is above 6mph (10 km/h).

NOTE:

When the monitor displays the front
view and the steering wheel turns about
90 degrees or less from the straight-
ahead position, both the right and left
predicted course lines �6 are displayed.
When the steering wheel turns about 90
degrees or more, a line is displayed only
on the opposite side of the turn.

Front view
SAA1840

Rear view
LHA4992
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Bird’s-eye view

The bird’s-eye view shows the overhead
viewof the vehicle, which helps confirm the
vehicle position and the predicted course
to a parking space.

The vehicle icon �1 shows the position of
the vehicle. Note that the apparent dis-
tancebetweenobjects viewed in thebird’s-
eye view may differ somewhat from the
actual distance to the vehicle.

The areas that the cameras cannot cover
�2 are indicated in black.

After the ignition switched is placed in the
ON position, the non-viewable area �2 is
highlighted in yellow for 3 secondsafter the
birds-eye view is displayed.

In addition, the non-viewable corners are
displayed in red and will blink for the first
3 seconds �3 to remind the driver to be
cautious.

WARNING
∙ Objects in the bird’s-eye view will ap-
pear further than the actual distance.

∙ Tall objects, such as a curb or vehicle,
maybemisalignedornotdisplayedat
the seam of the views.

∙ Objects that are above the camera
cannot be displayed.

∙ Theviewof thebird’s-eyeviewmaybe
misalignedwhen the camera position
alters.

∙ A line on the ground may be mis-
aligned and is not seen as being
straight at the seam of the views. The
misalignment will increase as the line
proceeds away from the vehicle.

Front-side view

Guiding lines

Guiding lines that indicate theapproximate
width and the front end of the vehicle are
displayed on the monitor.

The front-of-vehicle line�1 shows the front
part of the vehicle.

The side-of-vehicle line �2 shows the ap-
proximate vehicle width including the out-
side mirrors.

The extensions �3 of both the front �1 and
side�2 lines are shownwith agreendotted
line.

LHA4264 LHA2652
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DIFFERENCE BETWEEN PREDICTED
AND ACTUAL DISTANCES
The displayed guidelines and their loca-
tions on the ground are for approximate
referenceonly.Objects onuphill or downhill
surfaces or projecting objects will be actu-
ally located at distances different from
those displayed in the monitor relative to
the guidelines (refer to illustrations). When
in doubt, turn around and view the objects
as you are backing up, or park and exit the
vehicle to view the positioning of objects
behind the vehicle.

Backing up on a steep uphill
When backing up the vehicle up a hill, the
distance guide lines and the vehicle width
guide lines are shown closer than the actual
distance. Note that any object on the hill is
further than it appears on the monitor.

Backing up on a steep downhill
When backing up the vehicle down a hill, the
distance guide lines and the vehicle width
guide lines are shown farther than theactual
distance. Note that any object on the hill is
closer than it appears on the monitor.

LHA5002 LHA5003
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Backing up near a projecting
object
The predicted course lines�A do not touch
the object in the display. However, the ve-
hicle may hit the object if it projects over
the actual backing up course.

Backing up behind a projecting
object
The position �C is shown farther than the
position �B in the display. However, the po-
sition�C is actually at the samedistance as
the position �A . The vehicle may hit the

object when backing up to the position �A
if the object projects over the actual back-
ing up course.

HOW TO PARK WITH PREDICTED
COURSE LINES

WARNING
∙ If the tires are replaced with different
sized tires, the predicted course lines
may be displayed incorrectly.

∙ On a snow-covered or slippery road,
there may be a difference between
the predicted course line and the ac-
tual course line.

∙ If the battery is disconnected or be-
comes discharged, the predicted
course lines may be displayed incor-
rectly. If this occurs, please perform
the following procedures:

– Turn the steering wheel from lock
to lock while the engine is running.

– Drive the vehicle on a straight road
for more than 5minutes.

∙ When the steering wheel is turned
with the ignition switch in the ACC po-
sition, the predicted course lines may
be displayed incorrectly.

LHA4995 LHA5004
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1. Visually check that the parking space is
safe before parking your vehicle.

2. The rear viewof the vehicle is displayed
on the screen�A when the shift lever is
moved to the R (Reverse) position.
When activating the RearView Monitor,

the guide lines, the icons and themes-
sages may not be displayed immedi-
ately.

3. Slowly back up the vehicle adjusting
the steering wheel so that the pre-
dicted course lines �B enter the park-
ing space �C .

LHA5043 LHA4770
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4. Maneuver the steering wheel to make
the vehicle width guide lines�D parallel
to the parking space �C while referring
to the predicted course lines.

5. When the vehicle is parked in the space
completely, move the shift lever to the
P (Park) position and apply the parking
brake.

HOW TO SWITCH THE DISPLAY
With the ignition switch in the ON position,
press the CAMERA or CAMERA button
or move the shift lever to the R (Reverse)
position to operate the Intelligent Around
View Monitor.
The Intelligent Around View Monitor dis-
plays different split screen views depend-
ing on the position of the shift lever. When
activating the Intelligent Around View
Monitor, the guide lines, the icons and the
messages may not be displayed immedi-
ately. Press the CAMERA or CAMERA
button to switch between the available
views.
If the shift lever is in theR (Reverse) position,
the available views are:

∙ Rear view/bird’s-eye view split screen

∙ Rear view/front-side view split screen

If the shift lever is in the P (Park) or D (drive)
position, the available views are:

∙ Front view/bird’s-eye view split screen

∙ Front view/front-side view split screen

The display will switch from the Intelligent
Around View Monitor screen when:

∙ The shift lever is in the D (Drive) position
and the vehicle speed increases above
approximately 6 mph (10 km/h)

∙ A different screen is selected.

ADJUSTING THE SCREEN
To adjust the Display ON/OFF, Brightness,
Contrast, Black Level, Tint, and Color of the
Intelligent Around View Monitor, press the
SETTINGbuttonwith themonitor on. Select
one of the items and change the value by
touching the “+” or “-” key or by turning the
multi-function controller.

LHA4212
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NOTE:

Do not adjust the Brightness, Contrast,
Black Level, Tint, and Color of the Intelli-
gent Around View Monitor while the ve-
hicle is moving. Make sure the parking
brake is firmly applied.

INTELLIGENT AROUND VIEW
MONITOR SYSTEM LIMITATIONS

WARNING
Listed below are the system limitations
for Intelligent Around View Monitor.
Failure to operate the vehicle in accor-
dance with these system limitations
could result in serious injury or death.

∙ Donotuse the IntelligentAroundView
Monitor with the outside mirrors in
the stored position, and make sure
that the liftgate is securely closed
when operating the vehicle using the
Intelligent Around ViewMonitor.

∙ The apparent distance between ob-
jects viewed on the Intelligent Around
View Monitor differs from the actual
distance.

∙ The cameras are installed on the front
grille, the outside mirrors and above
the rear license plate. Do not put any-
thing on the vehicle that covers the
cameras.

LHA3760
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∙ When washing the vehicle with high
pressure water, be sure not to spray it
around the cameras. Otherwise, wa-
termayenter the cameraunit causing
water condensation on the lens, a
malfunction, fire or an electric shock.

∙ Do not strike the cameras. They are
precision instruments. Doing so could
causeamalfunctionor causedamage
resulting in a fire or an electric shock.

There are some areas where the system
will not show objects and the system does
not warn of moving objects. When in the
front or rear view display, an object below
the bumper or on the ground may not be
viewed�1 .When in the bird’s-eye view, a tall
object near the seam �2 of the camera
viewing areas will not appear in the moni-
tor.

The following are operating limitations and
do not represent a system malfunction:

∙ There may be a delay when switching
between views.

∙ When the temperature is extremely
high or low, the screen may not display
objects clearly.

∙ When strong light directly shines on the
camera, objects may not be displayed
clearly.

∙ The screen may flicker under fluores-
cent light.

∙ The colors of objects on the Intelligent
Around View Monitor may differ some-
what from the actual color of objects.

∙ Objects on the Intelligent Around View
Monitor may not be clear and the color
of the object may differ in a dark envi-
ronment.

∙ There may be differences in sharpness
between each camera view of the
bird’s-eye view.

∙ Do not use wax on the camera lens.
Wipe off any wax with a clean cloth that
has been dampenedwith a dilutedmild
cleaning agent, then wipe with a dry
cloth.

System temporarily unavailable
When the “!” icon is displayed on the screen,
there are abnormal conditions in the Intel-
ligent Around View Monitor. This will not
hinder normal driving operation but the
system should be inspected. It is recom-
mended that you visit a NISSAN dealer for
this service.

LHA3591
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When the “[X]” icon is displayed on the
screen, the camera image may be receiv-
ing temporary electronic disturbances
from surrounding devices. This will not hin-
der normal driving operation but the sys-
tem should be inspected if it occurs fre-
quently. It is recommended that you visit a
NISSAN dealer for this service.

SYSTEM MAINTENANCE

CAUTION
∙ Do not use alcohol, benzine or thinner
to clean the camera. This will cause
discoloration.

∙ Do not damage the cameras as the
monitor screen may be adversely
affected.

If dirt, rain or snow accumulates on any of
the cameras�1 , the Intelligent AroundView
Monitor may not display objects clearly.
Clean the camera by wiping with a cloth
dampened with a diluted mild cleaning
agent and then wiping with a dry cloth.

LHA3592 LHA3759
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WARNING
Failure to follow the warnings and in-
structions for proper use of the sonar
function as outlined in this section
could result in serious injury or death.

∙ The sonar is a convenience feature. It
is not a substitute for proper parking.

∙ This function is designed as an aid to
the driver in detecting large station-
ary objects to help avoid damaging
the vehicle.

∙ The driver is always responsible for
safety during parking and other
maneuvers.

∙ Always look around and check that it
is safe to move before parking.

∙ Read and understand the limitations
of the sonar as contained in this
section.

The sonar function helps to inform the
driver of large stationary objects around
the vehicle when parking by issuing an au-
dible and visual alert.

1. Center display

2. CAMERA or CAMERA button

3. SETTING button

SONAR SYSTEM OPERATION
The system gives the tone for rear objects
when the shift lever is in the “R” (Reverse)
position.

LHA4817

CAMERA AIDING SONAR (parking
sensor) (if so equipped)
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When the camera image is shown on the
center display, the systemshows the sonar
indicator regardless of the shift lever posi-
tion.

The system isdeactivatedat speedsabove
6 mph (10 km/h). It is reactivated at lower
speeds.

The colors of the sonar indicators and the
distance guide lines in the front and rear
views indicate different distances to the
object.

When the objects are detected, the indica-
tor (green) appears andblinks and the tone
sounds intermittently. When the vehicle
moves closer to the object, the color of the
indicator turns yellow and the rate of the
blinking and the rate of the tone increase.
When the vehicle is very close to the object,
the indicator stops blinking and turns red,
and the tone sounds continuously.

The intermittent tone will stop after 3 sec-
onds when an object is detected by only
the corner sonar and the distance does
not change.

The tone will stop when the object is no
longer near the vehicle.

TURNING ON AND OFF THE SONAR
FUNCTION
When the “Sonar” key is selected, the indi-
cator will turn off and the sonar will be
turned off temporarily. The Moving Object
Detection (MOD) systemwill also be turned
off at the same time. For additional infor-
mation, refer to “Moving Object Detection
(MOD) in this section. When the “Sonar” key
is selected again, the indicator will turn on
and the sonar will turn back on.

In the below cases, the sonar will be turned
back on automatically:

∙ When the shift lever is placed in the “R”
(Reverse) position.

∙ When the CAMERA or CAMERA
button is pressed and a screen other
than the camera view is shown on the
display.

∙ When vehicle speed decreases below
approximately 6 mph (10 km/h).

LHA4246 LHA4247
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∙ When the ignition switch is placed in the
“OFF” position and turned back to the
“ON” position again. To prevent the so-
nar system from activating altogether,
use the “Camera” menu. For additional
information, refer to “Sonar function
settings” in this section.

Sonar function settings
To set up the sonar function to your pre-
ferred settings, press the SETTING button,
select the “Camera/Sonar” key and then
select the “Sonar” key on the center display.

Designs and items displayed on the
screenmay vary depending on themod-
els.

Sonar:When this item is turnedon, the rear
sonar is activated.When this item is turned
off (indicator turns off), the rear sonar is
deactivated. The amber markers are dis-
played at the corners of the vehicle icon.
The next time the ignition switch is placed
in the ON position, “sonar is OFF” is dis-
played briefly.
Sonar Sensitivity: Adjust the sensitivity
level of the sonar higher (right) or lower
(left).
Sonar Volume: Adjust the volume of the
buzzer.

Towing mode (if so equipped):When this
item is turned on, only the rear sonar is off.
The amber markers are displayed at the
rear corners of the vehicle icon.
Show Camera when Sonar Activate (if so
equipped):When this item is turnedon, the
camera view is automatically shownon the
display in the case that the distance to the
objects measured by the sonar is becom-
ing short.

SONAR SYSTEM LIMITATIONS

WARNING
Listed below are the system limitations
for the sonar function. Failure to oper-
ate the vehicle in accordancewith these
system limitations could result in seri-
ous injury or death.

∙ Inclement weather or ultrasonic
sources such as an automatic car
wash, a truck’s compressed-air
brakes or a pneumatic drill may affect
the function of the system, including
reduced performance or a false
activation.

∙ The system isnotdesigned toprevent
contact with small or moving objects.

∙ The system will not detect small ob-
jects below the bumper, and may not
detect objects close to the bumper or
on the ground.

∙ The system may not detect the fol-
lowing objects:

– Fluffy objects such as snow, cloth,
cotton, grass or wool.

– Thin objects such as rope, wire or
chain.

– Wedge-shaped objects.

∙ If your vehicle sustains damage to the
bumper fascia, leaving it misaligned
or bent, the sensing zone may be al-
tered causing inaccurate measure-
ment of objects or false alarms.

CAUTION
Excessive noise (such as audio system
volume or an open vehicle window) will
interfere with the tone and it may not
be heard.
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System temporarily unavailable
When the amber markers are displayed at
the corners of the vehicle icon and the
function cannot be activated from the
Camera setting menu (the setting items
are grayed out), the sonar system may be
malfunctioning.

SYSTEM MAINTENANCE

CAUTION
Keep the surface of the sonar sensors
(located on the front and rear bumper
fascia) free from accumulations of
snow, ice and dirt. Do not scratch the
surface of the sonar sensors when
cleaning. If the sensors are covered, the
accuracy of the sonar function will be
diminished.
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1. CAMERA or CAMERA button
LHA4816

MOVING OBJECT DETECTION (MOD)
(if so equipped)
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WARNING
∙ Failure to follow the warnings and in-
structions for proper use of the Mov-
ing Object Detection system could re-
sult in serious injury or death.

∙ The MOD system is not a substitute
forproper vehicleoperationand isnot
designed to prevent contact with ob-
jects surrounding the vehicle. When
maneuvering, always use the outside
mirrors and rearview mirror and turn
and check the surroundings to ensure
it is safe to maneuver.

∙ The system is deactivated at speeds
above 6 mph (10 km/h). It is reacti-
vated at lower speeds.

∙ The MOD system is not designed to
detect surrounding stationary
objects.

The MOD system can inform the driver of
moving objects near the vehicle when
backing out of garages, maneuvering in
parking lots and in other such instances.

The MOD system detects moving objects
by using image processing technology on
the image shown in the display.

MOD SYSTEM OPERATION
TheMOD systemwill turn on automatically
under the following conditions:

∙ When the shift lever is in the R (Reverse)
position.

∙ When the CAMERA or CAMERA
button is pressed to activate the cam-
era view on the display.

∙ When vehicle speed decreases below
approximately 6mph (10 km/h) and the
camera screen is displayed.

The MOD system operates in the following
conditions when the camera view is dis-
played:

∙ When the shift lever is in the P (Park) or N
(Neutral) position and the vehicle is
stopped, theMODsystemdetectsmov-
ing objects in the bird’s-eye view. The
MOD system will not operate if the out-
side mirrors are moving in or out, in the
stowed position, or if either front door is
opened.

Front and bird’s-eye views
LHA4190
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∙ When the shift lever is in the D (Drive)
position and the vehicle speed is below
approximately 6 mph (10 km/h), the
MOD system detects moving objects in
the front view.

∙ When the shift lever is in the R (Reverse)
position and the vehicle speed is below
approximately 6 mph (10 km/h), the
MOD system detects moving objects in
the rear view. When activating the Intel-
ligent Around View Monitor, the guide-
lines, the icons and the messages may
not be displayed immediately. TheMOD
system will not operate if the liftgate is
open.

The MOD system does not detect moving
objects in the front-side view. The MOD
icon is not displayed on the screenwhen in
this view.

When theMODsystemdetectsmoving ob-
jects near the vehicle, a yellow framewill be
displayed on the view where the objects
are detected. While the MOD system con-
tinues to detectmoving objects, the yellow
frame continues to be displayed.

NOTE:

While the RCTA chime (if so equipped) is
beeping, the MOD system does not
chime.

In the bird’s-eye view, the yellow frame�1 is
displayed on each camera image (front,
rear, right, left) depending on where mov-
ing objects are detected.

The yellow frame �2 is displayed on each
view in the front view and rear viewmodes.

A blue MOD icon �3 is displayed in the view
where the MOD system is operative. A gray
MOD icon is displayed in the viewwhere the
MOD system is not operative.

If the MOD system is turned off, the MOD
icon �3 is not displayed.

Rear and bird’s-eye views
LHA5171

Rear and front-side views
LHA4997
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TURNING MOD ON AND OFF
1. From the main menu, press the SET-

TING button on the control panel

2. Touch the “Camera/Sonar” key

3. Select the “Camera” key

4. Touch “Moving Object Detection” to
switch between ON and OFF.

MOD SYSTEM LIMITATIONS

WARNING
Listed below are the system limitations
for MOD. Failure to operate the vehicle
inaccordancewith these system limita-
tions could result in serious injury or
death.

∙ Do not use the MOD system when
towing a trailer. The system may not
function properly.

∙ Excessive noise (for example, audio
system volume or open vehicle win-
dow) will interfere with the chime
sound, and it may not be heard.

∙ The MOD system performance will be
limited according to environmental
conditions and surrounding objects
such as:

– When there is low contrast be-
tweenbackgroundandthemoving
objects.

– When there is a blinking source of
light.

– When strong light such as another
vehicle’s headlight or sunlight is
present.

– When camera orientation is not in
its usual position, such as when a
mirror is folded.

– When there is dirt, water drops or
snow on the camera lens.

– When the position of the moving
objects in the display is not
changed.

∙ TheMODsystemmightdetect flowing
water droplets on the camera lens,
white smoke from the muffler, mov-
ing shadows, etc.

∙ The MOD system may not function
properly depending on the speed, di-
rection, distance or shape of themov-
ing objects.

∙ If your vehicle sustains damage to the
parts where the camera is installed,
leaving it misaligned or bent, the
sensing zone may be altered and the
MOD system may not detect objects
properly.

∙ When the temperature is extremely
high or low, the screen may not dis-
play objects clearly. This is not a
malfunction.

NOTE:

The blueMOD iconwill change to orange
if one of the following has occurred:

∙ When the system is malfunctioning.

∙ When the component temperature
reaches a high level (icon will blink).

∙ When the RearView camera has de-
tected a blockage (icon will blink).

If the icon light continues to illuminate
orange,have theMODsystemchecked. It
is recommended that you visit a NISSAN
dealer for this service.
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SYSTEM MAINTENANCE

CAUTION
∙ Do not use alcohol, benzine or thinner
to clean the camera. This will cause
discoloration.

∙ Do not damage the camera as the
monitor screen may be adversely
affected.

If dirt, rain or snow accumulates on any of
the cameras �1 , the MOD system may not
operate properly. Clean the camera bywip-
ing with a cloth dampened with a diluted
mild cleaning agent and thenwipingwith a
dry cloth.

LHA3759
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Adjust air flowdirection for the center vents
�1 , driver’s and passenger’s side vents �2 ,
rear center console vents�3 , and rear pas-
senger compartment vents �4 by moving
the vent slide and/or vent assemblies.

Open or close the vents using the dial.
Move the dial toward the to open the
vents or toward the to close them.

LHA4178

VENTS
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1. Air recirculation button
2. MODE (manual air flow control)

button
3. Rear CTRL (rear climate display

screen) button
4. REAR ON-OFF button
5. SYNC button/ temperature control

dial (passenger’s side)
6. REAR window and outside

mirror (if so equipped) defroster
switch

7. ON-OFF button/ fan speed
control dial

8. Front defroster button
9. AUTO (automatic) climate control

button/ temperature control dial
(driver’s side)

WARNING
∙ The air conditioner cooling function
operates only when the engine is
running.

∙ Do not leave children or adults who
would normally require the assis-
tance of others alone in your vehicle.
Pets should also not be left alone.
They could accidentally injure them-
selves or others through inadvertent
operation of the vehicle. Also, on hot,
sunny days, temperatures in a closed
vehicle could quickly become high
enough to cause severe or possibly
fatal injuries to people or animals.

∙ Do not use the recirculation mode for
long periods as it may cause the inte-
rior air to become stale and the win-
dows to fog up.

Start the engine and operate the controls
to activate the air conditioner.

LHA4776

HEATER AND AIR CONDITIONER
(automatic)
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NOTE:

∙ Odors from insideandoutside the ve-
hicle can build up in the air condi-
tioner unit. Odor can enter the pas-
senger compartment through the
vents.

∙ When parking, set the heater and air
conditioner controls to turn off air re-
circulation to allow fresh air into the
passenger compartment.This should
help reduce odors inside the vehicle.

AUTOMATIC OPERATION
Cooling and/or dehumidified
heating (AUTO)
This mode may be used all year round as
the system automatically works to keep a
constant temperature. Air flow distribution,
air intake control, and fan speed are also
controlled automatically.

1. Press the AUTO button on.

2. Turn the temperature control dial to
the left or right to set the desired tem-
perature.

∙ Adjust the temperature display to
about 75°F (24°C) for normal operation.

∙ The temperature of the passenger
compartment will be maintained auto-
matically. Air flow distribution, air intake
control and fan speed are also con-
trolled automatically.

∙ A visiblemistmay be seen coming from
the vents in hot, humid conditions as
the air is cooled rapidly. This does not
indicate a malfunction.

3. You can individually set driver’s and
front passenger’s side temperatureus-
ing each temperature control dial.

∙ To synchronizes the driver’s and front
passenger’s temperature settings,
press the SYNC button. The SYNC indi-
cator will illuminate and SYNC text will
appear in the Climate display.

Heating (A/C off)
Theair conditioner doesnot activate.When
you need to heat only, use this mode.

Turn the temperature control dial to set the
desired temperature.

1. If the air conditioner is on, touch the
“A/C” key on the screen. The A/C indica-
tor light will turn off.

2. Turn the temperature control dial to set
the desired temperature.

∙ The temperature of the passenger
compartment will be maintained auto-
matically. Air flow distribution, air intake
control and fan speed are also con-
trolled automatically.

∙ Do not set the temperature lower than
the outside air temperature. Otherwise,
the system may not work properly.

∙ Not recommended if windows fog up.

Dehumidified defrosting or
defogging

1. Press the front defroster button
on. (The indicator light on the button
will come on.)

2. Turn the temperature control dial to set
the desired temperature.

∙ To quickly remove ice from the outside
of thewindows, use the fan speed
control dial to set the fan speed to
maximum.

∙ As soon as possible after the wind-
shield is clean, press theAUTObutton to
return to the automatic mode.
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∙ When the front defroster button is
pressed, the air conditioner will auto-
matically be turned on at outside tem-
peratures above 36°F (2°C). The air recir-
culate mode automatically turns off,
allowingoutsideair tobedrawn into the
passenger compartment to further im-
prove the defogging performance.

Remote Engine Start with
Intelligent Climate Control (if so
equipped)
Vehicles equipped with automatic climate
controls and Remote Engine Start function
may go into automatic heating or cooling
mode when Remote Engine Start is acti-
vated depending on outside and cabin
temperatures. During this period, the cli-
mate control display and buttons will be
inoperable until the ignition switch is
turned on. In Remote Engine Start defrost-
ing mode, the rear window defroster and
heated steeringwheel (if so equipped)may
be activated automatically.

Voice Recognition logic (if so
equipped)
When the climate control system is on, the
front and rear fan speeds may be auto-
matically lowered so that commands are
more easily recognized. Fan speed can be
adjustedusing the fanspeeddecreaseand
increase buttons, if desired.

MANUAL OPERATION
Fan speed control dial

Turn the fan speed control dial to
manually control the fan speed.
Press the AUTO button to return to auto-
matic control of the fan speed.

Temperature control dial
The temperature control dial allows you to
adjust the temperature of the outlet air. To
lower the temperature, turn the dial to the
left. To increase the temperature, turn the
dial to the right. Temperature can be ad-
justed on the driver’s and passenger’s side.

Air recirculation
Press the air recirculation button to
recirculate interior air inside the vehicle.
The indicator light on the button will
come on.
The air recirculation cannot be activated
when the air conditioner is in the
front defrosting mode.
When the outside temperature exceeds
70°F (21°C), the air conditioning systemmay
default to air recirculationmode automati-
cally to reduce overall power consumption.
To exit air recirculation mode, deselect the
air recirculation button (indicator will turn
off) to enter fresh air mode.

Automatic intake air control
In the AUTO mode, the intake air will be
controlled automatically. To manually con-
trol the intake air, press the air recir-
culation button. To return to the automatic
control mode, press and hold the air
recirculation button for about 2 seconds.
The indicator light will flash twice, and then
the intake air will be controlled automati-
cally.
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A/C (air conditioner) operation
Start the engine, turn the fan speed
control dial to the desired position and
press the CLIMATE button on the center
multi-function control panel. Touch the
“A/C” key on the screen to turn on the air
conditioner. To turn off the air conditioner,
touch the “A/C” key again.
The air conditioner cooling function op-
erates only when the engine is running.

Air flow control
Pressing the MODE button manually con-
trols air flow and selects the air outlet:

— Air flows from center and side
vents.

— Air flows from center and side
vents and foot outlets.

— Air flows mainly from foot
outlets.

— Air flows from defroster and
foot outlets.

Synchronize climate settings
Press the SYNC button to synchronize cli-
mate settings. The sync indicator will turn
on and SYNC text will appear in the Climate
display.

When rear climate is off, pressing SYNC will
synchronize only driver’s and front passen-
ger’s climate settings. When rear climate is
on, pressing SYNC will synchronize driver,
front passenger, and rear temperature and
fan settings.

To change climate settings when SYNC is
active (the SYNC indicator is on):

∙ The driver’s side temperature control
dial will control the driver, front passen-
ger, and rear (if rear climate is on) tem-
peratures.

∙ The fan speed control dial will control
the front and rear climate fan speeds.

∙ The front AUTO (automatic) climate
control ON-OFF button will activate the
front and rear climate automatic set-
tings.

To exit SYNC:

∙ To remove the front passenger from
SYNC, turn the passenger’s side tem-
perature control dial. Thedriver and rear
settings remain in SYNC until rear is re-
moved from SYNC.

∙ To remove the rear from SYNC, change
any of the rear climate settings. The
driver and front passenger settings re-
main in SYNC until the front passenger
is removed from SYNC.

∙ To reactivate SYNC press the SYNC but-
ton.

To turn system off
Press the ON-OFF button to turn the sys-
tem off.

To turn system on

Press the ON-OFF button when the heater
or air conditioner is off. The systemwill turn
on with the settings that were used imme-
diately before the system was turned off.

CLIMATE button
Press the CLIMATE button on the multi-
function control panel todisplay the screen
for front air conditioner operations.

Rear window and outside mirror
(if so equipped) defroster switch
For additional information, refer to “Rear
window and outsidemirror (if so equipped)
defroster switch” in the “Instruments and
controls” section of this manual.
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OPERATING TIPS
The sunload sensor, located on the top
driver’s side of the instrument panel, helps
the system maintain a constant tempera-
ture. Do not put anything on or around this
sensor.

∙ When the climate system is in auto-
matic operation and the engine coolant
temperature and outside air tempera-
ture are low, the air flow outlet may de-
fault to defroster mode for a maximum
of 2 minutes 30 seconds. This is not a
malfunction. After the engine coolant
temperaturewarmsup, the air flowout-
let will return to foot mode and opera-
tion will continue normally.

∙ When the outside and interior cabin
temperatures aremoderate to high, the
intake settingmay default to turn off air
recirculation to allow fresh air into the
passenger compartment. You may no-
tice air flow from the footmode, bi-level
mode or side demist vent outlets for a
maximum of 15 seconds. This may oc-
cur when the previous climate setting
was turnedoff. This is not amalfunction.
After the initial warm air is expelled, the
intake will return to automatic control,
the air flow outlet will return to previous
settings, and operation will continue
normally. To exit, press any climate con-
trol button.

∙ Keep the moonroof (if so equipped)
closed while the air conditioner is in op-
eration.

∙ If you feel that the air flow mode you
have selected and the outlets the air is
coming out do not match, select
the mode.

∙ When you change the air flow mode,
you may feel air flow from the foot out-
lets for just a moment. This is not a
malfunction.

LHA2473

Monitor, climate, audio, phone and voice recognition systems 4-37



REAR AUTOMATIC AIR
CONDITIONING SYSTEM
1. REAR ON-OFF button

2. REAR CTRL (Rear Climate display
screen) button

3. ON-OFF button/ fan speed con-
trol dial

4. AUTObutton/ temperature control dial
(driver’s side)

To turnon the rear automatic air condition-
ing system with the front air conditioner
control panel, press the REAR ON-OFF but-
ton.

The rear automatic air conditioning sys-
tem can be adjusted with the front air con-
ditioner control panel when the Rear Cli-
mate screen is displayed.

To control the rear automatic air condition-
ing system using the display, press the CLI-
MATE button on the center multi-function
control panel and touch the “Rear Climate”
key displayed on the screen. The front dis-
play will switch to the Rear Climate screen.

To control the rear automatic air condition-
ing system using the front air conditioner
control panel, press the REAR CTRL button.
The front display will switch to the Rear
Climate screen.

To adjust the front air conditioning system,
press the CLIMATE button on the center
multi-function control panel.

Automatic operation

1. Press the AUTO button. The AUTO indi-
cator will illuminate in the display.

2. Turn the temperature control dials to
set desired temperature. Temperature
can be controlled using the display
screen. Touch the “ “ “ ” keys to
set the desired temperature.

Manual operation

∙ Temperature control
Turn the temperature control dial to set
the desired temperature.

∙ Fan speed control
Turn the Fan speed control dial to
manually control the fan speed. Fan
speed can also be controlled using the
display screen. Touch the “ ” or
“ ” key to set the desired fan speed.

Front Controls
LHA4777
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Rear Heating

1. Press the AUTO button. The AUTO indi-
cator will illuminate in the display. Or,
using the touch-screen display, touch
the “AUTO” key on the display and the
feature will activate.

2. Turn the temperature control dial to set
the desired temperature.

∙ Do not set the temperature lower than
the outside air temperature. Doing so
may cause the temperature to not be
controlled properly.

Turning the system off

∙ Press the REAR ON-OFF button on the
front control panel to turn the Rear Cli-
mate system off. The indicator light will
turn off.

∙ Press the ON-OFF button. The rear cli-
mate controls will turn off.

Turning the system off using the display
screen

1. To turn the system off using the display
screen, press the CLIMATE button on
the center multi-function control panel
until the Rear Climate screen is dis-
played. When the display shows front
climate control, touch the “Rear Cli-
mate” key displayed on the screen.

2. Touch the “ ON/OFF” key to turn
off the rear controls in the Rear Climate
display screen.

LHA4861 LHA4862
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Rear control buttons

1. OFF button

2. Fan speed (increase) button

3. AUTO button

4. Temperature (increase) button

5. Temperature (decrease) button

6. Display

7. Fan speed (decrease) button

The rear seat passengers can adjust the
rear automatic air conditioning systemus-
ing the control switches at the rear of the
center console.
The rear control buttons do not function
when the Rear Climate screen is shown on
the front display. To activate the rear con-
trol buttons, press the CLIMATE button and
the screen will return to Front Climate con-
trol. This will enable the second row Rear
Climate controls.

∙ OFF button Turns rear automatic air
conditioning system off.

∙ Fan speed increase and
decrease buttons Adjusts the rear fan
speed up or down.

∙ AUTO button Turns rear automatic air
conditioning system on, AUTO mode
on.

∙ Temperature increase and
decrease buttons Adjusts the rear
temperature up or down.

Rear Controls
LHA2134

4-40 Monitor, climate, audio, phone and voice recognition systems



The air conditioner system in your NISSAN
vehicle is charged with a refrigerant de-
signed with the environment in mind.
This refrigerant does not harm the
earth’s ozone layer.

Special charging equipment and lubricant
is required when servicing your NISSAN air
conditioner. Using improper refrigerants or
lubricants will cause severe damage to
your air conditioner system. For additional
information, refer to “Air conditioner sys-
tem refrigerant and oil recommendations”
in the “Technical and consumer informa-
tion” section of this manual.

It is recommended that you visit a NISSAN
dealer to service your “environmentally
friendly” air conditioner system.

WARNING
The air conditioner system contains re-
frigerant under high pressure. To avoid
personal injury, any air conditioner ser-
vice should be done only by an experi-
enced technician with proper
equipment.

There are USB/iPod® charging ports lo-
cated in 1st row in the front media pocket
below the climate controls and in the 2nd
row on the back of the center console.
These ports will charge compatible de-
vices.

NOTE:

The USB/iPod® charging ports will not
operate with the display screen or the
Mobile Entertainment System (MES) (if
so equipped). Only the USB connection
port located in the console boxwill allow
operation of USB/iPod® devices through
the audio system.

1st row
LHA4870

2nd row
LHA4869

SERVICING AIR CONDITIONER USB/iPod® CHARGING PORTS
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The vehicle is equipped with a shark fin
antenna and an antenna pattern is printed
inside the rear window.

CAUTION
∙ Do not place metalized film near the
rearwindowglassorattachanymetal
parts to it. Thismay causepoor recep-
tion or noise.

∙ When cleaning the inside of the rear
window, be careful not to scratch or
damage the rear window antenna.
Lightly wipe along the antenna with a
dampened soft cloth.

When installing a CB, ham radio or car
phone in your vehicle, be sure to observe
the following precautions; otherwise, the
new equipment may adversely affect the
enginecontrol systemandother electronic
parts.

WARNING
∙ A cellular phone should not be used
for any purpose while driving so full
attention may be given to vehicle op-
eration. Some jurisdictions prohibit
the use of cellular phones while
driving.

∙ If youmust make a call while your ve-
hicle is inmotion, thehands free cellu-
lar phone operational mode is highly
recommended.Exercise extremecau-
tion at all times so full attention may
be given to vehicle operation.

∙ If you are unable to devote full atten-
tion to vehicle operationwhile talking
on the phone, pull off the road to a
safe location and stop your vehicle.

CAUTION
∙ Keep the antenna as far away as pos-
sible from the electronic control
modules.

∙ Keep the antenna wiremore than 8 in
(20 cm) away from the electronic con-
trol system harnesses. Do not route
the antennawire next to any harness.

∙ Adjust the antenna standing-wave
ratio as recommended by the
manufacturer.

∙ Connect the ground wire from the CB
radio chassis to the body.

∙ For additional information, it is rec-
ommended that you visit a NISSAN
dealer for servicing.

ANTENNA CAR PHONE OR CB RADIO
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WARNING
∙ Do not leave children or adults who
would normally require the assis-
tance of others alone in your vehicle.
Pets should also not be left alone.
They could accidentally injure them-
selves or others through inadvertent
operation of the vehicle. Also, on hot,
sunny days, temperatures in a closed
vehicle could quickly become high
enough to cause severe or possibly
fatal injuries to people or animals.

∙ Properly secureall cargowith ropesor
straps to help prevent it from sliding
or shifting. Do not place cargo higher
than the seatbacks. In a sudden stop
or collision, unsecured cargo could
cause personal injury.

EXHAUST GAS (carbon monoxide)

WARNING
∙ Do not breathe exhaust gases; they
contain colorlessandodorless carbon
monoxide. Carbon monoxide is dan-
gerous. It can cause unconsciousness
or death.

∙ If you suspect that exhaust fumes are
entering the vehicle, drive with all
windows fully open, and have the ve-
hicle inspected immediately.

∙ Donot run theengine inclosedspaces
such as a garage.

∙ Do not park the vehicle with the en-
gine running for any extended length
of time.

∙ Keep the rear vent windows, liftgates,
doors and trunk lids (if so equipped)
closed while driving, otherwise ex-
haust gases could be drawn into the
passenger compartment. If you must
drive with one of these open, follow
these precautions:

1. Open all the windows.

2. Set the air recirculation but-
ton tooff and the fancontrol dial to
high to circulate the air.

∙ If electrical wiring or other cable con-
nections must pass to a trailer
through the seal on the liftgate or the
body, follow the manufacturer’s rec-
ommendation to prevent carbon
monoxide entry into the vehicle.

∙ The exhaust system and body should
be inspected by a qualified mechanic
whenever:

a. The vehicle is raised for service.

b. You suspect that exhaust fumes
are entering into the passenger
compartment.

c. Younoticeachange in thesoundof
the exhaust system.

d. Youhavehadanaccident involving
damage to the exhaust system,
underbody, or rear of the vehicle.

THREE-WAY CATALYST
The three-way catalyst is an emission con-
trol device installed in the exhaust system.
Exhaust gases in the three-way catalyst
are burned at high temperatures to help
reduce pollutants.

WARNING
∙ The exhaust gas and the exhaust sys-
tem are very hot. Keep people, ani-
mals or flammable materials away
from the exhaust system
components.

PRECAUTIONSWHEN STARTING AND
DRIVING
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∙ Do not stop or park the vehicle over
flammable materials such as dry
grass, waste paper or rags. They may
ignite and cause a fire.

CAUTION
∙ Do not use leaded gasoline. Deposits
from leadedgasolinewill seriously re-
duce the three-way catalyst’s ability
to help reduce exhaust pollutants.

∙ Keep your engine tuned up. Malfunc-
tions in the ignition, fuel injection, or
electrical systems can cause overrich
fuel flow into the three-way catalyst,
causing it to overheat. Do not keep
driving if the engine misfires, or if no-
ticeable loss of performance or other
unusual operating conditions are de-
tected. Have the vehicle inspected
promptly. It is recommended that you
visit a NISSAN dealer for this service.

∙ Avoid driving with an extremely low
fuel level. Running out of fuel could
cause the engine to misfire, damag-
ing the three-way catalyst.

∙ Do not race the enginewhilewarming
it up.

∙ Do not push or tow your vehicle to
start the engine.

TIRE PRESSURE MONITORING
SYSTEM (TPMS)
Each tire, including the spare (if provided),
should be checkedmonthlywhen cold and
inflated to the inflation pressure recom-
mended by the vehicle manufacturer on
the vehicle placard or tire inflation pressure
label. (If your vehicle has tires of a different
size than the size indicated on the vehicle
placard or tire inflation pressure label, you
should determine the proper tire inflation
pressure for those tires.)

As an added safety feature, your vehicle
has been equipped with a Tire Pressure
Monitoring System (TPMS) that illuminates
a low tire pressure telltale when one or
more of your tires is significantly under-
inflated. Accordingly, when the low tire
pressure telltale illuminates, you should
stop and check your tires as soon as pos-
sible, and inflate them to the proper pres-
sure. Driving on a significantly under-
inflated tire causes the tire to overheat and
can lead to tire failure. Under-inflation also
reduces fuel efficiency and tire tread life,
and may affect the vehicle’s handling and
stopping ability.

Please note that the TPMS is not a substi-
tute for proper tire maintenance, and it is

the driver’s responsibility to maintain cor-
rect tire pressure, even if under-inflation
has not reached the level to trigger illumi-
nationof theTPMS low tire pressure telltale.

Your vehicle has also been equippedwith a
TPMS malfunction indicator to indicate
when the system is not operating properly.
The TPMS malfunction indicator is com-
bined with the low tire pressure telltale.
When the system detects a malfunction,
the telltale will flash for approximately one
minute and then remain continuously illu-
minated. This sequence will continue upon
subsequent vehicle start-ups as long as
the malfunction exists. When the malfunc-
tion indicator is illuminated, the system
may not be able to detect or signal low tire
pressure as intended. TPMS malfunctions
may occur for a variety of reasons, includ-
ing the installation of replacement or alter-
nate tires or wheels on the vehicle that
prevent the TPMS from functioning prop-
erly. Always check the TPMS malfunction
telltale after replacing one or more tires or
wheels on your vehicle to ensure that the
replacement or alternate tires and wheels
allow the TPMS to continue to function
properly.
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Additional information:

∙ When replacing a wheel without the
TPMS such as the spare tire, the TPMS
does not monitor the tire pressure of
the spare tire.

∙ The TPMS will activate only when the
vehicle is driven at speeds above
16mph (25 km/h). Also, this systemmay
not detect a sudden drop in tire pres-
sure (for example, a flat tire while driv-
ing).

∙ The low tire pressurewarning light does
not automatically turn off when the tire
pressure is adjusted. After the tire is in-
flated to the recommended pressure,
the vehicle must be driven at speeds
above 16 mph (25 km/h) to activate the
TPMS and turn off the low tire pressure
warning light. Use a tire pressure gauge
to check the tire pressure.

∙ The “Tire Pressure Low - Add Air” warn-
ing appears in the vehicle information
display when the low tire pressure
warning light is illuminated and low tire
pressure is detected. The “Tire Pressure
Low - Add Air” warning turns off when
the low tire pressurewarning light turns
off.

∙ The “Tire Pressure Low - Add Air” warn-
ing appears each time the ignition
switch is placed in the on position as
long as the low tire pressure warning
light remains illuminated.

∙ The “Tire Pressure Low - Add Air” warn-
ing does not appear if the low tire pres-
sure warning light illuminates to indi-
cate a TPMS malfunction.

∙ Tire pressure rises and falls depending
on the heat caused by the vehicle’s op-
eration and the outside temperature.
Do not reduce the tire pressure after
driving because the tire pressure rises
after driving. Low outside temperature
can lower the temperature of the air
inside the tire which can cause a lower
tire inflation pressure. This may cause
the low tire pressure warning light to
illuminate. If the warning light illumi-
nates, check the tire pressure for all four
tires.

∙ The Tire and Loading Information label
is located in the driver’s door opening.

∙ You can also check the pressure of all
tires (except the spare tire) on the ve-
hicle informationdisplay screen.Theor-
der of the tire pressure figures dis-
played on the screen corresponds with
the actual order of the tire position.

For additional information, refer to “Low tire
pressure warning light” in the “Instruments
and controls” section and “Tire Pressure
Monitoring System (TPMS)” in the “In case of
emergency” section of this manual.

WARNING
∙ Radio waves could adversely affect
electric medical equipment. Those
who use a pacemaker should contact
the electric medical equipment
manufacturer for the possible influ-
ences before use.
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∙ If the low tire pressure warning light
illuminates while driving, avoid sud-
den steering maneuvers or abrupt
braking, reduce vehicle speed, pull off
the road to a safe location and stop
the vehicle as soon as possible. Driv-
ingwith under-inflated tiresmay per-
manently damage the tires and in-
crease the likelihood of tire failure.
Serious vehicle damage could occur
andmay lead toanaccidentandcould
result in serious personal injury.
Check the tire pressure for all four
tires. Adjust the tire pressure to the
recommended COLD tire pressure
shown on the Tire and Loading Infor-
mation label to turn the low tire pres-
surewarning lightoff. If youhavea flat
tire, replace itwith a spare tire as soon
as possible. (For additional informa-
tion, refer to “Flat tire” in the “In caseof
emergency” section for changing a
flat tire.)

∙ When replacing a wheel without the
TPMS such as the spare tire, when a
spare tire is mounted or a wheel is
replaced, tire pressurewill not be indi-
cated, the TPMS will not function and
the low tire pressurewarning lightwill
flash for approximately 1 minute. The
light will remain on after 1 minute.
Have your tires replaced and/or TPMS
system reset as soon as possible. It is
recommended that you visit a NISSAN
dealer for this service.

∙ Replacing tires with those not origi-
nally specified by NISSAN could affect
the proper operation of the TPMS.

∙ Do not inject any tire liquid or aerosol
tire sealant into the tires, as this may
cause a malfunction of the tire pres-
sure sensors.

CAUTION
∙ The TPMS may not function properly
when the wheels are equipped with
tire chains or the wheels are buried in
snow.

∙ Do not place metalized film or any
metal parts (antenna, etc.) on thewin-
dows. This may cause poor reception
of the signals from the tire pressure
sensors, and the TPMS will not func-
tion properly.

Some devices and transmitters may tem-
porarily interfere with the operation of the
TPMS and cause the low tire pressure
warning light to illuminate.

Some examples are:

∙ Facilities or electric devices using simi-
lar radio frequencies are near the ve-
hicle.

∙ If a transmitter set to similar frequen-
cies is being used in or near the vehicle.

∙ If a computer (or similar equipment) or
a DC/AC converter is being used in or
near the vehicle.

The low tire pressure warning light may
illuminate in the following cases.

∙ If the vehicle is equipped with a wheel
and tire without TPMS.

∙ If the TPMS has been replaced and the
ID has not been registered.
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∙ If the wheel is not originally specified by
NISSAN.

FCC Notice:

For USA:

This device complies with Part 15 of the
FCCRules.Operation is subject to the fol-
lowing two conditions: (1) This device
maynot causeharmful interference, and
(2) this device must accept any interfer-
ence received, including interference
that may cause undesired operation.

NOTE:

Changes or modifications not expressly
approved by the party responsible for
compliance could void theuser’s author-
ity to operate the equipment.

For Canada:

This device complies with Industry
Canada licence-exempt RSS standard(s).
Operation is subject to the following two
conditions: (1) this device may not cause
interference, and (2) this devicemust ac-
cept any interference, including interfer-
ence that may cause undesired opera-
tion of the device.

TPMS with Easy-Fill Tire Alert
When adding air to an under-inflated tire,
the TPMS with Easy-Fill Tire Alert provides
visual and audible signals outside the ve-
hicle to help you inflate the tires to the rec-
ommended COLD tire pressure.

Vehicle set-up

1. Park the vehicle in a safeand level place.

2. Apply the parking brake and place the
shift lever in the P (Park) position.

3. Place the ignition switch in the ON po-
sition. Do not start the engine.

Operation

1. Add air to the tire.

2. After a few seconds, the hazard indica-
tors will start flashing.

3. When the designated pressure is
reached, the horn beeps once and the
hazard indicators stop flashing.

4. Perform the above steps for each tire.

∙ If the tire is over-inflated more than
approximately 4 psi (30 kPa), the horn
beeps and the hazard indicators
flash three times. To correct the pres-
sure, push the core of the valve stem

on the tire briefly to release pressure.
When the pressure reaches the des-
ignated pressure, the horn beeps
once.

∙ If the hazard indicator does not flash
within approximately 15 seconds af-
ter starting to inflate the tire, it indi-
cates that the Easy-Fill Tire Alert is
not operating.

∙ The TPMS will not activate the Easy-
Fill Tire Alert under the following con-
ditions:

– If there is interference froman exter-
nal device or transmitter.

– The air pressure from the inflation
device is not sufficient to inflate the
tire.

– There is a malfunction in the TPMS.

– There is amalfunction in the horn or
hazard indicators.

– The identification code of the tire
pressure sensor is not registered to
the system.

– The battery of the tire pressure sen-
sor is low.
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∙ If the Easy-Fill Tire Alert does not op-
eratedue toTPMS interference,move
the vehicle about 3 ft (1 m) backward
or forward and try again.

If the Easy-Fill Tire Alert is notworking, use a
tire pressure gauge.

ON-PAVEMENT AND OFF-ROAD
DRIVING PRECAUTIONS
Utility vehicles have a significantly
higher rollover rate than other types of
vehicles.

They have higher ground clearance than
passenger cars to make them capable of
performing in a variety of on-pavement
and off-road applications. This gives them
a higher center of gravity than ordinary ve-
hicles. An advantage of higher ground
clearance is abetter viewof the road,allow-
ing you to anticipate problems. However,
they are not designed for cornering at the
same speeds as conventional 2-Wheel
Drive vehicles any more than low-slung
sports cars are designed to perform satis-
factorily under off-road conditions. If at all
possible, avoid sharp turns at high speeds.
As with other vehicles of this type, failure to
operate this vehicle correctly may result in
loss of control or vehicle rollover. In a roll-

over crash, an unbelted person is signifi-
cantly more likely to die than a person
wearing a seat belt.

For additional information, refer to “Driving
safety precautions” in this section.

AVOIDING COLLISION AND
ROLLOVER

WARNING
Failure to operate this vehicle in a safe
and prudent manner may result in loss
of control or an accident.

Be alert and drive defensively at all times.
Obey all traffic regulations. Avoid excessive
speed, high speed cornering, or sudden
steeringmaneuvers, because thesedriving
practices could cause you to lose control of
your vehicle.

As with any vehicle, loss of control could
result in a collisionwith other vehicles or
objects or cause the vehicle to roll over,
particularly if the loss of control causes
the vehicle to slide sideways.

Be attentive at all times, and avoid driving
when tired. Never drive when under the in-
fluence of alcohol or drugs (including pre-
scription or over-the-counter drugs which

may cause drowsiness). Always wear your
seat belt as outlined in the “Safety – Seats,
seat belts and supplemental restraint sys-
tem” section of this manual, and also in-
struct your passengers to do so.

Seat belts help reduce the risk of injury in
collisions and rollovers. In a rollover crash,
an unbelted or improperly belted person
is significantly more likely to be injured
or killed than a person properly wearing
a seat belt.

OFF-ROAD RECOVERY
While driving, the right side or left side
wheels may unintentionally leave the road
surface. If this occurs, maintain control of
the vehicle by following the procedure be-
low. Please note that this procedure is only
a general guide. The vehiclemust be driven
as appropriate based on the conditions of
the vehicle, road and traffic.

1. Remain calm and do not overreact.

2. Do not apply the brakes.

3. Maintain a firm grip on the steering
wheelwithbothhandsand try toholda
straight course.
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4. When appropriate, slowly release the
accelerator pedal to gradually slow the
vehicle.

5. If there is nothing in the way, steer the
vehicle to follow the road while vehicle
speed is reduced. Do not attempt to
drive the vehicle back onto the road
surface until vehicle speed is reduced.

6. When it is safe to do so, gradually turn
the steering wheel until both tires re-
turn to the road surface. When all tires
are on the road surface, steer the ve-
hicle to stay in the appropriate driving
lane.

∙ If you decide that it is not safe to re-
turn the vehicle to the road surface
based on vehicle, road or traffic con-
ditions, gradually slow the vehicle to a
stop in a safe place off the road.

RAPID AIR PRESSURE LOSS
Rapid air pressure loss or a “blow-out” can
occur if the tire is punctured or is damaged
due to hitting a curb or pothole. Rapid air
pressure loss canalsobe causedbydriving
on under-inflated tires.

Rapid air pressure loss can affect the han-
dling and stability of the vehicle, especially
at highway speeds.

Help prevent rapid air pressure loss by
maintaining the correct air pressure and
visually inspecting the tires for wear and
damage. For additional information, refer
to “Wheels and tires” in the “Do-it-yourself ”
section of this manual. If a tire rapidly loses
air pressure or “blows-out” while driving,
maintain control of the vehicle by following
the procedure below. Please note that this
procedure is only a general guide. The ve-
hicle must be driven as appropriate based
on the conditions of the vehicle, road and
traffic.

WARNING
The following actions can increase the
chance of losing control of the vehicle if
there is a sudden loss of tire air pres-
sure. Losing control of the vehicle may
cause a collision and result in personal
injury.

∙ The vehicle generally moves or pulls
in the direction of the flat tire.

∙ Do not rapidly apply the brakes.

∙ Do not rapidly release the accelerator
pedal.

∙ Donot rapidly turn thesteeringwheel.

1. Remain calm and do not overreact.

2. Maintain a firm grip on the steering
wheelwithbothhandsand try toholda
straight course.

3. When appropriate, slowly release the
accelerator pedal to gradually slow the
vehicle.

4. Gradually steer the vehicle to a safe
location off the road and away from
traffic if possible.

5. Lightly apply the brake pedal to gradu-
ally stop the vehicle.

6. Turn on the hazard warning flashers
and contact a roadside emergency
service to change the tire. For addi-
tional information, refer to “Changing a
flat tire” in the “In case of emergency”
section of this manual.
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DRINKING ALCOHOL/DRUGS AND
DRIVING

WARNING
Never drive under the influence of alco-
hol ordrugs.Alcohol in thebloodstream
reduces coordination, delays reaction
time and impairs judgement. Driving
after drinking alcohol increases the
likelihood of being involved in an acci-
dent injuring yourself and others. Addi-
tionally, if you are injured in anaccident,
alcohol can increase the severity of the
injury.

NISSAN is committed to safe driving. How-
ever, you must choose not to drive under
the influence of alcohol. Every year thou-
sands of people are injured or killed in
alcohol-related collisions. Although the lo-
cal laws vary on what is considered to be
legally intoxicated, the fact is that alcohol
affects all people differently and most
people underestimate the effects of alco-
hol.

Remember, drinking and driving don’t mix!
That is true for drugs (over-the-counter,
prescription) and illegal drugs, too. Don’t

drive if your ability to operate your vehicle is
impaired by alcohol, drugs, or some other
physical condition.

DRIVING SAFETY PRECAUTIONS
Your NISSAN is designed for both normal
and off-road use. However, avoid driving in
deep water or mud as your NISSAN is
mainly designed for leisure use, unlike a
conventional off-road vehicle.

Remember that 2-Wheel Drive (2WD) mod-
els are less capable than 4-Wheel Drive
(4WD) models for rough road driving and
extrication when stuck in deep snow or
mud, or the like.

Please observe the following precautions:

WARNING
∙ Spinning the front wheels on slippery
surfacesmay cause the 4WDwarning
message to display and the 4WD sys-
tem to automatically switch from the
4WD to the 2WD mode. This could re-
duce the traction. Be especially care-
ful when towing a trailer (4WD
models).

∙ Drive carefully when off the road and
avoid dangerous areas. Every person
who drives or rides in this vehicle
should be seated with their seat belt
fastened. This will keep you and your
passengers in position when driving
over rough terrain.

∙ Do not drive across steep slopes. In-
stead drive either straight up or
straight down the slopes.Off-roadve-
hicles can tip over sideways much
more easily than they can forward or
backward.

∙ Many hills are too steep for any ve-
hicle. If you drive up them, you may
stall. If you drive down them, youmay
not be able to control your speed. If
you drive across them, you may roll
over.

∙ Do not shift gears while driving on
downhill grades as this could cause
loss of control of the vehicle.

∙ Stay alert when driving to the top of a
hill. At the top there could be a drop-
off or other hazard that could cause
an accident.
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∙ If your engine stalls or you cannot
make it to the top of a steep hill, never
attempt to turn around. Your vehicle
could tip or roll over. Always back
straight down in R (Reverse) gear and
apply brakes to control your speed.

∙ Heavy braking going downahill could
cause your brakes to overheat and
fade, resulting in loss of control and
an accident. Apply brakes lightly and
use a low gear to control your speed.

∙ Unsecured cargo can be thrown
around when driving over rough ter-
rain. Properly secure all cargo so it will
not be thrown forward and cause in-
jury to you or your passengers.

∙ Secure heavy loads in the cargo area
as far forward and as low as possible.
Do not equip the vehicle with tires
larger than specified in this manual.
This could cause your vehicle to roll
over.

∙ Do not grip the inside or spokes of the
steeringwheel when driving off-road.
The steering wheel could move sud-
denly and injure your hands. Instead
drivewith your fingersand thumbson
the outside of the rim.

∙ Before operating the vehicle, ensure
that the driver and all passengers
have their seat belts fastened.

∙ Always drive with the floor mats in
place as the floor may become hot.

∙ Lower your speedwhen encountering
strong crosswinds.With a higher cen-
ter of gravity, your NISSAN is more af-
fected by strong side winds. Slower
speeds ensure better vehicle control.

∙ Do not drive beyond the performance
capability of the tires, even with 4WD
engaged.

∙ For 4WD equipped vehicles, do not at-
tempt to raise two wheels off the
ground and shift the transmission to
any drive or reverse position with the
engine running. Doing so may result
in drivetrain damage or unexpected
vehicle movement which could result
in serious vehicle damageor personal
injury.

∙ Do not attempt to test a 4WD
equipped vehicle on a 2-wheel dyna-
mometer (such as the dynamometers
used by some states for emissions
testing), or similar equipment even if
theother twowheelsare raisedoff the
ground.Make sure you inform test fa-
cility personnel that your vehicle is
equippedwith 4WD before it is placed
on a dynamometer. Using the wrong
test equipment may result in drive-
train damage or unexpected vehicle
movement which could result in seri-
ous vehicle damage or personal
injury.

∙ When awheel is off the ground due to
an unlevel surface, do not spin the
wheel excessively.

∙ Accelerating quickly, sharp steering
maneuvers or sudden braking may
cause loss of control.

∙ If at all possible, avoid sharp turning
maneuvers, particularly at high
speeds. Your NISSAN vehicle has a
higher center of gravity than a pas-
senger car. The vehicle is not de-
signed for cornering at the same
speeds as passenger cars.
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∙ Failure to operate this vehicle cor-
rectly could result in loss of control
and/or a rollover accident.

∙ Always use tires of the same type,
size, brand, construction (bias, bias-
belted, or radial), and tread pattern on
all four wheels. Install tire chains on
the frontwheelswhen driving on slip-
pery roads and drive carefully.

∙ Be sure to check the brakes immedi-
ately afterdriving inmudorwater. For
additional information, refer to “Brake
system” in this section.

∙ Avoid parking your vehicle on steep
hills. If you get out of the vehicle and it
rolls forward, backward or sideways,
you could be injured.

∙ Whenever you drive off-road through
sand, mud or water as deep as the
wheel hub, more frequent mainte-
nancemaybe required. For additional
information, refer to “Severe driving
conditions” in the “Maintenance and
schedules” section of this manual.

WARNING
Do not operate the push-button igni-
tion switch while driving the vehicle ex-
cept in an emergency. (The engine will
stopwhen the ignition switch is pushed
three consecutive times in quick suc-
cession or the ignition switch is pushed
andheld formore than2seconds.) If the
engine stops while the vehicle is being
driven, this could lead to a crash and
serious injury.

When the ignition switch is pushedwithout
depressing the brake pedal, the ignition
switch will illuminate.

Push the ignition switch center:

∙ Once to change to ACC.

∙ Two times to change to ON.

∙ Three times to return to OFF.

The ignition switch will automatically re-
turn to the LOCK position when any door is
either opened or closed with the switch in
the OFF position.
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The ignition lock is designed so that the
ignition switch position cannot be
switched to OFF until the shift lever is
moved to the P (Park) position.

When the ignition switchcannotbepushed
toward the OFF position, proceed as fol-
lows:

1. Move the shift lever to the P (Park) posi-
tion.

2. Push the ignition switch. The ignition
switch position will change to the ON
position.

3. Push the ignition switch again to the
OFF position.

The shift lever can be moved from the P
(Park) position if the ignition switch is in
the ON position and the brake pedal is
depressed.

If thebatteryof thevehicle isdischarged,
the ignition switch cannot be moved
from the LOCK position.

Some indicators and warnings for opera-
tion are displayed on the vehicle informa-
tion display. For additional information, re-
fer to “Vehicle information display” in the
“Instruments and controls” section of this
manual.

OPERATING RANGE
The Intelligent Key functions can only be
used when the Intelligent Key is within the
specified operating range.

When the Intelligent Key battery is almost
dischargedor strong radiowaves are pres-
ent near the operating location, the Intelli-
gent Key system’s operating range be-
comes narrower and may not function
properly.

If the Intelligent Key is within the operating
range, it is possible for anyone, even some-

one who does not carry the Intelligent Key,
to push the ignition switch to start the en-
gine.

The operating range of the engine start
function is inside of the vehicle �1 .

∙ The luggage area is not included in the
operating range, but the Intelligent Key
may function.

∙ If the Intelligent Key is placed on the
instrument panel or inside the glove
box, storage bin or door pocket, the In-
telligent Key may not function.

∙ If the Intelligent Key is placed near the
door or window outside the vehicle, the
Intelligent Key may function.

PUSH-BUTTON IGNITION SWITCH
POSITIONS
LOCK (Normal parking position)

The ignition switch can only be locked in
this position.

The ignition switchwill be unlockedwhen it
is pushed to the ACC position while carry-
ing the Intelligent Key.

The ignition switch will lock when any door
is opened or closed with the ignition
switched off.

LSD2020
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ACC (Accessories)

This position activates electrical accesso-
ries, such as the radio, when the engine is
not running.

ACC has a battery saver feature that will
place the ignition switch in theOFFposition
after a period of time under the following
conditions:

∙ All doors are closed.

∙ The shift lever is in P (Park).

The battery saver featurewill be canceled if
any of the following occur:

∙ Any door is opened.

∙ The shift lever is moved out of P (Park).

∙ The ignition switch changes position.

ON (Normal operating position)

This position turns on the ignition system
and electrical accessories.

ON has a battery saver feature that will
place the ignition switch in the OFF posi-
tion, if the vehicle is not running, after some
time under the following conditions:

∙ All doors are closed.

∙ The shift lever is in P (Park).

The battery saver featurewill be canceled if
any of the following occur:

∙ Any door is opened.

∙ The shift lever is moved out of the P
(Park) position.

∙ The ignition switch changes position.

CAUTION
Do not leave the vehicle with the igni-
tion switch in the ACC or ON position
when the engine is not running for an
extendedperiod.This candischarge the
battery.

OFF

The ignition switch is in the OFF position
when the engine is turned off using the
ignition switch. No lights will illuminate on
the ignition switch.

EMERGENCY ENGINE SHUT OFF
To shut off the engine in an emergency
situation while driving, perform the follow-
ing procedure:

∙ Rapidly push the ignition switch three
consecutive times in less than 1.5 sec-
onds, or

∙ Push and hold the ignition switch for
more than 2 seconds.
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NISSAN INTELLIGENT KEY®
BATTERY DISCHARGE
If the battery of the NISSAN Intelligent Key®
is discharged, or environmental conditions
interfere with the Intelligent Key operation,
start the engine according to the following
procedure:

1. Place the shift lever in the P (Park) posi-
tion.

2. Firmly apply the foot brake.

3. Touch the ignition switchwith the Intel-
ligent Key as illustrated. (A chime will
sound.)

After step 3 is performed, when the
ignition switch is pushed without de-
pressing the brake pedal, the ignition
switch position will change to ACC.

4. Push the ignition switchwhile depress-
ing the brake pedal within 10 seconds
after the chime sounds. The enginewill
start.

NOTE:

∙ When the ignition switch is pushed to
the ACC or ON position or the engine
is startedby theaboveprocedure, the
Intelligent Key battery discharge in-
dicator appears in the vehicle infor-
mation display even when the Intelli-
gent Key is inside the vehicle. This is
not a malfunction. To turn off the In-
telligent Key battery discharge indi-
cator, touch the ignition switch with
the Intelligent Key again.

∙ If the Intelligent Key battery dis-
charge indicator appears, replace the
battery as soon as possible. For addi-
tional information, refer to “Battery
replacement” in the “Do-it-yourself”
section of this manual.

NISSAN VEHICLE IMMOBILIZER
SYSTEM
The NISSAN Vehicle Immobilizer System
will not allow the engine to start without
the use of the registered key.

If the engine fails to start using a registered
key (for example, when interference is
caused by another registered key, an auto-
mated toll road device or automatic pay-
ment device on the key ring), restart the
engine using the following procedure:

1. Leave the ignition switch in the ON po-
sition for approximately 5 seconds.

2. Place the ignition switch in the OFF or
LOCK position, and wait approximately
10 seconds.

3. Repeat steps 1 and 2.

4. Restart the engine while holding the
device (whichmay have caused the in-
terference) separate from the regis-
tered key.

If the no start condition re-occurs, NISSAN
recommendsplacing the registered keyon
a separate key ring to avoid interference
from other devices.
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∙ Make sure theareaaround the vehicle is
clear.

∙ Check fluid levels such as engine oil,
coolant, brake fluid, and windshield-
washer fluid as frequently as possible,
or at least whenever you refuel.

∙ Check that all windows and lights are
clean.

∙ Visually inspect tires for their appear-
ance and condition. Also check tires for
proper inflation.

∙ Check that all doors are closed.

∙ Position seat and adjust head
restraints/headrests.

∙ Adjust inside and outside mirrors.

∙ Fasten seat belts and ask all passen-
gers to do likewise.

∙ Check the operation of warning lights
when the ignition switch is placed in the
ON position. For additional information,
refer to “Warning lights, indicator lights
and audible reminders” in the “Instru-
ments and controls” section of this
manual.

1. Apply the parking brake.

2. Move the shift lever to P (Park) or N
(Neutral). P (Park) is recommended.

The starter is designed not to oper-
ate if the shift lever is in any of the
driving positions.

3. Push the ignition switch to the ON po-
sition. Depress the brake pedal and
push the ignition switch to start the
engine.

To start the engine immediately, push
and release the ignition switch while
depressing the brake pedal with the
ignition switch in any position.

∙ If the engine is very hard to start in
extremely cold weather or when re-
starting, depress the accelerator
pedal a little (approximately 1/3 to the
floor) andwhile holding, crank the en-
gine. Release the accelerator pedal
when the engine starts.

∙ If the engine is very hard to start be-
cause it is flooded, depress the accel-
erator pedal all the way to the floor
and hold it. Push the ignition switch
to the ON position to start cranking
the engine. After 5 or 6 seconds, stop
cranking by pushing the ignition

switch to the LOCK position. After
cranking the engine, release the ac-
celerator pedal. Crank the engine
with your foot off the accelerator
pedal by depressing the brake pedal
and pushing the ignition switch to
start the engine. If the engine starts,
but fails to run, repeat the above pro-
cedure.

CAUTION
Do not operate the starter for more
than 15 seconds at a time. If the engine
does not start, push the ignition switch
to theOFF position andwait 10 seconds
before cranking again, otherwise the
starter could be damaged.

4. Warm-up:

Allow the engine to idle for at least
30 seconds after starting. Do not race
the enginewhilewarming it up.Drive at
amoderate speed for a short distance
first, especially in cold weather. In cold
weather, keep the engine running for a
minimum of 2 to 3 minutes before
shutting it off. Starting and stopping
the engine over a short period of time
maymake the vehicle more difficult to
start.

BEFORE STARTING THE ENGINE STARTING THE ENGINE
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5. To stop the engine,move the shift lever
to the P (Park) position and push the
ignition switch to the OFF position.

NOTE:

Care should be taken to avoid situations
that can lead to potential battery dis-
chargeandpotential no-start conditions
such as:

1. Installation or extended use of elec-
tronic accessories that consumebat-
tery power when the engine is not
running (phone chargers, GPS, DVD
players, etc.).

2. The vehicle is not driven regularly
and/or only driven short distances.

In these cases, the battery may need to
be charged tomaintain battery health.

REMOTE ENGINE START (if so
equipped)
Vehicles started with the Remote Engine
Start require the ignition switch to be
placed in the ON position before the shift
lever can be moved from the P (Park) posi-
tion. To place the ignition switch in the ON
position, follow these steps:

1. Make sure that the Intelligent Key is on
you.

2. Apply the brake.

3. Push the ignition switch once to theON
position.

For additional information, refer to “NISSAN
Intelligent Key®” in the “Pre-driving checks
and adjustments” section of this manual.

CONTINUOUSLY VARIABLE
TRANSMISSION (CVT)

WARNING
∙ Do not depress the accelerator pedal
while shifting fromP (Park) or N (Neu-
tral) to R (Reverse), D (Drive), or L (Low).
Always depress the brake pedal until
shifting is completed. Failure to do so
could cause you to lose control and
have an accident.

∙ Cold engine idle speed is high, so use
caution when shifting into a forward
or reverse gear before the engine has
warmed up.

∙ Donot downshift abruptly on slippery
roads. This may cause a loss of
control.

∙ Never shift to either the P (Park) or R
(Reverse) position while the vehicle is
moving forward and P (Park) or D
(Drive) positionwhile the vehicle is re-
versing. This could cause an accident
or damage the transmission.

DRIVING THE VEHICLE
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CAUTION
∙ To avoid possible damage to your ve-
hicle,when stopping the vehicle onan
uphill grade,donothold thevehicleby
depressing the accelerator pedal. The
foot brake should be used for this
purpose.

∙ Except in an emergency, do not shift
to the N (Neutral) position while driv-
ing. Coasting with the transmission in
theN (Neutral) positionmay cause se-
rious damage to the transmission.

The CVT in your vehicle is electronically
controlled to produce maximum power
and smooth operation.

The recommended operating procedures
for this transmission are shown on the fol-
lowing pages. Follow these procedures for
maximum vehicle performance and driv-
ing enjoyment.

Engine power may be automatically re-
duced to protect the CVT if the engine
speed increases quickly when driving on
slippery roads or while being tested on
some dynamometers.

Starting the vehicle
1. After starting the engine, fully depress

the foot brake pedal beforemoving the
shift lever out of the P (Park) position.
This ContinuouslyVariable Transmis-
sion is designed so that the foot
brake pedal must be depressed be-
fore shifting fromP (Park) toanydriv-
ing position while the ignition switch
is in the ON position.
The shift lever cannot be moved out
of the P (Park) position and into any
of the other positions if the ignition
switch is placed in the LOCK, OFF or
ACC position while the ready light il-
luminates.

2. Keep the foot brake pedal depressed
and move the shift lever to a driving
position.

3. Release the parking brake and foot
brake pedal and then gradually start
the vehicle in motion.

WARNING
∙ Do not depress the accelerator pedal
while shifting fromP (Park) or N (Neu-
tral) to R (Reverse), D (Drive) or L (Low).
Always depress the brake pedal until
shifting is completed. Failure to do so
could cause you to lose control and
have an accident.

∙ Cold engine idle speed is high, so use
caution when shifting into a forward
or reverse gear before the engine has
warmed up.

∙ Donot downshift abruptly on slippery
roads. This may cause a loss of
control.

∙ Never shift to either the P (Park) or R
(Reverse) position while the vehicle is
moving forward and P (Park) or D
(Drive) positionwhile the vehicle is re-
versing. This could cause an accident
or damage the transmission.
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CAUTION
∙ To avoid possible damage to your ve-
hicle,when stopping the vehicle onan
uphill grade,donothold thevehicleby
depressing the accelerator pedal. The
foot brake should be used for this
purpose.

∙ Except in an emergency, do not shift
to the N (Neutral) position while driv-
ing. Coasting with the transmission in
theN (Neutral) positionmay cause se-
rious damage to the transmission.

Shifting
Press the button �A while depressing
the brake pedal

Press the button �A to shift

Shift without pressing the �A button

After starting the engine, fully depress the
brake pedal, press the shift lever button
and move the shift lever from the P (Park)
position to any of the desired shift posi-
tions.

WARNING
Apply theparkingbrake if the shift lever
is in any positionwhile the engine is not
running. Failure to do so could cause
the vehicle tomoveunexpectedlyor roll
away and result in serious personal in-
jury or property damage.

CAUTION
Use the P (Park) or R (Reverse) position
only when the vehicle is completely
stopped.

P (Park)

CAUTION
To prevent transmission damage, use
the P (Park) position only when the ve-
hicle is completely stopped.

Use the P (Park) shift lever position when
the vehicle is parked or when starting the
engine.Make sure the vehicle is completely
stopped. The brake pedal must be de-
pressed and the shift lever button
pressed to move the shift lever from N
(Neutral) or anydrive position toP (Park).
Apply the parking brake.Whenparking on a
hill, apply the parking brake first, thenmove
the shift lever to the P (Park) position.

LSD2127
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R (Reverse)

CAUTION
To prevent transmission damage, use
the R (Reverse) position only when the
vehicle is completely stopped.

Use the R (Reverse) position to back up.Make
sure the vehicle is completely stopped be-
fore selecting the R (Reverse) position. The
brake pedal must be depressed and the
shift lever button pressed to move the
shift lever from P (Park), N (Neutral) or any
drive position to R (Reverse).

N (Neutral)
Neither forward nor reverse gear is en-
gaged. The engine can be started in this
position. You may shift to N (Neutral) and
restart a stalled engine while the vehicle is
moving.

D (Drive)
Use this position for all normal forward
driving.

L (Low)
Use this position for engine braking on
steep downhill gradients/climbing steep
slopes and whenever approaching sharp
bends. Do not use the L (Low) position in
any other circumstances.

Shift lock release
If the battery charge is low or discharged,
the shift lever may not be moved from the
P (Park) position even with the brake pedal
depressed and the shift lever button
pressed. To move the shift lever, perform
the following procedure:

1. Place the ignition switch in the OFF or
LOCK position.

2. Apply the parking brake.

3. Remove the shift lock release cover �A
using a suitable tool.

4. Push down the shift lock release �B
using a suitable tool.

5. Press the shift lever button �C and
move the shift lever to the N (Neutral)
position �D while holding down the
shift lock release. The vehicle may be
moved to the desired location. Replace
the removed shift lock release cover
after the operation. If the shift lever
cannot be moved out of the P (Park)
position, have the Continuously Vari-
able Transmission system checked as
soon as possible. It is recommended
that you visit a NISSAN dealer for this
service.

WARNING
If the shift lever cannot be moved from
the P (Park) position while the engine is
running and the brake pedal is de-
pressed, the stop lights may not work.
Malfunctioning stop lights could cause
an accident injuring yourself and
others.

LSD2128
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Overdrive (O/D) OFF switch
When the O/D OFF switch is pushed with
the shift lever in the D (Drive) position,
the indicator light in the instrument
panel illuminates. For additional informa-
tion, refer to “Overdrive OFF indicator light”
in the “Instruments and controls” section of
this manual.
Use the overdrive OFF mode when you
need improved engine braking.

To turn off the overdrive OFF mode, push
the O/D OFF switch again. The indi-
cator light will turn off.

Each time the engine is started, or when
the shift lever is moved to any position
other than D (Drive), the overdrive OFF
mode will be automatically turned off.

Accelerator downshift
— in D (Drive) position —
For passing or hill climbing, depress the
accelerator pedal to the floor. This shifts
the transmission down into a lower gear,
depending on the vehicle speed.

High fluid temperature protection
mode
This transmission has a high fluid tem-
perature protection mode. If the fluid tem-
perature becomes too high (for example,
when climbing steep grades in high tem-
peratures with heavy loads, such as when
towing a trailer), engine power and, under
some conditions, vehicle speed will be de-
creased automatically to reduce the
chance of transmission damage. Vehicle
speed can be controlled with the accelera-
tor pedal, but the engine and vehicle speed
may be limited.

Fail-safe
If the vehicle is driven under extreme
conditions, such as excessive wheel
spinning and subsequent hard braking,
the fail-safe system may be activated.
The Malfunction Indicator Light (MIL)
may come on to indicate the fail-safe
mode is activated. For additional infor-
mation, refer to “Malfunction Indicator
Light (MIL)” in the “Instruments and con-
trols” section of thismanual. Thiswill oc-
cur even if all electrical circuits are func-
tioning properly. In this case, place the
ignition switch in the OFF position and
wait for 10 seconds. Then push the
switch back to the ON position. The ve-
hicle should return to its normal operat-
ing condition. If it does not return to its
normal operating condition, have the
transmission checked and repaired, if
necessary. It is recommended that you
visit a NISSAN dealer for this service.

LSD2246

5-20 Starting and driving



WARNING
When the high fluid temperature pro-
tection mode or fail-safe operation oc-
curs, vehicle speedmaybegradually re-
duced.The reducedspeedmaybe lower
than other traffic, which could increase
the chance of a collision. Be especially
careful when driving. If necessary, pull
to the side of the road at a safe place
and allow the transmission to return to
normal operation, or have it repaired if
necessary.

WARNING
∙ Be sure the parking brake is fully re-
leased before driving. Failure to do so
can cause brake failure and lead to an
accident.

∙ Do not release the parking brake from
outside the vehicle.

∙ Do not use the shift lever in place of
the parking brake. When parking, be
sure the parking brake is fully
engaged.

∙ To help avoid risk of injury or death
through unintended operation of the
vehicle and/or its systems, do not
leave children, peoplewho require the
assistance of others or pets unat-
tended in your vehicle. Additionally,
the temperature inside a closed ve-
hicle on a warm day can quickly be-
come high enough to cause a signifi-
cant risk of injury or death to people
and pets.

To engage: Firmly depress the parking
brake.

To release:

1. Firmly apply the foot brake.

2. Move the shift lever to the P (Park) po-
sition.

3. Firmly depress the parking brake pedal
and it will release.

4. Before driving, be sure the brake warn-
ing light goes out.

LSD0158
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WARNING
Failure to follow the warnings and in-
structions for proper use of the BSW
system could result in serious injury or
death.

∙ The BSW system is not a replacement
for proper driving procedures and is
not designed to prevent contact with
vehicles or objects. When changing
lanes, always use the side and rear
mirrors and turn and look in the direc-
tion your vehiclewillmove to ensure it
is safe to change lanes. Never rely
solely on the BSW system.

The BSW system helps alert the driver of
other vehicles in adjacent lanes when
changing lanes.

The BSW system uses radar sensors �1
installed near the rear bumper to detect
other vehicles in an adjacent lane.

The radar sensors can detect vehicles on
either side of your vehicle within the detec-
tion zone shown as illustrated. This detec-
tion zone starts from the outside mirror of
your vehicle and extends approximately
10 ft (3.0 m) behind the rear bumper, and
approximately 10 ft (3.0 m) sideways.

LSD2707
Detection zone

SSD1030

BLIND SPOTWARNING (BSW) (if so
equipped)
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1. Side BSW/RCTA Indicator Light

2. BSW/RCTA Indicator

BSW SYSTEM OPERATION
The BSW system operates above approxi-
mately 20 mph (32km/h).

If the radar sensors detect a vehicle in the
detection zone, the side BSW/RCTA indica-
tor light (1) illuminates. If the turn signal is
then activated, the system chimes (twice)
and the side BSW/RCTA indicator light
flashes. The side BSW/RCTA indicator light
continues to flash until the detected ve-
hicles leaves the detection zone.

The side BSW/RCTA indicator light illumi-
nates for a few seconds when the ignition
switch is placed in the ON position.

The brightness of the side BSW/RCTA indi-
cator light is adjusted automatically de-
pending on the brightness of the ambient
light.

If a vehicle comes into the detection zone
after the driver activates the turn signal,
thenonly the sideBSW/RCTA indicator light
flashes and no chime sounds. For addi-
tional information, refer to “BSW driving
situations” in this section.LSD2765
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The BSW system automatically turns on
every time the engine is started, as long as
it is activated using the settings menu on
the vehicle information display.

LSD2764
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HOW TO ENABLE/DISABLE THE
BSW SYSTEM
When the BSW system is enabled in the
vehicle information display, the systemcan
be turned off by pushing the warning sys-
tems switch. For additional information, re-
fer to “Warning systems switch” in the “In-
struments and controls” section of this
manual.

Perform the following steps to enable or
disable the BSW system.

1. Press the button until “Settings”
displays in the vehicle information dis-
play. Use the button to select
“Driver Assistance.” Then press the EN-
TER button.

2. Select “Driving Aids” and press the EN-
TER button.

3. Select “Blind Spot” and press the ENTER
button.

4. Use the ENTER button to turn the sys-
tem on or off.

NOTE:

∙ Whenenabling/disabling the system,
the system will retain current set-
tings even if the engine is restarted.

∙ The RCTA system (if so equipped) is
integrated into the BSW system.
There is not a separate selection in
the vehicle information display for
the RCTA system. When the BSW is
disabled, the RCTA system is also dis-
abled.

∙ When the BSW system is turned on,
the BSW/RCTA indicator (white) in the
vehicle information display illumi-
nates.

BSW SYSTEM LIMITATIONS

WARNING
Listed below are the system limitations
for the BSW system. Failure to operate
the vehicle in accordance with these
system limitations could result in seri-
ous injury or death.

∙ The BSW system cannot detect all ve-
hicles under all conditions.

∙ The radar sensors may not be able to
detect and activate BSWwhen certain
objects are present such as:

– Pedestrian, bicycles, animals.

– Vehicles such as motorcycles, low
height vehicles, or high ground
clearance vehicles.

– Oncoming vehicles.

– Vehicles remaining in the detec-
tion zone when you accelerate
from a stop.

– A vehicle merging into an adjacent
lane at a speed approximately the
same as your vehicle.

– A vehicle approaching rapidly from
behind.

– A vehicle which your vehicle over-
takes rapidly.

– A vehicle that passes through the
detection zone quickly.

– When overtaking several vehicles
in a row, the vehicles after the first
vehiclemaynot be detected if they
are traveling close together.
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∙ The radar sensors’ detection zone is
designed based on a standard lane
width. When driving in a wider lane,
the radar sensors may not detect ve-
hicles in an adjacent lane. When driv-
ing in anarrow lane, the radar sensors
may detect vehicles driving two lanes
away.

∙ The radar sensors are designed to ig-
nore most stationary objects; how-
ever, objects such as guardrails, walls,
foliage and parked vehicles may oc-
casionally be detected. This is a nor-
mal operation condition.

∙ The following conditions may reduce
the ability of the radar to detect other
vehicles:

– Severe weather

– Road spray

– Ice/frost/snow/dirt build-up on
the vehicle

∙ Do not attach stickers (including
transparentmaterial), install accesso-
ries or apply additional paint near the
radar sensors. These conditions may
reduce the ability of the radar to de-
tect other vehicles.

∙ Excessive noise (for example, audio
systemvolume,open vehiclewindow)
will interfere with the chime sound,
and it may not be heard.

BSW DRIVING SITUATIONS
Indicator on

Indicator off

Indicator flashing

Illustration 1 – Approaching from behind
LSD2299
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Another vehicle approaching
from behind
Illustration 1:The side BSW/RCTA indicator
light illuminates if a vehicle enters the de-
tection zone from behind in an adjacent
lane.

Illustration 2: If the driver activates the
turn signal when another vehicle is in the
detection zone, then the system chimes
(twice) and the side indicator light flashes.

NOTE:

∙ The radar sensorsmay not detect ve-
hicles which are approaching rapidly
from behind.

∙ If the driver activates the turn signal
before a vehicle enters the detection
zone, the side indicator lightwill flash
but no chime will sound when the
other vehicle is detected.

Illustration 2 – Approaching from behind
LSD2300
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Overtaking another vehicle
Illustration 3: The side indicator light illu-
minates if you overtake a vehicle and that
vehicle stays in the detection zone for ap-
proximately 2 seconds.

Illustration 4: If the driver activates the
turn signal while another vehicle is in the
detection zone, then the system chimes
(twice) and the side indicator light flashes.

NOTE:

∙ When overtaking several vehicles in a
row, the vehicles after the first vehicle
may not be detected if they are trav-
eling close together.

∙ The radar sensors may not detect
slower moving vehicles if they are
passed quickly.

∙ If the driver activates the turn signal
before a vehicle enters the detection
zone, the side indicator lightwill flash
but no chime will sound when the
other vehicle is detected.

Illustration 3 – Overtaking another ve-
hicle

LSD2302
Illustration 4 – Overtaking another ve-

hicle

LSD2303
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Entering from the side
Illustration 5: The side indicator light illu-
minates if a vehicle enters the detection
zone from either side.

Illustration 6: If the driver activates the
turn signal while another vehicle is in the
detection zone, then the system chimes
(twice) and the side indicator light flashes.

NOTE:

∙ If the driver activates the turn signal
before a vehicle enters the detection
zone, the side indicator lightwill flash
but no chime will sound when the
other vehicle is detected.

∙ The radar sensors may not detect a
vehiclewhich is travelingat about the
same speed as your vehicle when it
enters the detection zone.

Illustration 5 – Entering from the side
LSD2305

Illustration 6 – Entering from the side
LSD2308
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SYSTEM TEMPORARILY
UNAVAILABLE
When radar blockage is detected, the sys-
tem will be deactivated automatically. The
“Side RadarObstruction”warningmessage
will appear and the BSW/RCTA indicator
(white) will blink �A in the vehicle informa-
tion display.

The system is not available until the condi-
tions no longer exist.

The radar sensorsmay be blocked by tem-
porary ambient conditions such as splash-
ing water, mist or fog. The blocked condi-
tionmayalsobe causedbyobjects suchas
ice, frost or dirt obstructing the radar sen-
sors.

NOTE:

If the BSW system stops working, the
RCTA system (if so equipped) will also
stop working.

Action to take:

When the above conditions no longer exist,
the system will resume automatically.

LSD2763
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Malfunction
If the BSW system malfunctions, it will turn
off automatically. The system malfunction
warningmessagewith the BSW/RCTA indi-
cator (orange) will appear in the vehicle in-
formation display.

NOTE:

If the BSW system stops working, the
RCTA system (if so equipped) will also
stop working.

Action to take:

Stop the vehicle in a safe location, place the
vehicle in the P (Park) position, turn the en-
gine off and restart the engine. If the mes-
sage continues to appear, have the system
checked. It is recommended that you visit a
NISSAN dealer for this service.

SYSTEM MAINTENANCE
The two radar sensors �1 for the BSW and
RCTA systems are located near the rear
bumper. Always keep the area near the ra-
dar sensors clean.

The radar sensorsmay be blocked by tem-
porary ambient conditions such as splash-
ing water, mist or fog.

The blocked conditionmay also be caused
by objects such as ice, frost or dirt ob-
structing the radar sensors.

Check for and remove objects obstructing
the area around the radar sensors.

Do not attach stickers (including transpar-
ent material), install accessories or apply
additional paint near the radar sensors.

Do not strike or damage the area around
the radar sensors. It is recommended that
you consult a NISSAN dealer if the area
around the radar sensors is damaged due
to a collision.

Radio frequency statement
For USA

FCC ID: OAYSRR3B

This device complieswith Part 15 of the FCC
Rules.

Operation is subject to the following two
conditions:

1. This device may not cause harmful in-
terference, and

2. This device must accept any interfer-
ence received, including interference
that may cause undesired operation.

FCC Warning

Changes or modifications not expressly
approved by the party responsible for
compliance could void the user’s authority
to operate the equipment.

LSD2707
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For Canada

Model: SRR3–B

Canada 310

This device complies with Industry Cana-
da’s RSS-310. Operation is subject to the
condition that this device must not cause
harmful interference and must accept any
interference, including interference that
may cause undesired operation of the de-
vice. Cet appareil est conforme au RSS-310
d’Industrie Canada. Le fonctionnement est
soumis à la condition que cet appareil ne
provoque pas d’interférences nuisibles et
accepte toute interférence, y compris les
interférences susceptibles de provoquer
un fonctionnement indésirable de
l’appareil.

WARNING
Failure to follow the warnings and in-
structions for proper use of the RCTA
system could result in serious injury or
death.

∙ The RCTA system is not a replacement
for proper driving procedures and is
not designed to prevent contact with
vehicles or objects.When backing out
of a parking space, always use the
side and rear mirrors and turn and
look in the direction your vehicle will
move. Never rely solely on the RCTA
system.

The RCTA system will assist you when
backing out from a parking space. When
the vehicle is in reverse, the system is de-
signed to detect other vehicles approach-
ing from the right or left of the vehicle. If the
systemdetects cross traffic, it will alert you.

REAR CROSS TRAFFIC ALERT (RCTA)
(if so equipped)
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1. Side BSW/RCTA Indicator Light

2. BSW/RCTA Indicator

RCTA SYSTEM OPERATION
The RCTA system can help alert the driver
of an approaching vehicle when the driver
is backing out of a parking space.

When the shift position is in R (Reverse) and
the vehicle speed is less than approxi-
mately 5mph (8 km/h), the RCTA system is
operational.

If the radar detects an approaching vehicle
from either side, the system chimes (once)
and the side BSW/RCTA indicator light
flashes on the side the vehicle is approach-
ing from.

LSD2765
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The RCTA system uses radar sensors �1
installed on both sides near the rear bum-
per to detect an approaching vehicle.

The radar sensors �1 can detect an ap-
proaching vehicle from up to approxi-
mately 66 ft. (20 m) away.

LSD2216 LSD2707

5-34 Starting and driving



HOW TO ENABLE/DISABLE THE
RCTA SYSTEM
When the RCTA system is enabled in the
vehicle information display, the systemcan
be turned off by pushing the warning sys-
tems switch. For additional information, re-
fer to “Warning systems switch” in the “In-
struments and controls” section of this
manual.

Perform the following steps to enable or
disable the RCTA system.

1. Press the button until “Settings”
displays in the vehicle information dis-
play. Use the button to select
“Driver Assistance.” Then press the EN-
TER button.

2. Select “Driving Aids” and press the EN-
TER button.

3. Select “Blind Spot” and press the ENTER
button.

4. Use the ENTER button to turn the sys-
tem on or off.

When the RCTA system is turned on, the
BSW/RCTA indicator (white) in the vehicle
information display illuminates.

LSD2764
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NOTE:

∙ The RCTA system is integrated into
the BSW system. There is not a sepa-
rate selection in the vehicle informa-
tion display for the RCTA system.
When the BSW is disabled, the RCTA
system is also disabled.

∙ Whenenabling/disabling the system,
the system setting will be retained
even if the engine is restarted.

RCTA SYSTEM LIMITATIONS
LSD3195
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WARNING
Listed below are the system limitations
for the RCTA system. Failure to operate
the vehicle in accordance with these
system limitations could result in seri-
ous injury or death.

∙ Always check surroundings and turn
to check what is behind you before
backing up. The radar sensors detect
approaching (moving) vehicles. The
radar sensors cannot detect every
object such as:

– Pedestrians, bicycles,motorcycles,
animals or child-operated toy
vehicles

– A vehicle that is passing at speeds
greater than approximately
19 mph (30 km/h)

– A vehicle that is passing at speeds
lower than approximately 5 mph
(8 km/h)

∙ The radar sensorsmay not detect ap-
proaching vehicles in certain
situations:

– Illustration �A : When a vehicle
parked next to you obstructs the
beam of the radar sensor.

– Illustration �B : When the vehicle is
parked in an angledparking space.

– Illustration �C : When the vehicle is
parked on inclined ground.

– Illustration �D : When an approach-
ing vehicle turns into your vehicle’s
parking lot aisle.

– Illustration �E : When the angle
formed by your vehicle and ap-
proaching vehicle is small

∙ The following conditions may reduce
the ability of the radar to detect other
vehicles:

– Severe weather

– Road spray

– Ice/frost/snow/dirt build-up on
the vehicle

∙ Do not attach stickers (including
transparentmaterial), install accesso-
ries or apply additional paint near the
radar sensors. These conditions may
reduce the ability of the radar to de-
tect other vehicles

∙ Excessive noise (e.g., audio system
volume, open vehicle window) will in-
terfere with the chime sound, and it
may not be heard.
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NOTE:

In the case of several vehicles approach-
ing in a row (Illustration 1) or in the oppo-
sitedirection (Illustration2),a chimemay
not be sounded by the RCTA system af-
ter the first vehicle passes the sensors.

Illustration 1
LSD2043

Illustration 2
LSD2044
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SYSTEM TEMPORARILY
UNAVAILABLE
When radar blockage is detected, the sys-
tem will be deactivated automatically. The
“Side RadarObstruction”warningmessage
will appear and the BSW/RCTA indicator
(white) will blink �A in the vehicle informa-
tion display.

The systems are not available until the
conditions no longer exist.

The radar sensorsmay be blocked by tem-
porary ambient conditions such as splash-
ing water, mist or fog.

The blocked conditionmay also be caused
by objects such as ice, frost or dirt ob-
structing the radar sensors.

NOTE:

If the BSW system stops working, the
RCTA systemwill also stop working.

Action to take
When the above conditions no longer exist,
the system will resume automatically.

LSD2763
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Malfunction
When the RCTA systemmalfunctions, it will
turn off automatically. The system mal-
function warning message with the
BSW/RCTA indicator (orange) will appear in
the vehicle information display.

NOTE:

If the BSW system stops working, the
RCTA system (if so equipped) will also
stop working.

Action to take
Stop the vehicle in a safe location, place the
vehicle in the P (Park) position, turn the en-
gine off and restart the engine. If the mes-
sage continues to appear, have the system
checked. It is recommended that you visit a
NISSAN dealer for this service.

SYSTEM MAINTENANCE
The two radar sensors �1 for the BSW and
RCTA systems are located near the rear
bumper. Always keep the area near the ra-
dar sensors clean.

The radar sensorsmay be blocked by tem-
porary ambient conditions such as splash-
ing water, mist or fog.

The blocked conditionmay also be caused
by objects such as ice, frost or dirt ob-
structing the radar sensors.

Check for and remove objects obstructing
the area around the radar sensors.

Do not attach stickers (including transpar-
ent material), install accessories or apply
additional paint near the radar sensors.

Do not strike or damage the area around
the radar sensors. It is recommended that
you consult a NISSAN dealer if the area
around the radar sensors is damaged due
to a collision.

Radio frequency statement
For USA

FCC ID: OAYSRR3B

This device complieswith Part 15 of the FCC
Rules.

Operation is subject to the following two
conditions:

1. This device may not cause harmful in-
terference, and

2. This device must accept any interfer-
ence received, including interference
that may cause undesired operation.

FCC Warning

Changes or modifications not expressly
approved by the party responsible for
compliance could void the user’s authority
to operate the equipment.

LSD2707
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For Canada

Model: SRR3–B

Canada 310

This device complies with Industry Cana-
da’s RSS-310. Operation is subject to the
condition that this device must not cause
harmful interference and must accept any
interference, including interference that
may cause undesired operation of the de-
vice. Cet appareil est conforme au RSS-310
d’Industrie Canada. Le fonctionnement est
soumis à la condition que cet appareil ne
provoque pas d’interférences nuisibles et
accepte toute interférence, y compris les
interférences susceptibles de provoquer
un fonctionnement indésirable de
l’appareil.

PRECAUTIONS ON CRUISE
CONTROL
1. ACCEL/RES switch

2. COAST/SET switch

3. CANCEL switch

4. ON/OFF switch

∙ If the cruise control system malfunc-
tions, it cancels automatically. The
indicator illuminates in the vehicle infor-
mation display then blinks to warn the
driver. For additional information, refer
to “Vehicle information display” in the
“Instruments and controls” section of
this manual.

∙ If the indicator blinks, push the
cruise control ON/OFF switch off and
have the system checked. It is recom-
mended that you visit a NISSAN dealer
for this service.

∙ The indicator may blink when the
cruise control ON/OFF switch is pushed
ON while pushing the ACCEL/RES,
COAST/SET, or CANCEL switch. To prop-
erly set the cruise control system, use
the following procedures.

LSD2218
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WARNING
Donot use the cruise controlwhendriv-
ing under the following conditions:

∙ When it is not possible to keep the
vehicle at a set speed.

∙ In heavy traffic or in traffic that varies
in speed.

∙ On winding or hilly roads.

∙ On slippery roads (rain, snow, ice, etc.).

∙ In very windy areas.

Doing so could cause a loss of vehicle
control and result in an accident.

CRUISE CONTROL OPERATIONS
The cruise control allows driving at a speed
between 25 - 89 mph (40 - 144 km/h) with-
out keeping your foot on the accelerator
pedal.

To turn on the cruise control, push the
cruise control ON/OFF switch on. The
indicator (white) in the vehicle information
display will illuminate.
To set cruising speed, accelerate the ve-
hicle to the desired speed, push the
COAST/SET switch and release it. The
indicator (green) in the vehicle information

display will illuminate. Take your foot off the
accelerator pedal. Your vehicle maintains
the set speed.

∙ To pass another vehicle, depress the
accelerator pedal.When you release the
pedal, the vehicle returns to the previ-
ously set speed.

∙ The vehicle may not maintain the set
speed when going up or down steep
hills. If this happens, drive without the
cruise control.

To cancel thepreset speed,useoneof the
following three methods:

∙ Push the CANCEL switch; the indi-
cator (green) in the vehicle information
display goes out.

∙ Tap the brake pedal; the indicator
(green) goes out.

∙ Push the cruise control ON/OFF switch
off. The indicator in the vehicle in-
formation display go out.

The cruise control is automatically can-
celed and the indicator (green) in the
vehicle information display goes out if:

∙ You depress the brake pedal while
pushing the ACCEL/RES or COAST/SET
switch. The preset speed is deleted
from memory.

∙ The vehicle slows down more than
8 mph (13 km/h) below the set speed.

∙ You move the shift lever to N (Neutral).

To reset at a faster cruising speed, use
one of the following three methods:

∙ Depress the accelerator pedal. When
the vehicle attains the desired speed,
push and release the COAST/SET
switch.

∙ Push and hold the ACCEL/RES switch.
When the vehicle attains the speed you
desire, release the switch.

∙ Push and release the ACCEL/RES
switch. Each time you do this, the set
speed increases by about 1 mph
(1.6 km/h).
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To reset at a slower cruising speed, use
one of the following three methods:

∙ Lightly tap the brake pedal. When the
vehicle attains the desired speed, push
the COAST/SET switch and release it.

∙ Push and hold the COAST/SET switch.
Release the switch when the vehicle
slows to the desired speed.

∙ Push and release the COAST/SET
switch. Each time you do this, the set
speed decreases by about 1 mph
(1.6 km/h).

To resume the preset speed, push and
release the ACCEL/RES switch. The vehicle
returns to the last set cruising speed when
the vehicle speed is over 25mph (40 km/h).

WARNING
Failure to follow the warnings and in-
structions for proper use of the ICC sys-
tem could result in serious injury or
death.

∙ The ICC system is only an aid to assist
the driver and is not a collision warn-
ing or avoidance device. It is the driv-
er’s responsibility to stay alert, drive
safely, and be in control of the vehicle
at all times.

∙ Always observe posted speed limits
and do not set the speed over them.

∙ Always drive carefully and attentively
when using the ICC system. Read and
understand the Owner’s Manual thor-
oughly before using the ICC system.
To avoid serious injury or death, do
not rely on the system to prevent ac-
cidents or to control the vehicle’s
speed in emergency situations. Do
not use the ICC system except in ap-
propriate road and traffic conditions.

The ICC system is intended to enhance the
operation of the vehicle when following a
vehicle traveling in the same lane and di-
rection.

The ICC system uses a radar sensor �A
located on the front of the vehicle to detect
vehicles traveling ahead.

If the radar sensordetects a slowermoving
vehicle ahead, the system will reduce the
vehicle speed so that your vehicle follows
the vehicle in front at the selecteddistance.

The detection range of the sensor is ap-
proximately 390 ft (120 m) ahead.

LSD2708
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ICC SYSTEM OPERATION
The ICC system maintains a selected dis-
tance from the vehicle in front of youwithin
the speed range 0 to 90 mph (0 to
144 km/h) up to the set speed. The set
speed can be selected by the driver be-
tween 20 to 90mph (32 to 144 km/h), based
on road conditions.

The vehicle travels at the set speed when
the road ahead is clear.

The ICC system is designed to maintain a
selected distance from the vehicle in front
of you and can reduce the speed tomatch
a slower vehicle ahead. The systemwill de-
celerate the vehicle as necessary and if the
vehicle ahead comes to a stop, the vehicle
decelerates to a standstill. However, the ICC
system can only apply up to 40% of the
vehicle’s total braking power.

This systemshouldonlybeusedwhen traf-
fic conditions allow vehicle speeds to re-
main fairly constant or when vehicle
speeds change gradually. If a vehicle
moves into the traveling lane ahead or if a
vehicle traveling ahead rapidly decelerates,
the distance between vehicles may be-
come closer because the ICC system can-
not decelerate the vehicle quickly enough.
If this occurs, the ICC system will sound aLSD3340
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warning chime and blink the system dis-
play to notify the driver to take necessary
action.

For additional information, refer to “Ap-
proach warning” in this section.

The following items are controlled in the
ICC system:

∙ When there are no vehicles traveling
ahead, the ICC system maintains the
speed set by the driver. The set speed
range is between approximately 20 and
90 mph (32 and 144 km/h).

∙ When there is a vehicle traveling ahead,
the ICC system adjusts the speed to
maintain the distance, selected by the
driver, from the vehicle ahead. If the ve-
hicle ahead comes to a stop, the vehicle
decelerates to a standstill within the
limitations of the system. The system
will cancel once it judges a standstill
with a warning chime.

∙ When the vehicle traveling ahead has
moved out from its lane of travel, the
ICC system accelerates and maintains
vehicle speed up to the set speed.

The ICC system does not control vehicle
speed or warn you when you approach
stationary and slow moving vehicles. You
must pay attention to vehicle operation to
maintain proper distance from vehicles
aheadwhen approaching toll gates or traf-
fic congestion.

When driving on the freeway at a set speed
and approaching a slower traveling vehicle
ahead, the ICC systemwill adjust the speed
to maintain the distance, selected by the
driver, from the vehicle ahead. If the vehicle
ahead changes lanes or exits the freeway,
the ICC system will accelerate and main-
tain the speed up to the set speed. Pay
attention to the driving operation to main-
tain control of the vehicle as it accelerates
to the set speed.

Normally when controlling the distance to
a vehicle ahead, this system automatically
accelerates or decelerates your vehicle ac-
cording to the speed of the vehicle ahead.

SSD0254
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Depress the accelerator to properly accel-
erate your vehicle when acceleration is re-
quired for a lanechange.Depress thebrake
pedal when deceleration is required to
maintain a safe distance to the vehicle
ahead due to its sudden braking or if a
vehicle cuts in. Always stay alert when us-
ing the ICC system.

THE ICC SWITCH
The system is operated by the CRUISE
ON/OFF switch and four control switches,
all mounted on the steering wheel.

1. CANCEL switch:

Deactivates the system without eras-
ing the set speed.

2. ACCEL/RES switch:

Resumes set speed or increases
speed incrementally.

3. COAST/SET switch:

Sets desired cruise speed or reduces
speed incrementally.

4. DISTANCE switch:

Changes the vehicle’s following dis-
tance:

∙ Long

∙ Middle

∙ Short

5. CRUISE ON/OFF switch:

Master switch to activate the system.LSD2739
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The ICC system display and
indicators
The display is located between the speed-
ometer and tachometer.

1. CRUISE ON/OFF switch indicator:

∙ ICC system ON indicator (white): In-
dicates that the CRUISE ON/OFF
switch is ON.

∙ ICC system SET indicator (green):
Indicates that the cruising speed is
set.

∙ ICC system warning (orange): Indi-
cates that there is a malfunction in
the ICC system.

2. Set vehicle speed indicator:

Indicates the set vehicle speed.

For Canadianmodels, the speed is dis-
played in km/h.

3. Set distance indicator:

Displays the selected distance be-
tween vehicles set with the distance
switch.

4. Vehicle ahead detection indicator:

Indicates whether it detects a vehicle
in front of you.

Operating ICC
To turn on the cruise control,quickly push
and release the CRUISE ON/OFF switch �A .
The ICC system ON indicator (white), set
distance indicator and set vehicle speed
indicator come on in a standby state for
setting.

LSD2285 LSD2740
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To set cruising speed, accelerate your ve-
hicle to the desired speed, push the
COAST/SET switch and release it. The ICC
system set indicator (green), vehicle ahead
detection indicator, set distance indicator
and set vehicle speed indicator �B will
come on. Take your foot off the accelerator
pedal. Your vehicle will maintain the set
speed.

When the COAST/SET switch is pushed un-
der the following conditions, the system
cannot be set and the ICC indicators will
blink for approximately 2 seconds:

∙ When traveling below 20mph (32 km/h)
and a vehicle ahead is not detected

∙ When the shift lever is not in D (Drive)

∙ When the parking brake is applied

∙ When the brakes are operated by the
driver

When the COAST/SET switch is pushed un-
der the following conditions, the system
cannot be set.

Awarning chimewill soundandamessage
will pop up:

∙ When the VDC system is off (To use the
ICC system, turn on the VDC system.
Push the CRUISE ON/OFF switch to turn
off the ICC system and reset the ICC
switch by pushing the CRUISE ON/OFF
switch again.)

For additional information about the
VDC system, refer to “Vehicle Dynamic
Control (VDC) system” in this section.

∙ When ABS or VDC is operating

∙ When a wheel is slipping (To use the ICC
system, make sure the wheels are no
longer slipping. Push the CRUISE
ON/OFF switch to turn off the ICC sys-
tem, and reset the ICC system by push-
ing the CRUISE ON/OFF switch again.)

�1 System set display with vehicle ahead

�2 System set display without vehicle
ahead

Vehicle detected ahead

When a vehicle is detected in the lane
ahead, the ICC system decelerates the ve-
hicle by controlling the throttle and apply-
ing the brakes to match the speed of a
slower vehicle ahead. The system then
controls the vehicle speed based on the
speed of the vehicle ahead tomaintain the
driver selected distance.

LSD2741 LSD2288
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NOTE:

∙ The stop lights of the vehicle comeon
whenbraking is performedby the ICC
system.

∙ Whenthebrakeoperates,anoisemay
be heard. This is not a malfunction.

When a vehicle ahead is detected, the ve-
hicle ahead detection indicator comes on.
The ICC system will also display the set
speed and selected distance.

Vehicle ahead not detected

When a vehicle is no longer detected
ahead, the ICC system gradually acceler-
ates your vehicle to resume the previously
set vehicle speed. The ICC system then
maintains the set speed.

When a vehicle is no longer detected, the
vehicle ahead detection indicator turns off.

If a vehicle ahead appears during accelera-
tion to the set vehicle speedor any time the
ICC system is in operation, the systemcon-
trols the distance to that vehicle.

When a vehicle is no longer detected under
approximately 15 mph (24 km/h), the sys-
tem will be canceled.

When passing another vehicle, the set
speed indicator �B will flash when the ve-
hicle speed exceeds the set speed. The ve-
hicle detect indicator will turn off when the
area ahead of the vehicle is open.When the
pedal is released, the vehicle will return to
the previously set speed.

Even thoughyour vehicle speed is set in the
ICC system, you can depress the accelera-
tor pedalwhen it is necessary to accelerate
your vehicle rapidly.

�1 System set display with vehicle ahead

�2 System set display without vehicle
ahead

How to change the set vehicle
speed
To cancel thepreset speed,useoneof the
following methods:
∙ Push the CANCEL switch. The set ve-
hicle speed indicator will go out.

∙ Tap the brake pedal. The set vehicle
speed indicator will go out.

∙ Turn the CRUISE ON/OFF switch off. The
ICC indicators will go out.

LSD2289 LSD2288
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To reset at a faster cruising speed, use
one of the following methods:

∙ Depress the accelerator pedal. When
the vehicle attains the desired speed,
push and release the COAST/SET
switch.

∙ Push and hold the ACCEL/RES switch.
The set vehicle speed will increase by
approximately 5 mph (5 km/h).

∙ Push, then quickly release the
ACCEL/RES switch. Each time you do
this, the set speed will increase by ap-
proximately 1 mph (1 km/h).

To reset at a slower cruising speed, use
one of the following methods:

∙ Lightly tap the brake pedal. When the
vehicle attains the desired speed, push
the COAST/SET switch and release it.

∙ Push and hold the COAST/SET switch.
The set vehicle speed will decrease by
approximately 5 mph (5 km/h).

∙ Push, then quickly release the
COAST/SET switch. Each time you do
this, the set speed will decrease by ap-
proximately 1 mph (1 km/h).

To resume the preset speed, push and
release the ACCEL/RES switch. The vehicle
will resume the last set cruising speed
when the vehicle speed is over 20 mph
(32 km/h).

How to change the set distance
to the vehicle ahead
The distance to the vehicle ahead can be
selectedat any timedependingon the traf-
fic conditions.

Each time the distance switch �A is
pushed, the set distance will change to
long, middle, short and back to long again,
in that sequence.

LSD2742
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Distance Approximate distance at
60mph (100 km/h) [ft (m)]

1. Long 200 (60)
2. Middle 150 (45)
3. Short 90 (30)

∙ The distance to the vehicle ahead will
change according to the vehicle speed.
The higher the vehicle speed, the longer
the distance.

∙ If theengine is stopped, the set distance
becomes “long.” (Each time the engine
is started, the initial setting becomes
“long.”)

Approach warning
If your vehicle comes closer to the vehicle
ahead due to rapid deceleration of that ve-
hicle or if another vehicle cuts in, the sys-
tem warns the driver with the chime and
ICC system display. Decelerate by depress-
ing the brake pedal to maintain a safe ve-
hicle distance if:

∙ The chime sounds.

∙ The vehicle ahead detection indicator
blinks.

The warning chime may not sound in
some cases when there is a short distance
between vehicles. Some examples are:

∙ When the vehicles are traveling at the
same speed and the distance between
vehicles is not changing.

∙ When the vehicle ahead is traveling
faster and the distance between ve-
hicles is increasing.

∙ When a vehicle cuts in near your vehicle.

The warning chime will not sound when:

∙ The vehicle approaches other vehicles
that are parked or moving slowly.

∙ The accelerator pedal is depressed,
overriding the system.

NOTE:

Theapproachwarningchimemaysound
and the system display may blink when
the ICC sensor detects objects on the
side of the vehicle or on the side of the
road. This may cause the ICC system to
decelerate or accelerate the vehicle. The
ICC sensor may detect these objects
when the vehicle is driven on winding
roads, narrow roads, hilly roads, or when
entering or exiting a curve. In these
cases you will have to manually control
the proper distance ahead of your ve-
hicle.

Also, the sensor sensitivity can be affected
by vehicle operation (steeringmaneuver or
driving position in the lane) or traffic or ve-
hicle condition (for example, if a vehicle is
being driven with some damage).

LSD2429
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ICC SYSTEM LIMITATIONS

WARNING
Listed below are the system limitations
for the ICC system. Failure to operate
the vehicle in accordance with these
system limitations could result in seri-
ous injury or death.

∙ The ICC system is primarily intended
for use on straight, dry, open roads
with light traffic. It is not advisable to
use the ICC system in city traffic or
congested areas.

∙ The ICC system will not adapt auto-
matically to road conditions. This sys-
tem should be used in evenly flowing
traffic.Donotuse thesystemonroads
with sharp curves, or on icy roads, in
heavy rain or in fog.

∙ As there is a performance limit to the
distance control function, never rely
solely on the ICC system. This system
does not correct careless, inattentive
or absentminded driving, or over-
come poor visibility in rain, fog, or
other badweather. Decelerate the ve-
hicle speed by depressing the brake
pedal, depending on the distance to
the vehicle ahead and the surround-
ing circumstances in order to main-
tain a safe distance between vehicles.

∙ If the vehicle ahead comes to a stop,
the vehicle decelerates to a standstill
within the limitations of the system.
The system will cancel once it judges
that the vehicle has come to a stand-
still and sound a warning chime. To
prevent the vehicle from moving, the
driver must depress the brake pedal.

∙ Always pay attention to the operation
of the vehicle and be ready to manu-
ally control the proper following dis-
tance.The ICC systemmaynotbeable
to maintain the selected distance be-
tween vehicles (following distance) or
selected vehicle speed under some
circumstances.

SSD0252
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∙ The system may not detect the ve-
hicle in front of you in certain road or
weather conditions. To avoid acci-
dents, never use the ICC systemunder
the following conditions:

– On roads where the traffic is heavy
or there are sharp curves

– On slippery road surfaces such as
on ice or snow, etc.

– During bad weather (rain, fog,
snow, etc.)

– When rain, snow or dirt adhere to
the bumper around the distance
sensor

– On steep downhill roads (the ve-
hicle may go beyond the set ve-
hicle speed and frequent braking
may result in overheating the
brakes)

– On repeated uphill and downhill
roads

– When traffic conditionsmake it dif-
ficult to keep a proper distance be-
tween vehicles because of fre-
quent acceleration or deceleration

– Interference by other radar
sources

∙ Do not use the ICC system if you are
towing a trailer. The system may not
detect a vehicle ahead.

∙ In some road or traffic conditions, a
vehicle or object can unexpectedly
come into the sensor detection zone
and cause automatic braking. Always
stay alert and avoid using the ICC sys-
tem where not recommended in this
warning section.

The radar sensor will not detect the follow-
ing objects:

∙ Stationary and slow moving vehicles

∙ Pedestrians or objects in the roadway

∙ Oncoming vehicles in the same lane

∙ Motorcycles traveling offset in the travel
lane

The followingare someconditions inwhich
the sensor cannot properly detect a ve-
hicle ahead and the systemmay not oper-
ate properly:

∙ When snowor road spray from traveling
vehicles reduces the sensor’s detection.

∙ When excessively heavy baggage is
loaded in the rear seat or cargo area of
your vehicle.

The ICC system is designed to automati-
cally check the sensor’s operation within
the limitations of the system.

The detection zone of the ICC sensor is
limited. A vehicle ahead must be in the de-
tection zone for the vehicle-to-vehicle dis-
tance detection mode to maintain the se-
lected distance from the vehicle ahead.

A vehicle ahead may move outside of the
detection zone due to its position within
the same lane of travel. Motorcycles may
not be detected in the same lane ahead if
they are traveling offset from the centerline
of the lane. A vehicle that is entering the
lane ahead may not be detected until the
vehicle has completely moved into the
lane.

If this occurs, the ICC system may warn
youbyblinking the system indicator and
sounding the chime. The driver may
have tomanually control the proper dis-
tanceaway fromvehicle travelingahead.
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Whendrivingonsome roads, suchaswind-
ing, hilly, curved, narrow roads, or roads
which are under construction, the ICC sen-
sor may detect vehicles in a different lane,
or may temporarily not detect a vehicle
traveling ahead. This may cause the ICC
system to decelerate or accelerate the ve-
hicle.

The detection of vehicles may also be af-
fected by vehicle operation (steering ma-
neuver or traveling position in the lane, etc.)
or vehicle condition.

If this occurs, the ICC system may warn
youbyblinking the system indicator and
sounding the chime unexpectedly. You
will have to manually control the proper
distance away from the vehicle traveling
ahead.

SSD0253
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SYSTEM TEMPORARILY
UNAVAILABLE
The following are conditions in which the
ICC system may be temporarily unavail-
able. In these instances, the ICC system
may not cancel and may not be able to
maintain the selected following distance
from the vehicle ahead.

Condition A

Under the following conditions, the ICC sys-
tem is automatically canceled. A chime will
soundand the systemwill not be able to be
set:

∙ When the VDC system is turned off

∙ When the VDC or ABS operates

∙ When a vehicle ahead is not detected
and your vehicle is traveling below the
speed of 15 mph (24 km/h)

∙ When the system judges the vehicle is
at a standstill

∙ When the shift lever is not in D (Drive)

∙ When the parking brake is applied

∙ When a wheel slips

LSD2615
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Action to take

When the conditions listed above are no
longer present, turn the system off using
the CRUISE ON/OFF switch. Turn the ICC
system back on to use the system.

Condition B

When the radar sensor area of the front
bumper is covered with dirt or is ob-
structed, the ICC system will automatically
be canceled. If the sensor area is covered
with ice, a transparent or translucent vinyl
bag, etc., the ICC system may not detect
vehicles ahead. In these instances, the ICC
system may not cancel and may not be
able tomaintain the selected following dis-
tance from the vehicle ahead. Be sure to
check and clean the sensor area.

The system warning light (orange) will illu-
minate and the “Unavailable: Front Radar
Obstruction” warningmessage will appear
in the vehicle information display.

When driving on roads with limited road
structures or buildings (for example, or
long bridges, deserts, snow fields, driving
next to long walls), the system may illumi-
nate the systemwarning light (orange) and
display the “Unavailable: Front Radar Ob-
struction” message.

Action to take

If thewarning light (orange) comeson, park
the vehicle in a safe location and turn the
engine off. Check to see if the radar sensor
window is blocked. If the radar sensor win-
dow is blocked, remove the blockingmate-
rial. Restart the engine. If the warning light
continues to illuminate, have the ICC sys-
tem checked. It is recommended that you
visit a NISSAN dealer for this service.

Condition C

When the ICC system is not operating
properly, a chime sounds and the system
warning light (orange) will come on.

Action to take

If the warning light comes on, park the ve-
hicle in a safe place. Turn the engine off,
restart the engine, resume driving and set
the ICC system again.

If it is not possible to set the system or
the indicator stays on, it may indicate
that the system is malfunctioning. Al-
though the vehicle is still drivable under
normal conditions, have the vehicle
checked. It is recommended that you
visit a NISSAN dealer for this service.

LSD2411 LSD2395
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SYSTEM MAINTENANCE
The sensor for the ICC system�A is located
on the front of the vehicle.

To keep the ICC system operating properly,
be sure to observe the following:

∙ Always keep the sensor area clean.

∙ Do not strike or damage the areas
around the sensor. Do not touch or re-
move the screw located on the sensor.
Doing so could cause failure or mal-
function. If the sensor is damaged due
to an accident, it is recommended that
you visit a NISSAN dealer.

∙ Do not attach a sticker (including trans-
parent material) or install an accessory
near the sensor. This could cause failure
or malfunction.

∙ Do not attach metallic objects near the
sensor area (brush guard, etc.). This
could cause failure or malfunction.

∙ Do not alter, remove, or paint the front
bumper. Before customizing or restor-
ing the front bumper, it is recom-
mended that you visit a NISSAN dealer.

Radio frequency statement
FCC Notice

For USA

This device complieswith Part 15 of the FCC
Rules.

Operation is subject to the following two
conditions:

1. This device may not cause harmful in-
terference, and

2. This device must accept any interfer-
ence received, including interference
that may cause undesired operation.

FCC Warning

Changes or modifications not expressly
approved by the party responsible for
compliance could void the user’s authority
to operate the equipment.

This equipment has been tested and found
to comply with the limits for a Class A digital
device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reason-
able protection against harmful interference
when the equipment is operated in a com-
mercial environment. This equipment gen-
erates, uses, and can radiate radio frequency
energy and, if not installed and used in ac-
cordance with the instruction manual, may
causeharmful interference to radio commu-
nications. Operation of this equipment in a
residential area is likely to cause harmful in-
terference in which case the user will be re-
quired to correct the interference at his own
expense.

Radio Frequency Radiation Exposure Infor-
mation:

This equipment complies with FCC radia-
tion exposure limits set forth for an uncon-
trolled environment. This equipment
should be installed and operated with
minimum distance of 20 cm between the
radiator and your body.
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The transmitter must not be co-located or
operating in conjunctionwithanyother an-
tenna or transmitter.

For Canada

This device complies with Industry Canada
licence-exempt RSS standard(s). Operation
is subject to the following two conditions:

1. This device must not cause interfer-
ence,

2. This device must accept any interfer-
ence, including interference that may
cause undesired operation of the de-
vice.

L’exploitation est autorisée aux deux condi-
tions suivantes:

1. l’appareil ne doit pas produire de brouil-
lage,

et

2. l’utilisateur de l’appareil doit accepter
tout brouillage radioélectrique subi,
même si le brouillage est susceptible
d’en compromettre le fonctionnement.

WARNING
Failure to follow the warnings and in-
structions for proper use of the AEB
system could result in serious injury or
death.

∙ The AEB system is a supplemental aid
to the driver. It is not a replacement
for the driver’s attention to traffic
conditions or responsibility to drive
safely. It cannot prevent accidents
due to carelessness or dangerous
driving techniques.

∙ The AEB system does not function in
all driving, traffic, weather and road
conditions.

The AEB system can assist the driver when
there is a risk of a forward collision with the
vehicle ahead in the traveling lane.

The AEB system uses a radar sensor �A
located behind the lower grille of the front
bumper to measure the distance to the
vehicle ahead in the same lane.

LSD2708
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1. Vehicle ahead detection indicator

2. AEB emergency warning indicator

3. AEB system warning light

AEB SYSTEM OPERATION
The AEB system will function when your
vehicle is driven at speeds above approxi-
mately 3 mph (5 km/h).

If a risk of a forward collision is detected,
the AEB systemwill provide an initial warn-
ing to the driver by both a visual and au-
dible alert.

If the driver applies the brakes quickly and
forcefully after the warning, and the AEB
system detects that there is still the possi-
bility of a forward collision, the system will
automatically increase the braking force. If
the driver does not take action, the AEB
system issues the second visual warning
(red) and audible warning and also applies
partial braking.

If the risk of a collision becomes imminent,
the AEB system applies harder braking au-
tomatically.

LSD2639

Starting and driving 5-59



NOTE:

The vehicle’s brake lights come on when
braking is performedby the AEB system.

Depending on vehicle speed and distance
to the vehicle ahead, as well as driving and
roadway conditions, the system may help
the driver avoid a forward collision or may
help mitigate the consequences of a colli-
sion, should one be unavoidable. If the
driver is handling the steeringwheel, accel-
erating or braking, the AEB system will
function later or will not function.

Theautomatic brakingwill ceaseunder the
following conditions:

∙ When the steeringwheel is turnedas far
as necessary to avoid a collision.

∙ When the accelerator pedal is de-
pressed.

∙ When there is no longer a vehicle de-
tected ahead.

If the AEB system has stopped the vehicle,
the vehicle will remain at a standstill for
approximately 2 seconds before the
brakes are released.

LSD2766
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TURNING THE AEB SYSTEM
ON/OFF
Perform the following steps to turn the AEB
systems ON or OFF.

1. Press the button until “Settings”
displays in the vehicle information dis-
play. Use the button to select
“Driver Assistance.” Then press the EN-
TER button.

2. Select “Emergency Braking” and press
the ENTER button.

3. Select “System” and press the ENTER
button to turn the system on or off.

When the AEB system is turned off, the AEB
system warning light illuminates.

NOTE:

The AEB system will be automatically
turned on when the engine is restarted.

AEB SYSTEM LIMITATIONS

WARNING
Listed below are the system limitations
for the AEB system. Failure to operate
the vehicle in accordance with these
system limitations could result in seri-
ous injury or death.

∙ The AEB system cannot detect all ve-
hicles under all conditions.

∙ The radar sensor does not detect the
following objects:

– Pedestrians, animals or obstacles
in the roadway.

– Oncoming vehicles.

– Crossing vehicles.

∙ The radar sensor has some perfor-
mance limitations. If a stationary ve-
hicle is in the vehicle’s path, the AEB
systemwill not function when the ve-
hicle is driven at speeds over approxi-
mately 50mph (80 km/h).

∙ The radar sensormaynot detect a ve-
hicle ahead in the following
conditions:

– Dirt, ice, snow or other material
covering the radar sensor.

– Interference by other radar
sources.

– Snow or road spray from traveling
vehicles.

– If the vehicle ahead is narrow (e.g.
motorcycle).

– When driving on a steep downhill
slope or roads with sharp curves.

∙ In some road or traffic conditions, the
AEB system may unexpectedly apply
partial braking. When acceleration is
necessary, continue to depress the
accelerator pedal to override the
system.

∙ Braking distances increase on slip-
pery surfaces.
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∙ The system is designed to automati-
cally check the sensor’s functionality,
within certain limitations. The system
may not detect some forms of ob-
structions of the sensor area such as
ice, snow, stickers, etc. In these cases,
the system may not be able to worn
the driver properly. Be sure that you
check, clean and clear the sensor area
regularly.

∙ Excessive noise will interfere with the
warning chime sound, and the chime
may not be heard.

Whendriving on some roads such aswind-
ing, hilly, curved, narrow roads, or roads
which are under construction, the sensor
may detect vehicles in a different lane, or
may temporarily not detect a vehicle trav-
eling ahead. This may cause the system to
work inappropriately.

The detection of vehicles may also be af-
fected by vehicle operation (steering ma-
neuver or traveling position in the lane, etc.)
or vehicle condition. If this occurs, the sys-
tem may warn you by blinking the sys-
tem indicator and sounding the chime
unexpectedly. You will have to manually
control the proper distance away from
the vehicle traveling ahead.

SSD0253
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SYSTEM TEMPORARILY
UNAVAILABLE
Condition A

When the radar sensor picks up interfer-
ence from another radar source, making it
impossible to detect a vehicle ahead, the
AEB system is automatically turned off.

The AEB system warning light (orange) will
illuminate.

Action to take

When the above conditions no longer exist,
the AEB system will resume automatically.

Condition B

When the sensor area of the front bumper
is covered with dirt or is obstructed, mak-
ing it impossible to detect a vehicle ahead,
the AEB system is automatically turned off.

The AEB system warning light (orange) will
illuminate and the “Unavailable: Front Ra-
dar Obstruction” warningmessage will ap-
pear in the vehicle information display.

When driving on roads with limited road
structures or buildings (for example, long
bridges, deserts, snow fields, driving next to
long walls), the system may illuminate theLSD2616
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system warning light (orange) and display
the “Unavailable: Front Radar Obstruction”
message.

Action to take

If thewarning light (orange) comeson, stop
the vehicle in a safe place, place the shift
lever in the P (Park) position and turn the
engine off. Clean the radar cover on the
lower grille with a soft cloth, and restart the
engine. If the warning light continues to
illuminate, have the AEB system checked. It
is recommended that you visit a NISSAN
dealer for this service.

SYSTEM MALFUNCTION
If the AEB system malfunctions, it will be
turned off automatically, a chime will
sound, the AEB warning light (orange) will
illuminate and the warning message [Mal-
function] will appear in the vehicle informa-
tion display.

Action to take

If thewarning light (orange) comeson, stop
the vehicle in a safe location, turn the en-
gine off and restart the engine. If the warn-
ing light continues to illuminate, have the
AEB system checked. It is recommended
that you visit a NISSAN dealer for this ser-
vice.

SYSTEM MAINTENANCE
The sensor �A is located behind the lower
grille of the front bumper.

To keep the system operating properly, be
sure to observe the following:

∙ Always keep the sensor areaof the front
bumper clean.

∙ Do not strike or damage the areas
around the sensor.

∙ Do not cover or attach stickers or simi-
lar objects on the front bumper near
the sensor area. This could cause failure
or malfunction.

∙ Do not attach metallic objects near the
sensor area (brush guard, etc.). This
could cause failure or malfunction.

∙ Do not alter, remove or paint the front
bumper. Before customizing or restor-
ing the front bumper, it is recom-
mended that you visit a NISSAN dealer.

FCC Notice

For USA

This device complieswith Part 15 of the FCC
Rules.

Operation is subject to the following two
conditions:

1. This device may not cause harmful in-
terference, and

2. This device must accept any interfer-
ence received, including interference
that may cause undesired operation.

FCC Warning

Changes or modifications not expressly
approved by the party responsible for
compliance could void the user’s authority
to operate the equipment.

This equipmenthasbeen testedand found
to comply with the limits for a Class A digi-
tal device, pursuant to Part 15 of the FCC

LSD2708
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Rules. These limits are designed to provide
reasonable protection against harmful in-
terference when the equipment is oper-
ated in a commercial environment. This
equipment generates, uses, and can radi-
ate radio frequency energy and, if not in-
stalled and used in accordance with the
instruction manual, may cause harmful in-
terference to radio communications. Op-
eration of this equipment in a residential
area is likely to cause harmful interference
in which case the user will be required to
correct the interference at his own ex-
pense.

Radio Frequency Radiation Exposure Infor-
mation:

This equipment complies with FCC radia-
tion exposure limits set forth for an uncon-
trolled environment. This equipment
should be installed and operated with
minimum distance of 20 cm between the
radiator and your body.

The transmitter must not be co-located or
operating in conjunctionwithanyother an-
tenna or transmitter.

For Canada

This device complies with Industry Canada
licence-exempt RSS standard(s). Operation
is subject to the following two conditions:

1. This device must not cause interfer-
ence,

2. This device must accept any interfer-
ence, including interference that may
cause undesired operation of the de-
vice.

L’exploitation est autorisée aux deux condi-
tions suivantes:

1. l’appareil ne doit pas produire de brouil-
lage,

et

2. l’utilisateur de l’appareil doit accepter
tout brouillage radioélectrique subi,
même si le brouillage est susceptible
d’en compromettre le fonctionnne-
ment.

CAUTION
During the first 1,200 miles (2,000 km),
follow these recommendations to ob-
tain maximum engine performance
and ensure the future reliability and
economy of your new vehicle. Failure to
follow these recommendationsmay re-
sult in shortened engine life and re-
duced engine performance.

∙ Avoid driving for long periods at con-
stant speed, either fast or slow, and do
not run the engine over 4,000 rpm.

∙ Do not accelerate at full throttle in any
gear.

∙ Avoid quick starts.

∙ Avoid hard braking as much as pos-
sible.

∙ Donot towa trailer for the first 500miles
(805 kilometers). Your engine, axle or
other parts could be damaged.

BREAK-IN SCHEDULE
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Follow these easy-to-use Fuel Efficient
Driving Tips to help you achieve the most
fuel economy from your vehicle.

1. Use Smooth Accelerator and Brake
Pedal Application

∙ Avoid rapid starts and stops.

∙ Use smooth, gentle accelerator and
brake applicationwhenever possible.

∙ Maintain constant speed while com-
muting and coast whenever pos-
sible.

2. Maintain Constant Speed

∙ Look ahead to try and anticipate and
minimize stops.

∙ Synchronizing your speed with traffic
lights allows you to reduce yournum-
ber of stops.

∙ Maintaininga steady speedcanmini-
mize red light stops and improve fuel
efficiency.

3. Use Air Conditioning (A/C) at Higher
Vehicle Speeds

∙ Below 40 mph (64 km/h), it is more
efficient to open windows to cool the
vehicle due to reduced engine load.

∙ Above 40 mph (64 km/h), it is more
efficient to useA/C to cool the vehicle
due to increased aerodynamic drag.

∙ Recirculating the cool air in the cabin
when the A/C is on reduces cooling
load.

4. Drive at Economical Speeds and Dis-
tances

∙ Observing the speed limit and not
exceeding 60 mph (97 km/h) (where
legally allowed) can improve fuel effi-
ciency due to reduced aerodynamic
drag.

∙ Maintaining a safe following distance
behind other vehicles reduces un-
necessary braking.

∙ Safelymonitoring traffic to anticipate
changes in speed permits reduced
braking and smooth acceleration
changes.

∙ Select a gear range suitable to road
conditions.

5. Use Cruise Control

∙ Using cruise control during highway
driving helps maintain a steady
speed.

∙ Cruise control is particularly effective
in providing fuel savingswhendriving
on flat terrains.

6. Plan for the Shortest Route

∙ Utilize amap or navigation system to
determine the best route to save
time.

7. Avoid Idling

∙ Shutting off your engine when safe
for stops exceeding 30–60 seconds
saves fuel and reduces emissions.

8. Buy an Automated Pass for Toll Roads

∙ Automated passes permit drivers to
use special lanes to maintain cruis-
ing speed through the toll and avoid
stopping and starting.

9. Winter Warm Up

∙ Limit idling time to minimize impact
to fuel economy.

∙ Vehicles typically need no more than
30 seconds of idling at start-up to
effectively circulate the engine oil be-
fore driving.

∙ Your vehicle will reach its ideal oper-
ating temperature more quickly
while driving versus idling.

FUEL EFFICIENT DRIVING TIPS
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10. Keeping your Vehicle Cool

∙ Park your vehicle in acoveredparking
area or in the shade whenever pos-
sible.

∙ When entering a hot vehicle, opening
the windows will help to reduce the
inside temperature faster, resulting in
reduced demand on your A/C sys-
tem.

∙ Keep your engine tuned up.

∙ Follow the recommended scheduled
maintenance.

∙ Keep the tires inflated to the correct
pressure. Low tire pressure increases
tire wear and lowers fuel economy.

∙ Keep the wheels in correct alignment.
Improper alignment increases tirewear
and lowers fuel economy.

∙ Use the recommended viscosity engine
oil. For additional information, refer to
“Engine oil and oil filter recommenda-
tions” in the “Technical and consumer
information” section of this manual.

I–4X4 SYSTEM OPERATION

WARNING
∙ Do not drive beyond the performance
capability of the tires. Accelerating
quickly, sharp steering maneuvers or
sudden braking may cause loss of
control, even with I-4x4 engaged.

∙ For 4–Wheel Drive (4WD) equipped ve-
hicles, do not attempt to raise two
wheels off the ground and shift the
transmission to any drive or reverse
position with the engine running. Do-
ing so may result in drivetrain dam-
age or unexpected vehiclemovement
which could result in serious personal
injury or vehicle damage.

INCREASING FUEL ECONOMY INTELLIGENT 4X4 (I-4x4) (if so
equipped)

Starting and driving 5-67



∙ Do not attempt to test a 4WD
equipped vehicle on a 2-wheel dyna-
mometer (such as the dynamometers
used by some states for emissions
testing) or similar equipment even if
theother twowheelsare raisedoff the
ground. Make sure that you inform
the test facility personnel that your
vehicle is equippedwith 4WDbefore it
is placed on a dynamometer. Using
the wrong test equipment may result
in drivetrain damage or unexpected
vehicle movement which could result
in serious personal injury or vehicle
damage.

CAUTION
∙ Do not operate the engine on a free
roller when any of the wheels are
raised.

∙ If you use the free roller, rotate four
wheels with the same speed without
raising any wheels.

∙ If a 4WD warning message is dis-
played while driving there may be a
malfunction in the 4WD system. Re-
duce the vehicle speed immediately
and have your vehicle checked. It is
recommended that you visit a NISSAN
dealer as soon as possible.

∙ If the 4WDhigh temperaturemessage
is displayedwhile you are driving, pull
off the road in a safe area, and idle the
engine. The driving mode will change
to 2WD to prevent the 4WD system
from malfunctioning. If the warning
message turns off, you can drive
again.

∙ If the incorrect tire size message is
displayed while you are driving, pull
off the road in a safe area with the
engine idling. Check that all tire sizes
are the same, that the tire pressure is
correct and that the tires are not ex-
cessively worn.

∙ If a warningmessage continues to be
displayed after the above operations,
have your vehicle checked as soon as
possible. It is recommended that you
visit a NISSAN dealer for this service.

4WD shift switch
The 4WD system is used to select the 2WD,
AUTO or LOCK mode depending on the
driving conditions.

Turn the 4WD mode switch, located on the
center console, to select 2WD, AUTO, or
LOCK.

∙ 2WD – Turn the 4WDmode switch to the
2WD position. The 2WD indicator in the
vehicle information display illuminates.

LSD2496
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∙ AUTO – Turn the 4WD mode switch to
the neutral (AUTO) position. The 4WD
AUTO indicator in the vehicle informa-
tion display illuminates.

∙ LOCK – To engage the LOCKmode, turn
the 4WD mode switch to the LOCK po-
sition. The switchwill return to the AUTO
position automatically and the 4WD
LOCK indicator in the vehicle informa-
tion display illuminates. To disengage
the LOCK mode, turn the switch to the
LOCK position again. The switch will re-
turn to the AUTOposition automatically,
and the 4WD LOCK indicator turns into
the AUTO indicator. The LOCKmodewill
automatically be canceled when the ig-
nition switch is placed in the OFF posi-
tion.

4WDmode Wheels driven 4WDmode indicator Use conditions

2WD

Front only – This
mode is used when
driving on a normal
road *1

2WD For driving on dry
paved roads.

AUTO

Distribution of torque
to the front and rear
wheels changes au-
tomatically depend-
ing on road condi-
tions encountered.
This results in im-
proved driving
stability.

AUTO For driving on paved
or slippery roads.

LOCK 4-Wheel Drive *2 *3 LOCK For driving on rough
roads.

*1 The 2WDmodemay change to the 4WDmode automatically depending on the driving
conditions.

*2 The LOCK mode will change to the AUTO mode automatically when the vehicle has
been driven at a high speed. The 4WD LOCK indicator turns into the AUTO indicator.

*3 The LOCKmodewill automatically be canceledwhen the ignition switch is placed in the
OFF position.
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4WD shift tips
∙ If the 4WD mode switch is operated
whilemaking a turn, accelerating or de-
celerating, or if the ignition switch is
placed in the OFF position while in the
AUTOor LOCKmode, youmay feel a jolt.
This is normal.

∙ The oil temperature of powertrain parts
will increase if the vehicle is continu-
ously operated under conditions where
the difference between the front and
rear wheels is large (wheel slip), such as
whendriving the vehicleon rough roads
through sand ormud or when freeing a
stuck vehicle. In these cases, the 4WD
mode changes to the 2WD mode to
protect the powertrain parts.

∙ Brake distance in the 4WD mode is the
same as 2WD.

CAUTION
∙ Depending on the driving condition,
the 4WD mode may automatically
change from 2WD to 4WD even when
the 2WD mode is selected. If this oc-
curswhiledriving, the4WDmode indi-
cator will not illuminate.

∙ Do not start the engine with the 4WD
mode switch in any mode in the fol-
lowing cases:

– When the vehicle is placedona fre-
eroller or jacking up the vehicle
with the front tires raised and the
rear tires on the ground.

– When towing the vehicle with the
rear tires raised from the ground.

∙ Operate the 4WD mode switch only
when driving straight. Do not operate
the 4WDmode switch whenmaking a
turn or backing up.

∙ Do not operate the 4WDmode switch
with the front wheel spinning.

∙ Engine idling speed is high while
warming up the engine. Be especially
careful when starting or driving on
slippery surfaces with the 4WDmode
switch set in the AUTOmode.

4WD mode indicators
The 2WD, 4WD AUTO and LOCK mode indi-
cators are located in the vehicle informa-
tion display.

The 4WD mode indicators will display the
mode selected by the 4WD mode switch
while the engine is running.

The 4WD AUTO indicator illuminates when
selecting the AUTO mode.

The 4WD LOCK indicator illuminates when
selecting the LOCK mode and the 2WD in-
dicator illuminateswhen selecting the 2WD
mode.
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WARNING
∙ Do not stop or park the vehicle over
flammable materials such as dry
grass, waste paper or rags. They may
ignite and cause a fire.

∙ Safe parking procedures require that
both the parking brake be set and the
transmission placed into P (Park). Fail-
ure to do so could cause the vehicle to
moveunexpectedly or roll awayand re-
sult in an accident. Make sure the shift
leverhasbeenpushedas far forwardas
it can go and cannot bemovedwithout
depressing the foot brake pedal.

∙ Never leave the engine running while
the vehicle is unattended.

∙ Do not leave children unattended in-
side the vehicle. They could unknow-
ingly activate switches or controls or
make the vehicle move. Unattended
children could become involved in se-
rious accidents.

∙ To help avoid risk of injury or death
through unintended operation of the
vehicle and/or its systems, do not
leave children, peoplewho require the
assistance of others or pets unat-
tended in your vehicle. Additionally,
the temperature inside a closed ve-
hicle on a warm day can quickly be-
come high enough to cause a signifi-
cant risk of injury or death to people
and pets.

1. Firmly apply the parking brake.

2. Move the shift lever to the P (Park) po-
sition.

3. To help prevent the vehicle from rolling
into traffic when parked on an incline, it
is a good practice to turn thewheels as
illustrated.

∙ HEADED DOWNHILL WITH CURB �A :

Turn the wheels into the curb and
move the vehicle forwarduntil the curb
side wheel gently touches the curb.

∙ HEADED UPHILL WITH CURB �B :

Turn the wheels away from the curb
and move the vehicle back until the
curb side wheel gently touches the
curb.

WSD0050

PARKING/PARKING ON HILLS
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∙ HEADED UPHILL OR DOWNHILL, NO
CURB �C :

Turn the wheels toward the side of the
road so the vehicle will move away
from the center of the road if it moves.

4. Place the ignition switch in the LOCK
position.

WARNING
∙ If the engine is not running or is
turnedoffwhile driving, thepower as-
sist for the steering will not work.
Steering will be harder to operate.

∙ When the power steering warning
light illuminates with the engine run-
ning, there will be no power assist for
the steering. You will still have control
of the vehicle, but the steering will be
harder to operate. Have the power
steering system checked. It is recom-
mended that youvisit aNISSANdealer
for this service.

The power steering system is designed to
provide power assist while driving to oper-
ate the steering wheel with light force.

When the steering wheel is operated re-
peatedly or continuously while parking or
driving at a very low speed, the power as-
sist for the steering wheel will be reduced.
This is to prevent overheating of the power
steering systemandprotect it fromgetting
damaged. While the power assist is re-
duced, steering wheel operation will be-
come heavy. When the temperature of the
power steering system goes down, the
power assist level will return to normal.
Avoid repeating such steering wheel op-

erations that could cause the power steer-
ing system to overheat.

You may hear a sound when the steering
wheel is operated quickly. However, this is
not a malfunction.

If the power steering warning light illumi-
nates while the engine is running, it may
indicate the power steering system is not
functioning properly andmay need servic-
ing. Have the power steering system
checked. It is recommended that you visit a
NISSAN dealer for this service.

When the power steering warning light illu-
minates with the engine running, there will
be no power assist for the steering, but you
will still have control of the vehicle. At this
time, greater steering effort is required to
operate the steering wheel, especially in
sharp turns and at low speeds.

For additional information, refer to “Power
steering warning light” in the “Instruments
and controls” section of this manual.

POWER STEERING
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The brake system has two separate hy-
draulic circuits. If one circuit malfunctions,
you will still have braking at two wheels.

BRAKE PRECAUTIONS
Vacuum assisted brakes
The brake booster aids braking by using
engine vacuum. If the engine stops, you
can stop the vehicle by depressing the
brake pedal. However, greater foot pres-
sure on the brake pedal will be required to
stop the vehicle and stopping distance will
be longer.

Using the brakes
Avoid resting your foot on the brake pedal
while driving. This will overheat the brakes,
wear out the brake pads faster, and reduce
gas mileage.

To help reduce brake wear and to prevent
thebrakes fromoverheating, reduce speed
anddownshift to a lower gear before going
down a slope or long grade. Overheated
brakes may reduce braking performance
and could result in loss of vehicle control.

WARNING
∙ While driving on a slippery surface, be
careful when braking, accelerating or
downshifting. Abrupt braking or ac-
celerating could cause the wheels to
skid and result in an accident.

∙ If the engine is not running or is
turnedoffwhile driving, thepower as-
sist for the brakes will not work. Brak-
ing will be harder.

Wet brakes
When the vehicle is washed or driven
through water, the brakes may get wet. As
a result, your braking distance will be lon-
ger and the vehicle may pull to one side
during braking.

To dry the brakes, drive the vehicle at a safe
speed while lightly pressing the brake
pedal to heat up the brakes. Do this until
the brakes return to normal. Avoid driving
the vehicle at high speeds until the brakes
function correctly.

Parking brake break-in
Break in theparkingbrake shoeswhenever
the stopping effect of the parking brake is
weakened or whenever the parking brake

shoes and/or drums/rotors are replaced,
in order to assure the best braking perfor-
mance.

This procedure is described in the vehicle
service manual. It is recommended that
you visit a NISSAN dealer for this service.

ANTI-LOCK BRAKING SYSTEM (ABS)

WARNING
∙ The ABS is a sophisticated device, but
it cannot prevent accidents resulting
from careless or dangerous driving
techniques. It can help maintain ve-
hicle control during braking on slip-
pery surfaces. Remember that stop-
ping distances on slippery surfaces
will be longer than on normal sur-
faces even with ABS. Stopping dis-
tances may also be longer on rough,
gravel or snowcovered roads,or if you
are using tire chains. Alwaysmaintain
a safe distance from the vehicle in
front of you. Ultimately, the driver is
responsible for safety.

∙ Tire type and condition may also af-
fect braking effectiveness.

BRAKE SYSTEM
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– When replacing tires, install the
specified size of tires on all four
wheels.

– When installing a spare tire, make
sure that it is the proper size and
type as specified on the Tire and
Loading Information label. For ad-
ditional information, refer to “Tire
and Loading Information label” in
the “Technical and consumer infor-
mation” section of this manual.

– For additional information, refer to
“Wheels and tires” in the “Do-it-
yourself” section of this manual.

The ABS controls the brakes so the wheels
do not lock during hard braking or when
braking on slippery surfaces. The system
detects the rotation speed at each wheel
and varies the brake fluid pressure to pre-
vent each wheel from locking and sliding.
By preventing eachwheel from locking, the
system helps the driver maintain steering
control and helps to minimize swerving
and spinning on slippery surfaces.

Using the system
Depress the brake pedal and hold it down.
Depress the brake pedal with firm steady
pressure, but do not pump the brakes. The

Anti-lock Braking System will operate to
prevent the wheels from locking up. Steer
the vehicle to avoid obstacles.

WARNING
Do not pump the brake pedal. Doing so
may result in increased stopping
distances.

Self-test feature
The Anti-lock Braking System (ABS) in-
cludes electronic sensors, electric pumps,
hydraulic solenoids and a computer. The
computer has a built-in diagnostic feature
that tests the system each time you start
the engine and move the vehicle at a low
speed in forward or reverse. When the self-
test occurs, you may hear a “clunk” noise
and/or feel a pulsation in the brake pedal.
This is normal anddoes not indicate amal-
function. If the computer senses a mal-
function, it switches the ABS off and illumi-
nates the ABS warning light on the
instrument panel. The brake system then
operates normally, but without anti-lock
assistance.

If the ABS warning light illuminates during
the self-test or while driving, have the ve-
hicle checked. It is recommended that you
visit a NISSAN dealer for this service.

Normal operation
The Anti-lock Braking System (ABS) oper-
ates at speeds above 3 - 6 mph (5 -
10 km/h). The speed varies according to
road conditions.

When the ABS senses that one or more
wheels are close to locking up, the actuator
rapidly applies and releases hydraulic pres-
sure. This action is similar to pumping the
brakes very quickly. You may feel a pulsa-
tion in the brake pedal and hear a noise
from under the hood or feel a vibration
from the actuator when it is operating. This
is normal and indicates that the ABS is op-
erating properly. However, the pulsation
may indicate that road conditions are haz-
ardous and extra care is required while
driving.

BRAKE ASSIST
When the force applied to the brake pedal
exceeds a certain level, the Brake Assist is
activated generating greater braking force
than a conventional brake booster even
with light pedal force.
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WARNING
The Brake Assist is only an aid to assist
braking operation and is not a collision
warning or avoidance device. It is the
driver’s responsibility to stayalert,drive
safely and be in control of the vehicle at
all times.

The VDC system uses various sensors to
monitor driver inputs and vehicle motion.
Under certain driving conditions, the VDC
system helps to perform the following
functions:

∙ Controls brake pressure to reduce
wheel slip on one slipping drive wheel
so power is transferred to a non-
slipping drive wheel on the same axle.

∙ Controls brake pressure and engine
output to reduce drive wheel slip based
on vehicle speed (traction control func-
tion).

∙ Controls brake pressure at individual
wheels and engine output to help the
driver maintain control of the vehicle in
the following conditions:

– Understeer (vehicle tends to not fol-
low the steered path despite in-
creased steering input)

– Oversteer (vehicle tends to spin due
to certain road or driving conditions)

The VDC system can help the driver to
maintain control of the vehicle, but it can-
notprevent lossof vehicle control in all driv-
ing situations.

When the VDC system operates, the
indicator light in the instrument panel
flashes so note the following:

∙ The roadmay be slippery or the system
may determine some action is required
to help keep the vehicle on the steered
path.

∙ You may feel a pulsation in the brake
pedal andhear anoiseor vibration from
under the hood. This is normal and indi-
cates that the VDC system is working
properly.

∙ Adjust your speed and driving to the
road conditions.

For additional information, refer to “Slip in-
dicator light” and “Vehicle Dynamic Control
(VDC) OFF indicator light” in the “Instru-
mentsandcontrols” sectionof thismanual.

If a malfunction occurs in the system,
the and indicator lights come
on in the instrument panel. The VDC sys-
tem automatically turns off when these in-
dicator lights are on.
The VDC OFF switch is used to turn off the
VDC system. The indicator light and
the AEB system warning light illuminate to
indicate the VDC and AEB systems are off.

VEHICLE DYNAMIC CONTROL (VDC)
SYSTEM
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When theVDCOFFswitch is used to turnoff
the system, the VDC system still operates
to prevent one drivewheel fromslipping by
transferring power to a non-slipping drive
wheel. The indicator light flashes if
this occurs. All other VDC functions are off
and the indicator light will not flash.
The VDC system is automatically reset to
onwhen the ignition switch is placed in the
OFF position then back to the ON position.

The computer hasabuilt-in diagnostic fea-
ture that tests the system each time you
start the engine and move the vehicle for-
ward or in reverse at a slow speed. When
the self-test occurs, you may hear a clunk
noise and/or feel a pulsation in the brake
pedal. This is normal and is not an indica-
tion of a malfunction.

WARNING
∙ The VDC system is designed to help
the driver maintain stability but does
not prevent accidents due to abrupt
steering operation at high speeds or
by careless or dangerous driving
techniques.Reducevehicle speedand
beespecially carefulwhendrivingand
cornering on slippery surfaces andal-
ways drive carefully.

∙ Do not modify the vehicle’s suspen-
sion. If suspension parts such as
shock absorbers, struts, springs, sta-
bilizer bars, bushings and wheels are
not NISSAN recommended for your
vehicle or are extremely deteriorated,
the VDC system may not operate
properly. This could adversely affect
vehicle handling performance, and
the indicator light may flash or
both the and indicator
lights may illuminate.

∙ If brake related parts such as brake
pads, rotors and calipers are not
NISSAN recommended or are ex-
tremely deteriorated, the VDC system
may not operate properly and both
the and the indicator lights
may illuminate.

∙ If engine control related parts are not
NISSAN recommended or are ex-
tremely deteriorated, both the
and indicator lights may
illuminate.

∙ When driving on extremely inclined
surfaces such as higher banked cor-
ners, theVDC systemmaynot operate
properly and the indicator light
may flash or both the and
indicator lightsmay illuminate.Donot
drive on these types of roads.

∙ When driving on an unstable surface
such as a turntable, ferry, elevator or
ramp, the indicator light may
flash or both the and indi-
cator lightsmay illuminate. This is not
a malfunction. Restart the engine af-
ter driving onto a stable surface.

∙ If wheels or tires other than the
NISSAN recommended ones are used,
the VDC system may not operate
properly and the indicator light
may flash or both the and
indicator lights may illuminate.

∙ TheVDC system is not a substitute for
winter tires or tire chains on a snow
covered road.
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RISE-UP AND BUILD-UP
The system gradually adjusts braking
power during normal braking to help pro-
vide an enhanced brake feel.

BRAKE FORCE DISTRIBUTION
During braking while driving through turns,
the system optimizes the distribution of
force to each of the four wheels depending
on the radius of the turn.

WARNING
∙ The VDC system is designed to help
the driver maintain stability but does
not prevent accidents due to abrupt
steering operation at high speeds or
by careless or dangerous driving
techniques.Reducevehicle speedand
beespecially carefulwhendrivingand
cornering on slippery surfaces andal-
ways drive carefully.

∙ Do not modify the vehicle’s suspen-
sion. If suspension parts such as
shock absorbers, struts, springs, sta-
bilizer bars, bushings and wheels are
not NISSAN recommended for your
vehicle or are extremely deteriorated,
the VDC system may not operate
properly. This could adversely affect
vehicle handling performance, and
the indicator light may flash or
both the and indicator
lights may illuminate.

∙ If brake related parts such as brake
pads, rotors and calipers are not
NISSAN recommended or are ex-
tremely deteriorated, the VDC system
may not operate properly and both
the and the indicator lights
may illuminate.

∙ If engine control related parts are not
NISSAN recommended or are ex-
tremely deteriorated, both the
and indicator lights may
illuminate.

∙ When driving on extremely inclined
surfaces such as higher banked cor-
ners, theVDC systemmaynot operate
properly and the indicator light
may flash or both the and
indicator lightsmay illuminate.Donot
drive on these types of roads.

∙ When driving on an unstable surface
such as a turntable, ferry, elevator or
ramp, the indicator light may
flash or both the and indi-
cator lightsmay illuminate. This is not
a malfunction. Restart the engine af-
ter driving onto a stable surface.

∙ If wheels or tires other than the
NISSAN recommended ones are used,
the VDC system may not operate
properly and the indicator light
may flash or both the and
indicator lights may illuminate.

∙ TheVDC system is not a substitute for
winter tires or tire chains on a snow
covered road.
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WARNING
∙ Never rely solely on the hill descent
control system to control vehicle
speedwhendriving on steepdownhill
grades. Always drive carefully and at-
tentively when using the hill descent
control systemanddecelerate the ve-
hicle speed by depressing the brake
pedal if necessary. Be especially care-
ful when driving on frozen, muddy or
extremely steep downhill roads. Fail-
ure to control vehicle speed may re-
sult in a loss of control of the vehicle
and possible serious injury or death.

∙ The hill descent control may not con-
trol the vehicle speed on a hill under
all load or road conditions. Always be
prepared to depress the brake pedal
to control vehicle speed. Failure to do
so may result in a collision or serious
personal injury.

The hill descent control systemcan only be
activated when the 4WD LOCKmode is en-
gaged.

The hill descent control system helps
maintain vehicle speedwhendriving under
15 mph (25 km/h) on steeper downhill
grades. Hill descent control is useful when
engine braking alone cannot control ve-

hicle speed. Hill descent control applies the
vehicle brakes to control vehicle speed al-
lowing the driver to concentrate on steer-
ingwhile reducing the burden of brake and
accelerator operation.

If the hill descent control systemON indica-
tor light is blinking, the hill descent control
is engaged; however, the hill descent con-
trol will not control the vehicle speed.

∙ Once the system is activated, the indi-
cator light will remain on in the instru-
ment panel. For additional information,
refer to “Hill descent control system ON
indicator light” in the “Instruments and
controls” section of this manual.

If the accelerator or brake pedal is de-
pressed while the hill descent control sys-
tem is on, the system will stop operating
temporarily. As soon as the accelerator or
brake pedal is released, the hill descent
control system begins to function again if
the hill descent control operating condi-
tions are fulfilled.

For the best results, when descending
steepdownhill grades, the hill descent con-
trol switch should be on and the shift lever
in L (Low gear) for engine braking.

WARNING
∙ Never rely solely on thehill start assist
system to prevent the vehicle from
moving backward on a hill. Always
drive carefully and attentively. De-
press the brake pedal when the ve-
hicle is stopped on a steep hill. Be es-
pecially carefulwhen stoppedonahill
on frozen or muddy roads. Failure to
prevent the vehicle from rolling back-
wardsmay result in a lossof control of
the vehicle andpossible serious injury
or death.

∙ The hill start assist system is not de-
signed to hold the vehicle at a stand-
still on a hill. Depress the brake pedal
when the vehicle is stopped on a
steep hill. Failure to do so may cause
the vehicle to roll backwards andmay
result in a collisionor seriouspersonal
injury.

∙ The hill start assist may not prevent
the vehicle from rolling backwards on
ahill under all load or road conditions.
Always be prepared to depress the
brake pedal to prevent the vehicle
from rolling backwards. Failure to do
so may result in a collision or serious
personal injury.

HILL DESCENT CONTROL SYSTEM (if
so equipped)

HILL START ASSIST SYSTEM
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The hill start assist system automatically
keeps the brakes applied to help prevent
the vehicle from rolling backward in the
time it takes the driver to release the brake
pedal and apply the accelerator when the
vehicle is stopped on a hill.

Hill start assist will operate automatically
under the following conditions:

∙ The shift lever is moved to a forward or
reverse gear.

∙ The vehicle is stopped completely on a
hill by applying the brake.

The maximum holding time is 2 seconds.
After 2 seconds the vehicle will begin to roll
back and hill start assist will stop operating
completely.

Hill start assist will not operate when the
shift lever ismoved toN (Neutral) or P (Park)
or on a flat and level road.

WARNING
∙ Always turn and look back before
backing up. The RSS is not a substi-
tute for proper backing procedures.

∙ Read and understand the limitations
of theRSSascontained in this section.
Inclement weather may affect the
function of the RSS; this may include
reduced performance or a false
activation.

∙ This system is not designed to pre-
vent contact with small or moving
objects.

∙ The system is designed as an aid to
the driver in detecting large station-
ary objects to help avoid damaging
the vehicle. The systemwill not detect
small objects below the bumper, and
may not detect objects close to the
bumper or on the ground.

∙ If your vehicle sustains damage to the
rear bumper fascia, leaving it mis-
alignedor bent, the sensing zonemay
be altered causing inaccurate mea-
surementofobstaclesor falsealarms.

TheRSSsoundsa tone towarn thedriver of
obstacles near the rear bumper when the
shift lever is in R (Reverse). The systemmay
not detect objects at speeds above 3 mph
(5 km/h) andmay not detect certain angu-
lar or moving objects.

The RSS detects obstacles up to 5.9 ft
(1.8 m) from the rear bumper with a de-
creased coverage area at the outer cor-
ners of the bumper (refer to the illustration
for approximate zone coverage areas). As
youmove closer to the obstacle, the rate of
the tone increases. When the obstacle is
less than 10 in (25.0 cm) away, the tone will
sound continuously. If the RSS detects a
stationary or receding object further than
10 in. (25.0 cm) from the side of the vehicle,

LSD0095

REAR SONAR SYSTEM (RSS)
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the tone will sound for only 3 seconds.
Once the system detects an object ap-
proaching, the tone will sound again.

The RSS automatically turns on when the
shift lever is placed in R (Reverse) and the
ignition switch is placed in the ON position.
The RSS can be turned off in the vehicle
information display. For additional infor-
mation, refer to “Vehicle information dis-
play” in the “Instruments and controls” sec-
tion of this manual. To turn the RSS off, the
ignition switch must be placed in the ON
position.

Keep the RSS sensors (located on the rear
bumper fascia) free from snow, ice and
large accumulations of dirt (do not clean
the sensors with sharp objects). If the sen-
sors are covered, it will affect the accuracy
of the RSS.

FREEING A FROZEN DOOR LOCK
To prevent a door lock from freezing, apply
de-icer through the key hole. If the lock
becomes frozen, heat the key before in-
serting it into the key hole, or use the
NISSAN Intelligent Key®.

ANTIFREEZE
In the winter when it is anticipated that the
temperature will drop below 32°F (0°C),
check the antifreeze to assure proper win-
ter protection. For additional information,
refer to “Engine cooling system” in the “Do-
it-yourself ” section of this manual.

BATTERY
If the battery is not fully charged during
extremely cold weather conditions, the
battery fluid may freeze and damage the
battery. To maintain maximum efficiency,
the battery should be checked regularly.
For additional information, refer to “Battery”
in the “Do-it-yourself ” section of this
manual.

DRAINING OF COOLANTWATER
If the vehicle is to be left outside without
antifreeze, drain the cooling system, includ-
ing the engine block. Refill before operating
the vehicle. For additional information, refer
to “Changing engine coolant” in the “Do-it-
yourself ” section of this manual.

TIRE EQUIPMENT
1. SUMMER tires have a tread designed to

provide superior performance on dry
pavement. However, the performance
of these tires will be substantially re-
duced in snowy and icy conditions. If
you operate your vehicle on snowy or
icy roads, NISSAN recommends the use
of MUD & SNOW or ALL SEASON TIRES
on all four wheels. It is recommended
that you visit aNISSANdealer for the tire
type, size, speed rating and availability
information.

2. For additional traction on icy roads,
studded tires may be used. However,
some U.S. states and Canadian prov-
inces prohibit their use. Check local,
state and provincial laws before install-
ing studded tires.

COLDWEATHER DRIVING
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Skid and traction capabilities of studded
snow tires onwet or dry surfacesmaybe
poorer than that of non-studded snow
tires.

3. Tire chainsmay be used. For additional
information, refer to “Tire chains” in the
“Do-it-yourself ” section of this manual.

SPECIAL WINTER EQUIPMENT
It is recommended that the following items
be carried in the vehicle during winter:

∙ A scraper and stiff-bristled brush to re-
move ice and snow from the windows
and wiper blades.

∙ A sturdy, flat board to be placed under
the jack to give it firm support.

∙ A shovel to dig the vehicle out of snow-
drifts.

∙ Extra washer fluid to refill the
windshield-washer fluid reservoir.

DRIVING ON SNOWOR ICE

WARNING
∙ Wet ice (32°F, 0°C and freezing rain),
very cold snow or ice can be slick and
very hard to drive on. The vehicle will
have much less traction or “grip” un-
der theseconditions.Try toavoiddriv-
ing on wet ice until the road is salted
or sanded.

∙ Whatever the condition, drive with
caution. Accelerate and slow down
with care. If accelerating or down-
shifting too fast, the drive wheels will
lose evenmore traction.

∙ Allow more stopping distance under
these conditions. Braking should be
started sooner thanondrypavement.

∙ Allow greater following distances on
slippery roads.

∙ Watch for slippery spots (glare ice).
These may appear on an otherwise
clear road in shaded areas. If a patch
of ice is seen ahead, brake before
reaching it. Try not to brake while on
the ice,andavoidanysuddensteering
maneuvers.

∙ Do not use the cruise control on slip-
pery roads.

∙ Snow can trap dangerous exhaust
gases under your vehicle. Keep snow
clear of the exhaust pipe and from
around your vehicle.

ENGINE BLOCK HEATER (if so
equipped)
Engine block heaters are used to assist
with cold temperature starting.

The engine block heater should be used
when theoutside temperature is 20°F (-7°C)
or lower.

WARNING
∙ Do not use your engine block heater
with anungrounded electrical system
or a 2-pronged adapter. You can be
seriously injured by an electrical
shock if you use an ungrounded
connection.

∙ Disconnect and properly store the en-
gine block heater cord before starting
the engine. Damage to the cord could
result in an electrical shock and can
cause serious injury.
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∙ Use a heavy-duty 3-wire, 3-pronged
extension cord rated for at least 10 A.
Plug the extension cord into a Ground
Fault Interrupt (GFI) protected,
grounded 110-VAC outlet. Failure to
use the proper extension cord or a
grounded outlet can result in a fire or
electrical shock and cause serious
personal injury.

To use the engine block heater:

1. Turn the engine off.

2. Open the hood and unwrap the engine
block heater cord.

3. Plug the engine block heater cord into
a grounded 3-wire, 3-pronged exten-
sion cord.

4. Plug the extension cord into a Ground
Fault Interrupt (GFI) protected,
grounded 110-volt AC (VAC) outlet.

5. The engine block heater must be
plugged in for at least 2 - 4 hours, de-
pending on outside temperatures, to
properly warm the engine coolant. Use
anappropriate timer to turn theengine
block heater on.

6. Before starting the engine, unplug and
properly store the cord to keep it away
from moving parts.
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Push the switch on to warn other drivers
when you must stop or park under emer-
gency conditions. All turn signal lights flash.

WARNING
∙ If stopping for an emergency, be sure
to move the vehicle well off the road.

∙ Do not use the hazardwarning flashers
while moving on the highway unless
unusual circumstances force you to
drive so slowly that your vehicle might
become a hazard to other traffic.

∙ Turn signals do not work when the
hazard warning flasher lights are on.

The flashers will operate with the ignition
switch placed in any position.

Some jurisdictions may prohibit the use
of the hazard warning flasher switch
while driving.

To shut off the engine in an emergency
situation while driving, perform the follow-
ing procedure:

– Rapidly push the push-button ignition
switch three consecutive times in less
than 1.5 seconds, or

– Push and hold the push-button ignition
switch for more than 2 seconds.

LIC0394
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TIRE PRESSURE MONITORING
SYSTEM (TPMS)
This vehicle is equipped with Tire Pressure
Monitoring System (TPMS). It monitors tire
pressure of all tires except the spare. When
the low tire pressure warning light is lit, and
the “Tire Pressure Low - Add Air” warning
appears in the vehicle information display,
one or more of your tires is significantly
under-inflated. If equipped, the systemalso
displays pressure of all tires (except the
spare tire) on thedisplay screenby sending
a signal from a sensor that is installed in
each wheel. If the vehicle is being driven
with low tire pressure, the TPMS will acti-
vate andwarn you of it by the low tire pres-
surewarning light. This systemwill activate
only when the vehicle is driven at speeds
above 16 mph (25 km/h). For additional in-
formation, refer to “Warning lights, indicator
lights and audible reminders” in “Instru-
ments and controls” section and the “Tire
Pressure Monitoring System (TPMS)” in the
“Starting and driving” sections of this
manual.

WARNING
∙ Radio waves could adversely affect
electric medical equipment. Those
who use a pacemaker should contact
the electric medical equipment
manufacturer for the possible influ-
ences before use.

∙ If the low tire pressure warning light
illuminates while driving, avoid sud-
den steering maneuvers or abrupt
braking, reduce vehicle speed, pull off
the road to a safe location and stop
the vehicle as soon as possible. Driv-
ingwith under-inflated tiresmay per-
manently damage the tires and in-
crease the likelihood of tire failure.
Serious vehicle damage could occur
andmay lead toanaccidentandcould
result in serious personal injury.
Check the tire pressure for all four
tires. Adjust the tire pressure to the
recommended COLD tire pressure
shown on the Tire and Loading Infor-
mation label to turn the low tire pres-
sure warning light OFF. If the light still

illuminates while driving after adjust-
ing the tire pressure, a tiremay be flat
or theTPMSmaybemalfunctioning. If
you have a flat tire, replace it with a
spare tire as soonaspossible, If no tire
is flat and all tires are properly in-
flated, have the vehicle checked. It is
recommended that you visit a NISSAN
dealer for this service.

∙ When replacingawheelwithoutTPMS
such as the spare tire, the TPMS will
not function and the low tire pressure
warning light will flash for approxi-
mately 1 minute. The light will remain
on after 1 minute. Have your tires re-
placed and/or TPMS system reset as
soon as possible. It is recommended
that you visit a NISSAN dealer for
these services.

∙ Replacing tires with those not origi-
nally specified by NISSAN could affect
the proper operation of the TPMS.

∙ Do not inject any tire liquid or aerosol
tire sealant into the tires, as this may
cause a malfunction of the tire pres-
sure sensors.

FLAT TIRE
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CHANGING A FLAT TIRE
If you have a flat tire, follow the instructions
below:

Stopping the vehicle
1. Safelymove the vehicle off the roadand

away from traffic.

2. Turn on the hazard warning flashers.

3. Park on a level surface and apply the
parking brake. Move the shift lever to P
(Park).

4. Turn off the engine.

5. Raise the hood to warn other traffic
and to signal professional road assis-
tance personnel that you need assis-
tance.

6. Have all passengers get out of the ve-
hicle and stand in a safe place, away
from traffic and clear of the vehicle.

WARNING
∙ Make sure the parking brake is se-
curely applied and the Continuously
Variable Transmission (CVT) is shifted
into P (Park).

∙ Never change tireswhen the vehicle is
on a slope, ice or slippery areas. This is
hazardous.

∙ Never change tires if oncoming traffic
is close to your vehicle. Wait for pro-
fessional road assistance.

A. Blocks
B. Flat tire

Blocking wheels
Place suitable blocks at both the front and
back of the wheel diagonally opposite the
flat tire to prevent the vehicle frommoving
when it is jacked up.

WARNING
Besure toblock thewheel as thevehicle
maymove and result in personal injury.

LCE2142
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Getting the spare tire and tools
1. Open the liftgate and lift the luggage

board in the cargo area using the
handle.

2. Remove the jack and tool kit cover by
lifting up using the handles.

It should not be necessary to remove or
dislocate the Bose® subwoofer (if so
equipped) �A when removing the jack and
tool kit cover �B .

LCE2407 LCE2036 LCE2340
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3. Remove the tool kit �C by releasing the
Velcro straps �D .

4. Remove the jack.

∙ The jack is secured by a fastener �E .
To release the fastener, assemble the
jacking rod �F into the wheel nut
wrench �G and rotate counterclock-
wise to release.

∙ Insert the flat end of the wheel nut
wrench �G into the slot of the fas-
tener �E , and rotate counterclock-
wise to release the jack.

5. The loweringmechanism for the spare
tire is located on the passenger side of
the cargo area. Remove the cover�H to
access the lowering mechanism.

6. Attach the spare tire winch socket �I
to the lowering mechanism nut.

7. To lower the spare tire, insert the wheel
nut wrench �G into the jacking rod �F
and insert theT-shapedendof the jack-
ing rod into the winch socket �I and
rotate counterclockwise.

8. Once the spare tire is lowered, release it
from the vehicle by guiding the lower-
ing cable and winch through the cen-
ter of the tire.

LCE2348 LCE2350 LCE2351
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NOTE:

Fully lower the spare tire below the ve-
hicle before attempting to remove the
winch from the spare tire.

9. After removing the spare tire from un-
der the vehicle, be sure to crank the
cable up by rotating the winch socket
clockwise to stow it.

CAUTION
∙ Make sure safety cable is coiled above
spare tire when reinstalling spare
tire/wheel.

∙ When re-installing the spare tire un-
der the vehicle after use, be sure to
secure it with the tire stem facing
down toward the ground. If the spare
tire is improperly securedwith the tire
stem facingup towards thebottomof
the vehicle, there is an increased risk
of separating from the vehicle in the
event of a crash which may pose a
hazard in traffic or risk of injury to
others.

Jacking up vehicle and removing
the damaged tire

WARNING
∙ Never get under the vehicle while it is
supported only by the jack. If it is nec-
essary towork under the vehicle, sup-
port it with safety stands.

∙ Use only the jack provided with your
vehicle to lift the vehicle. Do not use
the jack providedwith your vehicle on
other vehicles. The jack is designed
for lifting only your vehicle during a
tire change.

∙ Use the correct jack-up points. Never
use any other part of the vehicle for
jack support.

∙ Never jack up the vehicle more than
necessary.

∙ Never use blocks on or under the jack.

∙ Do not start or run the engine while
vehicle is on the jack. Itmay cause the
vehicle tomove. This is especially true
for vehicles with limited slip
differentials.

∙ Do not allowpassengers to stay in the
vehicle while it is on the jack.

∙ Never run the engine with a wheel(s)
off the ground. It may cause the ve-
hicle to move.

Always refer to the illustration for the cor-
rect placement and jack-up points for your
specific vehicle model and jack type.

Carefully read the caution label attached
to the jack body and the following in-
structions.
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1. Loosen each wheel nut one or two
turns by turning counterclockwise with
the wheel nut wrench. Do not remove
the wheel nuts until the tire is off the
ground.

2. Place the jack directly under the
jack-up point as illustrated so the top
of the jack contacts the vehicle at the
jack-up point. The jack-up points are
indicated by the notches under the
frame.

The jack should be used on firm and
level ground.

LDI3310
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3. Install the assembled jack rod into the
jack as shown.

4. To lift the vehicle, securely hold the jack
lever and rod. Carefully raise the vehicle
until the tire clears the ground.

NOTE:

If the lug nut wrench/jack handle con-
tacts the ground while raising the ve-
hicle, disassemble the lug nut wrench
from the jack extension rod, rotate it 90
degrees and reassemble.

5. Remove the wheel nuts and then re-
move the tire.

Installing the spare tire
The spare tire is designed for emergency
use. For additional information, refer to
“Wheels and tires” in the “Do-it-yourself”
section of this manual.

1. Clean any mud or dirt from the surface
between the wheel and hub.

2. Carefully put the spare tire on and
tighten the wheel nuts finger tight.

3. With the wheel nut wrench, tighten
wheel nutsalternately andevenly in the
sequence illustrated (�A , �B , �C , �D , �E )
until they are tight.

LCE0087
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4. Lower the vehicle slowly until the tire
touches the ground. Then, with the
wheel nut wrench, tighten the wheel
nuts securely in the sequence illus-
trated (�A , �B , �C , �D , �E ). Lower the ve-
hicle completely.

WARNING
∙ Incorrect wheel nuts or improperly
tightened wheel nuts can cause the
wheel to become loose or come off.
This could cause an accident.

∙ Do not use oil or grease on the wheel
studs or nuts. This could cause the
nuts to become loose.

∙ Retighten the wheel nuts when the
vehicle has been driven for 621 miles
(1,000 km) (also in cases of a flat tire,
etc.).

As soon as possible, tighten the wheel
nuts to the specified torque with a
torque wrench.
Wheel nut tightening torque:

83 ft-lb (113 N·m)

The wheel nutsmust be kept tightened to
specification at all times. It is recom-
mended that wheel nuts be tightened to
specifications at each lubrication interval.

Adjust tire pressure to the COLD pres-
sure.

COLD pressure: After vehicle has been
parked for 3 hours ormore or driven less
than 1 mile (1.6 km).

COLD tire pressures are shown on the
Tire and Loading Information label af-
fixed to the driver side center pillar.

5. Securely store the flat tire, tools and
jacking equipment in the vehicle.

6. Close the liftgate.

WARNING
∙ Always make sure that the spare tire
and jacking equipment are properly
secured after use. Such items can be-
come dangerous projectiles in an ac-
cident or sudden stop.

∙ The spare tire is designed for emer-
gencyuse. For additional information,
refer to “Wheels and tires” in the “Do-
it-yourself” section of this manual.

To start your enginewith a booster battery,
the instructions and precautions below
must be followed.

WARNING
∙ If done incorrectly, jump starting can
lead to a battery explosion, resulting
in severe injury or death. It could also
damage your vehicle.

∙ Explosive hydrogen gas is always
present in the vicinity of the battery.
Keep all sparks and flames away from
the battery.

∙ Donotallowbattery fluid to come into
contact with eyes, skin, clothing or
painted surfaces. Battery fluid is a
corrosive sulfuric acid solution which
can cause severe burns. If the fluid
should come into contact with any-
thing, immediately flush the con-
tacted area with water.

∙ Keep battery out of the reach of
children.

∙ The booster battery must be rated at
12 volts. Use of an improperly rated
battery can damage your vehicle.

JUMP STARTING
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∙ Whenever working on or near a bat-
tery, alwayswear suitable eye protec-
tors (for example, goggles or indus-
trial safety spectacles) and remove
rings, metal bands, or any other jew-
elry. Do not lean over the battery
when jump starting.

∙ Do not attempt to jump start a frozen
battery. It could explode and cause
serious injury.

∙ Your vehicle has an automatic engine
cooling fan. It could come on at any
time. Keep hands and other objects
away from it.

WARNING
Always follow the instructions below.
Failure to do so could result in damage
to the charging system and cause per-
sonal injury.

1. If the booster battery is in another ve-
hicle, position the two vehicles to bring
their batteries near each other.

Do not allow the two vehicles to
touch.

2. Apply the parking brake. Move the shift
lever to P (Park). Switch off all unneces-
sary electrical systems (lights, heater,
air conditioner, etc.).

3. Connect the jumper cables in the se-
quence illustrated (�A , �B , �C , �D ).

LCE2223
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CAUTION
∙ Always connect positive (�) to posi-
tive (�) and negative (�) to body
ground (for example, strut mounting
bolt, engine lift bracket, etc.) — not to
the battery.

∙ Make sure the jumper cables do not
touch moving parts in the engine
compartment and that the cable
clamps do not contact any other
metal.

4. Start the engine of the booster vehicle
and let it run for a few minutes.

5. Keep the engine speed of the booster
vehicle at about 2,000 rpm and start
the engine of the vehicle being jump
started.

CAUTION
Do not keep the starter motor engaged
for more than 10 seconds. If the engine
does not start right away, place the ig-
nition switch in the OFF position and
wait 3 to 4 seconds before trying again.

6. After starting the engine, carefully dis-
connect the negative cable and then
the positive cable.

CAUTION
∙ Continuously Variable Transmission
(CVT) models cannot be push-started
or tow-started. Attempting to do so
may cause transmission damage.

∙ Do not push start this vehicle. The
three-way catalyst may be damaged.

WARNING
∙ Donot continue todrive if your vehicle
overheats. Doing so could cause en-
gine damage or a vehicle fire.

∙ To avoid the danger of being scalded,
never remove the radiator or coolant
reservoir cap while the engine is still
hot. When the radiator or coolant res-
ervoir cap is removed,pressurizedhot
water will spurt out, possibly causing
serious injury.

∙ Do not open the hood if steam is com-
ing out.

If your vehicle is overheating (indicated by
an extremely high temperature gauge
reading and the Low Oil Pressure: See
Owner’s Manual warning message ap-
pears in the vehicle information display), or
if you feel a lack of engine power, detect
abnormal noise, etc. take the following
steps:

1. Move the vehicle safely off the road, ap-
ply the parking brake and move the
shift lever to P (Park).

Do not stop the engine.

PUSH STARTING IF YOUR VEHICLE OVERHEATS
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2. Turn off the air conditioner. Open all the
windows,move the heater or air condi-
tioner temperature control to maxi-
mum hot and fan control to high
speed.

3. Get out of the vehicle. Look and listen
for steamor coolant escaping from the
radiator before opening the hood. If
steam or coolant is escaping, turn off
the engine. Do not open the hood fur-
ther until no steam or coolant can be
seen.

4. Open the engine hood.

WARNING
If steam or water is coming from the
engine, stand clear to prevent getting
burned.

5. Visually check drive belts for damage
or looseness. Also check if the cooling
fan is running. The radiator hoses and
radiator should not leak water. If cool-
ant is leaking, the water pump belt is
missing or loose, or the cooling fan
does not run, stop the engine.

WARNING
Be careful not to allow your hands, hair,
jewelry or clothing to come into contact
with, or get caught in, engine belts or
theenginecooling fan.Theenginecool-
ing fan can start at any time.

6. After the engine cools down, check the
coolant level in the engine coolant res-
ervoir tank with the engine running.
Add coolant to the engine coolant res-
ervoir tank if necessary. Have your ve-
hicle repaired. It is recommended that
you visit a NISSAN dealer for this ser-
vice.

When towing your vehicle, all jurisdictional
and local regulations for towing must be
followed. Incorrect towing equipment
could damage your vehicle. Towing in-
structions are available from a NISSAN
dealer. Local service operators are gener-
ally familiar with the applicable laws and
procedures for towing. To assure proper
towing and to prevent accidental damage
to your vehicle, NISSAN recommends hav-
ing a service operator tow your vehicle. It is
advisable to have the service operator
carefully read the following precautions:

WARNING
∙ Never ride in a vehicle that is being
towed.

∙ Never get under your vehicle after it
has been lifted by a tow truck.

CAUTION
∙ When towing, make sure that the
transmission, axles, steering system
and powertrain are in working condi-
tion. If any of these conditions apply,
dollies or a flatbed tow truck must be
used.

∙ Always attach safety chains before
towing.

TOWING YOUR VEHICLE
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For additional information, refer to “Flat
towing for 4–Wheel drive vehicle” or “Flat
towing for front wheel drive vehicle” in the
“Technical and consumer information” sec-
tion of this manual.

TOWING RECOMMENDED BY
NISSAN
NISSAN recommends towing your vehicle
based upon the type of drivetrain. For addi-
tional information, refer to the diagrams in
this section to ensure that your vehicle is
properly towed.

LCE2237
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Four-Wheel Drive (4WD) models
with Continuously Variable
Transmission (CVT)
NISSAN recommends that towing dollies
be used when towing your vehicle or place
the vehicle on a flatbed truck as illustrated.

CAUTION
Never tow4WDmodels equippedwith a
CVT with any of the wheels on the
ground as this may cause serious and
expensive damage to the transfer case
and transmission due to the lack of
lubrication.

Two-Wheel Drive models with
Continuously Variable
Transmission (CVT)
NISSAN recommends that your vehicle be
towedwith the driving (front) wheels off the
ground or place the vehicle on a flatbed
truck as illustrated.

LCE2041
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CAUTION
∙ Never tow CVT models with the front
wheels on the ground or four wheels
on the ground (forward or backward),
as this may cause serious and expen-
sive damage to the transmission. If it
is necessary to tow the vehicle with
the rear wheels raised always use
towing dollies under the frontwheels.

∙ When towing CVT models with the
rear wheels on the ground or on tow-
ing dollies:

– Place the ignition switch in theOFF
position, and secure the steering
wheel in a straight-ahead position
with a rope or similar device. Never
secure the steering wheel by plac-
ing the ignition switch in the LOCK
position. This may damage the
steering lock mechanism (for
models with a steering lock
mechanism).

VEHICLE RECOVERY (freeing a
stuck vehicle)

WARNING
To avoid vehicle damage, serious per-
sonal injury or deathwhen recovering a
stuck vehicle:

∙ Contact a professional towing service
to recover the vehicle if you have any
questions regarding the recovery
procedure.

∙ Tow chains or cables must be at-
tached only to main structural mem-
bers of the vehicle.

∙ Do not use the vehicle tie-downs to
tow or free a stuck vehicle.

∙ Onlyusedevices specificallydesigned
for vehicle recovery and follow the
manufacturer’s instructions.

∙ Always pull the recovery device
straight out from the front of the ve-
hicle. Never pull at an angle.

∙ Route recovery devices so they do not
touch any part of the vehicle except
the attachment point.

If your vehicle is stuck in sand, snow, mud,
etc., use a tow strap or other device de-
signed specifically for vehicle recovery. Al-
ways follow the manufacturer’s instruc-
tions for the recovery device.

Rocking a stuck vehicle

WARNING
∙ Stand clear of a stuck vehicle.

∙ Do not spin your tires at high speed.
This could cause them to explode and
result in serious injury. Parts of your
vehicle could also overheat and be
damaged.

If your vehicle is stuck in sand, snow, mud,
etc., use the following procedure:

1. Turn off the Vehicle Dynamic Control
(VDC) system.

2. Make sure the area in front and behind
the vehicle is clear of obstructions.

3. Turn the steeringwheel right and left to
clear an area around the front tires.
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4. Slowly rock the vehicle forward and
backward.

∙ Shift back and forth between R (Re-
verse) and D (Drive).

∙ Apply the accelerator as little as pos-
sible to maintain the rocking motion.

∙ Release the accelerator pedal before
shifting between R (Reverse) and D
(Drive).

∙ Do not spin the tires above 35 mph
(55 km/h).

5. If the vehicle cannot be freed after a
few tries, contact a professional towing
service to remove the vehicle.
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In order to maintain the appearance of
your vehicle, it is important to take proper
care of it.

To protect the paint surfaces, wash your
vehicle as soon as you can:

∙ After a rainfall to prevent possible dam-
age from acid rain.

∙ After driving on coastal roads.

∙ When contaminants such as soot, bird
droppings, tree sap, metal particles or
bugs get on the paint surface.

∙ When dust ormud builds up on the sur-
face.

Whenever possible, store or park your ve-
hicle inside a garage or in a covered area.

When it is necessary toparkoutside, park in
a shady area or protect the vehicle with a
body cover.

Be careful not to scratch the paint sur-
face when putting on or removing the
body cover.

WASHING
Wash dirt off with a wet sponge and plenty
of water. Clean the vehicle thoroughly us-
ing a mild soap, a special vehicle soap or
general purpose dishwashing liquid mixed
with clean, lukewarm (never hot) water.

CAUTION
∙ Do not concentrate water spray di-
rectly on the sonar sensors (if so
equipped) on the bumper as this will
result in damage to the sensors. Do
not use pressure washers capable of
spraying water over 1,200 psi
(8,274 kPa) to wash your vehicle. Use
of high-pressure washers over
1,200psi (8,274kPa) can result indam-
age to or removal of paint or graphics.
Avoid using a high-pressure washer
closer than 12 inches (30 cm) to the
vehicle. Always use a wide-angle
nozzle only, keep the nozzle moving
and do not concentrate the water
spray on any one area.

∙ Do not use carwashes that use acid in
the detergent. Some car washes, es-
pecially brushless ones, use some
acid for cleaning. The acid may react
with some plastic vehicle compo-
nents, causing them to crack. This
could affect their appearance, and
also could cause themnot to function
properly. Always check with your car
wash to confirm that acid is not used.

∙ Do not wash the vehicle with strong
household soap, strong chemical de-
tergents, gasoline or solvents.

∙ Do not wash the vehicle in direct sun-
light or while the vehicle body is hot,
as the surface may become
water-spotted.

∙ Avoid using tight-napped or rough
cloths, such as washing mitts. Care
must be taken when removing
caked-on dirt or other foreign sub-
stances so the paint surface is not
scratched or damaged.

Rinse the vehicle thoroughly with plenty of
clean water.

Inside edges, seams and folds on the
doors, hatches and hood are particularly
vulnerable to the effects of road salt. There-

CLEANING EXTERIOR

7-2 Appearance and care



fore, theseareasmustbecleaned regularly.
Take care that the drain holes in the lower
edge of the door are open. Spray water
under the body and in the wheel wells to
loosen the dirt and wash away road salt.

A damp chamois can be used to dry the
vehicle to avoid water spots.

WAXING
Regular waxing protects the paint surface
and helps retain new vehicle appearance.
Polishing is recommended to remove
built-up wax residue and to avoid a weath-
ered appearance before re-applying wax.

A NISSAN dealer can assist you in choosing
the proper product.

∙ Wax your vehicle only after a thorough
washing. Follow the instructions sup-
plied with the wax.

∙ Do not use a wax containing any abra-
sives, cutting compounds or cleaners
that may damage the vehicle finish.

Machine compounding or aggressive pol-
ishing on a base coat/clear coat paint fin-
ish may dull the finish or leave swirl marks.

REMOVING SPOTS
Remove tar and oil spots, industrial dust,
insects, and tree sap as quickly as possible
from the surface of the paint to avoid last-
ing damage or staining. Special cleaning
products are available at a NISSAN dealer
or any automotive accessory store. It is
recommended that you visit a NISSAN
dealer for these products.

UNDERBODY
In areas where road salt is used in winter, it
is necessary to clean the underbody regu-
larly in order to prevent dirt and salt from
building upand causing the acceleration of
corrosion on the underbody and suspen-
sion. Before the winter period and again in
the spring, the underseal must be checked
and, if necessary, re-treated.

GLASS
Use glass cleaner to remove smoke and
dust film from the glass surfaces. It is nor-
mal for glass to become coated with a film
after the vehicle is parked in the hot sun.
Glass cleaner and a soft cloth will easily
remove this film.

CAUTION
When cleaning the inside of the win-
dows, do not use sharp-edged tools,
abrasive cleaners or chlorine-based
disinfectant cleaners. They could dam-
age the electrical conductors, radio an-
tenna elements or rear window de-
froster elements.

ALUMINUM ALLOYWHEELS
Wash the wheels regularly with a sponge
dampened in a mild soap solution, espe-
cially during winter months in areas where
road salt is used. If not removed, road salt
can discolor the wheels.

CAUTION
Follow the directions below to avoid
staining or discoloring the wheels:
∙ Do not use a cleaner that uses strong
acid or alkali contents to clean the
wheels.

∙ Do not apply wheel cleaners to the
wheels when they are hot. The wheel
temperature should be the same as
ambient temperature.

∙ Rinse thewheel to completely remove
the cleaner within 15 minutes after
the cleaner is applied.
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CHROME PARTS
Clean all chrome parts regularly with a
non-abrasive chrome polish to maintain
the finish.

TIRE DRESSINGS
NISSAN does not recommend the use of
tire dressings. Tire manufacturers apply a
coating to the tires to help reduce discolor-
ation of the rubber. If a tire dressing is ap-
plied to the tires, itmay react with the coat-
ing and forma compound. This compound
may come off the tire while driving and
stain the vehicle paint.

If you choose tousea tire dressing, take the
following precautions:

∙ Use a water-based tire dressing. The
coatingon the tire dissolvesmoreeasily
than with an oil-based tire dressing.

∙ Apply a light coat of tire dressing to help
prevent it from entering the tire
tread/grooves (where it would be diffi-
cult to remove).

∙ Wipe off excess tire dressing using a dry
towel. Make sure the tire dressing is
completely removed from the tire
tread/grooves.

∙ Allow the tire dressing to dry as recom-
mended by the tire dressing manufac-
turer.

Occasionally remove loose dust from the
interior trim, plastic parts and seats using a
vacuumcleaner or soft bristledbrush.Wipe
the vinyl and leather (if so equipped) sur-
faces with a clean, soft cloth dampened in
mild soap solution, then wipe clean with a
dry, soft cloth.

Regular care and cleaning is required in
order to maintain the appearance of the
leather (if so equipped).

Before using any fabric protector, read the
manufacturer’s recommendations. Some
fabric protectors contain chemicals that
may stain or bleach the seat material.

Use a cloth dampened only with water to
clean the meter and gauge lens.

WARNING
Do not use water or acidic cleaners (hot
steam cleaners) on the seat. This can
damage the seat or occupant classifi-
cation sensor. This can also affect the
operation of the air bag system and re-
sult in serious personal injury.

CLEANING INTERIOR
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CAUTION
∙ Never use benzine, thinner or any
similar material.

∙ Small dirt particles can be abrasive
and damaging to leather surfaces
and should be removed promptly. Do
not use saddle soap, car waxes, pol-
ishes, oils, cleaning fluids, solvents,
detergents or ammonia-based clean-
ers as theymay damage the leather’s
natural finish.

∙ Never use fabric protectors unless
recommended by themanufacturer.

∙ Do not use glass or plastic cleaner on
meter or gauge lens covers. It may
damage the lens cover.

AIR FRESHENERS
Most air fresheners use a solvent that
could affect the vehicle interior. If you use
an air freshener, take the following precau-
tions:

∙ Hanging-type air fresheners can cause
permanent discoloration when they
contact vehicle interior surfaces. Place
the air freshener in a location that al-
lows it to hang free and not contact an
interior surface.

∙ Liquid-type air fresheners typically clip
on the vents. These products can cause
immediate damage and discoloration
when spilled on interior surfaces.

Carefully read and follow the manufactur-
er’s instructions before using the air fresh-
eners.

POWER MOONROOF (if so
equipped)
The sunshade is made from a tricot mate-
rial.

CAUTION
To help prevent damaging the moon-
roof while cleaning:

∙ Do not rub the material with a cloth.
Doing so can damage the surface of
the material or cause a stain to
spread.

∙ Never use benzine, thinner or any
similar chemical to clean the sun-
shade. This may discolor the moon-
roof and damage the surface.

∙ Clean water based stains by patting
the surface with a clean soft cloth
dampened in warm water. Press a
clean dry cloth onto the surface to re-
move as much dampness as possible
and then let air dry.

∙ Clean oil based stains by patting the
surface with a clean soft cloth damp-
ened in warmwater. Press a clean dry
cloth onto the surface to remove as
muchdampness as possible and then
let air dry.
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FLOOR MATS (if so equipped)

WARNING
To avoid potential pedal interference
that may result in a collision, injury or
death:
∙ NEVER place a floor mat on top of an-
other floor mat in the driver front po-
sition or install them upside down or
backwards.

∙ Use only Genuine NISSAN floor mats,
or equivalent floormats, that are spe-
cifically designed for use in your ve-
hicle model andmodel year.

∙ Properly position the mats in the
floorwell using the floormatposition-
ing hook. For additional information,
refer to "Floormat installation" in this
section.

∙ Make sure the floor mat does not in-
terfere with pedal operation.

∙ Periodically check the floor mats to
make sure they are properly installed.

∙ After cleaning the vehicle interior,
check the floor mats to make sure
they are properly installed.

The use of Genuine NISSAN floor mats can
extend the life of your vehicle carpet and
make it easier to clean the interior. Mats
should be maintained with regular clean-
ing and replaced if they become exces-
sively worn.

Floor mat installation
Your vehicle is equipped with floor mat po-
sitioninghook(s). Thenumber andshapeof
the floor mat positioning hooks for each
seating position varies depending on the
vehicle.

When installingGenuineNISSAN floormats,
follow the installation instructionsprovided
with the mat and the following:

1. With the ignition in theOFF position, the
shift lever in P (Park) position (Continu-
ously Variable Transmission models)
andwith the parking brake fully applied,
position the floormat in the floorwell so
that the floor mat grommet holes are
aligned with the hook(s).

2. Secure the grommet holes into the
hook(s) andensure that the floormat is
properly positioned.

3. Make sure the floormat does not inter-
fere with pedal operation.With the igni-
tion still in the OFF position, the shift
lever in the P (Park) position (Continu-
ously Variable Transmission models)
andwith theparkingbrakeapplied, fully
apply and release all pedals. The floor
mat must not interfere with pedal op-
eration or prevent the pedal from re-
turning to its normal position.

It is recommended that you visit a NISSAN
dealer for details about installing the floor
mats in your vehicle.

LAI2002

7-6 Appearance and care



The illustration shows the location of the
floor mat positioning hooks.

SEAT BELTS
The seat belts can be cleaned by wiping
them with a sponge dampened in a mild
soap solution. Allow the belts to dry com-
pletely in the shade before using them. For
additional information, refer to “Seat belt
maintenance” in the “Safety—Seats, seat
belts and supplemental restraint system”
section of this manual.

WARNING
Do not allow wet seat belts to roll up in
the retractor. NEVER use bleach, dye or
chemical solvents to clean the seat
belts, since these materials may se-
verely weaken the seat belt webbing.

CLEANING THE SEAT TRACKS

CAUTION
Periodically clean theseat tracks topre-
vent reduction of ability to move the
seats.

Clean periodically with a high-powered
vacuum cleaner. Dirt and debris may re-
duce the ability to adjust the seat. A wet
cleansing agent may be used if necessary.

MOST COMMON FACTORS
CONTRIBUTING TO VEHICLE
CORROSION
Most vehicle corrosion is caused by:

∙ The accumulation of moisture-
retaining dirt and debris in body panel
sections, cavities, and other areas.

∙ Damage to paint and other protective
coatings caused by gravel and stone
chips or minor traffic collisions.

ENVIRONMENTAL FACTORS
INFLUENCE THE RATE OF
CORROSION
Moisture
Accumulation of sand, dirt and water on
the vehicle body underside can accelerate
corrosion. Wet floor coverings will not dry
completely inside the vehicle and should
be removed for drying to avoid floor panel
corrosion.

Positioning hooks
LAI2003

CORROSION PROTECTION
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Relative humidity
Corrosion will be accelerated in areas of
high relative humidity, especially those ar-
eas where the temperatures stay above
freezing and where atmospheric pollution
exists and road salt is used.

Temperature
High temperatures accelerate the rate of
corrosion to those parts which are not well
ventilated.

Air pollution
Industrial pollution, the presence of salt in
the air in coastal areas, or heavy road salt
use accelerates the corrosion process.
Road salt also accelerates the disintegra-
tion of paint surfaces.

PROTECT YOUR VEHICLE FROM
CORROSION
∙ Wash and wax your vehicle often to
keep the vehicle clean.

∙ Always check for minor damage to the
paint and repair it as soon as possible.

∙ Keep drain holes at the bottom of the
doors open to avoid water accumula-
tion.

∙ Check the underbody for accumulation
of sand, dirt or salt. If present, washwith
water as soon as possible.

CAUTION
∙ NEVER remove dirt, sand or other de-
bris from the passenger compart-
ment by washing it out with a hose.
Remove dirt with a vacuumcleaner or
broom.

∙ Never allow water or other liquids to
come in contact with electronic com-
ponents inside the vehicle as thismay
damage them.

Chemicals used for road surface de-icing
are extremely corrosive. They accelerate
corrosion and deterioration of underbody
components such as the exhaust system,
fuel and brake lines, brake cables, floor pan
and fenders.

In winter, the underbody must be
cleaned periodically.

For additional protection against rust and
corrosion, which may be required in some
areas, it is recommended that you visit a
NISSAN dealer.
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When performing any inspection or main-
tenance work on your vehicle, always take
care to prevent serious accidental injury to
yourself or damage to the vehicle. The fol-
lowing are general precautions which
should be closely observed.

WARNING
∙ Park the vehicle ona level surface, ap-
ply the parking brake securely and
block the wheels to prevent the ve-
hicle from moving. Move the shift le-
ver to P (Park).

∙ Be sure the ignition switch is in the
OFF or LOCK position when perform-
ing any parts replacement or repairs.

∙ If youmust work with the engine run-
ning, keep your hands, clothing, hair
and tools away from moving fans,
belts and any other moving parts.

∙ It is advisable to secure or removeany
loose clothing and remove any jew-
elry, such as rings, watches, etc. be-
fore working on your vehicle.

∙ Alwayswear eyeprotectionwhenever
you work on your vehicle.

∙ Your vehicle is equippedwith anauto-
matic engine cooling fan. Itmay come
on at any time without warning, even
if the ignition switch is in the OFF po-
sition and the engine is not running.
To avoid injury, always disconnect the
negative battery cable before work-
ing near the fan.

∙ If you must run the engine in an en-
closedspacesuchasagarage,besure
there is proper ventilation for exhaust
gases to escape.

∙ Never get under the vehicle while it is
supported only by a jack. If it is neces-
sary to work under the vehicle, sup-
port it with safety stands.

∙ Keep smoking materials, flame and
sparks away from the fuel tank and
battery.

∙ Because the fuel lines on gasoline en-
gine models are under high pressure
even when the engine is off, it is rec-
ommended that you visit a NISSAN
dealer for service of the fuel filter or
fuel lines.

CAUTION
∙ Do not work under the hoodwhile the
engine is hot. Turn the engine off and
wait until it cools down.

∙ Avoid contact with used engine oil
and coolant. Improperly disposed en-
gine oil, engine coolant and/or other
vehicle fluids can damage the envi-
ronment. Always conform to local
regulations for disposal of vehicle
fluid.

∙ Never leave the engine or Continu-
ously Variable Transmission (CVT) re-
lated component harnesses discon-
nected while the ignition switch is in
the ON position.

∙ Never connect or disconnect the bat-
tery or any transistorized component
while the ignition switch is in the ON
position.

MAINTENANCE PRECAUTIONS
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This “Do-it-yourself ” section gives instruc-
tions regarding only those items which are
relatively easy for an owner to perform.

A Genuine NISSAN service manual is also
available. For additional information, refer
to “Owner’s Manual/Service Manual order
information” in the “Technical and con-
sumer information” section of this manual.

You should be aware that incomplete or
improper servicingmay result in operating
difficulties or excessive emissions, and
could affect warranty coverage. If in doubt
about any servicing, it is recommended
that youhave it doneby aNISSANdealer.
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VQ35DD engine
1. Power steering fluid reservoir
2. Engine coolant reservoir
3. Drive belt location
4. Fuse box
5. Engine oil filler cap
6. Brake fluid reservoir
7. Air cleaner
8. Fuse box
9. Fuse/Fusible link box
10. Battery
11. Engine oil dipstick
12. Radiator cap
13. Windshield-washer fluid reservoir

LDI3291

ENGINE COMPARTMENT CHECK
LOCATIONS
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The engine cooling system is filled at the
factory with a pre-diluted mixture of 50%
Genuine NISSAN Long Life
Antifreeze/Coolant (blue) and 50%water to
provide year-round antifreeze and coolant
protection. The antifreeze solution con-
tains rust and corrosion inhibitors. Addi-
tional engine cooling system additives are
not necessary.

WARNING
∙ Never remove the radiator or coolant
reservoir cap when the engine is hot.
Wait until the engineand radiator cool
down. Serious burns could be caused
by high pressure fluid escaping from
the radiator. For additional informa-
tion on precautions, refer to “If your
vehicle overheats” in the “In case of
emergency” section of this manual.

∙ The radiator is equipped with a pres-
sure type radiator cap. To prevent en-
gine damage, use only a Genuine
NISSAN radiator cap.

CAUTION
∙ Never use any cooling system addi-
tives suchas radiator sealer.Additives
may clog the cooling system and
cause damage to the engine, trans-
mission and/or cooling system.

∙ When adding or replacing coolant, be
sure to use only Genuine NISSAN Long
Life Antifreeze/Coolant (blue) or
equivalent. Genuine NISSAN Long Life
Antifreeze/Coolant (blue) is pre-
diluted to provide antifreeze protec-
tion to -34° F (-37° C). If additional
freeze protection is needed due to
weather where you operate your ve-
hicle, add Genuine NISSAN Long Life
Antifreeze/Coolant (blue) concen-
trate following the directions on the
container. If an equivalent coolant
other than Genuine NISSAN Long Life
Antifreeze/Coolant (blue) is used, fol-
low the coolant manufacturer’s in-
structions tomaintainminimumanti-
freezeprotection to -34° F (-37° C). The
use of other types of coolant solu-
tionsother thanGenuineNISSANLong
Life Antifreeze/Coolant (blue) or
equivalent may damage the engine
cooling system.

∙ The life expectancy of the factory-fill
coolant is 105,000 miles (168,000 km)
or 7 years. Mixing any other type of
coolant other than Genuine NISSAN
LongLifeAntifreeze/Coolant (blue) (or
equivalent coolant), including Genu-
ineNISSANLong Life Antifreeze/ Cool-
ant (green), or the use of non-distilled
water may reduce the life expectancy
of the factory-fill coolant. For addi-
tional information, refer to the "Main-
tenance and schedules" section of
this manual.

ENGINE COOLING SYSTEM
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CHECKING ENGINE COOLANT
LEVEL
Check the coolant level in the reservoir
when the engine is cold. If the coolant
level is below the MIN level �B , add coolant
to theMAX level�A . If the reservoir is empty,
check the coolant level in the radiator
when the engine is cold. If there is insuffi-
cient coolant in the radiator, fill the radiator
with coolant up to the filler opening and
also add it to the reservoir up to the MAX
level �A .

This vehicle containsGenuineNISSANLong
Life Antifreeze/Coolant (blue). The life ex-
pectancy of the factory-fill coolant is
105,000miles (168,000 km) or 7 years.Mixing
any other type of coolant or the use of
non-distilled water will reduce the life ex-
pectancy of the factory-fill coolant. For ad-
ditional information, refer to the "Mainte-
nance and schedules" section of this
manual.

If the cooling system frequently requires
coolant, have it checked. It is recom-
mended that you visit a NISSAN dealer
for this service.

For additional information on the location
of the engine coolant reservoir, refer to “En-
gine compartment check locations” in this
section.

CHANGING ENGINE COOLANT
A NISSAN dealer can change the engine
coolant. The service procedure can be
found in the NISSAN Service Manual.

Improper servicing can result in reduced
heater performance and engine over-
heating.

WARNING
∙ To avoid the danger of being scalded,
never change the coolant when the
engine is hot.

∙ Never remove the radiator or engine
coolant reservoir cap when the en-
gine is hot. Serious burns could be
caused by high pressure fluid escap-
ing from the radiator.

∙ Avoid direct skin contact with used
coolant. If skin contact is made, wash
thoroughly with soap or hand cleaner
as soon as possible.

∙ Keep coolant out of the reach of chil-
dren and pets.

Engine coolant must be disposed of prop-
erly. Check your local regulations.

LDI2860
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CHECKING ENGINE OIL LEVEL
1. Park the vehicle on a level surface and

apply the parking brake.

2. Start the engine and let it idle until it
reaches operating temperature.

3. Turn off the engine. Wait more than
10 minutes for the oil to drain back
into the oil pan.

4. Remove the dipstick and wipe it clean.
Reinsert it all the way.

5. Remove the dipstick again and check
the oil level. It should be between the H
(High) and L (Low) marks �B . This is the
normal operating oil level range. If the
oil level is below the L (Low) mark �A ,
remove the oil filler cap and pour rec-
ommended oil through the opening.
Do not fill oil level above H (High)
mark �C .

6. Recheck the oil level with the dipstick.

It is normal to add some oil between oil
maintenance intervals or during the
break-inperiod,dependingon thesever-
ity of operating conditions.

CAUTION
Oil level should be checked regularly.
Operating the engine with an insuffi-
cient amount of oil can damage the en-
gine, and such damage is not covered
by warranty.

CHANGING ENGINE OIL AND OIL
FILTER
For additional information on engine oil
and oil filter change, refer to the instruc-
tions outlined in this section.

Vehicle set-up
1. Park the vehicle on a level surface and

apply the parking brake.

2. Run the engine until it reaches operat-
ing temperature.

3. Turn the engine off andwait for 15min-
utes.

4. Raise and support the vehicle using a
suitable floor jack and safety jack
stands.

∙ Place the safety jack stands under the
vehicle jack-up points.

∙ A suitable adapter should be attached
to the jack stand saddle.

LDI3014 WDI0214

ENGINE OIL
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CAUTION
Make sure the correct lifting and sup-
port points are used to avoid vehicle
damage.

�1 Oil filler cap
LDI3357

�2 Oil drain plug
LDI3349
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Removal of engine protectors
1. Remove pins �A and right engine pro-

tector.

Engine oil and filter
1. Place a large drain pan under the drain

plug and oil filter.

2. Remove the oil filler cap.

3. Remove the drain plug with a wrench
by turning it counterclockwise and
completely drain the oil.

�3 Oil filter
LDI3350

�4 Right engine protector
LDI3355 LDI3356
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CAUTION
Be careful not to burn yourself, as the
engine oil is hot.

WARNING
∙ Prolonged and repeated contact with
used engine oil may cause skin
cancer.

∙ Try to avoid direct skin contact with
used oil. If skin contact is made, wash
thoroughly with soap or hand cleaner
as soon as possible.

∙ Keep used engine oil out of reach of
children.

4. Loosen the oil filter with an oil filter
wrench by turning it counterclockwise.
Remove the oil filter by turning it by
hand.

5. Wipe the engine oil filter mounting sur-
face with a clean rag.

CAUTION
Be sure to removeanyold gasketmate-
rial remaining on the sealing surface of
theengine.Failure todosocould lead to
an oil leak and engine damage.

∙ The dipstickmust be inserted in place
to prevent oil spillage from the dip-
stick hole when filling the enginewith
oil.

6. Coat the gasket on the new filter with
clean engine oil.

7. Screw in the oil filter clockwise until a
slight resistance is felt, then tighten ad-
ditionally more than 2/3 turn.

Oil filter tightening torque:
11 to 15 ft-lb (15.0 to 21.0 N·m)

8. Clean and re-install the drain plug with
a new washer. Securely tighten the
drain plug with a wrench. Do not use
excessive force.

Drain plug tightening torque:
22 to 29 ft-lb (29.4 to 39.2 N·m)

9. Refill the engine with the recom-
mended oil through the oil filler open-
ing, and install the oil filler cap securely.

For additional information about drain and
refill capacity, refer to “Recommended
fluids/lubricants and capacities” in the
“Technical and consumer information” sec-
tion of this manual. The drain and refill ca-
pacity depends on the oil temperature and
drain time. Use these specifications for ref-

erence only. Always use the dipstick to de-
termine the proper amount of oil in the
engine.

10. Start the engine and check for leakage
around the drain plug and the oil filter.
Correct as required. Turn the engine off
and wait more than 15 minutes. Check
the oil level with the dipstick. Add en-
gine oil if necessary.

After the operation
1. Reinstall engine protectors in reverse

order of removal.

2. Lower the vehicle carefully to the
ground.

3. Reset oil and oil filter maintenance re-
minder. For additional information, re-
fer to “Vehicle information display” in
the “Instruments and controls” section
of this manual.

∙ Dispose of waste oil and filter properly.

∙ Check your local regulations.
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CAUTION
∙ NISSAN recommends using Genuine
NISSAN CVT Fluid NS-3 (or equivalent)
ONLY in NISSAN CVTs. Do not mix with
other fluids.

∙ Do not use Automatic Transmission
Fluid (ATF) or manual transmission
fluid in a NISSAN CVT, as it may dam-
age the CVT. Damage caused by the
use of fluids other than as recom-
mended is not covered under
NISSAN’s New Vehicle Limited
Warranty.

∙ Using fluids that are not equivalent to
Genuine NISSAN CVT Fluid NS-3 may
alsodamage theCVT.Damage caused
by the use of fluids other than as rec-
ommended is not covered under
NISSAN’s New Vehicle Limited
Warranty.

When checking or replacement of CVT fluid
is required, it is recommended that you visit
a NISSAN dealer for this service.

Check the fluid level in the reservoir.

The fluid level should be checkedwhen the
fluid is cold at fluid temperatures of 32 to
86ºF (0 to 30ºC). The fluid level can be
checked with the level gauge which is at-
tached to the cap. To check the fluid level,
remove the cap. The fluid level should be
between the MAX �A and MIN �B lines.

If the fluid is below the MIN �B line, add
Genuine NISSAN E-PSF or equivalent. Re-
move the cap and fill through the opening.

WARNING
Power steering fluid is poisonous and
should be stored carefully in marked
containers out of the reach of children.

CAUTION
∙ DO NOT OVERFILL.

∙ Use of a power steering fluid other
than Genuine NISSAN E-PSF or
equivalent will prevent the power
steering system from operating
properly.

LDI2861

CONTINUOUSLY VARIABLE
TRANSMISSION (CVT) FLUID

POWER STEERING FLUID (PSF)
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WARNING
∙ Use only new fluid from a sealed con-
tainer. Old, inferior or contaminated
fluid may damage the brake system.
The use of improper fluids can dam-
age the brake system and affect the
vehicle’s stopping ability.

∙ Clean the filler cap before removing.

∙ Brake fluid is poisonous and should
bestoredcarefully inmarkedcontain-
ers out of reach of children.

CAUTION
Donot spill the fluid onanypainted sur-
faces. Thiswill damage thepaint. If fluid
is spilled, immediatelywash thesurface
with water.

Check the fluid level in the reservoir. If the
brake fluid is below the MIN line �B , the
brake warning light will illuminate. Add
brake fluid up to the MAX line �A . For addi-
tional information on brake fluid type, refer
to “Recommended fluids/lubricants and
capacities” in the “Technical and consumer
information” section of this manual.

If the brake fluid must be added frequently,
the brake system should be thoroughly
checked. It is recommended that you visit a
NISSAN dealer for this service.

WINDSHIELD-WASHER FLUID
RESERVOIR
Fill the windshield-washer fluid reservoir
periodically. Add windshield-washer fluid
when the “Low Washer Fluid” warning ap-
pears in the vehicle information display.

To fill the windshield-washer fluid reservoir,
lift the cap off the reservoir and pour the
windshield-washer fluid into the reservoir
opening.

LDI2147 LDI2583

BRAKE FLUID WINDSHIELD-WASHER FLUID
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Add a washer solvent to the washer for
better cleaning. In the winter season, add a
windshield-washer antifreeze. Follow the
manufacturer’s instructions for the mix-
ture ratio.

Refill the reservoir more frequently when
driving conditions require an increased
amount of windshield-washer fluid.

Recommended fluid is Genuine NISSAN
Windshield Washer Concentrate Cleaner &
Antifreeze or equivalent.

CAUTION
∙ Do not substitute engine antifreeze
coolant for windshield-washer fluid.
This may result in damage to the
paint.

∙ Donot fill thewindshield-washer fluid
reservoir with washer fluid concen-
trates at full strength. Some methyl
alcohol based washer fluid concen-
trates may permanently stain the
grille if spilled while filling the
windshield-washer fluid reservoir.

∙ Pre-mix washer fluid concentrates
with water to themanufacturer’s rec-
ommended levels before pouring the
fluid into the windshield-washer fluid
reservoir. Do not use the windshield-
washer fluid reservoir to mix the
washer fluid concentrate and water.
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Caution symbols for battery
WARNING

�1
No smoking, No exposed flames, No

Sparks
Do not expose the battery to electrical sparks, flames or smoking. Hydrogen gas generated by the

battery is explosive. Explosive gases can cause blindness or injury.

�2 Shield eyes Handle the battery cautiously. Always wear eye protection glasses to protect against explosion or
battery acid.

�3 Keep away from children Never allow children to handle the battery. Keep the battery out of the reach of children.

�4 Battery acid

Do not allow battery fluid to contact your skin, eyes, fabrics, or painted surfaces. Sulfuric acid can
cause blindness or severe burns. After touching a battery or battery cap, do not touch or rub your
eyes. Thoroughly wash your hands. If the acid contacts your eyes, skin or clothing, immediately

flush with water for at least 15 minutes and seek medical attention. Battery fluid is acid. If the bat-
tery fluid gets into your eyes or onto your skin, it could cause loss of your eyesight or burns.

�5 Note operating instructions Before handling the battery, read this instruction carefully to ensure correct and safe handling.

�6 Explosive gas Hydrogen gas generated by battery fluid is explosive. Explosive gases can cause blindness or
injury.

BATTERY
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∙ If the battery is labeled “donot open” it is
maintenance free and battery fluid
should not be checked. It is recom-
mended that you visit a NISSAN dealer
or a qualified specialist workshop to
confirm the battery’s performance.

∙ Keep the battery surface clean and dry.
Clean thebatterywith a solution of bak-
ing soda and water.

∙ Make certain the terminal connections
are clean and securely tightened.

∙ If the vehicle is not to be used for
30 days or longer, disconnect the nega-
tive (-) battery terminal cable to prevent
discharge.

NOTE:

Care should be taken to avoid situations
that can lead to potential battery dis-
chargeandpotential no-start conditions
such as:

1. Installation or extended use of elec-
tronic accessories that consumebat-
tery power when the engine is not
running (Phone chargers, GPS, DVD
players, etc.)

2. Vehicle is not driven regularly and/or
only driven short distances.

In these cases, the battery may need to
be charged tomaintain battery health.

WARNING
∙ Do not expose the battery to flames,
an electrical spark or a cigarette. Hy-
drogen gas generated by the battery
is explosive. Explosive gases can
causeblindnessor injury.Donotallow
battery fluid to contact your skin,
eyes, fabrics or painted surfaces. Sul-
furic acid can cause blindness or in-
jury. After touching a battery or bat-
tery cap, do not touch or rub your
eyes. Thoroughly wash your hands. If
the acid contacts your eyes, skin or
clothing, immediately flush with wa-
ter for at least 15 minutes and seek
medical attention.

∙ When working on or near a battery,
always wear suitable eye protection
and remove all jewelry.

∙ Battery posts, terminals and related
accessories contain lead and lead
compounds. Wash hands after
handling.

∙ Keep battery out of the reach of
children.

∙ Do not tip the battery.
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NOTE:

Do not try to open the top of the battery.

This battery is not equipped with remov-
able vent caps.

JUMP STARTING
If jump starting is necessary, refer to “Jump
starting” in the “In case of emergency” sec-
tion of this manual. If the engine does not
start by jump starting, the battery may
have to be replaced. It is recommended
that you visit a NISSAN dealer for this ser-
vice.

1. Crankshaft pulley
2. Drive belt automatic tensioner pul-

ley
3. Generator pulley
4. Air conditioner compressor pulley

WARNING
Be sure the ignition switch is placed in
the OFF or LOCK position before servic-
ing drive belt. The engine could rotate
unexpectedly.

1. Visually inspect the belt for signs of un-
usual wear, cuts, fraying or looseness. If
the belt is in poor condition or is loose,
have it replacedor adjusted. It is recom-
mended that you visit a NISSAN dealer
for this service.

2. Have the belt checked regularly for
condition and tension in accordance
with the maintenance schedule found
in the "Maintenance and schedules"
section of this manual.

LDI3302
VQ35DD engine

LDI2131

DRIVE BELT
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REPLACING SPARK PLUGS
Iridium-tipped spark plugs
It is not necessary to replace iridium-
tipped�A spark plugs as frequently as con-
ventional type spark plugs because they
last much longer. Follow the maintenance
log shown in the "Maintenance and sched-
ules" section of thismanual. Do not service
iridium-tipped spark plugs by cleaning or
regapping.

∙ Always replace spark plugs with rec-
ommended or equivalent ones.

WARNING
Be sure the engine and ignition switch
are off and that the parking brake is
engaged securely.

CAUTION
Be sure to use the correct socket to re-
move the spark plugs. An incorrect
socket can damage the spark plugs.

If replacement is required, it is recom-
mended that you visit a NISSAN dealer for
this service.

WARNING
∙ Operating the engine with the air
cleaner filter off can cause you or oth-
ers to be burned. The air cleaner filter
not only cleans the intake air, it also
stops the flame if the engine back-
fires. If the air cleaner is not installed
andtheenginebackfires,youcouldbe
burned. Never drive with the air
cleaner filter off. Be cautious working
on the engine when the air cleaner is
off.

SDI1895 LDI3015
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∙ Never pour fuel into the throttle body
or attempt to start the engine with
the air cleaner removed. Doing so
could result in serious injury.

To remove the filter from the air cleaner,
push the tabs �A and pull the cover up-
ward.

The viscous paper type filter element
should not be cleaned and reused. Replace
the air filter according to the maintenance
log shown in the "Maintenance and sched-
ules" section of this manual.

When replacing the air filter, wipe the inside
of the air cleaner housing and the cover
with a damp cloth.

NOTE:

After installing a new air cleaner, make
sure the air cleaner cover is seated in the
housing and latch the clips �A .

IN-CABIN MICROFILTER
The in-cabin microfilter restricts the entry
of airborne dust and pollen particles and
reduces some objectionable outside
odors. The filter is located behind the glove
box. For additional information, refer to the
"Maintenance and schedules" section of
this manual for change intervals.

If replacement is required, it is recom-
mended that you visit a NISSAN dealer for
this service.

CLEANING
If your windshield is not clear after using
the windshield-washer or if a wiper blade
chatterswhen running,wax or othermate-
rial may be on the blade or windshield.

Clean the outside of the windshield with a
washer solution or a mild detergent. Your
windshield is clean if beads do not form
when rinsing with clear water.

Clean each blade by wiping it with a cloth
soaked in a washer solution or a mild de-
tergent. Then rinse the blades with clear
water. If your windshield is still not clear
after cleaning the blades and using the
wiper, replace the blades.

CAUTION
Worn windshield wiper blades can
damage the windshield and impair
driver vision.

WINDSHIELDWIPER BLADES
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REPLACING
Replace the wiper blades if they are worn.

To replace the windshield wiper blades, fol-
low the procedure below:

1. Lift the wiper arm away from the wind-
shield.

2. Push the release tab �B .

3. Move the wiper blade �A down and re-
move.

4. Insert the new wiper blade onto the
wiper arm until it clicks into place.

5. Push wiper on to windshield.

CAUTION
∙ After wiper blade replacement, return
the wiper arm to its original position;
otherwise it may be damaged when
the hood is opened.

∙ Make sure the wiper blades contact
the glass; otherwise the armsmay be
damaged fromwind pressure.

If you wax the surface of the hood, be care-
ful not to let wax get into thewasher nozzle
�D . This may cause clogging or improper
windshield-washer operation. If wax gets
into the nozzle, remove it with a needle or
small pin �C .

LDI2757
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Rear window wiper blade
If checking or replacement is required, it is
recommended that you visit a NISSAN
dealer for this service.

If the brakes do not operate properly have
the brakes checked. It is recommended
that you visit a NISSAN dealer for this ser-
vice.

Self-adjusting brakes
Your vehicle is equippedwith self-adjusting
brakes.

The front and rear disc-type brakes self-
adjust every time the brake pedal is ap-
plied.

WARNING
Have your brake system checked if the
brake pedal height does not return to
normal. It is recommended that you
visit a NISSAN dealer for this service.

Brake pad wear indicators
The disc brake pads on your vehicle have
audible wear indicators. When a brake pad
requires replacement, a high pitched
scraping or screeching soundwill be heard
when the vehicle is inmotion. The noisewill
be heard whether or not the brake pedal is
depressed. Have the brakes checked as
soon as possible if the wear indicator
sound is heard.

Under some driving or climate conditions,
occasional brake squeak, squeal or other
noise may be heard. Occasional brake
noiseduring light tomoderate stops is nor-
mal and does not affect the function or
performance of the brake system.

Proper brake inspection intervals should
be followed. For additional information re-
garding brake inspections, refer to the ap-
propriate maintenance schedule informa-
tion in the "Maintenance and schedules"
section of this manual.

BRAKES
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If any electrical equipment does not oper-
ate, check for an open fuse.

Fuses are used in the passenger and en-
gine compartment. Spare fuses are pro-
vided and can be found in the passenger
compartment fuse box.

When installing a fusemake sure the fuse is
installed in the fuse box securely.

ENGINE COMPARTMENT

WARNING
Never use a fuse of higher or lower am-
perage rating than that specifiedon the
fuse box cover. This could damage the
electrical system or electronic control
units or cause a fire.

If any electrical equipment does not come
on, check for an open fuse.

1. Be sure the ignition switch and the
headlight switch are OFF.

2. Open the engine hood.

3. Remove the fuse box cover by pushing
the tab and lifting the cover up.

4. Remove the fuse with the fuse puller.
The fuse puller is located in the fuse
block in the passenger compartment.

LDI2385 LDI3117

FUSES

Do-it-yourself 8-21



5. If the fuse is open �A , replace it with a
new fuse �B .

6. If a new fuse also opens, have the elec-
trical systemcheckedand repaired. It is
recommended that you visit a NISSAN
dealer for this service.

Fusible links
If the electrical equipment does not oper-
ate and fuses are in good condition, check
the fusible links. If any of these fusible links
are melted, replace with only Genuine
NISSAN parts.

PASSENGER COMPARTMENT

WARNING
Never use a fuse of higher or lower am-
perage rating than that specifiedon the
fuse box cover. This could damage the
electrical system or electronic control
units or cause a fire.
If any electrical equipment does not oper-
ate, check for an open fuse.
1. Be sure the ignition switch and the

headlight switch are OFF.
2. Pull the fuse box cover to remove.
3. Remove the fuse with the fuse puller.

4. If the fuse is open �A , replace it with an
equivalent good fuse �B .

5. Reverse step 2 to reinstall the box
cover.

6. If a new fuse also opens, have the elec-
trical systemcheckedand repaired. It is
recommended that you visit a NISSAN
dealer for this service.

LDI0456 LDI3235 LDI0456
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CAUTION
Be careful not to allow children to swal-
low the battery or removed parts.

NISSAN INTELLIGENT KEY®
Replace the battery in the Intelligent Key as
follows:

1. Remove the mechanical key from the
Intelligent Key.

2. Insert a small flathead screwdriver �A
into the slit�B of the corner and twist it
to separate the upper part from the
lower part. Place a cloth over the
screwdriver to protect the casing.

LDI2001
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