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Please note that this manual 
applies to all models and 
explains all equipment, including 
options. Therefore, you may find 
explanations for equipment not 
installed on your vehicle and the 
illustrations used may differ from 
your vehicle.

All specifications provided in this 
manual are current at the time of 
printing. Over time, your vehicle 
may receive updates that modify 
the vehicle and make material in 
this manual incomplete and/or 
inaccurate. Because of Toyota’s 
interest in continual product 
improvement, Toyota reserves 
the right to make changes to this 
manual at any time without 
notice.

If Toyota chooses to update the 
manual, updated versions can 
be viewed by selecting your 
vehicle by model and year at the 
following URL or on your mobile 
device if you have access to the 
Toyota app.

www.toyota.com/owners

Approximately five hours after 
the engine is turned off, you 
may hear sound coming from 

under the vehicle for several 
minutes. This is the sound of a 
fuel evaporation leakage check 
and it does not indicate a mal-
function.

A wide variety of non-genuine 
spare parts and accessories for 
Toyota vehicles are currently 
available in the market. You 
should know that Toyota does 
not warrant these products and 
is not responsible for their per-
formance, repair, or replace-
ment, or for any damage they 
may cause to, or adverse effect 
they may have on, your Toyota 
vehicle.

This vehicle should not be modi-
fied with non-genuine Toyota 
products. Modification with non-
genuine Toyota products could 
affect its performance, safety or 
durability, and may even violate 
governmental regulations. In 
addition, damage or perfor-
mance problems resulting from 
the modification may not be cov-
ered under warranty.

Also, remodeling like this will 
have an effect on advanced 
safety equipment such as Toy-
ota Safety Sense 3.0 and there 
is a danger that it will not work 
properly or the danger that it 

For your information

Main Owner’s Manual

Noise from under vehicle 
after turning off the engine

Accessories, spare parts 
and modification of your 
Toyota
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may work in situations where it 
should not be working.

Installing electronic devices and 
radios increases the risk of 
cyber attacks through the 
installed parts, which may lead 
to unexpected accidents and 
leakage of personal informa-
tion. Toyota does not make any 
guarantees for problems caused 
by installing non-genuine Toyota 
products.

The installation of a mobile two-
way radio system in your vehicle 
could affect electronic systems 
such as:

 Multiport fuel injection sys-
tem/sequential multiport fuel 
injection system

 Toyota Safety Sense 3.0

 Anti-lock brake system

 Vehicle dynamics integrated 
management

 SRS airbag system

 Seat belt pretensioner system

Be sure to check with your Toy-
ota dealer for precautionary 
measures or special instructions 
regarding installation of a mobile 
two-way radio system.

This vehicle is equipped with 
sophisticated computers that 
record certain data regarding 
vehicle controls and operations.

■ Data recorded by the com-

puters*1

*1:The recorded data varies accord-
ing to the vehicle grade level and 
options with which it is equipped.

Certain data, such as the follow-
ing, is recorded depending on 
the operation timing and status 
of each function.

 Basic vehicle behavior related 
data (engine speed, accelera-
tor/brake pedal operation, 
vehicle speed, etc.)

 Operating state of the driving 
support systems (recorded 
during system operation, 
includes basic vehicle behav-
ior related data)

 Driving support system sen-
sor data

 Image data (images from the 
front, rear and side cam-

eras)*2

*2:The vehicle has multiple cam-
eras. For details on from which 
cameras images are recorded, 
contact your Toyota dealer.

 Location information

These computers do not record 
conversations, sounds, or 
images of the inside of the vehi-

Cyber Attack Risk

Installation of a mobile 
two-way radio system

Vehicle data recording
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cle.

Also, personal information which 
may be used to identify the 
owner of the vehicle (name, 
gender, age, etc.) is not 
recorded.

■ Usage of recorded data and 
personal information by the 
Toyota Safety Sense 3.0

The operating state of each sys-
tem, data from each sensor, 
image data (images from the 
front/rear cameras), and posi-
tion information is recorded by 
the Toyota Safety Sense 3.0 in 
the following situations. Toyota 
obtains this information when 
the vehicle is brought to the 
dealership or when sent to the 
Toyota servers.

 In certain collisions or colli-
sion-like situations

 When driving on roads with 
certain traffic situations, such 
as congestion, poor road sur-
faces, poor weather, etc.

 When driving on certain 
roads, such as roads which 
were recently opened or 
extended

 After the engine is started, for 
a certain amount of time

To learn more about the vehicle 
data collected, used and shared 
by Toyota, please visit www.toy-
ota.com/privacyvts/.

■ Data provision and use pur-
pose by third parties

Data recorded by the computers 
may be used for collision analy-
sis, malfunction diagnosis, auto-
mated driving, advanced safety 
and map related technologies 
(technology, product develop-
ment, product improvement, 
etc.) and products and services 
which use data (maps used for 
automated driving and 
advanced safety technologies, 
driving condition analysis, analy-
sis of the driving environment, 
such as road infrastructure, traf-
fic condition communication, 
etc. Herein referred to as “indi-
vidual services”.)

Also, this data may be used for 
customer support related to a 
collision, collision analysis or 
resolution.

In situations such as the follow-
ing, Toyota may disclose the 
recorded data to a third party:

 When the consent of the vehi-
cle owner (or the lessee if the 
vehicle is leased) has been 
given

 When officially requested by 
the police, a court of law or a 
government agency

 When it is to be used by Toy-
ota in a lawsuit

 When data is to be used 
research purposes after pro-
cessing so that the data is not 
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tied to a specific vehicle or 
vehicle owner

In addition to the above, Toyota 
may disclose the data recorded by 
the Toyota Safety Sense 3.0 to a 
third party in the following situa-
tions:

 When separate consent of the 
vehicle owner (or the lessee if 
the vehicle is leased) has 
been given. This includes sit-
uations when the user sub-
scribes to an individual 
service which is provided by a 
second party and uses vehi-
cle recorded data, where the 
provider has obtained the 
user’s consent for providing 
data to a third-party

 When providing data to a 
company involved in autono-
mous driving software, etc. for 
the purpose of research and 
development (technology, 
product development, prod-
uct improvement, etc.) of 
automated driving, advanced 
safety and map related tech-
nologies

 When providing image data 
and position information to a 
company involved in map cre-
ation, etc. for the purpose of 
research and development 
map related technologies

 When providing image data 
and position information to a 
local government for the pur-
pose of road maintenance, 

etc.

 When providing processed 
image data and position infor-
mation to traffic condition 
communication individual ser-
vices

 When providing image data 
from near a fire, or other area 
that emergency services are 
dispatched, to the fire depart-
ment of a local government 
which has entered a separate 
contract with Toyota

Image information recorded by the 
vehicle can be erased by your Toy-
ota dealer.

The image recording function can 
be disabled. However, if the function 
is disabled, data from when systems 
operate will not be available.

If you wish to stop the collection of 
Toyota Safety Sense 3.0 data by the 
Toyota servers for the purpose of 
research and development and pro-
vision to individual services, contact 
your Toyota dealer.

If your Toyota has Safety Con-
nect and if you have subscribed 
to those services, please refer to 
the Safety Connect Telematics 
Subscription Service Agreement 
for information on data collected 
and its usage.

 To learn more about the vehi-
cle data collected, used and 
shared by Toyota, please visit

Usage of data collected 
through Safety Connect 
(U.S.mainland only)
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www.toyota.com/privacyvts/.

The Magnuson-Moss Warranty 
Act, 15 U.S.C. s.2301 et seq., 
makes it illegal for motor vehicle 
manufacturers to void a motor 
vehicle warranty or deny war-
ranty coverage solely because 
an aftermarket or recycled part 
has been used to repair the 
vehicle or someone other than 
the authorized service provider 
performed service on the vehi-
cle. This provision does not 
apply to a new motor vehicle 
purchased solely for commercial 
or industrial use.

Under federal law, a manufac-
turer may deny warranty cover-
age and charge for repairs to a 
vehicle if it is discovered that an 
aftermarket or recycled part 
installed on the vehicle is defec-
tive or was installed incorrectly 
and caused damage to another 
part of the vehicle otherwise 
covered under warranty. The 
Federal Trade Commission 
requires that a manufacturer 
demonstrate that an aftermar-
ket or recycled part or service 
performed by a person other 
than an authorized service pro-
vider caused damage to another 
part of the vehicle otherwise 

covered under warranty before 
denying warranty coverage. 
Additionally, federal law allows a 
manufacturer to void a motor 
vehicle warranty or deny war-
ranty coverage if the manufac-
turer provides the article or 
service to consumers free of 
charge under the warranty or 
the manufacturer has secured a 
waiver from the Federal Trade 
Commission.

This vehicle is equipped with an 
event data recorder (EDR). The 
main purpose of an EDR is to 
record, in certain crash or near 
crash-like situations, such as an 
air bag deployment or hitting a 
road obstacle, data that will 
assist in understanding how a 
vehicle’s systems performed. 
The EDR is designed to record 
data related to vehicle dynamics 
and safety systems for a short 
period of time, typically 30 sec-
onds or less.

The EDR in this vehicle is 
designed to record such data 
as:
• How various systems in your 

vehicle were operating;
• Whether or not the driver and 

passenger safety belts were 
buckled/fastened;

• How far (if at all) the driver 
was depressing the accelera-
tor and/or brake pedal; and,

Statement on Warranty 
Coverage for Aftermarket 
and Recycled Parts (For 
U.S. Owners)

Event data recorder
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• How fast the vehicle was trav-
eling.

These data can help provide a 
better understanding of the cir-
cumstances in which crashes 
and injuries occur.

NOTE: EDR data are recorded 
by your vehicle only if a non-triv-
ial crash situation occurs; no 
data are recorded by the EDR 
under normal driving conditions 
and no personal data (e.g., 
name, gender, age, and crash 
location) are recorded. How-
ever, other parties, such as law 
enforcement, could combine the 
EDR data with the type of per-
sonally identifying data rou-
tinely acquired during a crash 
investigation.
To read data recorded by an 
EDR, special equipment is 
required, and access to the 
vehicle or the EDR is needed. In 
addition to the vehicle manufac-
turer, other parties, such as law 
enforcement, that have the spe-
cial equipment, can read the 
information if they have access 
to the vehicle or the EDR.

 Disclosure of the EDR data

Toyota will not disclose the data 
recorded in an EDR to a third party 
except when:

• An agreement from the vehicle’s 
owner (or the lessee for a leased 
vehicle) is obtained

• In response to an official request 
by the police, a court of law or a 

government agency

• For use by Toyota in a lawsuit

 However, if necessary, Toy-
ota may:

• Use the data for research on 
vehicle safety performance

• Disclose the data to a third party 
for research purposes without 
disclosing information about the 
specific vehicle or vehicle owner

The SRS airbag and seat belt 
pretensioner devices in your 
Toyota contain explosive chemi-
cals. If the vehicle is scrapped 
with the airbags and seat belt 
pretensioners left as they are, 
this may cause an accident such 
as fire. Be sure to have the sys-
tems of the SRS airbag and seat 
belt pretensioner removed and 
disposed of by a qualified ser-
vice shop or by your Toyota 
dealer before you scrap your 
vehicle.

Special handling may apply, See 
www.dtsc.ca.gov/
hazardouswaste/perchlorate.

Your vehicle has components 
that may contain perchlorate. 
These components may include 
airbags, seat belt pretension-
ers, and wireless remote control 
batteries.

Scrapping of your Toyota

Perchlorate Material
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The word “QR Code” is regis-
tered trademark of DENSO 
WAVE INCORPORATED in 
Japan and other countries.

“QR Code”

WARNING

■General precautions while 
driving

Driving under the influence: Never 
drive your vehicle when under the 
influence of alcohol or drugs that 
have impaired your ability to oper-
ate your vehicle. Alcohol and cer-
tain drugs delay reaction time, 
impair judgment and reduce coor-
dination, which could lead to an 
accident that could result in death 
or serious injury.
Defensive driving: Always drive 
defensively. Anticipate mistakes 
that other drivers or pedestrians 
might make and be ready to avoid 
accidents.
Driver distraction: Always give 
your full attention to driving. Any-
thing that distracts the driver, such 
as adjusting controls, talking on a 
cellular phone or reading can 
result in a collision with resulting 
death or serious injury to you, 
your occupants or others.

■General precaution regarding 
children’s safety

Never leave children unattended 
in the vehicle, and never allow 
children to have or use the key.
Children may be able to start the 
vehicle or shift the vehicle into 
neutral. There is also a danger 
that children may injure them-
selves by playing with the win-
dows, the moon roof, or other 
features of the vehicle. In addi-
tion, heat build-up or extremely 
cold temperatures inside the vehi-
cle can be fatal to children.
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Reading this manual

Explains symbols used in 
this manual.

Symbols in this manual

Symbols Meanings

WARNING:

Explains something 
that, if not obeyed, 
could cause death or 
serious injury to peo-
ple.

NOTICE:

Explains something 
that, if not obeyed, 
could cause dam-
age to or a malfunc-
tion in the vehicle or 
its equipment.

Indicates operating 
or working proce-
dures. Follow the 
steps in numerical 
order.

Symbols in illustrations

Symbols Meanings

Indicates the action 
(pushing, turning, 
etc.) used to operate 
switches and other 
devices.

Indicates the out-
come of an operation 
(e.g. a lid opens).

Symbols Meanings

Indicates the compo-
nent or position 
being explained.

Means Do not, Do 
not do this, or Do 
not let this happen.
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Pictorial index
■Exterior

The illustration represents the Double Cab models and may differ from the 
body shape of other models.

Tailgate................................................................................ P.137

Locking/unlocking ................................................................ P.137

Opening/closing the tailgate......................................... P.138, 139

Removing the tailgate .......................................................... P.143

Hood.................................................................................... P.522

Opening ............................................................................... P.522

Engine oil ............................................................................. P.615

Coping with overheating ...................................................... P.605

Windshield wipers.............................................................. P.238

Precautions for winter season.............................................. P.439

To prevent freezing (windshield wiper de-icer)*............ P.447, 453

Outside rear view mirrors ................................................. P.172

Adjusting the mirror angle .................................................... P.172

Folding the mirrors ............................................................... P.173
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Defogging the mirrors .................................................. P.445, 451

Fuel filler door .................................................................... P.241

Refueling method................................................................. P.241

Fuel type/fuel tank capacity ................................................. P.615

Side doors .......................................................................... P.130

Locking/unlocking ................................................................ P.130

Opening/closing the side windows....................................... P.174

Locking/unlocking by using the mechanical key .................. P.598

Warning messages .............................................................. P.568

Tires..................................................................................... P.532

Tire size/inflation pressure ........................................... P.532, 620

Winter tires/tire chains ......................................................... P.439

Checking/rotation/tire pressure warning system .................. P.532

Coping with flat tires............................................................. P.585

Side marker lights.............................................................. P.232

Headlights/daytime running lights ................................... P.232

Turn signal lights ............................................................... P.224

Parking lights ....................................................................... P.232

Headlights........................................................................... P.232

Turn signal lights ............................................................... P.224

Daytime running lights ......................................................... P.232

Parking lights ....................................................................... P.232

License plate lights............................................................ P.232

Tail lights............................................................................. P.232
Turn signal lights ............................................................... P.224
Stop lights
Back-up lights

Changing the shift position to R ................................... P.217, 221

Light bulbs of the exterior lights for driving
(Replacing method: P.556, Watts: P.622)
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Turn signal lights* .............................................................. P.224

Fog lights*........................................................................... P.235
*: If equipped
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■Instrument panel

Turn signal lever................................................................. P.224
Headlight switch ................................................................ P.232

Headlights/tail lights/license plate lights/
daytime running lights .......................................................... P.232

Fog lights*1........................................................................... P.235

Multi-information display ............................................ P.98, 107

Display ........................................................................... P.98, 107

When a warning message is displayed................................ P.579

Meters ............................................................................. P.88, 92

Reading the meters/
adjusting the instrument panel light ................................. P.88, 92

Warning lights/indicator lights ................................................ P.80

When a warning light turns on ............................................. P.568

Windshield wiper and washer switch............................... P.238

Usage................................................................................... P.238

Adding washer fluid.............................................................. P.531
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Warning messages .............................................................. P.579

Engine switch..................................................................... P.212

Starting the engine/changing the modes ............................. P.212

Emergency stop of the engine ............................................. P.560

When the engine will not start .............................................. P.596

Warning messages .............................................................. P.579

Multimedia system*2

Emergency flasher switch................................................. P.560

Shift lever.................................................................... P.217, 221

Changing the shift position........................................... P.218, 221

Precautions for towing ......................................................... P.563

When the shift lever does not move..................................... P.218

Air conditioning system ............................................ P.444, 449

Usage........................................................................... P.444, 449

Back window defogger................................................. P.445, 451

Tilt and telescopic steering lock release lever................ P.161

Adjustment ........................................................................... P.161

Hood lock release lever..................................................... P.522
*1: If equipped
*2:Refer to “MULTIMEDIA OWNER’S MANUAL”.
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■Switches

Headlight leveling dial ....................................................... P.234

Instrument panel light control switch .......................... P.91, 97

Automatic High Beam switch ........................................... P.235

VSC OFF switch ................................................................. P.422

AC 120V switch* ................................................................. P.483

Power tailgate opener switch* .......................................... P.139

Auxiliary switches*............................................................. P.488

Cargo lamp main switch.................................................... P.458

Power running boards switch*.......................................... P.134

Trailer brake control switch* ............................................. P.428
*: If equipped
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Parking brake switch ......................................................... P.225

Applying/releasing the parking brake................................... P.225

Precautions for winter season.............................................. P.440

Warning buzzer/messages........................................... P.228, 573

Brake hold switch .............................................................. P.229

Mode select switch* ................................... P.220, 402, 410, 413

Mode switch*

“TOW HAUL” switch*............................................................ P.220

“DRIVE MODE” switch*........................................................ P.402

“MTS” (Multi-terrain Select) switch*...................................... P.413

“DAC/CRAWL” switch* ......................................................... P.418

“iMT” (Intelligent Manual Transmission) switch*................... P.222

“ECT PWR” switch* .............................................................. P.220

Front-wheel drive control switch*..................................... P.404

Trailer Backup Guide switch*............................................ P.431

Camera switch*................................................................... P.358

Rear differential lock switch* ............................................ P.408

SDM
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(Stabilizer with Disconnection Mechanism) switch*....... P.426

Stop & Start cancel switch*............................................... P.302

“CLUTCH START” cancel switch* .................................... P.416
*: If equipped

Outside rear view mirror switches ................................... P.172

Door lock switches ............................................................ P.133

Power window switches.................................................... P.174

Window lock switch........................................................... P.176
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Meter control switches ................................................ P.99, 108

Phone switch*

Cruise control switches

Dynamic radar cruise control ............................................... P.284

Cruise control ....................................................................... P.294

LTA (Lane Tracing Assist) switch ..................................... P.264

Audio remote control switches*

Talk switch*

*: Refer to “MULTIMEDIA OWNER’S MANUAL”.
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■Interior

SRS airbags.......................................................................... P.37

Floor mats............................................................................. P.28

Front seats.......................................................................... P.153

Rear seats*.......................................................................... P.155

Head restraints................................................................... P.158

Seat belts .............................................................................. P.31

Inside lock buttons ............................................................ P.133

Console box ....................................................................... P.462

Cup holders ........................................................................ P.461

Bottle holders..................................................................... P.461

Assist grip .......................................................................... P.481
*: if equipped
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“SOS” button*....................................................................... P.70

Personal/interior lights...................................................... P.457

Power back window switch*.............................................. P.177

Moon roof switches* .......................................................... P.178

Vanity mirrors*.................................................................... P.488

Sun visors........................................................................... P.488

Inside rear view mirror* ..................................................... P.162

Digital Rear-view Mirror*.................................................... P.163
*: If equipped
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1-4. Theft deterrent system

Engine immobilizer system
.....................................75
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1-1.For safe use

Use only floor mats designed 
specifically for vehicles of the 
same model and model year as 
your vehicle. Fix them securely 
in place onto the carpet.
1 Insert the retaining hooks 

(clips) into the floor mat eye-
lets.

2 Turn the upper knob of each 
retaining hook (clip) to secure 
the floor mats in place.

Always align the  marks .

The shape of the retaining hooks 
(clips) may differ from that shown in 
the illustration.

Before driving

Observe the following 
before starting off in the 
vehicle to ensure safety of 
driving.

Installing floor mats

WARNING

Observe the following precau-
tions.
Failure to do so may cause the 
driver’s floor mat to slip, possibly 
interfering with the pedals while 
driving. An unexpectedly high 
speed may result or it may 
become difficult to stop the vehi-
cle. This could lead to an acci-
dent, resulting in death or serious 
injury.

■When installing the driver’s 
floor mat

●Do not use floor mats designed 
for other models or different 
model year vehicles, even if 
they are Toyota Genuine floor 
mats.

●Only use floor mats designed 
for the driver’s seat.

●Always install the floor mat 
securely using the retaining 
hooks (clips) provided.

●Do not use two or more floor 
mats on top of each other.

●Do not place the floor mat bot-
tom-side up or upside-down.
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 Vehicles without rear seats:
When the vehicle is subjected 
to a severe frontal or side 
impact or rollover, the preten-
sioners retract the seat belts 
of the front seats to securely 
restrain the occupants.
The pretensioners will not 
operate in minor frontal or 
side impacts, or rear impacts.

 Vehicles with rear seats:
When the vehicle is subjected 
to a severe frontal or side 
impact or rollover, the preten-
sioners retract the seat belts 
of the front seats and rear 
outer seats to securely 
restrain the occupants.
The pretensioners will not 
operate in minor frontal or 
side impacts, or rear impacts.

■Replacing the belt after the pre-
tensioner has been activated

If the vehicle is involved in multiple 
collisions, the pretensioner will acti-
vate for the first collision, but will not 

activate for the second or subse-
quent collisions.

■PCS-linked control
If the PCS (Pre-Collision System) 
determines that the possibility of a 
collision with a vehicle is high, the 
seat belt pretensioners will be pre-
pared to operate.

WARNING

■Adjustable shoulder anchor
Always make sure the shoulder 
belt is positioned across the cen-
ter of your shoulder. The belt 
should be kept away from your 
neck, but not falling off your shoul-
der. Failure to do so could reduce 
the amount of protection in an 
accident and cause death or seri-
ous injuries in the event of a sud-
den stop, sudden swerve or 
accident.

Seat belt pretensioners

WARNING

■Seat belt pretensioners
Observe the following precautions 
to reduce the risk of injury in the 
event of sudden braking or an 
accident.
Failure to do so may result in 
death or serious injury.

●Do not place anything, such as 
a cushion, on the front passen-
ger’s seat. Doing so will 
disperse the passenger’s 
weight, which prevents the sen-
sor from detecting the passen-
ger’s weight properly. As a 
result, the seat belt pretensioner 
for the front passenger’s seat 
may not operate in the event of 
a collision.

● If a pretensioner has operated, 
the SRS warning light will illumi-
nate. In this situation, the seat 
belt cannot be used and must 
be replaced by your Toyota 
dealer.
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SRS driver airbag/front passenger airbag
Help reduce impact to the head and chest of the driver and front 
passenger

SRS knee airbags
Help reduce impact to the driver and front passenger

SRS side airbags
Help reduce impact to the chest of the occupants of the front 
seats

SRS curtain shield airbags
• Help reduce impact to the heads of the occupants of the front and rear 

outer seats
• Can help prevent the occupants from being thrown from the vehicle in the 

event of a vehicle rollover

SRS airbags

The SRS airbags deploy when the vehicle is subjected to cer-
tain types of severe impact that may cause significant injury 
to the occupants. The airbags work together with the seat 
belts to help reduce the risk of death or serious injury.

SRS airbag system
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senger’s seat will not deploy if 
there is no passenger in the front 
passenger seat. However, the 
SRS airbags for the front passen-
ger’s seat may deploy, even if the 
seat is unoccupied, if luggage is 
put on the seat.

● In the event of an especially 
severe frontal collision, the left 
and right SRS curtain shield air-
bags may also deploy.

■The SRS airbags deploy in a 
side impact when

●The following SRS airbags will 
deploy in the event of an impact 
that exceeds the set threshold 
level (level of force corresponding 
to the impact force produced by 
an approximately 3300 lb. [1500 
kg] vehicle colliding with the pas-
senger compartment at a perpen-
dicular angle at an approximate 
speed of 12 - 18 mph [20 - 30 
km/h]):

• SRS side airbags
• SRS curtain shield airbags

● If the vehicle is involved in a roll-
over, the following SRS airbags 
will deploy:

• Both left and right SRS curtain 
shield airbags

■The SRS airbags deploy in an 
underside impact when

●The following airbags may deploy 
if the underside of the vehicle col-
lides with a hard object:

• SRS front airbags
• SRS knee airbags
• SRS side airbags
• SRS curtain shield airbags

●The following airbags may deploy 
if the vehicle becomes signifi-

cantly tilted or is strongly impacted 
by skidding into a curb, etc.:

• SRS curtain shield airbags

■The SRS side airbags will not 
deploy when

●The following SRS airbags will not 
normally deploy in side or rear col-
lisions, vehicle rollovers, or low 
speed frontal collisions. However, 
if such a collision causes sufficient 
sudden deceleration, the SRS air-
bags may deploy.

• SRS front airbags
• SRS knee airbags

●The following SRS airbags may 
not deploy if the vehicle is collided 
with at a certain angle or in a side 
collision where an area of the 
vehicle other than the passenger 
compartment is collided with:

• SRS side airbags
• SRS curtain shield airbags

●The following SRS airbags will not 
normally deploy in front or rear 
collisions, vehicle rollovers, or low 
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speed side collisions:
• SRS side airbags

●The following SRS airbags will not 
normally deploy in rear collisions, 
end over end vehicle rollovers, or 
low speed front or side collisions:

• SRS curtain shield airbags

■When to contact your Toyota 
dealer

In the following situations, the vehi-
cle will require inspection and/or 
repair. Contact your Toyota dealer 
as soon as possible.
●When any of the SRS airbags 

have been deployed
●When the front of the vehicle is 

damaged or deformed, or was 
involved in a collision that was not 
severe enough to cause any of 
the following SRS airbags to 
deploy:

• SRS front airbags
• SRS knee airbags

●When a door or its surrounding 

area is damaged, deformed or has 
had a hole made in it, or was 
involved in a collision that was not 
severe enough to cause any of 
the following SRS airbags to 
deploy:

• SRS side airbags
• SRS curtain shield airbags

●When the pad section of the steer-
ing wheel, the dashboard near the 
front passenger SRS airbag or the 
lower side of the instrument panel 
is scratched, cracked, or other-
wise damaged.

●When the surface of a seat with 
an SRS side airbag is scratched, 
cracked, or otherwise damaged.

●When the part of a front pillar, rear 
pillar or roof side rail garnish (pad-
ding) which covers a SRS curtain 
shield airbag is scratched, 
cracked, or otherwise damaged.

WARNING

■SRS airbag precautions
Observe the following precau-
tions. Failure to do so may result 
in death or serious injury.

WARNING

●The driver and all passengers 
must wear their seat belts cor-
rectly.
The SRS airbags are supple-
mental devices to be used with 
the seat belts.
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●Do not sit on the edge of the 
seat or lean against the dash-
board.

●Front seat occupants should 
never hold items on their lap.

●Do not allow a child to stand in 
front of the SRS front passenger 
airbag or sit on the lap of a front 
passenger.

●Do not lean against the door, 
roof side rail, or front, side, or 
rear pillar.

●Do not allow anyone to kneel on 
a seat toward the door or put 
their head or hands outside the 
vehicle.

●Do not attach anything to or 
lean anything against areas 
such as the dashboard, steering 
wheel pad and lower portion of 
the instrument panel.

WARNING

●Do not attach anything to areas 
such as the doors, windshield, 
side windows, front or rear pil-
lars, roof side rails and assist 
grips.

●Do not hang coat hangers or 
other hard objects on the coat 
hooks. These items could 
become projectiles if the SRS 
curtain shield airbags deploy, 
possibly leading to death or 
serious injury.
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● If a vinyl cover is attached to the 
area where the SRS knee air-
bag deploys, be sure to remove 
it.

●Do not use seat accessories 
which cover the parts from 
which the SRS airbags deploy, 
as they may interfere with infla-
tion of the SRS airbags. Such 
accessories may prevent the 
SRS airbags from deploying 
correctly, may disable the sys-
tem or cause the SRS airbags 
to inflate unintentionally, possi-
bly resulting in death or serious 
injury.

●Do not strike or apply significant 
force to the SRS airbag system 
components, front doors or their 
surrounding area.
Doing so may cause the SRS 
airbags to malfunction.

●Do not touch any components 
of the SRS airbags immediately 
after the SRS airbags have 
deployed (inflated) as they may 
be hot.

● If breathing becomes difficult 
after the SRS airbags have 
deployed, open a door or win-
dow to allow fresh air in, or 
leave the vehicle if it is safe to 
do so. Wash off any residue as 
soon as possible to prevent skin 
irritation.

● If a part where an SRS airbag is 
stored is damaged or cracked, 
have it replaced by your Toyota 
dealer.

●Do not place anything, such as 
a cushion, on the front passen-
ger’s seat. Doing so will 
disperse the passenger’s 
weight, which prevents the sen-
sor from detecting the passen-
ger’s weight properly. As a 
result, the SRS front airbags for 
the front passenger’s seat may 
not deploy in the event of a colli-
sion.

■Modification and disposal of 
SRS airbag system compo-
nents

Do not dispose of your vehicle or 
perform any of the following modi-
fications without consulting your 
Toyota dealer. The SRS airbags 
may malfunction or deploy unin-
tentionally, possibly leading to 
death or serious injury.

●Removal, installation, disas-
sembly or repair of the SRS air-
bags

●Repair, removal or modification 
of the following parts or their 
surrounding

• Steering wheel

• Instrument panel

WARNING

• Dashboard

• Seats

• Seat upholstery

• Front pillars

• Side pillars

• Rear pillars

• Roof side rails

• Front door panels

• Front door trim

• Front door speakers
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●Modifications to the front door 
panels (such as making holes in 
them)

●Repair or modification of the fol-
lowing parts or their surrounding

• Front fender

• Front bumper

• Sides of the vehicle interior

● Installation of the following parts 
or accessories

• Bull bars or kangaroo bars

• Snow plows

• Winches

• Roof luggage carriers

●Modifications to the vehicle’s 
suspension

● Installation of electronic devices 
such as mobile two-way radios 
(RF-transmitter) and CD players

●Modifications to your vehicle for 
a persons with a physical dis-
ability

Front passenger occupant classification system

Your vehicle is equipped with a front passenger occupant 
classification system. This system detects the conditions of 
the front passenger seat and activates or deactivates the fol-
lowing SRS airbags.

 SRS front passenger airbag

 SRS front passenger knee airbag
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SRS warning light

Front passenger’s seat belt reminder light

“AIR BAG OFF” indicator light

“AIR BAG ON” indicator light

■ Adult*1

System components

Front passenger occupant classification system condi-
tions and operation

Indicators/warning 
lights

“AIR BAG ON” and “AIR BAG 
OFF” indicator lights

“AIR BAG ON”

SRS warning light Off

Front passenger’s seat belt 
reminder light Off*2 or flashing*3

Devices
Front passenger airbag

Activated
Front passenger knee airbag
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■ Child*4

■ Child restraint system with infant*5

■ Unoccupied

■ System malfunction

Indicators/warning 
lights

“AIR BAG ON” and “AIR BAG 
OFF” indicator lights

“AIR BAG OFF” or 

“AIR BAG ON”*4

SRS warning light Off

Front passenger’s seat belt 
reminder light Off*2 or flashing*3

Devices
Front passenger airbag Deactivated or 

activated*4
Front passenger knee airbag

Indicators/warning 
lights

“AIR BAG ON” and “AIR BAG 
OFF” indicator lights “AIR BAG OFF”*6

SRS warning light Off

Front passenger’s seat belt 
reminder light Off*2 or flashing*3

Devices
Front passenger airbag

Deactivated
Front passenger knee airbag

Indicators/warning 
lights

“AIR BAG ON” and “AIR BAG 
OFF” indicator lights

“AIR BAG OFF”

SRS warning light

OffFront passenger’s seat belt 
reminder light

Devices
Front passenger airbag

Deactivated
Front passenger knee airbag

Indicators/warning 
lights

“AIR BAG ON” and “AIR BAG 
OFF” indicator lights

“AIR BAG OFF”

SRS warning light

OnFront passenger’s seat belt 
reminder light
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Exhaust gas precau-
tions

Harmful substance to the 
human body is included in 
exhaust gases if inhaled.

WARNING

Exhaust gases contain harmful 
carbon monoxide (CO), which is 
colorless and odorless. Observe 
the following precautions.
Failure to do so may cause 
exhaust gases to enter the vehicle 
and may lead to an accident 
caused by light-headedness, or 
may lead to death or a serious 
health hazard.

■ Important points while driving
●Vehicles with a power back win-

dow: Keep the back window 
closed.

● If you smell exhaust gases in 
the vehicle even when the back 
window (vehicles with a power 
back window) is closed, open 
the windows and have the vehi-
cle inspected at your Toyota 
dealer as soon as possible.

■When parking
● If the vehicle is in a poorly venti-

lated area or a closed area, 
such as a garage, stop the 
engine.

●Do not leave the vehicle with 
the engine running for a long 
time.
If such a situation cannot be 
avoided, park the vehicle in an 
open space and ensure that 
exhaust fumes do not enter the 
vehicle interior.

WARNING

●Do not leave the engine running 
in an area with snow build-up, 
or where it is snowing. If snow-
banks build up around the vehi-
cle while the engine is running, 
exhaust gases may collect and 
enter the vehicle.

■Exhaust pipe
The exhaust system needs to be 
checked periodically. If there is a 
hole or crack caused by corro-
sion, damage to a joint or abnor-
mal exhaust noise, be sure to 
have the vehicle inspected and 
repaired by your Toyota dealer.
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1-2.Child safety

Riding with children

Observe the following pre-
cautions when children are 
in the vehicle.
Use a child restraint system 
appropriate for the child, 
until the child becomes 
large enough to properly 
wear the vehicle’s seat belt.

�z It is recommended that chil-
dren sit in the rear seats to 
avoid accidental contact 
with the shift lever, wiper 
switch, etc.

�z Use the rear door child-pro-
tector lock (if equipped) or 
the window lock switch to 
avoid children opening the 
door while driving or operat-
ing the power window acci-
dentally. (�o P.133, 176)

�z Do not let small children 
operate equipment which 
may catch or pinch body 
parts, such as the power 
window, hood, tailgate, 
seats, etc.

WARNING

� When children are in the vehi-
cle

Never leave children unattended 
in the vehicle, and never allow 
children to have or use the key.
Children may be able to start the 
vehicle or shift the vehicle into 
neutral. There is also a danger 
that children may injure them-
selves by playing with the win-
dows or other features of the 
vehicle. In addition, heat build-up 
or extremely cold temperatures 
inside the vehicle can be fatal to 
children.
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Points to remember: P.52

Child restraint system: P.54

When using a child restraint sys-
tem: P.55

Child restraint system installa-
tion method
• Using an anchor bracket (for 

top tether strap): P.57, 59
• Fixed with a child restraint 

LATCH anchor: P.62
• Fixed with a seat belt: P.64

The laws of all 50 states of the 
U.S.A. as well as Canada now 
require the use of child restraint 
systems.

�z Prioritize and observe the 
warnings, as well as the laws 
and regulations for child 
restraint systems.

�z Use a child restraint system 
until the child becomes large 
enough to properly wear the 
vehicle’s seat belt.

�z Choose a child restraint sys-
tem that suits your vehicle 
and is appropriate to the age 
and size of the child.

Child restraint sys-
tems

Before installing a child 
restraint system in the vehi-
cle, there are precautions 
that need to be observed, 
different types of child 
restraint systems, as well 
as installation methods, 
etc., written in this manual.

Use a child restraint system 
when riding with a small child 
that cannot properly use a 
seat belt. For the child’s 
safety, install the child 
restraint system to a rear seat. 
Be sure to follow the installa-
tion method that is in the oper-
ation manual enclosed with 
the restraint system.

Table of contents

Points to remember

WARNING

� When a child is riding
Observe the following precau-
tions. 
Failure to do so may result in 
death or serious injury.

� For effective protection in auto-
mobile accidents and sudden 
stops, a child must be properly 
restrained, using a seat belt or 
child restraint system which is 
correctly installed. For installa-
tion details, refer to the opera-
tion manual enclosed with the 
child restraint system. General 
installation instruction is pro-
vided in this manual.

� Vehicles without rear seats: 
Toyota strongly urges the use of 
a proper child restraint system 
that conforms to the size of the 
child.
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WARNING

� Vehicles with rear seats: Toyota 
strongly urges the use of a 
proper child restraint system 
that conforms to the weight and 
size of the child, installed on the 
rear seat. According to accident 
statistics, the child is safer when 
properly restrained in the rear 
seat than in the front seat.

� Holding a child in your or some-
one else’s arms is not a substi-
tute for a child restraint system. 
In an accident, the child can be 
crushed against the windshield 
or between the holder and the 
interior of the vehicle.

� Handling the child restraint 
system

If the child restraint system is not 
properly fixed in place, the child or 
other passengers may be seri-
ously injured or even killed in the 
event of sudden braking, sudden 
swerving, or an accident.

� If the vehicle were to receive a 
strong impact from an accident, 
etc., it is possible that the child 
restraint system has damage 
that is not readily visible. In 
such cases, do not reuse the 
restraint system.

� Make sure you have complied 
with all installation instructions 
provided with the child restraint 
system manufacturer and that 
the system is properly secured.

� Keep the child restraint system 
properly secured on the seat 
even if it is not in use. Do not 
store the child restraint system 
unsecured in the passenger 
compartment.

� If it is necessary to detach the 
child restraint system, remove it 
from the vehicle.
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� Types of child restraint system installation methods

Confirm with the operation manual enclosed with the child restraint 
system about the installation of the child restraint system.

Child restraint system

Installation method Page

Anchor brackets (for 
top tether strap) attach-

ment*1
P.57

Anchor brackets (for 
top tether strap) attach-

ment*2
P.59
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*1:Vehicles without rear seats
*2:Vehicles with rear seats

� When installing a child 
restraint system to a front 
passenger seat

For the safety of a child, install 
child restraint systems to a rear 
seats. When installing child 
restraint system to a front pas-
senger seat is unavoidable, 
adjust the seat as follows and 
install the child restraint system.

�z Move the front seat fully rear-
ward.

�z Adjust the seatback angle to 
the most upright position.

When installing a forward-facing 
child seat, if there is a gap between 
the child seat and the seatback, 
adjust the seatback angle until 
good contact is achieved.

�z If the head restraint interferes 
with the child restraint system 
installation and the head 
restraint can be removed, 
remove the head restraint. 
Otherwise, put the head 
restraint in the upper most 
position.

Child restraint LATCH 

anchors attachment*2
P.62

Seat belt attachment P.64

Installation method Page

When using a child 
restraint system
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WARNING

� When using a child restraint 
system

Observe the following precau-
tions.
Failure to do so may result in 
death or serious injury.

� Never install a rear-facing child 
restraint system on the front 
passenger seat even if the “AIR 
BAG OFF” indicator light is illu-
minated. In the event of an acci-
dent, the force of the rapid 
inflation of the front passenger 
airbag can cause death or seri-
ous injury to the child if the rear-
facing child restraint system is 
installed on the front passenger 
seat.

� Vehicles without rear seats: A 
forward-facing child restraint 
system may be installed on the 
front passenger seat only when 
it is unavoidable. Adjust the 
seatback as upright as possible 
and always move the seat as far 
back as possible even if the 
“AIR BAG OFF” indicator light is 
illuminated, because the front 
passenger airbag could inflate 
with considerable speed and 
force. Otherwise, the child may 
be killed or seriously injured.

� Vehicles with rear seats: A for-
ward-facing child restraint sys-
tem may be installed on the 
front passenger seat only when 
it is unavoidable. A child 
restraint system that requires a 
top tether strap should not be 
used in the front passenger seat 
since there is no top tether strap 
anchor for the front passenger 
seat.

� A forward-facing child restraint 
system may be installed on the 
front passenger seat only when 
it is unavoidable. When install-
ing a forward-facing child 
restraint system on the front 
passenger seat, adjust the seat-
back angle to the most upright 
position, move the seat to the 
rearmost position, and raise the 
seat to the upper most position, 
even if the “AIR BAG OFF” indi-
cator light is illuminated.
If the head restraint interferes 
with the child restraint system 
installation and the head 
restraint can be removed, 
remove the head restraint.
If the head restraint cannot be 
removed, raise it to the upper-
most position.
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� Anchor brackets (for top 
tether strap)

Anchor brackets are provided 
for passenger seat.

Use anchor brackets when fix-
ing the top tether strap.

WARNING

� Do not allow the child to lean 
his/her head or any part of 
his/her body against the door or 
the area of the seat, front or rear 
pillars, or roof side rails from 
which the SRS side airbags or 
SRS curtain shield airbags 
deploy even if the child is 
seated in the child restraint sys-
tem. It is dangerous if the SRS 
side and curtain shield airbags 
inflate, and the impact could 
cause death or serious injury to 
the child.

� When a booster seat is 
installed, always ensure that the 
shoulder belt is positioned 
across the center of the child’s 
shoulder. The belt should be 
kept away from the child’s neck, 
but not so that it could fall off the 
child’s shoulder.

� Use child restraint system suit-
able to the age and size of the 
child and install it to the rear 
seat.

� Vehicles with rear seats: If the 
driver’s seat interferes with the 
child restraint system and pre-
vents it from being attached cor-
rectly, attach the child restraint 
system to the right-hand rear 
seat.

� Vehicles with rear seats: Adjust 
the front passenger seat so that 
it does not interfere with the 
child restraint system.

Using an anchor bracket 
(for top tether strap) [vehi-
cles without rear seats]



571-2. Child safety

Owners Manual_USA_M04041_en

1

F
or safety and security

Anchor brackets

Top tether strap

� Fixing the top tether strap 
to the anchor bracket

Install the child restraint system 
in accordance to the operation 
manual enclosed with the child 
restraint system.
1 Remove the head restraint. 

(�o P.159)

2 Remove the anchor bracket 
cover.

Store the removed cover in a safe 
place such as the glove box.

3 Place the child restraint sys-
tem on the seat facing the 
front of the vehicle.

4 Secure the child restraint 
system using the seat belt.

5 Latch the hook onto the 
anchor bracket and tighten 
the top tether strap.

Make sure the top tether strap is 
securely latched.

6 If the head restraint does not 
interfere with the child 
restraint system installation, 
install the head restraint.

� Laws and regulations pertain-
ing to anchors

The LATCH system conforms to 
FMVSS225 or CMVSS210.2. 
Child restraint systems conforming 
to FMVSS213 or CMVSS213 speci-
fications can be used. 
This vehicle is designed to conform 
to SAE J1819.
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restraint system.

� Rear-facing �• Infant 
seat/convertible seat

1 Place the child restraint sys-
tem on the rear seat facing 
the rear of the vehicle.

2 Run the seat belt through the 
child restraint system and 
insert the plate into the 
buckle. Make sure that the 
belt is not twisted.

3 Fully extend the shoulder belt 
and allow it to retract to put it 

in lock mode. In lock mode, 
the belt cannot be extended.

4 While pushing the child 
restraint system down into 
the rear seat, allow the shoul-
der belt to retract until the 
child restraint system is 
securely in place.

After the shoulder belt has 
retracted to a point where there is 
no slack in the belt, pull the belt to 
check that it cannot be extended.

5 After installing the child 
restraint system, rock it back 
and forth to ensure that it is 
installed securely. (�o P.68)

� Forward-facing �• Convert-
ible seat

Before installing the child 
restraint to the rear seat:

If the child restraint has a top 
tether strap, install the top tether 
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1-3.Emergency assistance

*: If equipped

Microphone

“SOS” button

LED light indicators

� Certification
�o P.688

Subscribers have the following 
Safety Connect services avail-
able:

�z Automatic Collision Notifica-

tion*

Helps drivers receive necessary 
response from emergency service 
providers. (�o P.72)
*: U.S. Patent No. 7,508,298 B2

�z Stolen Vehicle Location

Helps drivers in the event of vehicle 
theft. (�o P.72)

�z Emergency Assistance Button 
(“SOS”)

Safety Connect *

Safety Connect is a sub-
scription-based telematics 
service that uses Global 
Positioning System (GPS) 
data and embedded cellular 
technology to provide 
safety and security fea-
tures to subscribers. Safety 
Connect is supported by 
Toyota’s designated 
response center, which 
operates 24 hours per day, 7 
days per week.

Safety Connect service is 
available by subscription on 
select, telematics hardware-
equipped vehicles.

By using the Safety Con-
nect service, you are agree-
ing to be bound by the 
Telematics Subscription 
Service Agreement and its 
Terms and Conditions, as in 
effect and amended from 
time to time, a current copy 
of which is available at Toy-
ota.com. All use of the 
Safety Connect service is 
subject to such then-appli-
cable Terms and Condi-
tions.

System components

Services
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turned to ON, the red indicator 
light comes on for 2 seconds 
then turns off. Afterward, the 
green indicator light comes on, 
indicating that the service is 
active.

The following indicator light pat-
terns indicate specific system 
usage conditions:

� Green
• After “IGNITION ON”, the 

Green and Red LED are 
repeatedly flashing

• Only the Green LED is illumi-
nated when the operation is 
normally ready

� Red
• After “IGNITION ON”, the 

Green and Red LED are 
repeatedly flashing

• Turns off when the system is 
operating normally

• Illuminates when the mobile-
phone battery needs to be 
replaced.

• Illuminates in diagnostic 
mode to indicate a DTC

• Illuminates in diagnostic 
mode to indicate a specific 
vehicle history (RoB).

� Automatic Collision Notifi-
cation

In case of either airbag deploy-
ment or severe rear-end colli-
sion, the system is designed to 
automatically call the response 

center. The responding agent 
receives the vehicle’s location 
and attempts to speak with the 
vehicle occupants to assess the 
level of emergency. If the occu-
pants are unable to communi-
cate, the agent automatically 
treats the call as an emergency, 
contacts the nearest emer-
gency services provider to 
describe the situation, and 
requests that assistance be sent 
to the location.

� Stolen Vehicle Location

If your vehicle is stolen, Safety 
Connect can work with local 
authorities to assist them in 
locating and recovering the 
vehicle. After filing a police 
report, call the Safety Connect 
response center at 1-800-331-
4331 in the United States, 1-
877-855-8377 in Puerto Rico or 
1-888-869-6828 in Canada, and 
follow the prompts for Safety 
Connect to initiate this service.

In addition to assisting law 
enforcement with recovery of a 
stolen vehicle, Safety-Connect-
equipped vehicle location data 
may, under certain circum-
stances, be shared with third 
parties to locate your vehicle. 
Further information is available 
at Toyota.com.

� Emergency Assistance But-
ton (“SOS”)

In the event of an emergency on 
the road, push the “SOS” button 

Safety Connect services









751-4. Theft deterrent system

Owners Manual_USA_M04041_en

1

F
or safety and security

*: If equipped

� Items to check before lock-
ing the vehicle

To prevent unexpected trigger-
ing of the alarm and vehicle 
theft, make sure of the following:

�z Nobody is in the vehicle.

�z The windows and the moon 
roof (if equipped) are closed 
before the alarm is set.

�z No valuables or other per-
sonal items are left in the 
vehicle.

� Setting

Close the doors and hood, and 
lock all the doors. The system 
will be set automatically after 30 

seconds.

The indicator light changes from 
being on to flashing when the sys-
tem is set.

� Deactivating or stopping

Do one of the following to deac-
tivate or stop the alarms:

�z Unlock the doors.

�z Turn the engine switch to 
ACC or ON, or start the 
engine. (The alarm will be 
deactivated or stopped after a 
few seconds.)

� Setting the alarm
The alarm can be set if all the doors 
are closed even with the hood 
and/or tailgate open.

� System maintenance
The vehicle has a maintenance-free 
type alarm system.

� Triggering of the alarm
The alarm may be triggered in the 
following situations: 
(Stopping the alarm deactivates the 
alarm system.)
� The doors are unlocked using the 

mechanical key.

Alarm *

The alarm uses light and 
sound to give an alert when 
an intrusion is detected. 
The alarm is triggered in the 
following situations when 
the alarm is set:

�z A locked door or tailgate is 
unlocked or opened in any 
way other than using the 
entry function or wireless 
remote control. (The doors 
will lock again automati-
cally.)

�z The hood is opened.

Setting/deactivating/stop-
ping the alarm system
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2-1.Instrument cluster

For the purpose of explanation, the following illustrations display all 
warning lights and indicators illuminated.

� Vehicles with 7-inch display

The units used on the meters and some indicators may differ depending on 
the target region.

� Vehicles with 12.3-inch display

The meter type can be changed on “  Settings” of the multi-infor-

mation display. (�o P.115)

Warning lights and indicators

The warning lights and indicators on the instrument cluster, 
overhead console and outside rear view mirrors inform the 
driver of the status of the vehicle’s various systems.

Instrument cluster
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Warning lights inform the driver 
of malfunctions in the indicated 
vehicle’s systems.

Warning lights

(U.S.A.)

Brake system warn-

ing light*1 (�o P.568)

(Canada)
(Red)

Brake system warn-

ing light*1 (�o P.568)

(Yellow)

Brake system warn-

ing light*1 (�o P.568)

High coolant tempera-

ture warning light*2 
(�o P.568)
Charging system 

warning light*2 
(�o P.569)
Low engine oil pres-

sure warning light*2 
(�o P.569)

(U.S.A.)

Malfunction indicator 

lamp*1 (�o P.569)

(Canada)

Malfunction indicator 

lamp*1 (�o P.569)

SRS warning light*1 
(�o P.569)

(U.S.A.)

ABS warning light*1 
(�o P.570)

(Canada)

ABS warning light*1 
(�o P.570)

(Red)

Electric power steer-
ing system warning 

light*1 (�o P.570)

(Yellow)

Electric power steer-
ing system warning 

light*1 (�o P.570)

(Flashes or 
illuminates)

PCS warning light*1 
(�o P.570)

(Yellow)

LDA indicator 
(�o P.570)

(Yellow)

LTA indicator 
(�o P.571)

Driving assist informa-

tion indicator*1 (if 
equipped) (�o P.571)

(Yellow)

PDA indicator (if 
equipped) (�o P.571)

(Yellow)

Dynamic radar cruise 
control indicator 
(�o P.571)

(Yellow)

Cruise control indica-
tor (�o P.572)

(Flashes)

Stop & Start cancel 

indicator*1 (if 
equipped) (�o P.572)

(Flashes)

Intuitive parking assist 

OFF indicator*1 (if 
equipped) (�o P.572)

Slip indicator light*1 
(�o P.572)
Inappropriate pedal 
operation warning 

light*2 (�o P.573)
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The indicators inform the driver 
of the operating state of the 
vehicle’s various systems.

Indicators

Turn signal indicator 
(�o P.224)

(U.S.A.)

Headlight indicator 
(�o P.232)

(Canada)

Tail light indicator 
(�o P.232)

Headlight high beam indi-
cator (�o P.234)

AHB indicator (�o P.235)

Front fog light indicator (if 
equipped) (�o P.235)

PCS warning light*1, 2 
(�o P.263)

(*3)

Dynamic radar cruise 
control indicator 
(�o P.284)

(*3)

Cruise control indicator 
(�o P.294)

(*3)

LDA indicator (�o P.273)

LDA OFF indicator 
(�o P.273)

(*3)

LTA indicator (�o P.268)

Driving assist information 

indicator*1, 2 (if equipped) 
(�o P.309, 322, 328, 332)

(*3)

PDA indicator (if 
equipped) (�o P.279)

Intuitive parking assist 

detection indicator*4 (if 
equipped) (�o P.316)
Intuitive parking assist 

OFF indicator*1, 2 (if 
equipped) (�o P.316)

(Flashes)

Slip indicator light*2 
(�o P.422)

VSC OFF indicator*1, 2 
(�o P.422)

Smart key system indica-

tor*5 (�o P.212)
Outside rear view mirror 

indicators*6 (if equipped) 
(�o P.309, 323)

Stop & Start indicator*1 (if 
equipped) (�o P.302)
Stop & Start cancel indi-

cator*1, 2 (if equipped) 
(�o P.303)
Brake hold standby indi-

cator*2 (�o P.229)

Brake hold operated indi-

cator*2 (�o P.229)

Security indicator*7 
(�o P.75, 76)

Low outside temperature 

indicator*8 (�o P.89, 95)

(U.S.A.)

Parking brake indicator 
(�o P.225)

(Canada)

Parking brake indicator 
(�o P.225)







88 2-1. Instrument cluster

Owners Manual_USA_M04041_en

The units used on the meter and display may differ depending on the target 
region.

Engine coolant temperature gauge
Displays the engine coolant temperature.

Outside temperature (�o P.89)

Analog meter

The dial type of analog meter can be changed on  of the multi-informa-

tion display. (�o P.636)
Tachometer: Displays the engine speed in revolutions per minute.
Analog speed meter: Displays the vehicle speed.

Digital speedometer
Displays the vehicle speed.

Shift position and shift range indicator
Displays the selected shift position or selected shift range. (�o P.217, 221)

Clock (�o P.91)
Automatically adjusts the time by using the GPS time information (GPS 
clock). For details, refer to “MULTIMEDIA OWNER’S MANUAL”.

Gauges and meters (7-inch display)

The meters display various drive information.

Meter display
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Fuel gauge
Displays the quantity of fuel remaining in the tank.
In the following situations, the actual quantity of fuel remaining in the tank 
may not be displayed correctly. Refer to P.90 if the actual quantity of fuel 
remaining in the tank is not displayed correctly.
• A small amount of fuel is added.
• Fuel is added with the fuel gauge near or at “F”.
• The vehicle is stopped on an uneven surface, such as a slope.
• The vehicle is driven on a slope or around a curve.

Distance to empty
Displays driving range with remaining fuel. (�o P.90)

Multi-information display
Presents the driver with a variety of vehicle data. (�o P.98)
Displays warning messages if a malfunction occurs. (�o P.579)

Odometer and distance until next engine oil change display
Odometer:
Displays the total distance the vehicle has been driven.
Distance until next engine oil change:
Displays the distance the vehicle can be driven until an oil change is neces-
sary.
The distance until the next engine oil change will also be displayed in the 
following situations:
• When the engine switch is turned to ON.
• When a warning message indicating that oil maintenance should be per-

formed soon or is required is displayed.
• Resetting: �o P.526

� The meters and display illumi-
nate when

The engine switch is in ON.

� When the drive mode is 
changed

Background color is changed follow-
ing the selected driving mode. 
(�o P.402)

� If the units of measure for 
speedometer can be changed

The other units of measure is also 
displayed as shown in the illustra-
tions.

� Outside temperature display
� Displays the outside temperature 

within the range of -40°F (-40°C) 
to 140°F (60°C).

� When the outside temperature is 
approximately 37°F (3°C) or 

lower, the indicator  will flash 
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� Locations of gauges and meters

The meter type can be changed on“  Settings” of the multi-infor-

mation display.(�o P.115)

�X Type 1/Type 2

The units of measure may differ depending on the intended destination of 
the vehicle.

Multi-information display
Presents the driver with a variety of vehicle data. (�o P.107)
Displays warning messages if a malfunction occurs. (�o P.568)

Outside temperature (�o P.95)

Analog meter (Type 2 only)

The dial type of analog meter can be changed on “  Settings” of the multi-

information display.(�o P.115)
Tachometer: Displays the engine speed in revolutions per minute.
Analog speedometer: Displays the vehicle speed.

Digital speedometer
Displays the vehicle speed.

Gauges and meters (12.3-inch display)

The meters display various drive information.

Meter display
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• Fuel is added with the fuel gauge near or at “F”.
• The vehicle is stopped on an uneven surface, such as a slope.
• The vehicle is driven on a slope or around a curve.

Engine coolant temperature gauge
Displays the engine coolant temperature.

Odometer and distance until next engine oil change display
Odometer:
Displays the total distance the vehicle has been driven.
Distance until next engine oil change:
Displays the distance the vehicle can be driven until an oil change is neces-
sary.
The distance until the next engine oil change will also be displayed in the 
following situations:
• When the engine switch is turned to ON.
• When a warning message indicating that oil maintenance should be per-

formed soon or is required is displayed.
• Resetting: �o P.526

� The meters and display illumi-
nate when

The engine switch is in ON.

� When the drive mode is 
changed

Background color is changed follow-
ing the selected driving mode. 
(�o P.402)

� If the units of measure for 
speedometer can be changed

The other units of measure is also 
displayed as shown in the illustra-
tions.

Type 1/Type 2

Type 3

� Outside temperature display
� Displays the outside temperature 

within the range of -40°F (-40°C) 
to 140°F (60°C).

� When the outside temperature is 
approximately 37°F (3°C) or 

lower, the indicator  will flash 
for approximately 10 seconds, 
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Displays the average fuel con-
sumption since the vehicle was 
refueled.

� Eco Driving Indicator/Dis-
tance to empty

�z Eco Driving Indicator

Eco Driving Indicator Zone 
Display

Suggests the Zone of Eco driving 
with current Eco driving ratio based 
on acceleration.

Eco driving ratio based on 
acceleration

If the acceleration exceeds the 
Zone of Eco driving, the right side 
of the Eco Driving Indicator Zone 
Display will illuminate.

Zone of Eco driving

�z Distance to empty

Displays the driving range with 
remaining fuel. (�o P.90)

� Distance to empty
� This distance is computed based 

on your average fuel consump-
tion. As a result, the actual dis-
tance that can be driven may differ 
from that displayed.

� When only a small amount of fuel 
is added to the tank, the display 
may not be updated. When refuel-
ing, turn the engine switch to OFF. 

If the vehicle is refueled without 
turning the engine switch to OFF, 
the display may not be updated.

� When “Refuel” is displayed, the 
remaining fuel amount is low and 
the distance that can be driven 
with the remaining fuel cannot be 
calculated. Refuel immediately.

� Driving support system 
information

Select to display the operational 
status of the following systems:

�z LDA (Lane Departure Alert) 
(�o P.269)

�z LTA (Lane Tracing Assist) 
(�o P.264)

�z Dynamic radar cruise control 
(�o P.284)

�z Cruise control (�o P.294)

�z PCS (Pre-Collision System) 
(�o P.253)

�z PDA (Proactive driving assist) 
(if equipped) (�o P.275)

� Navigation system-linked 
display

Select to display the following 
navigation system-linked infor-
mation:

�z Route guidance to destination

�z Compass display (heading-up 
display)

Driving support system 
information display
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The operating conditions of the 
audio system can be displayed 
on the multi-information display.

� Trailer brake (if equipped)

Displays trailer brake control 
status (�o P.428) and trailer 

type*.

*: To select the trailer, press and 

hold the  meter control switch. 

(�o P.99)

� Trailer Mode BSM (if 
equipped)

Displays trailer length* and 
trailer blind spot status 
(�o P.309).

*: To select the trailer, press and 

hold the  meter control switch. 

(�o P.99)

� Drive information

2 items that are selected using 
the “Drive Info Items” setting 
(average speed, distance and 
total time) can be displayed ver-
tically.

Use the displayed information as a 
reference only.

Following items will be displayed.
• “Average Speed”: Displays 

the average vehicle speed 

since engine start*

• “Distance”: Displays the dis-
tance driven since engine 

start*

• “Total Time”: Displays the 
elapsed time since engine 

start*

*: These items are reset each time 
the engine stops.

� Trip information

2 items that are selected using 
the “TRIP A Items” or “TRIP B 
Items” setting (average speed, 
distance and total time) can be 
displayed vertically.

Use the displayed information 
as a reference only.
• “Average Speed”: Displays 

the average vehicle speed 

since the display was reset*

• “Distance”: Displays the dis-
tance driven since the display 

was reset*

• “Total Time”: Displays the 
elapsed time since the display 

was reset*

*: To reset, display the desired item 
and press and hold the meter 
control switch.

� Tire inflation pressure

Displays inflation pressure of 
each tire.

Audio system-linked dis-
play

Vehicle information dis-
play
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Trailer Backup Guide and Trailer 
Mode BSM)

Deselect the currently 
selected trailer

• Used when a 4-pin trailer connec-
tor has been disconnected. (4-pin 
trailer connector disconnection 
cannot be automatically detected 
by Trailer Brake Controller)

Edit the parameters of a 
saved trailer (name, length, 
hitch type, brake type and 
number of axles)

• The parameters which can be 
edited depend on which of the 
trailer systems are installed on 
the vehicle (Trailer Brake Control-
ler, Trailer Backup Guide and 
Trailer Mode BSM)

Delete a saved trailer

�z Trailer detail screen

Displays the name of the cur-
rent trailer which is being 
added or edited.

Change the name of the 
trailer.

Change the hitch type of the 
trailer between ball hitch 
(conventional), gooseneck or 
fifth wheel. Note that goose-

neck and fifth wheel trailers 
are not supported for some 
features (Trailer Backup 
Guide and Trailer Mode 
BSM)

Change the length of the 
trailer. If the exact length is 
not listed, round up the actual 
length of the trailer to the 
closest available value.

“Auto” length detection can also be 
selected.

Change the number of axles.

Change the brake type (elec-
tric or electric over hydraulic) 
and weight of the trailer, or 
turn trailer brakes off for that 
trailer.

Save the trailer information
If there are any errors with the 
trailer values, re-select the value or 
delete and re-save the trailer. If the 
error continues, contact your Toy-
ota dealer.

� Meter display settings that 
can be changed

�z Language

Select to change the language dis-
played.

�z Units

Select to change the units of mea-
sure displayed.

�z Meter Style

The design of the meter display can 
be changed.

Settings display
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tem.
Also shows the status of the Stop & 
Start system with a pop-up display. 
(�o P.306)

�z Stop & Start system settings

The length of time of the Stop & 
Start system will operate when the 
“A/C” switch of the air conditioning 
system is on can be set to 2 differ-

ent levels in “  Settings” of the 

multi-information display. (�o P.306)

Displays suggestions to the 
driver in the following situations. 
To select a response to a dis-
played suggestion, use the 
meter control switches.

� Suggestion to turn off the 
headlights

If the headlight switch is in other 

than  or , and the vehicle 

speed is 3 mph (5 km/h) or 
higher for a certain amount of 
time when the surroundings are 
dark, a suggestion message will 
be displayed.

� Suggestion to turn off the 
headlights

If the headlights are left on for a 
certain amount of time after the 
engine switch has been turned 
off, a suggestion message will 
be displayed.

When the headlight switch is in 
the AUTO position: The mes-

sage asking if you wish to turn 
the headlights off is displayed. 
To turn the headlights off, select 
“Yes”.

If the driver’s door is opened 
after the engine switch is turned 
off, this suggestion message will 
not be displayed.

� Customization
The suggestion function can be 
turned on/off. (�o P.636)

Suggestion function
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Following information is dis-
played in each area on the 
multi-information display.

Content display area (left)

Content display area (center)

Content display area (right)

Driving support system infor-
mation display area

When driving information support 

system is displayed on the content 
display area, the system operating 
state will not be displayed in this 
area.

RSA (Road Sign Assist) dis-
play area (if equipped) 
(�o P.281)

� Content display area (cen-
ter)

�z Blank

�z Driving support system infor-
mation display (�o P.110)

�z Map display (�o P.111)

�z Trailer settings screen (�o 112)

�z Settings display (�o P.115)

�z Warning message display

� Content display area 
(left/right)

�z Blank

�z Fuel Economy (�o P.110)

�z Eco Driving Indicator 
(�o P.110)

�z Driving support system infor-
mation display (�o P.110)

�z Navigation system-linked dis-
play (�o P.111)

�z Audio system-linked display 
(�o P.111)

�z Drive information display 
(�o P.111)

�z Tire inflation pressure 
(�o P.112)

�z Traction monitor display (if 
equipped) (�o P.112)

�z Trailer brake (�o P.113)

Multi-information dis-
play (12.3-inch dis-
play)

The multi-information dis-
play is used to display fuel 
efficiency related informa-
tion and various types of 
driving-related information. 
The multi-information dis-
play can also be used to 
change the display settings 
and other settings.

Display contents
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Current fuel economy
Displays the instantaneous current 
fuel consumption.

Average fuel economy
Displays the average fuel economy 
since the function was reset or the 
average fuel economy after starting 

or refueling.*1,2,3

The average fuel economy 
selected by Fuel Economy on 

the “  Settings” screen is dis-

played.
*1:Use the displayed fuel consump-

tion as a reference only.
*2:Average fuel economy after 

starting is reset each time the 
engine stops.

*3:Average fuel economy since 
function was reset can be reset 

by pressing and holding .

Eco Driving Indicator Zone 
Display

Suggests the Zone of Eco driving 
with current Eco driving ratio based 
on acceleration.

Eco driving ratio based on 
acceleration

If the acceleration exceeds the 
Zone of Eco driving, the right side 
of the Eco Driving Indicator Zone 
Display will illuminate.

Zone of Eco driving

Select to display the operational 
status of the following systems:

�z LDA (Lane Departure Alert) 
(�o P.269)

�z LTA (Lane Tracing Assist) 
(�o P.264)

�z Dynamic radar cruise control 
(�o P.284)

�z Cruise control (�o P.294)

�z PDA (Proactive driving assist) 
(if equipped) (�o P.275)

Fuel Economy Eco Driving Indicator

Driving support system 
information display
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�z PCS (Pre-Collision System) 
(�o P.253)

Displays the map data accord-
ing to the navigation system.

Switches the displayed map 

size by pressing .

Select to display the following 
navigation system-linked infor-
mation:

�z Route guidance to destination

�z Compass display (heading-up 
display)

The operating conditions of the 
audio system can be displayed 
on the multi-information display.

� Drive information

2 items that are selected using 
the “Drive Info Items” setting 
(average speed, distance and 
total time) can be displayed ver-
tically.

Use the displayed information as a 
reference only.

Following items will be dis-
played.

�z “Average Speed”: Displays 
the average vehicle speed 

since engine start*

�z “Distance”: Displays the dis-
tance driven since engine 

start*

�z “Total Time”: Displays the 
elapsed time since engine 

start*

*: These items are reset each time 
the engine stops.

� Trip information

2 items that are selected using 
the “TRIP A Items” or “TRIP B 
Items” setting (average speed, 
distance and total time) can be 
displayed vertically.

Use the displayed information as a 
reference only.

�z “Average Speed”: Displays 
the average vehicle speed 

since the display was reset*

�z “Distance”: Displays the dis-
tance driven since the display 

was reset*

�z “Total Time”: Displays the 
elapsed time since the display 

was reset*

*: To reset, display the desired item 

and press and hold .

Map display

Navigation system-linked 
display

Audio system-linked dis-
play

Driving information dis-
play
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Displays inflation pressure of 
each tire.

Front tire direction display
Displays the operation amount and 
direction of the steering wheel via 
changes to the front tires on the 
display.

Wheel spin display
When a tire is spinning, its icon on 
the display changes its color and 
blinks.

This item is displayed only when 
driving mode is set to sport mode.

The illustration used is intended as 
an example, and may differ from 
the image that is actually displayed 
on the multi-information display.

�z Trailer settings screen

Displays the name of the cur-
rently selected trailer or “No 
Trailer Selected” if a trailer 
has not yet been selected

Add a new trailer or select an 
existing saved trailer

• Maximum of 10 trailers can be 
saved.

• Select the trailer name, length, 
hitch type, brake type and num-
ber of axles.

• The parameters which can be set 
depend on which of the trailer 
systems are installed on the vehi-
cle. (Trailer Brake Controller, 
Trailer Backup Guide and Trailer 
Mode BSM)

Deselect the currently 
selected trailer

• Used when a 4-pin trailer connec-
tor has been disconnected. (4-pin 
trailer connector disconnection 
cannot be automatically detected 
by Trailer Brake Controller)

Edit the parameters of a 
saved trailer (name, length, 
hitch type, brake type and 
number of axles)

• The parameters which can be 
edited depend on which of the 
trailer systems are installed on 
the vehicle (Trailer Brake Control-

Tire inflation pressure

Traction monitor display 
(4WD models)

Trailer settings screen
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ler, Trailer Backup Guide and 
Trailer Mode BSM)

Delete a saved trailer

�z Trailer detail screen

Displays the name of the cur-
rent trailer which is being 
added or edited.

Change the name of the 
trailer.

Change the hitch type of the 
trailer between ball hitch 
(conventional), gooseneck or 
fifth wheel. Note that goose-
neck and fifth wheel trailers 
are not supported for some 
features (Trailer Backup 
Guide and Trailer Mode 
BSM)

Change the length of the 
trailer. If the exact length is 
not listed, round up the actual 
length of the trailer to the 
closest available value.

“Auto” length detection can also be 
selected.

Change the number of axles.

Change the brake type (elec-
tric or electric over hydraulic) 

and weight of the trailer, or 
turn trailer brakes off for that 
trailer.

Save the trailer information
If there are any errors with the 
trailer values, re-select the value or 
delete and re-save the trailer. If the 
error continues, contact your Toy-
ota dealer.

Displays trailer brake control 
status (�o P.428) and trailer 

type*.

*: To select the trailer, press and 

hold the  meter control switch. 

(�o P.108)

Displays trailer length* and 
trailer blind spot status 
(�o P.309).

*: To select the trailer, press and 

hold the  meter control switch. 

(�o P.108)

Clinometer displays the vehicle 
inclination to the front, rear, left 
and right within a range of 0° to 
approximately 30°.

Trailer brake (if equipped)

Trailer mode BSM (if 
equipped)

Clinometer
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*: If equipped

The meter display type setting of 
head-up display can be 
changed. (�o P.99, 108)

The content displayed will defer 
according to the driving condi-
tions and display mode of the 
head-up display. Depending on 
the situation, pop-up displays 
will also be displayed.

� Full

Illustrations used in this text are 
intended as examples, and may dif-
fer from the image that is actually 
displayed by the head-up display.

Driving support system dis-
play area/Navigation system-
linked display area/Tachome-
ter display area

Driving support system dis-
play area

Speedometer

Shift position/shift range

RSA (Road Sign Assist) dis-
play (if equipped)

� Standard

Illustrations used in this text are 
intended as examples, and may dif-
fer from the image that is actually 
displayed by the head-up display.

Driving support system dis-
play area

Speedometer

Shift position/shift range

RSA (Road Sign Assist) dis-
play (if equipped)

Head-up display *

The head-up display proj-
ects a variety of driving-
related information and the 
operating state of the driv-
ing support systems on the 
windshield.

System components







120 2-1. Instrument cluster

Owners Manual_USA_M04041_en

Displays the following items 
which are linked to the naviga-
tion system:

�z Street name

�z Route guidance to destination

�z Compass (heading-up dis-
play)

Pop-up displays for the following 
systems will be displayed when 
necessary:

� Driving support systems

Displays a warning/sugges-
tion/advice message or the 
operating state of a relevant 
system.

�z PCS (Pre-Collision System) 
(�o P.253)

�z LTA (Lane Tracing Assist) 
(�o P.264)

�z LDA (Lane Departure Alert) 
(�o P.269)

�z Dynamic radar cruise control 
(�o P.284)

Details of content displayed on the 
head-up display may differ from 
that displayed on the multi-informa-
tion display. For details, refer to the 
explanation of each system.

� Warning message

Some warning messages are 
displayed when necessary, 

according to certain conditions.

Details of content displayed on the 
head-up display may differ from 
that displayed on the multi-informa-
tion display.

� Audio system operation 
status

Displayed when an audio 
remote control switch on the 
steering wheel is operated.

� Hands-free system status

Displayed when the hands-free 
system is operated.

� When a pop-up display is dis-
played

When a pop-up display is displayed, 
a current display may no longer be 
displayed. In this case, the display 
will return after the pop-up display 
disappears.

Displays the engine speed in 
revolutions per minute.

� Head-up display is displayed 
when

The engine switch is in ON.
� Tachometer is displayed when all 

of the following conditions are 
met:

• Driving support system informa-
tion (�o P.119) is not displayed.

• When Sport mode is selected.
• Full mode (�o P.117) is selected as 

head-up display type.

Navigation system-linked 
display area

Pop-up display

Tachometer display area
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� Current fuel consumption 
screen

1 Select  on the main 

menu.

2 Select “Trip information”.

If a screen other than “Current” is 
displayed, select “Current”.

Average vehicle speed since 
the engine was started.

Trip range

Elapsed time since the 

engine was started.

Fuel consumption in the past 
15 minutes

Current fuel consumption

Resetting the consumption 
data

Use the displayed average fuel 
consumption as a reference. The 
image is an example only, and may 
vary slightly from actual conditions.

� History fuel consumption 
screen

1 Select  on the main 

menu.

2 Select “Trip information”.

If a screen other than “History” is 
displayed, select “History”.

Latest fuel consumption

Best recorded fuel consump-

Fuel consumption 
information

Fuel consumption informa-
tion can be displayed on the 
multimedia system.

Consumption
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3-1.Key information

The following keys are provided 
with the vehicle.

Electronic keys
• Operating the smart key system 

(�o P.147)
• Operating the wireless remote 

control function (�o P.126)

Mechanical keys

Key number plate

Card key (electronic key) (if 
equipped)

Operating the smart key system 
(�o P.147)

Key (vehicles with tailgate 
with key cylinder)

� Card key (if equipped)
� The card key is not waterproof.
� The mechanical key that is stored 

inside the card key should be 
used only if a problem arises, 
such as when the card key does 
not operate properly.

� If it is difficult to take out the 
mechanical key, push down the 
release button using a pen tip, etc. 
If it is still difficult to pull it out, use 
a coin, etc.

� To store the mechanical key in the 
card key, insert it while pressing 
the release button.

� If the battery cover is not installed 
and the battery falls out or if the 
battery was removed because the 
key got wet, reinstall the battery 
with the positive terminal facing 
the Toyota emblem.

� When riding in an aircraft
When bringing an electronic key 
onto an aircraft, make sure you do 
not press any buttons on the elec-
tronic key while inside the aircraft 
cabin. If you are carrying an elec-
tronic key in your bag, etc., ensure 
that the buttons are not likely to be 
pressed accidentally. Pressing a 
button may cause the electronic key 
to emit radio waves that could inter-

Keys

The keys
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Locks the doors and the tail-
gate (�o P.130)

Unlocks the doors and the 
tailgate (�o P.130)

Opens the windows*1 and the 

moon roof*1, 2 (�o P.130)

Opens/closes the power tail-

gate*2. (�o P.138)

Sounds the alarm
*1:This setting must be customized 

at your Toyota dealer.
*2: If equipped

� Theft deterrent panic mode

When  is pressed for longer 
than about one second, an alarm 
will sound intermittently and the 
vehicle lights will flash to deter any 
person from trying to break into or 
damage your vehicle.
To stop the alarm, press any button 
on the electronic key.

Electronic key: To take out the 
mechanical key, slide the 
release lever  and take the 

key out.

Card key*: To take out the 
mechanical key, push the 
release button and take the key 
out.

The mechanical key can only be 
inserted in one direction, as the key 
only has grooves on one side. If the 
key cannot be inserted in a lock cyl-
inder, turn it over and re-attempt to 
insert it.

After using the mechanical key, 
store it in the electronic key. Carry 
the mechanical key together with 
the electronic key. If the electronic 
key battery is depleted or the entry 
function does not operate properly, 
you will need the mechanical key. 
(�o P.598)
*: If equipped

Using the mechanical key



128 3-1. Key information

Owners Manual_USA_M04041_en

� If you lose your mechanical 
keys

�o P.597

� If a wrong key is used
The key cylinder rotates freely, iso-
lated from the internal mechanism.

*: If equipped

� Free/open source software 
information

This product contains Free/open 
source software (FOSS).
License information and/or the 
source code of this FOSS can be 
obtained at the following URL:
https://www.denso.com/global/en/
opensource/dkey/toyota/

In order to use the Digital Key, 
you need to install the Toyota 
App. Register the Vehicle to the 
customer’s Toyota App profile, 
and subscribe to Remote Ser-
vices, and enroll in Digital Key.

�z A Digital Key can be used 
when the smartphone and 
server can communicate. The 
Digital Key may become 
unusable if the smartphone is 
not connected to the Internet. 
Be sure to carry the electronic 

Digital key *

A smartphone can be used 
instead of the electronic key 
of the vehicle by installing 
the dedicated Digital Key 
App on a smartphone. Also, 
Digital Key can be shared 
with your family or friends 
using the Digital Key App.

Digital key usage condi-
tions

Digital key precautions
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3-2.Opening, closing and locking the doors and tailgate

� Smart key system (entry 
function)

Carry the electronic key to 
enable this function.

1 Grip the driver’s door handle 
to unlock the door. Holding 
the driver’s door handle for 
approximately 2 seconds 
unlocks all the doors. Grip 
front passenger door handle 

to unlock all the doors.*1, 2

Make sure to touch the sensor on 
the back of the handle.
The doors cannot be unlocked for 3 
seconds after the doors are locked.

2 Touch the lock sensor (inden-
tation on the upper part or 
lower part of the handle) to 
lock all the doors.

Check that the door is securely 
locked.
*1:Vehicles with front passenger 

door entry function
*2:The door unlock settings can be 

changed.

� Wireless remote control

1 Locks all the doors and the 
tailgate

Check that the doors and the tail-
gate are securely locked.

2 Unlocks all the doors and the 
tailgate

Pressing the button unlocks the 
driver’s door. Pressing the button 
again within 5 seconds unlocks the 
other door and the tailgate.
Press and hold to open the win-

dows*1 and the moon roof*1, 2

*1:This setting must be customized 
at your Toyota dealer.

*2: If equipped

� Switching the door unlock func-
tion

It is possible to set which doors the 
entry function unlocks using the 
wireless remote control.
1 Turn the engine switch off.

2 When the indicator light on the 
key surface is not on, press and 

hold ,  (if equipped) 

or  for approximately 5 
seconds while pressing and 

holding .

The setting changes each time an 
operation is performed, as shown 
below. (When changing the setting 

Side doors

Unlocking and locking the 
doors from the outside
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continuously, release the buttons, 
wait for at least 5 seconds, and 
repeat step 2.)

*1:Vehicles with 7-inch display
*2:Vehicles with 12.3-inch display
*3:Vehicles with front passenger 

door entry function

Vehicles with an alarm: To prevent 
unintended triggering of the alarm, 
unlock the doors using the wireless 
remote control and open and close 
a door once after the settings have 
been changed. (If a door is not 

opened within 60 seconds after  
is pressed, the doors will be locked 
again and the alarm will automati-
cally be set.)
In a case that the alarm is triggered, 
immediately stop the alarm. (�o P.76)
� Impact detection door lock 

release system
In the event that the vehicle is sub-

ject to a strong impact, all the doors 
are unlocked. Depending on the 
force of the impact or the type of 
accident, however, the system may 
not operate.

� Operation signals
A buzzer sounds and the emer-
gency flashers flash to indicate that 
the doors have been 
locked/unlocked. (Locked: once; 
Unlocked: twice)
A buzzer sounds to indicate that the 
windows are operating.

� Security feature
If a door is not opened within 
approximately 60 seconds after the 
vehicle is unlocked, the security fea-
ture automatically locks the vehicle 
again.

� When the doors cannot be 
locked by the lock sensor on 
the upper part of the door han-
dle

If the door will not lock even when 
the topside sensor area is touched, 
try touching both the topside and 
underside sensor areas at the same 
time.

� Open door warning buzzer
If an attempt to lock the doors is 
made when a door is not fully 
closed, a buzzer sounds continu-
ously for 5 seconds. Fully close the 
door to stop the buzzer, and lock the 
vehicle once more.

� Setting the alarm *

Locking the doors will set the alarm 
system. (�o P.76)
*: If equipped

Multi-informa-
tion display/Beep

Unlocking func-
tion

*1

*2

Exterior: Beeps 3 
times

Holding the 
driver’s door 
handle unlocks 
only the driver’s 
door.

Holding the front 
passenger door 

handle*3 unlocks 
all the doors and 
tailgate.

*1

*2

Exterior: Beeps 
twice

Holding driver’s 
door handle or 
front passenger 

door handle*3 
unlocks all the 
doors and tail-
gate.
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� Door lock switches (to 
lock/unlock)

1 Locks all the doors and the 
tailgate

2 Unlocks all the doors and the 
tailgate

� Inside lock buttons

1 Locks the door
2 Unlocks the door
The front doors can be opened by 
pulling the inside handle even if the 
lock buttons are in the lock position.

� Locking the front doors from 
the outside without a key

1 Move the inside lock button to 
the lock position.

2 Close the door.
The door cannot be locked if the 
engine switch is in ACC or ON, or 

the electronic key is left inside the 
vehicle. However, the key may not 
be detected correctly and the door 
may be locked.

� Open door warning buzzer
If a door or hood (vehicles with 
alarm) is not fully closed, a buzzer 
will sound when the vehicle speed 
reaches 3 mph (5 km/h).
The open door(s), hood (vehicles 
with alarm) or tailgate is indicated 
on the multi-information display.

The door cannot be opened 
from inside the vehicle when the 
lock is set.

1 Unlock
2 Lock
These locks can be set to prevent 
children from opening the rear 
doors. Push down on each rear 
door switch to lock both rear doors.

Unlocking and locking the 
doors from the inside

Rear door child-protector 
lock (Double Cab models 
only)
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� A board is not completely stowed
� Vehicle speed is approximately 3 

mph (5 km/h) or higher
The boards will not automatically 
deploy again when vehicle speed 
returns to less than 3 mph (5 km/h).

� If “Running Board Unable to 
Deploy” is displayed on the 
multi-Information display

The board may not be completely 
deployed.
Close and open the door once more 
or use the switch inside the vehicle 
(�o P.136) and completely deploy the 
board.

� If “Power Steps Unable to 
Retract” is displayed on the 
multi-Information display

The boards may not be completely 
stowed.
Check that nothing is caught 
between the boards and the vehicle.

� If “Power Steps System Mal-
function See Owner’s Manual” 
is displayed on the multi-infor-
mation display

The system may be malfunctioning. 
Have the vehicle inspected by Toy-
ota dealer.

� When snow or mud is attached 
to the boards or the boards are 
frozen

The power running boards may not 
operate correctly. Before stepping 
on a board, check that it is com-
pletely deployed. If the power run-
ning boards are not operating 
correctly, turn the power steps 
switch off and refrain from use.

� After recharging/reconnecting 
the battery

If the power running boards have 
not completely deployed or stowed, 
the boards may not move in the 
intended direction the first time they 
are operated. However, from the 
second time onwards, the boards 
will resume normal operation.

� When getting in and out of the 
vehicle

Take care because clothes and 
shoes may become dirty due to con-
tact with the lower part of the vehicle 
body.

1 Deploys the running boards 
on both sides.

2 Stows the running boards on 
both sides.

Putting the switch in the neutral 
position sets the power running 
boards to AUTO mode. AUTO 
mode allows the deploying/stowing 
of the boards to be linked to open-
ing/closing of the side doors.
Both power running boards are 
deployed when “OUT” position is 
selected. Operation only if steps 
are not already deployed.
Both power running boards are 
stowed when “OFF” position is 
selected. Operation only if steps 
are not already stowed.

� Automatic stowing function
The boards will be automatically 
stowed, for safety, under the follow-
ing condition:

Deploying and stowing 
the power running boards 
from inside
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� Using the wireless remote 
control

Press and hold the switch.

The power tailgate automatically 
opens/closes.

Pressing the switch while the power 
tailgate is opening/closing reverses 
the operation, after two presses the 
switch the function is stops.

� Opening/closing the tail-
gate from the inside

Press and hold the switch.

The power tailgate automatically 
opens/closes.

Unlock the tailgate before operat-
ing.

Pressing the switch while the power 
tailgate is opening/closing reverses 
the operation, after twice press the 
switch the function is stops.

� Opening the tailgate

When the tailgate is unlocked: 
Press the tailgate opener 
switch.

When the tailgate is locked: While 
carrying the electronic key on your 
person, press the tailgate opener 
switch.

The power tailgate automatically 
opens.

Pressing the switch while the power 
tailgate is opening/closing reverses 
the operation, after two presses the 
switch the function is stops.

The support cables will hold the tail-
gate horizontal.

�X Tailgate opener switch on tail 
lamps

Opening/closing the tail-
gate (vehicles with power 
tailgate)
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� Power tailgate operating condi-
tions

The power tailgate can automati-
cally open and close under the fol-
lowing conditions:
� When the power tailgate system is 

enabled. (�o P.143)
� When the tailgate is unlocked.
However, if the tailgate opener 
switch on the tailgate handle or the 
tail lamps is pressed while carrying 
the electronic key on your person, 
the power tailgate will be operated 
even if the tailgate is locked. 
(�o P.139)

� Vehicle speed is below approxi-
mately 2 mph (3 km/h).

� Operation of the power tailgate
� The emergency flashers twice 

flash to indicate that the tailgate is 
opening/closing.

� While carrying the electronic key 
on your person, the tailgate can 
be operated when the other doors 
locked.

� When the power tailgate system is 
disabled, the power tailgate does 
not operate but it can be opened 
and closed by hand by pressing 
the tailgate open switch on the 
tailgate handle or the tail lamps.

� When the power tailgate automati-
cally opens, if an abnormality due 
to people or objects is detected, 
operation will stop.

� Cargo pushing on, or leaning on 
the tailgate may cause it to open 
quickly. Lift or reposition cargo to 
prevent this risk prior to operating 
power tailgate.
Also, if customer pushes down on 
the tailgate with more than 45kg 
force, the clutch in the spindle will 
slip and the tailgate will open more 
quickly than normal.

� Jam protection function
The motor has detection function to 

detect jam as well as the sensors on 
each side of the tailgate. If some-
thing obstructs the power tailgate 
while it is closing, the tailgate will 
automatically stop.
After jam protection function oper-
ate, power tailgate system is dis-
abled. The power tailgate system is 
enabled when the tailgate is fully 
closed. (�o P.584)

� Initializing the power tailgate
If the tailgate is reattached or the 
battery is reinstalled, it must be ini-
tialized by manually closing the tail-
gate fully.

� Manual mode
The power tailgate changes to man-
ual mode under the following condi-
tions:
• Jam protection function operates.
• The power tailgate system is 

turned off on the multi-information 
display.

• When the power tailgate system 
has an internal failure.

� Customization
Some functions can be customized. 
(Customizable features: �o P.635)
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� Effective range (areas within 
which the electronic key is 
detected)

When locking or unlocking the 

doors

The system can be operated when 
the electronic key is within about 2.3 
ft. (0.7 m) of the driver side door 
handle and front passenger side 
door handle (if equipped). (Only the 
doors detecting the key can be 
operated.)

When starting the engine or 

changing engine switch modes

The system can be operated when 
the electronic key is inside the vehi-
cle.

When opening/closing the power 

tailgate (if equipped)

The system can be operated when 
the electronic key is within about 2.3 
ft. (0.7 m) of the tailgate handle.

� If an alarm sounds or a warning 
message is displayed

An alarm sounds and warning mes-
sage displays shown on the multi-
information display are used to pro-
tect against unexpected accidents 
or theft of the vehicle resulting from 
erroneous operation. When a warn-
ing message is displayed, take 
appropriate measures based on the 
displayed message.
When only an alarm sounds, cir-
cumstances and correction proce-

dures are as follows.
� When an exterior alarm sounds 

once for 5 seconds

� When an interior alarm sounds 
continuously

� If “Key Detected in Vehicle” is 
shown on the multi-information 
display

An attempt was made to lock the 
doors using the smart key system 
while the electronic key was still 
inside the vehicle. Retrieve the elec-
tronic key from the vehicle and lock 
the doors again.

� Battery-saving function
The battery-saving function will be 
activated in order to prevent the 
electronic key battery and the bat-
tery from being discharged while the 
vehicle is not in operation for a long 
time.
� In the following situations, the 

smart key system may take some 
time to unlock the doors. Also, the 
interior lights may not turn on 
when the doors are unlocked.

• The electronic key has been left in 
an area of approximately 11.5 ft. 

Situation
Correction 
procedure

An attempt was 
made to lock the 

vehicle while a door 
was open.

Close all of 
the doors 

and lock the 
doors again.

Situation
Correction 
procedure

The engine switch 
was turned to ACC 
while the driver’s 

door was open (The 
driver’s door was 
opened when the 

engine switch was in 
ACC).

Turn the 
engine 

switch off 
and close 

the driver’s 
door.
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(3.5 m) of the outside of the vehi-
cle for 40 seconds or longer.

• The smart key system has not 
been used for 5 days or longer.

� If the smart key system has not 
been used for 14 days or longer, 
the doors cannot be unlocked at 
any doors except the driver’s door. 
In this case, take hold of the 
driver’s door handle, or use the 
wireless remote control or the 
mechanical key, to unlock the 
doors.

� Turning an electronic key to 
battery-saving mode

� When battery-saving mode is set, 
battery depletion is minimized by 
stopping the electronic key from 
receiving radio waves.

Press  twice while pressing and 

holding . Confirm that the elec-

tronic key indicator flashes 4 times.

While the battery-saving mode is 
set, the smart key system cannot be 
used. To cancel the function, press 
any of the electronic key buttons.

� Electronic keys that will not be 
used for long periods of time can 
be set to the battery-saving mode 
in advance.

� When electronic key function 
stops

If the position of the electronic key 
has not changed for a certain 
amount of time such as when the 
electronic key is left somewhere, the 
function of the electronic key stops 
to reduce depletion of the battery.

In this case, function can automati-
cally be restored by moving the 
position of the key such as by lifting 
it up.

� Conditions affecting operation
The smart key system uses weak 
radio waves. In the following situa-
tions, the communication between 
the electronic key and the vehicle 
may be affected, preventing the 
smart key system, wireless remote 
control and engine immobilizer sys-
tem from operating properly.
� When the electronic key battery is 

depleted
� Near a TV tower, electric power 

plant, gas station, radio station, 
large display, airport or other facil-
ity that generates strong radio 
waves or electrical noise

� When the electronic key is in con-
tact with, or is covered by the fol-
lowing metallic objects

• Cards to which aluminum foil is 
attached

• Cigarette boxes that have alumi-
num foil inside

• Metallic wallets or bags
• Coins
• Hand warmers made of metal
• Media such as CDs and DVDs
� When other wireless keys (that 

emit radio waves) are being used 
nearby

� When carrying the electronic key 
together with the following devices 
that emit radio waves

• Portable radio, cellular phone, 
cordless phone or other wireless 
communication devices

• Another vehicle’s electronic key or 
a wireless key that emits radio 
waves

• Personal computers or personal 
digital assistants (PDAs)

• Digital audio players
• Portable game systems
� If window tint with a metallic con-

tent or metallic objects are 
attached to the rear window
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� When the electronic key is placed 
near a battery charger or elec-
tronic devices

� When the vehicle is parked in a 
pay parking spot where radio 
waves are emitted.

If the doors cannot be 
locked/unlocked using the smart key 
system, lock/unlock the doors by 
performing any of the following:

� Bring the electronic key close to 
either front door handle and oper-
ate the entry function.

� Operate the wireless remote con-
trol.

If the doors cannot be 
locked/unlocked using the above 
methods, use the mechanical key. 
(�o P.598)

If the engine cannot be started using 
the smart key system, refer to 
P.599.

� Note for the entry function
� Even when the electronic key is 

within the effective range (detec-
tion areas), the system may not 
operate properly in the following 
cases:

• The electronic key is too close to 
the window or outside door han-
dle, near the ground, or in a high 
place when the doors are locked 
or unlocked.

• The electronic key is near the 
ground or in a high place, or too 
close to the center of the rear 
bumper.

• The electronic key is on the instru-
ment panel, or floor, or in the door 
pockets or glove box when the 
engine is started or engine switch 
modes are changed.

� Do not leave the electronic key on 
top of the instrument panel or near 
the door pockets when exiting the 
vehicle. Depending on the radio 
wave reception conditions, it may 
be detected by the antenna out-

side the cabin and the doors will 
become lockable from the outside, 
possibly trapping the electronic 
key inside the vehicle.

� As long as the electronic key is 
within the effective range, the 
doors may be locked or unlocked 
by anyone. However, only the 
doors detecting the electronic key 
can be used to unlock the vehicle.

� Even if the electronic key is not 
inside the vehicle, it may be possi-
ble to start the engine if the elec-
tronic key is near the window.

� The doors may unlock or lock if a 
large amount of water splashes on 
the door handle, such as in the 
rain or in a car wash, when the 
electronic key is within the effec-
tive range. (The doors will auto-
matically be locked after 
approximately 60 seconds if the 
doors are not opened and closed.)

� If the wireless remote control is 
used to lock the doors when the 
electronic key is near the vehicle, 
there is a possibility that the door 
may not be unlocked by the entry 
function. (Use the wireless remote 
control to unlock the doors.)

� Touching the door lock sensor 
while wearing gloves may delay or 
prevent lock operation. Remove 
the gloves and touch the lock sen-
sor again.

� When the lock operation is per-
formed using the lock sensor, rec-
ognition signals will be shown up 
to two consecutive times. After 
this, no recognition signals will be 
given.

� If the door handle becomes wet 
while the electronic key is within 
the effective range, the door may 
lock and unlock repeatedly. In this 
case, follow the following correc-
tion procedures to wash the vehi-
cle:

• Place the electronic key in a loca-
tion 6 ft. (2 m) or more away from 
the vehicle. (Take care to ensure 
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3-3.Adjusting the seats

�X Manual seat (if equipped)

Seat position adjustment 
lever

Seatback angle adjustment 
lever

Vertical height adjustment 
lever

Seat lumbar support adjust-
ment switch (driver’s seat 
only)

�X Power seat (if equipped)

Seat position adjustment 
switch

Seatback angle adjustment 
switch

Seat cushion (front) angle 
adjustment switch

Vertical height adjustment 
switch

Lumbar support height 
adjustment switch

Lumbar support adjustment 
switch

� When adjusting the seat
� Make sure that any surrounding 

passengers or objects are not 
contact the seat.

� Take care when adjusting the seat 
so that the head restraint does not 
touch the ceiling.

Front seats

The seats can be adjusted 
(longitudinally, vertically, 
etc.). Adjust the seat to 
ensure the correct driving 
posture.

Adjustment procedure
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� Rear seats (If equipped)

�X Center

1 Up
Pull the head restraints up.

2 Down

Push the head restraint down while 

pressing the lock release button .

�X Outer

1 To use
Lift up the head restraint back to 
the neutral position and then push 
the head restraint down.

2 To fold

Lift up the head restraint while 

pressing the lock release button , 

and fold it forward.

� Adjusting the height of the head 
restraints (front seat)

Make sure that the head restraints 
are adjusted so that the center of 
the head restraint is closest to the 
top of your ears.

� Adjusting the rear center seat 
head restraint (If equipped)

Always raise the head restraint one 
level from the stowed position when 
using.

� Front seats

Pull the head restraint up while 
pressing the lock release button 

.

If the head restraint touches the 
ceiling, making the removal diffi-
cult, change the seat height or 
angle. (�o P.153)

Removing the head 
restraints
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� Rear seats (If equipped)

�X Center

Pull the head restraint up while 
pressing the lock release button 

.

�X Outer

Pull the head restraint up while 
pressing both lock release but-
tons .

� Front seats

Align the head restraint with the 
installation holes and push it 
down to the lock position.

Press and hold the lock release 
button  when lowering the 

head restraint.

� Rear seats (If equipped)

�X Center

Align the head restraint with the 
installation holes and push it 
down to the lock position.

Press and hold the lock release 
button  when lowering the 

head restraint.

�X Outer

Align the head restraint with the 
installation holes and push it 
down to the lock position.

Installing the head 
restraints
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� Adjusting the mirror height

The height of the rear view mir-
ror can be adjusted to suit your 
driving posture.

Change to optical mirror mode, 
adjusting the height of the rear 
view mirror by moving it up and 
down.

� Display settings (digital mir-
ror mode)

Settings of the display in the dig-
ital mirror mode can be 
changed.
1 Press the menu button.

The icons will be displayed.

2 Press the menu button 
repeatedly and select the 
item you want to adjust.

3 Press  or  to 

change the setting.
The icons will disappear if a button 
is not operated for approximately 5 
seconds or more.

*: This is a function for the optical 
mirror mode, however, the setting 

Adjusting the mirror

Icons Settings

Select to adjust the bright-
ness of the display.

Select to adjust the area 
displayed up/down.

Select to adjust the area 
displayed to the left/right.

Select to adjust the angle of 
the displayed image.

Select to zoom in/out the 
displayed image.

Select to enable/disable the 
automatic anti-glare func-

tion.*

Responding to the bright-
ness of the headlights of 
vehicles behind, the 
reflected light is automati-
cally adjusted.

The automatic anti-glare 
function is enabled each 
time the engine switch is 
changed to ON.

Select to display Home-

Link® Training Tutorial to 
assist customers to train 
their Garage Door Opener 
System. (�o P.499)

Select to change the lan-

guage of the HomeLink® 
Training Tutorial.
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3-5.Opening, closing the windows and moon roof

The power windows can be 
opened and closed using the 
switches.
Operating the switch moves the 
windows as follows:

1 Closing

2 One-touch closing*

3 Opening

4 One-touch opening*

*: To stop the window partway, 
operate the switch in the opposite 
direction.

� The power windows can be 
operated when

The engine switch is in ON

� Operating the power windows 
after turning the engine off

The power windows can be oper-
ated for approximately 43 seconds 
even after the engine switch is 
turned to ACC or turned off. They 
cannot, however, be operated once 
either front door is opened.

� Jam protection function
If an object becomes jammed 
between the window and the win-

dow frame while the window is clos-
ing, window movement is stopped 
and the window is opened slightly.

� Catch protection function
If an object becomes caught 
between the door and window while 
the window is opening, window 
movement is stopped.

� When the side window cannot 
be opened or closed

When the jam protection function or 
catch protection function operates 
unusually and the side window can-
not be opened or closed, perform 
the following operations with the 
power window switch of that door.
� Stop the vehicle. With the engine 

switch in ON, within 4 seconds of 
the jam protection function or 
catch protection function activat-
ing, continuously operate the 
power window switch in the one-
touch closing direction or one-
touch opening direction so that the 
side window can be opened and 
closed.

� If the side window cannot be 
opened and closed even when 
performing the above operations, 
perform the following procedure 
for function initialization.

1 Turn the engine switch to ON.
2 Pull and hold the power window 

switch in the one-touch closing 
direction and completely close 
the side window.

3 Release the power window 
switch for a moment, resume 
pulling the switch in the one-
touch closing direction, and hold 
it there for approximately 6 sec-
onds or more.

4 Press and hold the power win-
dow switch in the one-touch 
opening direction. After the side 
window is completely opened, 
continue holding the switch for 
an additional 1 second or more.

5 Release the power window 
switch for a moment, resume 

Power windows

Opening and closing the 
power windows
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*: If equipped

� Opening and closing

1 Opens the moon roof*

The moon roof tilts up and then 
opens.
The moon roof stops slightly before 
the fully open position to reduce 
wind noise. Press the switch again 
to fully open the moon roof.

2 Closes the moon roof*

*: Lightly press either side of the 
moon roof switch to stop the 
moon roof partway.

� Tilting up and down

1 Tilts the moon roof up*

2 Tilts the moon roof down*

*: Lightly press either side of the 
moon roof switch to stop the 
moon roof partway.

� The moon roof can be operated 
when

The engine switch is in ON.

� Operating the moon roof after 
turning the engine off

The moon roof can be operated for 
approximately 45 seconds after the 
engine switch is turned to ACC or 
OFF. It cannot, however, be oper-
ated once either front door is 
opened.

� Jam protection function
If an object is detected between the 
moon roof and the frame while the 
moon roof is closing or tilting down, 
travel is stopped and the moon roof 
opens slightly.

� Sunshade
The sunshade can be opened and 
closed manually. However, the sun-
shade will open automatically when 
the moon roof is opened.

� Door lock linked moon roof 
operation

� The moon roof can be opened 
and closed using the mechanical 
key.* (�o P.598)

� The moon roof can be opened 
using the wireless remote control.* 
(�o P.126)

� Vehicles with an alarm: The alarm 
may be triggered if the alarm is set 
and the moon roof is closed using 
the door lock linked moon roof 
operation function. (�o P.76)

*: These settings must be custom-
ized at your Toyota dealer.

Moon roof *

Use the overhead switches 
to open and close the moon 
roof and tilt it up and down.

Operating the moon roof
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3-6.Favorite settings

An individual can be identified 
using the following authentica-
tion devices.

�z Electronic key

An individual is identified when the 
smart key system detects their 
electronic key.

�z Digital Key*

An individual is identified when the 
smart key system detects their Digi-
tal Key. (�o P.128)

�z Bluetooth devices

An individual can be detected if the 
same Bluetooth device that was 
used as a hands-free phone the 
last time the vehicle was entered is 
connected to the audio system.
*: If equipped

When an individual is identified 
from an authentication device, 
settings for the following func-
tions are recalled.

�z Meter display and multimedia 

information*

When an individual is identified, the 
vehicle settings used when the 
engine switch was last turned off 
are recalled.

�z Vehicle settings that can be 
set using the multimedia dis-

play*

When an individual is identified, the 
vehicle settings used when the 
engine switch was last turned off 
are recalled.

�z Safe driving support function*

When an individual is identified, the 
vehicle settings used when the 
engine switch was last turned off 
are recalled.
*: Some settings are excluded

My Settings

By recognizing an individ-
ual through a device, such 
as an electronic key and 
vehicle settings recorded 
for that driver can be 
recalled when the vehicle is 
entered. By assigning an 
authentication device to a 
driver in advance, the driver 
can enter the vehicle with 
their preferred settings. Set-
tings for up to 3 drivers can 
be recorded by My Set-
tings. For details on how to 
assign/delete electronic 
keys, set driver names, per-
form initialization, change 
drivers manually, or delete a 
driver, refer to the “MULTI-
MEDIA OWNER’S MAN-
UAL”.

Types of assigned 
authentication devices

Recalled functions









1854-1. Before driving

Owners Manual_USA_M04041_en

4

D
riving

4-1.Before driving

� Starting the engine

�o P.212

� Driving

�X Automatic transmission
1 With the brake pedal 

depressed, shift the shift 
lever to D.

2 Release the parking brake. 
(�o P.225)

If the parking brake is in automatic 
mode, the parking brake will be 
released automatically. (�o P.226)

3 Gradually release the brake 
pedal and gently depress the 
accelerator pedal to acceler-
ate the vehicle.

�X Manual transmission
1 With the clutch pedal fully 

depressed, shift the shift 
lever to 1. (�o P.221)

2 Release the parking brake. 
(�o P.225)

If the parking brake is in automatic 
mode, the parking brake will be 
released automatically.

3 Gradually release the clutch 
pedal. At the same time, gen-
tly depress the accelerator 
pedal to accelerate the vehi-
cle.

� Stopping

�X Automatic transmission
1 With the shift lever in D, 

depress the brake pedal.

Vehicles with a Stop & Start system: 
If the Stop & Start system is 
enabled, depressing the brake 
pedal will stop the engine. 
(�o P.302)

2 If necessary, set the parking 
brake.

If the vehicle is to be stopped for an 
extended period of time, shift the 
shift lever to P. (�o P.217)

�X Manual transmission
1 While depressing the clutch 

pedal, depress the brake 
pedal.

2 If necessary, set the parking 
brake.

If the vehicle is to be stopped for an 
extended period of time, shift the 
shift lever to N. (�o P.221)

� Parking the vehicle

�X Automatic transmission
1 With the shift lever in D, 

depress the brake pedal to 
stop the vehicle completely.

2 Set the parking brake 
(�o P.225), and shift the shift 
lever to P. (�o P.217)

Make sure the parking brake indi-
cator light is on.
Do not press the shift lever button 
after shifting the shift position to P.

3 Turn the engine switch to 
OFF to stop the engine.

Driving the vehicle

The following procedures 
should be observed to 
ensure safe driving:

Driving procedure
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� Trailer brake controller (if 
equipped)

�o P.428

� Before towing
Check that the following conditions 
are met:
� Ensure that your vehicle’s tires 

are properly inflated. (�o P.620)
� Trailer tires are inflated according 

to the trailer manufacturer’s rec-
ommendation.

� All trailer lights work as required 
by law.

� All lights work each time you con-
nect them.

� The trailer ball is set at the proper 
height for the coupler on the 
trailer.

� The trailer is level when it is 
hitched. Do not drive if the trailer 
is not level, and check for 
improper tongue weight, overload-
ing, worn suspension, or other 
possible causes.

� The trailer cargo is securely 
loaded.

� The rear view mirrors conform to 
all applicable federal, state/provin-
cial or local regulations. If they do 
not, install rear view mirrors 
appropriate for towing purposes.

Trailer towing

Your vehicle is designed pri-
marily as a passenger-and-
load-carrying vehicle. Tow-
ing a trailer can have an 
adverse impact on handling, 
performance, braking, dura-
bility, and fuel consumption. 
For your safety and the 
safety of others, you must 
not overload your vehicle or 
trailer. You must also 
ensure that you are using 
appropriate towing equip-
ment, that the towing equip-
ment has been installed 
correctly and used prop-
erly, and that you employ 
the requisite driving habits.

Vehicle-trailer stability and 
braking performance are 
affected by trailer stability, 
brake performance and set-
ting, trailer brakes, the hitch 
and hitch systems (if 
equipped).

To tow a trailer safely, use 
extreme care and drive the 
vehicle in accordance with 
your trailer’s characteris-
tics and operating condi-
tions.

Toyota warranties do not 
apply to damage or mal-
function caused by towing a 
trailer for commercial pur-
poses.

Contact your Toyota dealer for 
further information about addi-
tional requirements such as a 
towing kit, etc.
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�z The gross trailer weight must 
never exceed the TWR 
described in the table. 
(�o P.202)

�z The gross combination weight 
must never exceed the 
GCWR described in the table. 
(�o P.202)

�z The gross vehicle weight 

must never exceed the 
GVWR indicated on the Certi-
fication Label. (�o P.614)

�z The gross axle weight on 
each axle must never exceed 
the GAWR indicated on the 
Certification Label. (�o P.614)

�z If the gross trailer weight is 
over the unbraked TWR, 
trailer service brakes are 
required.

�z If the gross trailer weight is 
over 2000 lb. (900 kg), a sway 
control device with sufficient 
capacity is required.

�z If the gross trailer weight is 
over 5000 lb. (2200 kg), a 
weight distributing hitch with 
sufficient capacity is required.

Confirm that the gross trailer weight, gross combination weight, 
gross vehicle weight, gross axle weight and tongue weight are all 
within the limits.

� GCWR* and TWR*

�X Double Cab models

Weight limits

GCWR, TWR, Unbraked TWR

Model code* Bed type Grade GCWR TWR

TZNA40L-
PRZSZA

Short

SR5
11105 lb. 
(5035 kg)

6400 lb. 
(2900 kg)

TRD Sport
11165 lb. 
(5065 kg)

Long

SR5
11200 lb. 
(5080 kg)

Except SR5
11255 lb. 
(5105 kg)
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�X Xtra Cab models

*: The model code is indicated on the Certification Label. (�o P.614)

� Unbraked TWR *

1000 lb. (453 kg)
*: These models meet the tow-vehicle trailering requirement of SAE Interna-

tional per SAE J2807.

�z A recommended tongue 
weight or kingpin weight var-
ies in accordance with the 
types of trailers or towing as 
described below.

�z To ensure the recommended 
values shown below, the 
trailer must be loaded by 
referring to the following 
instructions.

• Conventional Towing

The gross trailer weight should 
be distributed so that the tongue 
weight is 9% to 11%. (Tongue 
Weight/Gross trailer weight x 

100 = 9% to 11%)

Gross trailer weight

Tongue Weight

If using a weight distributing hitch 
when towing, return the front axle to 
the same weight as before the 
trailer connection.

If front axle weight cannot be mea-
sured directly, measure the front 

Model code* Bed type Grade GCWR TWR

TZNA40L-
CRZSZA

Long

SR5
11115 lb. 
(5040 kg) 6500 lb. 

(2950 kg)TRD Pre-
Runner

11155 lb. 
(5060 kg)

TZNA41L-CRZ-
STA

SR
8105 lb. 

(3675 kg)
3500 lb. 

(1585 kg)

TZNA45L-
CRZSZA

SR5
11335 lb. 
(5140 kg)

6500 lb. 
(2950 kg)

TZNA46L-CRZ-
STA

SR
8335 lb. 

(3780 kg)
3500 lb. 

(1585 kg)

Trailer Tongue Weight and 
Trailer Kingpin Weight
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4-2.Driving procedures

1 Pull the parking brake switch 
to check that the parking 
brake is set. (�o P.225)

The parking brake indicator will 
come on.

2 Check that the shift lever is in 
P (automatic transmission) or 
N (manual transmission).

3 Firmly depress the brake 
pedal (automatic transmis-
sion) or clutch pedal (manual 
transmission).

 and a message will be dis-
played on the multi-information dis-
play. 
If it is not displayed, the engine 
cannot be started.

4 Press the engine switch 
shortly and firmly.

When operating the engine switch, 
one short, firm press is enough. It is 
not necessary to press and hold the 
switch.
The engine will crank until it starts 
or for up to 30 seconds, whichever 
is less.
Continue depressing the brake 
pedal (automatic transmission) or 
clutch pedal (manual transmission) 

until the engine is completely 
started.
The engine can be started from any 
engine switch mode.

� Engine switch illumination
According to the situation, the 
engine switch illumination operates 
as follows.
� When driver’s door or front pas-

senger’s door is opened, the 
engine switch illumination illumi-
nates.

� When the engine switch is in OFF 
and depressing the brake pedal 
with carrying the electronic key on 
your person, the engine switch 
illumination blinks.

� When the engine switch is in ACC 
or ON, the engine switch illumina-
tion illuminates.

� When the engine switch mode is 
changed from ACC or ON to OFF, 
the engine switch illumination illu-
minates for a certain amount of 
time. Afterwards, the engine 
switch illumination turns off.

� If the engine does not start
� The engine immobilizer system 

may not have been deactivated. 
(�o P.75) 
Contact your Toyota dealer.

� If a message related to start-up is 
shown on the multi-information 
display, read the message and fol-
low the instructions.

� If the battery is discharged
The engine cannot be started using 

Engine (ignition) 
switch

Performing the following 
operations when carrying 
the electronic key on your 
person starts the engine or 
changes engine switch 
modes.

Starting the engine
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*: if equipped

*1:Shifting to the D position allows 
the system to select a gear suit-
able for the driving conditions. 
Setting the shift lever to the D 
position is recommended for nor-
mal driving.

*2:Selecting shift ranges using S 
mode restricts the upper limit of 
the possible gear ranges, con-
trols engine braking force, and 
prevents unnecessary upshifting.

� Driving on a downhill
On declines, there may be case 
where the vehicle shifts down auto-
matically to obtain engine braking. 
As a result of the downshifting, the 

engine speed may increase.

� To protect the automatic trans-
mission

� If the tires spin continually when 
the vehicle becomes stuck in mud, 
dirt or snow, or if the accelerator 
pedal is depressed and released 
repeatedly while driving, the auto-
matic transmission temperature 
may become too high and the 
automatic transmission may be 
damaged.
To avoid damaging the automatic 
transmission, the system may 
temporarily lock the gear. If the 
automatic transmission tempera-
ture falls, the gear locking is can-
celed and the automatic 
transmission is returned to the 
normal operation.

� If the automatic transmission fluid 
temperature is high, “Transmis-
sion Oil Temp. High Stop in a Safe 
Place and See Owner’s Manual” 
will be displayed on the multi-
information display. Immediately 
stop the vehicle in a safe place, 
shift the shift lever to P and wait 
until the warning message go off. 
If the warning message go off, you 
may start the vehicle again. If the 
warning message do not go off, 
contact your Toyota dealer.

� When driving with the dynamic 
radar cruise control activated

Even when switching the driving 
mode to sport mode with the intent 
of enabling engine braking, engine 
braking will not occur because 
dynamic radar cruise control will not 
be canceled. (�o P.402)
� While driving in S mode, down-

shifting to 6, 5, 4, or 3 is possible 
based on vehicle speed. (�o P.219)

� Restraining sudden start (Drive-
Start Control)

�o P.193

� AI-SHIFT
The AI-SHIFT automatically selects 
the suitable gear according to driver 

Automatic transmis-
sion *

Select the shift position 
depending on your pur-
pose and situation.

Shift position purpose 
and functions

Shift posi-
tion

Objective or function

P
Parking the vehi-

cle/starting the engine

R Reversing

N
Neutral (Condition in 

which the power is not 
transmitted)

D Normal driving*1

S S mode driving*2 
(�o P.219)
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range when the fluid temperature 
is high.

� When the shift range is 7 or lower, 
holding the shift lever toward “+” 
sets the shift range to 8.

� Downshifting restriction warn-
ing buzzer

To help ensure safety and driving 
performance, downshifting opera-
tion may sometimes be restricted. In 
some circumstances, downshifting 
may not be possible even when the 
shift lever is operated. (A buzzer will 
sound twice.)

� If the S indicator does not come 
on even after shifting the shift 
lever to S

This may indicate a malfunction in 
the automatic transmission system. 
Have the vehicle inspected by your 
Toyota dealer immediately.

Use “TOW HAUL” mode when 
pulling a trailer or hauling a 
heavy load. Activating “TOW 
HAUL” mode is changes engine, 
transmission, and steering to be 
more suitable when pulling a 
trailer.

“TOW HAUL” indicator

“TOW HAUL” switch

Press the “TOW HAUL” switch

The “TOW HAUL” indicator will 
come on.

Press the switch once more to can-
cel the mode.

� Automatic deactivation of 
“TOW HAUL” mode

“TOW HAUL” mode is deactivated 
the following conditions:
� When the front-wheel drive control 

switch is in “4L”
� When driving mode select or 

Multi-terrain Select (if equipped) is 
selected

Use when high levels of 
response and feeling are desir-
able, such as when driving in 
mountainous regions.

Press the “ECT PWR” switch to 
select power mode.

“TOW HAUL” switch (if 
equipped)

Selecting power mode (if 
equipped)
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The “ECT PWR” indicator comes 
on.

Press the switch again to cancel 
power mode.

*: If equipped

� Shifting the shift lever

1 Depress the clutch pedal 
firmly.

2 Shift the shift lever to the 
desired gear.

Make sure to only shift gears 
sequentially.

3 Gradually release the clutch 
pedal.

If it is difficult to shift in R, shift the 
lever to N, release the clutch pedal 
momentarily, and then try again.

Manual transmission *

Operating instructions
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1 Right turn
2 Lane change to the right 

(move the lever partway and 
release it)

The right hand signals will flash 3 
times.

3 Lane change to the left 
(move the lever partway and 
release it)

The left hand signals will flash 3 
times.

4 Left turn

� Turn signals can be operated 
when

The engine switch is in ON.

� If the indicator flashes faster 
than usual

�XBulb type front turn signal
Check that the front turn signal light 
bulb has not burned out.

�XLED type turn signal
Have the vehicle inspected by your 
Toyota dealer.

� If the turn signals stop flashing 
before a lane change has been 
performed

Operate the lever again.

Turn signal lever

Operating instructions
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� Using the manual mode

The parking brake can be set 
and released manually.

�X Vehicles with Automatic trans-
mission

U.S.A.

Canada

�X Vehicles with Manual trans-
mission

U.S.A.

Canada

1 Pull the switch to set the 
parking brake.

The parking brake indicator light 
will turn on.
Pull and hold the parking brake 
switch if an emergency occurs and 
it is necessary to operate the park-
ing brake while driving.

2 Push the switch to release 
the parking brake.

• Operate the parking brake switch 
while depressing the brake pedal 
or the accelerator pedal. When 
using this function, slowly 
depress the accelerator pedal.

• Parking brake automatic release 
function (�o P.227)

Make sure that the parking brake 
indicator light turn off.

If the parking brake indicator 
light flashes, operate the switch 
again. (�o P.573)

Parking brake

The parking brake can be 
set or released automati-
cally or manually. In auto-
matic mode, the parking 
brake can be set or released 
automatically according to 
shift lever operation.

Also, even in automatic 
mode, the parking brake can 
be set or released manually.

Operating instructions
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� Turning the automatic 
mode on

�X Vehicles with Automatic trans-
mission

While the vehicle is stopped, pull 
and hold the parking brake switch 
until a buzzer sounds and a mes-
sage is shown on the multi-informa-
tion display.

“EPB Shift Interlock Function 
Activated”

�X Vehicles with Manual trans-
mission

While the vehicle is stopped, pull 
and hold the parking brake switch 
until a buzzer sounds and auto EPB 

OFF indicator  turns off.

When the automatic mode is 
turned on, the parking brake 
operates as follows.

�X Vehicles with a Automatic 
transmission

�z When the shift lever is shifted 
from P, the parking brake will 
be released, and the parking 
brake indicator light will turn 
off.

�z When the shift lever is shifted 
to P, the parking brake will be 
set, and the parking brake 
indicator light will turn on.

Operate the shift lever with the 
vehicle stopped and the brake 
pedal depressed.

The auto function may not oper-
ate if the shift lever is moved 
extremely quickly or the brake 
pedal is not firmly depressed. In 
this situation, apply the parking 
brake manually.

�X Vehicles with a manual trans-
mission

When the engine is off, the park-
ing brake will be set, and the 
parking brake indicator and 
parking brake light turn on.

�z When the engine is off, the 
parking brake will be set, and 
the parking brake indicator 
light and the parking brake 
switch indicator turn on.

� Turning the automatic 
mode off

�X Vehicles with Automatic trans-
mission

While the vehicle is stopped and 
depressing the brake pedal, press 
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and hold the parking brake switch 
until a buzzer sounds and a mes-
sage is shown on the multi-informa-
tion display.

“EPB Shift Interlock Function 
Deactivated”

�X Vehicles with Manual trans-
mission

While the vehicle is stopped and 
depressing the brake pedal, press 
and hold the parking brake switch 
until a buzzer sounds and auto EPB 

OFF indicator  comes on.

� Parking brake operation
� When the engine switch is not in 

ON, the parking brake cannot be 
released using the parking brake 
switch.

� When the engine switch is not in 
ON, automatic mode (automatic 
brake setting and releasing) is not 
available.

� Parking brake automatic 
release function

The parking brake will be released 
automatically when the accelerator 
pedal is slowly depressed under the 
following conditions:
� The driver’s door is closed
� The driver is wearing the seat belt
� The shift lever is in a forward or 

reverse position.
� The malfunction indicator lamp or 

brake system warning light is not 
illuminated

When depressing the accelerator 
pedal, depress it slowly.
If the automatic release function 
does not operate, release the park-
ing brake manually.
Vehicles with automatic transmis-
sion:
When the shift lever is shifted from 
P, the parking brake will be released 
automatically.

� Parking brake automatic lock 
function

The parking brake will be set auto-
matically under the following condi-
tions:
� The driver does not operate the 

brake pedal
� The driver’s door is not closed
� The driver is not wearing the seat 

belt
� The shift lever position is not in P 

or N
� The malfunction indicator lamp or 

brake system warning light is not 
illuminated

� If “Parking Brake Temporarily 
Unavailable” is displayed on 
the multi-info rmation display

If the parking brake is operated 
repeatedly over a short period of 
time, the system may restrict opera-
tion to prevent overheating. If this 
happens, refrain from operating the 
parking brake. Normal operation will 
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Turns the brake hold system on

The brake hold standby indica-
tor (green)  comes on. While 

the system is holding the brake, 
the brake hold operated indica-

tor (yellow)  comes on.

�X Vehicles with Automatic trans-
mission

�X Vehicles with Manual trans-
mission

� Brake hold system operating 
conditions

The brake hold system cannot be 
turned on in the following condi-
tions:
� The driver’s door is not closed.
� The driver is not wearing the seat 

belt.
� The parking brake is engaged.
If any of the conditions above are 
detected when the brake hold sys-
tem is enabled, the system will turn 
off and the brake hold standby indi-
cator light will go off. In addition, if 
any of the conditions are detected 
while the system is holding the 
brake, a warning buzzer will sound 
and a message will be shown on the 
multi-information display. The park-
ing brake will then be set automati-

Brake Hold

�X Vehicles with a Automatic 
transmission

The brake hold system 
keeps the brake applied 
when the shift lever is in D, 
S or N with the system on 
and the brake pedal has 
been depressed to stop the 
vehicle. The system 
releases the brake when the 
accelerator pedal is 
depressed with the shift 
lever in D or S to allow 
smooth start off.

�X Vehicles with a manual 
transmission

The brake hold system 
keeps the brake applied 
when the shift lever is not in 
R with the system on and 
the brake pedal has been 
depressed to stop the vehi-
cle. The system releases the 
brake when the accelerator 
pedal is depressed with the 
shift lever in forward to 
allow smooth start off.

Enabling the system
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4-3.Operating the lights and wipers

Operating the  switch turns 

on the lights as follows:

U.S.A.

Canada

1  The headlights, day-

time running lights (�o P.232) 
and all the lights listed below 
turn on and off automatically.

2  The side marker, park-

ing, tail, license plate, instru-
ment panel lights, and 
daytime running lights 

(�o P.232) turn on.

3  The headlights and all 

lights listed above (except 
daytime running lights) turn 
on.

4  (if equipped) The day-

time running lights turn off.

� AUTO mode can be used when
The engine switch is in ON.

� Daytime running light system
� Vehicles with bulb type front turn 

signal lights: The daytime running 
lights illuminate using the same 
lights as the low beam headlights 
and illuminate dimmer than the 
low beam headlights.
Vehicles with LED type front turn 
signal lights: The daytime running 
lights illuminate using the same 
lights as the parking lights and illu-
minate brighter than the parking 
lights.

� To make your vehicle more visible 
to other drivers during daytime 
driving, the daytime running lights 
turn on automatically when all of 
the following conditions are met. 
(The daytime running lights are 
not designed for use at night.)

• The engine is running
• The parking brake is released
• The headlight switch is in the 

 or * position
*: When the surroundings are bright

� The daytime running lights remain 
on after they illuminate, even if the 
parking brake is set again.

� For the U.S.A.: Daytime running 
lights can be turned off by operat-
ing the switch.

� Compared to turning on the head-
lights, the daytime running light 
system offers greater durability 
and consumes less electricity, so 
it can help improve fuel economy.

Headlight switch

The headlights can be oper-
ated manually or automati-
cally.

Operating instructions





234 4-3. Operating the lights and wipers

Owners Manual_USA_M04041_en

1 With the headlights on, push 
the lever away from you to 
turn on the high beams.

Pull the lever toward you to the 
center position to turn the high 
beams off.

2 Pull the lever toward you and 
release it to flash the high 
beams once.

You can flash the high beams with 
the headlights on or off.

The vehicle is equipped with 
manual leveling of the head-
lamps. The aim of the head-
lamps can be adjusted by 
adjusting the dial settings based 
on your vehicle loading condi-
tion.

It is recommended that the 
headlamps remain adjusted as 
close to “0” position so not to 
interfere with other road users.

1 Raises the level of the head-
lights

2 Lowers the level of the head-
lights

� Guide to dial settings

*: Maximum load means weight 
capacity of rear axle or overall 
vehicle has been reached

Turning on the high beam 
headlights

Manual headlight leveling 
dial

Loading condition Control 
switch 

position
Passen-

gers
Payload

Driver Only None 0

Full Occu-
pancy

None 0.5

Full Occu-
pancy

Maximum 

Load* 1.5

Driver Only
Maximum 

Load* 2.5
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� When a detectable vehicle has 
extremely high ground clearance

� When a detectable vehicle is car-
rying a load which protrudes from 
its cargo area

� When a detectable vehicle has lit-
tle exposed metal, such as a vehi-
cle which is partially covered with 
cloth, etc.

� When a detectable vehicle is 
irregularly shaped, such as a trac-
tor, sidecar, etc.

� When the distance between the 
vehicle and a detectable vehicle 
has become extremely short

� When a detectable vehicle is at an 
angle

� When snow, mud, etc. is attached 
to a detectable vehicle

� When driving on the following 
kinds of roads:

• Roads with sharp curves or wind-
ing roads

• Roads with changes in grade, 
such as sudden inclines or 
declines

• Roads which is sloped to the left 
or right

• Roads with deep ruts
• Roads which are rough and 

unmaintained
• Roads which frequently undulate 

or are bumpy
� When the steering wheel is being 

operated frequently or suddenly
� When the vehicle is not in a con-

stant position within a lane
� When parts related to this system, 

the brakes, etc. are cold or 
extremely hot, wet, etc.

� When the wheels are misaligned
� When driving on slick road sur-

faces, such as when it is covered 
with ice, snow, gravel, etc.

� When the course of the vehicle 
differs from the shape of a curve

� When the vehicle speed is exces-
sively high when entering a curve

� When entering/exiting a parking 
lot, garage, car elevator, etc.

� When driving in a parking lot
� When driving through an area 

where there are obstructions 
which may contact your vehicle, 
such as tall grass, tree branches, 
a curtain, etc.

� When driving in strong wind

� Situations in which the lane 
may not be detected

� When the lane is extremely wide 
or narrow

� Immediately after changing lanes 
or passing through an intersection

� When driving in a temporary lane 
or lane regulated by construction

� When there are structures, pat-
terns, shadows which are similar 
to lane lines in the surrounding

� When there are multiple white 
lines for a lane line

� When the lane lines are not clear 
or driving on a wet road surface

� When a lane line is on a curb
� When driving on a bright, reflec-

tive road surface, such as con-
crete

� Situations in which some or all 
of the functions of the system 
cannot operate

� When a malfunction is detected in 
this system or a related system, 
such as the brakes, steering, etc.

� When the VSC, TRAC, or other 
safety related system is operating

� When the VSC, TRAC, or other 
safety related system is off
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� Changes in brake operation 
sound and pedal response

� When the brakes have been oper-
ated, brake operation sounds may 
be heard and the brake pedal 
response may change, but this 
does not indicate a malfunction.

� When the system is operating, the 
brake pedal may feel stiffer than 
expected or sink. In either situa-
tion the brake pedal can be 
depressed further. Further 
depress the brake pedal as nec-
essary.

� When using the SDM (Stabilizer 
with Disconnection Mechanism) 
(if equipped)

When the SDM (Stabilizer with Dis-
connection Mechanism) (�o P.426) is 
operating, each function is limited 
as follows:
� System functions

Definition of symbols:
O= Available,
—= Not available

*1:Alert is available only
*2:Partially unavailable
*3: If equipped

� PDA (Proactive driving assist) 
functions when SDM (Stabilizer 
with Disconnection Mechanism) 
is operating (if equipped)

When SDM (Stabilizer with Discon-
nection Mechanism) is operating, 
the following functions of PDA (Pro-
active driving assist) are restricted.
� OAA (Obstacle Anticipation 

Assist) functions
Brake assist is operating, but steer-
ing assist is not operating.

� SA (Steering Assist) function
Steering Assist is not operating.

Function Status

PCS (Pre-Collision Sys-
tem)
(�o P.253)

O

LTA (Lane Tracing Assist)
(�o P.264)

—

LDA (Lane Departure Alert)
(�o P.269)

*1

PDA (Proactive driving 

assist) *3

(�o P.275)

*2

Dynamic radar cruise con-
trol
(�o P.284)

O

Emergency Driving Stop 

System *3

(�o P.298)
—
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� When lift up
When using a lift kit up to 4 in. (101 mm), including tire height.
Toyota recommends the use of a Toyota genuine lift kit as a non-genuine lift 
kits may degrade system performance.
Details are in the following table.

*1:Manufacturer specified tire sizes
*2:Tire sizes up to 3 inches plus the tire size specified by the manufacturer
*3:Any size other than the manufacturer specified tire sizes.

*4:Tire sizes exceeding the range specified in *2.

� Certification �o P.697

Suspension variation Tire variation Description

Toyota normal suspension

*1

The system will operate nor-
mally if the settings comply 
with Toyota specifications. To 
verify the settings, visit a Toy-
ota authorized service/repair 
facility.

Toyota genuine 2.5 inch lift 
up kit (if equipped)

Toyota genuine 2.5 inch lift 
up kit (if equipped)

*2

The system may not operate 
properly. Please see a Toyota 
authorized service/repair facil-
ity to verify and change the set-
tings.

Toyota normal suspension *3 This system is not designed to 
accommodate the configura-
tion. Toyota highly recom-
mends that modifications 
within this category not be 
done.

Failure to observe this recom-
mendation may cause the sys-
tem to not operate properly 
which may lead to an accident. 
Modifications within this cate-
gory require an authorized Toy-
ota service/repair facility to 
disable the Toyota Safety 
Sense 3.0 functions.

However, this may also lead to 
the possibility of an accident.

Toyota genuine 2.5 inch lift 
up kit (if equipped)

*4

Non-genuine lift up kit (if 
equipped)

Any
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�z Bicycles*

�z Pedestrians

�z Motorcycles*

�z Walls
*: Detected as a detectable object 

only when being ridden.

� Pre-collision warning

When the system determines 
that the possibility of a collision 
is high, a buzzer will sound and 
an icon and warning message 
will be displayed on the multi-
information display to urge the 
driver to take evasive action.

If the detectable object is a vehi-
cle, moderate braking will be 
performed with the warning.

“Pre-Collision System”

If the system determines that 
the accelerator pedal is strongly 
depressed, the following icon 
and message will be displayed 
on the multi-information display.

“Accelerator Pedal is 
Pressed”

� Pre-collision brake assist

If the system determines that 
the possibility of a collision is 
high and the brake operation by 
the driver is insufficient, the 
braking power will be increased.

� Pre-collision brake control

If the system determines that 
the possibility of a collision is 
extremely high, the brakes are 
automatically applied to help 
avoid the collision or reduce the 
impact of the collision.

� Emergency steering assist

If the system determines that 
the following conditions are met, 
assistance will be provided to 
help enhance vehicle stability 
and prevent lane departure. 
During assistance, in addition to 
the pre-collision warning, the fol-
lowing icon will be displayed on 
the multi-information display.

�z The possibility of a collision is 
high

�z There is sufficient space 
within the lane to perform 

System functions
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when they are wearing a raincoat, 
long skirt, etc.)

• When a pedestrian is bending for-
ward or squatting

• When a pedestrian or bicycle is 
moving at high speed

• When a pedestrian is pushing a 
stroller, wheelchair, bicycle or 
other vehicle

• When a detectable object blends 
in with the surrounding area, such 
as when it is dim (at dawn or dusk) 
or dark (at night or in a tunnel)

• When the vehicle has not been 
driven for a certain amount of time 
after the engine was started

• While turning left/right or a few 
seconds after turning left/right

• While driving around a curve and 
a few seconds after driving around 
a curve

• When turning left/right and an 
oncoming vehicle is driving in a 
lane 3 or more lanes from the 
vehicle

• When turning left/right and the 
direction of the vehicle differs 
greatly from the direction traffic 
flows in the oncoming lane

• When turning left/right, a pedes-
trian or bicycle behind the vehicle 
comes in front of it as if it over-
takes the vehicle

• When at an intersection, the 
approaching crossing vehicle is 

long in overall length, such as a 
large truck, towing trailer, etc.

� In addition to the preceding, in 
certain situations, such as the fol-
lowing, the emergency steering 
assist may not operate properly:

• When a detectable object is too 
close to the vehicle

• When there is insufficient space to 
perform evasive steering maneu-
vers or an obstruction exists in the 
evasion direction

• When there is an oncoming vehi-
cle

� Vehicles with automatic transmis-
sion: In addition to the preceding, 
in certain situations, such as the 
following, walls may not be 
detected as a target object and 
the Acceleration Suppression at 
Low Speed function may not oper-
ate properly:

• When scenery behind the wall is 
visible, such as a glass door, grid 
fence, etc.

• When the wall is slanted or low
• When the wall is narrow, such as 

a pole, etc.
• When the wall is made of plants, 

such as a hedge, etc.
• When the road, etc. is reflected on 

the wall
• When the vehicle is approaching 

the wall at an angle

�z The pre-collision system can 
be enabled/disabled through 
a customize setting. (�o P.635)

The system is enabled each time 
the engine switch is turned to ON.

�z When the system is disabled, 
the PCS warning light will illu-
minate and a message will be 
displayed on the multi-infor-
mation display.

Changing the pre-colli-
sion setting
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�z The pre-collision setting can 
be changed on the customize 
settings. (�o P.635)

�z When the pre-collision warn-
ing timing is changed, the 
emergency steering assist 
timing will also be changed.

When  is selected, the 

emergency steering assist 
(excluding the active steering 
function) will not operate in 
most cases.

�z When the dynamic radar 
cruise control is operating, the 
pre-collision warning will 

operate at the  timing, 

regardless of the user setting.

�z When driving on a road with 
clear lane lines with the 
dynamic radar cruise control 
operating, lane lines and pre-
ceding and surrounding vehi-
cles are detected using the 
front camera and radar sen-
sor, and the steering wheel is 
operated to maintain the vehi-
cle’s lane position.

Use the this function only on high-
ways and expressways.

If the dynamic radar cruise control 
is not operating, the function will not 
operate.

In situations where the lane lines 
are difficult to see or are not visible, 
such as when in a traffic jam, sup-
port will be provided using the path 
of preceding and surrounding vehi-
cles.

If the system determines that the 
steering wheel has not been oper-
ated for a certain amount of time or 
the steering wheel is not being 
firmly gripped, the driver will be 
alerted and this function will be 
temporarily canceled.

If the steering wheel is firmly 
gripped, the function will begin 
operating again.

LTA (Lane Tracing 
Assist)

LTA functions
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the following conditions are met:
� The LTA system detects lane lines 

or the path of preceding or sur-
rounding vehicles.

� The dynamic radar cruise control 
is operating.

� The lane width is approximately 
10 to 13 ft. (3 to 4 m).

� The turn signal lever is not being 
operated.

� The vehicle is not being driven 
around a sharp curve.

� The vehicle is not accelerating or 
decelerating more than a certain 
amount.

� The steering wheel is not being 
turned with a large force.

� The hands off steering wheel 
warning (�o P.266) is not operat-
ing.

� The vehicle is being driven in the 
center of a lane.

� TDA (Trailer Driving Assist) is not 
operating (�o P.301)

� Temporary cancelation of func-
tions

� When the operating conditions are 
no longer met, a function may be 
temporarily canceled. However, 
when the operation conditions are 
met again, operation of the func-
tion will automatically be restored. 
(�o P.265)

� If the operating conditions of a 
function are no longer met while 
the function is operating, a buzzer 
may sound to indicate that the 
function has been temporarily 
canceled.

� The steering assist operation of 
the function can be overridden by 
the steering wheel operation of 
the driver.

� Lane departure warning func-
tion when the LTA is operating

� Even if the LDA warning method is 
changed to vibration of the steer-

ing wheel, if the vehicle deviates 
from the lane while the LTA is 
operating, the warning buzzer will 
sound to alert the driver.

� If steering wheel operation equiv-
alent to that necessary for a lane 
change is detected, the system 
will determine the vehicle is not 
deviating from the lane and the 
warning will not operate.

� Hands off steering wheel warn-
ing operation

� When the system determines the 
driver is not holding the steering 
wheel, a message urging the 
driver to grip the steering wheel 
and the icon shown in the illustra-
tion will be displayed on the multi-
information display to warn the 
driver. If the system detects that 
the steering wheel is held, the 
warning will be canceled. When 
using the system, make sure to 
grip the steering wheel firmly, 
regardless of whether the warn-
ing is operating or not.

� If no operations are detected for a 
certain amount of time, the warn-
ing will operate, and the function 
will be temporarily canceled. This 
warning may also operate if the 
driver only operates steering 
wheel a small amount continu-
ously.

� Situations in which the hands 
off steering wheel warning may 
not operate properly

� Depending on the condition of the 
vehicle, handle control condition 
and road surface, the warning 
function may not operate.
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The LDA system warns the 
driver if the vehicle may deviate 

from the current lane or course*, 
and also can slightly operate the 
steering wheel to help avoid 
deviation from the lane or 

course*.

The front camera is used to 

detect lane lines or a course*.
*: Boundary between the asphalt 

and grass, soil, etc., or structures, 
such as a curb, guardrail, etc.

� Lane departure alert func-
tion

When the system determines 
that the vehicle might depart 

from its lane or course*, a warn-
ing is displayed on a display, 
and either a warning buzzer will 
sound or the steering wheel will 
vibrate to alert the driver.

Check the area around your vehicle 
and carefully operate the steering 
wheel to move the vehicle back to 

the center of the lane or course*.

Vehicles with BSM: If the system 
determines that the vehicle may 
collide with a vehicle in an adjacent 
lane, the lane departure alert will 
operate even if the turn signals are 
operating.
*: Boundary between the asphalt 

and grass, soil, etc., or structures, 

such as a curb, guardrail, etc.

� Lane departure prevention 
function

If the system determines that 
the vehicle is likely to depart 

from its lane or course*, it pro-
vides assistance through steer-
ing wheel operations to help 
avoid deviation from the lane or 
course.

If the system determines that the 
steering wheel has not been oper-
ated for a certain amount of time or 
the steering wheel is not being 
firmly gripped, a warning message 
may be displayed and a warning 
buzzer may sound to alert the 
driver.

Vehicles with BSM: If the system 
determines that the vehicle may 
collide with a vehicle in an adjacent 
lane, the lane departure prevention 
function will operate even if the turn 
signals are operating.

LDA (Lane Departure 
Alert)

Basic functions
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This function is operable when all of 
the following conditions are met:
• The vehicle speed is approxi-

mately 30 mph (50 km/h) or more. 
Operation may be possible when 
the vehicle speed is approximately 
25 mph (40 km/h) or more if vehi-
cles, motorcycles, bicycles, or 
pedestrians are detected near the 
lane.

• The system recognizes a lane or 
course*. (When recognized on 
only one side, the system will 
operate only for the recognized 
side.)

• The lane width is approximately 
9.8 ft. (3 m) or more.

• The turn signal lever is not being 
operated.
(Vehicles with BSM: Except when 
a vehicle is detected in the direc-
tion that the turn signal lever is 
operated.)

• The vehicle is not being driven 
around a sharp curve.

• The vehicle is not accelerating or 
decelerating more than a certain 
amount.

• The steering wheel is not being 
turned sufficiently to perform a 
lane change.

• When the VSC or TRAC system is 
not turned off

*: Boundary between the asphalt 
and grass, soil, etc., or structures, 
such as a curb, guardrail, etc.

� Temporary cancellation of func-
tions

When the operating conditions are 
no longer met, a function may be 
temporarily canceled. However, 
when the operation conditions are 
met again, operation of the function 
will automatically be restored. 
(�o P.270)

� Operation of the lane departure 
alert function/lane departure 
prevention function

� Depending on the vehicle speed, 
road conditions, lane departure 

angle, etc., operation of the lane 
departure prevention function may 
not be felt or the function may not 
operate.

� Depending on the conditions, the 
warning buzzer may operate even 
if vibration is selected through a 
customize setting.

� If a course* is not clear or straight, 
the lane departure alert function or 
lane departure prevention function 
may not operate.

� The lane departure alert function 
or lane departure prevention func-
tion may not operate if the system 
judges that the vehicle is inten-
tionally being steered to avoid a 
pedestrian or parked vehicle.

� Vehicles with BSM: It may not be 
possible for the system to judge if 
there is danger of a collision with a 
vehicle in an adjacent lane.

� The steering assist operation of 
the lane departure prevention 
function can be overridden by the 
steering wheel operation of the 
driver.

*: Boundary between the asphalt 
and grass, soil, etc., or structures, 
such as a curb, guardrail, etc.

� When towing another vehicle
�o P.301

� When lift up
�o P.252

� Hands off steering wheel warn-
ing operation

In the following situations, a mes-
sage urging the driver to operate the 
steering wheel and an icon will be 
displayed and a buzzer will sound to 
warn the driver. When using the sys-
tem, make sure to grip the steering 
wheel firmly, regardless of whether 
the warning is operating or not.
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� When the system determines that 
the driver is not securely holding 
the steering wheel, or the steering 
wheel is not being operated when 
the steering assist operation of the 
lane departure prevention function 
is operating

Except for Puerto Rico, A.Samoa 
and New Caledonia: The length of 
time that the warning buzzer oper-
ates will become longer as the fre-
quency of the steering assist 
operating increases. If the system 
judges that the steering wheel has 
been operated, the warning buzzer 
will stop.
For Puerto Rico, A.Samoa and New 
Caledonia: The length of time that 
the warning buzzer operates will 
become longer as the frequency of 
the steering assist operating 
increases. Even if the system 
judges that the steering wheel has 
been operated, the warning buzzer 
will sound for a certain amount of 
time.

� Break suggestion function
This function is operable when all of 
the following conditions are met:
� The vehicle speed is approxi-

mately 40 mph (65 km/h) or more. 
*1

� The vehicle speed is approxi-
mately 32 mph (50 km/h) or 
more.*2

� The lane width is approximately 
9.8 ft. (3 m) or more.

Depending on the condition of the 
vehicle and road surface, the break 
suggestion function may not oper-
ate.

Vehicles without a head-up display: 

Press the  meter control switch 
to turn off the message.

Vehicles with a head-up display: 

Press the  steering switch to turn 
off the message.

Unless  is pressed, the message 
of the break suggestion function will 
remain displayed.
*1:Except for Puerto Rico, A.Samoa 

and New Caledonia*3

*2:For Puerto Rico, A.Samoa and 

New Caledonia*3

*3:The countries and areas for each 
region listed in the table are cur-
rent as of September 2022. How-
ever, depending on when the 
vehicle was sold, the countries 
and areas of each region may be 
different. Contact your Toyota 
dealer for details.

�z The LDA system can be 
enabled/disabled through a 
customize setting. (�o P.635)

�z The settings of the LDA can 
be changed on the customize 
settings. (�o P.635)

Changing LDA settings
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According to the driving conditions, the operation and detectable 
objects of the proactive driving assist will change as follows.

System operating conditions  and detectable objects

Function Conditions Operation
Detectable 

objects

Obstacle Antici-
pation Assist 

(OAA)

A detectable 
object is detected 
crossing the road

Assistance with 
some brake oper-

ations is pro-
vided in order to 
reduce the possi-

bility of a colli-
sion.

�xPedestrians
�xBicyclists

A detectable 
object is detected 
on the side of the 

road

Assistance with 
some brake and 
steering wheel 
operations are 

provided accord-
ing to the sur-

rounding 
conditions to help 
prevent the vehi-

cle from 
approaching too 

close to a 
detected object.

�xPedestrians
�xBicyclists
�xParked vehicles

Assistance with 
steering wheel 

operations is pro-
vided within a 
range that the 
vehicle will not 
deviate from its 

current lane.
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formed, the controlled stop will continue.

� Meter display

Multi-information display

Set vehicle speed

Indicators

� Switches

Driving assist switch

“+” switch/“RES” switch

Cancel switch

“-” switch

Vehicle-to-vehicle distance 
switch

Driving assist mode select 
switch

� Setting the vehicle speed
1 Press the driving assist mode 

select switch to select 
dynamic radar cruise control.

The dynamic radar cruise control 
indicator will illuminate.

2 Using the accelerator pedal, 
accelerate or decelerate to 
the desired vehicle speed 
(approximately 20 mph [30 
km/h] or more), and press the 
driving assist switch to set 
the set vehicle speed.

The set vehicle speed will be dis-
played on the multi-information dis-
play.
The vehicle speed at the moment 
the switch is released will be the set 
vehicle speed.

System components Using the dynamic radar 
cruise control
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km/h)
� When the brake control or output 

restriction control of a driving sup-
port system operates (For exam-
ple: Pre-Collision System, drive-
start control)

� Vehicles with manual transmis-
sion: When the shift lever is in N 
or the clutch pedal is depressed 
for more than a certain amount of 
time

� When the parking brake has been 
operated

� When the driver’s seat belt is 
unfastened

� When the Pre-Collision System is 
disabled

� When the vehicle is stopped by 
system control on a steep incline

� When any of the following are 
detected while the vehicle is 
stopped by system control:

• The driver’s seat belt is unfas-
tened

• The driver’s door is opened
• Approximately 3 minutes have 

elapsed since the vehicle was 
stopped

The parking brake may be actived 
automatically.
� Situations in which some or all of 

the functions of the system cannot 
operate: �o P.250

� Dynamic radar cruise control 
system warning messages and 
buzzers

For safe use: �o P.245

� Preceding vehicles that the sen-
sor may not detect correctly

In the following situations, depend-
ing on the conditions, if the system 
cannot provide sufficient decelera-
tion or acceleration is necessary, 
operate the brake pedal or accelera-
tor pedal.
As the sensor may not be able to 
correctly detect these types of vehi-
cles, the approach warning 

(�o P.290) may not operate.
� When a vehicle cuts in front of 

your vehicle or changes lanes 
away from your vehicle extremely 
slowly or quickly

� When changing lanes
� When a preceding vehicle is driv-

ing at a low speed
� When a vehicle is stopped in the 

same lane as the vehicle
� When a motorcycle is traveling in 

the same lane as the vehicle

� Conditions under which the 
system may not operate cor-
rectly

In the following situations, operate 
the brake pedal (or accelerator 
pedal, depending on the situation) 
as necessary.
As the sensor may not be able to 
correctly detect a vehicle, the sys-
tem may not operate properly.
� When a preceding vehicle brakes 

suddenly
� When changing lanes at low 

speeds, such as in a traffic jam

In situations where the vehicle 
approaches a preceding vehicle 
and the system cannot provide 
sufficient deceleration, such as 
if a vehicle cuts in front of the 
vehicle, a warning display will 
flash and a buzzer will sound to 
alert the driver. Depress the 
brake pedal to ensure appropri-
ate vehicle-to-vehicle distance.

� Warnings may not occur 
when

In the following situations, the 
warning may not operate even 

Approach warning
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though the vehicle-to-vehicle 
distance is short.

�z When the preceding vehicle is 
traveling at the same speed 
or faster than your vehicle

�z When the preceding vehicle is 
traveling at an extremely low 
speed

�z Immediately after the vehicle 
speed has been set

�z When the accelerator pedal is 
depressed

When a curve is detected, the 
vehicle speed will begin being 
reduced. When the curve ends, 
the vehicle speed reduction will 
end.

Depending on the situation, the 
vehicle speed will then return to the 
set vehicle speed.

In situations where vehicle-to-vehi-
cle distance control needs to oper-
ate, such as when a preceding 
vehicle cuts in front of your vehicle, 
the curve speed reduction function 
will be canceled.

� Situations in which the curve 
speed reduction function may 
not operate

In situations such as the following, 
the curve speed reduction function 
may not operate:
� When the vehicle is being driven 

around a gentle curve
� When the accelerator pedal is 

being depressed
� When the vehicle is being driven 

around an extremely short curve

If your vehicle is being driven at 
approximately 50 mph (80 km/h) 
or more and a lane change to 
the passing lane is performed, 
when the turn signal lever is 
operated and the lane is 
changed, the vehicle will accel-
erate up to the set speed to 
assist in overtaking.

The system’s recognition of which 
lane is the passing lane may be 
based solely on the location of the 
steering wheel in the vehicle (left-
hand drive/right-hand drive). If the 
vehicle is driven in a location where 
the passing lane is on the opposite 
side of that where the vehicle was 
originally sold, the vehicle may 
accelerate when the turn signal 
lever is operated away from the 
passing lane. (e.g. The vehicle was 
manufactured for a right-hand traf-
fic location, but is being driven in a 
left-hand traffic location. The vehi-
cle may accelerate when the turn 
signal lever is operated to the right.)

If your vehicle is being driven at 
approximately 50 mph (80 km/h) or 

Curve speed reduction 
function

Support for lane change
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*: If equipped

When the TDA (Trailer Driving 
Assist) is operating, each func-
tion is limited as follows:

Definition of symbols: O = Avail-
able, — = Not available
*1:Partially unavailable
*2:Not available for Puerto Rico, 

A.Samoa and New Caledonia, 
and only alert is available except 
for Puerto Rico, A.Samoa and 
New Caledonia

*3: If equipped

TDA (Trailer Driving 
Assist) *

TDA (Trailer Drive Assist) is 
a system that adjusts cer-
tain driver assist settings to 
support towing functional-
ity. It is recommended to 
use a genuine Toyota Trailer 
Brake Controller (TBC) 
(�o P.428) (if equipped) when 
towing.

Towing without a genuine 
Toyota Trailer Brake Con-
troller (TBC) (if equipped) 
increases the risk of vehi-
cle/trailer instability.

System functions

Function Status

AHB (Automatic 
High Beam) 

(�o P.235)
O

PCS (Pre-Colli-
sion System) 

(�o P.253)

*1

LTA (Lane Trac-
ing Assist) 
(�o P.264)

�•

LDA (Lane 
Departure Alert) 

(�o P.269)

*2

PDA (Proactive 

driving assist)*3 
(�o P.275)

�•

RSA (Road Sign 

Assist)*3 
(�o P.281)

O

Dynamic radar 
cruise control 

(�o P.284)
O

Emergency Driv-
ing Stop Sys-

tem*3 (�o P.298)
�•

Intuitive parking 

assist*3 
(�o P.316)

*1

PKSB (Parking 

Support Brake)*3 
(�o P.332)

�•

Parking Support 
Brake function 

(static objects)*3 
(�o P.337)

�•

RCD (Rear Cam-

era Detection)*3 
(�o P.328)

�•

RCTA (Rear 
Cross Traffic 

Alert)*3 (�o P.322)
�•

Function Status
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� When the brake hold sys-
tem is operating

�z When the engine is stopped 
by the Stop & Start system, if 
the brake pedal is released 
the engine will remain 
stopped.
However, when a vehicle 
stops forward or a person 
walks the front and so on, the 
engine may be restarted.

�z If the accelerator pedal is 
depressed while the engine is 
stopped by the Stop & Start 
system, the engine will 
restart.

�z While the engine is stopped 
by the Stop & Start system, if 
the engine is restarted, the 
brake hold system will con-
tinue to apply the brakes, 
unless the operation condi-
tions of the brake hold system 
are no longer met. (�o P.229)

� When the dynamic radar 
cruise control is operating

�z When the vehicle is stopped 
by the dynamic radar cruise 
control, the engine will stop 
automatically even though the 
brake pedal is not depressed.

�z When the preceding vehicle 
starts off, the engine will 
restart automatically.

�z If the engine is restarted by 
the Stop & Start system while 
the vehicle is stopped by the 
dynamic radar cruise control 

with full-speed range, the 
vehicle will remain stopped.

Press the Stop & Start cancel 
switch to disable the Stop & 
Start system. 
The Stop & Start cancel indica-
tor will illuminate.

Pressing the switch again will 
enable the Stop & Start system and 
the Stop & Start cancel indicator will 
turn off.

� Automatic enabling of the Stop 
& Start system

If the Stop & Start system is dis-
abled using the Stop & Start cancel 
switch, it will be automatically re-
enabled once the engine switch is 
turned off and then the engine is 
started.

When the engine is stopped by 
the Stop & Start system when 
the vehicle is on an incline, 
when the brake pedal is 
released, brake force is tempo-
rarily maintained to prevent the 
vehicle from rolling backwards 

Disabling the Stop & Start 
system

Hill-start assist control
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jam.
• When the engine coolant tem-

perature or transmission fluid tem-
perature is extremely low or high.

• When the vehicle is stopped on a 
steep incline.

• When the vehicle is being driven 
in a high altitude area.

• When the battery fluid tempera-
ture is extremely low or high.

• For a while after the battery have 
been replaced

� When the engine is stopped by 
the Stop & Start system, the 
engine will be restarted automati-
cally if any of the following condi-
tions are met:
(To enable the engine to be 
stopped by the Stop & Start sys-
tem again, drive the vehicle.)

• The air conditioning system is 
being used. (vehicles without a 
manual air conditioning system)

• The windshield defogger is turned 
on. (vehicles without a manual air 
conditioning system)

• The shift lever is shifted from D.
• The driver’s seat belt is unfas-

tened.
• The driver’s door is opened.
• The selected driving mode is “4H” 

or “4L” mode. (4WD models only)
• The Multi-terrain Select is oper-

ated (if equipped)
• “TOW HAUL” mode is operated (if 

equipped)
• The driving mode is changed to 

rear differential lock mode.
• The Stop & Start cancel switch is 

pressed.
• The accelerator pedal is 

depressed.
• The vehicle starts to roll on an 

incline.
� When the engine is stopped by 

the Stop & Start system, the 
engine may restart automatically 
in the following situations: (To 
enable the engine to be stopped 
by the Stop & Start system again, 
drive the vehicle.)

• When the brake pedal is pumped 
or strongly depressed.

• When the air conditioning system 
is being used.

• When a switch of the air condition-
ing system is operated (windshield 
defogger switch, etc.).

• If the battery charge becomes low.

� When the hood is opened
� If the hood is opened while the 

engine is stopped by the Stop & 
Start system, the engine will stall 
and will not be able to be restarted 
by the automatic engine start 
function. In this case, restart the 
engine using the normal engine 
starting procedure. (�o P.212)

� If the hood is closed after the 
engine is started with the hood 
open, the Stop & Start system will 
not operate. Close the hood, turn 
the engine switch off, wait 30 sec-
onds or more, and then start the 
engine.

� Air conditioning system opera-
tion while the engine is stopped 
by the Stop & Start system

Vehicles with an automatic air con-
ditioning system: When the air con-
ditioning is in automatic mode and 
the engine is stopped by the Stop & 
Start system, the fan may operate at 
a low speed in order to prevent the 
temperature in the cabin from 
increasing or decreasing or may be 
stopped.
To prioritize air conditioning system 
performance when the vehicle is 
stopped, disable the Stop & Start 
system by pressing the Stop & Start 
cancel switch.
� If the windshield is fogged up
Turn the windshield defogger on. 
(�o P.451)
If the windshield fogs up frequently, 
press the Stop & Start cancel switch 
to disable the Stop & Start system.

� If an odor is emitted from the air 
conditioning system

• Vehicles with a manual air condi-
tioning system
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If the idling stop time setting is set to 
“Extended” change it to “Standard”. 
If an odor is emitted when the idling 
stop time setting is set to “Stan-
dard”, press the Stop & Start cancel 
switch to deactivate the Stop & Start 
system.
• Vehicles with an automatic air 

conditioning system
Press the Stop & Start cancel switch 
to deactivate the Stop & Start sys-
tem.

� Changing the idling stop time 
with the air conditioning system 
on

The length of time the Stop & Start 
system will operate when the air 
conditioning system is on can be 

changed in  of the multi-informa-

tion display (�o P.644). (The length of 
time the Stop & Start system will 
operate when the air conditioning 
system is off cannot be changed.)
� Displaying the Stop & Start sys-

tem status
�o P.303

� Multi-information display mes-
sages

If the following situations,  

and a message may be displayed 
on the multi-information display.
� When the engine cannot be 

stopped by the Stop & Start sys-
tem

 “Press Brake More to Acti-
vate”
• The brake pedal is not sufficiently 

depressed.
�o  If the brake pedal is depressed 
further, the system will operate.

 “Non-Dedicated Battery”
• A battery not designed for use 

with a Stop & Start system may 
have been installed.

�o  Have the vehicle inspected by 
your Toyota dealer.

 “Battery Charging”
• The battery charge may be low.
�o  Stopping of the engine is tempo-
rarily prohibited to prioritize charging 
of the battery. After the engine runs 
for a certain amount of time, the sys-
tem will be enabled.

A refresh charge may be being per-
formed, such as during a periodic 
recharge, after the battery terminals 
have been disconnected and recon-
nected, after the battery has been 
replaced, etc.

�o  After a refresh charge for up to 
an hour completes, the system can 
be operated.
• If displayed continuously for a 

long time (more than an hour)
�o  The battery may be deteriorated. 
Contact your Toyota dealer for 
details.

 “Stop & Start Unavailable”
• The Stop & Start system is tempo-

rarily disabled.
�o  Allow the engine to run for some 
time.
• The engine may have been 

started with the hood open.
�o  Close the hood, turn the engine 
switch off, wait for 30 seconds or 
more, and then start the engine.

 “In Preparation”
• The vehicle is being driven in a 

high altitude area.
• The brake booster vacuum is low.
�o  When the brake booster vacuum 
reaches a predetermined level, the 
system will be enabled.

 “For Climate Control”
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Approximately 1.6 ft. (0.5 m) to 11.5 ft. (3.5 m) from either side of 

the vehicle*1

Approximately 3.3 ft. (1 m) forward of the rear bumper

Approximately 9.8 ft. (3 m) from the rear bumper

Approximately 9.8 ft. (3 m) to 197 ft. (60 m) from the rear 

bumper*2

�z When towing a trailer

The range of each detection area is:

Approximately 1.6 ft. (0.5 m) to 11.5 ft. (3.5 m) from either side of 

the vehicle*1

Approximately 3.3 ft. (1 m) forward of the rear bumper

Trailer overall length*3

Approximately 9.8 ft. (3 m) from the rear end of trailer*3

*1:The area between the side of the vehicle and 1.6 ft. (0.5 m) from the side 
of the vehicle cannot be detected.

*2:The outer mirror indicator warning may be delayed. The delay increases 
in proportion to the speed differential with vehicles approaching in the 
adjacent lane.

*3:The system is designed to support utility and boat trailers up to 8.5 ft. 
(2.59 m) wide, most enclosed type trailer types up to 8 ft. (2.46 m) wide, 
and trailers no longer than 39 ft. (12.0 m). For wider trailers and/or trail-
ers with shorter tongues lengths the indicator warning in the outer mirror 
may be delayed.

� The Blind Spot Monitor is oper-
ational when

The Blind Spot Monitor is opera-
tional when all of the following con-

ditions are met:
� The Blind Spot Monitor is on.
� The shift position is in a position 

other than R.
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� The vehicle speed is greater than 
approximately 6 mph (10 km/h).

� The Blind Spot Monitor will 
detect a vehicle when

The Blind Spot Monitor will detect a 
vehicle present in the detection area 
in the following situations:
� A vehicle in an adjacent lane over-

takes your vehicle.
� You overtake a vehicle in an adja-

cent lane slowly.
� Another vehicle enters the detec-

tion area when it changes lanes.

� Conditions under which the 
system will not detect a vehicle

The Blind Spot Monitor is not 
designed to detect the following 
types of vehicles and/or objects:
� Small motorcycles, bicycles, 

pedestrians, etc.*

� Vehicles traveling in the opposite 
direction

� Guardrails, walls, signs, parked 
vehicles and similar stationary 
objects*

� Following vehicles that are in the 
same lane*

� Vehicles traveling 2 lanes away 
from your vehicle*

� Vehicles which are being over-
taken rapidly by your vehicle*

*: Depending on the conditions, 
detection of a vehicle and/or 
object may occur.

� Conditions under which the 
system may not function cor-
rectly

� The Blind Spot Monitor may not 
detect vehicles correctly in the fol-
lowing situations:

• When the sensor is misaligned 
due to a strong impact to the sen-
sor or its surrounding area

• When mud, snow, ice, a sticker, 
etc., is covering the sensor or sur-

rounding area on the rear bumper
• When driving on a road surface 

that is wet with standing water 
during bad weather, such as 
heavy rain, snow, or fog

• When multiple vehicles are 
approaching with only a small gap 
between each vehicle

• When the distance between your 
vehicle and a following vehicle is 
short

• When there is a significant differ-
ence in speed between your vehi-
cle and the vehicle that enters the 
detection area

• When the difference in speed 
between your vehicle and another 
vehicle is changing

• When a vehicle enters a detection 
area traveling at about the same 
speed as your vehicle

• As your vehicle starts from a stop, 
a vehicle remains in the detection 
area

• When driving up and down con-
secutive steep inclines, such as 
hills, dips in the road, etc.

• When driving on roads with sharp 
bends, consecutive curves, or 
uneven surfaces

• When vehicle lanes are wide, or 
when driving on the edge of a 
lane, and the vehicle in an adja-
cent lane is far away from your 
vehicle

• When an accessory (such as a 
bicycle carrier) is installed to the 
rear of the vehicle

• When driving with tailgate in the 
open position or when cargo (such 
as lumber) is loaded on the open 
tailgate.

• When there is a significant differ-
ence in height between your vehi-
cle and the vehicle that enters the 
detection area

• Immediately after the Blind Spot 
Monitor is turned on

� Instances of the Blind Spot Moni-
tor unnecessarily detecting a vehi-
cle and/or object may increase in 
the following situations:

• When the sensor is misaligned 
due to a strong impact to the sen-
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sor or its surrounding area
• When the distance between your 

vehicle and a guardrail, wall, etc., 
that enters the detection area is 
short

• When driving up and down con-
secutive steep inclines, such as 
hills, dips in the road, etc.

• When vehicle lanes are narrow, or 
when driving on the edge of a 
lane, and a vehicle traveling in a 
lane other than the adjacent lanes 
enters the detection area

• When driving on roads with sharp 
bends, consecutive curves, or 
uneven surfaces

• When the tires are slipping or 
spinning

• When the distance between your 
vehicle and a following vehicle is 
short

• When an accessory (such as a 
bicycle carrier) is installed to the 
rear of the vehicle

• When turning at an intersection 
with a trailer is being towed and 
an adjacent vehicle continues 
traveling straight

*: If equipped

� Type of sensors

Front corner sensors

Front center sensors

Rear corner sensors

Rear center sensors

� Display

When the sensors detect an 
object, such as a wall, a graphic 
is shown on the multimedia dis-
play depending on the position 
and distance to the object.

Vehicles without multimedia dis-

Intuitive parking 
assist *

The intuitive parking assist 
function detects the approx-
imate distance from the 
vehicle and an object such 
as a wall using ultrasonic 
sensors and informs the 
driver with the multimedia 
display distance display 
and buzzer.

System components
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play or rear camera: When 
detecting a stationary object, the 
intuitive parking assist detection 
indicator illuminates. (�o P.85)

�X Multimedia display

Front corner sensor detection

Front center sensor detection

Rear corner sensor detection

Rear center sensor detection

The intuitive parking assist func-
tion can be enabled/disabled 
through a customize setting. 
(�o P.645)

When the intuitive parking assist 
function is disabled, the intuitive 
parking assist OFF indicator 
(�o P.85) illuminates on the multi-
information display. If the sys-
tem switches to OFF (disabled) 
and the intuitive parking assist is 
stopped, the intuitive parking 
assist will not be re-enabled until 
ON (enabled) is selected again 
from the customize setting 

(�o P.645). (It remains off even if 
the engine switch is turned to 
ON again after the engine 
switch has been turned off.)

Vehicles without the multimedia 
display or rear camera: How-
ever, the system will automati-
cally turn on (enabled) and the 
intuitive parking assist OFF indi-
cator will turn off if the shift posi-
tion is changed to R.

When the shift position is R, the 
intuitive parking assist cannot 
be turned on or off.

The setting of intuitive parking 
assist itself will not change.

� When towing a trailer
� When Auto Trailer Detection 

(ATD) (�o P.311) is activated, the 
rear sensor automatically turns 
off.

� When the shift position is in R, the 
intuitive parking assist OFF indica-
tor (�o P.85) turns ON and a mes-
sage is displayed in the multi-
information display.

� If a camera malfunction occurs 
while the trailer is connected, 
There may be cases where the 
notification message that indicate 
Intuitive Parking Assist, RCD, or 
PKSB is OFF may not be dis-
played.

� When Trailer brake controller 
(TBC) detects 7-pin trailer brake 
connectors, or when other types 
of trailers are detected by the 
Blind Spot Monitor sensor and 
approved by the driver, the Intui-
tive Parking Assist turns off in the 
rear only.

Turning the intuitive park-
ing assist function 
ON/OFF
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sibility that the object will come 
within the sensor’s detection areas 
before the display is shown and the 
warning beep sounds.

� It might be difficult to hear the 
buzzer due to the volume of the 
audio system or air flow noise of 
the air conditioning system.

� It may be difficult to hear the 
sound of this system due to the 
buzzers of other systems.

� If the meter malfunctions, the 
buzzer may not sound.

� Objects which the system may 
not be properly detected

The shape of the object may pre-
vent the sensor from detecting it. 
Pay particular attention to the follow-
ing objects:
� Wires, fences, ropes, etc.
� Cotton, snow and other materials 

that absorb sound waves
� Sharply-angled objects
� Low objects
� Tall objects with upper sections 

projecting outwards in the direc-
tion of your vehicle

People may not be detected if they 
are wearing certain types of cloth-
ing.

� Situations in which the system 
may not operate properly

Certain vehicle conditions and the 
surrounding environment may affect 
the ability of a sensor to correctly 
detect objects. Particular instances 
where this may occur are listed 
below.
� There is dirt, snow, water drops or 

ice on a sensor. (Cleaning the 
sensors will resolve this problem.)

� A sensor is frozen. (Thawing the 
area will resolve this problem.) 
In especially cold weather, if a 
sensor is frozen the sensor dis-
play may be displayed abnormally, 

or objects, such as a wall, may not 
be detected.

� When a sensor or the area around 
a sensor is extremely hot or cold.

� On an extremely bumpy road, on 
an incline, on gravel, or on grass.

� When vehicle horns, vehicle 
detectors, motorcycle engines, air 
brakes of large vehicles, the clear-
ance sonar of other vehicles or 
other devices which produce ultra-
sonic waves are near the vehicle

� A sensor is coated with a sheet of 
spray or heavy rain.

� If objects draw too close to the 
sensor.

� When a pedestrian is wearing 
clothing that does not reflect ultra-
sonic waves (ex. skirts with gath-
ers or frills).

� When objects that are not perpen-
dicular to the ground, not perpen-
dicular to the vehicle traveling 
direction, uneven, or waving are in 
the detection range.

� When strong winds are blowing
� When driving in inclement weather 

such as fog, snow or a sandstorm
� When an object that cannot be 

detected is between the vehicle 
and a detected object

� If an object such as a vehicle, 
motorcycle, bicycle or pedestrian 
cuts in front of the vehicle or runs 
out from the side of the vehicle

� If the orientation of a sensor has 
been changed due to a collision or 
other impact

� When equipment such as a towing 
eyelet, transport hook, bumper 
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protector, bumper trim, bicycle 
carrier or snow-removal device 
(snow plow) is installed near the 
sensor

� If the front of the vehicle is raised 
or lowered due to the carried load

� If the vehicle cannot be driven in a 
stable manner, such as when the 
vehicle has been in an accident or 
is malfunctioning

� When a tire chains, compact 
spare tire or an emergency tire 
puncture repair kit is used

� When the tailgate is opened
� When your vehicle is towing a 

trailer or during emergency towing

� Situations in which the system 
may operate even if there is no 
possibility of a collision

In some situations, such as the fol-
lowing, the system may operate 
even though there is no possibility of 
a collision.
� When driving on a narrow road

� When driving toward a banner, 
flag, low-hanging branch or boom 
barrier (such as those used at rail-
road crossings, toll gates and 
parking lots)

� When there is a rut or hole in the 
surface of the road

� When driving on a metal cover 
(grating), such as those used for 
drainage ditches

� When driving up or down a steep 
slope

� If a sensor is hit by a large amount 
of water, such as when driving on 
a flooded road

� There is dirt, snow, water drops or 
ice on a sensor. (Cleaning the 
sensors will resolve this problem.)

� A sensor is coated with a sheet of 
spray or heavy rain

� When driving in inclement weather 
such as fog, snow or a sandstorm

� When strong winds are blowing

� When vehicle horns, vehicle 
detectors, motorcycle engines, air 
brakes of large vehicles, the clear-
ance sonar of other vehicles or 
other devices which produce ultra-
sonic waves are near the vehicle

� If the front of the vehicle is raised 
or lowered due to the carried load

� If the orientation of a sensor has 
been changed due to a collision or 
other impact

� The vehicle is approaching a tall 
or curved curb

� Driving close to columns (H-
shaped steel beams, etc.) in multi-
story parking garages, construc-
tion sites, etc.

� If the vehicle cannot be driven in a 
stable manner, such as when the 
vehicle has been in an accident or 
is malfunctioning

� On an extremely bumpy road, on 
an incline, on gravel, or on grass
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� When tire chains, compact spare 
tire or an emergency tire puncture 
repair kit are used

� When towing with the vehicle

� When towing a trailer
Rear sensors turn off when the 
trailer connection is detected.
When reversing, the rear sensors 
turn off, but the front corner sensors 
operate.

� Certification
�o P.699

� Detection range of the sen-
sors

Approximately 3.3 ft. (100 
cm)

Approximately 4.9 ft. (150 
cm)

Approximately 2.0 ft. (60 cm)
The diagram shows the detection 
range of the sensors. Note that the 
sensors cannot detect objects that 
are extremely close to the vehicle.

The range of the sensors may 
change depending on the shape of 
the object, etc.

Sensor detection display, 
object distance
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� The distance and buzzer

*: Automatic buzzer mute function is enabled. (�o P.321)

A buzzer sounds when the sen-
sors are operating.

�z The buzzer beeps faster as 
the vehicle approaches a 
static object.
When the vehicle comes 
within the approximately 1.0 
ft. (30 cm) of the object, the 
buzzer will sound continu-
ously.

�z When 2 or more sensors 
simultaneously detect a static 
object, the buzzer sounds for 
the nearest object.

�z After a buzzer begins sound-
ing, if the distance between 
the vehicle and the detected a 

static object does not become 
shorter, the buzzer will be 
muted automatically. (auto-
matic buzzer mute function)

� Adjusting the buzzer volume
The buzzer volume of the intuitive 
parking assist, RCTA, and RCD can 
all be changed at once from the cus-
tomize settings. (�o P.645)

� Muting a buzzer
When the temporary mute switch is 
displayed on the multimedia display, 
this switch can be pressed to tem-
porarily mute the buzzer.
Select the switch to mute a buzzer 
of the intuitive parking assist, RCTA, 
and RCD all together.
� Mute will be automatically can-

celed in the following situations:
• When the shift position is 

changed.
• When the vehicle speed exceeds 

a certain speed.

Approximate distance to obstacle Buzzer

Front center sensor:

Approximately 3.3 ft. (100 cm) to 2.0 

ft. (60 cm)*

Rear center sensor:

Approximately 4.9 ft. (150 cm) to 2.0 

ft. (60 cm)*

Slow

Approximately 2.0 ft. (60 cm) to 1.5 

ft. (45 cm)*
Medium

Approximately 1.5 ft. (45 cm) to 1.0 

ft. (30 cm)*
Fast

Approximately less than 1.0 ft. (30 
cm)

Continuous

Intuitive pa rking assist 
buzzer





3234-5. Using the driving support systems

Owners Manual_USA_M04041_en

4

D
rivingMeter control switches

Turning the RCTA function on/off.

Outside rear view mirror indi-
cators

When a vehicle approaching from 
the right or left at the rear of the 
vehicle is detected, both outside 
rear view mirror indicators will flash.

Multimedia display
If a vehicle approaching from the 
right or left at the rear of the vehicle 
is detected, the RCTA icon 
(�o P.324) for the detected side will 
be displayed on the multimedia dis-
play. This illustration shows an 
example of a vehicle approaching 
from both sides of the vehicle.

RCTA buzzer
If a vehicle approaching from the 
right or left at the rear of the vehicle 
is detected, a buzzer will sound. 

The buzzer also sounds for approx-
imately 1 second immediately after 
the RCTA function is turned on.

The RCTA can be enabled/dis-
abled through a customize set-
ting. (�o P.645)

When the RCTA function is dis-
abled, the driving assist information 
indicator (�o P.85) illuminates. (Each 
time the engine switch is turned off 
then changed to ON, the RCTA 
function will be enabled automati-
cally.)

� When towing a trailer
� When Auto Trailer Detection 

(ATD) (�o P.311) is activated, the 
function automatically turns off.

� When the shift position is in R, the 
intuitive parking assist OFF indica-
tor (�o P.85) turns ON

� Outside rear view mirror indica-
tor visibility

In strong sunlight, the outside rear 
view mirror indicator may be difficult 
to see.

� Hearing the RCTA buzzer
The RCTA buzzer may be difficult to 
hear over loud noises, such as high 
audio volume.

� When “Rear Cross Traffic Alert 
Unavailable” is shown on the 
multi-information display

The sensor voltage has become 
abnormal, or water, snow, mud, etc., 
may be built up in the vicinity of the 
sensor area of the rear bumper. 
(�o P.310)
Removing the water, snow, mud, 
etc., from the vicinity of the sensor 
area should return it to normal. Also, 

System components

Turning the RCTA func-
tion on/off
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the sensor may not function nor-
mally when used in extremely hot or 
cold weather.

� When “Rear Cross Traffic Alert 
Malfunction Visit Your Dealer” 
is shown on the multi-informa-
tion display

There may be a sensor malfunction 
or misaligned. Have the vehicle 
inspected at your Toyota dealer.

� Radar sensors
�o P.310

� Operation of the RCTA 
function

The RCTA function uses radar 
sensors to detect vehicles 
approaching from the right or left 
at the rear of the vehicle and 
alerts the driver of the presence 
of such vehicles by flashing the 
outside rear view mirror indica-
tors and sounding a buzzer.

Approaching vehicles

Detection areas of approach-
ing vehicles

� RCTA icon display

When a vehicle approaching 
from the right or left at the rear 

of the vehicle is detected, the 
following will be displayed on 
the multimedia display.

This illustration shows an exam-
ple of a vehicle approaching 
from both sides of the vehicle.

� RCTA function detection 
areas

The areas that vehicles can be 
detected in are outlined below.

The buzzer can alert for faster 
vehicles approaching from far-
ther away.

RCTA function
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� The distance between the sensor 
and approaching vehicle gets too 
close

*: Depending on the conditions, 
detection of a vehicle and/or 
object may occur.

� Situations in which the system 
may not operate properly

The RCTA function may not detect 
vehicles correctly in the following 
situations:
� When the sensor is misaligned 

due to a strong impact to the sen-
sor or its surrounding area

� When mud, snow, ice, a sticker, 
etc.,is covering the sensor or sur-
rounding area on the position 
above the rear bumper

� When driving on a road surface 
that is wet with standing water 
during bad weather, such as 
heavy rain, snow, or fog

� When multiple vehicles are 
approaching with only a small gap 
between each vehicle

� When a vehicle is approaching at 
high speed

� When equipment that may 
obstruct a sensor is installed, such 
as a towing eyelet, bumper pro-
tector (an additional trim strip, 
etc.), bicycle carrier, or snow plow

� When backing up on a slope with 
a sharp change in grade

� When backing out of a sharp 
angle parking spot

� Immediately after the RCTA func-
tion is turned on

� Immediately after the engine is 
started with the RCTA function on

� When there is a significant differ-
ence in height between your vehi-
cle and the vehicle that enters the 
detection area

� When a sensor or the area around 
a sensor is extremely hot or cold

� If the suspension has been modi-
fied or tires of a size other than 
specified are installed

� If the front of the vehicle is raised 
or lowered due to the carried load

� When turning while backing up
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� When a vehicle turns into the 
detection area

� Situations in which the system 
may operate even if there is no 
possibility of a collision

Instances of the RCTA function 
unnecessary detecting a vehicle 
and/or object may increase in the 
following situations:
� When the parking space faces a 

street and vehicles are being 
driven on the street

� When the distance between your 
vehicle and metal objects, such as 
a guardrail, wall, sigh, or parked 
vehicle, which may reflect electri-
cal waves toward the rear of the 
vehicle, is short

� When equipment that may 
obstruct a sensor is installed, such 
as a towing eyelet, bumper pro-
tector (an additional trim strip, 
etc.), bicycle carrier, or snow plow

� When a vehicle passes by the 
side of your vehicle

� When a detected vehicle turns 
while approaching the vehicle

� When there are spinning objects 
near your vehicle such as the fan 
of an air conditioning unit

� When water is splashed or 
sprayed toward the rear bumper, 
such as from a sprinkler

� Moving objects (flags, exhaust 
fumes, large rain droplets or 
snowflakes, rain water on the road 
surface, etc.)

� When the distance between your 
vehicle and a guardrail, wall, etc., 
that enters the detection area is 
short

� Gratings and gutters
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If a pedestrian is in the area 
behind the vehicle or if the rear 
camera detected that a pedes-
trian is approaching the vehicle 
from behind, the system urges 
caution from the driver by 
sounding the buzzer and dis-
playing the detection of a pedes-
trian on the multimedia display 
as follows:

If a pedestrian is detected in 

area 
Buzzer: Sounds repeatedly
Pedestrian detection icon: 
Blinks

If a pedestrian is detected in 

area 
Buzzer (When the vehicle is 
stationary): Sounds 3 times
Buzzer (When the vehicle is 
backing up, when a pedes-
trian approaches the rear of 
the vehicle): Sounds repeat-

edly
Pedestrian detection icon: 
Blinks

If the system determines that 
your vehicle may collide with 

a pedestrian in area 
Buzzer: Sounds repeatedly
Pedestrian detection icon: 
Blinks

� When towing a trailer
� When Auto Trailer Detection 

(ATD) (�o P.311) is activated, the 
function automatically turns off.

� When the shift position is in R, the 
intuitive parking assist OFF indica-
tor (�o P.85) turns ON and a mes-
sage is displayed in the multi-
information display.

� The rear camera detection func-
tion is operational when

� The engine switch is in ON.
� RCD function is on.
� The shift position is in R.

� Setting the buzzer volume
The buzzer volume of the intuitive 
parking assist, RCTA, and RCD can 
all be changed at once from the cus-
tomize settings. (�o P.635)

� Muting a buzzer temporarily
When an object is detected, the 
temporary mute switch is displayed 
on the multimedia display system. 
Select the switch to mute a buzzer 
of the intuitive parking assist, RCTA, 
and RCD all together.
Mute will be canceled automatically 
in the following situations:
� When the shift position is 

changed.
� When the vehicle speed exceeds 

a certain speed.
� When there is a malfunction in a 

When a pedestrian is 
detected
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sensor or the system is temporar-
ily unavailable.

� When the operating function is 
disabled manually.

� When the engine switch is turned 
off.

� Situations in which the system 
may not operate properly

� Some pedestrians, such as the 
following, may not be detected by 
the rear camera detection func-
tion, preventing the function from 
operating properly:

• Pedestrians who are bending for-
ward or squatting

• Pedestrians who are lying down
• Pedestrians who are running
• Pedestrians who suddenly appear 

from the shadow of the vehicle or 
a building

• Pedestrians who are riding mov-
ing objects such as a bicycle or 
skateboard

• Pedestrians wearing oversized 
clothing such as a rain coat, long 
skirt, etc., making their silhouette 
obscure

• Pedestrians whose body is par-
tially hidden by an object, such as 
a cart or umbrella

• Pedestrians which are obscured 
by darkness, such as at night

� In some situations, such as the 
following, pedestrians may not be 
detected by the rear camera 
detection function, preventing the 
function from operating properly:

• When backing up in inclement 
weather (rain, snow, fog, etc.)

• The lens is dirty (by dirt or snow-
melting agent, etc.) or scratched

• When a very bright light, such as 
the sun, or the headlights of 
another vehicle, shines directly 
into the rear camera

• When backing up in a place where 
the surrounding brightness 
changes suddenly, such as at the 
entrance or exit of a garage or 
underground parking lot

• When backing up in a dim envi-
ronment such as during dusk or in 

an underground parking lot
• When the camera position and 

direction are deviated
• When a towing hook is attached
• When water droplets are flowing 

on the camera lens
• When the vehicle height is 

extremely changed (nose up, 
nose down, etc.)

• When tire chains or an emergency 
tire puncture repair kit are used

• When the suspension has been 
lowered or tires that have a differ-
ent size than the genuine tires are 
installed

• When an aftermarket electronic 
part (backlit license plate, fog 
light, etc.) is installed near the rear 
camera

• If a bumper protector, such as an 
additional trim strip, is installed to 
the rear bumper

• When towing with the vehicle

� Situations in which the system 
may operate unexpectedly

� Even though there are no pedes-
trians in the detection area, some 
objects, such as the following, 
may be detected, possibly caus-
ing the rear camera detection 
function to operate.

• Three dimensional objects, such 
as a pole, traffic cone, fence, or 
parked vehicle

• Moving objects, such as a car or 
motorcycle

• Objects moving toward your vehi-
cle when backing up, such as 
flags or puddles (or airborne mat-
ter, such as smoke, steam, rain, or 
snow)

• Cobblestone or gravel roads, tram 
rails, road repairs, white lines, 
pedestrian crossings or fallen 
leaves on the road

• Metal covers (gratings), such as 
those used for drainage ditches

• Objects reflected in a puddle or on 
a wet road surface

• Shadows on the road
� In some situations, such as the 

following, the rear camera detec-
tion function may operate even 
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though there are no pedestrians in 
the detection area.

• When backing up toward the road-
side or a bump on the road

• When backing up toward an 
incline/decline

• When the vehicle height is 
extremely changed (nose up, 
nose down, etc.)

• When an aftermarket electronic 
part (backlit license plate, fog 
light, etc.) is installed near the rear 
camera

• If a bumper protector, such as an 
additional trim strip, is installed to 
the rear bumper

• If the orientation of the rear cam-
era has been changed due to a 
collision or other impact, or 
removal and installation

• If a towing eyelet is installed to the 
rear of the vehicle

• When water is flowing over the 
rear camera lens

• The lens is dirty (by dirt or snow-
melting agent, etc.)

• If there is a flashing light in the 
detection area, such as the emer-
gency flashers of another vehicle

• When a tire chains or an emer-
gency tire puncture repair kit are 
used

• When towing with the vehicle
� Situations in which the rear cam-

era detection function may be diffi-
cult to notice

• The buzzer may be difficult to hear 
if the surrounding area is noisy or 
the audio system volume is high.

• If the temperature in the cabin is 
extremely high or low, the audio 
system screen may not operate 
correctly.

*: If equipped

The system has detected the 
following as operation targets. 
(The operation targets vary 
depending on the function.)

�z Parking Support Brake func-
tion (static objects front and 
rear of the vehicle):

�o P.337

�z Parking Support Brake func-
tion (moving vehicles rear of 
the vehicle):

�o P.340

�z Parking Support Brake func-
tion (pedestrians rear of the 
vehicle):

�o P.341

PKSB (Parking Sup-
port Brake) *

The PKSB (Parking Sup-
port Brake) is a system that 
issues warnings and auto-
matically performs braking 
to help reduce collision 
damage with operation tar-
gets that were detected 
when traveling at a low 
speed such as when park-
ing.

PKSB (Parking Support 
Brake) system
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The Parking Support Brake 
function can be enabled/dis-
abled through a customize set-
ting. (�o P.646)

When the PKSB (Parking Sup-
port Brake) is disabled, the driv-
ing assist information indicator 
(�o P.85) illuminates, and a mes-
sage is displayed on the multi-
information display.

If the system switches to OFF 
(disabled) and the PKSB (Park-
ing Support Brake) is stopped, 
the PKSB (Parking Support 
Brake) will not be re-enabled 
until ON (enabled) is selected 
again from the customize setting 
(�o P.646).
(It remains off even if the engine 
switch is turned to ON again 
after the engine switch has been 
turned off.)

� When towing a trailer
� When Auto Trailer Detection 

(ATD) (�o P.311) is activated, the 
function automatically turns off.

� The intuitive parking assist OFF 
indicator (�o P.85) turns ON and a 
message is displayed in the multi-
information display.

� If a camera malfunction occurs 
while the trailer is connected, 
There may be cases where the 
notification message that indicate 
Intuitive Parking Assist, RCD, or 
PKSB is OFF may not be dis-
played.

� When Trailer brake controller 

(TBC) detects 7-pin trailer brake 
connectors, or when other types 
of trailers are detected by the 
Blind Spot Monitor sensor and 
approved by the driver, the PKSB 
(Parking Support Brake) turns off 
in the rear only.

� When “4L” mode selected (4WD 
models)

The parking support brake is auto-
matically disabled.

If the engine output restriction con-
trol or brake control operates, a 
buzzer will sound and a message 
will be displayed on the multimedia 
display and multi-information dis-
play, to alert the driver.

Depending on the situation, output 
restriction control operates to either 
limit acceleration or restrict output 
as much as possible.

�z Engine output restriction con-
trol is operating (acceleration 
restriction)

Acceleration greater than a certain 
amount is restricted by the system.

Multimedia display: No warning dis-
played

Multi-information display: “Object 
Detected Acceleration Reduced”

Driving assist information indicator: 
Not illuminated

Buzzer: Does not sound

�z Engine output restriction con-
trol is operating (output 
restricted as much as possi-
ble)

Enabling/Disabling the 
Parking Support Brake

Display and buzzer for 
engine output restriction 
control and brake control
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Engine output

Braking force

Time

Engine output restriction con-
trol begins operating (System 
determines that possibility of 
collision with detected object 
is high)

�z Figure 3: When engine out-
put restriction control and 
brake control operates

Engine output

Braking force

Time

Engine output restriction con-
trol begins operating (System 
determines that possibility of 
collision with detected object 
is high)

Brake control begins operat-
ing (System determines that 
possibility of collision with 
detected object is extremely 
high)

� If the Parking Support Brake 
has operated

If the vehicle is stopped due to oper-
ation of the Parking Support Brake, 
the Parking Support Brake will be 
disabled and the driving assist infor-
mation indicator will illuminate.
In addition, even when the PKSB 
(Parking Support Brake) operates, 
the brake control is canceled after 
approximately 2 seconds to start off.
Furthermore, the brake control also 
can be canceled by depressing the 
brake pedal. Depressing the accel-
erator pedal again after that allows 
the vehicle to start off.

� Re-enabling the Parking Sup-
port Brake

To re-enable the Parking Support 
Brake when it is disabled due to 
operation of the PKSB (Parking 
Support Brake), either enable the 
system again (�o P.334), or turn the 
engine switch off and then back to 
ON.
Additionally, if any of the following 
conditions are met, the system will 
be re-enabled automatically and the 
driving assist information indicator 
will turn off (�o P.85):
� The P shift position is selected
� Drive with no operation targets in 

the traveling direction of the vehi-
cle

� Change the traveling direction of 
the vehicle

� Buzzer
Regardless of whether the intuitive 
parking assist sensor is enabled or 
not (�o P.316), if the PKSB (Parking 
Support Brake) system is enabled 
(�o P.334), the buzzer will sound to 
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notify the driver of the approximate 
distance to the object when the 
brake control and the engine output 
restriction control are operated.

*: If equipped

This function will operate in situ-
ations such as the following if an 
object is detected in the travel-
ing direction of the vehicle.

Parking Support Brake 
function (static 
objects fron t and rear 
of the vehicle) *

If the sensors detect a static 
object, such as a wall, in the 
traveling direction of the 
vehicle and the system 
determines that a collision 
may occur due to the vehi-
cle suddenly moving for-
ward due to an accidental 
accelerator pedal operation, 
the vehicle moving the 
unintended direction due to 
the wrong shift position 
being selected, or while 
parking or traveling at low 
speeds, the system will 
operate to lessen the impact 
with the detected static 
object and reduce the 
resulting damage.

Examples of function 
operation (static objects 
front and rear of the vehi-
cle)
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� Engine output restriction control
• The Parking Support Brake is 

enabled.
• The vehicle speed is approxi-

mately 9 mph (15 km/h) or less.
• There is a static object in the trav-

eling direction of the vehicle and 
approximately 6 to 13 ft. (2 to 4 m) 
away.

• The Parking Support Brake deter-
mines that a stronger-than-nor-
mal brake operation is necessary 
to avoid a collision.

� Brake control
• Engine output restriction control is 

operating.
• The Parking Support Brake deter-

mines that an immediate brake 
operation is necessary to avoid a 
collision.

� The Parking Support Brake 
function (static objects front 
and rear of the vehicle) will stop 
operating when

The function will stop operating if 
any of the following conditions are 
met:
� Engine output restriction control
• The Parking Support Brake is dis-

abled.
• The system determines that the 

collision has become avoidable 
with normal brake operation.

• The static object is no longer 
approximately 6 to 13 ft. (2 to 4 m) 
away from the vehicle or in the 
traveling direction of the vehicle.

� Brake control
• The Parking Support Brake is dis-

abled.
• Approximately 2 seconds have 

elapsed since the vehicle was 
stopped by brake control.

• The brake pedal is depressed 
after the vehicle is stopped by 
brake control.

• The static object is no longer 
approximately 6 to 13 ft. (2 to 4 m) 
away from the vehicle or in the 
traveling direction of the vehicle.

� Detection range of the Parking 
Support Brake function (static 
objects front and rear of the 
vehicle)

The detection range of the Parking 
Support Brake function (static 
objects front and rear of the vehicle) 
differs from the detection range of 
the intuitive parking assist (�o P.320). 
Therefore, even if the intuitive park-
ing assist detects an object and pro-
vides a warning, the Parking 
Support Brake function (static 
objects front and rear of the vehicle) 
may not start operating.

� Situations in which the system 
may not operate properly

�o P.318

� Situations in which the system 
may operate even if there is no 
possibility of a collision

�o P.319





3414-5. Using the driving support systems

Owners Manual_USA_M04041_en

4

D
riving

• The Parking Support Brake is dis-
abled.

• The collision becomes avoidable 
with normal brake operation.

• A vehicle is no longer approaching 
from the right or left at the rear of 
the vehicle.

� Brake control
• The Parking Support Brake is dis-

abled.
• Approximately 2 seconds have 

elapsed since the vehicle was 
stopped by brake control.

• The brake pedal is depressed 
after the vehicle is stopped by 
brake control.

� Situations in which the system 
may not operate properly

�o P.326

� Situations in which the system 
may operate even if there is no 
possibility of a collision

�o P.327

*: If equipped

The system operates when an 
approaching pedestrian is 
detected behind the vehicle 
while backing up, and when the 
brake pedal is not depressed or 
is depressed late.

Parking Support Brake 
function (pedestrians 
rear of the vehicle) *

If the rear camera sensor 
detects a pedestrian behind 
the vehicle while backing 
up and the system deter-
mines that the possibility of 
colliding with the detected 
pedestrian is high, a buzzer 
will sound. If the system 
determines that the possi-
bility of colliding with the 
detected pedestrian is 
extremely high, the brakes 
will be applied automati-
cally to help reduce the 
impact of the collision.

Examples of system oper-
ation
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� Detection area of the Parking 
Support Brake function (pedes-
trians rear of the vehicle)

The detection area of the Parking 
Support Brake function (pedestrians 
rear of the vehicle) differs from the 
detection area of the RCD function 
(�o P.330). Therefore, even if the 
RCD function detects a pedestrian 
and provides an alert, the Parking 
Support Brake function (pedestrians 
rear of the vehicle) may not start 
operating.

� Situations in which the system 
may not operate properly

�o P.331

� Situations in which the system 
may operate unexpectedly

�o P.331

*: If equipped

� The screen illustrations used in 
this text are intended as exam-
ples, and may differ from the 
image that is actually displayed on 
the screen.

The parking assist monitor is a 
supplemental device intended to 
assist the driver when backing 
up. When backing up, be sure to 
visually check all around the 
vehicle both directly and using 
the mirrors before proceeding. If 
you do not, you may hit another 
vehicle, and could possibly 
cause an accident.

Pay attention to the following 
precautions when using the 
parking assist monitor.

Toyota parking assist 
monitor *

The parking assist monitor 
assists the driver by dis-
playing an image of the 
view behind the vehicle 
while backing up, for exam-
ple while parking.

When the display is 
changed to the wide rear 
view mode, a wider lateral 
view behind the vehicle will 
be displayed.

Driving precautions
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�X Parking assist guide line dis-
play mode (�o P.347)

The steering wheel return points 
(parking assist guide lines) are 
displayed.

This mode is recommended for 
those who are comfortable with 
parking the vehicle without the 
aid of the estimated course 
lines.

�X Distance guide line display 
mode (�o P.348)

Distance guide lines only are 
displayed.

This mode is recommended for 
those who are comfortable with 
parking the vehicle without the 
aid of the guide lines.

�X Center guide line display 
mode (�o P.348)

Estimated course lines and 
vehicle center line are displayed 
which move in accordance with 
the operation of the steering 
wheel.

Vehicle width guide line

Estimated course line dis-
play mode

Screen description
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Distance guide line
Shows distance behind the vehicle.
• Displays points approximately 1.5 

ft. (0.5 m) (red) from the edge of 
the bumper.

Center guide line
Indicates the estimated vehicle 
center.

The parking assist monitor dis-
plays an image of the view from 
the bumper of the rear area of 
the vehicle.

�X Rear view

Corners of bumper

Distance guide line dis-
play mode

Screen description

Center guide line display 
mode

Screen description

Toyota parking assist 
monitor precautions

Area displayed on screen
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If you notice any of the following symptoms, refer to the likely cause 
and the solution, and re-check.

If the symptom is not resolved by the solution, have the vehicle 
inspected by your Toyota dealer.

Things you should know

If you notice any symptoms

Symptom Likely cause Solution

The image is difficult to 
see

�xThe vehicle is in a dark 
area

�xThe temperature 
around the lens is 
either high or low

�xThe outside tempera-
ture is low

�xThere are water drop-
lets on the camera

�xIt is raining or humid
�xForeign matter (mud, 

etc.) is adhering to the 
camera

�xSunlight or headlights 
are shining directly 
into the camera

�xThe vehicle is under 
fluorescent lights, 
sodium lights, mer-
cury lights, etc.

Back up while visually 
checking the vehicle’s 
surroundings. (Use the 
monitor again once con-
ditions have been 
improved.)

The procedure for 
adjusting the picture 
quality of the parking 
assist monitor is the 
same as the procedure 
for adjusting the screen 
display. (Refer to the 
“MULTIMEDIA 
OWNER’S MANUAL”.)

The image is blurry

Dirt or foreign matter 
(such as water droplets, 
snow, mud, etc.) is 
adhering to the camera.

Flush the camera with a 
large quantity of water 
and wipe the camera 
lens clean with a soft 
and wet cloth.

The image is out of 
alignment

The camera or sur-
rounding area has 
received a strong 
impact.

Have the vehicle 
inspected by your Toy-
ota dealer.
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as the screen and speed being displayed, shift position, vehicle 
equipment, etc.

The menu button is displayed when the shift lever is in D, N, R (automatic 
transmission) or with parking brake disengaged (manual transmission).

Front view button

Front split view button

Panoramic view on/off button

Guide line select button (�o P.365,370)

Auto mode on/off button (�o P.367)

Multi-terrain Monitor on/off button (�o P.391)

Center guide line on/off button (�o P.370)

Bed view button (�o P.376)

Rear split view button

Rear view button

3D view button

When the shift lever is in P 
(automatic transmission) or not 
R and with the parking brake 
engaged (manual transmission).

�X Moving view

Press .

Display

Checking around the vehi-
cle
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When the shift lever is in a posi-
tion other than P (automatic 
transmission) or with the parking 
brake disengaged (manual 
transmission).

�X Panoramic view & rear view

Select the rear view button and 
then turn ON the panoramic 
view button.

�X Wide rear view

Select the rear view button and 
then turn OFF the panoramic 
view button.

�X Rear split view

Select the rear split view button.

Select the bed view button.

The moving view screen and the 
see-through view screen pro-
vide support when checking the 
areas of around the vehicle 
while parking. These screens 
display an image of the vicinity 
of the vehicle combined from the 
4 cameras. The screen will dis-
play a 360° view around the 
vehicle from either inside the 
vehicle or from a birds-eye view 
at an angle.

To display the moving view/see-

through view screen, press  

when the shift lever is in P (auto-

Checking the rear and 
around the vehicle

Checking the bed

Checking around the 
vehicle
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The panoramic view & front view/wide front view/front split view 
screen provides support when checking the areas in front of the 
vehicle and around the vehicle when taking-off at T-intersections or 
other intersections during poor visibility.

To display the screen, press  when the shift lever is in D, N (auto-

matic transmission) or with the parking brake disengaged (manual 
transmission) with the vehicle moving approximately 10 mph (16 
km/h) or less.

This screen will be displayed if the intuitive parking assist detects an 
object in front of your vehicle (intuitive parking assist linked display).

Each time the display mode switching button is selected, the mode 
will change as follows:

�X Panoramic view & front view

Distance guide lines
Shows distance in front of the vehicle.
• Display points approximately 3 ft. (1 m) from the edge of the bumper.

Intuitive parking assist
When a sensor detects an obstacle, the direction of and the approximate 
distance to the obstacle are displayed and the buzzer sounds.

Estimated course lines
Shows an estimated course when the steering wheel is turned.
• This line will be displayed when the steering wheel is turned by 90° or 

more from the center (straight-line) position.

Checking the front and around the vehicle

Screen display
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ing care not to let the vehicle 
width guide line overlap the 
target object.

�z Ensure that the vehicle width 
guide line is parallel to the tar-
get object.

In addition to screen switching 

by operating , automatic dis-

play mode is available. In this 
mode, the screen is switched 
automatically in response to 
vehicle speed.

Each time the “AUTO” button is 
selected, automatic display 
mode is enabled/disabled.

In automatic display mode, the 
monitor will automatically dis-
play images in the following situ-
ations:

�z When the shift lever is shifted 
to D, N (automatic transmis-
sion) or with the parking brake 
disengaged (manual trans-
mission).

�z When vehicle speed is 
reduced to approximately 10 
mph (16 km/h) or less.

The panoramic view & rear view/wide rear view/rear split view 
screen provide support when checking the areas of behind the vehi-
cle and around the vehicle while backing up, for example while park-
ing.

The screens will be displayed when the shift lever is in R.

Each time the display mode switching button is selected, the mode 
will change as follows:

�X Panoramic view & rear view

Intuitive parking assist

Automatic display mode

Checking the rear and around the vehicle

Screen display
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Use to check the state of the load in the carrier bed.

Bed view button

Zoom button

� The bed zoom view can be displayed for a certain time when  is 
pressed while the driving at speeds of 9 mph (16 km/h) or more.

� The bed zoom view and hitch zoom view (�o P.373) can be switched when 
the switch is pressed while the displaying the screen.

If displayed objects are too 
small to see clearly when the 
panoramic view is displayed, the 
area around any of the 4 cor-
ners of the vehicle can be mag-
nified.

1 Turn the intuitive parking 
assist on.

2 Select the area on the pan-
oramic view display you wish 
to magnify.

�z Touching one of the 4 areas 
within the dotted lines will 
magnify that area. (Dotted 
lines are not displayed on the 
actual display.)

Checking the bed

Screen display

Magnifying function

Magnifying the display
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�z To return to the normal view, 
touch the panoramic view dis-
play again.

� The magnifying function is 
enabled when all of the following 
conditions are met:

• The panoramic view & front view 
or the panoramic view & rear view 
is displayed.

• The vehicle speed is below 
approximately 10 mph (16 km/h).

• The intuitive parking assist is 
available.

� In the following situations, the 
magnified display will be can-
celed automatically:

• The vehicle speed is approxi-
mately 10 mph (16 km/h) or 
higher.

• The intuitive parking assist is 
unavailable.

� When the display is magnified, the 
guide lines will not be displayed.

The color of the vehicle dis-

played on the panoramic view 
monitor can be changed.

1 Display the moving view/see-
through view screen. 
(�o P.361)

2 Select .

3 Select the desired color.

The panoramic view monitor displays an image of the surrounding 
view of the vehicle.

Since the panoramic view processes and displays images based on 
flat road surfaces, it cannot depict the position of three-dimension 
objects (such as vehicle bumpers, etc.) that are in positions higher 
than the surface of the road. Even if there is room between the bum-
pers of the vehicles and it seems not likely to collide in the image, in 
reality, the both vehicles are on a collision course.

Customizing the pan-
oramic view monitor

Changing the body color 
displayed in the pan-
oramic view monitor

Panoramic view monitor precautions

Area displayed on screen

Area of image of panoramic view
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If you notice any of the following symptoms, refer to the likely cause 
and the solution, and re-check.

If the symptom is not resolved by the solution, have the vehicle 
inspected by your Toyota dealer.

Things you should know

If you notice any symptoms

Symptom Likely cause Solution

The image is difficult to 
see

�xThe vehicle is in a 
dark area

�xThe temperature 
around the lens is 
either high or low

�xThe outside tempera-
ture is low

�xThere are water drop-
lets on the camera

�xIt is raining or humid
�xForeign matter (mud, 

etc.) is adhering to the 
camera

�xSunlight or headlights 
are shining directly 
into the camera

�xThe vehicle is under 
fluorescent lights, 
sodium lights, mer-
cury lights, etc.

Back up while visually 
checking the vehicle’s 
surroundings. (Use the 
monitor again once con-
ditions have been 
improved.)
The procedure for 
adjusting the picture 
quality of the pan-
oramic view monitor 
system is the same as 
the procedure for 
adjusting the screen dis-
play. (Refer to the 
“MULTIMEDIA 
OWNER’S MANUAL”.)

The image is blurry

Dirt or foreign matter 
(such as water drop-
lets, snow, mud, etc.) is 
adhering to the camera.

Flush the camera with a 
large quantity of water 
and wipe the camera 
lens clean with a soft 
and wet cloth.

The image is out of 
alignment

The camera or sur-
rounding area has 
received a strong 
impact.

Have the vehicle 
inspected by your Toy-
ota dealer.
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The screens that are displayed can be selected by the following but-
tons.

Front view & dual side view

Under vehicle terrain view & dual side view

Rear view & dual side view

Wide rear view

Auto mode on/off button (�o P.394)

Multi-terrain Monitor on/off button
Panoramic View Monitor is displayed when the Multi-terrain Monitor is 
turned OFF. (�o P.356)

The Multi-terrain Monitor dis-
plays a screen suitable for off-
road.

�z The driver can drive while 
confirming the following 
guidelines with a front view

• Distance with the obstacle in the 
front

• Estimated course line

�z The driver can drive while 

confirming the obstacle in the 
flank of tire neighborhood and 
the vehicle with a side screen

�X Front view & dual side view

Select the front view & dual side 
view button.

Menu button

When the front-wheel 
drive control switch is in 
“4L”, or “4H” and Multi-
terrain select is ON

Checking the area to the 
front and sides of the vehi-
cle
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The rear view & dual side view 
and the wide rear displays can 
be switched by touching the 
screen.

The panoramic view monitor is 
displayed. (�o P.356)

When automatic display mode is 

turned on, the Multi-terrain Mon-
itor screen is displayed in the 

following conditions, even if  

has not been operated.
• When the shift lever is shifted 

to D, N (automatic transmis-
sion) or with the parking brake 
disengaged (manual trans-
mission).

• When vehicle speed is 
reduced to approximately 10 
mph (16 km/h) or less.

� The automatic display mode 
switches between on and off each 

time  is selected. When auto-
matic display mode is on, an indi-
cator illuminates on the icon.

� Even when automatic display 
mode is on, the display can still be 

switched by pressing .

The front-wheel drive control switch in the case of “4L”, or “4H” and 
Multi-terrain select is ON, the Multi-terrain Monitor can display a 
screen suitable for off-road.

Front view & dual side view can be used to check the area around 
the front of the vehicle.

�z In addition to an image of the front of the vehicle, guide lines are 
displayed in a composite view to provide reference for when 
deciding a direction to move forward in.

�z If the steering wheel is turned 270° or more, guide lines and other 

When the front-wheel 
drive control switch is in 
“2H”, or “4H” and Multi-
terrain select is OFF

Automatic display mode

Screen display and functions

Front view & dual side view
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Shows guide lines of where the front tire touches the ground.

Rear tire contact line (blue)
Shows guide lines of where the rear tire touches the ground.

Rear tire course line (yellow)
Shows the estimated course of the rear tires.

When the steering wheel is turned by 270° or more

Intuitive parking assist/slip display
When a sensor detects an obstacle, the direction of and the approximate 
distance to the obstacle are displayed and the buzzer sounds.

� The screen can be displayed when the shift lever is in a position other 
than P (automatic transmission) or with the parking brake disengaged 
(manual transmission).

� When the intuitive parking assist detects an obstacle or another vehicle, a 
warning message pops up in the clinometer/slip display area.

Clinometer displays the vehicle inclination to the front, rear, left and 
right within a range of 0° to approximately 30°.

Degree markers of incline to the front and rear
Indicates the vehicle inclination in degrees in the front and rear directions.

Degree markers of incline to the left and right
Indicates the vehicle inclination in degrees in the left and right directions.

Pointer
Indicates the degree of the vehicle inclination in comparison to a parallel 
line.

� The display indicates the incline of the vehicle in degrees shown by the 
movement of the pointer and the rotation of the vehicle image.

Clinometer
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� The color of the degree markers of incline to the front, rear, left and right 
changes according to the current incline of the vehicle.

� After the engine switch is in ON, the degree of incline is not displayed until 
such information is determined.

� The degree of incline showed on the clinometer is only an approximate 
indication, and may differ from the degree of incline measured using other 
equipment.

When tire slippage is detected, 
the Intuitive parking assist dis-
play area is automatically 
switched to the slip display.

Tire display
Indicates the position of freely spin-
ning tires in yellow if the tire spins. 
(During Crawl Control is operating, 
all of the tires are indicated in yel-
low.)

Pop-up display of the intuitive 
parking assist

Displayed if an obstacle is detected 
while the intuitive parking assist is 
turned on.

Lines indicating current vehicle and tire position are displayed in a 
composite view on an image taken approximately 32 ft. (10 m) 
behind the current vehicle position and assists the driver to check 
conditions underneath the vehicle or determine the position of the 
front tires.

Current vehicle position

Slip display

Under vehicle terrain view & dual side view
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*: If equipped

“DRIVE MODE” switch

Mode select switch

Multi-information display 
(�o P.98, 107)

1 Press the “DRIVE MODE” 
switch.

2 Select the driving modes on 
the multi-information display 
while turning the mode select 
switch left and right.

Multi-information display

�X Vehicles without Adaptive 
Variable Suspension system

• “NORMAL” mode

Provides an optimal balance of fuel 
economy, quietness, and dynamic 
performance. Suitable for city driv-
ing.

Driving mode select 
switch *

The driving modes can be 
selected to suit driving con-
dition.

System components

Selecting the driving 
mode
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� When the front-wheel drive control 
switch is in “4L” (4WD models 
only)

� When the Multi-terrain Select is 
turned on (if equipped)

� When the Downhill assist control 
system is turned on (if equipped)

� When the “TOW HAUL” mode is 
turned on (if equipped)

� Customization
The Custom mode can be changed. 
(Customizable features: �o P.647)

*: If equipped

“2H” (high speed position, 
two-wheel drive)

Use this for normal driving on dry 
hard-surfaced roads. This position 
gives greater economy, quietest 
ride and least wear.

Hold down  and turn the dial to 

select.

“4H” (high speed position, 
four-wheel drive)

Use this for driving only on tracks 
that permit the tires slide, like off-
road, icy or snow-covered roads. 
This position provides greater trac-
tion than two-wheel drive.

Four-wheel drive sys-
tem *

Use the front-wheel drive 
control switch to select the 
following transfer modes:

Front-wheel dr ive control 
switch
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The “4HI” indicator will come on.

Hold down  and turn the dial to 

select.

“4L” (low speed position, 
four-wheel drive)

Use this for maximum power and 
traction. Use “4L” for climbing or 
descending steep hills, off-road 
driving, and hard pulling in sand, 
mud or deep snow.
The “4LO” indicator will come on.

Hold down  and turn the dial to 

select.

� Shifting from “2H” to “4H”
1 Reduce vehicle speed to less 

than 62 mph (100 km/h).

2 Push and turn the front-wheel 
drive control switch to “4H”.

The “4HI” indicator will come on.

� Shifting from “4H” to “2H”
1 Reduce vehicle speed to less 

than 62 mph (100 km/h).

2 Push and turn the front-wheel 
drive control switch to “2H”.

The “4HI” indicator will go off.

� Shifting from “4H” to “4L”

�X Vehicles with Automatic trans-
mission

1 Stop the vehicle completely 
and continue to depress the 
brake pedal.

2 Shift the shift lever to N.

3 Push and turn the front-wheel 
drive control switch to “4L”.

The “4LO” indicator will come on 
and the “4HI” indicator go off.

�X Vehicles with Manual trans-
mission

1 Stop the vehicle completely 
and continue to depress the 
brake pedal.

2 Depress and hold the clutch 
pedal.

3 Push and turn the front-wheel 
drive control switch to “4L”.

The “4LO” indicator will come on 
and the “4HI” indicator go off.

� Shifting from “4L” to “4H”

�X Vehicles with Automatic trans-
mission

1 Stop the vehicle completely 
and continue to depress the 
brake pedal.

2 Shift the shift lever to N.

3 Push and turn the front-wheel 
drive control switch to “4H”.

The “4LO” indicator will go off and 
the “4HI” indicator come on.

Shifting between “2H” 
and “4H”

Shifting between “4H” 
and “4L”
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*: If equipped

Never use the switch for normal 
engine starting. Be sure to fol-
low the starting procedure. 
(�o P.212)

Press the “CLUTCH START” 
cancel switch to cancel the 
clutch start system when the 
engine switch is turned to the 
“ON”.

The indicator comes on when the 
clutch start system is canceled.

The clutch start cancel switch is 
automatically turned off when the 
engine switch is turned off.

� Clutch start system
The system is designed to keep the 
starter motor from operating if the 
clutch pedal is not depressed all the 

way down.

The switch allows the vehicle to 
be driven out of difficult off-road 
situations by cranking the 
engine in gear with the clutch 
engaged.

�z Conditions to turn the clutch 
start cancel switch ON:

• Vehicle must be in “IGNITION 
ON”

• The clutch start cancel switch and 
brake pedal must be pressed 
simultaneously for 1.5 seconds

• Clutch start cancel switch indica-
tor & multi-information display 
graphics will appear when clutch 
start cancel is on

• Hill-start assist control brake 
function is disabled when clutch 
start cancel is on

�z To start engine cranking in 
clutch start cancel mode:

• Vehicle must be stationary with 
brake pedal pressed

• Parking brake & brake hold must 
be turned off

• Simultaneously press the engine 
switch and brake pedal for 1.5 
seconds to begin engine cranking

• When cranking starts release the 
brake pedal

• Continue to press engine switch 
until engine completely starts

�z The clutch start cancel switch 
will turn off by any of the fol-
lowing:

Clutch start cancel 
switch *

The switch allows the vehi-
cle to be driven out of diffi-
cult situations by cranking 
the engine with the clutch 
engaged.

Clutch start cancel switch

Canceling the system
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� ABS (Anti-lock Brake Sys-
tem)

Helps to prevent wheel lock 
when the brakes are applied 
suddenly, or if the brakes are 
applied while driving on a slip-
pery road surface, or in off-road 
conditions (such as rough 
roads, sand and mud)

The ABS operates in synchroni-
zation with the Multi-terrain 
Select

� Brake assist

Generates an increased level of 
braking force after the brake 
pedal is depressed when the 
system detects a panic stop sit-
uation

� Enhanced VSC (Enhanced 
Vehicle Stability Control)

Provides cooperative control of 
the ABS, TRAC, VSC and EPS.

Helps to maintain directional 
stability when swerving on slip-
pery road surfaces by con-
trolling steering performance.

� Trailer Sway Control

Helps the driver to control trailer 
sway by selectively applying 
brake pressure for individual 
wheels and reducing driving 
torque when trailer sway is 
detected.

� TRAC (Traction Control)

Helps to maintain drive power 
and prevent the drive wheels 
from spinning when starting the 
vehicle or accelerating on slip-
pery roads

� Hill-start assist control

Helps to reduce the backward 
movement of the vehicle when 
starting on an uphill

� AVS (Adaptive Variable 
Suspension System) (if 
equipped)

The damping force of the shock 
absorbers are independently 
controlled for the 4 wheels 
according to factors including 
the road surface conditions and 
driving operation, contributing 
toward enhancing smooth driv-
ing comfort and superior stabil-
ity, and helping to maintain 
vehicle posture.

In addition, the damping force 
can be changed by selecting the 
drive mode with the driving 

Driving assist systems

To keep driving safety and 
performance, the following 
systems operate automati-
cally in response to various 
driving situations. Be 
aware, however, that these 
systems are supplementary 
and should not be relied 
upon too heavily when oper-
ating the vehicle.

Summary of the driving 
assist systems
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mode select (�o P.402), and driv-
ing comfort can be ensured 
during off-road driving by setting 
the front-wheel drive control 
switch to “4L”.(�o P.405)

� EPS (Electric Power Steer-
ing)

Employs an electric motor to 
reduce the amount of effort 
needed to turn the steering 
wheel.

� The Secondary Collision 
Brake

When the SRS airbag sensor 
detects a collision and the sys-
tem operates, the brakes and 
brake lights are automatically 
controlled to reduce the vehicle 
speed and help reduce the pos-
sibility of further damage due to 
a secondary collision.

� When the 
TRAC/VSC/ABS/Trailer Sway 
Control systems are operating

The slip indicator light will flash 
while the TRAC/VSC/ABS/Trailer 
Sway Control systems are operat-
ing.

� Disabling the TRAC system

If the vehicle gets stuck in mud, dirt 
or snow, the TRAC system may 

reduce power from the engine to the 

wheels. Pressing  to turn the 
system off may make it easier for 
you to rock the vehicle in order to 
free it.

To turn the TRAC system off, quickly 

press and release .

“Traction Control Turned OFF” is 
displayed in the multi-information 
display.

Press  again to turn the system 

back on.

� Turning off the 
TRAC/VSC/Trailer Sway Con-
trol systems

To turn the TRAC, VSC and Trailer 
Sway Control systems off, press 

and hold  for more than 3 sec-
onds while the vehicle is stopped.
The “Traction Control Turned OFF” 
is displayed in the multi-information 
display and the VSC OFF indicator 

light will come on.*

Press  again to turn the system 

back on.
*: PCS will also be disabled (only 

Pre-Collision warning is avail-
able). The PCS warning light will 
come on and a message will be 
displayed on the multi-information 
display. (�o P.570)
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*: If equipped

1 Select “Trailer Settings” on 
the multi-information display 
and add a trailer according to 
the display. (�o P.103, 112)

2 Press the switch to turn the 
system ON.

3 Continue or reselect the 
trailer in the message dis-
played on the multi-informa-
tion display.

When the selected trailer is being 
used for the first time, setup (cali-
bration) is necessary (�o P.432).
Once calibration is completed, it is 
retained for future use and the sys-
tem will automatically detect the 
trailer.
The driver needs to change the 
trailer selection when using a differ-
ent trailer. The system does not 
automatically recognize the trailer 
from the saved trailers list.

4 Once trailer is detected, shift 
the shift lever to R to activate 
Guidance mode.

5 Touch the switch at the bot-
tom right on multimedia to 
activate Straight Path Assist.

Trailer Backup Guide *

Trailer Backup Guide is a 
system to assist when back-
ing up a trailer by providing 
either (1) steering control to 
assist backing up straight 
(Straight Path Assist) or (2) 
guidance for manual steer-
ing backup (Guidance 
mode).

Trailer Backup Guide uses 
the rear camera to detect 
the trailer and a trailer hitch 
light, which allows the 
driver to use the system at 
night time.

The system calculates the 
trailer angle by image pro-
cessing from the rear cam-
era and calculates trailer 
length and hitch length 
during the trailer setup (cali-
bration) maneuver.

Procedure
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“Trailer Direction”

When using Straight Path Assist, 
the driver can override the system 
using the steering wheel to adjust 
the trailer direction. Upon release of 
the steering wheel, Straight Path 
Assist re-activates with a revised 
straight back target direction.

� When adding the trailer
Select “Trailer Settings” on the 
multi-information display and add a 
trailer according to the display. 
(�o P.103, 112)
Trailer Settings are not available 
while Trailer Backup Guide system 
is active.
The system is designed to support 
trailers with single or multi-axles 
using a ball hitch. The system does 
not support fifth wheel or gooseneck 
trailers.

Bring the vehicle and trailer to a 
large open space like an empty 
parking lot. Activate Trailer 
Backup Guide system and fol-
low the instructions displayed on 
the multi-information dis-
play/multimedia.

For best calibration results, do 
not exceed 5 mph (8 km/h).

1 Drive straight forward slowly 

(5 mph [8 km/h] or less) while 
holding the steering wheel 
straight.

2 Stop vehicle with trailer 
straight and confirm blue line 
is aligned with trailer center 
in Camera view.

3 Drive forward slowly making 
a left or right turn that 
changes vehicle direction 90 
degrees or more.

4 After completing the turn, 
continue straight forward 
slowly to align trailer.

5 Stop vehicle to complete cali-
bration.

� When calibrating the system
� Please check whether the blue 

line appropriately aligns with the 
center of the trailer in the camera 
view, such as in the following dia-
gram, with regards to procedure 
2 .

Setup (Calibration)



4334-5. Using the driving support systems

Owners Manual_USA_M04041_en

4

D
riving

State where the blue line aligns 

with the center of the trailer. 
(Select “Yes” in the multi-infor-
mation display)

State where the blue line does 

not align with the center of the 
trailer. (Select “No” in the multi-
information display)

Blue line

� The system is designed to support 
most trailers 6.6 ft. (2 m) to 26.2 ft. 
(8 m) in length (length is defined 
from the coupler center point for 
the ball to the wheel axle [single 
axle] or center of the wheel axles 
[2 or more axles]) with ball mount 
lengths between 4.5 in. (114.3 
mm) and 18.5 in. (469.9 mm). Do 
not attempt to use trailers or ball 
mounts that have a length outside 
of this range as the system perfor-
mance degrades and could cause 
improper system function.

Trailer length

Ball mount length

� For best calibration results, cali-
brate in daytime on a smooth and 
level road.

� It may be necessary at times to re-
calibrate the trailer to improve per-
formance.

� The system is designed to be 
used with the same trailer connec-
tion every time. If the ball mount 
position is changed or reconfig-
ured or items are added to the 

trailer tongue after calibration, re-
calibration may be required.

Guidance mode provides a 
“Trailer Direction” arrow that 
indicates the direction the trailer 
will swing, based on calculations 
from the steering wheel angle 
information. Guidance mode 
provides a “BRAKE Extreme 
Trailer Angle” (jackknife) warn-
ing with warning buzzer to alert 
the driver that the trailer angle is 
near the jackknife condition.

Touch the switch at the bottom 
right on multimedia to activate 
Straight Path Assist. Straight 
Pass Assist controls steering to 
back up the trailer in a straight-
line. The system can be overrid-
den by using steering wheel to 
adjust trailer direction.

The driver is always responsible 
for paying attention to the vehi-
cle’s surroundings and driving 
safely. This system does not 
control braking. Driver needs to 
control vehicle speed, control 
braking, and stop the vehicle to 
avoid any collision.

For best results, reverse slowly 
when using Straight Path Assist.

Using Guidance mode

Using Straight Path 
Assist
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5-1.Using the air conditioning system and defogger

*: If equipped

Temperature control dial

Fan speed control dial

“ON/OFF” switch

“A/C” switch

Recirculated air mode/outside air mode switch

Airflow mode control switch

Rear window defogger and outside rear view mirror defoggers 
switch

Windshield defogger switch

� Adjusting the temperature 
setting

To adjust the temperature set-
ting, turn the temperature con-
trol dial clockwise (warm) or 
counterclockwise (cool).

If “A/C” switch is not pressed, the 
system will blow ambient tempera-
ture air or heated air.

� Fan speed setting

To adjust the fan speed, turn the 
fan speed control dial or knob 

clockwise (increase) or counter-
clockwise (decrease).

Press the “ON/OFF” switch to turn 
the fan off.

� Change the airflow mode

Operate the air flow mode con-
trol switch

The airflow mode changes as fol-
lows each time the switch is oper-
ate.

Manual air condi tioning system *

Air conditioning controls
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Interior features

1 Upper body
2 Upper body and feet
3 Feet
4 Feet and the windshield 

defogger operates

� Switching between outside 
air and recirculated air 
modes

�z To change to recirculated air 
mode, press the recirculated 
air mode switch.

The indicator illuminates on the 
recirculated air mode switch.

�z To change to outside air 
mode, press the outside air 
mode switch.

� Set cooling and dehumidifi-
cation function

Press the “A/C” switch.

When the function is on, the indica-
tor illuminates on the “A/C” switch.

� Defogging the windshield

Defoggers are used to defog the 
windshield and front side win-
dows.

Press the windshield defogger 
switch.

Set the outside/recirculated air 
mode switch to outside air mode 
if the recirculated air mode is 
used.

To defog the windshield and the 
side windows quickly, turn the 
air flow and temperature up.

To return to the previous mode, 
press the windshield defogger 
switch again when the wind-
shield is defogged.

When the windshield defogger 
switch is on, the indicator illumi-
nates on the windshield defog-
ger switch.

� Defogging the rear window 
and outside rear view mir-
rors

Defoggers are used to defog the 
rear window, and to remove 
raindrops, dew and frost from 
the outside rear view mirrors.

Press the rear window and out-
side rear view mirror defoggers 
switch.

The defoggers will automatically 
turn off after 15 minutes. (Depend-
ing on the surrounding environment 
and outside temperature, the 
defogger may continue to operate 
after 15 minutes have elapsed.)

When the rear window and outside 
rear view mirror defoggers switch is 
on, the indicator illuminates on the 
rear window and outside rear view 
mirror defoggers switch.
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*: If equipped

�X Vehicles with the DUAL mode

�X Vehicles without the DUAL mode

Left-hand side temperature control dial

Right-hand side temperature control dial

“SYNC” switch

“A/C” switch

Rear window and outside rear view mirror defoggers switch

Windshield defogger switch

Fan speed control switch

Recirculated air mode switch

Automatic air conditioning system *

Air outlets and fan speed are automatically adjusted accord-
ing to the temperature setting.

Air conditioning controls
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Air flow mode control switch

“OFF” switch

“AUTO” switch

Fan speed control dial

� Adjusting the temperature 
setting

To adjust the temperature set-
ting, turn the temperature con-
trol dial clockwise (warm) or 
counterclockwise (cool).

If the “A/C” switch is not pressed, 
the system will blow ambient tem-
perature air or heated air.

� Setting the fan speed

�X Vehicles with the DUAL mode

Operate the fan speed control 
switch upwards to increase the 
fan speed and downwards to 
decrease the fan speed.

Press the “OFF” switch to turn the 
fan off.

�X Vehicles without the DUAL 
mode

To adjust the fan speed, turn the 
fan speed control dial clockwise 
(increase) or counterclockwise 
(decrease).

Press the “OFF” switch to turn the 
fan off.

� Change the airflow mode

Operate the air flow mode con-
trol switch

The airflow mode changes as fol-
lows each time the switch is oper-
ate.

1 Air flows to the upper body.
2 Air flows to the upper body 

and feet.
3 Air flows to the feet.
4 Air flows to the feet and the 

windshield defogger oper-
ates.

� Switching between outside 
air and recirculated air 
modes

�z To change to recirculated air 
mode, press the recirculated 
air mode switch.

The indicator illuminates on the 
recirculated air mode switch.

�z To change to outside air 
mode, press the outside air 
mode switch.
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� Set cooling and dehumidifi-
cation function

Press the “A/C” switch.

Vehicles with the DUAL mode: 
When the function is on, “A/C ON” 
indicator will illuminate. When the 
function is off, “A/C OFF” indicator 
will illuminate.

Vehicles without the DUAL mode: 
When the function is on, the indica-
tor on the “A/C” switch illuminates.

� Defogging the windshield

Defoggers are used to defog the 
windshield and front side win-
dows.

Press the windshield defogger 
switch.

Press the outside air mode switch if 
the recirculated air mode is used. (It 
may switch automatically.)

To defog the windshield and the 
side windows quickly, turn the air 
flow and temperature up.

To return to the previous mode, 
press the windshield defogger 
switch again when the windshield is 
defogged.

When the windshield defogger 
switch is on, the indicator illumi-
nates on the windshield defogger 
switch.

� Defogging the rear window 
and outside rear view mir-
rors

Defoggers are used to defog the 
rear window and to remove rain-
drops, dew and frost from the 
outside rear view mirrors.

Press the rear window and out-

side rear view mirror defoggers 
switch.

The defoggers will automatically 
turn off after 15 minutes. (Depend-
ing on the surrounding environment 
and outside temperature, the 
defogger may continue to operate 
after 15 minutes have elapsed.)

When the rear window and outside 
rear view mirror defoggers switch is 
on, the indicator illuminates on the 
rear window and outside rear view 
mirror defoggers switch.

� When the outside temperature 
exceeds 75°F (24°C) and the air 
conditioning system is on

� In order to reduce the air condi-
tioning power consumption, the air 
conditioning system may switch to 
recirculated air mode automati-
cally.
This may also reduce fuel con-
sumption.

� Recirculated air mode is selected 
as a default mode when the 
engine switch is turned to ON.

It is possible to switch to outside air 
mode at any time by pressing the 
outside air mode switch.

� Fogging up of the windows
� The windows will easily fog up 

when the humidity in the vehicle is 
high. Turning the cooling and 
dehumidification function on will 
dehumidify the air from the outlets 
and defog the windshield effec-
tively.

� If you turn the cooling and dehu-
midification function off, the win-
dows may fog up more easily.

� The windows may fog up if the 
recirculated air mode is used.

� When driving on dusty roads
Close all windows. If dust thrown up 
by the vehicle is still drawn into the 
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Interior features

5-2.Using the interior lights

Personal/interior lights (�o P.457, 458)

Door courtesy lights (if equipped)

Shift lever light

Footwell lights (if equipped)

Cargo lamp (�o P.458)

Bed lamp (if equipped) (�o P.458)

Trailer hitch light (if equipped) (�o P.434, 458)

Interior lights list

Location of the interior lights

Personal/interior lights 
main switch
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“OFF”
The personal/interior lights can be 
individually turned on or off.

“DOOR”
The personal/interior lights come 
on when a door is opened. They 
turn off when the doors are closed.

ON
The personal/interior lights cannot 
be individually turned off.

� Front personal/interior 
lights

Turns the lights on/off

� Rear interior lights

1 Turns the light on
2 Turns the door-linked func-

tion on (door position)

The lights turn on/off according to 
the opening/closing of the doors.
The rear interior light turn on/off 
together the front interior light.

“OFF”
Turns the lights off

“DOOR”
Automatic transmission vehicles:
While the shift lever is in P or R, the 
cargo lamp, bed lamp and trailer 
hitch light turn on when the door or 
tailgate are opened and off when 
the door and tailgate are closed.
While the shift lever is in D or N, the 
cargo lamp and bed lamp turn on 
when the door is opened and off 
when the door is closed.
Manual transmission vehicles:
While the shift lever is in N with the 
parking brake on or R, the cargo 
lamp, bed lamp and trailer hitch 
light turn on when the door or tail-
gate are opened and off when the 
door and tailgate are closed.
While the shift lever is in N with the 
parking brake off or shift lever is in 
1,2,3,4,5,6, the cargo lamp and bed 
lamp turn on when the door is 
opened and off when the door is 
closed.

Operating the per-
sonal/interior lights

Cargo lamp main switch
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5-3.Using the storage features

The illustration represents the Double Cab models and may differ from the 
shape of other models.

Auxiliary boxes (if equipped)

Glove box

Cup holders

Console box

Bottle holders

Storage box (if equipped)

Open tray (if equipped)

Storage hook

List of storage features

Location of the storage features
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Interior features

*: If equipped

� HomeLink ® programming pro-
cedure

The programming procedures can 
also be found at the following URL.
Website: www.homelink.com/toyota

For support, contact customer sup-
port at the following.
Help Line: 1-800-355-3515

The HomeLink® wireless control 
system in your vehicle has 3 
buttons which can be pro-
grammed to operate 3 different 
devices. Refer to the program-
ming methods on the following 
pages to determine the method 
which is appropriate for the 
device.

�X Vehicles with auto anti-glare 
inside rear view mirror

HomeLink® indicator light

HomeLink® icon

Illuminates while HomeLink® is 
operating.

Buttons

�X Vehicles with Digital Rear-
view Mirror

HomeLink® indicator light
Illuminates above each button 
selected.

HomeLink® icon

Garage door operation indi-
cators

HomeLink® logo

Appears while HomeLink® is oper-
ating. When the menu button 
(�o P.163) is pressed, the logo dis-

Garage door opener *

The garage door opener can 
be programmed using the 

HomeLink ® to operate 
garage doors, gates, entry 
doors, door locks, home 
lighting systems, security 
systems, and other devices.

System components
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6-1.Maintenance and care

�z Working from top to bottom, 
liberally apply water to the 
vehicle body, wheel wells and 
underside of the vehicle to 
remove any dirt and dust.

�z Wash the vehicle body using 
a sponge or soft cloth, such 
as a chamois.

�z For hard-to-remove marks, 
use car wash soap and rinse 
thoroughly with water.

�z Wipe away any water.

�z Wax the vehicle when the 
waterproof coating deterio-
rates.

If water does not bead on a clean 
surface, apply wax when the vehi-
cle body is cool.

� Automatic car washes
� Fold the mirrors before washing 

the vehicle.
Start washing from the front of the 
vehicle. Extend the mirrors before 
driving.

� Brushes used in automatic car 
washes may scratch the vehicle 
surface, parts (wheel, etc.) and 
harm your vehicle’s paint.

� High pressure car washes
As water may enter the cabin, do 
not bring the nozzle tip near the 
gaps around the doors or perimeter 
of the windows, or spray these 
areas continuously.

� When using a car wash
If the door handle becomes wet 
while the electronic key is within the 
effective range, the door may lock 
and unlock repeatedly. In that case, 
follow the following correction pro-
cedures to wash the vehicle:
� Place the key in a position 6 ft. (2 

m) or more separate from the 
vehicle while the vehicle is being 
washed. (Take care to ensure that 
the key is not stolen.)

� Set the electronic key to battery-
saving mode to disable the Smart 
key system. (�o P.148)

� Wheels and wheel ornaments
� Remove any dirt immediately by 

using a neutral detergent.
� Wash detergent off with water 

immediately after use.
� To protect the paint from damage, 

make sure to observe the follow-
ing precautions.

• Do not use acidic, alkaline or 
abrasive detergent

• Do not use hard brushes
• Do not use detergent on the 

wheels when they are hot, such 
as after driving or parking in hot 
weather

� Brake pads and calipers
Rust may form if the vehicle is 
parked with wet brake pads or disc 
rotors, causing them to stick. Before 
parking the vehicle after it is 
washed, drive slowly and apply the 
brakes several times to dry the 
parts.

� Bumpers and wheel arch mold-
ings

Do not scrub with abrasive cleaners.

Cleaning and protect-
ing the vehicle exte-
rior

Perform cleaning in a man-
ner appropriate to each 
component and its material.

Cleaning instructions
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� Resetting the message indicat-
ing maintenance is required

After the required maintenance is 
performed according to the mainte-
nance schedule, please reset the 
message.
To reset the message, follow the 
procedure described below:
�XVehicles with 7-inch display

1 Press  or  of the meter 

control switch to select .

2 Press  or  to select “Vehi-
cle Settings” and then press and 

hold .

3 Press  /  to select “Sched-
uled Maintenance” and then 

press .

4 Press  /  to select “Yes” 

and then press .

�XVehicles with 12.3-inch display

1 Press and hold  to display 

the cursor on the content display 
area (center) of the multi-infor-
mation display. (�o P.108)

2 Press  or  of the meter 

control switches to select “  

Settings” and then press .

3 Press  or  to select “Vehi-
cle Settings” and then press and 

hold .

4 Press  or  to select 
“Scheduled Maintenance” and 

then press .

5 Press  or  to select “Yes” 

and then press .

You can perform some mainte-
nance procedures by yourself.
Please be aware that do-it-your-
self maintenance may affect 
warranty coverage.

The use of Toyota repair manuals is 
recommended.

For details about warranty cover-
age, refer to the separate “Owner’s 
Warranty Information Booklet” or 
“Owner’s Manual Supplement”.

Do-it-yourself mainte-
nance
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The OBD system determines 
that a problem exists some-
where in the emission control 
system. Your vehicle may not 
pass the I/M test and may need 
to be repaired. Contact your 
Toyota dealer to service the 
vehicle.

�z When the battery is discon-
nected or discharged Readi-
ness codes that are set during 
ordinary driving are erased.
Also, depending on your driv-
ing habits, the readiness 
codes may not be completely 
set.

�z When the fuel tank cap is 
loose

Tires

• Is the tire infla-
tion pressure 
correct?

• The tires should 
not be damaged 
or excessively 
worn.

• Have the tires 
been rotated 
according to the 
maintenance 
schedule?

• The wheel nuts 
should not be 
loose.

Windshield 
wipers

• The wiper blades 
should not show 
any signs of 
cracking, split-
ting, wear, con-
tamination or 
deformation.

• The wiper blades 
should clear the 
windshield with-
out streaking or 
skipping.

Items Check points Emission inspection 
and maintenance (I/M) 
programs

Some states have vehicle 
emission inspection pro-
grams which include OBD 
(On Board Diagnostics) 
checks. The OBD system 
monitors the operation of 
the emission control sys-
tem.

If the malfunction indica-
tor lamp comes on

Your vehicle may not pass 
the I/M test in the follow-
ing situations:
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Do-it-yourself service 
precautions

If you perform maintenance 
by yourself, be sure to fol-
low the correct procedure 
as given in these sections.

Maintenance

Items Parts and tools

Battery condi-
tion (�o P.529)

• Grease
• Warm water
• Baking soda
• Distilled water
• Conventional 

wrench (for ter-
minal clamp 
bolts)

Brake fluid 
level (�o P.528)

• FMVSS No.116 
DOT 3 or SAE 
J1703 brake fluid 
FMVSS No.116 
DOT 4 or SAE 
J1704 brake fluid

• Rag or paper 
towel

• Funnel (used 
only for adding 
brake fluid)

Engine cool-
ant level 
(�o P.527)

• “Toyota Super 
Long Life Cool-
ant” or a similar 
high quality eth-
ylene glycol-
based non-sili-
cate, nonamine, 
non-nitrite and 
non-borate cool-
ant with longlife 
hybrid organic 
acid technology
For the U.S.A.:
“Toyota Super 
Long Life Cool-
ant” is pre-mixed 
with 50% cool-
ant and 50% 
deionized water.
For Canada:
“Toyota Super 
Long Life Cool-
ant” is pre-mixed 
with 55% cool-
ant and 45% 
deionized water.

• Funnel (used 
only for adding 
coolant)

Engine oil level 
(�o P.524)

• “Toyota Genuine 
Motor Oil” or 
equivalent

• Rag or paper 
towel

• Funnel (used 
only for adding 
engine oil)

Fuses 
(�o P.552)

• Fuse with same 
amperage rating 
as original

Items Parts and tools
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Fuse boxes (�o P.552)

Battery (�o P.529)

Engine oil filler cap (�o P.524)

Engine coolant reservoir (�o P.527)

Engine oil level dipstick (�o P.524)

Brake fluid reservoir (�o P.528)

Washer fluid tank (�o P.531)

Engine radiator (�o P.528)

Cooling fan (�o P.527)

Intercooler (�o P.527)

Condenser (�o P.528)

With the engine at operating 
temperature and turned off, 

Engine compartment

Components

Checking the engine oil
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sure that the engine is warmed up. If 
the engine oil level exceeds the refill 
upper limit mark, contact your Toy-
ota dealer.

� Checking the oil type and 
preparing the items needed

Make sure to check the oil type 
and prepare the items needed 
before adding oil.

�z Engine oil selection

�o P.615

�z Oil quantity (Low level mark 
�:  Refill upper limit mark)

1.5 qt. (1.4 L, 1.2 Imp.qt.)

�z Items

Clean funnel

� Adding engine oil

If the oil level is below or near 
the low level mark, add engine 
oil of the same type as that 
already in the engine.

1 Remove the oil filler cap by 
turning it counterclockwise.

2 Add engine oil slowly, check-
ing the dipstick.

Make sure that the oil level does 

not exceed the refill upper limit 
mark and is between the low level 
mark and refill upper limit mark.

Low level mark

Refill upper limit mark

The shape of the dipstick may differ 
depending on the type of vehicle or 
engine.

3 Install the oil filler cap by 
turning it clockwise.

� After changing the engine oil
The engine oil maintenance data 
should be reset. Perform the follow-
ing procedures:
�XVehicles with 7-inch display

1 Press  or  of the meter 

control switch to select .

2 Press  or  to select “Vehi-
cle Settings” and then press and 

hold .

3 Press  /  to select “Oil 
Maintenance” and then press 

.

4 Press  /  to select “Yes” 

and then press .

Adding engine oil













532 6-3. Do-it-yourself maintenance

Owners Manual_USA_M04041_en

Check if the treadwear indica-
tors are showing on the tires. 
Also check the tires for uneven 
wear, such as excessive wear 
on one side of the tread.

Check the spare tire condition 
and pressure if not rotated.

New tread

Worn tread

Treadwear indicator

The location of treadwear indicators 

is shown by a “TWI” or “ ” mark, 

etc., molded into the sidewall of 
each tire.
Replace the tires if the treadwear 
indicators are showing on a tire.

� When to replace your vehicle’s 
tires

Tires should be replaced if:
� The treadwear indicators are 

showing on a tire.
� You have tire damage such as 

cuts, splits, cracks deep enough 
to expose the fabric, and bulges 
indicating internal damage

� A tire goes flat repeatedly or can-
not be properly repaired due to the 
size or location of a cut or other 
damage

If you are not sure, consult with your 
Toyota dealer.

� Tire life
Any tire over 6 years old must be 
checked by a qualified technician 
even if it has seldom or never been 
used, or damage is not obvious.

� Maximum load of tire
Check that the number given by 
dividing the maximum load by 1.10 
of the replacement tire is greater 
than 1/2 of the Gross Axle Weight 
Ratings (GAWR) of either the front 
axle or the rear axle, whichever is 
greater.
For the GAWR, see the Certification 
Label.
For the maximum load of the tire, 
see the load limit at maximum cold 
tire inflation pressure mentioned on 
the sidewall of the tire. (�o P.625)

Tires

Replace or rotate tires in 
accordance with mainte-
nance schedules and tread-
wear.

Checking tires
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pressure checks. Make sure to 
check tire inflation pressure as part 
of your routine of daily vehicle 
checks.

� Tire inflation pressure
� It may take a few minutes to dis-

play the tire inflation pressure 
after the engine switch is turned to 
ON. It may also take a few min-
utes to display the tire inflation 
pressure after inflation pressure 
has been adjusted.

� Tire inflation pressure changes 
with temperature. The displayed 
values may also be different from 
the values measured using a tire 
pressure gauge.

� Situations in which the tire 
pressure warning system may 
not operate properly

� In the following cases, the tire 
pressure warning system may not 
operate properly.

• If non-genuine Toyota wheels are 
used.

• A tire has been replaced with a 
tire that is not an OE (Original 
Equipment) tire.

• A tire has been replaced with a 
tire that is not of the specified size.

• Tire chains, etc., are equipped.
• An auxiliary-supported run-flat tire 

is equipped.
• If a window tint that affects the 

radio wave signals is installed.
• If there is a lot of snow or ice on 

the vehicle, particularly around the 
wheels or wheel housings.

• If the tire inflation pressure is 
extremely higher than the speci-
fied level.

• If wheels without tire pressure 
warning valves and transmitters 
are used.

• If the ID code on the tire pressure 
warning valves and transmitters is 
not registered in the tire pressure 
warning computer.

� Performance may be affected in 
the following situations.

• Near a TV tower, electric power 

plant, gas station, radio station, 
large display, airport or other facil-
ity that generates strong radio 
waves or electrical noise

• When carrying a portable radio, 
cellular phone, cordless phone or 
other wireless communication 
device

If tire position information is not cor-
rectly displayed due to the radio 
wave conditions, the display may be 
corrected by driving and changing 
the radio wave conditions may 
change.
� When the vehicle is parked, the 

time taken for the warning to start 
or go off could be extended.

� When tire inflation pressure 
declines rapidly for example when 
a tire has burst, the warning may 
not function.

� Warning performance of the tire 
pressure warning system

The warning of the tire pressure 
warning system will change in 
accordance with the conditions 
under which it was initialized. For 
this reason, the system may give a 
warning even if the tire pressure 
does not reach a low enough level, 
or if the pressure is higher than the 
pressure that was adjusted to when 
the system was initialized.

� Certification
�o P.706

When replacing tires or wheels, 
tire pressure warning valves and 
transmitters must also be 
installed.

When new tire pressure warning 
valves and transmitters are 
installed, new ID codes must be 

Installing tire pressure 
warning valves and trans-
mitters
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4 Press  /  of the meter 

control switch to select .

5 Press  /  to select “Vehi-

cle Settings” and then press 

and hold .

6 Press  /  to select 

“TPWS” and then press .

7 Press  /  to select “Set-

ting Pressure”. Then press 

and hold  until the tire 

pressure warning light blinks 
3 times.

Then a message will be displayed 
on the multi-information display. “--” 
will be displayed on the multi-infor-
mation display for the inflation pres-
sure of each tire while initialization 
is being performed.

8 Drive straight (with occa-
sional left and right turns) at 
approximately 25 mph (40 
km/h) or more for approxi-
mately 10 to 30 minutes.

When initialization is complete, the 
inflation pressure of each tire will be 
displayed on the multi-information 
display.

Even if the vehicle is not driven at 
approximately 25 mph (40 km/h) or 
more, initialization can be com-
pleted by driving for a long time. 
However, if initialization does not 
complete after driving for 1 hour or 
more, park the vehicle in a safe 
place for approximately 20 minutes 
and please drive a vehicle once 
again with the engine switch ON. 
(�o P.542)

� How to initialize the tire 
pressure warning system 
(with 12.3-inch display)

1 Park the vehicle in a safe 
place and turn the engine 
switch off, wait for approxi-
mately 20 minutes or more, 
and then perform the proce-
dure.

2 Adjust the tire inflation pres-
sure to the specified cold tire 
inflation pressure level.

Make sure to adjust the tire pres-
sure to the specified cold tire infla-
tion pressure level. The tire 
pressure warning system will oper-
ate based on this pressure level.

3 Turn the engine switch to 
ON.

Initialization cannot be performed 
while the vehicle is moving.

4 Press and hold  to display 

the cursor on the content dis-
play area (center) of the 
multi-information display.

5 Press  /  of the meter 

control switches to select “  

Settings” and then press .









542 6-3. Do-it-yourself maintenance

Owners Manual_USA_M04041_en

light will blink for approximately 1 
minute then illuminate and “--” will 
be displayed for the inflation pres-
sure of each tire on the multi-infor-
mation display.

7 Drive straight (with occa-
sional left and right turns) at 
approximately 25 mph (40 
km/h) or more for approxi-
mately 10 to 30 minutes.

When registration is completed, the 
tire pressure warning light will go off 
and the inflation pressure of each 
tire will be displayed on the multi-
information display.
Even if the vehicle is not driven at 
approximately 25 mph (40 km/h) or 
more, registration can be com-
pleted by driving for a long time.
However, if registration does not 
complete after driving for 1 hour or 
more, perform the procedure again 
from the beginning.

8 Initializing the tire pressure 
warning system. (�o P.538)

� When registering ID codes
� ID code registration is performed 

while driving at a vehicle speed of 
approximately 25 mph (40 km/h) 
or more.

� Before performing ID code regis-
tration, make sure that no wheels 
with tire pressure warning valve 
and transmitters installed are near 
the vehicle.

� Make sure to initialize the tire 
pressure warning system after 
registering the ID codes. If the 
system is initialized before regis-
tering the ID codes, the initialized 
values will be invalid.

� ID codes can be registered by 
yourself, but depending on the 
driving conditions and driving 
environment, registration may 
take some time to complete.

� As the tires will be warm when 
registration is completed, make 
sure to allow the tires to cool 
before performing initialization.

� Canceling ID code registration
� To cancel ID code registration 

after it has been started, select 
“Change Wheel” on the multi-
information display and press and 
hold again.

� If ID code registration has been 
canceled, the tire pressure warn-
ing light will blink for approxi-
mately 1 minute when the engine 
switch is turned to ON and then 
illuminate. The tire pressure warn-
ing system will be operational 
when the tire pressure warning 
light turns off.

� If the warning light does not turn 
off even after several minutes 
have elapsed, ID code registration 
may not have been canceled cor-
rectly. To cancel registration, per-
form the ID code registration start 
procedure again and then turn the 
engine switch off before driving.

� If ID codes are not registered 
properly

� In the following situations, ID code 
registration may take longer than 
usual to be completed or may not 
be possible. Normally, registration 
completes within approximately 
30 minutes.
If ID code registration is not com-
plete after driving for approxi-
mately 30 minutes, continue 
driving for a while.

• Vehicle is not parked for approxi-
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mately 20 minutes or more before 
driving

• Vehicle is not driven at approxi-
mately 25 mph (40 km/h) or more

• Vehicle is driven on unpaved 
roads

• Vehicle is driven near other vehi-
cles and system cannot recog-
nize tire pressure warning valve 
and transmitters of your vehicle 
over those of other vehicles

• Wheel with tire pressure warning 
valve and transmitter installed is 
inside or near the vehicle

If registration does not complete 
after driving for 1 hour or more, per-
form the ID code registration proce-
dure again from the beginning.

� If the vehicle is reversed during 
registration, the data up to that 
point is reset, so perform the reg-
istration procedure again from the 
beginning.

� In the following situations, ID code 
registration will not be started or 
was not completed properly and 
the system will not operate prop-
erly. Perform the ID code registra-
tion procedure again.

• If, when attempting to start ID 
code registration, the tire pressure 
warning light does not blink slowly 
3 times.

• If, when the vehicle has been 
driven for about 20 minutes after 
performing ID code registration, 
the tire pressure warning light 
blinks for approximately 1 minute 
and then illuminates.

� If ID code registration cannot be 
completed after performing the 
above procedure, contact your 
Toyota dealer.

Your vehicle is equipped with 
tire pressure warning system 
with the function to have ID 

codes registered for a second 
wheel set, for example a winter 
set. You can register a second 
wheel set by yourself or your 
Toyota dealer.

After registration of a second 
wheel set, either of these two 
wheel sets can be selected for 
usage with the tire pressure 
warning system.

� Operating conditions for 
the function

�z This function will perform the 
change of wheel set only if a 
second wheel set has been 
registered. If no second wheel 
set has been registered, no 
change will be made when 
selecting this function in the 
menu.

�z Only a change between both 
registered wheel set is possi-
ble, mixing between these 
wheel sets is not supported.

� How to change between 
wheel sets (with 7-inch dis-
play)

1 Have the vehicle fitted with 
the preferred wheel set.

2 Press  /  of the meter 

control switches on the steer-

ing wheel and select .

3 Press  /  of the meter 

control switches and select 

Selecting wheel set
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hold  until the tire pres-

sure warning light blinks 
slowly 3 times.

Afterward, turns on after flashing for 
1 minute.

After 2minutes, registration of a 
second wheel set is being per-
formed. The tire pressure warning 
light will turn off and “--” will be dis-
played for the inflation pressure of 
each tire on the multi-information 
display.

7 Initialize the pressure warn-
ing system. (�o P.538)

If the tire inflation pressure settings 
for the installed tires change, initial-
ization operations are required, but 
if the tire inflation pressure settings 
are the same, initialization is not 
required.

8 Drive straight (with occa-
sional left and right turns) at 
approximately 25 mph (40 
km/h) or more for approxi-
mately 10 to 30 minutes.

Registration of a second wheel set 
is complete when the tire pressure 
warning light turns off and the infla-
tion pressure of each tire is dis-
played on the multi-information 
display.

The recommended cold tire 
inflation pressure and tire size 
are displayed on the tire and 
loading information label. 
(�o P.620)

Tire valve

Tire inflation pressure

Checking the specified 
tire inflation pressure

Inspection and adjust-
ment procedure
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1 Turn the engine switch off.

2 Open the glove box.

3 Remove the panel.

4 Unlock the filter cover ( ), 

pull the filter cover out of the 

claws ( ), and remove the 

filter cover.

5 Remove the filter case.

6 Remove the air conditioning 
filter from the filter case and 
replace it with a new one.

The “ UP” marks shown on the 
filter and the filter case should be 
pointing up.

� Checking interval
Inspect and replace the air condi-
tioning filter according to the mainte-
nance schedule. In dusty areas or 

Air condition ing filter

The air conditioning filter 
must be changed regularly 
to maintain air conditioning 
efficiency.

Removing the air condi-
tioning filter
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Check the wattage of the light 
bulb to be replaced. (�o P.622)

Front turn signal/parking 
lights (bulb type)

� Lights that need to be 
replaced by your Toyota 
dealer

�z Headlights

�z Daytime running lights

�z Front turn signal/parking lights 
(LED type)

�z Front fog lights (if equipped)

�z Side marker lights

�z Side turn signal lights

�z Tail lights

�z Stop lights

�z Back-up light

�z Rear turn signal lights

�z High mounted stoplight/cargo 
lamp

�z Trailer hitch light (if equipped)

�z Bed lights (if equipped)

�z License plate light

� When replacing the light bulbs
Confirm that they are properly 
engaged with the bulb base and that 
there is no light leakage.

� LED Lights
The lights other than front turn sig-
nal/parking lights (bulb type) consist 
of a number of LEDs. If any of the 
LEDs burn out, take your vehicle to 
your Toyota dealer to have the light 
replaced.

� Condensation build-up on the 
inside of the lens

Temporary condensation build-up 
on the inside of the lens of any lights 
does not indicate a malfunction. 
Contact your Toyota dealer for more 
information in the following situa-
tions:
� Large drops of water have built up 

on the inside of the lens of any 
light.

� Water has built up inside of any 
lights.

� When replacing light bulbs
�o P.555

Light bulbs

You may replace the follow-
ing bulb by yourself. If nec-
essary bulb replacement 
seems difficult to perform, 
contact your Toyota dealer. 
For more information about 
replacing other lights, con-
tact your Toyota dealer.

Preparing for light bulb 
replacement

Bulb location
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Press the switch to flash all of 
the turn signal lights.

To turn them off, press the switch 
once again.

� Emergency flashers
� If the emergency flashers are 

used for a long time while the 
engine is not running, the battery 
may discharge.

� If any of the SRS airbags deploy 
(inflate) or in the event of a strong 
rear impact, the emergency flash-
ers will turn on automatically. 
The emergency flashers will turn 
off automatically after operating 
for approximately 20 minutes. To 
manually turn the emergency 
flashers off, press the switch 
twice. 
(The emergency flashers may not 
turn on automatically depending 
on the force of the impact and 
conditions of the collision.)

1 Steadily step on the brake 
pedal with both feet and 
firmly depress it.

Do not pump the brake pedal 
repeatedly as this will increase the 
effort required to slow the vehicle.

2 Shift the shift lever to N.

�X If the shift lever is shifted to N
3 After slowing down, stop the 

vehicle in a safe place by the 
road.

4 Stop the engine.

�X If the shift lever cannot be 
shifted to N

3 Keep depressing the brake 
pedal with both feet to reduce 
vehicle speed as much as 
possible.

4 To stop the engine, press and 
hold the engine switch for 2 
consecutive seconds or 

Emergency flashers

The emergency flashers are 
used to warn other drivers 
when the vehicle has to be 
stopped on the road due to 
a breakdown, etc.

Operating instructions

If your vehicle has to 
be stopped in an emer-
gency

Only in an emergency, such 
as if it becomes impossible 
to stop the vehicle in the 
normal way, stop the vehicle 
using the following proce-
dure:

Stopping the vehicle
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� Brake system warning light (warning buzzer)

� Brake system warning light (warning buzzer)

� High coolant temperature warning light * (warning buzzer)

*: This light illuminates on the multi-information display with a message.

If a warning light turns on or a warning buzzer 
sounds

Calmly perform the following actions if any of the warning 
lights comes on or flashes. If a light comes on or flashes, but 
then goes off, this does not necessarily indicate a malfunc-
tion in the system. However, if this continues to occur, have 
the vehicle inspected by your Toyota dealer.

Actions to the warning lights or warning buzzers

Warning light Details/Actions

(U.S.A.)

or

(Red)
(Canada)

Indicates that:
�zThe brake fluid level is low; or
�zThe brake system is malfunctioning
�o Immediately stop the vehicle in a safe place and con-

tact your Toyota dealer. Continuing to drive the vehi-
cle may be dangerous.

Warning light Details/Actions

(Yellow)

Indicates a malfunction in the parking brake system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

Indicates that the engine coolant temperature is overheat-
ing
�o Immediately stop the vehicle in a safe place.

Handling method ( �o P.605)
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� Charging system warning light * (warning buzzer)

*: This light illuminates on the multi-information display with a message.

� Low engine oil pressure warning light * (warning buzzer)

*: This light illuminates on the multi-information display with a message.

� Malfunction indicator lamp (warning buzzer)

� SRS warning light (warning buzzer)

Warning light Details/Actions

Indicates a malfunction in the vehicle’s charging system
�o Immediately stop the vehicle in a safe place and con-

tact your Toyota dealer.

Warning light Details/Actions

Indicates that the engine oil pressure is excessively low
�o Immediately stop the vehicle in a safe place and con-

tact your Toyota dealer.

Warning light Details/Actions

(U.S.A.)

or

(Canada)

Indicates a malfunction in:
�zThe electronic engine control system;
�zThe electronic throttle control system; or
�zThe emission control system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

Indicates a malfunction in:
�zThe SRS airbag system; or
�zThe seat belt pretensioner system
�o Have the vehicle inspected by your Toyota dealer 

immediately.
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� ABS warning light

� Electric power steering system warning light (warning 
buzzer)

� PCS warning light (warning buzzer)

� LDA indicator (warning buzzer)

Warning light Details/Actions

(U.S.A.)

or

(Canada)

Indicates a malfunction in:
�zThe ABS; or
�zThe brake assist system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

(Red)

or

(Yellow)

Indicates a malfunction in the EPS (Electric Power Steer-
ing) system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

(Flashes or illu-
minates)

Indicates a malfunction in the PCS (Pre-Collision System).
�o Follow the instructions displayed on the multi-infor-

mation display.

If the PCS (Pre-Collision System) or VSC (Vehicle Stability 
Control) system is disabled, the PCS warning light will illu-
minate.

Warning light Details/Actions

(Yellow)

Indicates a malfunction in the LDA (Lane Departure Alert)
�o Follow the instructions displayed on the multi-infor-

mation display.
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W
hen trouble arises

� LTA indicator (warning buzzer)

� Driving assist information indicator

� PDA indicator (warning buzzer)

� Dynamic radar cruise control indicator (warning buzzer)

Warning light Details/Actions

(Yellow)

Indicates a malfunction in the LTA (Lane Tracing Assist)
�o Follow the instructions displayed on the multi-infor-

mation display.

Warning light Details/Actions

(if equipped)

The following systems may be malfunctioning.
�zPCS (Pre-Collision System)
�zLDA (Lane Departure Alert)
�o Follow the instructions displayed on the multi-infor-

mation display.

Indicates one of the following systems is malfunctioning or 
disabled.
�zPKSB (Parking Support Brake) (if equipped)
�zRCD (Rear Camera Detection) (if equipped)
�zBSM (Blind Spot Monitor) (if equipped)
�zRCTA (Rear Cross Traffic Alert) (if equipped)
�o Follow the instructions displayed on the multi-infor-

mation display.

When towing another vehicle.
�o P.301

Warning light Details/Actions

(Yellow)
(if equipped)

Indicates a malfunction in the PDA (Proactive Driving Alert).
�o Follow the instructions displayed on the multi-infor-

mation display.

Warning light Details/Actions

(Yellow)

Indicates a malfunction in the Dynamic radar cruise control.
�o Follow the instructions displayed on the multi-infor-

mation display.
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� Cruise control indicator (warning buzzer)

� Stop & Start cancel indicator

� Intuitive parking assist OFF indicator (warning buzzer)

� Slip indicator light

Warning light Details/Actions

(Yellow)

Indicates a malfunction in the cruise control.
�o Follow the instructions displayed on the multi-infor-

mation display.

Warning light Details/Actions

(Flashes)
(if equipped)

Indicates a malfunction in the Stop & Start system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

(If equipped)

When a buzzer sounds:

Indicates a malfunction in the intuitive parking assist func-
tion
�o Have the vehicle inspected by your Toyota dealer 

immediately.

When a buzzer does not sound:

Indicates that the system is temporarily unavailable, possi-
bly due to a sensor being dirty or covered with ice, etc.
�o Follow the instructions displayed on the multi-infor-

mation display. ( �o P.582)

Warning light Details/Actions

Indicates a malfunction in:
�zThe VSC/Trailer Sway Control system;
�zThe TRAC system;
�zThe hill-start assist control system;
�zMulti-terrain Select brake control (if equipped);
�zCrawl Control (if equipped); or
�zThe downhill assist control system (if equipped)
�o Have the vehicle inspected by your Toyota dealer 

immediately.
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W
hen trouble arises

� Inappropriate pedal operation warning light * (warning buzzer)

*: This light illuminates on the multi-information display with a message.

� Brake hold operated indicator (warning buzzer)

� Parking brake indicator

� Rear differential lock indicator

Warning light Details/Actions

When a buzzer sounds:
�zBrake Override System is malfunctioning
�zDrive-Start Control is malfunctioning (if equipped)
�zDrive-Start Control is operating (if equipped)
�o Follow the instructions displayed on the multi-infor-

mation display.

When a buzzer does not sound:

Brake Override System is operating.
�o Release the accelerator pedal and depress the brake 

pedal.

Warning light Details/Actions

(Flashes)

Indicates a malfunction in the brake hold system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

(Flashes)
(U.S.A.)

or

(Flashes)
(Canada)

It is possible that the parking brake is not fully engaged or 
released
�o Operate the parking brake switch once again.

This light comes on when the parking brake is not released. 
If the light turns off after the parking brake is fully released, 
the system is operating normally.

Warning light Details/Actions

(Flashes)
(If equipped)

Indicates a malfunction in the rear differential lock system
�o Have the vehicle inspected by your Toyota dealer 

immediately.
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� High speed four-wheel drive indicator

� Low speed four-wheel drive indicator

� Tire pressure warning light

� Low fuel level warning light

Warning light Details/Actions

(Yellow)
(If equipped)

Indicates a malfunction in the four-wheel drive system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

(Flashes)
(If equipped)

Indicates a malfunction in the four-wheel drive system
�o Have the vehicle inspected by your Toyota dealer 

immediately.

Warning light Details/Actions

When the light comes on after blinking for approximately 1 
minute:

Malfunction in the tire pressure warning system
�o Have the system checked by your Toyota dealer.

When the light comes on:

Low tire inflation pressure such as
�zNatural causes
�zFlat tire
�o Immediately stop the vehicle in a safe place.

Handling method ( �o P.576)

Warning light Details/Actions

Indicates that remaining fuel is approximately 2.7 gal. (10.3 
L, 2.2 Imp. gal.) or less
�o Refuel the vehicle.
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W
hen trouble arises

� Driver’s and front passenger’s seat belt reminder light (warn-
ing buzzer) *

*: Driver’s seat belt warning buzzer:
The driver’s seat belt warning buzzer sounds to alert the driver that his or 
her seat belt is not fastened. Once the engine switch is turned to ON, the 
buzzer sounds. If the seat belt is still unfastened, the buzzer sounds inter-
mittently for a certain period of time after the vehicle reaches a certain 
speed.
Front passenger’s seat belt warning buzzer:
The front passenger’s seat belt warning buzzer sounds to alert the front 
passenger that his or her seat belt is not fastened. If the seat belt is 
unfastened, the buzzer sounds intermittently for a certain period of time 
after the vehicle reaches a certain speed.

� Rear passengers’ seat belt reminder lights (warning buzzer) *

*: Rear passengers’ seat belt warning buzzer:
The rear passengers’ seat belt warning buzzer sounds to alert the rear 
passenger that his or her seat belt is not fastened. If the seat belt is 
unfastened, the buzzer sounds intermittently for a certain period of time, 
after the seat belt is fastened and unfastened and the vehicle reaches a 
certain speed.

� Trailer brake warning light

Warning light Details/Actions

Warns the driver and/or front passenger to fasten their seat 
belts
�o Fasten the seat belt. 

If the front passenger’s seat is occupied, the front 
passenger’s seat belt also needs to be fastened to 
make the warning light (warning buzzer) turn off.

Warning light Details/Actions

Warns the rear passengers to fasten their seat belts
�o Fasten the seat belt.

Warning light Details/Actions

(If equipped)

Indicates a malfunction in:
�zTrailer brake control system; or
�zTrailer connector circuit
�o Have the vehicle inspected by your Toyota dealer 

immediately.
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� Warning buzzer
In some cases, the buzzer may not 
be heard due to being in a noisy 
location or audio sound.

� Front passenger detection sen-
sor, seat belt reminder and 
warning buzzer

� If luggage is placed on the front 
passenger seat, the front passen-
ger detection sensor may cause 
the warning light to flash and the 
warning buzzer to sound even if a 
passenger is not sitting in the 
seat.

� If a cushion is placed on the seat, 
the sensor may not detect a pas-
senger, and the warning light may 
not operate properly.

� SRS warning light
This warning light indicates prob-
lems with the following:
� Airbag sensor assembly
� Front impact sensors
� Side impact sensors (front door)
� Side impact sensors (rear)
� Front passenger occupant classifi-

cation sensors
� Driver’s seat position sensor
� Driver’s seat belt buckle switch
� Front passenger’s seat belt buckle 

switch
� “AIR BAG ON” indicator light
� “AIR BAG OFF” indicator light
� Driver’s seat belt pretensioner, 

front passenger’s seat belt preten-
sioner and force limiter

� SRS airbags
� SRS system related wiring har-

nesses and power sources

� If the malfunction indicator 
lamp comes on while driving

First check the following:
� Is the fuel tank empty?
If it is, fill the fuel tank immediately.

� Is the fuel tank cap loose?
If it is, tighten it securely.
The light will go off after several 
driving trips.
If the light does not go off even after 
several trips, contact your Toyota 
dealer as soon as possible.

� Electric power steering system 
warning light (warning buzzer)

When the battery charge becomes 
insufficient or the voltage temporar-
ily drops, the electric power steering 
system warning light may come on 
and the warning buzzer may sound.

� When the tire pressure warning 
light comes on

Inspect the tires to check if a tire is 
punctured.
If a tire is punctured: �o P.585
If none of the tires are punctured:
Turn the engine switch off then turn 
it to ON. Check if the tire pressure 
warning light comes on or blinks.
�X If the tire pressure warning light 

blinks for approximately 1 minute 
then stays on

There may be a malfunction in the 
tire pressure warning system. Have 
the vehicle inspected by your Toyota 
dealer immediately.
�X If the tire pressure warning light 

comes on
1 After the temperature of the tires 

has lowered sufficiently, check 
the inflation pressure of each tire 
and adjust them to the specified 
level.

2 If the warning light does not turn 
off even after several minutes 
have elapsed, check that the 
inflation pressure of each tire is 
at the specified level and perform 
initialization. (�o P.537)

� The tire pressure warning light 
may come on due to natural 
causes

The tire pressure warning light may 
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W
hen trouble arises

� Warning messages
The warning messages explained 
below may differ from the actual 
messages according to operation 
conditions and vehicle specifica-
tions.

� If a message about an operation 
is displayed

� If a message about an operation 
of the accelerator pedal or brake 
pedal is displayed

A warning message about an opera-
tion of the brake pedal may be 
shown while the driving assist sys-

tems such as PCS (Pre-Collision 
system) or the dynamic radar cruise 
control is operating. If a warning 
message is shown, be sure to 
decelerate the vehicle or follow an 
instruction shown on the multi-infor-
mation display.

� A warning message is shown 
when Brake Override System 
operates. (�o P.187)

� A warning message is shown 
when Drive-Start Control (if 
equipped) (�o P.193) operates. 
Follow the instructions on the 
multi-information display.

� If a message about an operation 
of the engine switch is displayed

An instruction for operation of the 
engine switch is shown when the 
incorrect procedure for starting the 
engine is performed or the engine 
switch is operated incorrectly. Fol-
low the instructions shown on the 
multi-information display to operate 
the engine switch again.

� If a message about a shift lever 
operation is displayed

To prevent the shift lever from being 
operated incorrectly or the vehicle 
from moving unexpectedly, a mes-
sage that requires shifting the shift 
lever may be shown on the multi-
information display. In that case, fol-
low the instruction of the message 
and shift the shift lever.

� If a message or image about an 
open/close state of a part or 
replenishment of a consumable is 
displayed

Confirm the part indicated by the 
multi-information display or a warn-
ing light, and then perform the cop-
ing method such as closing the 
open door or replenishing a con-
sumable.

If a warning message 
is displayed

The multi-information dis-
play shows warnings of 
system malfunctions, incor-
rectly performed opera-
tions, and messages that 
indicate a need for mainte-
nance. When a message is 
shown, perform the correc-
tion procedure appropriate 
to the message.

Additionally, if a warning 
light comes on or flashes at 
the same time that a warn-
ing message is displayed, 
take the appropriate correc-
tive action for the warning 
light. ( �o P.568)

If a warning message is dis-
played again after the 
appropriate actions have 
been performed, contact 
your Toyota dealer.
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�  RSA (Road Sign Assist) (if 
equipped)

�  PDA (Proactive Driving Assist) 
(if equipped)

�  BSM (Blind Spot Monitor) (if 
equipped)

�  RCTA (Rear Cross Traffic 
Alert) (if equipped)

�  Intuitive parking assist (if 
equipped)

�  PKSB (Parking Support 
Brake) (if equipped)

�  RCD (Rear Camera Detec-
tion) (if equipped)

Have the vehicle inspected by your 
Toyota dealer immediately.

� If “System Stopped See 
Owner’s Manual” is displayed

Indicates one of the following sys-
tems is disabled.
� PCS (Pre-Collision System)
� LDA (Lane Departure Alert)
� LTA (Lane Tracing Assist)
� AHB (Automatic High Beam)
� Dynamic radar cruise control

�  RSA (Road Sign Assist) (if 
equipped)

�  PDA (Proactive Driving Assist) 
(if equipped)

�  BSM (Blind Spot Monitor) (if 
equipped)

�  RCTA (Rear Cross Traffic 
Alert) (if equipped)

�  Intuitive parking assist (if 
equipped)

�  PKSB (Parking Support 
Brake) (if equipped)

�  RCD (Rear Camera Detec-
tion) (if equipped)

Follow the following correction 
methods.

• Check the voltage of the battery.
• Check the sensors that the Toyota 

Safety Sense 3.0 uses for foreign 
matter covering them. Remove 
them if any. (�o P.246)

• Vehicle with RCD (Rear Camera 
Detection): Check if the tailgate is 
open.

Indicates the sensors may not be 
operating properly.(�o P.249, 314, 
318, 326, 331, 339, 341, 343)

• Check the rear bumper around the 
sensors (�o P.310) used by the 
BSM (if equipped) or RCTA (if 
equipped) for foreign matter cov-
ering them. Remove them if any.

• Check the sensors including cam-
era sensors used by the Intuitive 
parking assist (if equipped) and 
PKSB (if equipped) for foreign 
matter covering them. Remove 
them if any. (�o P.316)

When problems are solved and the 
sensors are operational, this indica-
tion may disappear by itself.

� If “System Stopped Front Cam-
era Low Visibility See Owner’s 
Manual” is displayed

Indicates one of the following sys-
tems is disabled.
� PCS (Pre-Collision System)
� LDA (Lane Departure Alert)
� LTA (Lane Tracing Assist)
� AHB (Automatic High Beam)
� Dynamic radar cruise control

�  RSA (Road Sign Assist) (if 
equipped)
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methods.

• The temperature of the radar sen-
sor is outside of the operating 
range. Wait for the temperature to 
become appropriate.

� If “System Stopped Front Radar 
In Self Calibration See Owner’s 
Manual” is displayed

Indicates one of the following sys-
tems is disabled.
� PCS (Pre-Collision System)
� LDA (Lane Departure Alert)
� LTA (Lane Tracing Assist)
� AHB (Automatic High Beam)
� Dynamic radar cruise control

�  PDA (Proactive Driving Assist) 
(if equipped)

Follow the following correction 
methods.

• Check if there is any foreign mat-
ter attached to the radar sensor or 
radar sensor cover and clean 
them if necessary (�o P.247)

• The radar sensor may be mis-
aligned and will be adjusted auto-
matically while driving. Continue 
driving for a while.

� If “Cruise Control Unavailable 
See Owner’s Manual” is dis-
played

Indicates one of the following sys-
tems is disabled.
� Dynamic radar cruise control
� Cruise control
A message is displayed when the 
driving assist switch is pushed 
repeatedly.

Press the driving assist switch 
quickly and firmly.

� If “Power Tailgate Unavailable. 
Fully Close Tailgate Manually to 
Re-Activate Power Tailgate” is 
displayed

If the following message is dis-
played after pressing the Tailgate 
opener switch, the power tailgate 
requires re-initialization. To re-initial-
ize the power tailgate, manually fully 
close and latch the tailgate.
The power tailgate may require re-
initialization when the following has 
occurred.
• Jam detection has occurred and 

the tailgate is not fully closed.
• The tailgate has been unplugged 

and reconnected, and the tailgate 
has not been fully closed.

• The power tailgate main switch 
was pressed while the tailgate is 
not fully closed.

• The battery has been reconnected 
while the tailgate is not fully 
closed.

When the tailgate is fully closed and 
latched, the system will re-initialize 
and the message will disappear.

� If “Power Tailgate Unavail-
able/Malfunction. Visit Your 
Dealer” is displayed

When the following message is dis-
played, it is an indication that there 
is a malfunction in the system.
Have the vehicle inspected by your 
Toyota dealer.
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One of the following may be the 
cause of the problem:

�z There may not be sufficient 
fuel in the vehicle’s tank. 
Refuel the vehicle.

�z The engine may be flooded. 
Try to restart the engine again 
following correct starting pro-
cedures. (�o P.212)

�z There may be a malfunction 
in the engine immobilizer sys-
tem. (�o P.75)

One of the following may be the 
cause of the problem:

�z The battery may be dis-
charged. (�o P.600)

�z The battery terminal connec-
tions may be loose or cor-
roded. (�o P.529)

The engine starting system may 
be malfunctioning due to an 
electrical problem such as elec-
tronic key battery depletion or a 
blown fuse. However, an interim 
measure is available to start the 
engine. (�o P.596)

One of the following may be the 
cause of the problem:

�z The battery may be dis-
charged. (�o P.600)

�z One or both of the battery ter-
minals may be disconnected. 
(�o P.529)

Contact your Toyota dealer if the 
problem cannot be repaired, or if 
repair procedures are unknown.

When the engine does not start, 
the following steps can be used 
as an interim measure to start 
the engine if the engine switch is 
functioning normally.

If the engine will not 
start

If the engine will not start 
even though correct starting 
procedures are being fol-
lowed ( �o P.212), consider 
each of the following points:

The engine will not start 
even though the starter 
motor operates normally.

The starter motor turns 
over slowly, the interior 
lights and headlights are 
dim, or the horn does not 
sound or sounds at a low 
volume.

The starter motor does 
not turn over

The starter motor does 
not turn over, the interior 
lights and headlights do 
not turn on, or the horn 
does not sound.

Emergency start function
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� Changing engine switch modes
Release the brake pedal and press 
the engine switch in step 3  above. 
The engine does not start and 
modes will be changed each time 
the switch is pressed. (�o P.215)

If you have a set of jumper (or 
booster) cables and a second 
vehicle with a battery, you can 
jump start your vehicle by fol-
lowing the steps below.
1 Confirm that the electronic 

key is being carried.

When connecting the jumper (or 
booster) cables, depending on the 
situation, the alarm may activate 
and doors locked. (�o P.77)

2 Open the hood. (�o P.522)

If the vehicle battery 
is discharged

The following procedures 
may be used to start the 
engine if the vehicle’s bat-
tery is discharged.
You can also call your Toy-
ota dealer or a qualified 
repair shop.

Restarting the engine
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approximately 5 minutes to 
recharge the battery of your 
vehicle.

6 Open and close any of the 
doors of your vehicle with the 
engine switch OFF.

7 Maintain the engine speed of 
the second vehicle and start 
the engine of your vehicle by 
turning the engine switch to 
ON.

8 Once the vehicle’s engine 
has started, remove the 
jumper cables in the exact 
reverse order from which 
they were connected.

� Starting the engine when the 
battery is discharged

The engine cannot be started by 
push-starting.

� To prevent battery discharge
� Turn off the headlights and the 

audio system while the engine is 
off.

� Turn off any unnecessary electri-
cal components when the vehicle 
is running at a low speed for an 
extended period, such as in heavy 
traffic.

� When the battery is removed or 
discharged

� Information stored in the ECU is 
cleared. When the battery is 
depleted, have the vehicle 
inspected at your Toyota dealer.

� Some systems may require initial-
ization. (�o P.648)

� When removing the battery ter-
minals

When the battery terminals are 
removed, the information stored in 
the ECU is cleared. Before remov-

ing the battery terminals, contact 
your Toyota dealer.

� Charging the battery
The electricity stored in the battery 
will discharge gradually even when 
the vehicle is not in use, due to nat-
ural discharge and the draining 
effects of certain electrical appli-
ances. If the vehicle is left for a long 
time, the battery may discharge, 
and the engine may be unable to 
start. (The battery recharges auto-
matically during driving.)

� When recharging or replacing 
the battery

� In some cases, it may not be pos-
sible to unlock the doors using the 
smart key system when the bat-
tery is discharged. Use the wire-
less remote control or the 
mechanical key to lock or unlock 
the doors.

� The engine may not start on the 
first attempt after the battery has 
recharged but will start normally 
after the second attempt. This is 
not a malfunction.

� The engine switch mode is memo-
rized by the vehicle. When the 
battery is reconnected, the system 
will return to the mode it was in 
before the battery was dis-
charged. Before disconnecting the 
battery, turn the engine switch off.
If you are unsure what mode the 
engine switch was in before the 
battery discharged, be especially 
careful when reconnecting the 
battery.

� Vehicles with Stop & Start system: 
The Stop & Start system may not 
automatically stop the engine for 
up to an hour.

� When replacing the battery
� Vehicles with Stop & Start system: 

Use a genuine battery specifically 
designed for use with the Stop & 
Start system or a battery with 
equivalent specifications to a gen-
uine battery. If an unsupported 
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W
hen trouble arises

1 Stop the vehicle in a safe 
place and turn off the air con-
ditioning system, and then 
stop the engine.

2 If you see steam:
Carefully lift the hood after 
the steam subsides.
If you do not see steam:
Carefully lift the hood.

3 After the engine has cooled 
down sufficiently, inspect the 
hoses, engine radiator core 
(radiator) for any leaks.

If a large amount of coolant leaks, 
immediately contact your Toyota 
dealer.

Cooling fan

Radiator

Intercooler

4 The coolant level is satisfac-
tory if it is between the “F” 
and “L” lines on the reservoir.

Reservoir

“F” line

“L” line

5 Add coolant if necessary.

Water can be used in an emer-

If your vehicle overheats

The following may indicate that your vehicle is overheating.

�z The needle of the engine coolant temperature gauge (�o P.88, 
92) enters the red zone or a loss of engine power is experi-
enced. (For example, the vehicle speed does not increase.)

�z “Engine Coolant Temp High Stop in a Safe Place See Owner’s 
Manual” is shown on the multi-information display.

�z Steam comes out from under the hood.

Correction procedures
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8-1.Specifications

�X Xtra Cab models (2WD models)

*1:Unladen vehicles
*2:245/70R17 tires with steel wheel
*3:245/70R17 tires with aluminum wheel
*4:265/70R17 tires
*5:265/65R18 tires

�X Xtra Cab models (4WD models)

Maintenance data (fuel, oil level, etc.)

Dimensions and weight

Overall length 213.0 in. (5411 mm)

Overall width
76.9 in. (1954 mm)*2, 3

77.9 in. (1980 mm)*4, 5

Overall 

height*1

73.9 in. (1878 mm)*3

74.0 in. (1878 mm)*2

74.6 in. (1896 mm)*4, 5

Wheelbase 131.9 in. (3350 mm)

Front tread

65.6 in. (1667 mm)*2, 3

66.0 in. (1677 mm)*4

66.8 in. (1697 mm)*5

Rear tread

65.6 in. (1668 mm)*2, 3

66.0 in. (1678 mm)*4

66.9 in. (1698 mm)*5

Overall length 213.0 in. (5411 mm)

Overall width
76.9 in. (1954 mm)*2

77.9 in. (1980 mm)*3

Overall 

height*1
73.9 in. (1876 mm)*2

74.6 in. (1896 mm)*3

Wheelbase 131.9 in. (3350 mm)
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V
ehicle specifications

�X Xtra Cab models

*1:The model code is indicated on the Certification Label. (�o P.614)
*2:TRD PreRunner Package
*3:Except for TRD PreRunner Package

�X Double Cab models

*1:The model code is indicated on the Certification Label. (�o P.614)
*2:Except for TRD SPORT Package
*3:TRD SPORT Package

Vehicle capacity weight

Model code*1 Bed type Driving system
Vehicle capacityweight

(Occupants + luggage)

TZNA40L-CRZSZA

Long

2WD

1060 lb. (480 kg)*2

1100 lb. (500 kg)*3

TZNA41L-CRZSTA 1100 lb. (500 kg)

TZNA45L-CRZSZA
4WD 880 lb. (400 kg)

TZNA46L-CRZSTA

Model code*1 Bed type Driving system
Vehicle capacityweight

(Occupants + luggage)

TZNA40L-PRZSZA Long

2WD 1200 lb. (545 kg)
Short

TZNA41L-PRZSTA

TZNA45L-PRZSZA Long

4WD

1200 lb. (545 kg)*2

1270 lb. (575 kg)*3
ShortTZNA45L-PRFSZA

TZNA46L-PRZSTA 1200 lb. (545 kg)

Seating capacity

Seating capacity
Vehicles without rear seats Vehicles with rear seats

2 5 (Front 2, Rear 3)
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� Vehicle identification num-
ber

The vehicle identification num-
ber (VIN) is the legal identifier 
for your vehicle. This is the pri-
mary identification number for 
your Toyota. It is used in regis-
tering the ownership of your 
vehicle.

This number is stamped on the 
front left frame.

This number is also on the top 
left of the instrument panel.

This number is also on the Certi-
fication Label.

The engine number is stamped 
on the engine block as shown.

Vehicle identification

Engine

Model T24A-FTS

Type
4-cylinder in line, 4-cycle, gasoline (with 
turbocharger)

Bore and stroke 3.44 �u 3.91 in. (87.5 �u 99.5 mm)

Displacement 146.0 cu.in. (2393 cm3)
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V
ehicle specifications

� Oil capacity (Drain and refill 

[Reference *])

*: The engine oil capacity is a refer-
ence quantity to be used when 
changing the engine oil. When 
actually adding the engine oil, 
make sure that the oil level does 
not exceed the refill upper limit 
mark and is between the low level 
mark and refill upper limit mark 
(�o P.524). Warm up and turn off 
the engine, wait about 8 minutes, 
and check the oil level on the dip-
stick.

� Engine oil selection

“Toyota Genuine Motor Oil” is 
used in your Toyota vehicle. Use 
Toyota approved “Toyota Genu-
ine Motor Oil” or equivalent to 
satisfy the following grade and 
viscosity.

Oil grade:

ILSAC GF-6A multigrade engine 
oil

Recommended viscosity: SAE 
0W-20

Outside temperature

SAE 0W-20 is the best choice 
for good fuel economy and good 
starting in cold weather.

If SAE 0W-20 is not available, 
SAE 5W-20 oil may be used.

However, it must be replaced 
with SAE 0W-20 at the next oil 
change.

Oil viscosity (0W-20 is explained 
here as an example):
• The 0W in 0W-20 indicates 

Valve clearance Automatic adjustment

Drive belt tension Automatic adjustment

Fuel

Fuel type Unleaded gasoline only

Octane Rating
87 (Research Octane Number 91) or 
higher

Fuel tank capacity
(Reference)

18.2 gal. (69.0 L, 15.2 Imp.gal.)

Lubrication system

With filter
5.9 qt. (5.6 L, 4.9 Imp. 
qt.)

Without 
filter

5.6 qt. (5.3 L, 4.7 Imp. 
qt.)
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the characteristic of the oil 
which allows cold startability. 
Oils with a lower value before 
the W allow for easier starting 
of the engine in cold weather.

• The 20 in 0W-20 indicates the 
viscosity characteristic of the 
oil when the oil is at high tem-
perature.

How to read oil container label:

The International Lubricant 
Specification Advisory Commit-

tee (ILSAC) Certification Mark is 
added to some oil containers to 
help you select the oil you 
should use.

*1:The fluid capacity is a reference quantity.
If replacement is necessary, contact your Toyota dealer.

*2:For TZNA41L-PRZSTA, TZNA41L-CRZSTA, TZNA46L-PRZSTA and 

TZNA46L-CRZSTA models*4

*3:Except for TZNA41L-PRZSTA, TZNA41L-CRZSTA, TZNA46L-PRZSTA 

and TZNA46L-CRZSTA models*4

*4:The model code is indicated on the Certification Label. (�o P.614)

Cooling system

Capacity*1
Gasoline 
engine/Inte
rcooler

12.6 qt. (11.9 L, 10.5 Imp.qt.)*2

12.8 qt. (12.1 L, 10.6 Imp.qt.)*3

Coolant type

Use either of the following:
�x“Toyota Super Long Life Coolant”
�xSimilar high-quality ethylene glycol-based non-

silicate, non-amine, non-nitrite, and non-borate 
coolant with long-life hybrid organic acid tech-
nology

Do not use plain water alone.

Ignition system (spark plug)

Make NGK DILZKAR8E7H

Gap 0.027 in. (0.7 mm)
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Your Toyota vehicle is filled with “Toyota Genuine Differential Gear 
Oil” at the factory.
Use Toyota approved “Toyota Genuine Differential Gear Oil” or an 
equivalent oil of matching quality to satisfy the above specification. 
Please contact your Toyota dealer for further details.

*1:Minimum pedal clearance when depressed with a force of 110 lbf (490 N, 
50 kgf) while the engine is running.

*2:Make sure to confirm that the brake warning light (yellow) does not illumi-
nate. (If the brake warning light illuminates, refer to P.568.)

Differential

Oil capacity

Front (4WD 
models)

1.4 qt. (1.3 L, 1.1 Imp.qt.)

Rear

�XExcept for manual transmission and 
TRD SPORT Package or TRD 
OFFROAD Package
4.8 qt. (4.5 L, 4.0 Imp.qt.)

�XFor manual transmission and TRD 
SPORT Package or TRD OFFROAD 
Package
5.0 qt. (4.8 L, 4.2 Imp.qt.)

Oil type and viscosity
Toyota Genuine Differential Gear Oil LT 
75W-85 GL-5 or equivalent

Brakes

Pedal clearance*1

�X17-inch front brake
4.8 in. (122 mm) Min.

�X16-inch front brake
5.0 in. (127 mm) Min.

Pedal free play 0.04 �• 0.24 in. (1 �• 6 mm)

Brake pad wear limit 0.04 in. (1.0 mm)

Parking brake indicator*2

When pulling the parking brake switch for 
1 to 2 seconds: comes on

When pushing the parking brake switch for 
1 to 2 seconds: turns off

Fluid type
�xFMVSS No.116 DOT 3 or SAE J1703
�xFMVSS No.116 DOT 4 or SAE J1704
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�X 17-inch tires (type A)

�X 17-inch tires (type B)

�X 17-inch tires (type C)

Steering

Free play Less than 1.2 in. (30 mm)

Tires and wheels

Tire size 245/70R17 110T, T175/90D18 111M (spare)

Tire inflation pressure
(Recommended cold tire 
inflation pressure)

35 psi (240 kPa, 2.4 kgf/cm2 or bar)

60 psi (420 kPa, 4.2 kgf/cm2 or bar) (spare)

Wheel size 17 �u 7J, 18 �u 4.5T (spare)

Wheel nut torque 97 ft·lbf (131 N·m, 13.4 kgf·m)

Tire size 245/70R17 110T, 245/70R17 110T (spare)

Tire inflation pressure
(Recommended cold tire 
inflation pressure)

35 psi (240 kPa, 2.4 kgf/cm2 or bar)

Wheel size 17 �u 7J, 17 �u 7J (spare)

Wheel nut torque

Steel wheels:
154 ft·lbf (209 N·m, 21.3 kgf·m)

Aluminum wheels:
97 ft·lbf (131 N·m, 13.4 kgf·m)

Tire size 265/70R17 115T, 245/75R17 112S (spare)

Tire inflation pressure
(Recommended cold tire 
inflation pressure)

30 psi (210 kPa, 2.1 kgf/cm2 or bar)

32 psi (220 kPa, 2.2 kgf/cm2 or bar) (spare)

Wheel size 17 �u 7 1/2 J, 17 �u 7J (spare)

Wheel nut torque

Steel wheels:
154 ft·lbf (209 N·m, 21.3 kgf·m)

Aluminum wheels:
97 ft·lbf (131 N·m, 13.4 kgf·m)
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A: Wedge base bulbs (amber)

Light bulbs

Light bulbs Bulb No. W Type

Exterior
Front turn signal/parking 
lights

7444NA 28/8 A
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� Gasoline quality
In very few cases, driveability prob-
lems may be caused by the brand of 
gasoline you are using. If driveability 
problems persist, try changing the 
brand of gasoline. If this does not 
correct the problem, consult your 
Toyota dealer.

� Recommendation of the use of 
gasoline containing detergent 
additives

� Toyota recommends the use of 
gasoline that contains detergent 
additives to avoid build-up of 
engine deposits.

� All gasoline sold in the U.S.A. con-
tains minimum detergent additives 
to clean and/or keep clean intake 
systems, per EPA’s lowest addi-
tives concentration program.

� Toyota strongly recommends the 
use of Top Tier Detergent Gaso-
line. For more information on Top 
Tier Detergent Gasoline and a list 
of marketers, please go to the offi-
cial website www.toptiergas.com.

� Recommendation of the use of 
low emissions gasoline

Gasolines containing oxygenates 
such as ethers and ethanol, as well 
as reformulated gasolines, are avail-
able in some cities. These fuels are 
typically acceptable for use, provid-
ing they meet other fuel require-
ments.
Toyota recommends these fuels, 
since the formulations allow for 
reduced vehicle emissions.

� Non-recommendation of the 
use of blended gasoline

� Use only gasoline containing up to 
15% ethanol.
DO NOT use any flex-fuel or gas-
oline that could contain more than 
15% ethanol, including from any 
pump labeled E30 (30% ethanol 

), E50 (50% ethanol ), E85 

(85% ethanol ) (which are only 
some examples of fuel containing 
more than 15% ethanol).

� If you use gasohol in your vehicle, 
be sure that it has an octane rat-
ing no lower than 87.

� Toyota does not recommend the 
use of gasoline containing metha-
nol.

Fuel information

You must only use unleaded 
gasoline.
Select octane rating 87 
(Research Octane Number 
91) or higher. Use of 
unleaded gasoline with an 
octane rating lower than 87 
may result in engine knock-
ing. Persistent knocking 
can lead to engine damage.

At minimum, the gasoline you 
use should meet the specifi-
cations of ASTM D4814 in the 
U.S.A.
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Tire size (�o P.626)

DOT and Tire Identification Number (TIN) (�o P.626)

Location of treadwear indicators (�o P.532)

Tire ply composition and materials
Plies are layers of rubber-coated parallel cords. Cords are the strands 
which form the plies in a tire.

Radial tires or bias-ply tires
A radial tire has “RADIAL” on the sidewall. A tire not marked “RADIAL” is a 
bias-ply tire.

TUBELESS or TUBE TYPE
A tubeless tire does not have a tube and air is directly put into the tire. A 
tube type tire has a tube inside the tire and the tube maintains the air pres-
sure.

Load limit at maximum cold tire inflation pressure (�o P.532)

Maximum cold tire inflation pressure (�o P.620)
This means the pressure to which a tire may be inflated.

Uniform tire quality grading
For details, see “Uniform Tire Quality Grading” that follows.

Summer tires or all season tires (�o P.533)

Tire information

Typical tire symbols
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An all season tire has “M+S” on the sidewall. A tire not marked “M+S” is a 
summer tire.

�X Type A

DOT symbol*

Tire Identification Number 
(TIN)

Tire size code

Manufacturer’s optional tire 
type code (3 or 4 letters)

Tire manufacturer’s identifi-
cation mark

Manufacturing week

Manufacturing year
*: The DOT symbol certifies that the 

tire conforms to applicable Fed-
eral Motor Vehicle Safety Stan-
dards.

�X Type B

DOT symbol*

Tire Identification Number 
(TIN)

Tire manufacturer’s identifi-
cation mark

Manufacturer’s code

Manufacturing week

Manufacturing year
*: The DOT symbol certifies that the 

tire conforms to applicable Fed-
eral Motor Vehicle Safety Stan-
dards.

� Typical tire size information

The illustration indicates typical 
tire size.

Typical DOT and Tire 
Identification Number 
(TIN)

Tire size
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Section width (millimeters)

Aspect ratio (tire height to 
section width)

Tire construction code (R = 
Radial, D = Diagonal)

Wheel diameter (inches)

Load index (2 digits or 3 dig-
its)

Speed symbol (alphabet with 
one letter)

� Tire dimensions

Section width

Tire height

Wheel diameter

Bead

Sidewall

Shoulder

Tread

Belt

Inner liner

Reinforcing rubber

Carcass

Rim lines

Bead wires

Chafer

This information has been pre-
pared in accordance with regu-
lations issued by the National 
Highway Traffic Safety Adminis-
tration of the U.S. Department of 
Transportation.

It provides the purchasers 
and/or prospective purchasers 
of Toyota vehicles with informa-

Tire section names

Uniform Tire Quality 
Grading
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heat buildup and possible tire fail- ure.

Glossary of tire terminology

Tire related term Meaning

Cold tire inflation pressure

Tire pressure when the vehicle has been 
parked for three hours or more, or has not 
been driven more than 1 mile or 1.5 km 
under that condition

Maximum inflation pressure
The maximum cold inflated pressure to 
which a tire may be inflated, shown on the 
sidewall of the tire

Recommended inflation pres-
sure

Cold tire inflation pressure recommended 
by a manufacturer

Accessory weight

The combined weight (in excess of those 
standard items which may be replaced) of 
automatic transmission, power steering, 
power brakes, power windows, power 
seats, radio and heater, to the extent that 
these items are available as factory-
installed equipment (whether installed or 
not)

Curb weight

The weight of a motor vehicle with stan-
dard equipment, including the maximum 
capacity of fuel, oil and coolant, and if so 
equipped, air conditioning and additional 
weight optional engine

Maximum loaded vehicle 
weight

The sum of:

(a) Curb weight

(b) Accessory weight

(c) Vehicle capacity weight

(d) Production options weight

Normal occupant weight
150 lb. (68 kg) times the number of occu-
pants specified in the second column of 

Table 1* that follows

Occupant distribution
Distribution of occupants in a vehicle as 

specified in the third column of Table 1* 
below
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8-2.Customization

� Changing by using the 
meter control switches 
(with 7-inch display)

1 Press  /  of the meter 

control switch to select .

2 Press  /  of the meter 

control switch to select the 
desired item to be custom-
ized.

3 Press or press and hold .

The available settings will differ 

depending on if is pressed or 

pressed and held. Follow the 
instructions on the display.
� Changing by using the 

meter control switches 
(with 12.3-inch display)

1 Press and hold  to display 

the cursor on the content dis-

play area (center) of the 
multi-information display.

2 Press  /  of the meter 

control switches to select “  

Settings” and press .

3 Press  /  of the meter 

control switches, select the 
item.

4 To switch the function on and 

off, press  to switch to the 

desired setting.

5 To perform detailed setting of 
functions that support 
detailed settings, press and 

hold  and display the set-

ting screen.
The method of performing detailed 
setting differs for each screen.
Please refer to the advice sentence 
displayed on the screen.

� Changing by using the mul-
timedia system

1 Select  on the main menu

2 Select “Vehicle customize”.

3 According to the display, 
select the desired setting.

Various setting can be changed. 
Refer to the list of settings that can 
be changed for details.

Customizable features

Your vehicle includes a vari-
ety of electronic features 
that can be personalized to 
your preferences. The set-
tings of these features can 
be changed by using the 
multi-information display, 
the multimedia system or at 
your Toyota dealer.

Customizing vehicle fea-
tures
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*1:For details about each function: �o P.104
*2:The default setting varies according to country.
*3:The default setting is changed in conjunction with the settings of My Set-

tings.

� Gauges, meters and multi-information display (with 12.3-inch 
display) ( �o P.92, 107)

Fuel economy
The average 
fuel economy 
after starting

The average 
fuel economy 
since the func-
tion was reset

— O —

Audio system linked display On Off — O —

Drive and trip information 
items (First item)

Distance

Average vehi-
cle speed — O —

Elapsed time

Drive and trip information 
items (Second item)

Average vehi-
cle speed

Distance
— O —

Elapsed time

Pop-up display On Off — O —

Suggestion function*3 On

On (When the 
vehicle is 
stopped) O — —

Off

Function*1 Default setting Customized setting

Language*2 English
French

— O —
Spanish

Units*2 miles (MPG 
US)

km (km/L)

— O —
km (L/100 km)

miles (MPG Impe-
rial)

Meter Type
*3

— O —
*3

Function*1 Default setting
Customized 

setting
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*1:For details about each function: �o P.115
*2:The default setting varies according to country.
*3:The on/off operation of the widget can be changed.
*4:The default setting is changed in conjunction with the settings of My Set-

tings.

� Head-up display * (�o P.117)

*: If equipped

Meter Style “Tough”

“Casual”

— O —“Sporty”

“Smart”

Dial Type Tachometer Speedometer — O —

Fuel Economy
The average 
fuel economy 
after starting

The average fuel 
economy since the 
function was reset

— O —

Drive and trip informa-
tion items (first item)

Distance

Average vehicle 
speed — O —

Elapsed time

Drive and trip informa-
tion items (second item)

Average vehi-
cle speed

Distance
— O —

Elapsed time

Pop-up display On Off — O —

Suggestion function*4 On

On (when the vehi-
cle is stopped) O — —

Off

Function Default setting Customized setting

Head-up display On Off — O —

Head-up display type Standard
Full

— O —
Minimum

Function*1 Default setting Customized setting
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� Rear seat reminder * (�o P.132)

*: If equipped

� Tailgate opening alert ( �o P.138)

� Power tailgate * (�o P.139)

*: If equipped

� Power windows and moon roof * (�o P.174, 178)

Function Default setting
Customized 

setting

Indication to prevent mis-
placement in the rear seat

On Off — O —

Function Default setting
Customized 

setting

Tailgate opening alert On Off — O —

Function Default setting
Customized 

setting

Power tailgate operations On Off — O —

Close Assist On Off — — O

Power tailgate operation by 
tailgate opener switch on tail 
lamps and tailgate handle

On
Off (latch 

release only)
— — O

Operating signal (Buzzers) Off On — — O

Function Default setting
Customized 

setting

Mechanical key linked opera-
tion

Off On — — O

Wireless remote control 
linked operation

Off On (open only) — — O

Wireless remote control 
linked operation signal 
(buzzer)

On Off — — O
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*1: If equipped
*2:This setting changes in accordance with My Settings.

� RSA (Road Sign Assist) *1 (�o P.281)

*1: If equipped
*2:This setting changes in accordance with My Settings.

� Dynamic Radar Cruise Control ( �o P.284)

*: This setting changes in accordance with My Settings.

� Stop & Start system * (�o P.302)

Steering Assist (SA)*2 ON/OFF — O —

Deceleration Assist (DA)*2 ON/OFF — O —

Obstacle Anticipation Assist 

(OAA)*2
ON/OFF — O —

Function Customized setting

Road Sign Assist*2 ON/OFF — O —

Excess speed notification 

method*2 None/Visual/Visual & Audible — O —

Other notifications method*2 None/Visual/Visual & Audible — O —

Excess speed notification 

level*2
5 mph (10 km/h) / 3 mph (5 

km/h) / 1 mph (2 km/h)
— O —

Function Customized setting

Acceleration setting* High/Mid/Low — O —

Guide message* ON/OFF — O —

Curve speed reduction* High/Mid/Low/OFF — O —

Function Default setting
Customized 

setting

Change the Stop & Start sys-
tem duration when the A/C is 
on

Standard Extended — O —

Function Customized setting
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*: If equipped

� BSM (Blind Spot Monitor) * (�o P.309)

*: If equipped

� Intuitive parking assist *1 (�o P.316)

*1: If equipped
*2:The sound volume is linked among the Intuitive parking assist, RCTA, 

and RCD.

� RCTA (Rear Crossing Traffic Alert) *1 (�o P.322)

*1: If equipped
*2:The sound volume is linked among the intuitive parking assist, RCTA, 

and RCD.

Function Customized setting

BSM (Blind Spot Monitor) On/Off �• O �•

Outside rear view mirror indi-
cator brightness

Dim/Bright �• O �•

Alert timing for presence of 
approaching vehicle (sensitiv-
ity)

Later/Default/Earlier �• O �•

Function Customized setting

Intuitive parking assist On/Off �• O �•

Buzzer volume of Intuitive 
parking assist when operat-

ing*2
Level 1/Level 2/Level 3 �• O �•

Function Customized setting

RCTA (Rear Crossing Traffic 
Alert)

On/Off �• O �•

Buzzer volume of RCTA 

when operating*2 Level 1/Level 2/Level 3 �• O �•
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� PKSB (Parking Support Brake) * (�o P.332)

*: If equipped

� RCD (Rear Camera Detection) * (�o P.328)

*: If equipped

� Automatic air conditioning system * (�o P.449)

*: If equipped

� Illumination ( �o P.457)

*: If equipped

Function Customized setting

PKSB (Parking Support 
Brake) function

On/Off — O —

Function Customized setting

RCD (Rear Camera Detec-
tion) function

On/Off �• O �•

Function Default setting
Customized 

setting

A/C mode with AUTO On Off O — O

Function Default setting
Customized 

setting

Time elapsed before the inte-
rior lights

15 seconds

Off

O — O7.5 seconds

30 seconds

Operation after the engine 
switch is turned off

On Off — — O

Operation when the doors 
are unlocked

On Off — — O

Operation when you 
approach the vehicle with the 
electronic key on your per-
son

On Off — — O

Footwell lighting* On Off — — O
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� Driving mode select switch * (�o P.402)

*: If equipped

� Vehicle customization
� When the smart key system is off, 

the entry unlock function cannot 
be customized.

� When the doors remain closed 
after unlocking the doors and the 
timer activated automatic door 
lock function activates, signals will 
be generated in accordance with 
the operation buzzer volume and 
operational signal (Emergency 
flashers) function settings.

� Some settings can be changed 
using a switch or the multimedia 
system. If a setting is changed 
using a switch, the changed set-
ting will not be reflected on the 
multimedia system until the 
engine switch is turned off and 
then to ON.

Function Default setting
Customized 

setting

Powertrain control in Cus-

tom mode* Normal
Power

O — —
Eco

Suspension control in Cus-

tom mode* Normal
Sport

O — —
Comfort

Steering control in Custom 

mode* Normal Sport O — —
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8-3.Initialization

Items to initialize

The following items must be initialized for normal system 
operation after such cases as the battery being reconnected, 
or maintenance being performed on the vehicle:

List of items to initialize

Item When to initialize Reference

PKSB (Parking 

Support Brake)*
• After reconnecting or changing 

the battery
P.334

Maintenance 
required reminder 
message

• After the maintenance is per-
formed

P.515

Tire pressure warn-
ing system

• When the tire inflation pressure 
is changed, such as when 
changing traveling speed or load 
weight.

• When the tire inflation pressure 
is changed, such as when the 
tire size is changed.

• When rotating the tires.
• After performing the transmitter 

ID code registration procedure.

P.537

Toyota parking 

assist monitor* • Battery has been reinstalled.
• The steering wheel has been 

moved while the battery was 
being reinstalled.

• Battery power is low.

P.354, 389, 401
Panoramic view 

monitor*

Multi-terrain Moni-

tor*

Power tailgate*

• When the tailgate is reattached.
• Battery has been reinstalled.
• After jam protection function 

operate.
• After turn on the power tailgate 

system using the meter control 
switch.

P.141, 584
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9-1.For owners

Reporting safety 
defects for U.S. own-
ers

If you believe that your vehi-
cle has a defect which could 
cause a crash or could 
cause injury or death, you 
should immediately inform 
the National Highway Traffic 
Safety Administration 
(NHTSA) in addition to noti-
fying Toyota Motor Sales, 
U.S.A., Inc. (Toll-free: 1-800-
331-4331).

If NHTSA receives similar 
complaints, it may open an 
investigation, and if it finds 
that a safety defect exists in 
a group of vehicles, it may 
order a recall and remedy 
campaign. However, NHTSA 
cannot become involved in 
individual problems 
between you, your dealer, or 
Toyota Motor Sales, U.S.A., 
Inc.

To contact NHTSA, you may 
call the Vehicle Safety 
Hotline toll-free at 1-888-
327-4236 (TTY: 1-800-424-
9153); go to http://www.
safercar.gov ; or write to: 
Administrator, NHTSA, 1200 
New Jersey Ave. SE., Wash-
ington, DC 20590. You can 
also obtain other informa-
tion about motor vehicle 
safety from http://www.
safercar.gov .
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�z Déroulez la sangle diagonale 
de telle sorte qu’elle passe 
bien sur l’épaule, sans pour 
autant être en contact avec le 
cou ou glisser de l’épaule.

�z Placez la sangle abdominale 
le plus bas possible sur les 
hanches.

�z Réglez la position du dossier 
de siège. Asseyez-vous le 
dos le plus droit possible et 
calez-vous bien dans le siège.

�z Ne pas vriller la ceinture de 

Reporting safety 
defects for Canadian 
owners

Canadian customers who 
wish to report a safety-
related defect to Transport 
Canada, Defects Investiga-
tions and Recalls, may tele-
phone the toll-free hotline 1-
800-333-0510, mail Trans-
port Canada - ASFAD, 330 
Sparks Street, Ottawa, ON, 
K1A 0N5, or complete the 
online form at 
https://www.tc.gc.ca/recalls.

Seat belt instructions 
for Canadian owners 
(in French)

The following is a French 
explanation of seat belt 
instructions extracted from 
the seat belt section in this 
manual.

See the seat belt section for 
more detailed seat belt 
instructions in English.

Utilisation correcte des 
ceintures de sécurité
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Coussin gonflable SRS conducteur/passager avant
Contribuent à réduire l’impact de la tête et du thorax du conduc-
teur ou de la conductrice et du passager avant

Coussins gonflables SRS de genoux
Contribuent à réduire l’impact sur le conducteur ou la conductrice 
et le passager avant

Coussins gonflables SRS latéraux
Contribuent à réduire l’impact du thorax des occupants des 
sièges avant

Coussins gonflables SRS rideau
• Contribuent à réduire l’impact de la tête des occupants des sièges avant 

SRS airbag instructions for Canadian owners (in 
French)

The following is a French explanation of SRS airbag instruc-
tions extracted from the SRS airbag section in this manual.

See the SRS airbag section for more detailed SRS airbag instruc-
tions in English.

Système de coussi ns gonflables SRS
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The figures given in the illustration indicate the recommended center 
of gravity zone.

1  Recommended location for cargo center of gravity for cargo weight 
rating

2 Rear end of truck bed

�X Xtra Cab models

�X Double Cab models with long 
bed

�X Double Cab models with short 
bed

Camper information

This information has been prepared in accordance with regu-
lation issued by the National Highway Traffic Safety Adminis-
tration of the U.S. Department of Transportation. It provides 
the purchasers and/or prospective purchasers of Toyota vehi-
cles with information on truck-camper loading. Your Toyota 
dealer will help answer any questions you may have as you 
read this information.

Center of gravity location
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What to do if... (Troubleshooting)

�z If you lose your keys, new 
keys can be made by your 
Toyota dealer. (�o P.597)

�z If you lose your electronic 
keys, the risk of vehicle theft 
increases significantly. Con-
tact your Toyota dealer imme-
diately. (�o P.597)

�z Is the electronic key battery 
weak or depleted? (�o P.550)

�z Is the engine switch in ON?

When locking the doors, turn the 
engine switch off. (�o P.215)

�z Is the electronic key left inside 
the vehicle?

When locking the doors, make sure 
that you have the electronic key on 

your person.

�z The function may not operate 
properly due to the condition 
of the radio wave. (�o P.149)

�z Is the child-protector lock set?

The rear door cannot be opened 
from inside the vehicle when the 
lock is set. Open the rear door from 
outside and then unlock the child-
protector lock. (�o P.133)

�z Did you press the engine 
switch while firmly depress-
ing the brake pedal (vehicles 
with automatic transmission) 
or the clutch pedal (vehicles 
with manual transmission)? 
(�o P.212)

�z Is the shift lever in P? (vehi-
cles with automatic transmis-
sion) (�o P.212)

�z Is the electronic key any-
where detectable inside the 
vehicle? (�o P.148)

�z Vehicles with a manual trans-
mission: Is the steering wheel 
unlocked? (�o P.213)

If you have a problem, 
check the following before 
contacting your Toyota 
dealer.

The doors cannot be 
locked, unlocked, opened 
or closed

You lose your keys

The electronic key does 
not operate properly

The doors cannot be 
locked or unlocked

The rear door cannot be 
opened

If you think something is 
wrong

The engine does not start
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Alphabetical Index

A

A/C ...........................................449
Air conditioning filter.............549
Automatic air conditioning sys-

tem .....................................449
Manual air conditioning system

...........................................444
ABS (Anti-lock Brake System)

...............................................421
Warning light ........................570

Adaptive Variable Suspension 
System (AVS) ........................421

AI-SHIFT ..................................217
Air conditioning filter .............549
Air conditioning system ........449

Air conditioning filter.............549
Automatic air conditioning sys-

tem .....................................449
Manual air conditioning system

...........................................444
Airbags......................................37

Airbag operating conditions....38
Correct driving posture...........29
Curtain shield airbag operating 

conditions .............................39
Front passenger occupant clas-

sification system...................45
Modification and disposal of air-

bags .....................................43
Side airbag operating conditions

.............................................39
Side and curtain shield airbags 

operating conditions .............39
SRS airbags ...........................37
SRS warning light.................569

Alarm .........................................76
Warning buzzer ....................568

Anchor brackets ...........54, 57, 59
Antennas (smart key system)147
Anti-lock Brake System (ABS)

...............................................421

Warning light.........................570
Approach warning ..................290
Assist grips .............................481
Audio system-linked display101, 

111
AUTO LSD system..................407
Automatic air conditioning sys-

tem .........................................449
Automatic High Beam (AHB) .235
Automatic light control system

...............................................233
Automatic transmission.........217

If the shift lever cannot be shifted 
from P.................................218

S mode .................................219
TOW HAUL switch................217

Auxiliary boxes .......................464
Auxiliary switches ..................488
Average fuel economy .....99, 110
AVS (Adaptive Variable Suspen-

sion System) .........................421

B

Back window
Power back window..............177

Back-up lights
Replacing light bulbs ............556

Battery
Battery checking...................529
If the battery is discharged ...600
Preparing and checking before 

winter..................................439
Warning light.........................569

Bed hooks ...............................468
Bed lamp .................................457

Replacing light bulbs ............556
Blind Spot Monitor (BSM) ......309

Enabling/disabling the system
...........................................311

Boost gauge....................101, 115
Bottle holders .........................461
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�X For vehicles sold in the U.S.A., Hawaii, Guam, Saipan, A. Samoa 
and Puerto Rico

Smart key system  and engine immobilizer system

















697

Owners Manual_USA_M04041_en

�X For vehicles sold in the U.S.A., Hawaii, Guam, Puerto Rico, 
A.Samoa and Saipan

�X For vehicles sold in Canada

Toyota Safety Sense 3.0
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�X For vehicles sold in the U.S.A., Hawaii, Guam, Puerto Rico, 
A.Samoa and Saipan

BSM (Blind Spot Monitor)
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�X For vehicles sold in Canada

�X For vehicles sold in the U.S.A., Hawaii, Guam, Puerto Rico, 
A.Samoa and Saipan

�X For vehicles sold in Canada

Intuitive parking assist
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Wireless charger
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�X For vehicles sold in Canada
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�X For vehicles sold in the EU
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�X For vehicles sold in the U.S.A. and Hawaii

FCC ID: NZLUAHL5E & NZLUAHL5J

�X For vehicles sold in Canada

Garage door opener

Tire pressure warning system
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�X For vehicles sold in the U.S.A. and Hawaii

�X For vehicles sold in Canada

IC: 3729A-PMVE100
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